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UL Standard for Safety for Luminous Egress Path Marking Systems, UL 1994

Fourth Edition, Dated May 29, 2015
Summary of Topics

This revision of ANSI/UL 1994 dated July 1, 2020 is being issued to update the title page to reflect
the most recent designation as a Reaffirmed American National Standard (ANS). No technical
changes have been made.

Text that has been changed in any manner or impacted by UL's electronic publishing system is marked
with a vertical line in the margin.

The requirements are substantially in accordance with Proposal(s) on this subject dated March 27, 2020.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fithess for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL's liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney's fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser's computer system.
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INTRODUCTION
1 Scope

1.1 These requirements cover floor proximity and other egress path marking and lighting systems that
provide a visual delineation of the path of egress. These systems are also used to identify significant
egress path features such as doors, door hardware, door frames, stairs, stair landings, stair banisters,
obstacles, egress symbols, information placards, and similar elements of the egress path.

1.2 These systems are intended for installation and use as required by building and fire safety codes
such as the Life Safety Code, NFPA 101; the Building Construction and Safety Code, NFPA 5000, and the
International Building Code sponsored by the International Code Council.

1.3 These requirements cover photoluminescent egress path marking system materials such as
sheeting and adhesive-backed laminates. They also cover paints, pigments or inks pre-applied to a
substrate. They are intended for installation where the facility illumination is sufficient to activate the
photoluminescent material.

1.4 These requirements do not address the mounting integrity of path markers intended to be secured by
adhesive to a building element. The suitability of this form of mounting for any given application is outside
the scope of this Standard.

1.5 Self-luminous systems include constructions as defined in 5.13.

1.6 Externally powered lighting systems include varying designs of electric lamps that may be intended
for connection to any combination of normal power supply, emergency power supply, and battery backup.

1.7 These requirements do not cover egress signs and lighting to be used independent from a path
marking system, such as EXIT signs or other legally required legends or graphical symbols that are within
the scope of the Standard for Emergency Lighting and Power Equipment, UL 924.

1.8 These requirements do not address the text or graphical symbol content, or the configuration of path
marker signs.

1.9 The term "product" as used in these requirements refers to egress path marking and lighting systems
or any part thereof covered by these requirements unless specifically noted otherwise.

2 Components

2.1 Except as indicated in 2.2, a component of a product covered by this Standard shall comply with the
requirements for that component. See Appendix A for a list of standards covering components used in the
products covered by this Standard.

2.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

2.3 A component shall be used in accordance with its rating established for the intended conditions of
use.
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2.4 Specific components are incomplete in construction features or restricted in performance
capabilities. Such components are intended for use only under limited conditions, such as certain
temperatures not exceeding specified limits, and shall be used only under those specific conditions.

3 Units of Measurement

3.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

4 References

4.1 Any undated reference to a code or standard appearing in the requirements of this standard shall be
interpreted as referring to the latest edition of that code or standard.

5 Glossary
5.1 For purposes of this Standard the following definitions apply.

5.2 DIRECTIONAL MARKER - A photoluminescent, self-luminous, or externally powered marker that is
provided with a means of identifying the direction of emergency egress. A directional marker is intended
only for use with and as part of a path marking and lighting system. See 1.7 for other limitations.

5.3 FLOOR PROXIMITY — A mounting location within 18 inches (45.7 cm) of grade. For stairs, the
mounting location is measured relative to a line connecting the stair nosings.

5.4 HIGH-VOLTAGE CIRCUIT — A circuit involving a potential of more than 30 volts ac, 42.4 volts peak
or dc, but not more than 600 volts.

5.5 HORIZONTAL LUMINOUS LENGTH — The length of the luminous segment parallel to the direction
of travel in the path of egress, that is, the length a person would have to traverse to pass the luminous
segment.

5.6 LOW-VOLTAGE CIRCUIT — A circuit involving a potential of not more than 30 volts ac, 42.4 volts
peak or dc, and supplied by:

a) An energy limiting battery circuit,
b) A Class 2 transformer, or

c) A combination of a transformer and fixed impedance which, as a unit, complies with all
performance requirements for a Class 2 transformer.

(See also Low-Voltage, Power-Limited Circuits, Section 31.)

5.7 LUMINOUS SEGMENT - The portion of the path marking system that is intended to be illuminated
after activation of the system.

5.8 PATH MARKER — A luminous strip or sign intended only for use with a luminous egress path marking
system to assist building occupants in finding an exit.

5.9 PATH MARKER SIGN - A path marker that includes text and/or one or more graphical symbols
intended to provide information related to egress features or procedures.
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511 PATH MARKER SYSTEM - An integrated collection of path marker strips and/or path marker signs
intended to assist building occupants and/or first responders to deal effectively with evacuation scenarios.

5.12 PHOTOLUMINESCENT - Having the property of emitting light that continues for a length of time
after excitation by visible or invisible light has been removed.

5.13 SELF-LUMINOUS - llluminated by a self-contained power source (other than batteries) and
operated independently of external power sources.

5.14 VISUAL DELINEATION — The use of visual cues to identify the path of egress accurately.
CONSTRUCTION

6 General

6.1 Product assembly

6.1.1 Systems shall include all components necessary for intended function when installed as specified
in the manufacturer's instructions.

6.1.2 A product or system that is not assembled by the manufacturer as a complete unit shall include a
list identifying all parts needed to form a complete system. All parts shall be marked or otherwise identified
in the instructions. Any special tools required to complete the assembly shall be provided.

6.2 Mechanical protection

6.2.1 Louvers and other openings in the ultimate enclosure shall be constructed and located to reduce
the risk of unintentional contact with hot surfaces or with moving parts that may cause a risk of injury to
persons. In determining compliance with this requirement, parts such as covers, panels, or grilles used as
part of the enclosure are to be removed unless tools are required for their removal.

6.2.2 The degree of protection required by 6.2.1 depends upon the general design and the intended use
of the product. The location where the product ordinarily will be used is considered when judging the
acceptable degree of exposure of moving parts. Other factors taken into consideration in judging the
acceptability of exposed moving parts are:

a) The degree of exposure;
b) The sharpness of the moving parts;
c¢) The likelihood of unintentional contact with the moving parts; and

d) The speed of movement of those parts.

6.2.3 Moving parts that may cause injury to persons, such as fan blades or blower wheels, shall be
guarded or enclosed so that the minor dimension of any opening does not exceed the values in 6.2.4 and
6.2.6. Parts required for guarding shall be secured by means dependent upon tools for their removal
unless the guard is required to be in place in order for the product to function.

6.2.4 The distance from an opening to the moving part shall be in accordance with Table 6.1, but the
minor dimension of the opening shall not, in any case, exceed 1 inch (25.4 mm). For an opening having a
minor dimension intermediate between two of the values included in the table, the distance from the
opening to the moving part shall be not less than that found by appropriate interpolation between the
corresponding values in the table. The minor dimension of the opening is determined bD@Ments
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hemispherically tipped cylindrical probe that can be inserted through the opening with a force of 5 pounds
(22.3 N). See 6.2.6 for round holes and slots.

Table 6.1
Dimensions of opening
Minor dimensions of opening® Minimum distance from opening to moving part*®
inches (mm) inches (mm)
1/4 (6.4) 12 (12.7)
3/8 (9.5) 1-1/2 (38.1)
12 (12.7) 2-1/2 (63.5)
3/4 (19.1) 4-1/2 (114.0)
1 (25.4) 6-1/2 (165.0)
1-1/2 (38.1) 10-1/2 (267.0)
2 (50.8) 14-1/2 (368.0)
2-1/4° (57.2) 16-1/2 (419.0)
2-1/2° (63.5) 18-1/2 (470.0)
2-3/4° (69.9) 20-1/2 (521.0)
30 (76.2) 22-1/2 (5672.0)
Over 2 (Over 50.8) 30 (762.0)
& Openings less than 1/4 inch (6.4 mm) are not to be considered.
P These values apply only to openings at the base of the product where the upper edge of the opening is less than 8 inches (203
mm) above the floor. The product is to be in its intended operating position.
¢ Also applies to hot parts.

6.2.5 A moving part is not to be considered when judging compliance with 6.2.2 if:

a) The part is unlikely to be contacted through the opening because of the location of fixed
components, including baffles,

b) The part is made inoperative, when exposed, through the use of interlocking devices, or

¢) The chassis of the product is of a slide-out type construction that must be withdrawn from its
enclosure to expose the moving part that may cause injury to persons.

6.2.6 If an opening consists of a round hole or slot having a major straight line dimension of less than 2
inches (50.8 mm), the distance to a moving part that may cause injury to persons shall be in accordance
with Table 6.2. If an opening consists of a round hole or slot having a major straight line dimension more
than 2 inches (50.8 mm), the distance to a moving part that may cause injury to persons shall be in
accordance with Table 6.1. For an opening having a minor dimension intermediate between two of the
values included in the table, the distance from the opening to the moving part shall be not less than that
found by interpolation between the corresponding values shown in the appropriate column.

6.3 Electrical protection

6.3.1 Louvers and other openings in the enclosure shall be constructed and located to reduce the risk of
unintentional contact with uninsulated live parts. In determining compliance with this requirement, parts
such as covers, panels, and grills used as part of the enclosure are to be removed unless tools are
required for their removal or an interlock is provided.
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6.3.2 Uninsulated high-voltage live parts shall be located, guarded, or enclosed as indicated in 6.3.3 —
6.3.8.

6.3.3 If an opening in the enclosure will not permit the entrance of a 3/4 inch (19.1 mm) diameter rod, the
probe illustrated in Figure 6.1 shall not touch any uninsulated live parts and the probe illustrated in Figure
6.2 shall not touch any film-coated wire when inserted through the opening. The probe shall not pass
through grilles, screens, louvers, or the like when a force of 5 pounds (22.3 N) is applied.

Dimension of openings for round holes or sl;rtasblI\i\Siﬁg a major dimension less than 2 inches (50.8
mm)?
Minimum distance from opening to moving part®
Minor dimension of opening Round holes Slots
inches (mm) inches (mm) inches (mm)
1/4 (6.4) 1/8 (3.2) 112 (12.7)
3/8 (9.5) 1 (25.4) 1-1/2 (38.1)
112 (12.7) 2 (50.8) 2-1/2 (63.5)
3/4 (19.1) 3-1/4 (82.6) 3-1/4 (82.6)
1 (25.1) 4 (102.0) 4 (102.0)
@ Table 6.1 applies if major dimension of slot is 2 inches (50.8 mm) or greater.
b Also applies to hot parts.
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Figure 6.2
Probe

—— —=— ANY CONVENIENT LENGTH

3/4" (19.1mm) DIA.
1/2” (12.7mm) DIA.

A
Vi

~a— 4" (101.6mm)

1/4" (6.4mm) RAD.
PA140A

6.3.4 An opening in an electrical enclosure shall not permit entrance of a 1 inch (25.4 mm) diameter rod
and shall be sized and so arranged that the probe shown in Figure 6.3 cannot be made to contact any
uninsulated live electrical part (other than low-voltage) when inserted through the opening in a straight or
articulated position.

6.3.5 An opening that permits entrance of a 1 inch (25.4 mm) diameter rod is acceptable under the
conditions described in Figure 6.4.

6.3.6 With respect to 6.3.4, the probe may be articulated into any configuration and may be rotated or
angled to any position before, during, or after insertion into the opening, and the penetration may be to any
depth allowed by the opening size, including minimal depth combined with maximal articulation.

6.3.7 If any part of the enclosure must be opened or removed for user servicing with or without the use of
tools, or can be opened or removed without the use of tools, the probe is to be applied without the part in
place.

6.3.8 In addition to the requirements in 6.3.2 — 6.3.5, uninsulated live parts inside the enclosure that are
likely to be contacted by persons performing operations such as replacing fuses, resetting manual-reset
devices, replacing air filters, oiling motors, or other such intended normal service operations, shall be
located, guarded, or enclosed to prevent unintentional contact.

Exception: Uninsulated live parts need not comply with this requirement if tools are required to expose the
uninsulated live part or a keyed lock is used to prevent access to the live parts.
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Figure 6.3
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Figure 6.4

Opening in enclosure
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The opening is acceptable if, within the enclosure, there is no uninsulated live part or film-coated wire:

1) less than X inches from the perimeter of the opening, as well as

2) within the volume generated by projecting the perimeter X inches normal to its plane.

X equals five time the diameter of the largest diameter rod that can be inserted through the opening, but not less that 4 inches (101.6
mm).
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7 Accessories

7.1 A product having provisions for the use of accessories to be attached in the field shall be constructed
so that the use of these accessories will not introduce a risk of fire, electric shock, or unintentional contact
with moving parts that may cause injury to persons.

7.2 The product shall comply with the requirements of this Standard with or without the accessory
installed.

7.3 Electrical installation of accessories by the user shall be restricted to an arrangement that can be
accomplished by means of receptacles and plug-in connectors.

7.4 With reference to 7.3, low-voltage accessories may be connected by other means provided the
installation does not require rearrangement of components or wiring, cutting or splicing of existing wiring,
or soldered connections.

7.5 The installation of accessories by service personnel shall be by means of receptacles, plug-in
connectors, insulated wire connectors, or by connection to existing wiring terminals.

7.6 With reference to 7.5, any installation that requires the cutting of wiring or the soldering of
connections by the installer is not acceptable. Installations that require cutting, drilling, or welding are not
acceptable in electrical enclosures and in other areas where such operations may damage electrical
components and wiring within the enclosure.

7.7 A strain relief means shall be provided for the wiring in the accessory if there is a possibility of
transmitting strain to the terminal connections during installation. See 35.1 for test of strain relief means.

7.8 All terminals and wiring intended to be field connected shall be identified:
a) On the accessory;
b) On the product if connections are made between the accessory and the product; or

¢) On the wiring diagram or diagrams provided with the product.

7.9 Except where it is obvious, the mounting location of the accessory shall be indicated on the product.
If the mounting location is obvious due to the function of the accessory and arrangement of the product,
and instructions are provided covering the installation and location for the accessory, the mounting
location of the accessory need not be indicated on the product.

7.10 As part of the investigation, accessories are to be trial-installed to determine that:
a) Their installation is feasible;

b) The instructions (see Installation and Operating Instructions, Section 44) are detailed and
correct; and

c) The use of the accessories does not introduce a risk of fire, electric shock, or unintentional
contact with moving parts that may cause injury to persons.
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8 Enclosures
8.1 General

8.1.1 Enclosures shall be formed and assembled so that they will have the strength and rigidity
necessary to resist the abuses to which they may be subjected without total or partial collapse and
resulting reduction of spacings, loosening or displacement of parts, or other serious defects. Enclosures
for individual electrical components, outer enclosures, and the combinations of the two are to be
considered in determining compliance with this requirement.

8.1.2 Among the factors that are taken into consideration when evaluating an enclosure are:
a) Mechanical strength;
b) Resistance to impact;
c) Moisture-absorptive properties;
d) Flammability;

e) Resistance to distortion at temperatures to which the material may be subjected under
conditions of use; and

f) Resistance to corrosion.

For a nonmetallic enclosure or part of an enclosure, all of these factors are considered with respect to
aging. See Polymeric Materials, Section 9.

8.1.3 The enclosure or enclosures of the product shall prevent mechanical damage to wiring and
electrical components.

8.1.4 The enclosure shall prevent the emission of molten metal, burning insulation, flaming particles, or
the like through openings onto flammable material, including surfaces over which the product is mounted.

8.1.5 An outer cabinet or enclosure is not required for a product having all electrical parts, other than
motors, individually and completely enclosed; and having all electrical wiring enclosed in metal-clad cable,
conduit, or the equivalent.

8.1.6 A piece that is in effect a part of the enclosure, such as a dial or nameplate, shall be of metal or
other material as specified for the enclosure.

8.1.7 Where insulating material other than electrical insulation is provided within the enclosure,
consideration is to be given to the burning characteristics of the material, and the proximity of an ignition
source, in determining compliance with 8.1.4.

8.1.8 All intended mounting positions of the product are to be considered when determining if it complies
with 8.1.4.

8.1.9 Unless it can be determined that failure of an electrical component will not result in a risk of fire,
components such as controls, solenoids, starting relays, and switches shall be individually enclosed,
except at terminals. See 8.3.1 — 8.5.2.

8.1.10 Electrical parts (see 8.1.9) within the outer enclosure need not be individually enclosed if the

assembly conforms with the following: DOC uments
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