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The revision ofUL 1995 dated August 1, 2022 is being issued to remove the ANSI logo and

approval from the title page. OtherANSI related notes forUL 1995 have been removed. No

technical changes have been made.

As noted in the Commitment forAmendments statement located on the back side ofthe title page,

UL andCSA are committed to updating this harmonized standard jointly. However, the revision

pages datedAugust 1, 2022 will not be jointly issued byUL andCSA as these revisions only

address the UL ANSI removal.

Text that has been changed in any manner or impacted by UL's electronic publishing system is marked
with a vertical l ine in the margin.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not l imited to, the implied warranties of merchantabil ity or fitness for any purpose.

In no event wil l UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inabil ity to use this Standard, even if UL or an authorized UL representative has been advised of the
possibil ity of such damage. In no event shall UL's l iabil ity for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, l iabil ity, damage, claim, or judgment (including reasonable
attorney's fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser's computer system.
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Commitment for Amendments

This standard is issued jointly by the Canadian Standards Association (operating as CSA Group) and
Underwriters Laboratories Inci. (UL). Comments or proposals for revisions on any part of the standard
may be submitted to CSA Group or UL at any time. Revisions to this standard wil l be made only after
processing according to the standards development procedures of CSA Group and UL. CSA Group wil l
not be issuing revisions dated August 1 i, 2022 i.
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send the following information to iinquiries@csagroup.org and include "Proposal for change" in the
subject l ine: Standard designation (number); relevant clause, table, and/or figure number; wording of
the proposed change; and rationale for the change.

To purchase CSA Group Standards and related publications, visit CSA Group's Online Store at i
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Preface

This is the harmonized CSA Group and UL standard for Heating and Cooling Equipment. I t is the fifth
edition of CSA-C22.2 No. 236, and the fifth edition of UL 1 995.

This harmonized standard was prepared by the CSA Group and Underwriters Laboratories Inc. (UL). The
efforts and support of the heating and cooling equipment industry, the Air Conditioning and Refrigeration
Institute (ARI), and the Heating, Refrigerating, and Air Conditioning Institute of Canada (HRAI) are
grateful ly acknowledged.

This standard is considered suitable for use for conformity assessment within the stated scope of the
standard.

This Standard was reviewed by the CSA Subcommittee on Appliances for Air-Conditioning for Household
and Similar Purposes, under the jurisdiction of the CSA Technical Committee on Consumer and
Commercial Products and the CSA Strategic Steering Committee on the Requirements for Electrical
Safety, and has been formally approved by the CSA Technical Committees. I t was also reviewed by the UL
Standards Technical Panel 1 995 and processed according to the method of development, revision, and
implementation of UL standards for safety.

Application of Standard

Where reference is made to a specific number of samples to be tested, the specified number is to be
considered a minimum quantity.

Note: Although the intended primary application of this standard is stated in its scope, it is important to note that it remains the
responsibil ity of the users of the standard to judge its suitabil ity for their particular purpose.

Level of harmonization

This standard uses the IEC format but is not based on, nor is it considered equivalent to, an IEC standard.
This standard is published as an equivalent standard for CSA Group and UL.

An equivalent standard is a standard that is substantial ly the same in technical content, except as follows:
Technical national differences are allowed for codes and governmental regulations as well as those
recognized as being in accordance with NAFTA Article 905, for example, because of fundamental cl imatic,
geographical, technological, or infrastructural factors, scientific justification, or the level of protection that
the country considers appropriate. Presentation is word for word except for editorial changes.

Reasons for differences from IEC

The THSC investigated and found no existing IEC standards or work programs covering the scope of the
products in this standard.

Interpretations

The interpretation by the standards development organization of an identical or equivalent standard is
based on the literal text to determine compliance with the standard in accordance with the procedural rules
of the standards development organization. I f more than one interpretation of the l iteral text has been
identified, a revision is to be proposed as soon as possible to each of the standards development
organizations to more accurately reflect the intent.
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Heating and cooling equipment

1 Scope

1 .1 These requirements apply to the following stationary equipment for use in nonhazardous locations
rated greater than 600 volts up to 7200 V, and remote control assemblies for such equipment:

a) Heat pumps, for heating and cooling with or without factory, or field-installed electric resistance
heaters, or hot water or steam heating coils;

b) Air conditioners for cooling with or without factory, or field-installed electric resistance heaters, or
hot water or steam heating coils;

c) Liquid chil lers and compressor-evaporator or l iquid chil ler assemblies intended for use with
remote condensers;

d) Add-on heat pumps for comfort heating or heating and cooling; and

e) Heat pump water heaters and refrigerant desuperheaters, and packaged heat pump water
heaters consisting of a heat pump water heater and an associated storage tank;

Note: The above equipment rated 600 V or less are covered by the scope of ANCE/CSA/UL 60335-2-40.
i

These requirements apply to the following stationary equipment for use in nonhazardous locations
rated 7200 V or less, single- or 3-phase, and remote control assemblies for such equipment:

a) Heat pumps, for heating and cooling with or without factory, or field-installed electric
resistance heaters, or hot water or steam heating coils.

b) Air conditioners for cooling with or without factory, or field-installed electric resistance
heaters, or hot water or steam heating coils.

c) Cooling portion and associated components of combination heating and cooling
equipment employing gas-, oi l-, or gas-oil-fired heating means. However, the requirements
for the construction and performance of the gas-, oi l-, or gas-oil-fired heating means, and
their associated components, are to conform to the particular standards covering such
heating equipment and components.

d) Liquid chil lers and compressor-evaporator or l iquid chil ler assemblies intended for use
with remote condensers.

e) Condensing units intended for connection to a remote nonspecified evaporator and
compressor units intended for connection to a remote nonspecified evaporator and
condenser.

f) Add-on heat pumps for comfort heating or heating and cooling.

g) Heat pump water heaters and refrigerant desuperheaters, and packaged heat pump
water heaters consisting of a heat pump water heater and an associated storage tank.

h) Fan units and fan coil units for comfort heating and/or comfort cooling.

i) Room fan heater units, central heating furnaces, and similar fixed electric space heating
for comfort heating.
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1 .2 These requirements apply to the following stationary equipment for use in nonhazardous locations
rated 7200 V or less, single or 3-phase, and remote control assemblies for such equipment:

a) Cooling portion and associated components of combination heating and cooling equipment
employing gas-, oi l-, or gas-oil-fired heating means. However, the requirements for the construction
and performance of the gas-, oi l-, or gas-oil-fired heating means, and their associated components,
shall conform to the particular standards covering such heating equipment and components;

b) Condensing units intended for connection to a remote nonspecified evaporator and compressor
units intended for connection to a remote nonspecified evaporator and condenser; and

c) Room fan heater units, central heating furnaces, and similar fixed electric space heating for
comfort heating.

Note: The equipment mentioned in Clauses 1 .3, 1 .4, 1 .5, 1 .6, 1 .7 and 1 .1 3 are rated 7200 V or less, single or 3-phase. These
products are not covered by the scope of ANCE/CSA/UL 60335-2-40.
i

The units referenced in Clause 1 .1 (g), self-contained heat pumps and air conditioners may be
cord-connected if they

a) are for indoor use only;

b) are rated 250 V or less, single phase, with a marked rating of 24 A or less; and

c) comply with Clause 1 .11 .

1 .3 A fan unit includes a motor-operated fan or blower and is intended to be connected to a duct system
that supplies conditioned air for environmental heating and/or cooling. Such a unit may have air-controlled
dampers, but does not include a factory-installed heat exchanger or any other integral heating or cooling
means.

1 .4 A fan coil unit includes a motor-operated fan or blower together with a cooling coil , a heating coil , or
both. The fan or blower is intended to recirculate air, and can introduce air from outside of the heated or
cooled space. The coil can be used for refrigerant cooling, for chil led water cooling, for hot water heating,
for steam heating, or for combinations of these functions.

1 .5 A fan coil unit is intended to be piped to a remote source of the heating and/or cooling mediums. A
unit that includes an electric resistance heater is considered to be a fan coil unit if a water or refrigerant coil
for comfort cooling and/or a water or steam coil for comfort heating is provided in the unit.

1 .6 A room fan heater unit is intended for heating only, includes a motor-operated fan or blower, employs
electric resistance heat as the only heat source, and is intended to serve only one room or space.

1 .7 A fan coil unit or electric space heating equipment, as covered by these requirements, can be
designed for free discharge of air to the room or can be provided with means for duct connection.

1 .8 A central warm air furnace is a heating appliance that consists of an electric heating element or
elements with an air-circulating fan or blower, is provided with appropriate integral operating and
temperature-l imiting controls, and is housed in an enclosure designed to be connected to ductwork for the
distribution of the heated air remote from the unit.

1 .9 The units referenced in Clause 1 .1 and 1 .2 can consist of one or more factory-made assemblies. I f
provided in more than one assembly, the separate assemblies are to be used together, and the
requirements are based on the use of matched assemblies. These requirements apply to assemblies
designed for free discharge of air into the conditioned space as well as those which may be provided with
means for duct connection. i
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The units referenced in Clause 1 .1 can consist of one or more factory-made assemblies. I f
provided in more than one assembly, the separate assemblies are to be used together, and the
requirements are based on the use of matched assemblies. These requirements apply to
assemblies designed for free discharge of air into the conditioned space as well as those which
may be provided with means for duct connection.

1 .1 0 These requirements do not apply to add-on heat pump systems designed to uti l ize the indoor fan
motor assembly of an installed furnace where:

a) The heat pump and furnace are intended to operate simultaneously during heating operation
except as noted in the Exception to Clause 26.1 7; or

b) The refrigerant coil is intended to be mounted upstream (return air side) of the furnace.
i

These requirements do not apply to add-on heat pump systems designed to uti l ize the indoor fan
motor assembly of an installed furnace where

a) the heat pump and furnace are intended to operate simultaneously during heating
operation except as noted in the Exception to Clause 26.1 7; or

b) the refrigerant coil is intended to be mounted upstream (return air side) of the furnace.

1 .11 These requirements apply to equipment designed to be used in nonhazardous locations in
accordance with the rules of CSA C22.1 , ANSI/NFPA No. 70, CSA B52, ANSI/ASHRAE 1 5, NFPA 90A,
and NFPA 90B.

Note 1 : Requirements for the installation of units designed to be connected to air duct systems are also included in codes such as the
BOCA Basic National Mechanical Code, the ICC's Standard Mechanical Code, and the ICC's Uniform Mechanical Code.

Note 2: Coolant distribution equipment are intended for use in an information technology room (ITE) that comples with NFPA 75.
i

These requirements apply to equipment designed to be used in nonhazardous locations in
accordance with the rules of CSA C22.1 , ANSI/NFPA No. 70, CSA B52, ANSI/ASHRAE 1 5, NFPA
90A, and NFPA 90B.
Note: Requirements for the installation of units designed to be connected to air duct systems are also included in codes
such as the BOCA Basic National Mechanical Code, the ICC's Standard Mechanical Code, and the ICC's Uniform
Mechanical Code.

1 .1 2 The values given in SI (metric) units are normative. Any other values given are for informational
purposes only.

The values given in SI (metric) units are normative. Any other values given are for informational purposes
only.

1 .1 3 Units intended for connection to telecommunication equipment are to have the appropriate
assembly containing such circuitry meet CAN/CSA C22.2 No. 225 and UL 1 459.

1 .1 4 The general requirements of CSA C22.2 No. 0 apply, except as follows:

a) “General Requirements”, Clause 3, and “Construction Details”, Clause 4 (refer to Clauses 2
through 36 of this standard);

b) “Marking”, Clause 5 (refer to Clauses 43, 44, and 45 of this standard);

c) “Tests”, Clause 6 (refer to Clauses 46 through 79 of this standard).
i
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The following Clauses of CAN/CSA-C22.2 No. 0 are superseded by the requirements of this
Standard:

a) "General Requirements", Clause 3, and "Construction Details", Clause 4 (refer to
Clauses 2 through 36 of this standard);

b) "Marking", Clause 5 (refer to Clauses 43, 44, and 45 of this standard);

c) "Tests", Clause 6 (refer to Clauses 46 through 79 of this standard).

1 .1 5 These requirements do not cover panel or cable type radiant heating equipment, electric boilers,
baseboard heaters, air heaters, duct heaters, and unit coolers for refrigeration purposes, nor any other
electric heating equipment or appliances which are covered in or as a part of separate, individual
standards.

2 Definitions

2.1 The following definitions apply in this Standard:

Absolute Irradiance – E, (W/cm2), Radiant Flux incident on a surface. The quotient of radiant flux at that
element of a surface to the area of that element.

Add-on heat pump – a pump that normally consists of an outdoor section, one or more indoor sections
(without circulating fan), and related control devices.

Adjustable Speed Drive – A combination of the power converter, inverter, motor(s), motor-compressor(s)
and motor-mounted auxil iary devices such as encoders, tachometers, thermal switches and detectors, air
blowers, heaters, and vibration sensors.

Adjustable Speed Drive System – An interconnected combination of equipment that provides a means
of adjusting the speed of a mechanical load coupled to motor(s) and/or motor-compressor(s). A drive
system typically consists of an adjustable speed drive and auxil iary electrical apparatus.

Air-circulating blower – the complete blower or fan assembly, including the blower wheel or fan, the
blower housing, and the motor used to provide the means for the circulation of air in a system.

Appliance Coupler – A single-outlet, female contact device for attachment to a flexible cord as part of a
detachable power-supply cord to be connected to an appliance inlet (motor attachment plug). Note:
Female contact device is defined as an electrical connector surrounded by an electrically isolated material
such that the electrical contact cannot be accessed with the probe il lustrated in Figure 7.1 .

Appliance Inlet (Motor Attachment Plug) – A male contact device mounted on an end product appliance
to provide an integral blade configuration for the connection of an appliance coupler or cord connector.
Note: Male contact device is an electrical connector that is inserted into a corresponding female contact
device to complete the electrical connection for the appliance.

Ballast – A current l imiting device required to start and operate fluorescent lamps.

Barrier – A partition for the isolation (insulation) of hazardous voltage electrical circuits or isolation of
electrical arcs, moving parts, or ultraviolet (UV) radiation from lamps.

Blocking diode – A diode used to block reverse flow of current into a photovoltaic source circuit.
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Cabinet – That part of the unit that encloses insulated wiring, electrical enclosures, moving parts, motors
or enclosed electrical parts.

Cascade system – A refrigeration system that incorporates two or more independent vapor-compressor
refrigeration cycles in series. This is done to acquire low temperatures that might not be readily achieved
with a single refrigeration cycle.

Charge controller – Equipment that controls dc voltage or dc current, or both, used to charge a battery.

Circuit, Class 2 – An extra-low voltage circuit with a power of 1 00 VA or less; or has 30 V dc supplied by a
primary battery; or is supplied by a Class 2 transformer; or is supplied by a combination of a transformer
and fixed impedance that, as a unit, complies with all the performance requirements for a Class 2
transformer, or is supplied by a power supply (such as a switching power supply) whose output meets the
requirements of a Class 2 circuit. A circuit that is derived from a circuit that exceeds 30 V by connecting
resistance or impedance, or both, in series with the supply circuit to l imit the voltage and current, is not
considered to be a class 2 circuit.

Circuit, extra-low-voltage – A circuit that has an ac potential of not more than 30 V rms (42.4 V peak or
30 V dc).

Circuit, hazardous voltage – A circuit of any voltage exceeding those of an extra-low-voltage circuit.

Combination temperature-regulating and -limiting thermostat – A thermostat that functions to
regulate the temperature under normal conditions of use, and also serves to prevent a hazard that might
result from conditions of abnormal operation of the heater.

Compressor unit – An assembly that includes one or more compressors with associated controls and
wiring. A compressor unit may be intended for field connection to a remote evaporator, which may be an
integral part of other refrigeration equipment, and to a remote condenser. Operation may include reverse
cycle mode.

Compressor evaporator unit – An assembly that includes one or more compressors and evaporators,
with associated controls and wiring, and which are intended for field connection to a remote condenser.

Computer room air conditoner (CRAC) – An air-cooled or water-cooled, special purpose air conditioner,
factory assembled as a portable package, which is a self-contained combination of cooling and optional
heating components. This equipment is intended to provide supplemental cooling only for Information
Technology Equipment (ITE) and may contain network connections to ITE. I t is intended to condition a
single equipment room or space. I t may contain condenser intake/exhaust gri l l(s) or separate ducts; and
contain return air plenum with duct(s), fi l ter, or gri l l(s) but is not designed for connection to an HVAC
system.

In the US, this equipment is to be installed in accordance with Article 645 of NFPA 70 (National Electrical Code).

Condenser, forced-air cooled – An assembly that includes an air-cooled condenser and one or more
electric motor-driven fans or blowers to circulate air through the condenser coil .

Condensing unit – An assembly that includes one or more compressors and condensers with
interconnecting refrigerant piping and associated controls and wiring. A condensing unit may be intended
for field connection to a remote evaporator, which may be an integral part of other refrigeration or air-
conditioning equipment. Operation may include reverse cycle mode.

Control, auxiliary – A device or assembly of devices that provides a functional uti l i ty, is not relied upon as
an operational or protective control, and therefore is not relied upon for safety. For example, an efficiency
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control not relied upon to reduce the risk of electric shock, fire, or injury to persons during normal or
abnormal operation of the end product is considered an auxil iary control.

Control, manual – A device that requires direct human interaction to activate or reset the control.

Control, operating – A device or assembly of devices, the operation of which starts or regulates the end
product during normal operation. For example, an electronic motor on/off control, the failure of which
another layer of protection (e,g, a warning marking on a motorized brush) would reduce the risk of electric
shock, fire, or injury to persons, is considered an operating control.

Control, protective – A device or assembly of devices, the operation of which is intended to reduce the
risk of electric shock, fire or injury to persons during normal and reasonably anticipated abnormal
operation of the appliance. For example, a motor overload protector or a thermal cutout/l imiter, or any
other control/circuit rel ied upon for normal and abnormal conditions, is considered a protective control.
During the evaluation of the protective control / circuit, the protective functions are verified under normal
and single-fault conditions of the control.

Control, type 1 action – The actuation of an automatic control for which the manufacturing deviation and
the drift (tolerance before and after certain conditions) of its operating value, operating time, or operating
sequence has not been declared and tested under this standard.

Control, type 2 action – The actuation of an automatic control for which the manufacturing deviation and
the drift (tolerance before and after certain conditions) of its operating value, operating time, or operating
sequence have been declared and tested under this standard.

Converter – A device that accepts ac or dc power input and converts it to another form of ac or dc power.

Coolant distribution equipment – Air or water-cooled equipment that is factory assembled and consists
of a coolant distribution (pumping) unit, and separate evaporator (air conditioner) units intended to service
a single ITE equipment rack. The pumping unit is intended for connection to a dedicated branch circuit.
This equipment is not provided with a hermetic refrigerant motor-compressor and not designed for
connection to an HVAC system that serves other occupancies. The equipment may contain network
connections, condenser intake/exhaust gri l l(s) or separate ducts; and return air plenum with duct(s), fi l ter,
or gri l l(s).

In the US, this equipment is dedicated solely for Information Technology Equipment use and intended to be located only within a
single ITE room that is separated from other areas of occupancy in accordance with NFPA 70, Article 645.

Design pressure – The maximum allowable working pressure for which a specific part of a system or the
unit is designed.

Desuperheater – Factory-assembled equipment in which the flows of refrigerant vapour and water are
maintained in such heat transfer relationship that the refrigerant vapour is desuperheated and the water is
heated. Normally it consists of a heat exchanger, water pump, and associated controls, but without a self-
contained refrigerating system.

Downflow unit – A forced air unit so designed that the air to be heated is forced vertically downward
through the equipment heating compartment and discharged through the equipment base.

Enclosure – That part that houses electrical components, internal wiring, and uninsulated hazardous
voltage live parts.

Flash gas bypass valve – Regulates the removal of gas from the flash gas tank for compression.
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Flash gas tank – Supercritical gas after cooling in gas cooler is throttled to subcritical region and enters
this device whose function is to separate the vapor and supply l iquid to evaporators for further expansion.

Functional part – A part other than an enclosure, cabinet, or structural part but which is necessary for the
intended operation of the unit (for example, fan blade, etc.)

Gas cooler – A heat exchanger designed to remove heat from a transcritical system.

Guard – That part of the cabinet, which, while permitting the passage of air, prevents contact with moving
or electrical parts. Guards may also protect users from exposure to Ultraviolet (UV) radiation from lamps.

Heater assembly – A complete or partial assembly of the heating element, electrical insulation (for
example, refractory or mica), metal sheath, thermal insulation, and frame or adaptor for holding the
assembly together and fastening it in the heater enclosure; and leads and terminal connections, or both.

Heating element – The electrical conducting medium that is intended to be heated by an electric current.

Heat exchanger – A device specifically designed to transfer heat between two physically separated fluids.

Heat exchanger, double wall – A heat exchanger that has two distinct thicknesses of material separating
any liquid or fluid from the heat transfer fluid.

Heat exchanger, single wall – A heat exchanger with only one distinct thickness of material separating
any liquid or fluid from the heat transfer fluid.

Heat pump water heater – Factory-assembled equipment in which a self-contained refrigerating system
is employed to transfer heat into water. The condenser provides the heat, while the evaporator is arranged
to pick up heat from the air.

Heater guard – That part of the enclosure provided to prevent accidental contact with the heater
assembly, or to prevent debris from fall ing on the heater assembly.

Heat recovery unit – A system used in conjunction with air conditioning or refrigeration equipment for the
purpose of extracting heat from the refrigerant to heat potable water. These products include a heat
exchanger, water temperature control components and may also include additional components such as
hot water storage tanks, electric heaters and water circulating pumps. These products differ from heat
pump water heaters in that they do not uti l ize a self-contained refrigeration system, but rather use heat
from an external (remotely located) refrigeration or air conditioning system to heat the water by way of a
heat exchanger.

High side – That part of a refrigerating system subject to condenser or gas cooler pressure.

Horizontal unit – A forced-air unit intended for installation in a horizontal position, and with the heater
casing located in the same horizontal plane as the air-circulating blower compartment.

Interactive system – A solar photovoltaic system providing power to a uti l ization load and operating in
parallel with, and may deliver power to, an electrical production and distribution network.

Intermediate Pressure Stage – An intermediate pressure stage on CO 2 transcritical systems that lays
between the highside and lowside pressure stages. This intermediate pressure range may be regulated by
a flash gas bypass valve and this stage may include a flash gas tank and gas cooler.
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Lampholder – A wiring device intended for making connection to the electrical circuits of a lamp and, in
some cases, providing support.

Low side – That part of a refrigerating system subject to evaporator pressure.

Maximum Operating Current (MOC) – MOC is marked instead of motor FLA on air-conditioning and
refrigerating equipment having adjustable speed drives or drive systems. MOC is the current resulting
when an electric motor and adjustable speed drive or drive system are operated under any conditions
such as maximum speed/maximum load, maximum speed/minimum load, minimum speed/minimum load,
minimum speed/maximum load, including locked-rotor such that current to the motor/adjustable speed
drive or drive system is at a maximum. The MOC is the current at the input of the adjustable speed drive.

Maximum Rated Current (MRC) – MRC is marked instead of motor-compressor RLA and LRA on
equipment having adjustable speed drives or drive systems. MRC is the current resulting when a hermetic
refrigerant motor-compressor and adjustable speed drive or drive system are operated under any
conditions such as maximum speed/maximum load, maximum speed/minimum load, minimum
speed/minimum load, minimum speed/maximum load, including locked-rotor such that current to the
motor-compressor/adjustable speed drive or drive system is at a maximum . The MRC is the current at the
input of the adjustable speed drive. The test conditions to determine the MRC are found in Annex AA of UL
60335-2-34 or CAN/CSA C22.2 No. 60335-2-34.

Media wheel – Non metall ic device that transfers energy from one air stream to another air stream.

Multi-circuit unit – An assembly intended primarily for refrigeration applications that includes multiple
condensing units, compressor units, or compressors, with single or multiple condensers, with associated
piping, controls, and wiring, mounted on a common frame or in a common housing. A multi-circuit unit may
be intended for field connection to remote evaporators that form multiple refrigeration or air-conditioning
systems.

Photovoltaic (PV) cell – The basic photovoltaic device that generates electricity when exposed to
sunlight.

Photovoltaic (PV) inverter – Equipment that is used to change the voltage level or waveform, or both, of
electrical energy. Typically changes dc input to an ac output.

Photovoltaic (PV) module – A complete, environmentally protected unit consisting of solar cells, optics,
and other components, exclusive of a solar tracker mechanism, designed to generate dc power when
exposed to sunlight.

Piping – The pipe or tube mains for interconnecting the various parts of a refrigerating system. Piping
includes pipe, flanges, bolting, gaskets, valves, fittings, the pressure-containing parts of other components
such as expansion joints, strainers, and devices that serve such purposes as mixing, separating,
snubbing, distributing, metering, or controll ing flow, pipe-supporting fixtures, and structural attachments.

Plenum – A chamber associated with air-handling apparatus, for distributing the processed air from the
apparatus (outlet plenum) to the outlet ducts, or for receiving air to be processed by the apparatus (return
plenum).

Potable water – Water intended for human consumption.

Pressure-limiting device – A mechanism that automatically responds to a predetermined pressure by
stopping the operation of the pressure-imposing element.
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Pressure relief device – A pressure (not temperature)-actuated valve or rupture member that functions to
relieve excessive pressure automatically. A hermetic compressor's internal pressure relief valve is not
considered a pressure relief device.

Pressure-regulating relief valve – Similar to a pressure-relief valve except specifically intended for use
with refrigeration systems uti l izing carbon dioxide (R744) as the refrigerant in a secondary loop or cascade
system. The pressure-relief setting of this valve is always lower than the relief setting of a pressure-relief
valve. This valve may open and re-close many times during the life of the system.

Pressure-relief valve – A pressure-actuated valve held closed by a spring or other means and designed
to automatically relieve pressure in excess of its setting.

Pressure vessel – A closed vessel, used for containing, storing, distributing, transferring, disti l l ing,
processing, or otherwise handling any gas, vapour, or l iquid under pressure and as further defined in CSA
B52 and ANSI/ASHRAE 1 5.

Rooftop equipment – Horizontally-mounted, downflow or horizontal flow equipment, or similar equipment
intended to be installed on rooftops; and equipped with means for attaching pipes or ducts for the
distribution of the conditioned air.

Secondary loop – A piping circuit containing a fluid circulating within the circuit. The fluid transfers heat
from a remote-type refrigerator to a colder heat exchanger located within the circuit. The circuit normally
includes a circulating pump as well as other associated fittings. Such a circuit is considered to be
equivalent to the low-side parts that are located in a refrigeration system.

Self-contained unit – A complete factory-made and factory-tested unit, in a suitable frame or enclosure,
that is fabricated and shipped in one or more sections, and has no refrigerant-containing parts connected
in the field other than by companion or block valves.

Solar photovoltaic (PV) system – The total components and subsystems that, in combination, convert
solar energy into electric energy suitable for connection to a uti l ization load.

Stand-alone system – A solar photovoltaic system that supplies power independently of an electrical
production and distribution network.

Start-to-discharge pressure – The pressure at which a relief valve begins to discharge, typically the
pressure where the first bubbles can be seen when a valve is immersed in water.

Structural part – A part other than an enclosure or cabinet used in such a manner that failure of the part
may present risk of electric shock or personal injury (for example, motor mount, etc).

Temperature-limiting thermostat – A thermostat that functions only under conditions that produce
abnormal temperatures. The failure of such a thermostat might result in a hazard.

Temperature-regulating thermostat – A thermostat that functions only to regulate the temperature under
normal conditions of use, the failure of which would not result in a hazard.

Transcritical system – A refrigeration system where evaporation occurs in the subcritical region and heat
rejection may occur above the critical point of the refrigerant (e.g. R-744).

Ultimate strength – The highest stress level that the refrigeration component or vessel can tolerate
without rupture.
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Ultraviolet (UV) Lamp – Equipment that directly generates ultraviolet radiation typically used to
supplement the normal unit air fi l ters for enhanced air purification and surface cleaning. For the purpose of
the standard, UV lamp systems are divided into 3 categories and are defined below:

a) Factory Installed – A UV lamp system that is located within the unit (integral) and installed at
the factory. For the purpose of these requirements the term “within the unit” includes all space
within the area between inlet and outlet air side of the heating and cooling unit including the area
housing the evaporator coil if mounted directly on the unit.

b) Field Installed – A factory designated UV lamp system that is located within the unit (integral)
and field installed per the manufactures procedures. For the purpose of these requirements the
term “within the unit” includes all within the area between inlet and outlet side of the heating and
cooling unit including the area housing the evaporator coil if mounted directly on the unit.

c) Non Integral Field Installed – A duct mounted UV lamp system that is not integral to the unit.
For the purpose of these requirements, the term “non integral” refers to all areas of the ductwork
that is outside of the heating and cooling unit inlet and outlet excluding the area housing the
evaporator coil if mounted directly on the unit.

Unitary heat pump (or equipment) – A device for circulating, fi l tering, heating, or heating and cooling the
air, that consists of one or more factory-made matched assemblies, which normally include an indoor coil ,
compressor(s), and an outdoor coil or chil ler/condenser, and an electric resistance heater package with
controls for automatic heating or cooling functions.

Upflow unit – A forced-air unit intended for installation in a vertical position; and with the heater casing
located above the air-circulating blower compartment.

UV-C Irradiance – For the purpose of this standard UV-C irradiance is the effective irradiance (Eeff =
µW/cm2). Effective irradiance is the absolute irradiance that has been weighted against the spectral
effectiveness curve (Sλ) for ultraviolet (UV) radiation as denoted in the current edition of the ACGIH TLVs
and BEIs. For the purposes of this standard, UV-C lamps are limited to the low pressure florescent type
construction with a predominate output of 254 nm.

3 Reference publications

3.1 Where reference is made to any Standards (see Clauses 90 and 92) such reference shall be
considered to refer to the latest editions and revisions thereto available at the time of printing, unless
otherwise specified. Also, except as indicated in Clause 3.2, a component of a product covered by this
Standard shall comply with all the requirements for that component.

3.2 A component of a product covered by this standard shall comply with the following in (a) – (f).
Specific components are accepted as being incomplete in construction features, or restricted in
performance capabil ities. Such components are intended for use only under l imited conditions, such as
temperatures not exceeding specified l imits, and shall be used only under those specified conditions for
which they have been investigated.

a) Comply with the requirements for that component as indicated in Clauses 3.9 – 3.1 7;

b) Be used in accordance with its rating(s) established for the intended conditions of use;

c) Be used within its established use limitations or conditions of acceptabil ity;

d) Comply with both the Underwriters Laboratories Inc. and the CSA Group standard for the
component;

e) Additionally comply with the applicable requirements of this end product standard; and
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f) Not contain mercury.

3.3 A component of a product covered by this standard is not required to comply with a specific
component requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product,

b) Is superseded by a requirement in this end product standard, or

c) Is separately investigated when forming part of another component, provided the component is
used within its established ratings and limitations.

3.4 A component that complies with a component standard other than those specified in Clauses 3.9 –
3.1 7 is acceptable if:

a) The component also complies with the applicable component standard of Clauses 3.9 – 3.1 7; or

b) The component standard:

1 ) Is compatible with the ampacity and overcurrent protection requirements of the Canadian
Electrical Code, Part I , C22.1 in Canada, and the National Electric Code, NFPA 70 in the
US, where appropriate;

2) Considers long-term thermal properties of polymeric insulating materials in accordance
the Standard for Evaluations of Properties of Polymeric Materials, C22.2 No. 0.1 7 and the
Standard for Polymeric Materials - Long Term Property Evaluations, UL 746B; and

3) Any use limitations of the other component standard are identified and appropriately
accommodated in the end use application. For example, a component used in a household
application, but intended for industrial use and complying with the relevant component
standard may assume user expertise not common in household applications.

3.5 A component that is also intended to perform other functions, such as over current protection,
ground-fault circuit-interruption, surge suppression, any other similar functions, or any combination
thereof, shall comply additionally with the requirements of the applicable CSA Group and UL standard(s)
that cover devices that provide those functions.

3.6 Where these other functions are not required for the application and not identified as part of
markings, instructions, or packaging for the appliance, the additional component standard(s) need not be
applied.

3.7 A component not anticipated by the requirements of this end product standard, not specifically
covered by the component standards in Clauses 3.9 – 3.1 7, and that involves a risk of electric shock, fire,
or personal injury, shall be additionally investigated in accordance with the applicable CSA Group and UL
standard, and shall comply with Clause 3.2 (b) – (f).

3.8 With regard to a component being additionally investigated per Clause 3.7, reference to construction
and performance requirements in another CSA Group and UL end product standard is appropriate where
that standard anticipates normal and abnormal use conditions consistent with the application of this end
product standard.
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3.9 Attachment plugs, receptacles, connectors, and terminals

3.9.1 Attachment plugs, receptacles, shall comply with the Standard for General Use Receptacles,
Attachment Plugs, and Similar Wiring Devices, C22.2 No. 42 and the Standard for Attachment Plugs and
Receptacles, UL 498.

3.9.2 Attachment plugs integral to cord sets or power supply cords are investigated in accordance with
the requirements of the Standard for Cord Sets and Power Supply Cords, C22.2 No. 21 and the Standard
for Cord Sets and Power Supply Cords, UL 81 7, and need not comply with the Standard for General Use
Receptacles, Attachment Plugs, and Similar Wiring Devices, C22.2 No. 42 and the Standard for
Attachment Plugs and Receptacles, UL 498.

3.9.3 Quick-connect terminals, both connectors and tabs, for use with one or two 0.34 – 5.3 mm2 (22 –
1 0 AWG) copper conductors, having nominal widths of 2.8, 3.2, 4.8, 5.2, and 6.3 mm (0.11 0, 0.1 25, 0.1 87,
0.205, and 0.250 in), intended for internal wiring connections in appliances, or for the field termination of
conductors to the appliance, shall comply with the Standard for Quick-Connect Terminals, C22.2 No. 1 53
and the Standard for Electrical Quick-Connect Terminals, UL 31 0.

3.9.4 Other sizes of quick-connect terminals shall be investigated with respect to crimp pull out,
insertion-withdrawal, temperature rise, and all tests shall be conducted in accordance with the Standard
for Quick-Connect Terminals, C22.2 No. 1 53 and the Standard for Electrical Quick-Connect Terminals, UL
31 0.

3.9.5 Wire connectors shall comply with the Standard for Wire Connectors, C22.2 No. 65 and the
Standard for Wire Connectors, UL 486A-486B.

3.9.6 Splicing wire connectors shall comply with the Standard for Splicing Wire Connectors, C22.2 No.
1 88 and the Standard for Splicing Wire Connectors, UL 486C.

3.9.7 Equipment wiring terminals for use with all al loys of copper, aluminum, or copper-clad aluminum
conductors, shall comply with the Standard for Terminal Blocks, C22.2 No. 1 58 and the Standard for
Equipment Wiring Terminals for Use with Aluminum and/or Copper Conductors, UL 486E.

3.9.8 Terminal blocks shall comply with the Standard for Terminal Blocks, C22.2 No. 1 58 and the
Standard for Terminal Blocks, UL 1 059, and if applicable, be suitably rated for field wiring.

3.1 0 Controls

3.1 0.1 General

3.1 0.1 .1 Operating (regulating) controls, the failure of which would increase the risk of electric shock,
fire, or personal injury, shall be evaluated using the applicable component standard requirements specified
in Clauses 3.1 0.1 – 3.1 0.5, and if applicable, the requirements in Controls – End product Test Parameters,
Clause 90, unless otherwise specified in this end product standard.

3.1 0.1 .2 With reference to Clause 3.1 0.1 .1 , operating controls that rely upon software for the normal
operation of the end product where deviation or drift of the operating parameters of the control may result
in an increased risk of electric shock, fire, or injury to persons, shall comply with:

a) The Standard for Tests for Safety-Related Controls Employing Solid-State Devices, UL 991 and
the Standard for Software in Programmable Components, UL 1 998 and C22.2 No. 08 and CSA-
ISO/IEC 1 6085; or

Full document details: UL 1995 2022

http://www.avadocuments.com/doc/ul-1995-2022
http://www.avadocuments.com/doc/ul-1995-2022


AUGUST 1 , 2022 CSA C22.2 No. 236-1 5 ♦ UL 1 995 21

b) The Standard for Automatic Electrical Controls for Household and Similar Use, Part 1 : General
Requirements, E60730-1 and the Standard for Automatic Electrical Controls for Household and
Similar Use, Part 1 : General Requirements, UL 60730-1 .

3.1 0.1 .3 Solid-state protective (l imiting) controls shall be evaluated using the applicable component
standard requirements specified in Clauses 3.1 0.1 – 3.1 0.4, and if applicable, the parameters in Clause
90, unless otherwise specified in this end product standard.

3.1 0.1 .4 With reference to Clause 3.1 0.1 .3, protective controls that do not rely upon software as a
protective component shall comply with:

a) The Standard for Tests for Safety-Related Controls Employing Solid-State Devices, UL 991 and
C22.2 No. 08; or

b) The Standard for Automatic Electrical Controls for Household and Similar Use, Part 1 : General
Requirements, E60730-1 and the Standard for Automatic Electrical Controls for Household and
Similar Use, Part 1 : General Requirements, UL 60730-1 , except Controls Using Software.

3.1 0.1 .5 With reference to Clause 3.1 0.1 .3, protective controls that rely upon software as a protective
component shall comply with:

a) The Standard for Tests for Safety-Related Controls Employing Solid-State Devices, UL 991 and
the Standard for Software in Programmable Components, UL 1 998 and CSA22.2 No.08 and CSA-
ISO/IEC 1 6085 or

b) The Standard for Automatic Electrical Controls for Household and Similar Use, Part 1 : General
Requirements, E60730-1 and the Standard for Automatic Electrical Controls for Household and
Similar Use, Part 1 : General Requirements, UL 60730-1 .

3.1 0.2 Liquid level controls

3.1 0.2.1 A liquid level control shall comply with:

a) The Standard for Industrial Control Equipment, C22.2 No. 1 4 and the Standard for Solid-State
Controls for Appliances, UL 244A;

b) The Standard for Temperature-Indicating and Regulating Equipment, C22.2 No. 24 and the
Standard for Temperature-Indicating and -Regulating Equipment, UL 873;

c) The Standard for Industrial Control Equipment, C22.2 No. 1 4 and the Standard for Industrial
Control Equipment, UL 508; or

d) The Standard for Automatic Electrical Controls for Household and Similar Use, Part 1 : General
Requirements, E60730-1 and the Standard for Automatic Electrical Controls for Household and
Similar Use, Part 1 : General Requirements, UL 60730-1 , and:

1 ) The Standard for Automatic Electrical Controls for Household and Similar Use, Part 2:
Particular Requirements for Automatic Electrical Air Flow, Water Flow, and Water Level
Sensing, E60730-2-1 5 and the Standard for Automatic Electrical Controls for Household
and Similar Use, Part 2: Particular Requirements for Automatic Electrical Water Level
Controls of the Float Type for Household and Similar Applications, UL 60730-2-1 6A; or

2) The Standard for Automatic Electrical Controls for Household and Similar Use, Part 2:
Particular Requirements for Automatic Electrical Air Flow, Water Flow, and Water Level
Sensing, E60730-2-1 5 and the Standard for Automatic Electrical Controls for Household
and Similar Use, Part 2: Particular Requirements for Automatic Electrical Water and Air
Flow Sensing Controls, Including Mechanical Requirements, UL 60730-2-1 8.
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3.1 0.3 Motor and speed controls

3.1 0.3.1 A control used to start, stop, regulate or control the speed of a motor shall comply with:

a) The Standard for Solid-State Speed Controls, C22.2 No. 1 56 and the Standard for Solid-State
Controls for Appliances, UL 244A;

b) The Standard for Temperature-Indicating and Regulating Equipment, C22.2 No. 24 and the
Standard for Temperature-Indicating and -Regulating Equipment, UL 873;

c) The Standard for Industrial Control Equipment, C22.2 No. 1 4 and the Standard for Industrial
Control Equipment, UL 508;

d) The Standard for Industrial Control Equipment, C22.2 No. 1 4 and the Standard for Power
Conversion Equipment, UL 508C; or

e) The Standard for Automatic Electrical Controls for Household and Similar Use, Part 1 : General
Requirements, E60730-1 and the Standard for Automatic Electrical Controls for Household and
Similar Use, Part 1 : General Requirements, UL 60730-1 .

3.1 0.4 Pressure controls

3.1 0.4.1 A pressure control shall comply with:

a) The Standard for Temperature-Indicating and Regulating Equipment, C22.2 No. 24 and the
Standard for Temperature-Indicating and -Regulating Equipment, UL 873;

b) The Standard for Industrial Control Equipment, C22.2 No. 1 4 and the Standard for Industrial
Control Equipment, UL 508; or

c) The Standard for Automatic Electrical Controls for Household and Similar Use, Part 1 : General
Requirements, E60730-1 and the Standard for Automatic Electrical Controls for Household and
Similar Use, Part 2: Particular Requirements for Automatic Electrical Pressure Sensing Controls
Including Mechanical Requirements, E730-2-6; and the Standard for Automatic Electrical Controls
for Household and Similar Use, Part 1 : General Requirements, UL 60730-1 and the Standard for
Automatic Electrical Controls for Household and Similar Use, Part 2: Particular Requirements for
Automatic Electrical Pressure Sensing Controls Including Mechanical Requirements, UL 60730-2-
6.

3.1 0.5 Temperature controls

3.1 0.5.1 A temperature control shall comply with:

a) The Standard for Temperature-Indicating and Regulating Equipment, C22.2 No. 24 and the
Standard for Solid-State Controls for Appliances, UL 244A;

b) The Standard for Temperature-Indicating and Regulating Equipment, C22.2 No. 24 and the
Standard for Temperature-Indicating and -Regulating Equipment, UL 873;

c) The Standard for Industrial Control Equipment, C22.2 No. 1 4 and the Standard for Industrial
Control Equipment, UL 508; or

d) The Standard for Automatic Electrical Controls for Household and Similar Use, Part 1 : General
Requirements, E60730-1 and the Standard for Automatic Electrical Controls for Household and
Similar Use, Part 2: Particular Requirements for Temperature Sensing Controls, E60730-2-9; and
the Standard for Automatic Electrical Controls for Household and Similar Use, Part 1 : General
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Requirements, UL 60730-1 and the Standard for Automatic Electrical Controls for Household and
Similar Use, Part 2: Particular Requirements for Temperature Sensing Controls, UL 60730-2-9.

3.1 0.5.2 A temperature sensing positive temperature coefficient (PTC) or negative temperature
coefficient (NTC) thermistor, that performs the same function as an operating or protective control shall
comply with the Standard for Automatic Electrical Controls for Household and Similar Use, Part 1 : General
Requirements, E60730-1 , the Annex for Requirements for Controls Using Thermistors, and the Standard
for Thermistor-Type Devices, UL 1 434.

3.1 0.5.3 A thermal cutoff shall comply with the Standard for Thermal-Links, Requirements and
Application Guide, E60691 and the Standard for Thermal-Links, Requirements and Application Guide, UL
60691 .

3.1 0.6 Timer controls

3.1 0.6.1 A timer control shall comply with:

a) The Standard for Industrial Control Equipment, C22.2 No. 1 4 and the Standard for Solid-State
Controls for Appliances, UL 244A; or

b) The Standard for Automatic Electrical Controls for Household and Similar Use, Part 1 : General
Requirements, E60730-1 and the Standard for Automatic Electrical Controls for Household and
Similar Use, Part 2: Particular Requirements for Timers and Time Switches, E730-2-7; and the
Standard for Automatic Electrical Controls for Household and Similar Use, Part 1 : General
Requirements, UL 60730-1 and the Standard for Automatic Electrical Controls for Household and
Similar Use, Part 2: Particular Requirements for Timers and Time Switches, UL 60730-2-7.

3.1 0.7 Electrically Operated valves

3.1 0.7.1 Electrically operated general purpose and safety valves intended for the control of fluids, such
as air, gases, oils, refrigerants, steam, or water shall comply with the Standard for Electrically Operated
Valves, UL 429 or Standard for Automatic Electrical Controls for Household and Similar Use, Part 2:
Particular Requirements for Electrically Operated Water Valves, Including Mechanical Requirements, UL
60730-2-8 and Standard for Electrically Operated Valves, C22.2 No. 1 39 or Standard for Automatic
Electrical Controls for Household and Similar Use, Part 2: Particular Requirements for Electrically
Operated Water Valves, Including Mechanical Requirements, CSA E60730-2-8.

3.11 Cords, cables, and internal wiring

3.11 .1 A cord set or power supply cord shall comply with the Standard for Cord Sets and Power Supply
Cords, C22.2 No. 21 , and the Standard for Cord Sets and Power Supply Cords, UL 81 7.

3.11 .2 Flexible cords and cables shall comply with the Standard for Flexible Cords and Cables, C22.2
No. 49, and the Standard for Flexible Cord and Cables, UL 62. Flexible cord and cables are considered to
comply with this requirement when preassembled in a cord set or power supply cord complying with the
Standard for Cord Sets and Power Supply Cords, C22.2 No. 21 and the Standard for Cord Sets and Power
Supply Cords, UL 81 7.

3.11 .3 Internal wiring composed of insulated conductors shall comply with the Standard for Equipment
and Lead Wires , C22.2 No. 1 27 or the Standard for Appliance Wiring Material Products, C22.2 No. 21 0
and the Standard for Appliance Wiring Material, UL 758.

3.11 .4 Insulated conductors need not comply with the above reference standards if they comply with:
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a) The Standard for Thermoset-Insulated Wires and Cables, C22.2 No. 38 and the Standard for
Thermoset-Insulated Wires and Cables, UL 44; or

b) The Standard for Thermoplastic-Insulated Wires and Cables, C22.2 No. 75 and the Standard for
Thermoplastic-Insulated Wires and Cables, UL 83; or

c) The Standard for Flexible Cords and Cables, C22.2 No. 49 and the Standard for Flexible Cords
and Cables, UL 62; or

d) The applicable CSA Group and UL standard(s) for other insulated conductor types specified in
the Canadian Electrical Code, Part I , C22.1 Wiring Methods, and the National Electric Code, NFPA
70, Wiring Methods and Materials.

3.1 1 .5 Insulated conductors for specialty applications (e.g. data processing or communications) and
located in a low-voltage circuit not involving the risk of fire or personal injury need not comply with the
Standard for Equipment and Lead Wires, C22.2 No. 1 27 or the Standard for Standard for Appliance Wiring
Material Products, C22.2 No. 21 0 and the Standard for Appliance Wiring Material, UL 758.

3.1 2 Light sources and associated components

3.1 2.1 Lampholders and indicating lamps shall comply with the Standard for Lampholders, C22.2 No. 43
and the Standard for Lampholders, UL 496.

3.1 2.2 Lampholders forming part of a luminaire that complies with the applicable CSA Group and UL
luminaire standard are considered to comply with this requirement.

3.1 3 Marking and labeling systems

3.1 3.1 A marking and labeling system shall comply with the Standard for Adhesive Labels, C22.2 No.
0.1 5 and the Standard for Marking and Labell ing Systems, UL 969 under the specified environmental
conditions.

3.1 4 Power supplies

3.1 4.1 A Class 2 power supply shall comply with:

a) The Standard for Power Supplies with Extra-Low-Voltage Class 2 Outputs, C22.2 No. 223 and
the Standard for Class 2 Power Units, UL 1 31 0; or

b) The Standard for Information Technology Equipment, C22.2 No. 60950-1 and the Standard for
Information Technology Equipment, UL 60950-1 , with an output marked "Class 2", or that complies
with the l imited power source (LPS) requirements and is marked "LPS".

3.1 4.2 A non-Class 2 power supply shall comply with:

a) The Standard for General-Use Power Supplies, C22.2 No. 1 07.1 , and the Standard for Power
Units Other Than Class 2, UL 1 01 2; or

b) The Standard for Information Technology Equipment, C22.2 No. 60950-1 and the Standard for
Information Technology Equipment, UL 60950-1 .

3.1 5 Printed wiring boards

3.1 5.1 Printed wiring boards, including the coatings, shall comply with the Standard for Evaluation of
Properties of Polymeric Materials, C22.2 No. 0.1 7 and the Standard for Printed Wiring Boards, UL 796.
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3.1 5.2 A printed-wiring board in an extra-low voltage, nonsafety circuit is not required to comply with the
bonding requirements in the Standard for Evaluation of Properties of Polymeric Materials, C22.2 No. 0.1 7
and the Standard for Printed Wiring Boards, UL 796 if the board is separated from parts of other circuits
such that loosening of the bond between the foil conductor and the base material wil l not result in the foil
conductors or components coming in contact with parts of other circuits of the control or of the end-use
product.

3.1 5.3 A printed-wiring board containing circuitry in a l ine-connected circuit or a safety circuit shall
comply with the direct-support requirements for insulating materials in the Standard for Evaluation of
Properties of Polymeric Materials, C22.2 No. 0.1 7 and the Standard for Polymeric Materials – Use in
Electrical Equipment Evaluations, UL 746C.

3.1 5.4 Unless otherwise specified, the flammabil ity class and temperature rating shall be that specified
for insulating materials in the Standard for Evaluation of Properties of Polymeric Materials, C22.2 No. 0.1 7
and the Standard for Polymeric Materials – Use in Electrical Equipment Evaluations, UL 746C.

3.1 6 Switches

3.1 6.1 A clock-operated switch, in which the switching contacts are actuated by a clock-work, by a gear-
train, by electrically-wound spring motors, by electric clock-type motors, or by equivalent arrangements
shall comply with:

a) The Standard for Clock-Operated Switches, C22.2 No. 1 77 and the Standard for Clock-
Operated Switches, UL 91 7; or

b) The Standard for Standard for Automatic Electrical Controls for Household and Similar Use, Part
1 : General Requirements, E60730-1 and the Standard for Automatic Electrical Controls for
Household and Similar Use, Part 2: Particular Requirements for Timers and Time Switches, E730-
2-7; and the Standard for Automatic Electrical Controls for Household and Similar Use, Part 1 :
General Requirements, UL 60730-1 and the Standard for Automatic Electrical Controls for
Household and Similar Use, Part 2: Particular Requirements for Timers and Time Switches, UL
60730-2-7.

3.1 6.2 Enclosed and dead front switches shall comply with the Standard for Enclosed and Dead-Front
Switches C22.2 No. 4-04 and the Standard Switches, Enclosed and Dead-Front UL 98.

3.1 7 Transformers

3.1 7.1 General-purpose transformers shall comply with the Standard for Low-Voltage Transformers –
Part 1 : General Requirements, C22.2 No. 66-1 and the Standard for Low-Voltage Transformers – Part 2:
General Purpose Transformers, C22.2 No. 66-2, and the Standard for Low-Voltage Transformers – Part 1 :
General Requirements, UL 5085-1 and the Standard for Low-Voltage Transformers – Part 2: General
Purpose Transformers, UL 5085-2.

3.1 7.2 Class 2 and Class 3 transformers shall comply with the Standard for Low-Voltage Transformers –
Part 1 : General Requirements, C22.2 No. 66-1 and the Standard for Low-Voltage Transformers – Part 3:
Class 2 and Class 3 Transformers, C22.2 No. 66-3, and the Standard for Low-Voltage Transformers – Part
1 : General Requirements, UL 5085-1 and the Standard for Low-Voltage Transformers – Part 3: Class 2
and Class 3 Transformers, UL 5085-3.

3.1 7.3 Specialty transformers shall comply with the Standard for Transformers, Specialty UL 506 and
CSA C22.2 No. 1 3 Transformers for oil-or gas-burner ignition equipment.
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4 Installation and operating instructions

4.1 A copy of the installation and operating instructions intended to accompany each unit or component,
or equivalent information, shall be included in the examination and test of the equipment. For this purpose,
a draft, rather than a printed edition, is acceptable.

4.2 If a unit containing an indoor coil has no provision for connecting a return air duct, or if the
instructions indicate that a return air duct need not be used, the instructions may indicate that applicable
installation codes can limit this unit to installation only in a single story residence.

4.3 Applicable installation codes or CSA C22.1 or ANSI/NFPA No. 70 can limit the number of field wiring
system connections. See Connection to Power Supply, Clause 1 7 of this Standard.

4.4 Equipment intended to uti l ize carbon dioxide (R744) in a secondary loop, cascade, or transcritial
system and required to include pressure regulating relief valves per item (a) of Clause 34.32 shall provide
instructions indicating that:

a) if the system is de-energized, venting of the R744 through the pressure-regulating relief valves
on the equipment can occur. In such cases, the system might need to be recharged with R744, but
in any case, the pressure-regulating relief valve(s) shall not be defeated or capped. The relief
setting shall not be altered.

b) a sufficient number of pressure-relief and pressure-regulating relief valves may need to be
provided based on the system capacity and located such that no stop valve is provided between
the relief valves and the parts or section of the system being protected.

c) if the equipment contains a pressure vessel but the pressure-regulating and -relief valves are not
installed as part of the equipment as permitted by Clauses 34.33 and 34.34, the instructions shall
specify:

1 ) the method for install ing the valves within the fittings, and

2) that the equipment must be provided with an adequate number of pressure regulating
and relief valves based on the system capacity and located such that no stop valve(s) are
provided between the relief valve(s) and the parts or section of the system being protected.

4.5 The instructions for heating and cooling equipment employing a solar PV system or subsystems
thereof shall identify the major PV system components and shall describe the intended installation,
including appropriate reference to installation requirements of Article 690 of NFPA 70 and Section 50 of
the CEC C22.1 .

4.6 The required markings specified in Clause 45.1 7 shall be repeated in the instructions.

4.7 Equipment intended to employ Ultraviolet (UV) radiation lamp systems shall provide instructions that:

a) Repeats the required markings of Clauses 44.3 (z1 ), 44.3 (z2) and 45.1 7.

b) Provides information for replacement of the lamps to include wattage, model and/or part number.

c) Provide instructions for the installation of field installed factory designated UV lamp systems that
are integral to the system.

4.8 A heat recovery unit shall be provided with instructions indicating:

a) the types of air conditioning or refrigeration systems for which it is intended; and,
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b) the method for interconnecting the heat recovery unit with the intended air conditioning or
refrigeration equipment.

4.9 In reference to 4.7(b), the instructions shall include the method for interconnecting the water piping
and hot water storage tank, if applicable, and for making electrical connections.

CONSTRUCTION

5 Enclosures

5.1 Enclosures for electrical equipment shall be so formed and assembled that, if abused during
shipment, installation, or use, they wil l have the strength and rigidity to resist such abuses without
increasing their fire and accident hazards due to a total or partial collapse that could result in a reduction of
spacings, a loosening or displacement of parts, or any other defect.

5.2 Enclosures for individual electrical components and wiring, outer enclosures, and combinations of
the two, shall be considered in determining compliance with the requirements of Clause 5.1 .

5.3 Among the factors to be used in determining the acceptabil ity of an enclosure are

a) physical strength;

b) resistance to impact;

c) moisture-absorptive properties;

d) flammabil ity;

e) resistance to corrosion; and

f) resistance to distortion or melting caused by the temperatures that may be expected under
conditions of anticipated use or by electrical disturbances within.

5.4 Polymeric enclosures shall be considered to comply with Clause 5.3, provided that

a) They comply with tests specified in CAN/CSA-C22.2 No. 0.1 7 and UL 746C, and

b) They have temperature ratings not less than the maximum temperatures to which they may be
exposed during normal operation, and

c) They are suitable for exposure to UV-C radiation. The enclosure material must be suitable for the
measured UV-C irradiance levels as stated in Clause 89.1 .

Enclosures need not comply with Clause 5.1 0.

5.5 Polymeric materials not used as enclosures shall comply with Clause 5.1 0.

5.6 A sheet metal enclosure shall be evaluated with respect to its size, shape, metal thickness, and use
in a particular application. Sheet steel having a thickness of less than 0.51 mm (0.020 in) if uncoated or
0.58 mm (0.023 in) if galvanized, or nonferrous sheet metal having a thickness of less than 0.58 mm
(0.023 in) are not acceptable, except for relatively small areas or for surfaces that are curved or
corrugated, or otherwise reinforced such as by angles, channels, flanges, or ribs.

5.7 The enclosure of a unit shall be provided with means for mounting in the intended manner. Any
special fittings necessary for intended mounting shall be shipped with the unit. A free-standing, floor-
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supported unit need not be provided with mounting means. A unit designed for installation in a
manufactured (mobile) home shall have provision for permanent mounting.

5.8 An electrical part within the outer cabinet need not be individually enclosed if the assembly complies
with all of the following:

a) The construction and location of the part do not permit the emission of flame or molten metal
through openings in the outer cabinet, or it can be shown that malfunction of the component does
not result in a risk of fire.

b) There are no openings in the bottom of the compartment in which the part is located that permit
molten metal or the l ike to drop onto flammable material. See Clause 20.1 0 on units for outdoor
installation.

c) The part is not near flammable material other than electrical insulation.

d) Sheet metal thickness of the outer cabinet is in compliance with Clause 6.

e) The part is not located in an air-handling compartment.

f) The part is not subject to unintended contact by persons, as specified in Clause 7.

g) There are no openings in the top surface of the outer cabinet that would permit objects to fall on
or near uninsulated l ive parts.

Exception: Motors, electric resistance heating elements, metal-case capacitors, and other similar

components that would not emit smoke or components protected to prevent emission of smoke into the

air-handling compartment need not be individually enclosed.

5.9 To determine if a product complies with Clause 5.8, al l of its intended mounting positions shall be
considered. For this purpose an air fi lter is not considered to be part of the enclosure.

5.1 0 Polymeric materials other than enclosures

General

5.1 0.1 Polymeric materials or other nonmetall ic materials are identified as follows:

a) 5VA,

b) 5VB,

c) V-0,

d) V-1 ,

e) V-2,

f) HF-1 ,

g) HF-2,

h) HB, and

i) HBF.

See Table 5.1 for determination of material classifications and uses.
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5.1 0.2 This Clause covers polymeric materials used for cabinets and structural or functional parts.

5.1 0.3 These requirements do not apply to polymeric materials specified in items (a), (b), (c), and (d) of
Clause 1 8.2.

5.1 0.4 See Table 46.3 for determination of properties to be evaluated for testing. Unit application shall
determine properties to be evaluated.

Isolation From Ignition Sources

5.1 0.5 Ignition sources within the unit are considered to be insulated or uninsulated l ive parts such as:

a) hazardous voltage circuit wiring;

b) hazardous voltage electrical components (some examples are; switches, relays, transformer
windings, motor windings etc).

5.1 0.6 Polymeric materials located below an ignition source and within Space A of Figure 5.1 shall be
isolated by a barrier extending to the sides of Space A.

5.1 0.7 Polymeric materials located above an ignition source and within Space B of Figure 5.1 shall be
isolated by a barrier and extending to the sides of Space B. This barrier shall be positioned so that a
minimum distance of 51 mm (2 in) from hazardous voltage wiring and 1 02 mm (4 in) from hazardous
voltage electrical components is maintained.

5.1 0.8 Polymeric materials located outside of Space A and/or B shall be isolated by a barrier from the
ignition source.

Exception: This barrier may be deleted if the materials are positioned so that a minimum distance of 51

mm (2 in) from hazardous voltage wiring and 102 mm (4 in) from hazardous voltage electrical components

is maintained.

5.1 0.9 Hazardous voltage wiring, in which the flame test, CSA FT-1 and UL VW-1 , or the vertical flame
test as described in CSA C22.2 No. 49 and UL 1 581 , is conducted, is considered to comply with Clauses
5.1 0.6 through 5.1 0.8 and need not be isolated by the barriers described.

5.1 0.1 0 The barriers required in Clauses 5.1 0.6 through 5.1 0.8 shall be mechanically secured and:

a) be constructed of metal at least 0.25 mm (0.01 0 in) thick; or

b) be constructed of polymeric material rated 5VA.
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Figure 5.1

Exposure to ignition

Space A represents the volume below the ignition source determined by a straight l ine that moves about the ignition source while
remaining at an angle of 5° from the vertical and is always so oriented that the volume is a maximum.

Space B represents the volume above the ignition source determined in the same manner as Space A, except that the angle is 30°
from the vertical.
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Table 5.1
Uses of materials based on flammability classifications

Material flammability rating

Degree of exposure

to ignition source HB or HBF HF-1 HF-2 V-2 V-0 or V-1 5VA, 5VB

Not exposed Yes Yes Yes Yes Yes Yes

Exposed, but
isolated as shown in

Figure 5.1 d

Nod,e Noc,e Noa,c,e Yesa Yes Yes

Exposed Nob Nob,c Nob,c Nob,c,e Nob,c,e Yes
a Shall not be used in Space A il lustrated in Figure 5.1 if there are openings in the enclosure bottom in that space.
b Vertically oriented material when laminated between two metal surfaces each no less than 0.25 mm (0.01 0 in) thick can have an
exposed vertical surface no more than 9.5 mm (0.75 in) wide.
c May be used if the ignition sources are appliance wiring material or flexible cord as listed in Table 20.2, Group B.
dException: Materials with a minimum rating ofHB orHBFmay be used in the outdoor section outside ofspaces A and B if the

distance between an ignition source and polymeric materials or openings is not less than 102 mm (4 in) and no less than 50.8 mm

(2 in) from wiring.

e May be used if at a distance of not less than 61 0 mm (24 in) from the ignition source, except for directly below (5 deg, Space A)
and above (30 deg, Space B).

6 Thickness of sheet metal enclosures for uninsulated live parts

6.1 Sheet metal used in making enclosures shall have a thickness of not less than that specified in Table
6.1 and Table 6.2, except as permitted by Clause 6.4.

Table 6.1
Minimum thickness of sheet metal for electrical enclosures carbon steel or stainless steel

Without supporting framea With supporting frame or equivalent reinforcinga

Maximum widthb Maximum lengthc Maximum widthb Maximum lengthc
Minimum thickness of metal

mm (in) mm (in) mm (in) mm (in)

uncoated

mm (in)

coated

mm (in)

1 02 (4.0) Not l imited 1 59 (6.25) Not l imited 0.51 (0.020d) 0.58 (0.023d)

1 21 (4.75) 1 46 (5.75) 1 71 (6.75) 21 0 (8.25)

1 52 (6.0) Not l imited 241 (9.5) Not l imited 0.66 (0.026d) 0.74 (0.029d)

1 78 (7.0) 222 (8.75) 254 (1 0.0) 31 8 (1 2.5)

203 (8.0) Not l imited 305 (1 2.0) Not l imited 0.81 (0.032) 0.86 (0.034)

229 (9.0) 292 (11 .5) 330 (1 3.0) 406 (1 6.0)

31 8 (1 2.5) Not l imited 495 (1 9.5) Not l imited 1 .07 (0.042) 1 .1 4 (0.045)

356 (1 4.0) 457 (1 8.0) 533 (21 .0) 635 (25.0)

457 (1 8.0) Not l imited 686 (27.0) Not l imited 1 .35 (0.053) 1 .42 (0.056)

508 (20.0) 635 (25.0) 737 (29.0) 91 4 (36.0)

559 (22.0) Not l imited 838 (33.0) Not l imited 1 .52 (0.060) 1 .60 (0.063)

635 (25.0) 787 (31 .0) 889 (35.0) 1 092 (43.0)

635 (25.0) Not l imited 991 (39.0) Not l imited 1 .70 (0.067) 1 .78 (0.070)

737 (29.0) 91 4 (36.0) 1 041 (41 .0) 1 295 (51 .0)

838 (33.0) Not l imited 1 295 (51 .0) Not l imited 2.03 (0.080) 2.1 3 (0.084)

Table 6.1 Continued on Next Page
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Table 6.1 Continued

Without supporting framea With supporting frame or equivalent reinforcinga

Maximum widthb Maximum lengthc Maximum widthb Maximum lengthc
Minimum thickness of metal

mm (in) mm (in) mm (in) mm (in)

uncoated

mm (in)

coated

mm (in)

965 (38.0) 1 1 94 (47.0) 1 372 (54.0) 1 676 (66.0)

1 067 (42.0) Not l imited 1 626 (64.0) Not l imited 2.36 (0.093) 2.46 (0.097)

11 94 (47.0) 1 499 (59.0) 1 727 (68.0) 21 34 (84.0)

1 321 (52.0) Not l imited 2032 (80.0) Not l imited 2.74 (0.1 08) 2.82 (0.11 1 )

1 524 (60.0) 1 880 (74.0) 21 34 (84.0) 261 6 (1 03.0)

1 600 (63.0) Not l imited 2464 (97.0) Not l imited 3.1 2 (0.1 23) 3.20 (0.1 26)

1 854 (73.0) 2286 (90.0) 261 6 (1 03.0) 3226 (1 27.0)
a A supporting frame is a structure of angle or channel of a folded rigid section of sheet metal that is rigidly attached to and has
essential ly the same outside dimensions as the enclosure surface and that has sufficient torsional rigidity to resist the bending
moments which may be applied via the enclosure surface when it is deflected. Construction considered to have equivalent
reinforcing may be accomplished by designs that wil l produce a structure that is as rigid as one built with a frame of angles or
channels. Construction considered to be without supporting frame includes

1 ) single sheet with single-formed flanges (formed edges);

2) a single sheet that is corrugated or ribbed; and

3) an enclosure surface loosely attached to a frame with, for example, spring clips.
b The width is the smaller dimension of a rectangular sheet metal piece that is part of an enclosure. Adjacent surfaces of an
enclosure may have supports in common and be made of a single sheet.
c For panels that are not supported along one side, for example, side panels of boxes, the length of the unsupported side shall be
l imited to the dimensions specified unless the side in question is provided with a flange at least 1 2.7 mm (1 /2 in) wide.
d Sheet steel for an enclosure intended for outdoor use shall comply with the requirements for outdoor use equipment.

Table 6.2
Minimum thickness of sheet metal for electrical enclosures aluminum, copper, or brass

Without supporting framea With supporting frame or equivalent reinforcinga

Maximum widthb Maximum lengthc Maximum widthb Maximum lengthc
Minimum thickness

mm (in) mm (in) mm (in) mm (in) mm (in)

76 (3.0) Not l imited 1 78 (7.0) Not l imited 0.58d (0.023)

89 (3.5) 1 02 (4.0) 21 6 (8.5) 241 (9.5)

1 02 (4.0) Not l imited 254 (1 0.0) Not l imited 0.74 (0.029)

1 27 (5.0) 1 52 (6.0) 267 (1 0.5) 343 (1 3.5)

1 52 (6.0) Not l imited 356 (1 4.0) Not l imited 0.91 (0.036)

1 65 (6.5) 203 (8.0) 381 (1 5.0) 457 (1 8.0)

203 (8.0) Not l imited 483 (1 9.0) Not l imited 1 .1 4 (0.045)

241 (9.5) 292 (11 .5) 533 (21 .0) 635 (25.0)

305 (1 2.0) Not l imited 711 (28.0) Not l imited 1 .47 (0.058)

356 (1 4.0) 406 (1 6.0) 762 (30.0) 940 (37.0)

457 (1 8.0) Not l imited 1 067 (42.0) Not l imited 1 .91 (0.075)

508 (20.0) 634 (25.0) 1 1 43 (45.0) 1 397 (55.0)

635 (25.0) Not l imited 1 524 (60.0) Not l imited 2.41 (0.095)

Table 6.2 Continued on Next Page
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Table 6.2 Continued

Without supporting framea With supporting frame or equivalent reinforcinga

Maximum widthb Maximum lengthc Maximum widthb Maximum lengthc
Minimum thickness

mm (in) mm (in) mm (in) mm (in) mm (in)

737 (29.0) 91 4 (36.0) 1 626 (64.0) 1 981 (78.0)

940 (37.0) Not l imited 221 0 (87.0) Not l imited 3.1 0 (0.1 22)

1 067 (42.0) 1 346 (53.0) 2362 (93.0) 2896 (11 4.0)

1 321 (52.0) Not l imited 31 24 (1 23.0) Not l imited 3.89 (0.1 53)

1 524 (60.0) 1 880 (74.0) 3302 (1 30.0) 4064 (1 60.0)
a A supporting frame is a structure of angle or channel of a folded rigid section of sheet metal that is rigidly attached to and has
essential ly the same outside dimensions as the enclosure surface and that has sufficient torsional rigidity to resist the bending
moments which may be applied via the enclosure surface when it is deflected. Construction considered to have equivalent
reinforcing may be accomplished by designs that wil l produce a structure as rigid as one built with a frame of angles or channels.
Construction considered to be without supporting frame includes

1 ) single sheet with single-formed flanges (formed edges);

2) a single sheet that is corrugated or ribbed; and

3) an enclosure surface loosely attached to a frame with, for example, spring cl ips.
b The width is the smaller dimension of a rectangular sheet metal piece that is part of an enclosure. Adjacent surfaces of an
enclosure may have supports in common and be made of a single sheet.
c For panels that are not supported along one side, for example, side panels of boxes, the length of the unsupported side shall be
l imited to the dimensions specified unless the side in question is provided with a flange at least 1 2.7 mm (1 /2 in) wide.
d Sheet steel for an enclosure intended for outdoor use shal l comply with the requirements for outdoor use equipment.

6.2 The minimum thickness of metal for cast enclosures shall comply with Table 6.3.

Table 6.3
Minimum thickness of cast metal enclosures for live parts

Method of

fabrication

Minimum thickness, mm (in)

Plain walls

Around conduit

holes

Maximum areaa 1 54.9 cm2 (24 in2)

Maximum length 1 52.4 mm (6 in)

Area over 1 54.9 cm2 (24 in2)

Maximum length 1 52.4 mm (6 in)

Die-Cast 1 .6 (1 /1 6)bc 2.4 (3/32) 6.3 (1 /4)

Other 3.2 (1 /8) 3.2 (1 /8) 6.3 (1 /4)
a Area and length l imitations may be complied with by subdividing larger areas by means of suitable reinforcing ribs.
b May be reduced to 0.9 mm (1 /32 in) if:

1 ) the enclosure wil l not be used as a splice box; and

2) the voltage rating of the complete device is such that the voltage between any two conductors is not more than 250 V dc or
single-phase ac.
c May be reduced to 0.7 mm (0.028 in) minimum thickness for enclosures housing only extra-low-voltage circuits.

6.3 A plate or plug for an unused conduit opening or other hole in the enclosure shall have a thickness
not less than

a) 0.35 mm (0.01 4 in) if steel, or 0.48 mm (0.01 9 in) if nonferrous metal, for a hole having a 6.4 mm
(1 /4 in) maximum dimension; and

b) 0.68 mm (0.027 in) if steel, or 0.81 mm (0.032 in) if nonferrous metal, for a hole having a 34.9
mm (1 -3/8 in) maximum dimension. A closure for a larger hole shall have a thickness no less than
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that required for the enclosure of the device, or a standard knockout seal shall be used. Such
plates or plugs shall be securely mounted.

6.4 With reference to Clause 6.1 , the thickness of an enclosure may be two gauge sizes less than
indicated in Table 6.1 and Table 6.2, if the electrical components are located at least 64 mm (2-1 /2 in) from
the surface, and 4 gauge sizes less if the components are located at least 1 28 mm (5 in) from the surface.
The thickness shall be not less than No. 24 MSG or GSG (steel), or No. 1 8 AWG (aluminum, copper, or
brass), unless a lesser thickness would be acceptable in accordance with Table 6.1 and Table 6.2. An
example of 2 gauge sizes less is No. 1 8 MSG instead of No. 1 6 MSG; an example of 4 gauge sizes less is
No. 20 MSG instead of No. 1 6 MSG.
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7 Openings in enclosures

Figure 7.1

Probe (Other than Moving Parts)
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7.1 Uninsulated l ive parts, excluding fi lm-coated wire, of hazardous voltage circuits shall be located,
guarded, or enclosed so as to prevent unintended contact by persons reaching through openings in the
enclosure, or by persons oil ing motors, replacing air fi lters, adjusting controls, or performing other intended
service and maintenance operations.

7.2 Openings in enclosures, including perforations, louvres, and openings protected by means of
screening, expanded metal, or perforated covers, shall be of such size or shape as to prevent the passage
of a probe, i l lustrated in Figure 7.1 , from contacting uninsulated l ive parts. The configuration of the probe
shall be changed (articulated) after insertion. See Clause 7.6 for fi lm-coated wire.

7.3 During the examination of a unit or part thereof, in connection with the requirements in Clause 7.1 ,
parts of the enclosure, such as covers, panels, and gri l les shall be removed unless tools are required for
their removal. A warning marking, such as specified in Clause 44.3(r), shall be disregarded in establishing
compliance with these requirements.

7.4 In the case of downflow units provided with open coil elements that do not comply with Clause 5.8,
the manufacturer's installation instructions shall specify that an L-shaped exhaust duct be used as a
bottom closure, without any outlets or registers located directly below open coil elements.

Exception: An acceptable barrier is considered to be provided by a finned coil construction at least two

rows in depth and with at least 12 fins per 25.4 mm (1 in).

7.5 With reference to Clause 7.4, an air fi lter is not acceptable as a barrier.

7.6 A probe as il lustrated in Figure 7.2 shall not touch fi lm-coated wire when inserted through the
opening.

Figure 7.2

Probe (For Film-Coated Wire)

Openings in enclosures

7.7 For enclosures containing ultraviolet (UV) radiation lamp systems, there shall be no openings that
permits a leakage outside of the unit into occupied space greater than the effective irradiance value
specified in Clause 89.2.1
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8 Enclosures, doors, and covers

8.1 Doors and covers that give access to uninsulated l ive hazardous voltage parts shall be secured
firmly in place, and shall require the use of a tool or key to open them or shall be provided with an
interlocking mechanism; except that components having covers that comply with their respective
standards do not require additional enclosures.

8.2 An interlocking mechanism complies with the requirements of Clause 8.1 if it

a) secures the cover in the closed position when engaged;

b) must be engaged before parts in a hazardous voltage circuit can be energized; and

c) is located so that unintentional operation is unl ikely during normal servicing.

8.3 An interlock that is required to reduce a risk of electric shock or injury to persons shall withstand 1 000
cycles with a load not less than that controlled in the equipment, and 5,000 cycles without a load, or shall
comply with CSA-C22.2 No. 55; and UL 353

8.4 An interlock that is required to reduce the risk of electric shock shall open all supply conductors.

Enclosures, doors, and covers

8.5 Doors and covers that give direct access to Ultraviolet (UV) radiation lamp systems shall be
equipped with an interlocking mechanism that removes power from the Ultraviolet (UV) radiation lamp
system.

8.6 Access panels and components, that are removable for cleaning and servicing that provide access to
other areas inside a unit shall require an interlock switch if the UV-C irradiance exceeds the value
specified in Clause 89.2.2.

9 Accessibility of parts

9.1 Sufficient and reasonable accessibil ity shall be afforded to all parts that require normal servicing or
adjustment (for example, controls, fi l ters, oi l ing of bearings, adjustment of belts, changing ultraviolet (UV)
lamps) when the equipment is installed as intended. Covers or access panels giving access to such parts
that are required to be removed for routine maintenance shall not expose uninsulated hazardous voltage
live parts or UV light hazards.

9.2 The assembly shall be arranged so that any overcurrent protective device that can be replaced or
reset as required is accessible without removal of parts other than the service covers or panels.

9.3 Except as specified in Clause 9.4, the door or cover of an enclosure shall be hinged, sl iding type,
pivoted, or the equivalent, and not intended for removal, if it gives access to fuses.

Exception: Ifmore than one door or cover has to be opened to provide access, only one of these need to

complywith this requirement.

9.4 A cover as specified in Clause 9.3 is not required if only fuses of the following types are enclosed:

a) Fuses connected in Class 2 circuits;

b) Extractor type fuses that have their own enclosures;
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c) Control circuit fuses provided that the control circuit loads (other than fixed loads, such as pilot
lamps) are housed in the same enclosure as the fuses; or

d) Supplementary type fuses rated 2 A or less used in small , auxil iary resistance heater circuits
having a maximum rating of 1 00 W.

9.5 The reset button or lever of manual resettable devices (for example, the operating handle of a circuit
breaker, the reset button of a motor protector, the reset button of a pressure switch, the adjusting screw or
knob of an adjustable temperature or pressure control) may be accessible without the use of a tool,
providing that the resetting of the device does not result in exposure to uninsulated l ive hazardous voltage
parts or moving parts. Outdoor units shall meet the rain test requirements of Clauses 1 3.1 , 1 3.3, and
Clause 67.

9.6 A cover as specified in Clause 9.3 shall not depend solely upon screws or other similar means to
hold it closed, but shall be provided with an automatic latch or the equivalent. A spring latch, a magnetic
latch, a dimple, or any other mechanical arrangement that wil l hold the door in place and would require
some effort on the user's part to open is considered to be acceptable for holding the door closed. A cover
interlocking mechanism, as described in Clause 8.2, and provided as the sole means for securing the
cover or panel, is considered to comply.

9.7 Units employing Ultraviolet (UV) radiation lamp systems may need protection barriers to:

a) Protect users from exposure to Ultraviolet (UV) radiation through openings in the enclosure;

b) Protect service personnel from over exposure to Ultraviolet (UV) radiation when servicing the
unit; and

c) Protect non-metall ic materials that are not rated for exposure to Ultraviolet (UV) radiation.

9.8 Barriers shall be constructed of a suitable material that wil l not be affected by radiated Ultraviolet
(UV) exposure per the requirements of Clause 89.1 . Non-metall ic materials may be protected by directly
attached barriers such as aluminum metal coated tape.

9.9 The ultraviolet (UV) lamp and removable barriers shall be located in such a manner that the
ultraviolet (UV) radiation is not emitted outside the unit into occupied space at a level exceeding the
effective irradiance limit specified in Clause 89.2.1 and for service areas inside the unit the effective
irradiance shall not exceed the limit specified in Clause 89.2.2.

9.1 0 Both the unit inlet and outlet should be considered as possible Ultraviolet (UV) radiation paths when
determining barrier locations.

9.1 1 The unit fi l ters are not considered Ultraviolet (UV) radiation barriers.

9.1 2 Removable Ultraviolet (UV) radiation barriers shall be marked per Clause 45.1 7. The marking must
be located on, or adjacent to the ultraviolet (UV) barrier.

1 0 Assembly

1 0.1 A unit for use with a duct system shall have provision for the intended connection of ducts, either in
the form of duct flanges, openings without flanges, or locations marked for openings, providing that dri l l ing
or cutting into the cabinet, or the use of screws, wil l not damage electrical or refrigeration components and
wiring. A distance of 1 52 mm (6 in) separating the opening from all components and wiring is considered
to prevent damage due to dri l l ing or cutting. Protection may be provided by equivalent means.
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1 0.2 A unit with electric heaters with an inlet or outlet duct that penetrates the building structure
supporting the unit shall be provided with a mounting base of noncombustible material so designed that,
after the unit is installed, there wil l be no open passages through the supporting structure that would
permit flame or hot gases from a fire originating in the space below the supporting structure to travel to the
space above that structure. I f the unit is intended to be installed on a supporting structure of combustible
material, the base shall be so designed that the required clearance wil l be maintained between the
supporting structure and the unit, plenum, and attached duct. Spacers necessary to provide required
clearances shall be attached to the unit mounting base, and shall extend not less than 76 mm (3 in) below
the upper surface of the supporting structure, except that, in a unit designed for use only in a mobile home,
the distance shall be not less than 1 9 mm (3/4 in).

1 0.3 Provision for the connection of water supply, drainage lines, and refrigerant l ines shall be made as
required.

1 0.4 The components of a condensing unit and compressor unit, as covered by these requirements
(Clause 2.1 ), shall be factory-assembled to form a single structural assembly such as a base or frame or
refrigeration component.

Exception No. 1: The motor overload protective devices and motor controllers may be packaged with a

condensing unit or compressor unit, provided they are of a type that is suitable for remote mounting and

field wiring to the unit.

Exception No. 2: Dryers, filters, and the like that are intended for installation in the field may be packaged

with the condensing unit or compressor unit, provided that they comply with the requirements in this

Standard.

1 0.5 On liquid chil lers employing centrifugal motor compressors, the motor-compressor controller and
overload protection are not required to be provided. Where not provided, the manufacturer shall provide a
specification for the controller and overload protection to be provided by the customer. The specification
shall include information as to the required controller rating, sequencing of start, overload protection trip
current, connections to the chil ler control system, etc. I f a current transformer is to be provided, as part of
the controller, to provide a signal input circuit to the chil ler control system, the specification shall include
the requirements for the current transformer and its shunting resistor, if any. The controller and overload
protection shall be provided for all other motors incorporated in the chil ler assembly (see Clause 44.9).

11 Mechanical protection

11 .1 All moving parts (for example, fan blades, blower wheels, pul leys, and belts) that, if accidentally
contacted, could cause bodily injury, shall be guarded against accidental contact by an enclosure or
screen requiring tools for removal, or permanently attached.

11 .2 Openings in external enclosures or guards provided for compliance with the requirements specified
in Clause 11 .1 are acceptable if they prevent the probe, i l lustrated in Figure 11 .1 , applied at any angle
without a force, from making contact with moving parts.

Exception No. 1): Equipment marked as required byClause 44.3(s) need not be provided with guarding.

Exception No. 2): Openings of 25.4 mm (1 in) or larger shall be guarded such that the distance from an

opening to the moving parts is in accordance with Table 11.1.
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Figure 11 .1

Probe (Moving Parts)

Table 11 .1
Clearance from openings

Minor dimensions of opening

Minimum distance from opening to

moving parts

mm (in) mm (in)

More than 25.4 but not more than 38.1 More than (1 ) but not more than (1 -1 /2) 21 2.7 (8-3/8)

More than 38.1 but not more than 50.8 More than (1 -1 /2) but not more than (2) 295.3 (11 -5/8)

More than 50.8 but not more than 76.2 More than (2) but not more than (3) 762.0 (30)

11 .3 An interlocking mechanism that operates to disconnect power to the drive motor when a cover or
panel is removed or opened to provide access to moving parts is considered to provide the protection
required by Clause 11 .1 .

1 1 .4 Perforated sheet steel or expanded steel mesh used to cover openings shall give equivalent
mechanical strength to that of a blank sheet of the thickness that wil l be required when determining
compliance with Table 6.1 .

1 1 .5 If the starting or restarting of a motor driving a moving part is provided by an automatic cycling
device, the moving part shall be guarded if the part is exposed when operating adjustments are made, or
air fi lters changed, or if the part is accessible without the use of tools.

1 2 Outdoor use equipment

1 2.1 Sheet steel cabinets and enclosures of units intended for outdoor use shall be protected against
corrosion as specified in Table 1 2.1 , or by other metall ic or nonmetall ic coatings that have been shown to
give equivalent protection.

Nonferrous cabinets and enclosures may be employed without special corrosion protection. The thickness
of the material shall be judged on the basis of its strength and rigidity.
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Table 1 2.1
Corrosion protection

Type of cabinet and enclosure

1 .35 mm (0.053 in) uncoated/1 .42 mm

(0.056 in) coated and greater as

specified by Clause:

Less than 1 .35 mm (0.053 in) uncoated

and 1 .42 mm (0.056 in) coated as

specified by Clause:

Outer cabinets that protect motors,
wiring, or enclosed current-carrying parts 1 2.2 1 2.3

Inside enclosures that protect current-
carrying parts other than motors 1 2.2 1 2.3

Outer cabinets that are the sole
enclosure of current-carrying parts 1 2.3 1 2.3

1 2.2 Where Table 1 2.1 references this Clause, a cabinet or enclosure intended for outdoor use shall be
provided with one of the following coatings:

a) Hot dipped mil l galvanized sheet steel conforming with the coating designation G60 or A60 in
Table 1 of ASTM A653 or in Table 1 of ASTM A653M with not less than 40% of the zinc on any
side, as determined by the minimum single spot test requirement in this ASTM designation. The
weight of zinc coating may be determined by any recognized method; however, where results are
in question, the weight of coating shall be established in accordance with Tests for Weight of
Coating on Zinc-Coated Iron or Steel Articles, ASTM A90.

b) A zinc coating, other than that provided on hot dipped mil l galvanized sheet steel, uniformly
applied on each surface to an average thickness of not less than 0.01 041 mm (0.00041 in), and to
a minimum thickness of 0.00864 mm (0.00034 in).

c) Two coats of outdoor paint on both surfaces. The suitabil ity of the paint shall be determined by
consideration of its composition.

1 2.3 Where Table 1 2.1 references this Clause, a cabinet or enclosure intended for outdoor use shall be
provided with one of the following coatings:

a) Hot dipped mil l galvanized sheet steel having the coating designation G90 in Table 1 of ASTM
designation A653 or A653M, with not less than 40% of the zinc on any side as determined by the
minimum single spot test requirement in these ASTM designations. The weight of zinc coating may
be determined by any recognized method; however, where results are in question, the weight of
coating shall be established in accordance with the test method of ASTM designation A90.

b) A zinc coating, other than that provided on hot dipped mil l galvanized sheet steel, uniformly
applied on each surface to an average thickness of not less than 0.01 549 mm (0.00061 in), and to
a minimum thickness of 0.01 372 mm (0.00054 in).

c) A zinc coating complying with I tem (a) or (b) of Clause 1 2.2, plus one coat of outdoor paint as
specified in I tem (c) of Clause 1 2.2 on each surface.

1 2.4 Other finishes, including paints, special metall ic finishes, and combinations of the two may be
accepted when comparisons with galvanized sheet steel (without annealing, wiping, or other surface
treatment) that complies with I tem (a) of Clause 1 2.2 or 1 2.3, as applicable, indicate they provide
equivalent protection.

1 2.5 Metals shall not be used in combinations such as to cause galvanic action that wil l adversely affect
cabinets or enclosures.
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1 3 Enclosures, outdoor use

1 3.1 The outer cabinet of the equipment intended for outdoor use shall be so constructed as to prevent
the wetting of uninsulated l ive parts (hazardous voltage and extra-low-voltage safety circuits), and shall
protect the system against risk of shock due to exposure to rain (see Rain Test, Clause 67). I f of steel, it
shall be not less than 0.78 mm (0.0307 in) thick, and shall be suitably protected against corrosion as
required by Clause 1 2. Enclosures made of other metal shall have mechanical strength and rigidity at least
equivalent to that of steel, 0.78 mm (0.0307 in) thick.

1 3.2 An enclosure that is formed of metal which is thinner than specified in Clause 1 3.1 , and which
complies with Table 6.1 and Table 6.2, whichever applies, is acceptable if it is protected by an outer
cabinet. A sheet steel cabinet or enclosures employing panels consisting of more than one sheet, each
sheet thinner than specified in Clause 1 3.1 , may be used if equivalent in al l respects, including mechanical
strength and corrosion resistance, to a single sheet of steel of the thickness specified in Clause 1 3.1 .

1 3.3 Service covers and access panels that are not secured by screws or other fasteners requiring the
use of tools to remove them shall be left open or removed during the Rain Test described in Clause 67.

1 3.4 An enclosure for electrical components shall have provision for drainage if the enclosure employs
knockouts or unthreaded openings. The drainage holes shall be not less than 3.2 mm (1 /8 in) in diameter,
or drainage openings of at least equivalent size shall be included.

1 3.5 Units with polymeric cabinets shall comply with Clause 5.1 0.

1 3.6 Gaskets required to seal enclosures of electrical components shall comply with the requirements of
Clause 68, Accelerated aging tests – Gaskets.

1 4 Field wiring connections, outdoor use equipment

1 4.1 Conduit openings or knockouts shall be provided for all field wiring connections, and shall be at
least 22.2 mm (7/8 in) in diameter. Threaded openings shall be provided unless

a) the opening is wholly below the lowest uninsulated l ive hazardous voltage part within the
enclosure; or

b) the opening prevents drainage into the enclosure along the outside surface of a field supplied
wireway; or

c) the routing of the factory- or field-supplied wiring is necessarily such that a drip-loop is formed,
which physically prevents any entering moisture from reaching uninsulated l ive parts.

1 4.2 Threads for the connection of conduit are tapped all the way through a hole in an enclosure wall , or
if an equivalent construction is employed, there shall be not less than three nor more than five threads in
the metal. Construction of the device shall be such that a conduit bushing can be properly attached. I f
threads for the connection of conduit are not tapped all the way through a hole in an enclosure wall ,
conduit hub, or the l ike, there shall be not less than 3-1 /2 threads in the metal. There shall be a smooth,
rounded inlet hole for the conductors which shall afford protection to the conductors equivalent to that
provided by a standard conduit bushing and which shall have an internal diameter approximately the same
as that of the corresponding trade size of rigid conduit.

1 4.3 An enclosure threaded for support by rigid conduit shall provide at least five ful l threads for
engaging with the conduit.
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1 5 Mechanical assembly – field assembly

1 5.1 Parts used in the construction of the complete assembly shall have adequate strength, and shall be
assembled and secured in position to ensure proper functioning under both normal and abnormal
conditions that can be met in service. Refrigerant-containing parts shall have all joints made to prevent
leakage of refrigerant under the aforementioned conditions.

1 5.2 Self-contained units that are designed to be shipped in separable sections (eg, wall sleeve, cooling
section, heating section, control section, front panel, and UV lamp systems) shall be marked in
accordance with the requirements of item (z1 ) of Clause 44.3(z1 ), and the following shall be complied with:

a) each section shall be constructed and packaged so as to prevent damage to the parts during
shipment and assembly;

b) each section and the contents shall be identified as required by Clause 44.3 (a) and (b);
additionally the unit shall be marked to identify each section;

c) electrical connections between the separable sections shall be capable of being made without
additional parts being required, such as wiring, connectors, receptacles, terminal blocks;

d) electrical bonding shall be maintained between sections after assembly;

e) al l connections shall be properly marked for assembly;

f) guards required by Clause 11 shall be secured to the appropriate section, and shall not be
shipped as a separate item for field assembly;

g) safety controls shall be an integral part of the sections requiring them; and

h) each package shall contain that part of the installation instructions necessary to assemble it into
the other sections.

1 5.3 With reference to the requirements of item g), for factory specified field installed integral UV
systems, the safety interlock need not be preinstalled, but termination points and mounting provisions shall
be provided and the safety interlock installation procedures shall be clearly defined in the instructions and
marked on wiring diagram.

1 5.4 The heating section referred to in Clause 1 5.2 may be a separable heater element assembly with all
associated controls necessary for the proper operation of the elements, without an integral casing or
enclosure for the electrical components, provided that the assembly is designed for field installation within
the unit enclosure.

1 6 Auxiliary devices

1 6.1 A unit having provisions for the use of additional auxil iary devices intended to be attached in the
field shall be constructed so that their use wil l not cause a risk of fire, electric shock, exposure to
Ultraviolet (UV) radiation, or injury.

1 6.2 The unit shall comply with the requirements of this Standard, both with and without the auxil iary
device installed.

1 6.3 The installation of auxil iary devices by service personnel shall be by means of receptacles, plug-in
connectors, wiring terminals, insulated wire connectors, or by connection to existing wire terminals.
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1 6.4 Any installation of an auxil iary device shall not require the cutting of wiring or the soldering of
connections by the installer, and shall not require cutting, dri l l ing, or welding in electrical enclosures and in
other areas where such operations may damage electrical or refrigeration components and wiring.

1 6.5 Field rearrangement of components shall not be acceptable.

Exception: The rearrangement of components to provide field change ofdirection of air flow is acceptable

if factory provisions are made for such an option.

1 6.6 As part of the investigation, a trial installation of auxil iary devices may be made, to determine that its
installation is feasible, that the instructions are detailed and correct, and that its use does not cause a risk
of fire, electric shock, exposure to Ultraviolet (UV) radiation, or injury.

1 6.7 A strain relief means shall be provided for the wiring in the auxil iary device, if there is any possibil ity
of transmitting stress to the terminal connections during installation.

1 6.8 All terminals and wiring intended to be field-connected shall be identified on the auxil iary device, the
unit (if connections are made between the device and the unit), and the wiring diagram.

1 6.9 The mounting location of the auxil iary device shall be indicated on the unit. However, if the
mounting location is predetermined by the function of the device and arrangement of the unit, and if
instructions are provided covering the installation and location for the device, the mounting location of the
device need not be indicated (for example, no indication is needed where an air heater is to be installed on
the outlet duct flanges of the unit).

1 6.1 0 Units that are designed and marked per item (z1 ) of Clause 44.3 to indicate the possible
installation of non Integral field Installed (duct mounted) UV lamp systems shall include wiring connection
terminals for the UV lamp system. These connections shall include:

a) Interlock circuit connections, and

b) UV lamp power circuit power connections.

1 6.11 I f the equipment is intended to be used with an auxil iary device that derives the power from the
equipment power supply, the equipment shall be marked as indicated in 38.1 8.

1 7 Connection to power supply

1 7.1 Equipment other than cord-connected (see Clause 1 .2) shall have provision for the connection of
conduit (or conduits) of a size (see Table 1 7.1 ) suitable for the supply circuit conductors (see Table 1 7.2)
needed to connect the unit in accordance with Tables 1 through 4 in CSA C22.1 and Tables 31 0-1 6 and
31 0-1 7 in ANSI/NFPA No. 70. Provisions may be made for field cutting the openings necessary for field
wiring system connections, provided that their intended locations are indicated by one of the following
methods:

a) use of pilot holes intended for use with a hole punch; or

b) an attached marking showing the exact centre of each opening; or

c) an attached marking showing the area in which the openings can be located.

1 7.2 Field-provided openings for field wiring system connections shall be so located that the necessary
cutting, dri l l ing, or punching operation is not l ikely to damage components or wiring within the enclosure.
Separation shall be maintained as specified in Clause 1 0.1 .
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1 7.3 A metal plate to which conduit is to be attached in the field shall be not less than 0.78 mm (0.0307
in) thick if uncoated steel, not less than 0.88 mm (0.0346 in) thick if galvanized steel, and not less than
1 .1 4 mm (0.045 in) thick if nonferrous metal.

1 7.4 A knockout shall be provided with a flat surrounding surface for seating of a conduit bushing, and
shall be located so that installation of a bushing at any knockout l ikely to be used during installation wil l not
result in spacings between uninsulated l ive parts and the bushing of less than those required by Clause
33, Spacings.

1 7.5 The construction of the equipment at the point where the conduit of the supply is attached shall be
such that supply conductors can be installed in compliance with the requirements of Clause 21 ,
Separation of circuits.

1 7.6 The space provided at terminals or leads intended for the connection of supply conductors, or other
conductors to be connected at the time of installation, shall be sufficient for acceptable installation (see
Clause 1 7.7) including the accommodation of the necessary splices.

1 7.7 An acceptable installation shall

a) be possible using ordinary tools suitable for the installation; and

b) not require installed conductors to be forced into contact with uninsulated l ive parts, or with
noncurrent-carrying parts l ikely to be grounded.

A trial installation may be performed to determine compliance with these requirements.

1 7.8 Equipment which incorporates more than one independent internal circuit, and is designed for
connection to more than one source of electrical power supply shall have each internal circuit provided
with means for connection to the supply, in accordance with Clause 1 7.

1 7.9 Hazardous voltage circuit connections shall be made within acceptable enclosures or outlet boxes.

The location of an outlet box or compartment in which supply connections are made shall be such that the
connections wil l be readily accessible for inspection after the equipment is installed as intended.

1 7.1 0 A terminal block shall be used for field wiring connections unless the contactor is acceptable for
field wiring connections.

Table 1 7.1
Knockout or hole sizes and dimensions of bushings

Bushings dimensions

Trade size of conduit Knockout or hole diameter Overall diameter Height

mm in mm in mm in mm in

1 6 1 /2 22.2 7/8 25.4 1 9.5 3/8

21 3/4 27.8 1 -3/32 31 .4 1 -1 5/64 1 0.7 27/64

27 1 34.5 1 -23/64 40.5 1 -1 9/32 1 3.1 33/64

35 1 -1 /4 43.7 1 -23/32 49.2 1 -1 5/1 6 1 4.3 9/1 6

41 1 -1 /2 50.0 1 -31 /32 56.0 2-1 3/64 1 5.1 1 9/32

53 2 62.7 2-1 5/32 68.7 2-45/64 1 5.9 5/8

Table 1 7.1 Continued on Next Page
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Table 1 7.1 Continued

Bushings dimensions

Trade size of conduit Knockout or hole diameter Overall diameter Height

mm in mm in mm in mm in

63 2-1 /2 76.2 3 81 .8 3-7/32 1 9.1 3/4

78 3 92.1 3-5/8 98.4 3-7/8 20.6 1 3/1 6

91 3-1 /2 1 04.8 4-1 /8 11 2.7 4-7/1 6 23.8 1 5/1 6

1 03 4 11 7.5 4-5/8 1 26.2 4-31 /32 25.4 1

– 4-1 /2 1 30.2 5-1 /8 1 40.9 5-35/64 27.0 1 -1 /1 6

1 29 5 1 42.9 5-5/8 1 58.0 6-7/32 30.2 1 -3/1 6

1 55 6 1 71 .5 6-3/4 1 83.4 7-7/32 31 .8 1 -1 /4

Table 1 7.2
Trade size of conduita

Number of wires

Wire size 2 3 4 5 6

(mm2) AWG

(2.1 ) 1 4 1 /2 1 /2 1 /2 1 /2 1 /2

(3.3) 1 2 1 /2 1 /2 1 /2 3/4 3/4

(5.3) 1 0 1 /2 1 /2 1 /2 3/4 3/4

(8.4) 8 3/4 3/4 1 1 1 -1 /4

(1 3.3) 6 3/4 1 1 1 -1 /4 1 -1 /4

(21 .2) 4 1 1 1 -1 /4 1 -1 /4 1 -1 /2

(26.7) 3 1 1 -1 /4 1 -1 /4 1 -1 /2 1 -1 /2

(33.6) 2 1 1 -1 /4 1 -1 /4 1 -1 /2 2

(42.4) 1 1 -1 /4 1 -1 /4 1 -1 /2 2 2

(53.5) 0 1 -1 /4 1 -1 /2 2 2 2-1 /2

(67.4) 2/0 1 -1 /2 1 -1 /2 2 2 2-1 /2

(85.0) 3/0 1 -1 /2 2 2 2-1 /2 2-1 /2

(1 07.2) 4/0 2 2 2-1 /2 2-1 /2 3

kcmil

(1 27) 250 2 2-1 /2 2-1 /2 3 3

(1 52) 300 2 2-1 /2 3 3 3-1 /2

(1 77) 350 2-1 /2 2-1 /2 3 3-1 /2 3-1 /2

(203) 400 2-1 /2 3 3 3-1 /2 4

(253) 500 3 3 3-1 /2 4 4
a This Table is based on the assumption that all conductors wil l be of the same size and there wil l be no more than six conductors
in the conduit. I f more than six conductors wil l be involved or if al l of them are not of the same size, the internal cross-sectional
area of the smallest conduit that may be used is determined by multiplying by 2.5 the total cross-sectional area of the wires, based
on the cross-sectional area of type THW specified in the ANSI/NFPA No. 70 or type TW75, specified in CSA C22.1 .

1 8 Thermal insulation and air filters

1 8.1 Thermal insulation such as mineral wool, which may contain conductive impurities, shall not contact
uninsulated l ive parts.
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