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UL Standard for Safety for Protected Aboveground Tanks for Flammable and Combustible Liquids, UL
2085

Second Edition, Dated December 30, 1997
Summary of Topics

This revision is being made to update the title page to indicate that the standard is no longer an
American National Standard.

Text that has been changed in any manner or impacted by UL'’s electronic publishing system is marked
with a vertical line in the margin. Changes in requirements are marked with a vertical line in the margin
and are followed by an effective date note indicating the date of publication or the date on which the
changed requirement becomes effective.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard "as is” without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL'’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’'s computer system.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a "SUPERSEDED REQUIREMENTS" notice.
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DECEMBER 30, 1997
(Title Page Reprinted: September 29, 2010)

1
UL 2085
Standard for Protected Aboveground Tanks for Flammable and
Combustible Liquids
The first edition was titled Insulated Aboveground Tanks for Flammable and
Combustible Liquids.
First Edition — December, 1994
Second Edition
December 30, 1997

Comments or proposals for revisions on any part of the Standard may be
submitted to UL at any time. Proposals should be submitted via a Proposal
Request in UL’s On-Line Collaborative Standards Development System (CSDS)
at http://csds.ul.com.

UL'’s Standards for Safety are copyrighted by UL. Neither a printed nor electronic
copy of a Standard should be altered in any way. All of UL's Standards and all
copyrights, ownerships, and rights regarding those Standards shall remain the
sole and exclusive property of UL.

COPYRIGHT © 2010 UNDERWRITERS LABORATORIES INC.
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INTRODUCTION
1 Scope

1.1 These requirements cover shop fabricated, aboveground atmospheric Protected Tanks intended for
storage of stable flammable, or combustible liquids that have a specific gravity not greater than 1.0 and
that are compatible with the material and construction of the tank.

Revised 1.1 effective December 30, 1998

1.2 These requirements do not cover Fire Resistant Tanks which are intended for installation and use in
accordance with the Automotive and Marine Service Station Code, NFPA 30A. These tanks are covered
in UL’s Outline of Investigation for Fire Resistant Tanks for Flammable and Combustible Liquids, Subject
2080.

Revised 1.2 effective December 30, 1998

1.3 These tank constructions are intended to limit the heat transferred to the primary tank when the
construction is exposed to a 2-hour hydrocarbon pool fire and are provided with protection from physical
damage. Tanks appropriately identified by product markings provide additional protection for the primary
tank against projectile impact and vehicle impact.

1.4 These tanks shall be provided with integral secondary containment intended to prevent any leakage
from the primary tank from entering the environment.

Added 1.4 effective December 30, 1998

1.5 Protected Tanks are intended for stationary installation and use in accordance with the Uniform Fire
Code, published by the International Fire Code Institute; the Flammable and Combustible Liquids Code,
NFPA 30; and the Automotive and Marine Service Station Code, NFPA 30A.

1.6 Tanks covered by these requirements are fabricated, inspected, and tested for leakage before
shipment from the factory as completely assembled units.

1.7 These requirements and tests are not intended to determine a tank’s acceptability for use after fire
exposure, vehicle impact, or projectile impact.

1.8 These requirements do not address methods of anchoring which may be required to prevent uplift
from flooding or movement due to wind or seismic forces.

1.9 These requirements do not address either the construction, or attachment means of ladders, stairs,
runways, guardrails, platforms, or equipment supports.

1.10 A product that contains features, characteristics, components, materials, or systems new or different
from those covered by the requirements in this Standard, and that involves a risk of fire, electric shock, or
injury to persons shall be evaluated using the appropriate additional component and end-product
requirements to determine that the level of safety as originally anticipated by the intent of this Standard is
maintained. A product whose features, characteristics, components, materials, or systems conflict with
specific requirements or provisions of this Standard shall not be judged to comply with this Standard.
Where appropriate, revision of requirements shall be proposed and adopted in conformance with the
methods employed for development, revision, and implementation of this Standard.

1.10 revised May 7, 1999
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