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UL Standard for Safety for LP-Gas Hose, UL 21
Eleventh Edition, Dated December 15, 2014
Summary of Topics

Revision pages have been issued for the Standard for LP-Gas Hose, UL 21, to reflect the latest
ANSI approval date and to incorporate the proposals dated July 24, 2015. These proposals
include the following:

» Additional options to measure pressure.
* Hose length.

» Additional valve types.

e Update of fuel oil type.

The revised requirements are substantially in accordance with Proposal(s) on this subject dated July 24,
2015.

Text that has been changed in any manner or impacted by UL’s electronic publishing system is marked
with a vertical line in the margin.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard "as is” without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’'s computer system.
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DECEMBER 15, 2014
(Title Page Reprinted: September 29, 2015)

ANSI/UL 21-2015

1
UL 21

Standard for LP-Gas Hose

The First and Second editions were titled Hose for Conducting LP-Gas.

First Edition — September, 1955
Second Edition — March, 1964
Third Edition — November, 1967
Fourth Edition — February, 1973
Fifth Edition — August, 1978
Sixth Edition — April, 1980
Seventh Edition — June, 1986
Eighth Edition — December, 1991
Ninth Edition — June, 1995
Tenth Edition — December, 2007

Eleventh Edition
December 15, 2014

This ANSI/UL Standard for Safety consists of the Eleventh Edition including
revisions through September 29, 2015.

The most recent designation of ANSI/UL 21 as an American National Standard
(ANSI) occurred on September 29, 2015. ANSI approval for a standard does not
include the Cover Page, Transmittal Pages and Title Page.

Comments or proposals for revisions on any part of the Standard may be
submitted to UL at any time. Proposals should be submitted via a Proposal
Request in UL’s On-Line Collaborative Standards Development System (CSDS)
at http://csds.ul.com.

UL's Standards for Safety are copyrighted by UL. Neither a printed nor electronic
copy of a Standard should be altered in any way. All of UL's Standards and all
copyrights, ownerships, and rights regarding those Standards shall remain the
sole and exclusive property of UL.

COPYRIGHT © 2015 UNDERWRITERS LABORATORIES INC. |
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INTRODUCTION
1 Scope

1.1 These requirements cover hose and hose assemblies in sizes up to and including a nominal internal
diameter of 4 in (102 mm) for conveying liquefied petroleum gas (LP-Gas) intended to be installed in
closed systems in compliance with the Standard of the National Fire Protection Association Liquefied
Petroleum Gas Code, NFPA 58. The hose or hose assembly is intended for a maximum working pressure
of 350 pounds per square inch gauge (psig) (2400 kPa) for use at temperatures within the range of minus
40°C (minus 40°F) to plus 60°C (140°F), or minus 54°C (minus 65°F) to plus 60°C. Hose and hose
assemblies in sizes larger than 2 in (50.8 mm) are not intended for use on reels.

1.2 This standard does not apply to:

a) Flexible hose connectors for LP-Gas that are investigated under the Standard for Pigtails and
Flexible Hose Connectors for LP-Gas, UL 569;

b) Gas appliance connectors for handling fuel gases at 5 psig (34.5 kPa) or less, which are
investigated under Connectors for Gas Appliances, ANSI Z21.24, nor to metallic hose intended
for use in oil transportation piping, in petroleum refinery piping, or in gas transmission and
distribution piping systems; or

c) Hose intended for use in automotive applications or hose intended for use in confined areas.

d) Hose assemblies that are investigated under Gas Hose Connectors for Portable Outdoor
Gas-Fired Appliances, ANSI Z21.54.

2 General
2.1 Units of measurement

2.1.1 If a value for measurement is followed by a value in other units in parentheses, the second value
may be only approximate. The first stated value is the requirement.

2.2 Undated references

2.2.1 Any undated reference to a code or standard appearing in the requirements of this standard shall
be interpreted as referring to the latest edition of that code or standard.

Documents

Document Sharing Hub
Copyright UL

Provided by IHS under license with UL Licensee=North Carolina State Univ/5618801100
No reproduction or networking permitted without license from IHS Not for Resale, 10/18/2015 11:13:26 MDT

Full document details: UL 212014


http://www.avadocuments.com/doc/ul-21-2014
http://www.avadocuments.com/doc/ul-21-2014

