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UL Standard for Safety for Lined Fire Hose for Interior Standpipes, UL 219

Fourth Edition, Dated October 25, 2013

SUMMARY OF TOPICS

This revision of ANSI/UL 219 is being issued to update the title page to reflect the most recent
designation as a Reaffirmed American National Standard (ANS). No technical changes have been
made.

Text that has been changed in any manner or impacted by UL’s electronic publishing system is marked
with a vertical line in the margin.

The requirements are substantially in accordance with Proposal(s) on this subject dated October 5, 2018.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard ″as is″ without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’s computer system.
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INTRODUCTION

1 Scope

1.1 These requirements cover lined interior standpipe fire hose in the 1-1/2 and 2-1/2 inch sizes that is
intended:

a) For fire-protection purposes only;

b) For use with inside standpipes installed in accordance with the Standard for the Installation
of Standpipe and Hose Systems, NFPA 14;

c) For use on hose racks and reels and in cabinets where the specific combination of hose and
rack, reel, or cabinet has been investigated and found acceptable;

d) To withstand infrequent service; and

e) To be periodically inspected and maintained while in service, as outlined in the Standard for
the Care, Use, Inspection, Service Testing and Replacement of Fire Hose, Couplings, Nozzles
and Fire Hose Appliances, NFPA 1962.

1.2 The 1-1/2 inch size hose is intended for use primarily by the building occupants for the control of
incipient fires until the arrival of the fire department.

1.3 The 2-1/2 inch size hose is intended for use by fire departments and those trained in handling large
water streams required during the more advance stages of fire on the inside of buildings or for exposure
fire protection.

1.4 These requirements do not cover couplings nor their method of attachment.

2 General

2.1 Units of measurement

2.1.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

OCTOBER 25, 2013 LINED FIRE HOSE FOR INTERIOR STANDPIPES - UL 219 5

Full document details: UL 219 2018

http://www.avadocuments.com/doc/ul-219-2018
http://www.avadocuments.com/doc/ul-219-2018

