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UL Standard for Safety for Hardware for the Support of Conduit, Tubing, and Cable, UL 2239

Second Edition, Dated February 20, 2015
Summary of Topics

The revisions to ANSI/UL 2239 dated January 14, 2022 includes the following changes in
requirements:

— Messenger-Supported Wiring Hangers Rings and Saddles for Supporting Conduit, Cable
or Tubing from Messenger Cable; 3.7A, 3.7B, 3.7C, 5.1.6A, 5.1.6B, Section 10B

— Quantity, sizes and types of conduit, cable, or tubing intended to be supported per
STAPLE; 11.6

— Alternate Staple without Stops (DCN701); 5.2.9, 11.6

Text that has been changed in any manner or impacted by UL's electronic publishing system is marked
with a vertical line in the margin.

The new and revised requirements are substantially in accordance with Proposal(s) on this subject dated
May 21, 2021.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fithess for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL's liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney's fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser's computer system.
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Commitment for Amendments

This standard is issued jointly by the Canadian Standards Association (operating as “CSA Group”) and
Underwriters Laboratories Inc. (UL). Comments or proposals for revisions on any part of the standard
may be submitted to CSA Group or UL at anytime. Revisions to this standard will be made only after
processing according to the standards development procedures of CSA Group and UL. CSA Group and
UL will issue revisions to this standard by means of a new edition or revised or additional pages bearing
their date of issue.

ISBN 978-1-77139-517-5 © 2015 Canadian Standards Association

All rights reserved. No part of this publication may be reproduced in any form whatsoever without the
prior permission of the publisher.

This Standard is subject to review within five years from the date of publication, and suggestions for its
improvement will be referred to the appropriate committee. To submit a proposal for change, please
send the following information to inquiries@csagroup.org and include "Proposal for change" in the
subject line: Standard designation (number); relevant clause, table, and/or figure number; wording of
the proposed change; and rationale for the change.

To purchase CSA Group Standards and related publications, visit CSA Group's Online Store at
www.csagroup.org/store/ or call toll-free 1-800-463-6727 or 416-747-4044.

| Copyright © 2022 Underwriters Laboratories Inc.

UL's Standards for Safety are copyrighted by UL. Neither a printed nor electronic copy of a Standard
should be altered in any way. All of UL's Standards and all copyrights, ownerships, and rights regarding
those Standards shall remain the sole and exclusive property of UL.

This ANSI/UL Standard for Safety consists of the Second Edition including revisions through January
14, 2022.

The most recent designation of ANSI/UL 2239 as an American National Standard (ANSI) occurred on
| January 14, 2022. ANSI approval for a standard does not include the Cover Page, Transmittal Pages,
Title Page (front and back), or the Preface.

Comments or proposals for revisions on any part of the Standard may be submitted to UL at any time.
Proposals should be submitted via a Proposal Request in UL's On-Line Collaborative Standards
Development System (CSDS) at https://csds.ul.com.

To purchase UL Standards, visit UL's Standards Sales Site at
http://www.shopulstandards.com/HowToOrder.aspx or call toll-free 1-888-853-3503.
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Preface

This is the harmonized CSA Group and UL standard for Hardware for the Support of Conduit, Tubing, and
Cable. It is the second edition of CSA C22.2 No. 18.4 and the second edition of UL 2239. This harmonized
standard has been jointly revised on January 14, 2022. For this purpose, CSA Group and UL are issuing
revision pages dated January 14, 2022.

This harmonized standard was prepared by CSA Group and Underwriters Laboratories Inc. (UL). The
efforts and support of the Technical Harmonization Subcommittee for Conduit and Cable Hardware, of the
Council on the Harmonization of Electrotechnical Standards of the Nations of the Americas (CANENA),
are gratefully acknowledged.

This standard is considered suitable for use for conformity assessment within the stated scope of the
standard.

This standard was reviewed by the CSA Subcommittee on ICCMO03-Fittings, Hardware and Positioning
Devices under the jurisdiction of the CSA Technical Committee on Wiring Products and the CSA Strategic
Steering Committee on Requirements for Electrical Safety, and has been formally approved by the CSA
Technical Committee.

Application of Standard

Where reference is made to a specific number of samples to be tested, the specified number is to be
considered a minimum quantity.

Note: Although the intended primary application of this standard is stated in its scope, it is important to note that it remains the
responsibility of the users of the standard to judge its suitability for their particular purpose.

Level of Harmonization

This standard uses the IEC format but is not based on, nor is it to be considered equivalent to, an IEC
standard.

This standard is published as an equivalent standard for CSA Group and UL.

An equivalent standard is a standard that is substantially the same in technical content, except as follows:
Technical national differences are allowed for codes and governmental regulations as well as those
recognized as being in accordance with NAFTA Article 905, for example, because of fundamental climatic,
geographical, technological, or infrastructural factors, scientific justification, or the level of protection that
the country considers appropriate. Presentation is word for word except for editorial changes.

Reasons for differences from IEC

The THSC investigated and found no existing IEC standards or work programs covering the scope of the
products in this standard.

Interpretations

The interpretation by the standards development organization of an identical or equivalent standard is
based on the literal text to determine compliance with the standard in accordance with the procedural rules
of the standards development organization. If more than one interpretation of the literal text has been
identified, a revision is to be proposed as soon as possible to each of the standards development
organizations to more accurately reflect the intent. DOCU ments
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Hardware for the Support of Conduit, Tubing, and Cable

1 Scope

1.1 These requirements cover hardware for the support of conduit, tubing, and cable, such as HANGERS,
STAPLES, STRAPS, and similar devices for installation in accordance with the National Electrical Code,

I NFPA 70, and the Canadian Electrical Code (CE Code), Part I.

1.2 These requirements also cover STANDOFFS for nonmetallic-sheathed cable, PROTECTOR PLATES, and
PROTECTOR BUSHINGS.

1.3 These requirements do not cover hardware for use with surface raceway, wireway, or busway
systems, sprinkler systems, and other piping systems used for fire protection service, hardware for use
with lighting fixtures, or hardware for grounding and bonding applications.

1.4 These requirements do not cover:
a) Hardware intended to support boxes (see UL 514A or CSA C22.2 No. 18.1),
b) Conduit and cable fittings (see UL 514B or CSA C22.2 No. 18.3),
c) Reducing washers (see UL 514B or CSA C22.2 No. 18.3),
d) Pulling grips for cable or cord (see UL 514B or CSA C22.2 No. 18.3),
e) Cable ties (see UL 62275 or CSA C22.2 No. 62275 or NMX-J-623-ANCE), or

f) POSITIONING DEVICES (see UL 1565 or CSA C22.2 No. 18.5).
2 Normative References

2.1 Products covered by this standard shall comply with the reference installation codes and standard as
appropriate for the country where the product is to be used. When the product is intended for use in more
than one country, the product shall comply with the installation codes and standards for all countries where
it is intended to be used.

2.2 Where reference is made to any Standards, such reference shall be considered to refer to the latest
editions and revisions thereto available at the time of printing, unless otherwise specified.

CSA Group Standards

C22.1-15
Canadian Electrical Code, Part |

CAN/CSA-C22.2 No. 0-10
General Requirements — Canadian Electrical Code, Part Il

C22.2 No. 0.15-01 (R2012)
Adhesive Labels

CAN/CSA-C22.2 No. 0.17-00 (R2013)
Evaluation of Properties of Polymeric Materials
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C22.2 No. 18.1-13
Metallic Outlet Boxes

C22.2 No. 18.3-12
Conduit, Tubing, and Cable Fittings

C22.2 No. 18.5-13
Positioning Devices

UL Standards

UL 94
Tests for Flammability of Plastic Materials for Parts in Devices and Appliances

UL 514A
Metallic Outlet Boxes

UL 514B
Conduit, Tubing, and Cable Fittings

UL 746A
Polymeric Materials — Short Term Property Evaluations

UL 969
Marking and Labeling Systems

UL 1565
Positioning Devices

ASTM' Standards

ASTM B117-11
Standard Practice for Operating Salt Spray (Fog) Apparatus

ASTM D1654-08
Standard Test Method for Evaluation of Painted or Coated Specimens Subjected to Corrosive
Environments

ASTM F1137-11e1
Standard Specification for Phosphate/Oil and Phosphate/Organic Corrosion Protective Coatings for
Fasteners

IEC?2 Standards

IEC 60695-11-10 (2013-05-12)
Fire Hazard Testing - Part 11-10: Test Flames-50W Horizontal and Vertical Flame Test Methods

IEC 60695-11-5 (2004)
Fire hazard testing - Part 11-5: Test flames - Needle-flame test method - Apparatus, confirmatory test
arrangement and guidance
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ISO3 Standards

ISO 4892-1:1999
Plastics - Methods of exposure to laboratory light sources — Part 1: General guidance

ISO 4892-2:2013
Plastics - Methods of exposure to laboratory light sources — Part 2: Xenon-arc lamps

NFPA* Standard

NFPA 70-2014
National Electrical Code

T American Society for Testing and Materials

2 International Electrotechnical Commission

3 International Organization for Standardization
4 National Fire Protection Association

3 Definitions

3.1 For the purpose of this standard, the following definitions apply. Terms used throughout this standard
which have been defined in this Clause are in small roman capital type font.

3.1A ABOVEGROUND SUPPORT. A HARDWARE DEVICE, other than a STAPLE, that is intended to secure
conduit, cable, or tubing to a building structure or other support assembly.

3.2 AIR-HANDLING SPACE: A duct or plenum used for environmental air and other spaces used for
environmental air, such as above hung ceilings or below raised floors. This does not include plenums used
for the removal of dust, loose stock, or vapor, or for ventilation of commercial-type cooking equipment.

3.3 BEAM CLAMP: A HARDWARE DEVICE intended for use in conjunction with a beam.

Note: For the purpose of this standard, a flange, purlin, or other similar mounting surface is considered to be a beam.

3.3A BELOWGROUND SUPPORT: A means to provide both:

a) Support for raceways intended to be encased in concrete electrical duct banks prior to the
pouring the concrete, and

b) To maintain conduit/tubing spacing in concrete electrical duct banks prior, during and after the
pouring of the concrete.

3.4 ELASTOMER: Rubber or any polymer other than a thermoplastic ELASTOMER that has properties similar
to those of rubber.

3.5 HANGER: A HARDWARE DEVICE intended to support conduit, cable, or tubing from a building structure or
other structural support assemblies.

3.6 HARDWARE DEVICE: A means for supporting conduit, cable, or tubing from, or securing in place
conduit, cable, or tubing to, a building structure or other structural support assemblies.

3.7 LOAD RATING: A maximum static load as identified by the manufacturer, in kg (Ib), intended for a

HARDWARE DEVICE. Documents
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3.7A  MESSENGER-SUPPORTED WIRING HANGER: A HARDWARE device intended for use in conjunction with a
messenger cable for the support of conduit, cable, or tubing.

3.7B MESSENGER-SUPPORTED WIRING RING: A HARDWARE device intended for use in conjunction with a
messenger cable.

3.7C MESSENGER-SUPPORTED WIRING SADDLE: A HARDWARE device intended for use in conjunction with a
messenger cable.

3.8 POSITIONING DEVICE: For wire management and class of workmanship-related purposes, a device
used for positioning or providing limited support for conduit or tubing in addition to required supports or
where supports are not required.

Note: POSITIONING DEVICES are not within the scope of this standard.

3.9 PROTECTOR BUSHING: A means to provide protection from nails or screws for cables or tubing placed
in bored holes of wood framing in concealed locations.

3.10 PROTECTOR PLATE: A means to provide protection for cables or tubing from nails or screws in
concealed installations.

3.11 STANDOFF: In Canada, a nonmetallic means provided to prevent direct contact of nonmetallic-
sheathed cable with metal studs when installed in parallel with the stud. In the United States, STANDOFFS
for nonmetallic-sheathed cable are not recognized.

3.12 STAPLE: A HARDWARE DEVICE, other than a STRAP, that is typically hammer- or tool-driven, intended to
secure conduit, cable, or tubing to a building structure, such as to a wooden stud.

3.13 STRAP: A HARDWARE DEVICE, other than a STAPLE, that is intended to secure conduit, cable, or tubing
to a building structure or other support assembly.

4 General Requirements

4.1 Except as indicated in Clause 4.2, a component of a product covered by this standard shall comply
with the requirement for that component. A component shall comply with CSA Group or the Underwriters
Laboratories Inc. standard as appropriate for the country where the product is to be used.

4.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

4.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

4.4 The values given in S| (metric) units shall be normative. Any other values given shall be for
information purposes only.

4.5 In this standard, a requirement that applies only to one or more types of hardware is so identified by

a specific reference in that requirement to the type or types of hardware involved. Absence of such

reference indicates that the requirement applies to all types of hardware unless the cont indj

relerence PoeGhents
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4.6 For products intended for use in Canada, general requirements are given in CAN/CSA-C22.2 No. 0,
General Requirements — Canadian Electrical Code, Part Il

5 Construction
5.1 General

5.1.1 A HARDWARE DEVICE intended for assembly to conduit, cable, or tubing shall be constructed so that
the device complies with the assembly test in Clause 6.2.

5.1.2 A HARDWARE DEVICE for use with more than one type or size of product shall comply with the
appropriate requirements for each type or size of product when installed as intended.

5.1.3 A HARDWARE DEVICE shall comply with the applicable requirements in Clauses 7 — 10 and shall be
marked as applicable in accordance with Clause 11.

5.1.4 A HARDWARE DEVICE intended for a specific condition of installation or for use with a specific wiring
system shall be provided with instructions in accordance with Clause 12.

5.1.5 A HARDWARE DEVICE having any nonmetallic component, and intended for use in AIR-HANDLING
SPACES, shall comply with Clause 6.9.

5.1.6 A HARDWARE DEVICE for use in wet locations, having any polymeric component, shall comply with
the applicable requirements in Clauses 7 and 8 in both the as-received condition and after exposure to
ultraviolet-light and water conditioning described in Clause 6.8.

Note: Products for use in wet locations are tested and considered suitable for outdoor use.

5.1.6A MESSENGER-SUPPORTED WIRING HANGERS, RINGS and SADDLES shall have smooth, rounded
surfaces that contact Conduit, Cable or Tubing.

5.1.6B MESSENGER-SUPPORTED WIRING HANGERS, RINGS and SADDLES are considered suitable for outdoor
use only and for use in wet locations.

5.1.7 A PROTECTOR BUSHING shall have smooth, rounded entries.
5.2 Materials

5.2.1 A HARDWARE DEVICE using an ELASTOMER other than a thermoplastic ELASTOMER shall comply with
Clause 6.5.

5.2.2 A HARDWARE DEVICE using a thermoplastic ELASTOMER shall comply with Clause 6.6.
5.2.3 A polymeric HARDWARE DEVICE shall comply with Clause 6.7.

A HARDWARE DEVICE is not required to be tested if it is of a material classed HB, V-0, V-1, V-2, 5VA, or 5VB,
in accordance with IEC 60695-11-10, UL 94 or CAN/CSA-C22.2 No. 0.17. Flammability classifications
shall be for the minimum thickness used.

A HARDWARE DEVICE is not required to comply with Clause 6.7 when the following conditions are met:

a) It does not occupy a volume greater than 2 cm® (0.12 in®), and
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b) It does not have any dimension greater than 30 mm (1.2 in).

5.2.4 A PROTECTOR PLATE or PROTECTOR BUSHING shall provide sufficient resistance to penetration to
create ready awareness of the presence of concealed wires and cables through a framing member
beneath, and a degree of protection from driven screws and nails.

5.2.5 In the United States, a PROTECTOR PLATE shall be made of steel a minimum of 1.6 mm (1/16 in)
thick, and shall be provided with corrosion protection in accordance with 5.3.1.

In Canada, a PROTECTOR PLATE shall be made of steel a minimum of 1.3 mm (0.05 in) thick, or other
materials of equivalent resistance to nail penetration. A PROTECTOR PLATE of ferrous metal shall be
provided with protection against corrosion in accordance with 5.3.1.

5.2.6 A PROTECTOR BUSHING shall comply with the requirements in Clause 10.
5.2.7 A nonmetallic STANDOFF for use with nonmetallic-sheathed cable shall comply with Clause 9.

5.2.8 In Canada, a STRAP provided with a hole or holes for mounting, and intended for use with rigid
metal conduit or electrical metallic tubing, shall have a minimum mounting hole diameter as specified in
Table 1.

In the United States, this requirement does not apply.

5.2.9 In Canada, a STAPLE intended to secure nonmetallic-sheathed cable shall have smooth edges and
a maximum radius of 11 mm (0.4 in) on the surface facing the cable. A STAPLE intended to hold armored
cable, flexible metal conduit, or nonmetallic-sheathed cable shall be provided with stops to indicate the
depth to which the STAPLE is to be driven. The total surface area of the stop indicator shall have a minimum
bearing surface of 16 mm? (8 mm? per side) [0.02 in? (0.01 in? per side)]. The minimum STAPLE dimensions
shall be as specified in Figure 1. Alternatively, a staple without stops shall be used in conjunction with an
installation tool that provides staple depth control as identified by the manufacturer.

In the United States, this requirement does not apply.
5.3 Protection against corrosion

5.3.1 A ferrous metal HARDWARE DEVICE shall be protected against corrosion by a coating of zinc. A zinc
coating shall have a thickness in accordance with Table 2 as determined in accordance with Clause 6.3.

5.3.2 A HARDWARE DEVICE of stainless steel having a minimum of 16 percent chromium content is not
required to have an additional protective coating.

5.3.3 A cut edge, a punched hole, and the threaded surface of a tapped hole of a part formed from
galvanized stock is not required to be protected by a zinc coating.

5.3.4 The thickness of a zinc coating specified in Table 2 does not apply to the coating on a screw or
formed surfaces not accessible by a 19.1 mm (3/4 in) diameter ball. The presence of a coating shall be
determined by visual inspection.

5.3.5 The surfaces of a cast-iron or a malleable iron HARDWARE DEVICE shall be protected against
corrosion by zinc or an organic coating. The thickness of a zinc coating is not required to be a specified
thickness and its presence shall be determined by visual inspection. An organic coating shall be evaluated
in accordance with Clause 6.4.
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