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This revision of ANSI/UL 2431 dated May 2, 2019 includes the correction of typographical errors,
revisions of mislabeled diagrams and figures, and the removal of conflicting statements. No
technical changes have been made.

These revised requirements are substantially in accordance with Proposal(s) on this subject dated
November 23, 2018.

Text that has been changed in any manner or impacted by UL’s electronic publishing system is marked
with a vertical line in the margin.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard ″as is″ without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’s computer system.
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INTRODUCTION

1 Scope

1.1 This standard is intended to provide a means to measure the ability of fire resistive materials to retain
their fire resistive properties after being subjected to various conditioning environments. The fire resistive
performance is determined by measuring temperatures of steel tubes, wide flange sections and plates
protected by the materials.

1.2 Various types of conditioning environments are described. The conditioning environments include air
erosion, a combination of wet, freeze and dry cycling, humidity, impact resistance, industrial atmosphere,
salt spray, temperature stability, ultraviolet light, and vibration.

1.3 Two fire exposures are defined, a normal temperature rise fire and a rapid temperature rise fire. The
normal temperature rise fire is intended to represent a fully developed interior building fire. The rapid
temperature rise fire is intended to represent a hydrocarbon pool fire.

1.4 The conditioning environments and fire exposure tests are not intended to be representative of all
exposure and fire conditions. With respect to fire exposure, conditions vary with changes in the amount,
nature, and distribution of fire loading: ventilation; compartment size and configuration; and heat
conducting and dissipating characteristics of the compartment in which the fire resistive material is
installed.

2 General

2.1 Units of measurement

2.1.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

2.2 Undated references

2.2.1 Any undated reference to a code or standard appearing in the requirements of this standard shall
be interpreted as referring to the latest edition of that code or standard.
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3 Glossary

3.1 For the purpose of this Standard the following definitions apply.

3.2 CONDITIONING ENVIRONMENT – Exposures intended to simulate conditions potentially
experienced by protective coating systems after application to steel surfaces.

3.3 CONDITIONED INTERIOR SPACE – Interior locations where the relative humidity and the
temperature are controlled according to the manufacturer’s recommendations. The maximum
recommended relative humidity is not to be more than 75 percent during the application and curing of the
fire resistive material.

3.4 CONDITIONING SAMPLE(S) – A maximum of two test samples that is to be or has been subjected
to the conditioning environment as specified in Conditioning Environments, Section 5.

3.5 CONTROL SAMPLE – A prepared sample intended to provide a performance comparison benchmark
with a test sample; unlike a test sample, a control sample is not subjected to any identified conditioning
environment, such as temperature stability, humidity, air erosion or the like.

3.6 FIRE RESISTIVE MATERIAL – Any material intended to extend the fire resistance rating of bare
structural steel. These materials include, but are not limited to, spray-applied fire resistive materials
(SFRM’s) and paint type coatings such as mastic and intumescent coatings.

3.7 PROTECTIVE COATING SYSTEM – All materials added to the steel section such as a primer,
insulating coating, reinforcement mesh and surface sealer required for fire resistive performance.

3.8 LIMITING TEMPERATURE TIME – The time period in minutes determined by the first occurrence
steel sample(s) reaching 1000°F (538°C) as measured by the four thermocouples on the tube, wide flange
or steel plate sample, or the time when one thermocouple reaches a temperature of 1200°F (649°C). The
average thickness of fire resistive material on each steel sample used to determine the reference period
is to be within 10 percent of the standard deviation as determined from the population consisting of the
average fire resistive material thickness calculated for each sample used in the investigation.

3.9 SAMPLE SET – The minimum number of samples required for evaluation of a specific conditioning
exposure.

Note: For example, a sample set for a II-A-3 condition (Indoor, Exposed Non-Controlled Temperature and
Humidity Environment) will consist of ≥ 2 control samples, ≥ 2 temperature stability samples, ≥ 2 UV
samples, ≥ 2 High Humidity samples, ≥ 2 Air Erosion samples, ≥ 2 Impact samples and ≥ 2 Vibration
samples.

3.10 STRUCTURAL STEEL SECTION – A steel member used for the application of the protective coating
material under investigation. These sections may consist of steel tubes (hollow structural steel), wide
flange or plate configurations.

3.11 TARGET DENSITY – The density of the SFRM or other protective coating system selected for
evaluation on application to the steel section.
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3.12 TARGET THICKNESS – A thickness of the protective coating system selected for evaluation on
application to the steel section. The thickness of protective coating system shall be sufficient such that the
average temperature of the control sample reaches 1000°F (538°C) in not less than 60 minutes as
measured by the four thermocouples within the steel sample. The maximum temperature at the time when
the average temperature is 1000°F (538°C) shall not be greater than 1200°F (649°C).

3.13 UNCONDITIONED INTERIOR SPACE – Interior locations where conditions do not meet
requirements for conditioned interior space.

PERFORMANCE

4 General

4.1 General

4.1.1 The steel section used for the conditioning sample(s) and the control sample(s) for a specific
conditioning environment shall be the same size.

4.2 Steel tube sections

4.2.1 Each steel tube section shall be a 6 x 6 x 3/16 inches hollow structural section as described in the
Manual of Steel Construction, published by AISC. The tube sample shall consist of a 24 inches (610 mm)
long steel section with a 0.25 inch (6.4 mm) thick steel plate at each end. Each steel tube section and
both steel plates shall be coated with the protective coating system under investigation. The area of the
steel plates shall be sufficient to provide resistance to the expansion of the protective coating system
applied on the steel section. The ends of the specimen, including the means for restraint, are to be given
sufficient thermal insulation to prevent appreciable direct heat transfer through the ends of the column.

4.2.2 Wide flange sections

4.2.2.1 Wide flange steel sections shall consist of a 24 inches (610 mm) long steel section with a 0.25
inch (6.4 mm) thick steel plate at each end. Each wide flange section and both steel plates shall be
prepared with the protective coating system under investigation. The area of the steel plates shall be
sufficient to provide resistance to the expansion of the protective coating system applied on the steel
section. The ends of the specimen, including the means for restraint, are to be given sufficient thermal
insulation to prevent appreciable direct heat transfer through the ends of the column.
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4.2.3 Steel Plates

4.2.3.1 Steel plates of minimum 8 x 8 x 3/16 inches thick shall be used while conducting the Temperature
stability, UV & High humidity portions of the environmental exposures as reference in Section 5. A
maximum of 0.5 inch of the steel plate edges shall be treated with an anti-corrosion material. Where
necessary, reinforcement shall be used to ensure bond of the material to the steel plate.

4.2.4 Thermocouples

4.2.4.1 Each steel tube and wide flange section shall include a set of four thermocouples of the same
gauge and response time. Such thermocouples shall be a maximum 14 gauge and minimum 18 gauge of
Type K and fusion welded at the end to be in contact with the test specimen.

4.2.4.2 Each steel plate section shall include a set of four thermocouples of the same gauge and
response time. A thermocouple assembly may be used in lieu of the thermocouple specified in 4.2.4.1.
Each thermocouple assembly shall consist of thermocouple wires having a diameter of not more than 0.03
inch with each thermocouple wire brazed to the center of the face of a copper disk 0.5 inch in diameter
and 0.01 inch thick. Each thermocouple or thermocouple assembly for steel plates shall be located under
a minimum 2 x 2 inch pad as specified in Appendix A and secured to the surface of the specimen at the
required position. The thermocouples for all steel samples shall be located as shown in Figures 4.1 – 4.3.

4.2.4.3 Deleted

4.2.4.4 Deleted

Figure 4.1
Steel tube sample – thermocouple locations
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