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Summary of Topics

This new edition of ANSI/UL 260 is a periodic re-issuance to ensure that UL’s Standards remain
up-to-date with regard to format and editorial issues such as renumbering, paginating,

correction of editorial errors, correction of cross-references and updating titles of referenced
Standards. No changes in requirements are involved.

The new requirements are substantially in accordance with UL’'s Bulletin(s) on this subject dated
November 26, 2003 . The bulletin(s) is now obsolete and may be discarded.

As indicated on the title page (page 1), this UL Standard for Safety is an American National Standard.
Attention is directed to the note on the title page of this Standard outlining the procedures to be followed
to retain the approved text of this ANSI/UL Standard.

The UL Foreword has been removed from the Standard and is available on line at http://
ulstandardsinfonet.ul.com/ulforeword.html for your convenience.

The master for this Standard at UL's Northbrook Office is the official document insofar as it relates to a
UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.

UL'’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL's Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fithess for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.
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UL will attempt to answer support requests concerning electronic versions of its Standards. However, this
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve every
support request. UL supports the electronic versions of its Standards only if they are used under the
conditions and operating systems for which it is intended. UL’s support policies may change from
time-to-time without notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.

Purchasers of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard.

An employee of an organization purchasing a UL Standard can make a copy of the page or pages being
viewed for their own fair and/or practical internal use.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a "SUPERSEDED REQUIREMENTS" notice.

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing and Follow-Up Services after the effective
date, and understanding of this should be signified in writing.

Copyright © 2004 Underwriters Laboratories Inc.
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Standard for Dry Pipe and Deluge Valves for Fire-Protection Service

The first through third editions were titled Standard for Dry Pipe, Deluge, and
Pre-Action Valves for Fire Protection Service.

First Edition — June, 1957
Second Edition — March, 1970
Third Edition — April, 1972
Fourth Edition — May, 1979
Fifth Edition — November, 1988
Sixth Edition — May, 1994

Seventh Edition
March 17, 2004

The most recent designation of ANSI/UL 260 as an American National Standard
(ANSI) occurred on January 13, 2004.

This ANSI/UL Standard for Safety, which consists of the Seventh edition
[excluding the Canadian Requirements Comparison Guide (CRG)] is under
continuous maintenance, whereby each revision is ANSI approved upon
publication. Comments or proposals for revisions on any part of the Standard may
be submitted to UL at any time. Written comments are to be sent to UL-RTP
Standard Department, 12 Laboratory Dr., P.O. Box 13995, Research Triangle
Park, NC, 27709-3995.

An effective date included as a note immediately following certain requirements
is one established by Underwriters Laboratories Inc.

Revisions of this Standard will be made by issuing revised or additional pages
bearing their date of issue. A UL Standard is current only if it incorporates the
most recently adopted revisions, all of which are itemized on the transmittal notice
that accompanies the latest set of revised requirements.
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INTRODUCTION
1 Scope

1.1 These requirements cover valve equipment intended for installation in piping systems to supply water
automatically to dry pipe, deluge, and preaction sprinkler systems for fire-protection service.

1.2 Valves covered by these requirements may be a differential type, latched-clapper type, low-differential
type, or a combination of these types.

1.3 The valves covered by these requirements are intended for installation and use in accordance with
the Standard for the Installation of Sprinkler Systems, NFPA 13; and the Standard for Water Spray Fixed
Systems for Fire Protection, NFPA 15.

2 Components

2.1 Auxiliary components or attachments to valves, such as water-motor-driven alarm gongs, electric
circuit closers, pressure-operated switches, pressure gauges, and the like, shall comply with the
requirements for such devices or products and also with respect to the particular application. See
Standard for Alarm Accessories for Automatic Water-Supply Control Valves for Fire Protection Service,
UL 753, and Standard for Indicating Pressure Gauges for Fire Protection Service, UL 393. Also see 2.2
- 2.5.

2.2 Except as indicated in 2.3, a component of a product covered by this standard shall comply with the
requirements for that component.

2.3 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

2.4 A component shall be used in accordance with its rating established for the intended conditions of
use.

2.5 Specific components are incomplete in construction features or restricted in performance capabilities.

Such components are intended for use only under limited conditions, such as certain temperatures not
exceeding specified limits, and shall be used only under those specific conditions.
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3 Units of Measurement

3.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

4 Undated References

4.1 Any undated reference to a code or standard appearing in the requirements of this standard shall be
interpreted as referring to the latest edition of that code or standard.

5 Glossary
5.1 For the purpose of this standard the following definitions apply.
5.2 ALARM DEVICE — A mechanical or electrical device to sound an alarm on operation of the valve.

5.3 AUTOMATIC DRAIN VALVE - A valve connected in the open position to the intermediate chamber
of a dry pipe valve so as to drain water from the chamber and vent the chamber to atmosphere when
the valve is in the set position, and arranged to close to prevent water flow from the chamber after the
valve is tripped.

5.4 CLAPPER - That portion of a valve mechanism on which air pressure or water pressure, or both,
act and which opens to allow water to flow through the valve when operated.

5.5 DELUGE VALVE - An automatic water-supply control valve intended to be operated by actuation of
a fire detection system that is installed in the same area as sprinklers. A deluge valve is intended to
admit water into:

a) A piping system having open sprinklers (deluge systems); or
b) A piping system with closed sprinklers (preaction systems).

5.6 DIFFERENTIAL — The ratio of system water supply pressure to system air pressure, expressed as
gauge pressures measured at the trip point.

5.7 DIFFERENTIAL DRY PIPE VALVE — A dry pipe valve having an air clapper of large diameter
relative to the diameter of the water clapper with the two separated by an intermediate chamber
maintained at atmospheric pressure.

5.8 DRY PIPE VALVE — An automatic sprinkler water-supply control valve constructed so that air
pressure in a system of piping will hold back water pressure until the air pressure is released by
actuation of an automatic sprinkler.

5.9 INTERMEDIATE CHAMBER - That portion of a differential or low-differential dry pipe valve which
separates the air and/or water clapper seating surfaces and that is at atmospheric pressure when the
valve is in the set position.

5.10 LATCH, ANTI-RESEAT — A latch mechanism provided in a differential dry pipe valve designed to
prevent the clapper from returning to its set position after operation.

5.11 LATCHED-CLAPPER TYPE VALVE - A valve in which a mechanism acts to produce a force

which is multiplied through a series of levers, links, or latches to maintain the water clapper in the
closed position. Such a valve is sometimes referred to as a mechanical type.
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5.12 LEAK POINT — The system air pressure and service water pressure at which water begins to emit
from the intermediate chamber drain during the tripping sequence of a valve.

5.13 LOW-DIFFERENTIAL DRY PIPE VALVE - A dry pipe valve having a single clapper member
whose effective area exposed to system air pressure is only slightly larger than the effective area
exposed to supply water pressure. Such a valve has a differential of 1.5:1 or lower.

5.14 PILOT SPRINKLER — An automatic sprinkler connected to an air or water line, which in turn is
connected to a deluge, preaction, or other water-supply control valve; when actuated, the sprinkler will
cause the valve to operate.

5.15 PRIMING CONNECTION — A port provided in the valve body to allow water to enter above the
clapper when the valve is in the set position.

5.16 SET POSITION — The position of a valve clapper and other operating parts when the valve is
ready for automatic operation.

5.17 TRIP POINT — That system air pressure and service water pressure at which the valve clapper
begins to move away from the set position to allow water to flow into the system.

5.18 TRIPPING DEVICE — A device for operating a dry pipe or deluge valve, initiated by a fire
detection system or by manual means.

5.19 VALVE GAG - Any supplementary means which prevents normal operation.

5.20 WATER COLUMNING - A condition occurring in a dry, deluge, or preaction fire suppression
system where water accumulates downstream of the clapper of a system control valve, preventing the
control valve from operating.

5.21 WATER-MOTOR OPERATED ALARM — A mechanical alarm device (operated by energy or water
flow) attached to a dry pipe, preaction, or deluge valve and supplied with water from the intermediate
chamber or discharge side of the valve, to sound an alarm on operation of the valve.

CONSTRUCTION

6 Sizes

6.1 Valves covered by these requirements include sizes 1 — 12 inches (25.4 — 305 mm), inclusive.

6.2 Valve sizes refer to the nominal diameter of the waterway through the inlet and outlet connections and

to the pipe size for which the connections are intended. The diameter of the waterway through the water
seat ring of the valve may be reduced below that of the waterway through the inlet and outlet connections.
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7 Rated Pressure

7.1 A valve shall be constructed for a minimum rated pressure of 175 psig (1206 kPa). A low differential
dry pipe valve shall have a maximum rated pressure of 175 psig (1206 kPa).

8 Operating Mechanisms

8.1 Differential type dry pipe valves

8.1.1 A differential dry pipe valve shall have a differential within the range of 4.5:1 and 11:1 for all service
pressures between 20 psig (138 kPa) and the maximum rated pressure. The difference between the
maximum and minimum values of the differential, as determined during tests of any individual valve, shall
not exceed 3.5.

8.1.2 A low-differential dry pipe valve for use only with designated attachments, components, or trim shall
have a differential within the ratio of 1:1 and 1.5:1 for all sizes of valves and for all service pressures from
20 to 175 psig (138 to 1206 kPa).

8.2 Latched-clapper type dry pipe valves

8.2.1 The minimum system air pressure at which a latched-clapper type dry pipe valve will trip shall be at
a value to provide for positive operation under any condition. The minimum air pressure causing the valve
to trip shall be 15 psig (103 kPa) at 150 psig (1034 kPa) service pressure.

8.2.2 A latched-clapper dry pipe valve shall be either:

a) Constructed to reduce the likelihood of water leakage from the water side of the valve to the
air side when in the set position; or

b) Provided with a positive means of venting any leakage of water from the space above the
clapper.

8.3 Deluge valves

8.3.1 A deluge valve shall be operable by automatic and manual means. The valve shall be arranged for
attachment of both types of operating means.

8.3.2 An automatic operating means of the electric type shall be constructed for operation from both a
primary and a secondary source of electric energy.
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