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SCC FOREWORD
National Standard of Canada

A National Standard of Canada is a standard developed by a Standards Council
of Canada (SCC) accredited Standards Development Organization, in
compliance with requirements and guidance set out by SCC. More information on
National Standards of Canada can be found at www.scc.ca.

SCC is a Crown corporation within the portfolio of Innovation, Science and
Economic Development (ISED) Canada. With the goal of enhancing Canada’s
economic competitiveness and social well-being, SCC leads and facilitates the
development and use of national and international standards. SCC also
coordinates Canadian participation in standards development, and identifies
strategies to advance Canadian standardization efforts.

Accreditation services are provided by SCC to various customers, including
product certifiers, testing laboratories, and standards development organizations.
A list of SCC programs and accredited bodies is publicly available at www.scc.ca.
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UL Standard for Safety for Unmanned Aircraft Systems, UL 3030
First Edition, Dated September 18, 2018
Summary of Topics

The First Edition of Standard for Unmanned Aircraft Systems, ANSI/CAN/UL 3030 has been
issued.

The requirements are substantially in accordance with Proposal(s) on this subject dated October 6, 2017
and May 18, 2018.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard “as is” without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser's computer system.
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UL 3030

Standard for Unmanned Aircraft Systems

First Edition
September 18, 2018
This ANSI/CAN/UL Safety Standard consists of the First Edition.

The most recent designation of ANSI/UL 3030 as an American National Standard
(ANSI) occurred on September 18, 2018. ANSI approval for a standard does not
include the Cover Page, Transmittal Pages, Title Page, Preface or SCC
Foreword.

This standard has been approved as a National Standard of Canada (NSC) by
the Standards Council of Canada (SCC).

COPYRIGHT © 2018 UNDERWRITERS LABORATORIES INC.
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Preface (UL)
This is the First Edition of the ANSI/CAN/UL 3030 Standard for Safety for Unmanned Aircraft Systems.

UL is accredited by the American National Standards Institute (ANSI) and the Standards Council of
Canada (SCC) as a Standards Development Organization (SDO).

This Standard has been developed in compliance with the requirements of ANSI and SCC for
accreditation of a Standards Development Organization.

This ANSI/CAN/UL 3030 Standard is under continuous maintenance, whereby each revision is approved
in compliance with the requirements of ANSI and SCC for accreditation of a Standards Development
Organization. In the event that no revisions are issued for a period of four years from the date of
publication, action to revise, reaffirm, or withdraw the standard shall be initiated.

In Canada, there are two official languages, English and French. All safety warnings must be in French
and English. Attention is drawn to the possibility that some Canadian authorities may require additional
markings and/or installation instructions to be in both official languages.

Comments or proposals for revisions on any part of the Standard may be submitted at any time. Proposals
should be submitted via a Proposal Request in the On-Line Collaborative Standards Development System
(CSDS) at http://csds.ul.com.

UL’s Standards for Safety are copyrighted by UL. Neither a printed nor electronic copy of a Standard
should be altered in any way. All of UL’s Standards and all copyrights, ownerships, and rights regarding
those Standards shall remain the sole and exclusive property of UL.

To purchase UL Standards, visit the UL Standards Sales Site at http://www.shopulstandards.com/
HowToOrder.aspx or call tollfree 1-888-853-3503.

This Edition of the Standard has been formally approved by the UL Standards Technical Panel (STP) on
Unmanned Aircraft Systems, STP 3030.

This list represents the STP 3030 membership when the final text in this standard was balloted. Since that
time, changes in the membership may have occurred.
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For further information on UL standards, please contact:

Underwriters Laboratories Inc.
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Phone: 1-613.755.2729

E-mail: customerservice @ ulc.ca

Web site: ul.com

This Standard is intended to be used for conformity assessment.

The intended primary application of this standard is stated in its scope. It is important to note that it
remains the responsibility of the user of the standard to judge its suitability for this particular application.

CETTE NORME NATIONALE DU CANADA EST DISPONIBLE EN VERSIONS FRANCAISE ET
ANGLAISE.
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INTRODUCTION
1 Scope

1.1 These requirements cover the electrical system of unmanned aircraft systems (UASs), as defined in
this Standard, used in flight for commercial applications or flight incidental to business applications. UASs
covered by these requirements are intended to be operated by certified UAS pilots as identified in the
Federal Regulations, where the unmanned aircraft is less than 25 kg (55 Ibs). The UAS is intended to be
provided with an internal lithium ion battery that is charged from an external source. UASs are intended
to have an operating voltage of not greater than 100 V dc, and are intended for outdoor operation. These
requirements also cover the electrical shock, fire and explosion hazards associated with the inherent
features of these UASs, as well as the battery and charger system combinations provided for recharging
the UAS.

1.2 With reference to 1.1, flight for commercial applications is considered any operation where the UAS
is intended for a specific use; which may include, but is not limited to, agricultural applications, scientific
or research applications, government or local police applications, search and rescue applications, video
applications for the film industry or news broadcasts, and the like. Flight incidental to business is a subset
of commercial applications that may consist of roof inspections by insurance agents or construction
workers, real estate photography, and the like.

1.3 This Standard does not cover:

a) Model aircraft, or hobby use, UASs which are marketed to and intended to be operated by
the general public;

b) The aspects of control associated with the human pilot (pilot error), UAS handling, contact or
impact of the UAS with external objects, people or structures, or adverse weather conditions
such as high winds that may affect operation, or the general airworthiness of the aircraft;

¢) The ability of the UAS to correctly or adequately perform its intended operation;
d) The ability of the UAS to land safely if the battery is discharged in flight;
e) Any physiological effects associated with the use of UASs;

f) Devices for use in hazardous (classified) locations, which are subject to additional
requirements to mitigate risks of fire and explosion;

g) UASs used for any military or similar tactical operation; or

h) The efficacy of UAS communications or the effects of the loss of UAS communication during
flight.

‘f 1.4 The requirements of this Standard do not consider Federal Regulations associated with the operation
- of commercial UASs. The operation of commercial UASs is intended to be in accordance with all Federal
- Regulations when the UAS is used.
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2 Components

2.1 A component of a product covered by this Standard shall comply with the requirements for that
component.

2.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this Standard, or

b) Is superseded by a requirement in this Standard.

2.3 A component shall be used in accordance with its rating established for the intended conditions of

~ use.
. 2.4 Specific components are incomplete in construction features or restricted in performance capabilities.
+ Such components are intended for use only under limited conditions, such as certain temperatures not
- exceeding specified limits, and shall be used only under those specific conditions.

" 3 Units of Measurement

3.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

4 Undated References

4.1 Any undated reference to a code or standard appearing in the requirements of this Standard shall be
interpreted as referring to the latest edition of that code or standard.

5 Normative References

5.1 Products covered by this standard shall comply with the reference standards noted in this section as
appropriate for the country where the product is to be used. When the product is intended for use in more
than one country, the product shall comply with the standards for all countries where it is intended to be
used.

5.2 The following standards are referenced in this standard, and portions of these referenced standards
as identified in this standard may be essential for compliance.

ASTM Standards

ASTM D412
Test Methods for Vulcanized Rubber and Thermoplastic Elastomers — Tension

ANSI/ASTM E230/E230M
Specification and Temperature-Electromotive Force (emf) Tables for Standardized Thermocouples

ASTM F2908
Specification for Aircraft Flight Manual (AFM) for a Small Unmanned Aircraft System (sUAS)

ASTM F2909
Practice for Maintenance and Continued Airworthiness of Small Unmanned Aircraft Systems (sUAS)
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ASTM F2910
Specification for Design and Construction of Small Unmanned Aircraft Systems (sUAS)

ASTM F3005
Specification for Batteries for Use in Small Unmanned Aircraft Systems (sUAS)

CSA Standards

CSA C22.2 No. 0.2
Insulation Coordination

CSA C22.2 No. 0.8
Safety Functions Incorporating Electronic Technology

CAN/CSA C22.2 No. 0.17
Evaluation of Properties of Polymeric Materials

CSA C22.2 No. 94.2
Electrical Equipment, Environmental Consideration

CSA C22.2 No. 100
Motors and Generators

CSA C22.2 No. 1071
Power Supplies

CSA C22.2 No. 210
Appliance Wiring Material Products

CSA C22.2 No. 223
Power Supplies With Extra Low Voltage Class 2 Outputs — General Instructions No. 1

CSA 248 series
Low Voltage Fuses

CSA C22.2 No. 282
Plugs, Receptacles, and Couplers for Electric Vehicles

CSA 4248 series
Fuseholders

CSA C22.2 E60730-1
Automatic Electrical Controls — Part 1: General Requirements

CSA C22.2 No. 60950-1
Information Technology Equipment — Safety — Part 1: General Requirements

CSA C22.2 No. 60950-22
Information Technology Equipment — Safety — Part 22: Equipment to be installed outdoors
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CSA C22.2 No. 62133
Standard for Secondary Cells and Batteries Containing Alkaline or Other Non-Acid Electrolytes — Safety
Requirements for Portable Sealed Secondary Cells, and for Batteries Made From Them, for Use in
Portable Applications,

CSA C22.2 No. 62368-1
Audio/Video, Information and Communication Technology Equipment — Part 1: Safety Requirements

IEC Standards

IEC 60068-2-64
Environmental Testing — Part 2-64: Tests — Test Fh: Vibration, Broadband Random and Guidance

IEC 60529
Degrees of Protection Provided by Enclosures (IP Code)

IEC 60812
Analysis Techniques for System Reliability — Procedure for Failure Mode and Effects Analysis (FMEA)

IEC 60695-2-12
Fire hazard testing — Part 2-12: Glowing/hot-wire based test methods — Glow-wire flammability index
(GWFI) test method for materials

IEC 61025
Fault Tree Analysis (FTA)

IEC 61508-1 and all parts
Functional Safety of Electrical/Electronic/Programmable Electronic Safety-Related Systems — Part 1:
General Requirements

ISO Standards

ISO 12405-1
Electrically Propelled Road Vehicles — Test Specification for Lithium-lon Traction Battery Packs and
Systems — Part 1: High-Power Applications

SAE Standards

SAE J1739
Potential Failure Mode and Effects Analysis in Design (Design FMEA), Potential Failure Mode and Effects
Analysis in Manufacturing and Assembly Processes (Process FMEA)

UL Standards

UL 50E
Enclosures for Electrical Equipment, Environmental Considerations

UL 94
Tests for Flammability of Plastic Materials for Parts in Devices and Appliances

UL 157
Gaskets and Seals
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UL 248 series
Low Voltage Fuses

UL 746B
Polymeric Materials — Long Term Property Evaluations

UL 746C
Polymeric Materials — Use in Electrical Equipment Evaluations

UL 758
Appliance Wiring Materials

UL 796
Printed Wiring Boards

UL 840
Insulation Coordination Including Clearances and Creepage Distances for Electrical Equipment

UL 991
Tests for Safety-Related Controls Employing Solid-State Devices

UL 1004-1
Rotating Electrical Machines — General Requirements

UL 1012
Power Units other than Class 2

UL 1310
Class 2 Power Units

UL 1642
Lithium Batteries

UL 1998
Software in Programmable Components

UL 2251
Plugs, Receptacles, and Couplers for Electric Vehicles

UL 2271
Batteries for Use in Light Electric Vehicle (LEV) Applications

UL 2580
Batteries for Use in Electric Vehicles

UL 4248 series
Fuseholders

UL 60730-1
Automatic Electrical Controls — Part 1: General Requirements

UL 60950-1
Information Technology Equipment — Safety — Part 1: General Requirements
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UL 60950-22
Information Technology Equipment — Safety — Part 22: Equipment to be installed outdoors

UL 62133
Secondary Cells and Batteries Containing Alkaline or Other Non-Acid Electrolytes — Safety Requirements
for Portable Sealed Secondary Cells, and for Batteries Made From Them, for Use in Portable Applications

UL 62368-1
Audio/Video, Information and Communication Technology Equipment — Part 1: Safety Requirements

ULC Standards

CAN/ULC-S2271
Batteries for Use In Light Electric Vehicle (LEV) Applications

CAN/ULC-S2580
Batteries for Use in Electric Vehicles

US Department of Defense (DOD) Standards

MIL-STD-1629A
Procedures for Performing a Failure Mode, Effects, and Criticality Analysis

6 Glossary
6.1 For the purpose of this Standard the following definitions apply.

6.2 BATTERY — A generic term for one or more cells electrically connected in series and/or parallel with
or without monitoring and protection circuitry for charging and discharging.

6.3 BATTERY PACK — Batteries that are ready for use in a UAS, contained in a protective enclosure, with
protective devices, with a battery management system, and monitoring circuitry and that may be
removable by the user for charging separately from the UAS.

6.4 BATTERY SYSTEM - Battery system includes the battery, charger and monitoring and protection
circuit for charging and discharging of the battery.

6.5 CAPACITY, RATED — The total number of ampere-hours that can be withdrawn from a fully charged
battery at a specific discharge rate to a specific end-of-discharge voltage (EODV) at a specified
temperature as declared by the manufacturer.

6.6 CASING — The container that directly encloses and confines the electrolyte, and electrodes of a cell.

6.7 CELL — The basic functional electrochemical unit (sometimes referred to as a battery) containing an
electrode assembly, electrolyte, separators, container, and terminals. It is a source of electrical energy by
direct conversion of chemical energy.
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6.8 CHARGING — The application of electric current to battery terminals, which results in a Faradic
reaction that takes place within the battery that leads to stored electro-chemical energy.

6.9 CHARGING, CONSTANT CURRENT (CC) — Charging mode where current is held constant while
charging voltage is allowed to vary.

6.10 ELECTRIC SHOCK HAZARD — A potential for exposure of persons to hazardous voltage circuits
through direct contact from openings in protective enclosures and/or insufficient insulation between
hazardous voltage circuits and accessible parts.

6.11 ELECTRICAL SYSTEM — The system of components, circuits, and related elements of the UAS.
The system is comprised of the battery system, motors and motor controllers, protection/safety circuits
addressing electrical, fire and explosion hazards, and associated on board electronics.

6.12 ELECTROLYTE LEAKAGE — A condition where liquid electrolyte escapes through an opening in a
designed vent as well as through a rupture or crack or other unintended opening in the casing or
enclosure of a cell or capacitor and is visible external to the UAS.

6.13 ENCLOSURE — That part of the UAS that renders inaccessible all or any parts of the equipment that
may otherwise present a risk of electric shock and or retards propagation of flame initiated by electrical
disturbances occurring within.

6.14 END-OF-DISCHARGE VOLTAGE (EODV) —The voltage, under load, of the cell or battery at the end
of discharge. The EODV may be specified, as in the case of a voltage terminated discharge, or simply
measured in the case of a time-controlled discharge.

6.15 EXPLOSION — A violent release of energy that produces projectiles or an energy wave from the
UAS and results in the UAS’s contents being forcibly expelled through a rupture in the enclosure or
casing.

6.16 FIRE — The sustained combustion of the UAS’s contents as evidenced by flame, heat and charring
or other damage of materials.

6.17 FULLY CHARGED - A battery which has been charged per the manufacturer’s specifications to its
full state of charge (SOC).

6.18 FULLY DISCHARGED - A battery, which has been discharged, according to the manufacturer’s
specifications, to its specified end of discharge voltage (EODV).

6.19 HAZARDOUS VOLTAGE — Voltage exceeding 30 V rms/42.4 V ac peak or 60 V dc.
6.20 INSULATION LEVELS — The following are levels of electrical insulation:

a) BASIC — A single level of insulation that provides protection against electric shock. Basic
insulation alone may not provide protection from electric shock in the event of a failure of the
insulation.

b) DOUBLE INSULATION - Insulation comprising both basic insulation and supplementary
insulation.

¢) FUNCTIONAL INSULATION — Insulation that is necessary only for the correct functioning of
the equipment. Functional insulation by definition does not protect against electric shock. It may,
however, reduce the likelihood of ignition and fire.
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d) REINFORCED INSULATION - Single insulation system that provides a degree of protection
against electric shock equivalent to double insulation under the conditions specified in this
Standard. The term “insulation system” does not imply that the insulation has to be in one
homogeneous piece. It may comprise several layers that cannot be tested as basic insulation
and supplementary insulation.

e) SUPPLEMENTARY INSULATION — Independent insulation applied in addition to basic
insulation in order to reduce the risk of electric shock in the event of a failure of the basic
insulation.

6.21 LOW VOLTAGE, LIMITED ENERGY CIRCUIT — A circuit involving a potential of not more than 30
volts rms (42.4 volts peak) or a direct voltage of not more than 60 volts and supplied by a battery, a Class
2 source, or a combination of an isolating transformer and a fixed impedance that, as a unit, limits the
available energy to 240 VA maximum.

6.22 NORMAL OPERATING REGION — That region of voltage, current and temperature within which a
cell can be safely charged and discharged repetitively throughout its anticipated life. The manufacturer
specifies these values, which are then used in the safety evaluation of the device and may vary as the
device ages. The normal operating regions will include the

a) CHARGING TEMPERATURE LIMITS — The upper and lower limits of temperature, specified
by the manufacturer for charging of the cell. This temperature is measured on the casing.

b) DISCHARGE TEMPERATURE LIMITS — The upper and lower limits of temperature,
specified by the manufacturer for discharging the cell. This temperature is measured on the
casing.

¢) END OF DISCHARGE VOLTAGE — Refer to 6.14.

d) MAXIMUM DISCHARGING CURRENT — The maximum discharging current rate, which is
specified by the cell manufacturer.

e) MAXIMUM CHARGING CURRENT — The maximum charging current in the normal operating
region, which is specified by the cell manufacturer. This value may vary with temperature.

f) UPPER LIMIT CHARGING VOLTAGE — The highest charging voltage limit in the normal
operating region specified by the cell manufacturer. This value may vary with temperature.

6.23 RUPTURE — A mechanical failure of the UAS’s battery enclosure/casing from either internal or
external causes, that results in spillage and/or exposure of internal contents of the UAS, but does not
result in projectiles and violent energy release such as occurs during an explosion.

6.24 SAFETY CRITICAL CIRCUITS/COMPONENTS — Those circuits or discrete components that are
relied upon for safety as identified in the safety analysis of Protection Circuits and Safety Analysis, Section
15.
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