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UL Standard for Safety for Pumps for Oil-Burning Appliances, UL 343

Ninth Edition, Dated December 17, 2008
Summary of Topics

This revision of ANSI/UL 343 dated December 6, 2021 includes the addition of biodiesel (B6-B20)
requirements for pumps for oil-burning appliances: Supplement SA and Supplement SB.

Text that has been changed in any manner or impacted by UL's electronic publishing system is marked
with a vertical line in the margin.

The new requirements are substantially in accordance with Proposal(s) on this subject dated April 9, 2021
and August 27, 2021.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fithess for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL's liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney's fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser's computer system.
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DECEMBER 17, 2008
(Title Page Reprinted: December 6, 2021)

| ANSI/UL 343-2021

UL 343

Standard for Pumps for Oil-Burning Appliances

First Edition — July, 1957
Second Edition — June, 1971
Third Edition — August, 1974

Fourth Edition — April, 1976

Fifth Edition — April, 1982

Sixth Edition — July, 1986
Seventh Edition — April, 1993

Eighth Edition — May, 1997

Ninth Edition

December 17, 2008

This ANSI/UL Standard for Safety consists of the Ninth Edition including revisions
| through December 6, 2021.

The most recent designation of ANSI/UL 343 as an American National Standard
| (ANSI) occurred on December 6, 2021. ANSI approval for a standard does not
include the Cover Page, Transmittal Pages, and Title Page.

Comments or proposals for revisions on any part of the Standard may be
submitted to UL at any time. Proposals should be submitted via a Proposal
Request in UL's On-Line Collaborative Standards Development System (CSDS)
at https://csds.ul.com.

UL's Standards for Safety are copyrighted by UL. Neither a printed nor electronic
copy of a Standard should be altered in any way. All of UL's Standards and all
copyrights, ownerships, and rights regarding those Standards shall remain the
sole and exclusive property of UL.

| COPYRIGHT © 2021 UNDERWRITERS LABORATORIES INC.
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INTRODUCTION
1 Scope

1.1 These requirements cover pumps that are intended to be used as part of oil-burning appliances or
installed in fuel-oil piping systems serving such equipment. Oil-burning appliance pumps may be either
automatic or power-operated.

1.2 Requirements for the installation and use of oil-burning appliance pumps are included in the
Standard for the Installation of Oil-Burning Equipment, NFPA 31.

2 Components

2.1 Except as indicated in 2.2, a component of a product covered by this standard shall comply with the
requirements for that component. See Appendix A for a list of standards covering components used in the
products covered by this standard.

2.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

2.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

2.4 Specific components are incomplete in construction features or restricted in performance
capabilities. Such components are intended for use only under limited conditions, such as certain
temperatures not exceeding specified limits, and shall be used only under those specific conditions.

3 Units of Measurement

3.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

4 Undated References

4.1 Any undated reference to a code or standard appearing in the requirements of this standard shall be
interpreted as referring to the latest edition of that code or standard.

5 Glossary
5.1 For the purpose of this standard, the following definitions apply.

5.2 AUTOMATIC PUMPS — Assemblies that automatically pump oil from the supply tank and deliver this
oil by gravity under a constant head to an oil-burning appliance and that have automatic means to prevent
the abnormal discharge of oil. These pumps are intended for installation at least 1 foot (305 mm) above
the top of the supply tank and are arranged to stop pumping automatically in case of total breakage of the
oil-supply line between the pump and the appliance.

5.3 DIFFERENTIAL PRESSURE - The difference in pressure, measured at the discharge port, between
the value obtained with the pump operating and after shutdown. DOCU ments
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5.4 NORMAL OPERATING PRESSURE — The pressure at which the pump is normally operated on the
appliance.

5.5 POWER-OPERATED PUMPS — Pumps for use in the assembly of power-operated oil burners or for
use as oil-transfer pumps.

5.6 RATED PRESSURE — The minimum and maximum operating pressures recommended by the
manufacturer of the pump.

5.7 REGULATED PRESSURE - The minimum and maximum operating pressures obtainable by
adjustment of the pressure-regulating valve.

CONSTRUCTION
6 Assembly
6.1 An automatic pump shall include all the components necessary for its intended function.

6.2 The construction of a pump shall be such that parts can be reassembled after being dismantled to
the extent needed for servicing.

6.3 Means shall be provided for the purpose of making any necessary field adjustment.

6.4 Screws or bolts used to attach a part that is detached for servicing of the pump shall be capable of
holding the part upon the application of the torques specified in Table 6.1 after removal and replacement.

Table 6.1
Torque requirements for screws or bolts

1.S.0. screw
American standard screw size, Torque, size, Torque,

No. or inch (mm) Ib-in. (N-m) mm N'm (Ib-in.)

- - - - 4 1.6 (14)

No. 8 (4.2) 18 (2.0) 4.5 2.6 (23)

10 (4.8) 30 (3.4) 5 4.2 (37)

1/4 inch (6.4) 100 (11.3) 6 8.7 (77)
- - - - 7 15.0 (133)

5/16 (7.9) 200 (22.6) 8 23.5 (208)

- - - - 9 33.6 (297)

3/8 (9.5) 350 (39.6) 10 45.2 (400)
7/16 (11.1) 575 (65.0) 12 81.0 (715)
12 (12.7) 850 (96.0) 14 128.0 (1130)

9/16 (14.3) 1200 (136.0) - - -

5/8 (15.9) 1600 (181.0) 16 185.0 (1640)

6.5 The pump shall incorporate a provision for support that is independent of piping, tubing, or conduit
that may be connected to the pump.

6.6 A brazing material used for joining liquid-confining parts of a pump shall have a melting pﬁ]ct)(solidus

temperature) not less than 538°C (1000°F). cuments
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