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Underwriters Laboratories Inc. (UL)
333 Pfingsten Road
Northbrook, IL 60062-2096

UL Standard for Safety for Electric Signs, UL 48

Fourteenth Edition, Dated February 29, 1996

Revisions: This Standard contains revisions through and including October 15, 2004.

Summary of Topics

1) Section Signs

UL Standards for Safety are developed and maintained in the Standard Generalized Markup Language
(SGML). SGML -- an international standard (ISO 8879-1986) -- is a descriptive markup language that
describes a document’s structure and purpose, rather than its physical appearance on a page. Due to
formatting differences resulting from the use of UL’s new electronic publishing system, please note that
additional pages (on which no requirements have been changed) may be included in revision pages due
to relocation of existing text and reformatting of the Standard.

Text that has been changed in any manner is marked with a vertical line in the margin. Changes in
requirements are marked with a vertical line in the margin and are followed by an effective date note

indicating the date of publication or the date on which the changed requirement becomes effective.

The following table lists the future effective dates with the corresponding reference.

Future Effective Date References
September 15, 2005 Paragraphs, 40.5.1, 41.1.1, 41.1.2 and 41.1.3

The new and revised requirements are substantially in accordance with UL’s Bulletin(s) on this subject
dated August 4, 2004. The bulletin(s) is now obsolete and may be discarded.
A
=\
S
P
The UL Foreword is no longer located within the UL Standard. For information concerning the use an%r\i\@

application of the requirements contained in this Standard, the current version of the UL Forew
located on ULStandardsInfoNet at: http://ulstandardsinfonet.ul.com/ulforeword.html

The revisions dated October 15, 2004 include a reprinted title page (page 1) for this Standard.

V)\“\ﬁ\
The master for this Standard at UL's Northbrook Office is the official document mso;‘%a@s it rel@t@> to a

UL service and the compliance of a product with respect to the requirements for th@%&odu@éﬁd service,

or if there are questions regarding the accuracy of this Standard. ;\@} } < G . Nr\&
QL
UL’s Standards for Safety are copyrighted by UL. Neither a printed ¢c dard, nczm& distribution
diskette for a Standard-on-Diskette and the file for the Standa@i\ QQ trlbutlon@Jgkette should be
altered in any way. All of UL's Standards and all cop own ps, e;@é@ rlghts regarding those
Standards shall remain the sole and exclusive prope%tyjo UL @y O
e® QN

349 o QY
All rights reserved. No part of this publlcggf\cﬁér ma apé Teprod éd” stored in a retrieval system, or
transmitted in any form by any mearg\S ctron f“ echa@j:act photocopymg, recording, or otherwise

without prior permission of UL. O©
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Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

UL will attempt to answer support requests concerning electronic versions of its Standards. However, this
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve every
support request. UL supports the electronic versions of its Standards only if they are used under the
conditions and operating systems for which it is intended. UL’'s support policies may change from
time-to-time without notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.

Purchasers of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’'s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on

a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet

server. The number of concurrent users shall not exceed the number of users authorized. )
/§\®

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard, 45\)5@» '

conducting a word search, and the like. Only one copy of the Standard may be printed from each@\@

single-user version of an electronic Standard. Only one copy of the Standard may be printed for

authorized user of a multiple-user version of an electronic Standard. Because of differenc sfm the

computer/software/printer setup used by UL and those of electronic Standards purchaser@; printed

copy obtained by a purchaser may not look exactly like the on-line screen view or the G@mte% ard.

\V/i

An employee of an organization purchasing a UL Standard can make a copyfaﬁghe pag pagee\being

viewed for their own fair and/or practical internal use. O C e\ )

\@ - @6

The requirements in this Standard are now in effect, except fort ar A@phs sectm}as tables figures,

and/or other elements of the Standard having future effe <ﬁates indicate the note following the

affected item. The prior text for requirements that hav and t ithave a future effective date

are located after the Standard, and are preceded@% SgBER EDED@R UIREMENTS" notice.
New product submittals made prior to a\{sﬁee%fle Ure e cttve& date will be judged under all of the

requirements in this Standard inclu #@ﬁ% ose reqwrem $with a specified future effective date, unless
the applicant specifically reques@ at the product be @dtjed under the current requirements. However, if
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the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing, Recognition, and Follow-Up Services after
the effective date, and understanding of this should be signified in writing.

Copyright © 2004 Underwriters Laboratories Inc.
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FEBRUARY 29, 1996

(Title Page Reprinted: October 15, 2004)

An effective date included as a note immediately following certain requirements

1
UL 48

Standard for Electric Signs

First Edition — November, 1917
Second Edition — March, 1930
Third Edition — September, 1937
Fourth Edition — March, 1940
Fifth Edition — June, 1954
Sixth Edition — February, 1957
Seventh Edition — December, 1958
Eighth Edition — December, 1960
Ninth Edition — November, 1966
Tenth Edition — October, 1971
Eleventh Edition — June, 1976
Twelfth Edition — November, 1980
Thirteenth Edition — March, 1988

Fourteenth Edition

February 29, 1996

is one established by Underwriters Laboratories Inc.

Revisions of this Standard will be made by issuing revised or additional pages
bearing their date of issue. A UL Standard is current only if it incorporates the
most recently adopted revisions, all of which are itemized on the transmittal notice

that accompanies the latest set of revised requirements.
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INTRODUCTION
1 Scope

1.1 These requirements cover electric signs, referred to as signs, using incandescent lamps, fluorescent
lamps, HID lamps, neon tubing and other combinations, for use in accordance with the National Electrical
Code, NFPA 70.

1.1 revised July 2, 2001

1.2 The signs covered by these requirements include, and are not limited to, awning signs, channel-letter
signs, directional signs, ordinary box signs, recessed signs, trailer-mounted signs, and other similar signs.

1.3 These requirements do not cover units specifically intended for billboard illumination, "EXIT" lights,

show-window signs using skeleton neon tubing with exposed wiring, or illuminated clocks in which a
potential of 600 volts or less is involved.

1.3 revised July 2, 2001
1.4 These requirements do not cover signs not provided with electrical means for illumination.
1.5 These requirements do not cover signs specifically intended for connection to a circuit of limited
power supplied by a Class 2 transformer with 30 volts or less output. These requirements cover signs that
incorporate a Class 2 transformer as an integral part of the sign.

1.6 These requirements do not cover the trailer of a trailer-mounted sign.

1.7 These requirements do not cover field-assembled signs for outline lighting. These requirements cover
outline lighting that is factory assembled and that is capable of being sectionalized for shipping purposes.

1.8 The following types of signs that do not include words or symbols are also covered by these
requirements:

a) An incandescent-lamp sign provided with a flasher, or means for remote installation of a

flasher;
b) A sign without a face and having a trough, track, or similar parts for field installation of a /\f\@“
rigid or a flexible face and advertising material. See 40.1.13; 6\3@ '
NS
¢) An illuminated module of a sign used as a spacer between modules containing words %r«<§®
symbols; N =
d) An outdoor sign intended for use as outline lighting. See 40.4.1; and o F@‘ q @<®
M
e) A sign having a blank face that is intended to have advertising m@?@al a(p@@ﬁ%nor t&the
installation of the sign. See 40.1.12. /\@ %Q " N\
Q? ()
1.9 These requirements do not cover electronic controls coverg@ th ard for@ohtrol Centers for
Changing Message Type Electric Signs, UL 1433. Howev prec}@d@ the use of these types
of controls in signs when they are used in accordance(ow >
<N (AM ' Q
g v PN = Plad
@ @\\ °
4\\}‘\ <\ ~Q °
@@ D (®<§;L)Lé
V) A
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1.10 Deleted October 15, 2004

2 General

2.1 Components

2.1.1 Except as indicated in 2.1.2, a component of a product covered by this standard shall comply with
the requirements for that component. See Appendix A for a list of standards covering components
generally used in the products covered by this standard.

2.1.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard or

b) Is superseded by a requirement in this standard.

2.1.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

2.1.3 revised July 2, 2001

2.1.4 Specific components are incomplete in construction features or restricted in performance
capabilities. Such components are intended for use only under limited conditions, such as certain
temperatures not exceeding specified limits, and shall be used only under those specific conditions.

2.1.4 revised July 2, 2001
2.2 Units of measurement

2.2.1 When a value for measurement is followed by a value in other units in parentheses, the first stated
value is the requirement.

2.2.2 Unless otherwise indicated, all voltage and current values mentioned in this Standard are
root-mean-square (rms).

2.2.2 added July 2, 2001

S
et
D
S ©
- @\\Fy iu@
¥ o &
f\(%\ (\(\\\’\V E&h
N @C ‘ P
@C@s@ RN RN
g B
o & A
@\/ S <O o
S @™ @@“ S i\
A S Q) °
N a®
Q©® A\@@ .
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2.3 Undated references

2.3.1 Any undated reference to a code or standard appearing in the requirements of this standard shall
be interpreted as referring to the latest edition of that code or standard.

3 Glossary
3.1 For the purpose of this standard the following definitions apply.

3.2 ACCESSIBLE PART — A part that is not guarded by its location or by other means and that is
capable of being touched by a person.

3.3 AWNING SIGN - A fixed sign having a flexible or rigid plastic face or faces and covering material
secured over a supporting frame and which provides protection from weather. lllumination is provided
for the signage and may also provide down-lighting on an area intended for pedestrian traffic, a kiosk,
or similar types of areas.

3.3 revised July 2, 2001

3.3.1 BARRIER, ACCESSIBILITY- A material provided to limit access to:
a) Uninsulated live parts,
b) Dead metal parts that are at a risk of being energized and are not grounded,
c) Live parts insulated with materials not intended to be subjected to user contact, or

d) Moving parts that present a risk of injury.
3.3.1 added July 2, 2001

3.3.2 BARRIER, HEAT- A barrier provided to reduce the required spacing, or in place of the required
spacing, from a heat producing component.

3.3.2 added July 2, 2001

3.3.3 BARRIER, INSULATING- A barrier provided in place of a required electrical spacing.
3.3.3 added July 2, 2001 _<EN

3.4 BONDING - The permanent joining of metallic parts to form a positive electrically conductive path @\@V
that provides electrical continuity between dead metal parts and is capable of conducting any faul 4\

current which occurs. ,\g\
\\

3.5 CANOPY — A device provided with a sign, or separately, that is used to cover aM@wfet b xﬁi®

canopy is capable of being secured to an outlet box or to a ceiling. @@
3.6 CANOPY SIGN - A sign that is supported and suspended from alg\@@et bo@&@y*é cha(m g@% or
cable. (zo e
T OF ié\ B
3.7 CIRCUIT TYPES: © &Y 4
P @9 o
ﬂ?\@) JRA\S \\@\/
e T . A\
”\/\{\\\ @K 6&@ ’
O A
o2 A
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8 ELECTRIC SIGNS - UL 48 JULY 2, 2001

a) Class 2 — A circuit involving a potential of not more than 30 volts rms supplied by a primary
battery, a Class 2 transformer, or by a combination of a transformer and fixed impedance that,
as a unit, complies with all the performance requirements for a Class 2 transformer. A circuit
derived from a line-voltage circuit by connecting resistance in series with the supply circuit as a
means of limiting the voltage and current is not identified as a Class 2 circuit.

b) Low-Voltage — A circuit involving a potential of not more than 1000 volts, and having
characteristics in excess of those of a Class 2 circuit.

c) High-Voltage — A circuit involving a potential of more than 1000 volts.
3.7 revised July 2, 2001

3.8 CONVENIENCE RECEPTACLE — A receptacle that is intended for general use.
3.8 revised July 2, 2001

3.9 DEDICATED RECEPTACLE - A receptacle that is intended for the connection of a specific
product.

3.9 revised July 2, 2001
3.10 Deleted July 2, 2001

3.10.1 ENCLOSURE- A material provided to enclose electrical parts and components to contain a risk
of fire. All or part of the enclosure may also serve as an accessibility barrier, insulating barrier, or water
shield.

3.10.1 added July 2, 2001
3.11 EXPOSED PART — A part that is subjected to handling in normal use without removing a part,
such as a door, cover, or other part, the removal of which requires the use of a tool. A live part is
determined to be exposed to unintentional contact when it is not guarded or isolated from being
inadvertently touched by a person.
3.12 Deleted July 2, 2001

3.13 Deleted July 2, 2001

4G
S

3.14 GROUNDING — A conductive connection between all exposed dead metal parts capable of 4<® '
becoming energized and all dead metal parts within the enclosure that are exposed to contact during ?r\ﬁ\
any servicing operation of electrical equipment and the earth or some conducting body that serve%ﬂﬁ\
place of the earth. ,\g\

\\
3.15 GROUND-FAULT CIRCUIT-INTERRUPTER (GFCI) — A device intended for pr t@@bn W ons
that functions to de-energize a circuit, or portion thereof, within an established p r
current to ground exceeds a predetermined value that is less than that req;{r@\&o o;ge\r %é the ly-
circuit overcurrent protective device. é\@\g < Ov 2 §]

o @\ O
3.16 HIGH-INTENSITY DISCHARGE (HID) LAMP — A lamp hfa(\%r %ht from éﬁ electric
discharge between electrodes in a gas or vapor at low o @@h pre§§ Comy@@&] types include
mercury vapor and metal halide lamps. ?\@; i}
@7
) 2%\/
3.17 ISOLATED PART — A part not rea%@@g}zsg J@”to persons@k}%ss special means for access are
used. = N © °
o o>”
DS «@3
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3.18 LAMP — Incandescent, fluorescent, or HID lighting used in a sign.

3.19 LIVE PART — A metal or other conductive part that has a potential difference during operation with
respect to ground or any other conductive part.

3.19.1 NEON TUBE — A small diameter glass cylinder, evacuated of air and filled with an inert gas
such as neon, which emits light when excited by a high voltage neon transformer or power supply.
3.19.1 revised July 2, 2001

3.20 OUTLET BOX — A box used on a wiring system, usually an outlet. It is provided with means for
connection to a wiring system and intended primarily to enclose splices and wiring devices, and, where
permitted, is not prohibited from use as the support of a sign or other equipment intended for similar
installation. This box is or is not provided with studs or a bar hanger or with clamps for securing cable,
tubing, or conduit.

3.21 OUTLINE LIGHTING - An arrangement of incandescent lighting, fluorescent lamps, HID lamps or
neon tubing that outlines or calls attention to certain features such as the shape of a building or the
decoration of a window.

3.21 revised July 2, 2001

3.22 POLYMERIC MATERIAL — A material made of a chemical compound mixture formed by
polymerization and consisting of repeating structural units. Polymeric materials include thermoplastic,
thermosetting, and elastomeric materials. A thermoplastic material is capable of being easily softened
and resoftened by repeated heating. A thermosetting material cures by chemical reaction when heated
and, when cured, cannot be resoftened by reheating. An elastomeric material is capable of being
stretched at room temperature to at least twice its length under low stress and returns to its original
length when the stress is released.

3.23 PRESSURE WIRE CONNECTOR - A device that secures one or more wires to a terminal plate,
stud, or similar device without the use of solder.

3.24 QUALIFIED SERVICING — Any servicing performed by persons trained to repair and operate the
equipment, and who are familiar with the risks involved. Some examples of qualified servicing include
the replacing of components such as ballasts, lampholders, switches, and neon tubing. See 3.38 for P
"user servicing” operations. &

3.24 revised July 2, 2001 <IN

3.25 RACEWAY - An enclosed channel designed for holding wires or cables with additional func}g&ﬁ§®

in compliance with this standard. V)\’\\ﬁ\
3.26 RECESSED SIGN — A sign intended to be installed in a cavity behind a wall sglr@‘g.@é S0 tl?@@art
of the sign is behind the wall surface. ; ) @

© &
3.27 SECTION SIGN — A sign shipped as subassemblies that requweg\[@@mu@@émee@ th@@«
subassemblies to complete the overall sign. (80 joqﬁ)@

3.27 revised October 15, 0@@ [9> . ®°
o f\m

3.28 SIGN — A self-contained, cord- or permane ntl con ectedﬁéﬂéctrlca\k &hﬁlnated product, usually
with advertising or other words, numbers, or sy m@@jéd for Lﬁ@& nonresidential environment
to convey information or attract attentlon & \\

\)7 \\

o @O
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3.29 SIGN, FIXED - A sign intended to be permanently connected to an electrical source of supply.
3.29 revised July 2, 2001

3.30 SIGN, PORTABLE — A sign that has a power-supply cord for connection to a power supply circuit.
A portable sign is provided with a concealed, nonpermanent, means for mounting, such as keyhole
slots.

3.31 SIGN, STATIONARY — A cord-connected sign that is not portable.

3.32 SIGN BODY - An external portion of a sign that is not relied upon to enclose current-carrying
parts as required in 5.1.1 and which is not prohibited from providing protection from the weather.

3.33 Deleted July 2, 2001

3.34 SPLICE — Any point where one wire is connected to another wire. A wire terminating at a pressure
wiring terminal, wire binding screw, or electrode lead is not identified as a splice.

3.35 STRAIN-RELIEF — A knot, bushing, or other means determined to be equivalent as intended to
prevent strain from being transmitted to a wire or cord at a termination point inside a sign.

3.36 TEMPERED GLASS - Glass that has been treated so that, when broken, it dices into fragments
not larger than 1 square inch (6.5 cm?), without splintering or producing sharp edges on any piece.

3.37 Revised and relocated as 3.19.1 July 2, 2001
3.38 USER SERVICING - Any servicing that is performed by persons other than those trained to
maintain a particular sign. Replacement of neon tubing is not determined to be user servicing. Some

examples of user servicing are:

a) Attaching an accessory by means of separable connectors, or by means of an attachment
plug to a dedicated receptacle.

b) Resetting or replacing a protective device in a sign or a receptacle circuit that is overloaded

by the user. ~
3
c) Resetting a circuit breaker or replacing a fuse, automatic starter, or lamp, that is accessible (‘\Qg\@ﬁ '
without the use of a tool. =
d) Changing of advertising material and routine cleaning. A @"\'"
3.38 revised July 2, 2001 S
@ W
. . NS
3.39 WATER SHIELD- A material relied upon to reduce or prevent the entrance @ater@t&% sign or
onto current-carrying parts within a sign. @%ﬂ S .
A Y7 S R
3.39 added July 2, 2001 NCAP G Q
(@S,@’ < \\\f fN)
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CONSTRUCTION
4 General

4.1 A portable, cord-connected sign for outdoor use shall use incandescent or fluorescent lamps, or a
combination of the two.

4.2 A sign shall be formed and assembled so that it has the strength and rigidity to resist the abuses to
which it is to be subjected, without resulting in a risk of fire, electric shock, or injury to persons due to total
or partial collapse with resulting reduction of spacings, loosening or displacement of parts, or other serious
defects.

4.3 An enclosure, an opening, a frame, a guard, a knob, a handle, or similar parts, shall not be so sharp
as to result in a risk of injury to persons in normal operation and user servicing.

4.4 When the construction of a sign is such that the acceptability of the sign cannot be determined due
to potentially combustible materials being in close proximity to heat generating components, the sign shall
comply with the Temperature Test, Section 36.

5 Frame and Enclosure

5.1 General

5.1.1 All wiring and each current-carrying part shall be enclosed in metal.

Exception No. 1: Lampholder contacts, fluorescent-lamp starters, and starter-holder contacts, and Class
2 circuitry are not required to be enclosed.

Exception No. 2: The integral leads of a lamp-supported lampholder can be exposed for no greater than
4 inches (101.6 mm).

Exception No. 3: The portion of a power-supply cord that is visible during normal operation of a sign,
including relamping or changing advertising material, is not required to be enclosed.

Exception No. 4: A live part inside: /§\®
a) An enclosed ballast of an indoor sign, @\@‘w
G
b) A weather-proof ballast, or K G
¢) A Type 2 outdoor ballast @9 @<®

@W " o \Vie

is not required to be additionally enclosed. N (

q ly ) (&@w S S 5
Exception No. 5: Flexible cord as specified in Exception Nos. 1 — 4 of: /\Y .g\@xﬁ%‘fexib@)@nductors as
specified in 19.1.3.1, are not required to be enclosed. . {(&@ : @f\ , «5)009
Exception No. 6: Parts are not prohibited from being Q@Ig@ed incother mat«%@l@rat has been investigated
and determined to be capable of being used for @é%ﬁ?po e® @\@\

5.1 & vevised Ju\:ﬁ—;éom Al
@ S m(gj/' 2
oL e
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5.1.2 In a canopy sign supply conductors (including conductors from the sign, outlet box, or from a
canopy switch) and the splices between these conductors are determined as being enclosed between the
canopy and the building wall or ceiling when:
a) The conductors and splices are concealed when the sign is installed;
b) The maximum dimension of the canopy (measured as the diameter of a round canopy, the
longest side of a triangular canopy, the diagonal of a square or rectangular canopy, or the
longest diagonal of a multisided canopy) is not more than 15 inches (380 mm); and

c) The conductors are of such length that the splices are capable of being located in the outlet
box.

5.1.2 revised July 2, 2001

5.1.3 Among the factors that are to be evaluated when determining whether a nonmetallic enclosure or
other part of a sign is capable of being used consist of the following:

a) Mechanical strength,

b) Resistance to impact,

c) Moisture absorptive properties,
d) Combustibility,

e) Resistance to arcing,

f) Resistance to temperatures to which the material is subjected under conditions of normal or
abnormal use, and

g) Aging characteristics.

5.1.4 A polymeric enclosure of a sign shall comply with the Standard for Polymeric Materials — Use in
Electrical Equipment Evaluations, UL 746C.

ﬂ
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5.2 Thickness of sheet metal enclosures

5.2.1 The thickness of sheet metal shall not be less than specified in Table 5.1 when evaluated in
accordance with 5.2.2.

5.2.2 The thickness of a sheet is to be determined from five micrometer readings spaced equally across
the width edge (usually the short edge) of the full sheet as rolled. No micrometer reading is to be taken
within 1 inch (25.4 mm) of either side, length or edge.

5.2.3 A separate enclosure for a transformer or ballast shall have a wall thickness not less than that
required for the enclosure of the sign.

5.3 Openings

5.3.1 Caulking compound used to seal an opening in a sign body shall be nonhardening and shall not be
used in a location where it is disturbed during relamping when required for the sign to comply with the
Exclusion of Water Test, Section 32.

Table 5.1
Thickness of sheet metal enclosures

Table 5.1 revised July 2, 2001

Minimum thickness
Uncoated steel, Aluminum, copper
stainless steel, or or copper-base
terneplate, Zinc-coated steel, alloys,
Type of sign inch (mm) inch (mm) inch (mm)

Incandescent lamp other than outline lighting 0.013 0.33 0.016 0.41 0.020 0.51
Fluorescent or HID lamp, or neon tubing with or 0.016° 0.41 0.019° 0.48 0.025 0.64
without incandescent lamps, or a sign for outline
3 0.020 0.51 0.023 0.58
lighting
Canopy sign having a pull-type canopy switch or a 0.025¢ 0.64 0.025¢ 0.64 0.025¢ 0.64
switch knockout in the rim of the canopy
Raised or channel letters supporting any lamp or -
neon tubed /é\\\ﬁ

a) No dimension exceeding 15 inches (381 0.013 0.33 0.016 0.41 0.020 0.51 /\<§@°

S

mm) i\v@

b) Any dimension exceeding 15 inches 0.016 0.41 0.019 0.48 0.025 0.64 5 \Y\\(\\
At a point on a sign where a permanent wiring 0.026 0.66 0.029 0.74 0.040 o1 0?) \’X
system (conduit) is to be connected
At a point on a sign where the enclosure acts as a| 0.050¢ 1.27 0 .050¢ 1.27 050‘;“ @)
terminal plate for a wire binding screw. See 18.14. @

@ For a cord-connected, fluorescent-lamp sign, the thickness of sheet metal provided for oth@ n\fhe el
e

enclosure is not prohibited from being less than that specified; and shall not be less tharl%\b qw(, >for an N Nf\&
incandescent-lamp sign. % ¥

b Only when the sheet is ribbed, corrugated, or embossed over its entire surf as to %trength gefﬂﬁ%than that
of a flat sheet having a minimum thickness of 0.020 inch (0.51 mm). Th% prowdmg\hbt less than four

corrugations per inch and not less than 0.011 inch (0.28 mm) in de{g@

¢ A lesser thickness is not prohibited from being used when the@yn s relnf@e\é by tur Q&

U
\V)
1) The metal 180 degrees or more or . @ b \\@?
?@\\ &
2) A right-angle flange, 1/8 mcflé(ﬁ\)z\ mm) or mor Wldefgf
(\
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Table 5.1 Continued

Minimum thickness
Uncoated steel, Aluminum, copper
stainless steel, or or copper-base
terneplate, Zinc-coated steel, alloys,
Type of sign inch (mm) inch (mm) inch (mm)

d When the letter encloses or supports any electrical parts other than neon tubing, the thickness of the metal shall not be
less than that specified for the main enclosure.

€ A thickness of 0.030 inch (0.76 mm) is not prohibited from being used when tightening the wire-binding screw with a
torque of 20 inch-pounds (2.26 N-m) does not strip the threads from the metal.

5.3.2 The following types of conduit, tubing, and cable are capable of being used as an enclosure of
internal wiring of a sign:

a) Flexible metallic tubing — only for indoor signs and for wiring operating at a potential of 1000
volts or less,

b) Flexible metal conduit,

c) Electrical metallic tubing,

d) Liquid-tight flexible metal conduit,
e) Intermediate metal conduit,

f) Rigid metal conduit,

g) Rigid nonmetallic conduit — only for indoor incandescent and fluorescent signs unless
marked for above-ground use,

h) Armored cable, and

i) Metal-clad cable.

/&x\ﬁ
5.3.3 Rigid conduit, rigid tubing, flexible conduit, and flexible tubing smaller than 1/2 inch (12.7 mm) trade <§A<ﬂ\\

size, shall not be used.
' \
<§\\l\i

Exception: Factory installed wiring that is internal to a sign body or enclosure that operates at n@aﬁore
than 1000 volts is not prohibited from being installed in 3/8 inch (9.5 mm) trade size f/ex:lgié@%ndun‘ or

tubing. {@
Revised 5.3.3 effective January 2, 2 W© )
3. y 2, 2004 @ iu
5.3.4 Fittings and connectors for the connection of conduit, tubing, and c@@ie as &ated in b; ﬁl? shall
be provided and identified for use with the specific type of conduit, tq?@ & to vgg@ ey are to
be connected. @j o @ L”> i %) 2
9% & %ﬂ
SO (S ﬂ\\ ’
& @@\ o,
N\ > NO)
@yi\)p @@)é
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5.3.5 The conduit, tubing, and cable types specified in 5.3.2 (c) — (g) and (i) are not prohibited from being
used within signs in which contact with water occurs as a result of the Exclusion of Water Test, Section
32. Unless intended for wet locations, all fittings shall be located or oriented so that contact with water
does not occur.

5.3.6 Rigid nonmetallic conduit within a sign body shall not be exposed to sunlight, or to the illumination
from neon tubing or a high-intensity-discharge lamp.

Exception: This requirement does not apply to rigid nonmetallic conduit that is marked as intended for
exposure to ultraviolet light or has been investigated and determined to be capable of being used for such
exposure.

5.3.6 revised July 2, 2001

5.3.7 The conduit, tubing, and cable types specified in 5.3.2 (c) — (f) and (i) are not prohibited from being
used in exposed outdoor applications.

5.3.8 Armored cable types are not prohibited from being used in exposed outdoor applications when
identified and marked for such use.

5.3.9 The conduit, tubing, and cable indicated in 5.3.2 shall be supported at intervals not greater than
those specified in Table 5.2.

Table 5.2
Maximum distance between supports for conduit, tubing, and cable

Type Feet (meters)
Rigid nonmetallic conduit 3 0.91
Flexible metallic tubing 3 0.91
Metal-clad cable 6 1.83
All flexible metal conduit and armored cable 4.5 1.37
All rigid metal conduit 10 3.05
Electrical metallic tubing 10 3.05
6 Ventilating Openings
/\/@ﬁ\\
6.1 Ventilating openings shall not affect the strength and rigidity of a sign. i\ﬁ@\\l§\>"'
S
6.2 An enclosure that is not integral to a ballast, transformer, neon transformer or power supply @s@s@%
clock motor, or other similar part shall: (o)\\\ﬁ\
a) Be provided with no ventilation openings when the ballast, transformer@@iﬁ’" clo @gtor
or other similar part is an open core-and-coil device or is a neon tran er or supply
with a Type 1 designation or A(é\ C\ N . N\
b) Be provided with no ventilation openings on the bottor@\@@g Ce @n the Fég?
transformer, motor, clock motor, or other similar part ﬁ ing gwﬁ)enclosure
(enclosed) or is a neon transformer or power sup@y”w het” than yiae 1 designation. The
surface identified as the bottom shall be dgt@g{ﬁ?med \Mt e epg@g&'e in the intended
installation orientation. ggjv
g,z\\@i(\ed s\eg@h&)er 3, 1998 4!
n\\ >
@ (&Q
oL «@3
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6.3 A ventilating opening is not prohibited from being located in a sign body when the construction
complies with the Exclusion of Water Test, Section 32.

6.4 A ventilating opening shall be covered by screening, expanded metal, or other means determined to
be equivalent, when the opening is a slot or louver more than 3/8 inch (9.5 mm) wide or more than 1-1/2
square inches (9.68 cm?) in area, or when any other ventilating opening is more than 1/2 inch (12.7 mm)
in diameter or 1/4 square inch (1.61 cm?) in area. An opening in the screening, expanded metal, or other
means determined to be equivalent shall not permit the passage of a rod having a diameter larger than
1/2 inch.

Exception: The covering is not required when:
a) The opening does not permit the entrance of a rod with a diameter of 1/2 inch and
b) Baffles or overlapping sections of the enclosure, changes in the direction of the path through
the opening, orientation of the path, or other means are provided to reduce the likelihood of
debris entering the enclosure.

7 Glass Panels and Letters

7.1 General

7.1.1 Glass panels and letters shall comply with the requirements in 7.1.3 — 7.3.7 or shall have such
strength and be supported in a manner determined to be equivalent.

S
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7.1.2 Each glass panel and letter shall be of safety glass or wired glass. See 7.1.3.

Exception: Panels and letters of plain glass are capable of being used when breakage does not permit
contact from the exterior with an uninsulated, current-carrying part other than the lamp or contacts of a
lampholder.

7.1.3 Glass panels shall not be used in outdoor cord-connected signs to form the enclosure required by
5.1.1.

7.1.4 A sectionalized-glass panel and a leaded-glass panel shall provide strength, rigidity, water
exclusion, and protection against corrosion in a manner determined to be equivalent to that of a plain
glass panel of the same area.

7.1.5 Glass panels or letters are not required to be mounted in signs prior to shipment but shall be
available for inspection.

7.2 Thickness

7.2.1 The thickness of glass used for panels shall not be less than specified in Table 7.1. The glass
thickness specified in Table 7.1 is capable of being used as part of any sign enclosure, except as
indicated in 7.1.2 and 7.1.3.

Table 7.1
Thickness of glass panels

Maximum size of glass panel
Any dimension of exposed
area, Exposed area, Minimum thickness of glass, 2
square

inches (mm) inches (m?2 inch (mm) inch (mm)
- - 150 0.097 0.094 3.2 0.125 3.2
30° 762 500 0.32 0.125 3.2 0.125 32
50° 1270 700 0.45 0.188 4.8 0.188 .8

- - 1000 0.65 0.250 6.4 0.250 6.4
144 3658 3600 2.3 0.250 6.4 0.250 6.4

Over 144 3658 Over 3600 2.3 Investigation required

to plate glass.
b This dimensional limitation does not apply to glass panels in indoor signs unless the thickness is required to be@)s@@ecmed
for outdoor signs.

\,,/ v )

7.2.2 A glass panel that is to be used to form the enclosure, as required by 5. 1(lﬂfg}_§an | t@oﬁ&gn shall
be of the thickness specified for outdoor signs in Table 7.1. A(é\ C\ N [&3@&
QP K& ”

O
p
oY &% g
o & ot
& Y Q
,{E/ﬁﬁf Rt Gl @)@‘
m\@® @@\\ . : Oo@) )
o o - . ®<5)@
) R

2 A minus tolerance of 0.010 inch (0.25 mm) applies to ordinary glass, and a minus tolerance of 0.031 inch (0.79 mm) app}gsg\ﬁ g
S
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7.2.3 The thickness of tempered flat glass, a glass lens, glass that is curved or bent, and glass having a
fluted or ribbed surface, shall provide the mechanical strength determined to be equivalent to that of flat
glass having the minimum thickness specified in Table 7.1.

7.2.4 The thickness of curved or bent glass shall not be less than that specified in Table 7.1 for the next
smaller area range.

7.2.5 The minimum thickness of fluted or ribbed glass is to be measured over the rib unless the
dimension of the glass along the rib is less than the dimension transverse to the rib.

7.2.6 The minimum thickness of glass having concentric ribbing is to be measured to the valley and is
not to be less than that specified in Table 7.1 for the next smaller area range, and not less than 3/32 inch
(2.4 mm).

7.2.7 The thickness of glass used for individually molded letters not more than 30 inches (762 mm) in any
dimension shall be 1/8 inch (3.2 mm) or more.

7.2.8 The thickness of a letter larger than 30 inches (762 mm) in any dimension shall be such that it is
at least as strong as a 30-inch letter that is 1/8 inch (3.2 mm) thick.

7.3 Support

7.3.1 There shall not be less than one clip on each side of a glass panel for each 6-inch (152-mm) length
of glass, and clips shall not be spaced more than 3 inches (76.2 mm) nor less than 1-1/2 inches (38.1
mm) from corners of a glass panel.

Exception No. 1: An indoor sign having an exposed area of a glass panel of not more than 1000 square
inches (0.64 m?), with the panel not relied on to provide the enclosure required by 5.1.1, is capable of
using one clip for each 8 inches (203 mm) of edge, as determined by dividing the perimeter of the panel
in inches by eight. The distance between adjacent edges of any two clips shall be 16 inches (406 mm) or
less. A double clip, having a pair of fingers, each of which complies with the requirements in 7.3.3 is
identified as being two clips.

Exception No. 2: For clips used with a raised-glass letter that is constructed to fit closely into an opening )
cut in the sheet-metal face, the spacing between clips is capable of being increased so that one clip is /,ﬂ\@"
provided for each 8 inches of glass edge. Clips are not prohibited from being omitted on a side edge that @@Aﬁ\\ '
is not more than 8 inches long. One clip is capable of being used on a side edge that is not more than 10@@?””
inches (254 mm) long. One clip is capable of being used on a top edge and on a bottom edge that 43

more than 12 inches (304 mm) long, when each side edge is provided with a clip for every 6 n@es of

glass edge. (o)‘\/\\
@ D
7.3.2 A clip or trough for securing an individually-molded letter in a sign shall ov @f a%s not less
than 1/2 inch (12.7 mm). The thickness of the clip or trough shall be as indi in Ta@@ 2 or 7.3 for
an indoor sign having an exposed area of glass of less than 1000 squa\%fﬁc es (@64 m?). \LO§N&
2§

Exception: A raised-glass letter of the 6-inch (152-mm) trade 51 \7d cons@ug%eﬁ to fit closely
into an opening cut in the sheet metal is capable of be/n y cl/p /ng a 1%14 Fnch (6.4 mm) overlap

when one clip is provided on each edge. \@) Oy

e© ®
7.3.3 The dimensions of clips for securlng g@@‘s panels ﬁ;sgns @I@éﬁgbe as specified in Table 7.2.

/xx ) s
7.3.4 Clips of materials other than @P copper alumlnu@,%p?’ aIons of these metals are capable of being
used when investigated and de ined to comply \A({tﬁ)ﬂfe requirements for support.
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Table 7.2
Dimensions of clips

Minimum dimensions
Thickness
Exposed area of Zinc-coated Aluminum or
glass panel, steel, Uncoated steel, copper, Width, Overlap,
square
Type of sign inches (m?) inch (mm) inch (mm) inch (mm)  Jnch (mm) inch (mm)
Indoor? 150 or 0-0.097 | 0.017 0.43 0.016 0.41 0.020 0.51 3/32 2.4 3/16 4.8
less
151 - 0.097 — | 0.017 0.43 0.016 0.41 0.020 0.51 1/4 6.4 1/4 6.4
500 0.32
501 — 0.32 - 0.017 0.43 0.016 0.41 0.020 0.51 1/2 12.7 1/2 12.7
1000 0.65
Outdoor 500o0r 0-0.32 | 0.017 0.43 - 0.020 0.51 1/2 12.7 1/2 12.7
less
Over 500 Over 0.32 | 0.036 0.91 - 0.043 1.09 1/2 12.7 1/2 12.7

2 Shall be as specified for outdoor signs when the panel is relied on to form the enclosure required by 5.1.1.

Table 7.3
Dimensions of troughs

Minimum thickness
Uncoated Aluminum or Minimum
Exposed area of glass panel, Zinc-coated steel, steel, copper, overlap,
Type of sign square inches (m ?) inch (mm) inch (mm) inch (mm) nch (mm)
Indoor? 150 or less 0 - 0.097 0.017 0.43 0.016 041 | 0.020 051 | 3/16 4.8
151 — 500 0.097 - 0.32 | 0.017 0.43 0.016 041 | 0.020 051 1/4 6.4
501 — 1000 0.32-0.65 | 0.017 0.43 0.016 041 | 0.020 051 1/2 12.7
Over 1000 Over 0.65 | 0.025 0.64 - 0.035  0.89 1/2 12.7
Outdoor 500 or less 0-0.32 0.017 0.43 - 0.020 0.51 3/8 9.5
Over 500 Over 0.32 | 0.025 0.64 - 0.035  0.89 1/2 12.7 /\ﬁ\@
2 The dimensions of troughs for securing glass panels or letters are to be as specified for outdoor signs when the panel or ﬁ@;\g@\\
letters form the enclosure required by 5.1.1. \i(\g\@ .
T
7.3.5 Continuous troughs or glazing angles shall be used when the exposed glass area is more ﬂ&a@l\%
square inches (0.64 m?). (o)‘\\
®° < N
7.3.6 The dimensions of a continuous trough for securing a glass panel in a S|gn A@be@ C|f|ed in
Table 7.3. @@
o0 C\w Bﬁw\x
7.3.7 Individual sheet-metal sections supporting glass letters or pa%@ suc @/‘are usgd/@q signs with
interchangeable letters where end clips are not feasible, shall %@ppo t@%ﬁtop arm};‘bb%tom edges by
troughs in the sign body. Each letter panel shall have a @ﬁs@ not than #2 inch (12.7 mm) wide
extending the length of one vertical edge so as to for@ Iose@ﬂttmg 0 (o' with the adjacent panel.
See Figure 7.1. % @
gV OP \?3‘*
@@ > @\,\ 5 A4
Q Qt\}” @K @ ©
S @)é
oL A0
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Figure 7.1
Details of panel mounting

END VIEW OF SIGN BODY

LETTER
PANEL

TOP VIEW OF PANEL OVERLAP

L— %"——

$B0707

8 Panels and Diffusers Other Than Glass
8.1 General
8.1.1 A diffuser or panel of thermoplastic material shall be securely supported.

8.1.2 A support clip or trough of material other than steel, copper, aluminum, or an alloy of these metals

is capable of being used when investigated and determined to comply with the requirements. e
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8.2 Decorative and structural parts other than glass

8.2.1 Rigid external decorations, letters, and panels of a sign are capable of being of thermoplastic
material, wood, or of other material at least as resistant to combustion when all of the following conditions
are met:

a) The material does not contact any neon tube, fluorescent lamp, or fluorescent-lamp starter.

b) Combustible material is not subjected to temperature higher than the maximum limit; wood
shall not be subjected to a temperature of more than 90°C (194°F).

c) The material is maintained not less than 2 inches (50.8 mm) from a lampholder, starter-
holder, the inside of the rim of an electrode receptacle, live metal, incandescent lamp, and other
parts that are a source of heat or arcing.

Exception No. 1: In an indoor sign using fluorescent lamps only, the spacing shall not be less than 1/2
inch (12.7 mm).

Exception No. 2: In an indoor cord-connected sign using both fluorescent and incandescent lamps, the
spacing from a fluorescent-lamp lampholder only to the material shall not be less than 1/2 inch.

Exception No. 3: A heat barrier of nonabsorptive material that has been determined to be at least as
resistant to combustion as phenolic or similar thermosetting material is capable of being used instead of
the required spacing when the heat barrier is not removable or constructed so that it must be replaced
after repairing or relamping of the sign.

Exception No. 4: A polymeric material that has been investigated and determined to comply with the
requirements for polymeric tube supports in 21.3.1 and 21.3.2, is capable of being spaced closer to, or in
direct contact with, a neon tube, fluorescent lamp, fluorescent-lamp starter, or other source of heat.

Exception No. 5: The material is capable of being spaced 1 inch (25.4 mm) from a transformer, power
supply or ballast when there is only one transformer, power supply or ballast within an enclosed
compartment, or spaced 1/2 inch from a transformer, power supply or ballast when the transformer, power
supply or ballast is not within an overall enclosure.

8.2.1 revised July 2, 2001 /g\@),/
S
8.2.2 A flexible polymeric material used as external decorations, letters, and panels of a sign shall @@\3@"\'\
a) Comply with the requirements in 5.1.3 and 5.1.4 and 2 @”\)
)
b) Be secured to the sign along the entire periphery of the material. NG @{@
\Q i\/ﬁ

Exception: A non-continuous clamping or tensioning system for flexi Qnat J\ ot pro. ibited
from being used when the system has been separately /nvest/ga\ nd d ned to \é pable
of being used for the application and is resistant to deterior.

x T\ Q 5 OQ)
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9 HID Lamp Signs

9.1 A HID lamp sign shall comply with the Temperature Test, Section 36, unless all of the following

conditions are met.

a) All ballasts, wiring, and similar components are enclosed in metal. Also see Ballasts and
Transformers, Section 27.

b) The lamp watts-per-cubic foot does not exceed 26 watts per cubic foot (918 W/m?) and is to

be determined by the fo

w/fts

llowing formula:

Total Lamp Watts
Length x Width x Height

(inside dimensions of lamp compartment)

c) Spacing between a HID lamp and a polymeric material, between a HID lamp and an
adjacent ballast, or a HID lamp and other components, complies with the clearances specified

in Table 9.1.

d) A light diffuser/heat barrier does not have openings exceeding 3/4 inch (19.1 mm) in any
direction and has an opening-to-metal ratio not exceeding 1:1.

e) No individual HID lamp exceeds 400 watts.

Table 9.1

Minimum clearances between HID lamps and components

Clearance,
Maximum lamp size, watts Interposed metal light diffuser/heat barrier inches (mm) /ﬂ\@;
250 or less No 9.0 229 /@ﬁ\\ '
(\\,}\&,,
250 or less Yes 7.0 178 S
400 No 12.0 305 <§®r\§ !
400 Yes 9.0 229 CpS
NOTE — A minimum clearance of 24 inches (610 mm) is required between an HID lamp and combustible na%f@r&l '
located directly above the lamp. @
| S vV
9.2 A HID lamp compartment shall be provided and shall be constructed of: 4 v~ (@) *
a) 1/8 inch (3.2 mm) thick minimum tempered glass; é\@"’ R® - ok
G O @
O SV 00D

b) 1/8 inch thick minimum material having a flamma@i@%as i /ﬁ“ﬁ()n OLSVA?)SVB, V-0, or V-1,

when tested in accordance with the Standard for A/mts forFla matﬁl\i@@f Plastic Materials for

Parts in Devices and Appliances, UL 94; Q@@) . XX | Q)

N7 e PO
Exception: Any 1/8-inch thick mi @@m p\,&l@jﬁer/c matefial’is capable of being used when it is
positioned such that pieces of@ﬁﬁ}ptured lamp cagé@ come to rest on the material.
SN Q"
) B
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c) A metal screen having maximum 1/16 inch (1.6 mm) openings; or

d) A flexible polymeric material that complies with the requirements of 8.2.2.
9.2 revised May 14, 1999

10 Resistance to Moisture

10.1 Exclusion of water

10.1.1 The sign body, enclosure and doors of an outdoor sign shall exclude water. Seams are not
required to be soldered or otherwise treated, and shall be tight and formed to shed water. Openings to

accommodate neon tubing or neon tubing receptacles, or bushings shall not be located in the top of the
enclosure unless the construction complies with the Exclusion of Water Test, Section 32.

10.1.1 revised July 2, 2001
10.2 Drain openings
10.2.1 An outdoor sign shall be provided with a drain opening at:
a) The bottom of each of the lowest points of the sign,
b) Isolated sections of a sign,
c) Both sides of the pole for pole mounted signs, and
d) Horizontal troughs or retainers for supporting sign faces, panels or letters.

Additionally, within isolated sections of a sign the distance between drain openings shall not exceed 4 feet
(1.22 m) on center.

Exception: The sign body of a sign without a sign face is not required to have drain openings.
Revised 10.2.1 effective January 2, 2004

10.2.2 Each drain opening shall be positioned such that there are no external or internal obstructions and

shall be free from burrs. The drain opening shall be on the bottom or bottom edge of the back surface. /ﬂ\\\)
When circular in shape, a drain opening shall have a diameter of 1/4 — 1/2 inch (6.4 — 12.7 mm). When @
not circular in shape, a drain opening shall have a minimum dimension of not less than 1/4 inch (6.4 m r@\

and an area of 0.05 — 0.20 square inch (32.3 — 129.0 mm?2). When a drain opening is located at theg

edge of the back surface of a wall-mounted sign, the construction shall be such that the openln)g\ otated

at least 1/2 inch (12.7 mm) from the mounting surface of the sign or the sign shall be @Mde with

instructions as specified in Instructions, Section 41, and marked as specified in 40. 1®1<§£§ﬂ‘ N @Q
i
Exception: A barrier provided to block light from exiting the sign through a {r@)}ope @s all b @gaced
at least 1/4 inch (6.4 mm) from the surface provided with the drain opg@@ Th @%ﬁod o s@?yfement
of the barrier shall not reduce the area of the space between the b ‘andit R?z gn to /e%‘@han the area
of the drain opening. q{\ o’
Revised 10.2.2 effective J@@;Z 29@4@\\ F\ﬂ :
p ? Oo i ®®/
%/\N <®@M (25@
@ @\i a o @)\ \'
T a® °
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10.3 Drain holes
10.3.1 Deleted effective January 2, 2004
10.4 Gaskets

10.4.1 A gasket used to seal a joint so that a sign complies with the requirement in 32.1 shall be of a
material that is at least as strong and as resistant to aging as the materials described in 10.4.2.

10.4.2 Neoprene, rubber, neoprene-composition, and rubber-composition gasket materials are capable of
being used when they have been separately investigated and determined to be:

a) Rated or capable of being used for the application and
b) Resistant to aging. See 33.1.
10.4.3 The gasket shall be secured so that it does not loosen from the mounting means.

10.4.4 The gasket of a gasketed joint that must be opened in order to relamp or change advertising
material shall be secured in place by:

a) Rivets, screws, or similar mechanical means or

b) Adhesive that has been determined to be capable of being used after an evaluation of the
flexibility, exposure resistance, shear strength, and peel resistance of the adhesive.

10.4.5 The gasket and securement of the gasket shall not be damaged when the joint is opened.
11 Provisions for Mounting and Support
11.1 Fixed signs

11.1.1 Each fixed sign or section of such a sign forming a complete assembly shall be provided with
means for attaching it to a building or to a support or hanging rig. ~
11.1.1 revised July 2, 2001 S

11.1.2 The requirement in 11.1.1 requires the use of channel iron, strap iron, or similar reinforcement at@
points where attachment is to be made. @) \,S\
11.1.3 A canopy sign weighing 50 pounds (22.7 kg) (including lamps) or less shaII be mT%ed with
supporting means, such as a strap or crossbar not more than 1-1/2 inches (38 mm) ) or wi @e or
two pairs of holes or keyhole slots for mounting the sign directly to a 3-1/2 inch (@ )@ 4inch (102
mm) outlet box. O”ﬂ N S &
11.2.1 revised and relocated as 11.1.3 July 2, 20&@\6\ % \)(\’” 2 &s\\
(50 ) ©

11.1.4 A supporting strap or crossbar shall be secured to the ¢ \r more fésiénlngs and shall
not be less than 0.053 inch (1.35 mm) thick when of st @ﬁ% 075?& (1. ,@ﬁmﬁ thick when of other
metal. ) ’

ﬁ
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Exception: A supporting strap that is reinforced by flanges along the edge shall be minimum 0.042 inch
(1.07 mm) thick, when of steel and 0.058 inch (1.47 mm) thick, when of other metal.

11.2.2 relocated as 11.1.4 July 2, 2001

11.1.5 A canopy sign weighing more than 50 pounds (22.7 kg) (including lamps) shall be provided with
means for support that is independent of the outlet box.
11.1.5 added July 2, 2001

11.2 Reserved for future use.

11.2.1 Revised and relocated as 11.1.3 July 2, 2001

11.2.2 Relocated as 11.1.4 July 2, 2001

11.3 Portable signs

11.3.1 A portable sign shall not have any provision for being permanently mounted.

Exception: A portable sign that is intended to be mounted on a cord-connected appliance, such as a

refrigerated cabinet or a vending machine, or on portable, nonelectrical display equipment, such as a
trailer or a store display, is not prohibited from having provision for permanent mounting.

11.3.1 revised July 2, 2001
11.3.2 A portable sign intended to be hung on a wall or other support shall be provided with:

a) An exposed ring or hole having an inside diameter of 1/2 inch (12.7 mm) or more for wall
mounting, or an exposed ring or hook hanger for chain mounting or

b) A keyhole slot, a notch, or a hanger hole that is to be concealed when the sign is hung in
the intended manner, and that is not accessible without removing the sign from the support.
11.3.2 revised July 2, 2001

11.3.3 A keyhole slot or notch shall not be located in the enclosure of a sign. It shall be located on, or in,
the body of the sign so that a supporting screw or similar parts do not contact an uninsulated live part of

| &
the sign, such as a contact of a fluorescent lampholder. @/\é\‘h
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