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Underwriters Laboratories Inc. (UL)
333 Pfingsten Road
Northbrook, IL 60062-2096

UL Standard for Safety for Enclosures for Electrical Equipment, UL 50

Eleventh Edition, Dated October 19, 1995

Revisions: This Standard contains revisions through and including September 12, 2003.
Summary of Topics

This revision to ANSI/UL 50 is being issued to update the Title Page to indicate approval as an
American National Standard.

UL Standards for Safety are developed and maintained in the Standard Generalized Markup Language
(SGML). SGML -- an international standard (ISO 8879-1986) -- is a descriptive markup language that
describes a document’s structure and purpose, rather than its physical appearance on a page. Due to
formatting differences resulting from the use of UL’s new electronic publishing system, please note that
additional pages (on which no requirements have been changed) may be included in revision pages due
to relocation of existing text and reformatting of the Standard.

Text that has been changed in any manner is marked with a vertical line in the margin. Changes in
requirements are marked with a vertical line in the margin and are followed by an effective date note
indicating the date of publication or the date on which the changed requirement becomes effective.

The revised requirements are substantially in accordance with UL’s Bulletin(s) on this subject dated
February 13, 2003 and July 8, 2003. The bulletin(s) is now obsolete and may be discarded.

The revisions dated September 12, 2003 include a reprinted title page (pagel) for this Standard.

As indicated on the title page (page 1), this UL Standard for Safety is an American National Standard.
Attention is directed to the note on the title page of this Standard outlining the procedures to be followed
to retain the approved text of this ANSI/UL Standard.

As indicated on the title page (pagel), this UL Standard for Safety has been adopted by the Department
of Defense.

The master for this Standard at UL’s Northbrook Office is the official document insofar as it relates to a
UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.

UL'’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL's Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.
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UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

UL will attempt to answer support requests concerning electronic versions of its Standards. However, this
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve every
support request. UL supports the electronic versions of its Standards only if they are used under the
conditions and operating systems for which it is intended. UL’s support policies may change from
time-to-time without notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.

Purchasers of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard.

An employee of an organization purchasing a UL Standard can make a copy of the page or pages being
viewed for their own fair and/or practical internal use.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a "SUPERSEDED REQUIREMENTS" notice.

New product submittals made prior to a specified future effective date will be judged under all of the

requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
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the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing, Recognition, Classification, and Follow-Up
Services after the effective date, and understanding of this should be signified in writing.

Copyright © 2003 Underwriters Laboratories Inc.

This Standard consists of pages dated as shown in the following checklist:

Page Date
P September 12, 2003
L November 19, 1999
T-8B e September 12, 2003
O-00B . . November 19, 1999
L e October 19, 1995
d2-0 B . .o November 19, 1999
0 Tt October 1, 1996
L7-08B . o November 19, 1999
L0 o October 1, 1996
20 e October 19, 1995
202 e November 19, 1999
23 October 19, 1995
2h-2B . . November 6, 1997
25 28 November 19, 1999
28 A2 October 1, 1996
B0 L e October 19, 1995
BL-32B . e November 6, 1997
B3-3a . September 12, 2003
3530 . . November 6, 1997
G 72 October 19, 1995
B840 A . e November 19, 1999
AOB-A L . . October 1, 1996
A October 19, 1995
A September 12, 2003
AA-AT7 . . October 19, 1995
A8 e October 1, 1996
A e November 19, 1999
B0 October 19, 1995
1 August 19, 1997
B i October 19, 1995
D380 . . November 19, 1999
B e October 1, 1996
B . October 19, 1995
S A L-S A October 19, 1995
Documents

Document Sharing Hub

Full document details: UL 50 2003


http://www.avadocuments.com/doc/ul-50-2003
http://www.avadocuments.com/doc/ul-50-2003

trd SEPTEMBER 12, 2003 - UL 50

No Text on This Page

Documents

Document Sharing Hub

Full document details: UL 50 2003


http://www.avadocuments.com/doc/ul-50-2003
http://www.avadocuments.com/doc/ul-50-2003

o $° N‘\B\"lﬂall Natin,,a, sb
$© 0%
2%

& >

OCTOBER 19, 1995
(Title Page Reprinted: September 12, 2003)

ANSI/UL 50-2003

1
UL 50

Standard for Enclosures for Electrical Equipment
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The most recent designation of ANSI/UL 50 as an American National Standard
(ANSI) occurred on August 19, 2003.

This ANSI/UL Standard for Safety, which consists of the Eleventh edition with
revisions through September 12, 2003, is under continuous maintenance,
whereby each revision is ANSI approved upon publication. Comments or
proposals for revisions on any part of the Standard may be submitted to UL at any
time. Written comments are to be sent to UL-RTP Standard Department, 12
Laboratory Dr., P.O. Box 13995, Research Triangle Park, NC, 27709-3995.

The Department of Defense (DoD) has adopted UL 50 on April 5, 1982 . The
publication of revised pages or a new edition of this Standard will not invalidate
the DoD adoption.

An effective date included as a note immediately following certain requirements
is one established by Underwriters Laboratories Inc.

Revisions of this Standard will be made by issuing revised or additional pages
bearing their date of issue. A UL Standard is current only if it incorporates the
most recently adopted revisions, all of which are itemized on the transmittal notice
that accompanies the latest set of revised requirements.
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FOREWORD

A. This Standard contains basic requirements for products covered by Underwriters Laboratories Inc. (UL)
under its Follow-Up Service for this category within the limitations given below and in the Scope section
of this Standard. These requirements are based upon sound engineering principles, research, records of
tests and field experience, and an appreciation of the problems of manufacture, installation, and use
derived from consultation with and information obtained from manufacturers, users, inspection authorities,
and others having specialized experience. They are subject to revision as further experience and
investigation may show is necessary or desirable.

B. The observance of the requirements of this Standard by a manufacturer is one of the conditions of the
continued coverage of the manufacturer’s product.

C. A product which complies with the text of this Standard will not necessarily be judged to comply with
the Standard if, when examined and tested, it is found to have other features which impair the level of
safety contemplated by these requirements.

D. A product employing materials or having forms of construction which conflict with specific requirements
of the Standard cannot be judged to comply with the Standard. A product employing materials or having
forms of construction not addressed by this Standard may be examined and tested according to the intent
of the requirements and, if found to meet the intent of this Standard, may be judged to comply with the
Standard.

E. UL, in performing its functions in accordance with its objectives, does not assume or undertake to
discharge any responsibility of the manufacturer or any other party. The opinions and findings of UL
represent its professional judgment given with due consideration to the necessary limitations of practical
operation and state of the art at the time the Standard is processed. UL shall not be responsible to anyone
for the use of or reliance upon this Standard by anyone. UL shall not incur any obligation or liability for
damages, including consequential damages, arising out of or in connection with the use, interpretation of,
or reliance upon this Standard.

F. Many tests required by the Standards of UL are inherently hazardous and adequate safeguards for
personnel and property shall be employed in conducting such tests.
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INTRODUCTION
1 Scope

1.1 These requirements cover electrical equipment enclosures for use in accordance with the National
Electrical Code, NFPA 70.

1.2 Specific applications covered by this standard include cabinets and cutout boxes and junction and pull
boxes.

1.3 Specific applications not covered by this standard are junction boxes of the swimming pool type.

1.4 Each type of enclosure covered by this standard is described in general and functional terms where
practicable, and omits reference to structural details and specific applications except where they are
essential to the identification of the enclosure type. Such additional details and specifications are included
in the applicable standards for the end-product involved.

1.5 A product that contains features, characteristics, components, materials, or systems new or different
from those covered by the requirements in this standard, and that involves a risk of fire or of electric shock
or injury to persons shall be evaluated using appropriate additional component and end-product
requirements to maintain the level of safety as originally anticipated by the intent of this standard. A
product whose features, characteristics, components, materials, or systems conflict with specific
requirements or provisions of this standard does not comply with this standard. Revision of requirements |
shall be proposed and adopted in conformance with the methods employed for development, revision, and
implementation of this standard. |

2 Glossary
2.1 For the purpose of this standard the following definitions apply.

2.1.1 ACCESSORY - A part or combination of parts intended for installation in or connection to a
product for the purpose of modifying or supplementing the functions of the product. It may be factory
installed or intended for installation by the user or service personnel.

2.1.1 added October 1, 1996

2.2 CABINET — An enclosure intended either for flush or surface mounting, and provided with a frame,
mat, or trim in which a door or doors may be hung.

2.3 CUTOUT BOX — An enclosure intended for surface mounting and having a swinging cover secured
directly to the box proper.

2.4 COVER - An unhinged portion of an enclosure that covers an opening.
2.4 revised October 1, 1996

2.4.1 DEGREE OF PROTECTION — The extent of protection provided by an enclosure against access
to parts which result in a risk of injury, ingress of foreign solid objects, and/or ingress of water as
verified by standardized test methods.

2.4.1 added October 1, 1996

2.5 DOOR - A hinged portion of an enclosure that covers an opening.
2.5 revised October 1, 1996
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2.6 ENCLOSURE - A surrounding case constructed to provide a degree of protection against incidental
contact with the enclosed equipment and to provide a degree of protection to the enclosed equipment
against specified environmental conditions.

2.7 *Deleted October 1, 1996*

2.7.1 INDOOR LOCATIONS — Areas which are protected from exposure to the weather.
2.7.1 added October 1, 1996

2.8 JUNCTION OR PULL BOX — An enclosure intended either for flush or surface mounting, having a
solid unhinged cover secured directly to the box proper.

2.8 revised October 1, 1996

2.9 KNOCKOUT - A portion of the wall of an enclosure so fashioned that it is capable of being readily
removed by a hammer, screw driver, and pliers at the time of installation in order to provide an opening
or hole for the attachment of an auxiliary device, raceway, cable, or fitting.

2.9 added October 1, 1996

2.10 NON-VENTILATED - Constructed to provide no intentional circulation of external air through the
enclosure.

2.10 added October 1, 1996

2.11 OIL RESISTANT GASKETS — Gaskets made of material which is resistant to oil and oil fumes.
2.11 added October 1, 1996

2.12 OUTDOOR LOCATIONS — Areas which are exposed to the weather.
2.12 added October 1, 1996

2.13 VENTILATED - Constructed to provide for the circulation of external air through the enclosure for
the purposes of removing excess heat, fumes, or vapors.

2.13 added October 1, 1996

Figure 2.1
Door and hinged cover constructions
Figure 2.1 deleted October 1, 1996
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3 References
3.1 Deleted November 19, 1999
4 Units of Measurement

4.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.
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CONSTRUCTION
GENERAL
5 General

5.1 An edge on an enclosure shall not be sufficiently sharp to constitute a risk of injury in normal
maintenance or use.

5.2 An enclosure shall be made of iron, steel, brass, copper, or aluminum.

Exception: Other material may be used if the material is investigated and found to be acceptable and the
enclosure has at least the equivalent strength and rigidity.

5.3 Both the inside and outside surfaces of an enclosure, including means for fastening, shall be
protected against corrosion by enameling, galvanizing, plating, or other equivalent means.

Exception No. 1: An enclosure and means for fastening that are of metal that is inherently resistant to
corrosion.

Exception No. 2: This requirement does not apply to:

a) Bearings, sliding surfaces of a hinge, or shaft and the like where such protection is
impractical;, and

b) Parts made of stainless steel.

5.4 The outside of a cast-aluminum enclosure marked in accordance with 50.4 shall be coated with
asphalt paint, one coat of baked enamel, or other material that provides equivalent protection.

5.4 revised November 19, 1999

5.5 An enclosure shall have the necessary strength and rigidity to maintain its shape so that an enclosure
door closes tightly.

5.5 revised October 1, 1996

5.6 Metal into which screws are threaded shall provide for the engagement of at least two full threads.
Rivets, screws, bolts, and similar fastenings in a sheet-metal enclosure shall have a diameter at least 50
percent greater than the thickness of the finished sheet metal with which they are used.

5.7 A screw with 32 threads per inch (32 threads per 25.4 mm) installed in 0.053 inch (1.35 mm) thick
minimum sheet metal shall be considered acceptable.

5.7 revised November 19, 1999

5.8 Sheet metal may be extruded at a tapped hole to give the thickness necessary for two full threads if
the original thickness is not less than the pitch of the thread.

5.9 A fastener for use with a conventional screw, other than a tapped hole or nut, is acceptable if it has
the necessary mechanical strength and is otherwise acceptable for the application.

Documents

Document Sharing Hub

Full document details: UL 50 2003


http://www.avadocuments.com/doc/ul-50-2003
http://www.avadocuments.com/doc/ul-50-2003

10 ENCLOSURES FOR ELECTRICAL EQUIPMENT - UL 50 NOVEMBER 19, 1999

5.10 Neutral terminals and equipment-grounding terminals provided as part of an enclosure are evaluated
in accordance with the Standard for Panelboards, UL 67, and with regard to their intended use.

ENCLOSURES
6 General

6.1 A complete enclosure shall be provided for all live parts that may be housed in it.
6.1 revised October 1, 1996

6.2 An enclosure flange, or the side wall of an enclosure, may be punched to form an ear that may be
bent out to facilitate the mounting of the enclosure or to form a bracket for securing a trim, provided that:

a) There is no direct opening into the enclosure when the ear is in any position; and

b) The overlap between the edges of the opening and the edge of the flange or other closing
metal is not less than 1/8 inch (3.2 mm).

6.3 An enclosure shall be one or more of the types defined in Table 6.1 and described in Table 6.2.

Exception: An enclosure marked in accordance with 50.4.
6.3 revised November 19, 1999

Table 6.1
Enclosure types

Requirements or qualification tests,
Type Intended use and description paragraph or section numbers
1 Indoor use primarily to provide a degree | Corrosion Protection — 5.3 or
of protection against limited amounts of
falling dirt. Rust Resistance — Section 38
2 Indoor use primarily to provide a degree | Corrosion Protection — 5.3 or
of protection against limited amounts of ) .
falling water and dirt. Rust Resistance— Section38,
Drip — Section 31,
Gaskets— Section 14, and
Gasket Tests — Section 43
3 Qutdoor use primarily to provide a Rain — Section 30,
degree of protection against rain, sleet, outd D o Section 32
wind blown dust and damage from 35ut oor Dust or Hose — Section 32 or
external ice formation. '
Icing — Section 34,
Protective Coating — Section 15,
Gaskets— Section 14, and
Gasket Tests — Section 43
3R Outdoor use primarily to provide a Rain — Section 30,
degree of protection against rain, sleet, Ici Section 34
and damage from external ice formation. cing — Section 34,
Protective Coating — Section 15,
Gaskets — Section 14, and
Gasket Tests — Section 43
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Table 6.1 Continued

Requirements or qualification tests,
Type Intended use and description paragraph or section numbers

3S Outdoor use primarily to provide a Rain — Section 30,

degree of protection against rain, sleet, outd b H Section 32
windblown dust and to provide for utdoor Dust or Hose — Section 32 or

operation of external mechanisms when 35,
ice laden. Icing — Section 34,

Protective Coating — Section 15,
Gaskets — Section 14, and
Gasket Tests — Section 43
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Table 6.1 Continued

Requirements or qualification tests,
Type Intended use and description paragraph or section numbers
4 Indoor or outdoor use primarily to provide | Hosedown — Section 35,
a degree of protection against windblown | protective Coating — Section 15,
dgst and rain, splashing water, hose- Icing — Section 34,
directed water and damage from external Gask Section 14. and
ice formation. askets — Section 14, an
Gasket Tests — Section 43
4X Indoor or outdoor use primarily to provide | Hosedown — Section 35,
a degree of protection against corrosion, | protective Coating — Section 15,
windbiown du_st and rain, splashing Corrosion Resistance — Section 39,
water, hose-directed water, and damage Ici Section 34
from external ice formation. cing — Section 34,
Gaskets — Section 14, and
Gasket Tests — Section 43
5 Indoor use primarily to provide a degree | Corrosion Protection — 5.3 or
of protection against settling airborne Rust Resistance — Section 38,
dust, fallln_g dlrt, gnd dripping Drip — Section 31,
noncorrosive liquids. ) )
Indoor Settling Airborne Dust or
Atomized Water Method B — Section 32
or 33,
Gaskets — Section 14, and
Gasket Tests — Section 43
6 Indoor or outdoor use primarily to provide | Hosedown — Section 35,
a degree of protection against hose- Icing — Section 34,
dlre_cted water, and the entry of water Submersion — Section 36,
during occasional temporary submersion b ive Coati Section 15
at a limited depth and damage from rotective oat!ng — Section 15,
external ice formation. Gaskets — Section 14, and
Gasket Tests — Section 43
6P Indoor or outdoor use primarily to provide | Hosedown — Section 35,
a degree of protection against hose- Icing — Section 34,
directed water, the gntry of \{va_ter during Protective Coating — Section 15,
prolonged submersion at a limited depth . Secti 0
and damage from external ice formation. Air Pressure — Section 40,
Gaskets — Section 14, and
Gasket Tests — Section 43
12, 12K Indoor use primarily to provide a degree | Corrosion Protection — 5.3 or
of protection against circulating dust, Rust Resistance — Section 38,
Ifialﬂ?dgsdlrt, and dripping noncorrosive Drip — Section 31,
g ' Indoor Circulating Airborne Dust or
Atomized Water Method A — Section 32
or 33,
Gaskets — Section 14, and
Gasket Tests — Section 43
13 Indoor use primarily to provide a degree | Corrosion Protection — 5.3 or Rust
of protection against dust, spraying of Resistance — Section 38,
water, oil, and noncorrosive coolant. Oil — Section 37,
Gaskets — Section 14, and
Gasket Tests — Section 43
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Table 6.2

Environmental related constructional features for enclosure types

Table 6.2 revised November 19, 1999

Type

Requirements — Paragraph or section number

Equipment Openings — 8.2.1

Mounting Openings — 8.4.1 and 8.4.2

Conduit Knockouts and Conduit Openings — 8.5.1
Additional Openings — 8.6.1

Equipment Openings — 8.2.1

Drainage Openings — 8.3.1

Mounting Openings — 8.4.1 and 8.4.2

Conduit Knockouts and Conduit Openings — 8.5.1
Additional Openings — 8.6.2

Markings — 49.2, 49.3, 49.4, 49.5 and 49.7

Polymeric Enclosures/Parts — 7.1.2

Equipment Openings — 8.2.1

Mounting Openings — 8.4.1,

Conduit Knockouts and Conduit Openings — 8.5.1
Covers and Doors — 16.4

Markings — 49.2, 49.6 and 49.7

3R

Polymeric Enclosures/Parts — 7.1.2

Equipment Openings — 8.2.1

Drainage Openings — 8.3.1

Mounting Openings — 8.4.1 and 8.4.2

Conduit Knockouts and Conduit Openings — 8.5.1
Additional Openings — 8.6.2

Covers and Doors — 16.4

Markings — 49.2, 49.3, 49.4, 49.5, 49.6 and 49.7

3S

Polymeric Enclosures/Parts — 7.1.2

Equipment Openings — 8.2.1

Mounting Openings — 8.4.1 and 8.4.3

Conduit Knockouts and Conduit Openings — 8.5.1
Covers and Doors — 16.4

Markings — 49.2, 49.6 and 49.7

Polymeric Enclosures/Parts — 7.1.2
Equipment Openings — 8.2.1
Mounting Openings — 8.4.1 and 8.4.3
Conduit Knockouts and Conduit Openings — 8.5.1
Markings — 49.2 and 49.7

4X

Polymeric Enclosures/Parts — 7.1.2

Equipment Openings — 8.2.1

Mounting Openings — 8.4.1 and 8.4.3

Conduit Knockouts and Conduit Openings — 8.5.1
Markings — 49.2 and 49.7

Equipment Openings— 8.2.1

Mounting Openings— 8.4.1 and 8.4.2

Conduit Knockouts and Conduit Openings — 8.5.1
Covers and Doors — 16.4 and 16.5

Markings — 49.2 and 49.7
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Table 6.2 Continued

Type

Requirements — Paragraph or section number

Polymeric Enclosures/Parts — 7.1.3

Equipment Openings — 8.2.1

Mounting Openings — 8.4.1 and 8.4.3

Conduit Knockouts and Conduit Openings — 8.5.1
Markings — 49.2 and 49.7

6P

Polymeric Enclosures/Parts — 7.1.3

Equipment Openings — 8.2.1

Mounting Openings — 8.4.1 and 8.4.3

Conduit Knockouts and Conduit Openings — 8.5.1
Markings — 49.2 and 49.7

12

Equipment Openings — 8.2.1

Mounting Openings — 8.4.1 and 8.4.4

Conduit Knockouts and Conduit Openings — 8.5.2
Markings — 49.2 and 49.7

12K

Equipment Openings — 8.2.1

Mounting Openings — 8.4.1 and 8.4.4

Conduit Knockouts and Conduit Openings — 8.5.1
Markings — 49.2 and 49.7

13

Equipment Openings — 8.2.1

Mounting Openings — 8.4.1 and 8.4.5

Conduit Knockouts and Conduit Openings — 8.5.4
Markings— 49.2 and 49.7

7 Polymeric Enclosures/Parts

7.1 General

7.1.1 A polymeric electrical enclosure or a polymeric part (such as a plug or other closure) that is relied
upon to complete and maintain the integrity of an electrical enclosure shall comply with the Flammability
— 5 Inch (127 mm) Flame, Crushing Resistance, Resistance to Impact (both normal and cold), and Mold
Stress — Relief Distortion tests in the Standard for Polymeric Materials — Use In Electrical Equipment
Evaluations, UL 746C, and also with the additional requirements specified in this standard. Polymeric
parts may be tested separately or may be tested as part of the overall electrical enclosure.

Exception No. 1: A polymeric plug or other closure made of a material classed in accordance with the
Standard for Tests for Flammability of Plastic Materials for Parts in Devices and Appliances, UL 94, and
that serves to complete and maintain the integrity of an electrical enclosure is acceptable if the closure is:

a) Not more than 1 square inch (650 mmZ) in area and is:

1) Classed 5VA, 5VB, V-0, V-1, or V-2, or

2) Classed HB and complies with the Flammability — 5 Inch (127 mm) Flame test in the
Standard for Polymeric Materials — Use In Electrical Equipment Evaluations, UL 746C.

b) More than 1 square inch (650 mm2) in area and is:

Full document details: UL 50 2003
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1) Classed 5VA and complies with the Resistance to Impact (both normal and cold)
test in the Standard for Polymeric Materials — Use In Electrical Equipment Evaluations,
UL 746C; or

2) Classed 5VB, V-0, V-1, V-2 or HB and complies with the Flammability — 5 Inch (127
mm) Flame and the Resistance to Impact (both normal and cold) test in the Standard
for Polymeric Materials — Use In Electrical Equipment Evaluations, UL 746C.

Exception No. 2: Polymeric fastenings, hinges, or both that are relied upon to maintain the integrity of an
electrical enclosure need not comply directly to the testing detailed in 7.1.1 because the strength and
rigidity of these polymeric parts would be indirectly tested when the overall polymeric electrical enclosure
complies with the Crushing Resistance, Resistance to Impact (both normal and cold), and Mold Stress —
Relief Distortion tests detailed in 7.1.1.

7.1.1 revised November 19, 1999

7.1.2 In addition to the requirements in 7.1.1, polymeric materials used for Types 3, 3R, 3S, 4 and 4X
enclosures or polymeric materials used for fastenings or hinges for these enclosure types shall comply
with the Ultraviolet Light Exposure test in the Standard for Polymeric Materials— Use In Electrical
Equipment Evaluations, UL 746C.

7.1.3 In addition to the requirements in 7.1.1, polymeric materials used for Types 6 and 6P enclosures or
polymeric materials used for fastenings or hinges for these enclosure types shall comply with the
Ultraviolet Light Exposure and the Water Exposure and Immersion tests in the Standard for Polymeric
Materials — Use In Electrical Equipment Evaluations, UL 746C.

7.2 Bonding

7.2.1 An enclosure made of insulating material, either wholly or in part, shall have an acceptable bonding
means to provide continuity of grounding between all conduits entering the enclosure. The bonding means
shall comply with the Polymeric Enclosure Bonding Test, Section 42. The bonding means shall be either
completely assembled on the product or available as separate parts in the form of an accessory for field
installation. When provided as an accessory, the enclosure and the bonding means shall comply with
Section 50A, Markings and Instructions for Field Installed Accessories.

7.2.1 revised October 1, 1996

7.2.2 The continuity of a conduit system shall be provided by metal-to-metal contact not relying on a
polymeric material.

7.2.3 A separate bonding conductor, whether in a plastic or metal enclosure shall be copper, a copper
alloy, or other material acceptable for use as an electrical conductor. Ferrous metal parts in the grounding
path shall be protected against corrosion by enameling, galvanizing, plating, or other equivalent means.
Unless the bonding conductor is unlikely to be omitted after removal and replacement of the fastener, a
separate bonding conductor shall:

a) Be protected from mechanical damage or be located within the confines of the outer
enclosure or frame; and

b) Not be secured by a removable fastener used for any purpose other than bonding.
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7.2.4 *Deleted October 1, 1996*
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