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Underwriters Laboratories Inc. (UL)
333 Pfingsten Road
Northbrook, IL 60062-2096
UL Standard for Safety for Metallic Outlet Boxes, UL 514A
Tenth Edition, Dated February 16, 2004
Revisions: This Standard contains revisions through and including August 10, 2007
Summary of Topics
The revisions dated August 10, 2007 were issued to incorporate the following:
 Corrections to Requirements for Conduit Bodies,
e Area of Open Holes,
* Revisions to Floor Box Requirements for Clarification,
e 10-LB Increment Testing and Marking,
» Bending and Pull Tests Outlined in UL 50 and CSA C22.2 No. 94,
* Addition of a Definition for Non-Detachable Hubs,
* Box Brackets and Supports,
 Fixture Support Tests,

* Ceiling-Suspended Fan Support Marking, and

» Screws for Ceiling-Suspended Fan Support.

Text that has been changed in any manner is marked with a vertical line in the margin. </\§\@/>
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Future Effective Date References
November 19, 2009 9.5.1.3.1 and Figure 6.1

The new and revised requirements are substantially in accordance with UL’s Proposal(s) on this subject
dated August 25, 2006 and May 4, 2007.

The revisions dated August 10, 2007 include a reprinted title page (pagel) for this Standard.

As indicated on the title page (page 1), this UL Standard for Safety is an American National Standard.
Attention is directed to the note on the title page of this Standard outlining the procedures to be followed
to retain the approved text of this ANSI/UL Standard.

The UL Foreword is no longer located within the UL Standard. For information concerning the use and
application of the requirements contained in this Standard, the current version of the UL Foreword is
located on ULStandardsInfoNet at: http://ulstandardsinfonet.ul.com/ulforeword.html

The master for this Standard at UL’s Northbrook Office is the official document insofar as it relates to a
UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.

UL’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL's Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but pu
not limited to, the implied warranties of merchantability or fitness for any purpose. /,é\@

In no event will UL be liable for any special, incidental, consequential, indirect or similar damage r\i\
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of @
inability to use this Standard, even if UL or an authorized UL representative has been adV| @f the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the @\:\a paid for
this Standard, regardless of the form of the claim. G@( @®

UL will attempt to answer support requests concerning electronic versions of @g r@@owe r, this
support service is offered on a reasonable efforts basis only, and UL (\wt b]e to res@% every
support request. UL supports the electronic versions of its Sta fon ﬂlﬂﬁhéy are psed under the
conditions and operating systems for which it is intended. (ng; @{ipollmes%ay change from
time-to-time without notification. (@@ A i
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%
UL reserves the right to change the format, pres@iﬁ?&tlo ahg@types &n‘@%rmats delivery methods and
formats, and the like of both its printed andg{@%tromc &t dards \@% t prior notice.
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Purchasers of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’'s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard.

An employee of an organization purchasing a UL Standard can make a copy of the page or pages being
viewed for their own fair and/or practical internal use.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the preface. The prior
text for requirements that have been revised and that have a future effective date are located after the
Standard, and are preceded by a "SUPERSEDED REQUIREMENTS" notice.

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Recognition, Listing, and Follow-Up Services after

the effective date, and understanding of this should be signified in writing. /§\®
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Commitment for Amendments

This Standard is issued jointly by the Association of Standardization and Certification (ANCE), the
Canadian Standards Association (CSA), and Underwriters Laboratories Inc. (UL). Comments or
proposals for revisions on any part of the standard may be submitted to ANCE, CSA, or UL at any time.
Revisions to this standard will be made only after processing according to the standards development
procedures of ANCE, CSA, and UL. CSA and UL will issue revisions to this standard by means of a
new edition or revised or additional pages bearing their date of issue. ANCE will incorporate the same
revisions into a new edition of the standard bearing the same date of issue as the CSA and UL pages.

Copyright © 2004 ANCE

Rights reserved in favor of ANCE

ISBN 1-55397-529-4
© 2004
Canadian Standards Association

All rights reserved. No part of this publication may be reproduced in any form whatsoever without the
prior permission of CSA.

To purchase CSA Standards and related publications, visit CSA’s Online Store at www.ShopCSA.ca
or call toll-free 1-800-463-6727 or 416-747-4044.

Copyright © 2004, 2007 Underwriters Laboratories Inc.

Revisions of this Standard will be made by issuing revised or additional pages bearing their date of
issue. A UL Standard is current only if it incorporates the most recently adopted revisions, all of which
are itemized on the transmittal notice that accompanies the latest set of revised requirements.
Comments or proposals for revisions on any part of the Standard may be submitted to UL at any time.
Proposals should be submitted via a Proposal Request in UL's On-Line Collaborative Standards
Development System (CSDS) at http://csds.ul.com. /@\;
/\\> 4

The most recent designation of ANSI/UL 514A as an American National Standard (ANSI) occurred 0{\@\@
August 10, 2007. The ANSI approval for this standard does not include the Cover Page, Tran

Pages, Title Page, Preface, or Superseded Requirements Pages. V)\/\\ﬂ\

This ANSI/UL Standard for Safety, which consists of the Tenth edition includ%g%@\%smn§ @gugh
August 10, 2007, is under continuous maintenance, whereby each revision 13 oved upon

publication. @ [ogw

c \ Ve
To purchase UL Standards, visit COMM 2000 at http://www. co @mwelp/h%v @téborder aspx
or call toll-free 1-888-853-3503
@Cﬁ . R
NG S @C\)
@ ] e® qx\\u
N 99 1>
L® /D\\ T L@
9" A
oL e

Documents

Document Sharing Hub

Full document details: UL 514A 2007


http://avadocuments2026.com/doc/ul-514a-2007
http://avadocuments2026.com/doc/ul-514a-2007

AUGUST 10, 2007 NMX-J-023/1-ANCE ¢ CAN/CSA-C22.2 NO. 18.1-04 ¢ UL 514A 3

CONTENTS
I aCE . . 6
S Tt o1 11
2 Normative refereNCeS . ..o e e 11
3 DEfINIONS .. 14
4 General reqUIrEMENTS . ...ttt e e e e e e e 16
B MaArKING e 16A
5.1 GeNEral ... 16A
5.2 BOX CLAMPS vttt it e 17
5.3 GroUNAING SCIOW . vt ittt ettt e e e e e et e e e e e e e e 18
5.4 ClOSUIeS fOr CONCRETE BOXES . v vttt ettt ettt e et et et e e ettt et e 19
5.5 BOX VOIUME ..o e 19
5.6 Specific CONAItIoNS . . ... ..o 19
5.7 Ceiling-suspended fan SUPPOIT . .. ...t 20
5.8 Wet location DOXES ... .. i e 20
5.9 Damp location DOXES . ... . 20
5.10 Other application enVirONMENtS ... ... ... .ttt et 20
5.11 Fixture/luminaire support DOXES . ... ..ot e e 21
5.12 FLOOR BOXES '+ vt v tv vt e ettt ettt e e et e et e e et e e e 21
5.13 BAR HANGERS .+« vt vttt et ettt ettt e et e et ettt e e e e e e e 22
5.4 Maring DOXES ..ottt e 22
B INSITUCHIONS . .. i e e 22
6.1 Fixture/luminaire sUPPOrt DOXES ... ... o 22
6.2 FLOOR BOXES, FLOOR-MOUNTED ENCLOSURES, aNd POKE-THROUGH FLOOR FITTINGS .+« v v v v vee e 23
6.3 Ceiling-suspended fan support DOXES .. ... ... 23
6.4 Wet 10Cation DOXES . .. ... i 23
7 DIMensions and VOIUME . ... ... e e e e e 23
7.1 Sheet Steel ... 23
7.2 Sheet aluminum .. ... 24
7.3 Cast metal DOXES . ...t 24
7.4 Cast Metal COVEIS ... .ot e e e e e 24
7.5 BOX WIAHN ...ttt et 24 <&
7.6 Internal VOIUME . . .. ..o 4@ ‘
7.7 Cover mounting hole-Spacing .. ...... ..o 25 i\
7.8 Measurement of conpuit Bopy dimensions (Mexico and United States only) ........ @x
8 Provisions for grounding .. ........ii it @D\’\Z?
8.1 CONNECHON MEANS .. ..\ttt ettt e e e @‘Y\\ .27
8.2 Screws for gangable (sectional) boxes ................ ... ... . ..., - F.@m ..... @@ .29
9 COoNStruction reqUIreMENtS ... ...ttt @\\V ) WAL .29
9.1 Corrosion protection ................ ... . i @”\ﬂ ...... (@ SIS 29
9.2 KNOCKOULS . ..\ et ettt et %(,. o wﬁﬂ ....... \b&@ .29
9.3 PARTITIONS & vt ettt et e ettt et et e N S < \) N G N 30
-( \ ﬁé o
9.4 Openings for rigid conduit, electrical metallic tub@@mdﬁ@c& it hubs@ ............. 31
9.5 Box brackets and supports ............. @ ........ \., ..... .r.\ T EEEEEEERRRES 34
9.6 Boxes for UNFINISHED STRUCTURES (NEW Wog%(ﬁ. - \E). . @®/ .................... 35
9.7 Boxes for FINISHED STRUCTURES (OLD @% .. @\@ .'L e .@;\ .......................... 36
9.8 Device attachment means . @’ﬁ ..... \@“ e @\ﬁ ............................ 37
9.9 Mounting brackets .. ... ,@(\E ..... 2O~ .. AL R T T LT PR TEEERPPRRRRRRRPPY 38
9.10 Supports for use 6@??19'@ studs ... @%3).9: .................................... 38
9.11 Luminaire Studso). .. .o, ..o D 38
Documents

Document Sharing Hub

Full document details: UL 514A 2007


http://avadocuments2026.com/doc/ul-514a-2007
http://avadocuments2026.com/doc/ul-514a-2007

4 NMX-J-023/1-ANCE ¢ CAN/CSA-C22.2 NO. 18.1-04 ¢ UL 514A AUGUST 10, 2007

9.12 Ceiling-suspended fan SUPPOIT . .. ... it e 38
9.13 Securement of wiring Systems at OPeNINGS .. ..ot ittt et e 39
9.14 Closure of Openings iN PrYOULS . ...ttt et e 39
9.15 BAR HANGERS: ceiling installations ........... ... i 39
9.16 ASSEMDIY SCIEWS . . . oottt e e e e e 39
9.17 curawmps for cable, conduit, and tubing . ... 39
10 Resistance to ingress of solid objects ........ ... ... 39
10.1 Closure of OPENINGS . ..ottt e et e e e 39
10.2 Boxes for use in concrete slabs . ... .. 40
10.3 Area of Open holes ... ... 40
10.4 HOIES IN CONDUIT BODIES v vt vttt et ettt et et et e et e e e e ettt et e s 40
10.5 Pryout holes and SIOtS ... ... i e 41
10,6 COVIS .ottt ittt e 41
11 Resistance to ingress of water in marine use and other wet locations ..................... 41
11,1 GEneral .ot 41
11.2 Openings for CONAUIL .. ... oo e e 42
10,3 GaSKeS .o 42
11.4 BOXES fOr Marine USE . ...ttt e e e 42
11.5 Wet and damp 10CatioNS . ... ...t 42
12 ProduCt teStiNg .. ..ot 42
12.1 Volume measurement of bOXeS and RAISED COVERS ... vvvuneeinetiinaeineeenns 42
12.2 Strength of fastening of bOXeS ... ... i 43
12.3 Boxes with attached device-mounting straps ...t 44
12.4 Threaded holes for ground SCrEWS . .. ... ..ttt i 44
12.5 Ceiling-suspended fan SUPPOIt .. ... ..ot 44
12.6 Strength Of KNOCKOULS . . ... oo e e 45
12.7 Flat areas surrounding KNOCKOULS ... ... ... i 46
12.8 Nonmetallic plug or other nonmetallic closure ........... ... .. .. i, 46
12,9 PARTITIONS &t ittt ettt ettt e e e e e e et e e e e e e e e 48
12.10 cLawvps for cable, conduit, tubing, and flexible cord ......... ... ... ... ... ... .. ..., 48
12.11 Boxes and box supports for UNFINISHED STRUCTURES (NEW WORK) &+« «« v v v v v vvnennenn. 48
12.12 Supports for use with metal studs ........... ... i 49
12.13 Boxes intended to be installed in a FINISHED STRUCTURE (OLD WORK) &+« + vt v v vveveenennn. 49
12.14 Boxes intended to support a fixture/luminaire or other product .................... 50
12.15 Polymeric SUppPOrting MEANS . . . . .ottt ettt et e et 51 /\g\@ﬁ
12.16 FLOOR BOXES, FLOOR-MOUNTED ENCLOSURES, POKE-THROUGH FLOOR FITTINGS, and FLOOR BOX /\f\@\
COVERS + vt ettt e e e e e e e e e e e e e 52@\)@\\”\'
12.17 Fixture/luminaire studs: studs and attachment to a box orcover ................ o Q g
12.18 Concrete-tightness teSt . ... ...t I~ .@‘;\"\.’55
12.19 MAMNE USE ...\ttt e e e e et e e e e e @‘/\/\\ﬁ\ ....56
12.20 Resistance to ingress of water ....................... ... ... s @ @@ .58
12.21 Permanence of marking .......... ... i @\\V AL B9
12.22 Other application environments ........................ @”\ﬂ ....... (O A 60
13 COrrosion Protection ... ........c.ouerer e A A \Loﬁ\& ..60
14 Tests on alternate corrosion protection systems ......... (\@\g. . @@ ....... . 62
S i\é\ S o [PC
@ﬂ@x N Y
PV g > P
4?\@) < @)\d W\\@®
N e~ 3\}%7‘“
B @& 5 °
o ' @)'@
Documents

Document Sharing Hub

Full document details: UL 514A 2007


http://avadocuments2026.com/doc/ul-514a-2007
http://avadocuments2026.com/doc/ul-514a-2007

AUGUST 26, 2005 NMX-J-023/1-ANCE ¢ CSA C22.2 NO. 18.1-04 ¢ UL 514A

ANNEX A (normative) Component Standards (See Clause 4.1.)

ANNEX B (normative) Tests on Alternate Corrosion Protection Systems (See Clause 14.1.)

B.Ll GBNEIaAl .. it 85
B.2 Air-oven conditioning @XPOSUIE .. . ...ttt ettt e e et 85
B.3 Resistance to salt-spray (fog) test . .. ... 85
B.4 Resistance to moist carbon dioxide-sulfur dioxide-air test .............. ... ... ... ... ..., 86
B.5 Resistance to ultraviolet light and water test . ......... ... i 87
5
SN
S
N
C
0 c®° W
YIRS
3 O
)
A
N @1}> P @
AORIE P
3% eV )
g S~ 3&@
@® xA@ / O
@,,\3\ <\A 2®
© Dl
@ \\@
Documents

Full document details: UL 514A 2007

Document Sharing Hub


http://avadocuments2026.com/doc/ul-514a-2007
http://avadocuments2026.com/doc/ul-514a-2007

6 NMX-J-023/1-ANCE ¢ CSA C22.2 NO. 18.1-04 ¢ UL 514A AUGUST 10, 2007

Preface

This is the common ANCE, CSA, and UL standard for Metallic Outlet Boxes. It is the first edition of
NMX-J-023/1-ANCE, the first edition of CSA C22.2 No. 18.1, and the tenth edition of UL 514A. This
edition of CSA C22.2 No. 18.1 supersedes the requirements of CSA C22.2 No. 18, published in 1998, for
products covered in this standard, as indicated in the scope of this standard.

This common standard was prepared by the Association of Standardization and Certification (ANCE), the
Canadian Standards Association (CSA), and Underwriters Laboratories Inc. (UL). The efforts and support
of the Technical Harmonization Committee for Switch and Outlet Boxes, of the Council on the
Harmonization of Electrotechnical Standards of the Nations of the Americas (CANENA), are gratefully
acknowledged.

This Standard is considered suitable for use for conformity assessment within the stated scope of the
Standard.

This standard was reviewed by the CSA Subcommittee on C22.2 No. 18, under the jurisdiction of the CSA
Technical Committee on Wiring Products and the CSA Strategic Steering Committee on Requirements for
Electrical Safety, and has been formally approved by the CSA Technical Committee.

This standard will be submitted to the Standards Council of Canada (SCC) for approval as a National
Standard of Canada.

This standard has been approved by the American National Standards Institute (ANSI) as an American
National Standard.

Where reference is made to a specific number of samples to be tested, the specified number is to be
considered a minimum quantity.

Note: Although the intended primary application of this standard is stated in its scope, it is important to note that
it remains the responsibility of the users of the standard to judge its suitability for their particular purpose.

Level of Harmonization

. . . . : \&\>

This standard uses the IEC format but is not based on, nor is it to be considered equivalent to, an IEC \@\\

standard. This standard is published as an equivalent standard for ANCE, CSA, and UL. @‘
<<®\

An equivalent standard is a standard that is substantially the same in technical content, except as @OWS

Technical national differences are allowed for codes and governmental regulations as vg?\\ s those

recognized as being in accordance with NAFTA Article 905, for example, because of fun imatic,

geographical, technological, or infrastructural factors, scientific justification, or the \@of on that

the country considers appropriate. Presentation is word for word except for e %ggh

_ SO QN&
Reasons for differences from IEC C\@ @@Q %
A o b2
The Technical Harmonization Committee identified the follgw%@lEgﬁ&%dard@wlthm the scope of this
standard: IEC 60670 (1989-11), General reqUIrement%f Dencl “for a ories for household and
similar fixed electrical installations and Amendm@rﬁs No @7 lggb\@was further recognized that
significant revision of this IEC standard is in cess, yvﬂ@ artlcuggt\ y the IEC National Committees
in each of the three countries that are pg@{a hlS@‘@ﬁard
S ' @-@
oL «@3
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The THC determined that the safe use of electrical boxes is critically dependent on the design and
performance of the system with which they are intended to be installed. Significant investigation is
required to assess safety and system compatibility issues that may lead to harmonization of traditional
North American electrical boxes with those presently addressed in the known IEC standards. The THC
agreed such future investigation might be facilitated by completion of harmonization of the North American
standards for electrical boxes.

Interpretations

The interpretation by the standards development organization of an identical or equivalent standard is
based on the literal text to determine compliance with the standard in accordance with the procedural
rules of the standards development organization. If more than one interpretation of the literal text has been
identified, a revision is to be proposed as soon as possible to each of the standards development
organizations to more accurately reflect the intent.

ANCE Effective Date

The effective date for ANCE will be announced through theDiario Oficial de la Federation (Official
Gazette).

CSA Effective Date

The effective date for CSA International will be announced through CSA Informs or a CSA certification
notice.

UL Effective Date

As of February 16, 2004 all products Listed by UL must comply with the requirements in this standard
except for the Clause and Figure in the following list which are effective on the date indicated.

Clause 9.5.1.3.1 and Figure 6.1 are effective November 19, 2009.

A UL effective date is one established by Underwriters Laboratories Inc. and is not part of the ANSI
approved standard.
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Metallic Outlet Boxes

1 Scope

1.1 This standard applies to metallic ouTLET BOXES, fluSh-DEVICE BOXES, FLOOR BOXES, CONCRETE BOXES, EXTENSION
RINGS, COVErS, CONDUIT BODIES, BAR HANGERS, bar-hanger assemblies, and all accessories whose principal
function is for support of boxes. The products covered by this standard are intended for installation in
accordance with the National Electrical Code (NEC), NFPA 70, the Canadian Electrical Code (CEC), Part
I, and the Standard for Electrical Installations, NOM-001-SEDE.

In Canada, conpbuitT BoDIES are not evaluated as outLeT Boxes; they are fittings. Requirements in this
standard for conouit Bobies intended for use as ouTLET Boxes do not apply in Canada.

1.2 This standard also applies to marine application metallic outLeT Boxes, flush-pevice Boxes, special
purpose boxes, ExTENsION RINGS, and covers.

1.3 This standard also applies to marine products intended for installation in accordance with the
manufacturer’s instructions and the applicable requirements of the United States Coast Guard (USCG),
IEEE Recommended Practice for Electric Installation on Shipboard, IEEE Standard 45; the American Boat
and Yacht Council (ABYC); the Standard for Pleasure and Commercial Motor Craft, NFPA 302; and the
Canadian Electrical Code (CEC), Part I.

1.4 This standard does not apply to cabinets and cutout boxes, boxes, and covers intended for use with
raceway systems for surface wiring other than rigid or flexible conduit or electrical metallic tubing. This
standard does not apply to boxes having a volume of more than 1640 cm?® (100 in%), other than
multiple-gang boxes, flush-pevice soxes, and conouit Bobies intended for the larger trade sizes of conduit.

1.5 This standard does not apply to cover plates for flush-mounted wiring devices.

1.6 This standard does not apply to ouTLET BoXES OF OUTLET BOox covers for use in hazardous (classified)
locations as defined in the National Electrical Code (NEC), NFPA 70, the rules of the Canadian Electrical
Code (CEC), Part I, and the Standard for Electrical Installations, NOM-001-SEDE.

2 Normative references /g\(\fﬁ

2.1 Products covered by this standard shall comply with the reference installation codes and standard as i@b =
appropriate for the country where the product is to be used. When the product is intended for use in mq@u\
than one country, the product shall comply with the installation codes and standards for all co@tﬁes
where it is intended to be used. (9)\\\
<0

2.2 For undated reference to standards, such reference shall be considered to re§(\@ the Iaieg{x{edition
and all amendments to that edition up to the time when this standard was apgg@gg d reference
to standards, such reference shall be considered to refer to the dated(“e ncainél all arrtggg@ments
published up to the time the standard was approved. Kx\w g

@
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NMX-J-017-ANCE
Fittings for Outlet Boxes and Conduit

NMX-J-170-ANCE
Electrical Products — Copper Compression Type Connectors — Specifications and Test Methods

NMX-J-235-ANCE
Enclosures for Electrical Equipment, Part 1 and Part 2

NMX-J-508-ANCE
Wiring Devices — Safety Requirements — Specifications and Test Methods

CSA Standards

C22.1-02
Canadian Electrical Code, Part |

C22.2 No. 0.5-1982 (R2003)
Threaded Conduit Entries

C22.2 No. 0.15-01
Adhesive Labels

CAN/CSA-C22.2 No. 0.17-00
Evaluation of Properties of Polymeric Materials

C22.2 No. 18.3-04
Conduit, Tubing, and Cable Fittings

C22.2 No. 65-03
Wire Connectors

CAN/CSA-C22.2 No. 94-M91 (R2001)
Special Purpose Enclosures

UL Standards 4<§<Aﬂ\\
i
UL 50 @i\\“
Enclosures for Electrical Equipment o S
5
UL 486A-486B ®o /i<®
. fe) @ 2 \ /\
Wire Connectors @$ Wi
q ¥
DY «
UL 514B @@\,,@”@fé )
Conduit, Tubing, and Cable Fittings (88®’ ’ @\?@ Qﬁb
x@ @\ > Oo B
UL 746A o A A
Polymeric Materials — Short Term Property Eva/uat/%n(%@ oo/\ﬂ } @@
N a® = )
UL 7468 S O \%\/«%
Polymeric Materials — Long Term Propep@@/a/ua@@ Q
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UL 969
Marking and Labeling Systems

ASME! Standards

ANSI/ASME B1.1-1989 (R2001)
Unified Inch Screw Threads (UN and UNR Thread Form)

ASME B1.20.1-1983 (R2001)
Pipe Threads, General Purpose (INCH)

ASTM? Standards

B 117-97
Standard Practice for Operating Salt Spray (Fog) Apparatus

D 1654-92(2000)
Standard Test Method for Evaluation of Painted or Coated Specimens Subjected to Corrosive
Environments

F 1137-00
Standard Specification for Phosphate/Oil and Phosphate/Organic Corrosion Protective Coatings for
Fasteners

G 151-00
Standard Practice for Exposing Nonmetallic Materials in Accelerated Test Devices that Use Laboratory
Light Sources

G 153-00ael
Standard Practice for Operating Enclosed Carbon Arc Light Apparatus for Exposure of Nonmetallic
Materials

IEC3 Standards

IEC 60417-1 <®
Graphical symbols for use on equipment — Part 1: Overview and application (ff\@ ‘
?(\\i\)@z,
IEC 60695-11-10 S
Fire hazard testing — Part 11-10: Test flames — 50 W horizontal and vertical flame test methods @9
S
|IEEE* Standards @ <V
IEEE 45-1998 @”ﬂ «© N
IEEE Recommended Practice for Electric Installations on Shipboard /\@(6\ NG f\ﬂ \Log@
A T p®
5 [e]
ISO® Standards . ﬂ@% ii\ @
9 Q \* F\ T
ISO 4892-2:1994 @
Plastics — Methods of exposure to laboratory //gh@@c @rt 2 Xengjy%rc sources
x@ %5 @
n (\\» <A ¢ Q
o oo°

DS «@3
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Mexican Official Standards

NOM-001-SEDE
Standard for Electrical Installations

NFPAS Standards

NFPA 70-2002
National Electrical Code

NFPA 302-1998
Fire Protection Standard for Pleasure and Commercial Motor Craft

1American Society of Mechanical Engineers
2American Society for Testing and Materials
SInternational Electrotechnical Commission
4Institute of Electrical and Electronics Engineers
SInternational Organization for Standardization
SNational Fire Protection Association

3 Definitions

3.1 For the purpose of this standard, the following definitions apply. Terms used throughout this standard
which have been defined in this clause are in small roman capital type font.

3.2 BAR HANGER: A means to support an ouTLET BOX, CONDUIT BOX, OF DEVICE Box between two structural
members.

3.3 ciamp: A means intended to secure raceway, tubing, conduit, or cable to the box.
. ; ; R\
3.4 concreTe Box: A box intended for use in poured concrete. x\@
S

3.5 concreTE RING: A ring, which is not necessarily round, intended for use in poured concrete, that <§®

accommodates end-to-end extension and the application of covers on top and bottom. a S
(“\\

3.6 conpuiT Bopy: A means for providing access to the interior of a conduit or tubing tem thr ih one

or more removable covers at a junction of two or more conduit or tubing sections c{@%ﬁe@eﬁﬂ

point of a conduit or tubing. @@
o &
& o >

In Mexico and the United States, a conbuiT Bopy is investigated as arl?@rLE%E\a&\“ Qfé

»
In Canada, a conpuiT BoDY iS not investigated as an ouTLET @iﬁt is a g qu@aére?nents in this

standard for conouiT Bopies intended for use as outLET %%x% do F@ﬁ ply ID@
/\V\ 0 - (W
3.7 conpuiT Box: A box having threaded open{@@s or ka@&&uts for@%} UIt electrical metallic tubing, or
fittings. /\{\\K @@\
i\i %Q}O
3.8 pevice Box: A box with provﬁ@@ for mounting aw?mg device directly to the box.
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3.9 priprrooF: Designation for a type of marine product that is constructed or protected so that falling
drops of liquid or solid particles striking the enclosure do not interfere with the intended operation of the
equipment.

3.10 extensioN RING: A ring, which is not necessarily round, intended to extend the sides of an outLeT Box
or flush-pevice Box to increase the box depth, volume, or both.

3.11 rroor Box: A box mounted in the floor intended for use with a FLoor Box cover Or other components
to complete the enclosure.

3.11.1 rLoor Box cover: A component of a FLoor-MOUNTED ENcLOSURE assembly intended to complete the
enclosure.

3.11.2 rFLoor-MOUNTED ENCLOSURE: A box and cover assembly provided with a means for mounting in a
floor.

3.11.3 FLUSH FLOOR BOX COVER: A FLOOR BOx COVER that, when installed as intended, is essentially flush with
the floor’s finished surface.

Note: A rLusH FLOOR Box cover may have openings for access to flush-mounted receptacle outlets or openings or
knockouts for attachment of conduits or fittings. Openings may be provided for access to data and

communications outlets.

3.11.4 n~oN-DETACHABLE HUB: An integral, non-detachable protuberance from a box intended for the

attachment of a raceway essentially independent of the box. Conduit body hubs are not included.

3.12 outtet Box: A box that provides access to a wiring system having pryout openings, knockouts,
threaded entries, or hubs in either of the sides or the back, or both, for the entrance of conduit, conduit
or cable fittings, or cables. The box has provisions for the mounting of an ouTtLeT Box cover; however, it
does not have provisions for mounting a wiring device directly to the box.

3.13 ouTtLET Box cover: A means intended to close or cover an outLeT Box when the cover has been
mounted directly to an ouTLET Box OF t0O @an OUTLET BOX EXTENSION RING.

3.14 parTiTiON: A barrier used to separate sections of a box.

3.14.1 PEDESTAL FLOOR BOX COVER: A FLOOR BOx COVER that, when installed as intended, provides a means i\)@\"
for typically vertical or near-vertical mounting of receptacle outlets above the floor’s finished surface.. §®
o O
Note: The PrepESTAL FLOOR BOx cover may provide a means for attachment of conduits or fittings above @\ or’'s
finished surface. Openings may be provided in the cover for access to data and communlcanons(cg\l@ms /i<>
/\\/
QA

o

3.15 pLASTER RING cOVER: A means intended for mounting directly onto a box t V|de fol Q
attachment of wiring devices or fixtures/luminaires. The center portion liw ed to mmod it
specific wall or ceiling thickness and is intended for the mountlng of wmg@&hces orﬁ@u es/

luminaires flush with the surface. {\
3.15.1 POKE-THROUGH FLOOR FITTING: An assembly intend ppro pas |r|ng from one building
story to another through a penetration drilled throggﬁoa co Ste” roor Jg sed in conjunction with
FLUSH, PEDESTAL, OI' RECESSED ACCESS FLOOR BOX C@&& \

4{\’\@ /x@\
3.16 RraiseD cover: A cover intende@@@mountmg dlrectl)kéﬁ/@a box to provide for the attachment of
accessories and to increase the<nternal volume of th@)aWclosure
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3.17 raisep-FLOOR Box: A FLooRr Box intended for use in a raised floor, such as in an electronic computer/
data processing equipment room.

3.17.1 RECESSED ACCESS FLOOR BOX: A FLOOR Box With provisions for mounting wiring devices below the floor
surface.

3.17.2 RECESSED ACCESS FLOOR BOX COVER: A FLOOR BOx coveRr that, when installed as intended, is essentially
flush with the floor’s finished surface and provides access to and passage of cords to recessed wiring
devices mounted within a recessed floor box.

3.18 SsTRUCTURE, UNFINISHED (NEw WORK): Construction where structural framing members are accessible for
direct mounting and support of boxes.

3.19 sTRUCTURE, FINISHED (oLD WoRK): Construction where structural framing members are not accessible
for mounting and supporting boxes.

3.20 supporTING-NAIL HOLE: A hole provided in a box for the purpose of mounting the box to a structure
using nails or screws. The following are not considered nail holes:

a) A hole that is 3 mm (0.120 in) or smaller in diameter, and

b) A hole that is located so as to prevent insertion of a 3-mm (0.120-in) diameter drill rod
through both walls.

3.21 waterTicHT: Designation for a type of marine product that is constructed so that moisture does not
enter the enclosure.

4 General requirements

4.1 Except as indicated in Clause 4.2, a component of a product covered by this standard shall comply
with the requirement for that component. See Annex A for a list of standards covering components
generally used in the products covered by this standard. A component shall comply with the ANCE, CSA,
or UL standards as appropriate for the country where the product is to be used.

4.2 A component is not required to comply with a specific requirement that: </\§\@

a) Involves a feature or characteristic not required in the application of the component in the @\3@\"\'\

. S
product covered by this standard, or C«i\i\,
R
9 3>
b) Is superseded by a requirement in this standard. (o)‘/\/\\ﬁ\
0 D
4.3 A component shall be used in accordance with its rating established for the e€®c&nﬁ tions of
use. @
4.4 The values given in Sl (metric) units are mandatory. Any other va%& glv h -pou s elther
in parentheses following the Sl unit, or as an additional column4 c@ﬁ@a an |nf ive Annex are
for information only. S @ ,
NG g Oo/\t) Q}&
J@F © < X\\@
NN 3@ o
& S .
@@ @\\, ° @
< n/\@ ‘ N\ @@
O A
o Q\@3®
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4.5 Each part of the box shall be so designed and constructed that, when mounted and installed as for
normal use, the box ensures adequate electrical and mechanical protection to the parts enclosed and
minimizes danger to the user or surroundings.

5 Marking

5.1 General

5.1.1 In Canada and Mexico, units of measure for markings shall include SI (metric) units, unless
otherwise specified. Markings expressed in equivalent units shall be optional.

In the United States, units of measure for markings shall be in SI (metric), equivalent units, or both, unless
otherwise specified.

5.1.2 A box, and a cover intended to be shipped separately from a box, shall be marked with the
manufacturer’'s name, trademark, or other descriptive marking identifying the organization responsible for
the product. The catalog number or an equivalent designation shall be marked on the product or the
smallest unit shipping carton.
5.1.3 All required markings shall be permanent and legible. All markings on the product shall be visible
after the product is installed. The following types of markings or the equivalent meet the intent of this
requirement with respect to permanency:

a) Etched,

b) Molded,

c) Die stamped,

d) Paint stenciled, or

e) In Canada and the United States, indelibly stamped on a pressure sensitive label secured by

adhesive and complying with CSA C22.2 No. 0.15 or UL 969, and in Mexico, indelibly stamped
on a pressure sensitive label in accordance with Clause 12.21.

~
3
S
6(9\),\)’
% 2
@)\’\\ﬁ\
@ D
e¥ . ¥
@® p% ‘/\(}3 ‘\@r\&
@@@ ) ﬁ@\ﬁ\,\f R @%
@@x o P
99 g ® ot
< a® @@)\d @ \@®
& ® o
@@ ) ‘f\ - R @
‘7 M mL/ ?
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5.1.4 A box shall be marked on the inside surface of the box and the marking shall not be located on a
knockout unless it is duplicated on another part of the box.

5.1.5 In the United States, when a manufacturer produces or assembles boxes or covers at more than
one factory, each finished product shall have a distinctive marking to identify it as a product of a particular
factory.
In Canada and Mexico, this requirement does not apply.
5.2 Box cLamps
5.2.1 General
5.2.1.1 In Canada and the United States, a cLamp or other securement means furnished as part of an
ouTLeT Box shall be marked to indicate the type of application for which it is intended to be used. The
following abbreviations marked in lieu of the name of the cable, conduit, and tubing shall apply:

a) A for armored cable, TECK cable, or aluminum sheathed cable,

b) F for flexible metal conduit,

c) N for nonmetallic-sheathed cable,

d) T for flexible tubing,

e) MCI for metal-clad interlocking armored cable (steel and aluminum type),

f) MCS for metal-clad continuous smooth sheath cable,

g) MCC for metal-clad continuous corrugated sheath cable, and

h) ALL for all types of applications.

In Mexico, this requirement does not apply.

5.2.1.2 The marking shall be on the cLavp or other securement means or on the box near the securement 4@

means.
9 @\L\/
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5.2.2 Box cLawps for armored cable, metal-clad cable, and flexible metal conduit

5.2.2.1 In Mexico and the United States, an armored cable cLamp shall be marked with the minimum and
maximum cable size designation for which it is intended to be used. When the minimum cable size is 14/2,
the cLamp shall also be marked with the diameter of the cable for which the cLawvp is intended to be used.
The marking shall be located on the cLave or the smallest unit shipping carton in which the box is packed.

In Canada, this requirement does not apply.

5.2.2.2 In Mexico and the United States, a metal-clad cable cLavp shall be marked with the type of cable
and range of cable diameters for which the cLawvp is intended to be used. The marking shall be located on
the cLamp or the smallest unit shipping carton in which the box is packed.

In Canada, this requirement does not apply.

5.2.2.3 A flexible metal conduit cLavp shall be marked in accordance with the requirements for carton
markings for flexible metal conduit fittings, as specified in UL 514B, CSA C22.2 No. 18.3, or
NMX-J-017-ANCE. The marking shall be located on the cLavp or the smallest unit shipping carton in which
the box is packed.

5.2.3 Box cLawvps for nonmetallic-sheathed cable

5.2.3.1 A ciavp intended to secure more than one nonmetallic-sheathed cable per opening shall be
marked with the number of cables it is intended to secure. The marking shall be located on the cLavp or
the smallest unit shipping carton in which the box is packed.

5.2.3.2 A cLavp shall secure a 14 AWG (2.08 mm?) two-wire cable and bare ground wire up to the largest
cable which is able to be passed through the box pryout. Otherwise the range that the cLamp is able to
accommodate shall be marked on the cLamp or the smallest unit shipping carton in which the box is
packed.

5.3 Grounding screw

5.3.1 A metal box that is provided with a tapped hole for a grounding screw other than a No. 10-32 shall

be marked with the symbol for grounding (&) (IEC 60417-1, Symbol 5019a) adjacent to the hole. </\§\@
In Canada, this requirement does not apply (see Clause 8.1.1). ?r\@@‘"\
N}
SO
In Mexico, the marking "T" or "Tierra" complies with this requirement. & @"\)
H H n n n n H H H H t_’)
In the United States, the marking "GR" or "GRD" complies with this requirement. G@m @{@

3
/\@® G 5 B
@@*\*@r 3\@\\} o &;@
@{&' ®§ "
oY @ o®
/Qy\@@;\tf @@ ) -~ Gl)\\u@
&% @o” %
”*9'\\ <A 7 6&@ ’
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5.4 Closures for CONCRETE BOXES

5.4.1 When a box is provided with a sheet-metal plug or plate in accordance with Clause 9.4.4.5, the box
or the carton in which it is shipped shall be marked to indicate that the box is intended for installation only
in poured concrete.

5.5 Box volume

5.5.1 A box, an EXTENSION RING, Of & RAISED cover Shall be permanently and legibly marked with a volume
that does not exceed its actual volume. The marking shall be visible after installation. A box or exTension
riNG Of one of the trade sizes having the minimum volume as specified in the National Electrical Code
(NEC), NFPA 70, the Canadian Electrical Code (CEC), Part I, or the Standard for Electrical Installations,
NOM-001-SEDE, shall not be required to be marked. The volume of a box shall be indicated to the lower
full integer or rounded up one decimal point. The marked volume shall be rounded to the nearest cm® or
the nearest 1/4 cubic inch. Volumes of 1/4 cubic inch shall be marked as 0.3 cubic inch, and volumes of
3/4 cubic inch shall be marked as 0.8 cubic inch.

In Canada and Mexico, the volume markings shall be in cm3 or ml.
In the United States, the volume markings shall be in cm? or cubic inches.
5.6 Specific conditions

5.6.1 A box that only complies for specific conditions of installation, for use with specific conduit or cable
construction or sizes, or for use with a specific wiring system shall be marked with the conditions of
installation or intended use. The marking shall be on the smallest unit shipping carton. See Table 1 for
specific conditions of use and the associated markings. Where unusual assembly techniques are needed
for proper assembly of a box, a marking on the carton or instructions for proper assembly shall be
provided with the box when the box is shipped from the factory.

5.6.2 A conpbuiT Bopy that has been investigated for a specific combination of conductors shall be
permanently marked with the maximum number and maximum size of the conductors for which the conpuit
Bopy is intended. See Clauses 7.8.4 and 7.8.5.

5.6.3 With reference to Clause 9.5.1.6, a box support supplied separately, or a box with integral support, /g\@,/
whose performance is dependent upon the thickness of the material to which it is intended to be mounted x@ﬁ\\ ‘
or its mounting position, shall be marked to indicate the material type, thickness or thickness range, and i\
mounting position (vertical or horizontal) for which the support has been found acceptable. The mark

shall appear on the product or its smallest unit shipping container. ° @9”'

O :
Qﬂﬂi\\x @ § o @
Q NS {
oY &Y @@&/
J@F a® @)
& S ol >
¢ @ \ ] (¥ ®\\ < o
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O Q2
oF A\@&

Documents

Document Sharing Hub

Full document details: UL 514A 2007


http://avadocuments2026.com/doc/ul-514a-2007
http://avadocuments2026.com/doc/ul-514a-2007

20 NMX-J-023/1-ANCE ¢ CSA C22.2 NO. 18.1-04 ¢ UL 514A AUGUST 10, 2007

5.7 Ceiling-suspended fan support

5.7.1 An outLeT Box intended to support a ceiling-suspended fan weighing a maximum of 15.9 kg (35 Ib),
23 kg (50 Ib), or 32 kg (70 Ib) shall be marked "Acceptable for Fan Support of kg (__ Ib) or less.”
The blank spaces shall be filled in with maximum values. See Clause 9.12.

5.7.2 Deleted August 10, 2007 and Remaining Section Renumbered

5.7.2 In Mexico and the United States, an outLeT Box intended to support a ceiling-suspended fan that is
provided with screws, or a screw and nut assembly, other than No. 8-32 or No. 10-32, shall be marked on
the inside surface with the thread designation of the screws or nuts. See Clause 9.12.1(a).

In Canada, this requirement does not apply. See Clause 9.12.1(a).
5.8 Wet location boxes

5.8.1 A pEevicE BOX, an ouTLET Box, and ouTLET Box cover intended for use in wet locations shall comply with
Clauses 11.5 and 12.20.1 and shall be marked "Wet Locations.” An additional marking, "Damp
Locations”, shall be acceptable. When a part such as a box, box cover, or a wiring device is shipped
separately or when installation material such as sealing compound is specified, the part required to
complete the assembly or the specified sealing compound shall be clearly identified in the installation
instructions.

When a box and its cover are shipped assembled, the box shall not be required to be marked when the
marking is provided on the cover.

5.9 Damp location boxes

5.9.1 A pevice Box, an ouTLET BoX, and an ouTLET Box cover intended for use in a damp location shall comply
with Clauses 11.5 and 12.20.1 and shall be marked "Damp Locations.”

5.10 Other application environments

5.10.1 A box intended for installation in particular environmental conditions, such as conditions with Type
ratings complying with Clause 12.22, shall be marked to indicate the enclosure Type in accordance with
CAN/CSA-C22.2 No. 94, UL 50, or NMX-J-235-ANCE. A box that complies with the requirements for more
than one Type shall be allowed to have multiple designations.
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5.11 Fixture/luminaire support boxes

5.11.1 With reference to Clause 9.6.2.1, the smallest unit shipping carton of an outLeT Box or separately
supplied box support, such as a Bar HANGER, intended to support a fixture/luminaire weighing 23 kg (50 Ib)
in a ceiling shall be marked in accordance with Table 1.

5.11.2 In Mexico and the United States, with reference to Clauses 9.6.2.2 — 9.6.2.4 and 9.7.2.1 — 9.7.2.3,
a box or separately supplied box support, such as a Bar HANGER, Shall be marked for the intended end-use
application "wall" or "WL", "ceiling” or "CL", or both "wall ceiling” or "WC", and marked "For Support of
kg (or ___Ib) Fixture or Product (or specific product identification).” The blank shall be filled in with
a number, in 0.5 kg (1 Ib) increments, from 3.5 kg (7 Ib) to 6.8 kg (15 Ib).

In Canada, this requirement does not apply.

5.11.3 In Mexico and the United States, with reference to Clauses 9.6.2.5 - 9.6.2.7 and 9.7.2.4 — 9.7.2.6,
a box or separately supplied box support, such as a Bar HANGER, Shall be marked for the intended end-use
application "wall” or "WL", "ceiling” or "CL", or both "wall ceiling” or "WC", and marked "For Support of
kg (or ___Ib) Fixture or Product (or specific product identification).” The blank shall be filled in with
a number, in 0.5 kg (1 Ib) increments, from 7.5 kg (16 Ib) to 22.2 kg (49 Ib).

In Canada, this requirement does not apply.

5.11.4 In Mexico and the United States, with reference to Clauses 9.6.2.1, an outLeT Box, with or without
a bracket or Bar HANGER , Or separately supplied box support, such as a Bar HANGER, intended to support a
fixture/luminaire weighing more than 23 kg (50 Ib) shall be marked "For Fixture/Luminaire Support of
kg (or ___Ib) or less.” The blank shall be filled in with the weight intended to be supported in 4.5-kg (10-Ib)
increments, for example 31.8, 36.4, 40.9, 45.5, 50.0 kg (70, 80, 90, 100, 110 Ib). Marking the carton in
addition to marking the box complies with the requirement.

In Canada, this requirement does not apply.

5.12 FLOOR BOXES

5.12.1 With reference to Clause 12.16.1.3, a FLoor Box cover intended for use only in a floor covered with

carpet or wood shall be marked on the product or smallest unit shipping carton "Not for use with tile A@ﬂ
covered floors” or the equivalent. (‘\Ai\@\ '
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5.13 BAR HANGERS

5.13.1 A BAR HANGER ot intended to be used with a box for fixture/luminaire or ceiling-suspended fan
support, and having provision to support a box only from a ceiling grid, such as a drop ceiling, shall be
marked "Not for fixture or fan support” or the equivalent. See Clause 9.15.1.

5.13.2 The marking of a BAr HaNGER intended to be used with a box for fixture/luminaire support shall be
in accordance with Clause 5.11.

5.14 Marine boxes

5.14.1 In the United States, Clauses 5.14.2 — 5.14.4 apply.

In Canada and Mexico, Clauses 5.14.2 — 5.14.4 do not apply.

5.14.2 The shipping carton or label shall be marked "Acceptable For Marine Use" or the equivalent.

5.14.3 In addition to the applicable markings required in Clause 5.8.1, a product or the smallest unit
shipping carton shall be marked "waTerTicHT" Or "DRIPPROOF," @s applicable.

5.14.4 In addition to Clause 5.14.3, a product or the smallest unit shipping carton is able to be marked
with an enclosure Type number, for example, "Type ," indicating the environmental conditions for
which the product is rated in accordance with Clause 5.10.1.

6 Instructions

6.1 Fixture/luminaire support boxes

6.1.1 A fixture/luminaire support box that complies with Clauses 9.7.2.2 — 9.7.2.6 shall be provided with:

a) Installation instructions for mounting of the box, and

b) Installation instructions that specify the type and thickness of the finished surface in which
the box is intended to be mounted.
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6.2 FLOOR BOXES, FLOOR-MOUNTED ENCLOSURES, and POKE-THROUGH FLOOR FITTINGS

6.2.1 FLOOR BOXES, FLOOR-MOUNTED ENCLOSURES, and POKE-THROUGH FLOOR FITTINGS shall be provided with
installation instructions indicating the type of floor structure for which they are intended to be installed.

6.3 Ceiling-suspended fan support boxes
6.3.1 An ouTLeT Box intended to support a ceiling-suspended fan (see Clause 9.12) shall be provided with:
a) Installation instructions for mounting of the box, and

b) Installation instructions for securement of the fan mounting bracket to the box specifying that
only the screws provided with the outLet Box shall be used.

6.4 Wet location boxes

6.4.1 All parts required to comply with the applicable requirements in Clause 12.20 shall be provided with
installation and assembly instructions.

7 Dimensions and volume
7.1 Sheet steel

7.1.1 In Canada, boxes, parTITIONS and box covers made of sheet steel shall not be less than 1.3 mm
(0.05 in) thick. Where used in device and outLet Boxes with pryouts for nonmetallic-sheathed cable,
armored cable, or flexible conduit, a sheet steel box shall not be less than 1.1 mm (0.04 in) thick. The
spacer section of all sectional boxes (body of the box excluding sides) for nonmetallic-sheathed cable,
armored cable, or flexible conduit shall not be less than 1.3 mm (0.05 in) thick. For all other boxes, the
spacer section shall not be less than 1.5 mm (0.06 in) thick.

In Mexico and the United States, boxes, parTiTions, and box covers of sheet steel shall not be less than
1.59 mm (0.0625 in) thick, and the thickness at or within 6.4 mm (1/4 in) of any right-angle bend in a drawn
sheet-steel box shall not be less than 1.04 mm (0.041 in). The average thickness of the sides and ends
of a drawn box shall not be less than 1.47 mm (0.058 in) based on three measurements made both on
the side and on the end of the box. The measurements shall be taken at points not less than 9.5 mm (3/8
in) from a right-angle bend. The three measurements shall be made in a line perpendicular to the front of

and at a point equidistant between the two. A laminated sheet-steel cover shall have a total thicknesg\ &‘
less than 1.59 mm (0.0625 in). o O
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7.2 Sheet aluminum

7.2.1 A sheet aluminum box and cover shall have a minimum tensile strength of 117 MPa (17,000 psi)
and shall not be less than 2.31 mm (0.091 in) thick at all points. A sharply bent section having a radius
of curvature of 6.4 mm (1/4 in) or less shall not be less than 2.21 mm (0.087 in) thick.

In Mexico, determination of the minimum tensile strength shall be in accordance with NMX-W-047-SCFI.
7.3 Cast metal boxes

7.3.1 A cast metal box shall not be less than 3.2 mm (1/8 in) thick. A malleable iron box and a die-cast
or permanent-mold cast aluminum, brass, or bronze box shall not be less than 2.4 mm (3/32 in) thick. A
box having a minimum wall thickness of 2.4 mm (3/32 in) shall be usable for the clearance of a cover
screw in the area directly beneath the cover mounting lug when the area is not greater than 32.26 mm?2
(0.050 in?) and has no straight-line dimension more than 12.7 mm (1/2 in).

7.4 Cast metal covers

7.4.1 A cast metal cover shall not be less than 3.2 mm (1/8 in) thick. A malleable iron cover and a die-cast
or permanent-mold cast aluminum, brass, or bronze cover shall not be less than 2.4 mm (3/32 in) thick,
when the cover is lined with a firmly attached insulating material not less than 0.8 mm (1/32 in) thick.

7.5 Box width
7.5.1 Boxes for switches rated 347 V ac

7.5.1.1 The minimum inside width of a box intended to accommodate a switch rated at 347 V ac shall not
be less than 57 mm (2.24 in), except for multi-gang boxes, for which a minimum inside width of 44.4 mm
(1.75 in) shall be acceptable when a parTITION Of insulating material having a minimum thickness of 1.5 mm
(0.06 in) is installed securely between sections and at each end wall of the outside sections. Where the
distance between the center of the section and the end wall is at least 28.6 mm (1.13 in), the insulating
material at the end wall shall not be required. Multi-gang boxes that have a 57 mm (2.24 in) distance
between their sections also require a parTITION, Which shall be of metal.

7.5.1.2 The requirement in Clause 7.5.2 does not apply to boxes for switches rated at 347 V ac. /\\g\®
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