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PREFACE

This harmonized standard is based on IEC Publication 60079-1 8: Edition 4 issued December, 201 4,

Explosive Atmospheres - Part 1 8: Equipment Protection by Encapsulation "m" as revised by Amendment

Edition 4.1 issued August, 201 7. IEC publication 60079-1 8 is copyrighted by the IEC.

This standard is considered suitable for use for conformity assessment within the stated scope of the

standard.

This standard has been approved by the American National Standards Institute (ANSI) as an American

National Standard.

Application of Standard

Where reference is made to a specific number of samples to be tested, the specified number is to be

considered a minimum quantity.

Note: Although the intended primary application of this standard is stated in its scope, it is important to note that it remains the

responsibil ity of the users of the standard to judge its suitabil ity for their particular purpose.

Level of Harmonization

This standard adopts the IEC text with national differences.

All national differences from the IEC text are included in the ULSE version of the standard. While the

technical content is the same in ULSE’s version, the format and presentation may differ.

IEC Copyright

For UL, the text, figures and tables of IEC publication 60079-1 8, Explosive Atmospheres - Part 1 8:

Equipment Protection by Encapsulation "m", copyright 201 4 are used in this standard with the consent of

the IEC and the American National Standards Institute (ANSI). The IEC copyrighted material has been

reproduced with permission from ANSI. ANSI should be contacted regarding the reproduction of any

portion of the IEC material. The IEC Foreword and Introduction are not a part of the requirements of this

standard but are included for information purposes only. Copies of IEC Publication 60079-1 8 may be

purchased from ANSI, 25 West 43rd Street, 4th Floor, New York, New York, 1 0036, (21 2) 642-4900.

The following people served as members of STP 60079 and participated in the review of this standard:

NAME COMPANY

*B. Zimmermann, Chair R Stahl Inc.

*T. Adam FM Approvals LLC

R. Allen Honeywell Inc.

*J. Anderson Thermon Mfg Co.

D. Ankele UL LLC

S. Bihler-Lopez CML Inc.

S. Blais Emerson/Appleton Group

K. Boegli KBB Consulting

R. Brownlee Pepperl + Fuchs Inc.

D. Burns Shell P&T — Innovation / R&D

R. Chalmers Industrial Scientific Corp.
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NAME COMPANY

*C. Coache National Fire Protection Association

*M. Cole Hubbell Canada LP

D. Cook Shelby County Department of Development Services

M. Coppler Det Norske Veritas Certification Inc.

*R. Deadman UL LLC

M. Dona Consultant

T. Dubaniewicz NIOSH

*G. Edwards Det-Tronics

M. Egloff Montana Tech, University of Montana

M. Ehrmann R Stahl Inc

D. El Tawy Siemens Energy

*A. Engler Det Norske Veritas DNV

Z. Fosse DEKRA Certification Inc

G. Gurinder Gurinder Garcha Consulting

D. Grady Talema Group

R. Holub DuPont

E. Hong Solar Turbines Inc.

P. House Thermon Mfg. Co.

D. Jang National Research Council Canada

*B. Johnson Thermon Mfg. Co.

R. Johnson Source IEC

*P. Kelly UL LLC

S. Kiddle ABB Inc

A. Kreider Phoenix Contact Development & Manufacturing Inc.

*J. Kuntscher Thermon Mfg Co.

S. Lambaz Littelfuse Inc.

W. Lawrence FM Approvals LLC

E. Leubner Eaton’s Crouse-Hinds Business

W. Lowers WCL Corp.

*N. Ludlam FM Approvals Ltd.

R. Martin USCG

E. Massey ABB Motors and Mechanical Inc.

W. McBride Northern Electric Co.

T. Michalski Kil lark Electric Mfg. Co.

J. Mil ler Detector Electronics Corp.

*O. Murphy Honeywell Inc.

D. Nedorostek Bureau of Safety & Environmental Enforcement (BSEE)

A. Page Bud Page Consultant Inc.

R. Parks National Instruments

L. Ricks ExVeritas North America LLC

P. Rigl ing Eaton Elecric Ltd - MTL

*K. Robinson Occupational Safety and Health Adm.

J. Ruggieri General Machine Corp.

*J. Scheller ABB Motor and Mechanical Inc.

P. Schimmoeller CSA Group

T. Schnaare Rosemount Inc.
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NAME COMPANY

R. Seitz ARTECH Engineering

S. Sharma Lindsay Corp.

G. Sitnik MET Laboratories Inc.

G. Steinman Thomas & Betts

*R. Teather Det Norske Veritas Certification Inc.

L. Vlagea General Monitors

D. Wechsler American Chemistry Council

R. Wigg E-x Solutions International Pty Ltd.

*K. Wolf Intertek

T. Woods Baker Hughes, A GE Co.

R. Zalosh Firexplo

* Non-voting member
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National Differences

National Differences from the text of International Electrotechnical Commission (IEC) Publication 60079-
1 8, Explosive Atmospheres – Part 1 8: Equipment Protection by Encapsulation “m”, copyright 201 4, are
indicated by notations (differences) and are presented in bold text using legislative text (strike-out and
underl ine).

There are five types of National Differences as noted below. The difference type is noted on the first l ine of
the National Difference in the standard. The standard may not include all types of these National
Differences.

The UL printed standard includes the national difference types within the body of the text.

D1 – These are National Differences which are based on basic safety principles and requirements,
el imination of which would compromise safety for consumers and users of products.

D2 – These are National Differences from IEC requirements based on existing safety practices. These
requirements reflect national safety practices, where empirical substantiation (for the IEC or national
requirement) is not available or the text has not been included in the IEC standard.

DC – These are National Differences based on the component standards and wil l not be deleted unti l a
particular component standard is harmonized with the IEC component standard.

DE – These are National Differences based on editorial comments or corrections.

DR – These are National Differences based on the national regulatory requirements.

Each national difference contains a description of what the national difference entails. Typically one of the
following words is used to explain how the text of the national difference is to be applied to the base IEC
text:

Addition / Add - An addition entails adding a complete new numbered clause, subclause, table,
figure, or annex. Addition is not meant to include adding select words to the base IEC text.

Deletion /Delete - A deletion entails complete deletion of an entire numbered clause, subclause,
table, figure, or annex without any replacement text.

Modification / Modify - A modification is an altering of the existing base IEC text such as the
addition, replacement or deletion of certain words or the replacement of an entire clause,
subclause, table, figure, or annex of the base IEC text.
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FOREWORD

INTERNATIONAL ELECTROTECHNICAL COMMISSION

EXPLOSIVE ATMOSPHERES – Part 1 8: Equipment protection by encapsulation “m”

1 ) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising all national

electrotechnical committees (IEC National Committees). The object of IEC is to promote international co-operation on all questions

concerning standardization in the electrical and electronic fields. To this end and in addition to other activities, IEC publishes

International Standards, Technical Specifications, Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter

referred to as “IEC Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested in

the subject dealt with may participate in this preparatory work. International, governmental and non-governmental organizations

l iaising with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for

Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international consensus of

opinion on the relevant subjects since each technical committee has representation from all interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National Committees in that

sense. While all reasonable efforts are made to ensure that the technical content of IEC Publications is accurate, IEC cannot be held

responsible for the way in which they are used or for any misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications transparently to the

maximum extent possible in their national and regional publications. Any divergence between any IEC Publication and the

corresponding national or regional publ ication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation to conformity. Independent certification bodies provide conformity assessment services

and, in some areas, access to IEC marks of conformity. IEC is not responsible for any services carried out by independent

certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liabil ity shall attach to IEC or its directors, employees, servants or agents including individual experts and members of its

technical committees and IEC National Committees for any personal injury, property damage or other damage of any nature

whatsoever, whether direct or indirect, or for costs (including legal fees) and expenses arising out of the publication, use of, or

reliance upon, this IEC Publication or any other IEC Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is indispensable for the

correct application of this publication.

9) Attention is drawn to the possibil ity that some of the elements of this IEC Publication may be the subject of patent rights. IEC shall

not be held responsible for identifying any or all such patent rights.

Standard IEC 60079-1 8 has been prepared by IEC technical committee 31 : Equipment for explosive

atmospheres.

This fourth edition cancels and replaces the third edition of IEC 60079-1 8 (2009), and constitutes a

technical revision.

This International Standard is to be sued in conjunction with IEC 60079-0, Explosive atmospheres – Part

0: Equipment – General requirements.

This edition includes the following significant technical changes with respect to the previous edition:
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Type

Explanation of the significance of the changes Clause Minor and

editorial

changes

Extension Major

technical

changes

Definitions deleted and moved to IEC 60079-0 3 X

Heading modified /added to clarify which requirements are additional

requirements for “ma” level of protection only

4 X

Thermal conductivity added 5.2 X

Note added that it is not a requirement of this standard that conformity to

the manufacturer’s specification of the compound needs to be verified

5.3.2 X

Clarification added 6.2.2 X

Clarification added 7.1 X

For the determination of the faults options added and clarification given 7.2 X

Additional information included in Figure 1 7.4.1 X

“Varnish and similar coatings are not considered to be solid insulation.”

was added in this section and deleted in the definition on 3.8

7.4.2 X

For rigid, multi-layer printed wiring boards with through connections

additional standards added

7.4.3.1 X

Protection against inadmissible temperatures and damage to the cells 7.8.3 C1

Electrical protective devices clarified and additional possibil ities added 7.9.2 X

Thermal protective devices clarified and additional possibil ities added 7.9.3 X

2/3 voltage limitation deleted 7.9.3 X

Determination of the maximum temperature for “Da” fixed 8.2.2 C2

Stabil ization of the temperature 8.2.2 C3

Thermal endurance to heat 8.2.3.1 X

Temperature fixed as referenced service temperatures and tests given as

alternatives

8.2.3.1 .1 X

For the dielectric strength test procedure alternative possibi l ities added 8.2.4.1 X

Alternative test methods for the required pressure test for Group I and

Group I I electrical equipment added

8.2.6 X

Sealing test for build-in protective devices 8.2.8 X

For the dielectric strength test procedure alternative possibi l ities added 9.2 X

Marking 1 0 X X

Explanation of the Types of Significant

Changes:

A) Definitions

1 . Minor and editorial changes: • Clarification

• Decrease of technical requirements

• Minor technical change

• Editorial corrections

These are changes which modify requirements in an editorial or a minor technical way. They include

changes of the wording to clarify technical requirements without any technical change, or a reduction in

level of existing requirement.

2. Extension: • Addition of technical options

These are changes which add new or modify existing technical requirements, in a way that new options

are given, but without increasing requirements for equipment that was ful ly compliant with the previous
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