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Summary of Topics

The following is the Sixth Edition of ANSI/UL 60335-2-34, the common CSA Group and UL
(binational) standard that is an adoption of IEC 60335-2-34, Safety Standard for of Household
and Similar Electrical Appliances – Safety – Part 2-34: Particular Requirements for Motor-
Compressors (IEC 60335-2-34, Edition 5.2:2016.)

The new requirements are substantially in accordance with Proposal(s) on this subject dated March 24,
2017 and July 7, 2017.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard ″as is″ without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’s computer system.
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Commitment for Amendments

This standard is issued jointly by the Canadian Standards Association (operating as “CSA Group”) and
Underwriters Laboratories Inc. (UL). Comments or proposals for revisions on any part of the standard
may be submitted to CSA Group or UL at anytime. Revisions to this standard will be made only after
processing according to the standards development procedures of CSA Group and UL. CSA Group and
UL will issue revisions to this standard by means of a new edition or revised or additional pages bearing
their date of issue.

ISBN 978-1-4883-0830-7 © 2017 CSA Group

All rights reserved. No part of this publication may be reproduced in any form whatsoever without the
prior permission of the publisher.

This Standard is subject to review within five years from the date of publication, and suggestions for its
improvement will be referred to the appropriate committee. To submit a proposal for change, please
send the following information to inquires@csagroup.org and include ″Proposal for change″ in the
subject line: Standard designation (number); relevant clause, table, and/or figure number; wording of
the proposed change; and rationale for the change.

To purchase CSA Group Standards and related publications, visit CSA Group’s Online Store at
shop.csa.ca or call toll-free 1-800-463-6727 or 416-747-4044.

Copyright © 2017 Underwriters Laboratories Inc.

UL’s Standards for Safety are copyrighted by UL. Neither a printed nor electronic copy of a Standard
should be altered in any way. All of UL’s Standards and all copyrights, ownerships, and rights regarding
those Standards shall remain the sole and exclusive property of UL.

This ANSI/UL Standard for Safety consists of the Sixth Edition. The most recent designation of
ANSI/UL 60335-2-34 as an American National Standard (ANSI) occurred on November 3, 2017. ANSI
approval for a standard does not include the Cover Page, Transmittal Pages, Title Page (front and
back), or the Preface. The National Difference Page and IEC Foreword are also excluded from the
ANSI approval of IEC-based standards.

Comments or proposals for revisions on any part of the Standard may be submitted to UL at any time.
Proposals should be submitted via a Proposal Request in UL’s On-Line Collaborative Standards
Development System (CSDS) at https://csds.ul.com.

To purchase UL Standards, visit UL’s Standards Sales Site at http://www.shopulstandards.com/
HowToOrder.aspx or call toll-free 1-888-853-3503.
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PREFACE

This is the harmonized CSA Group and UL standard for particular requirements for motor-compressors.
It is the second edition of CAN/CSA-C22.2 No. 60335-2-34, and the sixth edition of UL 60335-2-34. This
edition of CAN/CSA-C22.2 No. 60335-2-34 supersedes the previous edition published on March 22, 2013.
This edition of UL 60335-2-34 supersedes the previous edition published on March 22, 2013.

This harmonized standard is based on IEC Publication 60335-2-34: Edition 5.2, Household and Similar
Electrical Appliances – Safety – Part 2-34: Particular Requirements for Motor-Compressors, issued
November 2016. IEC 60335-2-34 is copyrighted by the IEC.

This harmonized Standard was prepared by CSA Group and Underwriters Laboratories Inc. (UL). The
efforts and support of the motor-compressor manufacturing industry are gratefully acknowledged.

This standard is considered suitable for use for conformity assessment within the stated scope of the
standard.

This Standard was reviewed by the CSA Subcommittee on Household Appliances for Refrigeration, under
the jurisdiction of the CSA Technical Committee on Consumer and Commercial Products and the CSA
Strategic Steering Committee on Requirements for Electrical Safety, and has been formally approved by
the CSA Technical Committee. This Standard was also reviewed and approved by UL’s Standards
Technical Panel for Heating and Cooling Equipment – Particular Requirements for Motor-Compressors,
STP 60335-2-34.

This Standard has been approved as a National Standard of Canada by the Standards Council of Canada
(SCC) and approved by the American National Standards Institute (ANSI) for publication as an American
National Standard.

Application of Standard

Where reference is made to a specific number of samples to be tested, the specified number is to be
considered a minimum quantity.

Note: Although the intended primary application of this standard is stated in its scope, it is important to note that

it remains the responsibility of the users of the standard to judge its suitability for their particular purpose.

CAN/CSA-C22.2 No. 60335-2-34 is to be used in conjunction with the second edition of CAN/CSA-C22.2
No. 60335-1:16. The requirements for motor-compressors are contained in this Part 2 Standard and
CAN/CSA-C22.2 No. 60335-1:16. Requirements of this Part 2 Standard, where stated, amend the
requirements of CAN/CSA-C22.2 No. 60335-1:16. Where a particular subclause of CAN/CSA-C22.2 No.
60335-1:16 is not mentioned in CAN/CSA-C22.2 No. 60335-2-34, the CAN/CSA-C22.2 No. 60335-1:16
subclause applies.

UL 60335-2-34 is to be used in conjunction with the sixth edition of UL 60335-1. The requirements for
motor-compressors are contained in this Part 2 Standard and UL 60335-1. Requirements of this Part 2
Standard, where stated, amend the requirements of UL 60335-1. Where a particular subclause of UL
60335-1 is not mentioned in UL 60335-2-34, the UL 60335-1 subclause applies.
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Level of Harmonization

This standard adopts the IEC text with national differences. This standard is published as an equivalent
standard for CSA and UL.

An equivalent standard is a standard that is substantially the same in technical content, except as follows:

a) Technical national differences are allowed for national differences resulting from conflicts in
codes and governmental regulations as well as those recognized as being in accordance with
NAFTA Article 905, for example, because of fundamental climatic, geographical, technological,
or infrastructural factors, scientific justification, or the level of protection that the country
considers appropriate.

b) Presentation is word for word except for editorial changes that do not alter the technical
content of the standard. Examples of editorial changes include:

1) different font sizes, figure sizes, and table sizes;

2) minor variations in format, such as indentation and pagination;

3) font appearance (including the use of italic or bold text or uppercase or lowercase
letters);

4) the use of a symbol (e.g., A or %) rather than the word (Ampere or percent), or the
word rather than the symbol;

5) inclusion of inch-pound units for informational purposes;

6) corrections of misprints or typographical errors;

7) bilingual column headings or figure captions on a common table or figure in a
bilingual edition;

8) change from first-angle to third-angle drawing;

9) addition of a statement: “This is a first-angle drawing”; and

10) substitution of a point (.) for a comma (,) as the decimal marker.

All national differences from the IEC text are included in the CSA Group and UL versions of the standard.
While the technical content is the same in each organization’s version, the format and presentation may
differ.

Reasons for Differences From IEC

Differences from the IEC are being added in order to address safety and regulatory situations present in
the US and Canada.
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Interpretations

The interpretation by the standards development organization of an identical or equivalent standard is
based on the literal text to determine compliance with the standard in accordance with the procedural
rules of the standards development organization. If more than one interpretation of the literal text has been
identified, a revision is to be proposed as soon as possible to each of the standards development
organizations to more accurately reflect the intent.

IEC Copyright

For CSA Group, the text, figures, and tables of International Electrotechnical Commission Publication
60335-2-34, Household and Similar Electrical Appliances – Safety – Part 2-34: Particular Requirements
for Motor-Compressors, copyright 2016, are used in this standard with the consent of the International
Electrotechnical Commission. The IEC Foreword and Introduction are not a part of the requirements of
this standard but are included for information purposes only.

These materials are subject to copyright claims of IEC and UL. No part of this publication may be
reproduced in any form, including an electronic retrieval system, without the prior written permission of UL.
All requests pertaining to this Standard should be submitted to UL.

NOVEMBER 3, 2017CAN/CSA-C22.2 NO. 60335-2-34:17 ♦ UL 60335-2-348

Copyright UL 
Provided by IHS Markit under license with UL Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: UL 60335-2-34 2017

http://avadocuments2026.com/doc/ul-60335-2-34-2017
http://avadocuments2026.com/doc/ul-60335-2-34-2017


UL COPYRIGHTED MATERIAL –
NOT AUTHORIZED FOR FURTHER REPRODUCTION OR

DISTRIBUTION WITHOUT PERMISSION FROM UL

NATIONAL DIFFERENCES

GENERAL

In the CSA Group and UL publications of this standard, National Differences from the text of International
Electrotechnical Commission (IEC) Publication 60335-2-34, Household and similar electrical appliances –
Safety – Part 2-34: Particular requirements for motor-compressors, copyright 2016, are indicated by
notations (differences) and are presented in bold text. The national difference type is included in the body.

There are five types of National Differences as noted below. The difference type is noted on the first line
of the National Difference in the standard. The standard may not include all types of these National
Differences.

DR – These are National Differences based on the national regulatory requirements.

D1 – These are National Differences which are based on basic safety principles and requirements,
elimination of which would compromise safety for consumers and users of products.

D2 – These are National Differences from IEC requirements based on existing safety practices. These
requirements reflect national safety practices, where empirical substantiation (for the IEC or national
requirement) is not available or the text has not been included in the IEC standard.

DC – These are National Differences based on the component standards and will not be deleted until
a particular component standard is harmonized with the IEC component standard.

DE – These are National Differences based on editorial comments or corrections.

Each national difference contains a description of what the national difference entails. Typically one of the
following words is used to explain how the text of the national difference is to be applied to the base IEC
text:

Addition / Add - An addition entails adding a complete new numbered clause, subclause,
table, figure, or annex. Addition is not meant to include adding select words to the base IEC
text.

Modification / Modify - A modification is an altering of the existing base IEC text such as the
addition, replacement or deletion of certain words or the replacement of an entire clause,
subclause, table, figure, or annex of the base IEC text.

Deletion / Delete - A deletion entails complete deletion of an entire numbered clause,
subclause, table, figure, or annex without any replacement text.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES – SAFETY – Part 2-34: Particular
requirements for motor-compressors

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising all national

electrotechnical committees (IEC National Committees). The object of IEC is to promote international co-operation on all questions

concerning standardization in the electrical and electronic fields. To this end and in addition to other activities, IEC publishes

International Standards, Technical Specifications, Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter

referred to as “IEC Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested

in the subject dealt with may participate in this preparatory work. International, governmental and non-governmental organizations

liaising with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for

Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international consensus of

opinion on the relevant subjects since each technical committee has representation from all interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National Committees in that

sense. While all reasonable efforts are made to ensure that the technical content of IEC Publications is accurate, IEC cannot be

held responsible for the way in which they are used or for any misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications transparently to the

maximum extent possible in their national and regional publications. Any divergence between any IEC Publication and the

corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity assessment services

and, in some areas, access to IEC marks of conformity. IEC is not responsible for any services carried out by independent

certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and members of its

technical committees and IEC National Committees for any personal injury, property damage or other damage of any nature

whatsoever, whether direct or indirect, or for costs (including legal fees) and expenses arising out of the publication, use of, or

reliance upon, this IEC Publication or any other IEC Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is indispensable for the

correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent rights. IEC

shall not be held responsible for identifying any or all such patent rights.

This Consolidated version of IEC 60335-2-34 bears the edition number 5.2. It consists of the fifth edition
(2012-05) [documents 61C/508/FDIS and 61C/517/RVD], its amendment 1 (2015-05) [documents
61C/597/FDIS and 61C/603/RVD] and its corrigendum (2015-06), and its amendment 2 (2016-11)
[documents 61C/686/FDIS and 61C/691/RVD]. The technical content is identical to the base edition and
its amendment.
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This part of International Standard IEC 60335 has been prepared by subcommittee 61C: Safety of
refrigeration appliances for household and commercial use, of IEC technical committee 61: Safety of
household and similar electrical appliances.

The principal changes in this edition as compared with the fourth edition of IEC 60335-2-34 are as follows
(minor changes are not listed):

– some notes have been deleted or converted to normative text (1, 6.103, 19.14, 22.7, Figure 101);

– manufacturer must declare the type of motor protection used (5.102, 6.104);

– tests to fault-test MOTOR-COMPRESSORS incorporating ELECTRONIC CIRCUITS introduced (19.11.2, AA.5);

– application of the EMP tests clarified (19.11.4);

– testing of contactors and relays associated with MOTOR-COMPRESSORS introduced (19.14);

– tables 101 and 102 updated and corrected;

– running overload test conditions extended (AA.1, AA.2, AA.3, AA.4, AA.5).

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

This part 2 is to be used in conjunction with the latest edition of IEC 60335-1 and its amendments. It was
established on the basis of the fifth edition (2010) of that standard.

NOTE 1 When “Part 1” is mentioned in this standard, it refers to IEC 60335-1.

This part 2 supplements or modifies the corresponding clauses in IEC 60335-1, so as to convert that
publication into the IEC standard: Safety requirements for electrical motor-compressors.

When a particular subclause of Part 1 is not mentioned in this part 2, that subclause applies as far as is
reasonable. When this standard states ″addition″, ″modification″ or ″replacement″, the relevant text in Part
1 is to be adapted accordingly.

NOTE 2 The following numbering system is used:

– subclauses, tables and figures that are numbered starting from 101 are additional to those in Part 1;

– unless notes are in a new subclause or involve notes in Part 1, they are numbered starting from 101, including those in a replaced

clause or subclause;

– additional annexes are lettered AA, BB, etc.

NOTE 3 The following print types are used:

– requirements: in roman type;

– test specifications: in italic type;

– notes: in smaller roman type.
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Words in bold in the text are defined in Clause 3. When a definition concerns an adjective, the adjective and the associated noun

are also in bold.

A list of all parts of the IEC 60335 series, under the general title Household and similar electrical
appliances – Safety, can be found on the IEC website.

The committee has decided that the contents of the base publication and its amendment will remain
unchanged until the stability date indicated on the IEC web site under ″http://webstore.iec.ch″ in the data
related to the specific publication. At this date, the publication will be

• reconfirmed,

• withdrawn,

• replaced by a revised edition, or

• amended.

NOTE 4 The attention of National Committees is drawn to the fact that equipment manufacturers and testing organizations may need

a transitional period following publication of a new, amended or revised IEC publication in which to make products in accordance

with the new requirements and to equip themselves for conducting new or revised tests.

It is the recommendation of the committee that the content of this publication be adopted for implementation nationally not earlier

than 12 months or later than 36 months from the date of publication.

The following differences exist in the countries indicated below.

– 7.1: The locked-rotor current marking is required for some motor-compressors (USA).

– 22.7: Different test pressures are used (Japan, USA).

IMPORTANT – The ’colour inside’ logo on the cover page of this publication indicates that it contains colours which
are considered to be useful for the correct understanding of its contents. Users should therefore print this document
using a colour printer.

101DV D2 Modification by replacing the 5th paragraph after Item (9) of the IEC Foreword
and Note 1 with the following:

This Part 2-34 is intended to be used in conjunction with the CSA/UL harmonized standard
of the second edition of CAN/CSA-C22.2 No. 60335-1:16 and the sixth edition of UL 60335-1
dated October 31, 2016. This harmonized standard is an adoption of IEC 60335-1, Safety
Standard for Household and Similar Electrical Appliances, Part 1: General Requirements,
(Edition 5.1, Issued by the IEC April 2014.) All references in this standard to IEC 60335-1
shall be replaced by reference to this CSA/UL harmonized standard.

102DV DE Modify the paragraph following Note 3 in the IEC Foreword by replacing it
with the following:

Words in SMALL ROMAN CAPS in the text are defined in Clause 3. When a definition concerns an
adjective, the adjective and the associated noun are also in SMALL ROMAN CAPS.

NOVEMBER 3, 2017CAN/CSA-C22.2 NO. 60335-2-34:17 ♦ UL 60335-2-3412

Copyright UL 
Provided by IHS Markit under license with UL Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: UL 60335-2-34 2017

http://avadocuments2026.com/doc/ul-60335-2-34-2017
http://avadocuments2026.com/doc/ul-60335-2-34-2017


UL COPYRIGHTED MATERIAL –
NOT AUTHORIZED FOR FURTHER REPRODUCTION OR

DISTRIBUTION WITHOUT PERMISSION FROM UL

103DV DE Modification by adding the following text at the end of the IEC Foreword:

The numbering system in the standard uses a space instead of a comma to indicate
thousands and uses a comma instead of a period to indicate a decimal point. For example,
1 000 means 1,000 and 1,01 means 1.01.
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INTRODUCTION

It has been assumed in the drafting of this International Standard that the execution of its provisions is
entrusted to appropriately qualified and experienced persons.

This standard recognizes the internationally accepted level of protection against hazards such as
electrical, mechanical, thermal, fire and radiation of appliances when operated as in normal use taking into
account the manufacturer’s instructions. It also covers abnormal situations that can be expected in
practice and takes into account the way in which electromagnetic phenomena can affect the safe
operation of appliances.

This standard takes into account the requirements of IEC 60364 as far as possible so that there is
compatibility with the wiring rules when the appliance is connected to the supply mains. However, national
wiring rules may differ.

If an appliance within the scope of this standard also incorporates functions that are covered by another
part 2 of IEC 60335, the relevant part 2 is applied to each function separately, as far as is reasonable. If
applicable, the influence of one function on the other is taken into account.

When a part 2 standard does not include additional requirements to cover hazards dealt with in Part 1,
Part 1 applies.

NOTE 1 This means that the technical committees responsible for the part 2 standards have determined that it is not necessary

to specify particular requirements for the appliance in question over and above the general requirements.

This standard is a product family standard dealing with the safety of appliances and takes precedence
over horizontal and generic standards covering the same subject.

NOTE 2 Horizontal and generic standards covering a hazard are not applicable since they have been taken into consideration

when developing the general and particular requirements for the IEC 60335 series of standards. For example, in the case of

temperature requirements for surfaces on many appliances, generic standards, such as ISO 13732-1 for hot surfaces, are not

applicable in addition to Part 1 or part 2 standards.

An appliance that complies with the text of this standard will not necessarily be considered to comply with
the safety principles of the standard if, when examined and tested, it is found to have other features that
impair the level of safety covered by these requirements.

An appliance employing materials or having forms of construction differing from those detailed in the
requirements of this standard may be examined and tested according to the intent of the requirements
and, if found to be substantially equivalent, may be considered to comply with the standard.

If testing of the MOTOR-COMPRESSOR includes testing in accordance with Annex AA, temperatures of the
MOTOR-COMPRESSOR windings, HOUSING and other parts related to the MOTOR-COMPRESSOR, such as terminals,
internal wiring and insulating materials, are not measured when the complete appliance in which the
MOTOR-COMPRESSOR is used is tested.

These requirements apply to sealed (hermetic and semi-hermetic type) MOTOR-COMPRESSORS with their
associated starting, cooling capacity control and protection systems, tested separately under the most
severe conditions of the refrigerating system operation which, within reasonable limits, could occur in the
applications for which they are used.
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In particular, the construction detail inspection and locked-rotor testing may be done separately on the
MOTOR-COMPRESSOR, thereby eliminating the need for inspection and testing when the MOTOR-COMPRESSOR is
applied to many different appliances and factory-built assemblies.

Operational tests may also be conducted on the MOTOR-COMPRESSOR separately in certain circumstances.
The specification for this type testing is provided in Annex AA. However, the tests of the existing standards
relevant to the given kind of application, such as IEC 60335-2-24 and IEC 60335-2-40, may need to be
conducted on the final application and used as the final determination of acceptability.
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HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES – SAFETY –

Part 2-34: Particular requirements for motor-compressors

1 Scope

This clause of Part 1 is replaced by the following.

This International Standard deals with the safety of sealed (hermetic and semi-hermetic type) MOTOR-
COMPRESSORS, their protection and control systems, if any, which are intended for use in equipment for
household and similar purposes and which conform with the standards applicable to such equipment. It
applies to MOTOR-COMPRESSORS tested separately, under the most severe conditions that may be expected
to occur in normal use, their rated voltage being not more than 250 V for single-phase MOTOR-COMPRESSORS

and 600 V for other MOTOR-COMPRESSORS.

1DV.1 D2 Modification to replace the second sentence of the second paragraph in
Clause 1 with the following:

It applies to motor-compressors tested separately, under the most severe conditions that
can be expected to occur in normal use, their rated voltage being not more than 300 V for
single-phase motor-compressors and 600 V for other motor-compressors intended for use
in accordance with:

– CSA C22.1, Canadian Electrical Code (CE Code) Part I, in Canada;

– NFPA 70, National Electrical Code (NEC), in the United States.

1DV.2 D2 Modification by adding the following to Clause 1 of the Part 2:

For MOTOR-COMPRESSORS rated greater than 600 V, see the requirements of Annex 101.DVI.

This standard also covers

– multi-speed MOTOR-COMPRESSORS, that are MOTOR-COMPRESSORS, the speed of which can be set to different
values;

– variable capacity MOTOR-COMPRESSORS, that are MOTOR-COMPRESSORS where the capacity of the compressor
is controlled at fixed speeds.

NOTE 101 Examples of equipment which contain MOTOR-COMPRESSORS are

– refrigerators, food freezers and ice makers (IEC 60335-2-24);

– air-conditioners, electric heat pumps and dehumidifiers (IEC 60335-2-40);

– commercial dispensing appliances and vending machines (IEC 60335-2-75);

– factory-built assemblies for transferring heat in applications for refrigerating, air-conditioning or heating purposes or a combination

of such purposes.
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This standard does not supersede the requirements of standards relevant to the particular appliance in
which the MOTOR-COMPRESSORS is used. However, if the MOTOR-COMPRESSORS type used complies with this
standard, the tests for the MOTOR-COMPRESSORS specified in the particular appliance standard may not need
to be made in the particular appliance or assembly. If the MOTOR-COMPRESSORS CONTROL SYSTEM is associated
with the particular appliance control system, additional tests may be necessary on the final appliance.

So far as is practical, this standard deals with the common hazards presented by MOTOR-COMPRESSORS used
in appliances which are encountered by all persons in and around the home. However, it does not in
general take into account

– the use of appliances by young children or infirm persons without supervision;

– playing with the appliances by young children.

NOTE 102 Attention is drawn to the fact that

– for MOTOR-COMPRESSORS intended to be used in appliances in vehicles or on board ships, additional requirements may be

necessary;

– in many countries, additional requirements are specified by the national health authorities, the national authorities responsible for

the protection of labour and similar authorities.

NOTE 103 This standard does not apply to

– MOTOR-COMPRESSORS designed exclusively for industrial purposes;

– motor-compressors used in appliances intended to be used in locations where special conditions prevail, such as the presence of

a corrosive or explosive atmosphere (dust, vapour or gas).

NOTE 104 If MOTOR-COMPRESSORS for refrigerant R-744 used in appliances with a TRANSCRITICAL REFRIGERATION

SYSTEM are equipped with PRESSURE RELIEF DEVICES, compliance with the requirements for these devices is checked during

the tests on the final appliance.

2 Normative references

This clause of Part 1 is applicable, except as follows.

Addition:

IEC 60079-15:2010, Explosive atmospheres – Part 15: Equipment protection by type of protection ”n”

IEC 60851-4, Methods of test for winding wires – Part 4: Chemical properties

IEC 60851-5:2008, Winding wires – Test methods – Part 5: Electrical properties

ISO 7010, Graphical symbols – Safety colours and safety signs – Registered safety signs

2DV DC Modification by adding the following to Clause 2:

Any reference within this standard to International Standards that are adopted in Canada
and in the United States shall be replaced by a reference to the equivalent adopted
standard. The requirements of these adopted Standards shall take precedence over
International Standards on which they are based.
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CSA C22.1-15,
Canadian Electrical Code (CE Code) Part I

CAN/CSA-C22.2 No. 0-10,
General requirements – Canadian Electrical Code, Part II

C22.2 No. 253,
Standard for Medium-Voltage AC Contactors, Controllers and Control Centers

CAN/CSA-C22.2 No. 60335-1,
Safety Standard for Household and Similar Electrical Appliances, Part 1: General
Requirements

IEC 60068-2-52,
Environmental testing – Part 2: Tests – Test Kb: Salt mist, cyclic (sodium, chloride
solution)

IEC 60112,
Method for the determination of the proof and the comparative tracking indices of solid
insulating materials

IEC 60216,
Electrical insulating materials – Thermal endurance properties – Part 4-1: Ageing ovens –
Single-chamber ovens

IEC 60243-1,
Electrical strength of insulating materials – Test methods – Part 1: Tests at power
frequencies

IEC 60243-2,
Electrical strength of insulating materials – Test methods – Part 2: Additional requirements
for tests using direct voltage

IEC 60695-11-20,
Fire hazard testing – Part 11-20: Test flames – 500 W flame test methods

IEEE 1776,
IEEE Recommended Practice for Thermal Evaluation of Unsealed or Sealed Insulation
Systems for AC Electric Machinery Employing Form-Wound Pre-Insulated Stator Coils for
Machines Rated 15 000 V and Below

ISO 817,
Refrigerants – Designation system

ISO 4892-2,
Plastics – Methods of exposure to laboratory light sources – Part 2: Xenon-arc lamps

ASHRAE 34,
Designation and Safety Classification of Refrigerants

ASME, Boiler and Pressure Vessel Code, Section VIII
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ASTM A90/A90M,
Standard Test Method for Weight [Mass] of Coating on Iron and Steel Articles with Zinc or
Zinc-Alloy Coatings

NFPA 70,
National Electrical Code (NEC)

UL 347
Safety Standard for Medium-Voltage AC Contactors, Controllers and Control Centers

UL 60335-1
Safety Standard for Household and Similar Electrical Appliances, Part 1: General
Requirements

3 Terms and definitions

This clause of Part 1 is applicable, except as follows.

3.101
MOTOR-COMPRESSOR

appliance consisting of the mechanical mechanism of the compressor and the motor, both of which are
enclosed in the same sealed HOUSING, with no external shaft seals, and with the motor operating in a
refrigerant atmosphere with or without oil

Note 1 to entry: The HOUSING may be permanently sealed, such as by welding or brazing (HERMETIC MOTOR-COMPRESSOR),

or may be sealed by gasketted joints (SEMI-HERMETIC MOTOR-COMPRESSOR). A terminal box, a terminal box cover, and other

electrical components or an electronic control system may be included.

Note 2 to entry: Hereafter, the term MOTOR-COMPRESSOR will be used to designate either a HERMETIC

MOTOR-COMPRESSOR or SEMI-HERMETIC MOTOR-COMPRESSOR.

3.102
HOUSING

sealed enclosure for the MOTOR-COMPRESSOR, which contains the compressor mechanism and the motor,
and which is subjected to refrigerant pressures

3.103
THERMAL MOTOR-PROTECTOR

automatic control, built-in or fitted on a MOTOR-COMPRESSOR, that is specifically intended to protect the
MOTOR-COMPRESSOR against over-heating due to running overload and failure to start

Note 1 to entry: This control carries MOTOR-COMPRESSOR current and is sensitive to one or both of the following:

– MOTOR-COMPRESSOR temperature;

– MOTOR-COMPRESSOR current.

Note 2 to entry: The control is capable of being reset (either manually or automatically) when its temperature falls to the reset value.
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3.104
MOTOR-COMPRESSOR PROTECTION SYSTEM

THERMAL MOTOR PROTECTOR and associated components, if any, or PROTECTIVE ELECTRONIC CIRCUIT fully or partly
separate or integrated into the MOTOR-COMPRESSOR CONTROL SYSTEM and which is specifically intended to
protect the MOTOR-COMPRESSOR against over-heating due to running overload or failure to start

Note 1 to entry: The control carries MOTOR-COMPRESSOR current and is sensitive to one or both of the following:

– MOTOR-COMPRESSOR temperature;

– MOTOR-COMPRESSOR current.

3.105
MOTOR-COMPRESSOR CONTROL SYSTEM

system comprising one or more electrical or ELECTRONIC COMPONENTS, or ELECTRONIC CIRCUITS that provides at
least one of the following:

– MOTOR-COMPRESSOR starting control functions;

– MOTOR-COMPRESSOR cooling capacity control functions

3.106
STARTING RELAY

electrically operated control device intended for integration or incorporation into a MOTOR-COMPRESSOR and
used within the MOTOR-COMPRESSOR circuit to control the starting of single-phase MOTOR-COMPRESSORS

3.107
APPLICATION CATEGORY

back pressure relative to the evaporation temperature range over which the MOTOR-COMPRESSOR operates

Note 1 to entry: For the purpose of this standard, the following classifications of application categories are made relative to the

evaporation temperature range:

– low back pressure (LBP): denotes an evaporation temperature range from –35 °C to –15 °C;

– medium back pressure (MBP): denotes an evaporation temperature range from –20 °C to 0 °C;

– high back pressure (HBP): denotes an evaporation temperature range from –5 °C to +15 °C.

3.108
TRANSCRITICAL REFRIGERATION SYSTEM

refrigeration system where the pressure in the high pressure side is above the pressure where the vapour
and liquid states of the refrigerant can coexist in thermodynamic equilibrium

3.109
DESIGN PRESSURE

gauge pressure that has been assigned to a TRANSCRITICAL REFRIGERATION SYSTEM

Note 1 to entry: It is specified for the high pressure side of a refrigeration system.
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3.110
PRESSURE RELIEF DEVICE

pressure sensing device, intended to reduce pressure automatically when pressures within the
refrigeration system exceed the preset pressure of the device

Note 1 to entry: This device has no provisions for setting by the end user.

3.111
TWO-STAGE MOTOR-COMPRESSOR

MOTOR-COMPRESSOR comprising two compressors and one motor in a single HOUSING

3.112DV DE Addition of the following definitions to Clause 3 as follows:

3.112DV.1
PRIMARY SINGLE PHASING

Primary single-phasing occurs when one of the three incoming lines to the primary of
the transformer supplying the MOTOR-COMPRESSOR supplies no voltage to the transformer.

3.112DV.2
MAXIMUM CONTINUOUS CURRENT

The maximum amount of current that is allowed to flow to the MOTOR-COMPRESSOR MOTOR by
the MOTOR-COMPRESSOR PROTECTION SYSTEM.

3.112DV.3
BYPASS VALVE

A device that relieves high-side pressure into the low-side at a predetermined pressure
differential.

3.112DV.4
FORM WOUND MOTOR

A motor using insulated rectangular shaped conductors that are wrapped with additional
electrical insulation over the entire coil prior to insertion and are precisely positioned
and formed into coils.

3.112DV.5
RANDOM WOUND MOTOR

A motor using insulated round conductors in which the winding turns occupy random
positions in a slot.

3.112DV.6
MAXIMUM RATED CURRENT (MRC)
The current resulting when a hermetic refrigerant motor-compressor and ELECTRONIC CIRCUIT

are operated under any conditions such as maximum speed/maximum load, maximum
speed/minimum load, minimum speed/minimum load, minimum speed/maximum load,
including locked-rotor such that current to the motor-compressor and ELECTRONIC CIRCUIT is
at a maximum. The MRC is the current at the input of the ELECTRONIC CIRCUIT controlling
device.
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3.112DV.7
FORMETTE

A special test model used for the evaluation of the electrical insulation systems for
form-wound windings.

3.112DV.8
BARG

The pressure, in units of bars, above or below atmospheric pressure. The ″g″ at the end
of the word indicates that the measurement is not absolute pressure, sometimes
indicated by bara.

3.112DV.9
MAXIMUM ALLOWABLE PRESSURE

A limit to the refrigerating system operating pressure, generally the maximum pressure
for which the equipment is designed, as specified by the manufacturer. Maximum
allowable pressure constitutes a limit to the operating pressure whether the equipment is
working or not.

4 General requirement

This clause of Part 1 is applicable.

4DV.101 DR Addition (Canada only):

This clause of Part 1 is applicable except as follows.

CAN/CSA-C22.2 No. 0 shall form a part of, and be read in conjunction with, this Standard
as far as the requirements apply, except that, where this Standard contains requirements
that are at variance with those of CAN/CSA-C22.2 No. 0, the requirements of this Standard
shall take precedence.

5 General conditions for the tests

This clause of Part 1 is applicable, except as follows.

5.2 Addition:

At least one additional sample is required for the tests of clause 19, however further samples may also be
provided or are needed.

For the test of 22.7, two samples of the HOUSING are required.

5.7 Replacement:

Tests are carried out in an ambient temperature of 20 °C ± 5 °C.
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5.8.2 Addition:

MOTOR-COMPRESSORS with SELF-RESETTING MOTOR-COMPRESSOR PROTECTION SYSTEMS, and designed for more than
one RATED VOLTAGE, are subjected to the tests of 19.101 and 19.103 at the highest voltage.

5.10 Addition:

For the tests of Clause 19, the additional sample or samples shall be identical in all respects to the test
sample, charged with oil, if necessary, and vapour refrigerant. The sample has to be provided with the
MOTOR-COMPRESSOR PROTECTION SYSTEM, STARTING RELAY, start capacitor, run capacitor and control system, if any,
as specified by the manufacturer, except that the rotor shall have been locked by the manufacturer.

The manufacturer or responsible agent shall provide the following information for each type of MOTOR-
COMPRESSOR submitted for the tests:

– type (synthetic or cellulosic) of winding insulation;

– refrigerant identification:

a) for a single component refrigerant, by at least one of the following:

• chemical name;

• chemical formula;

• refrigerant number;

b) for a blended refrigerant, at least one of the following:

• chemical name and nominal proportion of each of the components;

• chemical formula and nominal proportion of each of the components;

• refrigerant number and nominal proportion of each of the components;

• refrigerant number of the refrigerant blend;

– types and quantity of oil to be used if the test samples which use oil are not already charged;

– APPLICATION CATEGORY or APPLICATION CATEGORIES for MOTOR-COMPRESSORS classified as being tested with Annex
AA;

– whether a SUPPLY CORD can be connected directly to terminals on the MOTOR-COMPRESSOR;

– for MOTOR-COMPRESSORS intended for appliances with a TRANSCRITICAL REFRIGERATION SYSTEM, the test pressure
for the high pressure side if higher than the minimum test pressure.
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5.11 Replacement:

For MOTOR-COMPRESSORS which can be used in appliances where the SUPPLY CORD is connected directly to
terminals on the MOTOR-COMPRESSOR, the test sample shall be provided with a SUPPLY CORD.

NOTE 101 Any additional samples required for testing need not be provided with a SUPPLY CORD.

5.101 MOTOR-COMPRESSORS, including those with crank-case heaters, are tested as MOTOR-OPERATED

APPLIANCES.

5.102 With regard to 6.104, PROTECTIVE DEVICES other than the declared device under test shall be disabled
during the tests of Annex AA and Clause 19. If multiple PROTECTIVE DEVICES are declared, each shall be
tested independently.

5.103 For cascade systems comprising two or more motor-compressor circuits, each MOTOR-COMPRESSOR

circuit is tested separately in the end product. IEC 60335-2-34 is not applicable for the system but each
MOTOR-COMPRESSOR can be tested according to this standard.

5.104DV DR Add the following clause to Clause 5 of the Part 1:

Cheesecloth specified in this Standard shall be untreated cotton cloth 0,8 – 1,0 m (31 – 39
inches) wide and 28 – 30 m/kg (42 – 45 ft/lb). Tests involving cheesecloth shall be
conducted in a room free of drafts.

6 Classification

This clause of Part 1 is applicable, except as follows.

6.101 MOTOR-COMPRESSORS without an incorporated or associated ELECTRONIC CIRCUIT are classified as being
tested with Annex AA or without Annex AA.

MOTOR-COMPRESSORS with an incorporated or associated ELECTRONIC CIRCUIT are classified as being tested with
Annex AA.

MOTOR-COMPRESSORS can be classified as being tested with Annex AA only if the MOTOR-COMPRESSOR in
combination with the MOTOR-COMPRESSOR PROTECTION SYSTEM or MOTOR-COMPRESSOR CONTROL SYSTEM, if any, can
be configured to operate so as to deliver maximum cooling capacity, independently of any input sensors
that are only provided as part of the final application.

NOTE MOTOR-COMPRESSORS classified as being tested without Annex AA and their protection system or control system, if any,

are normally subjected to a heating test as a complete system in the final application in accordance with the appropriate appliance

standard.

Compliance is checked by

– the tests of this standard including the tests in Annex AA, for MOTOR-COMPRESSORS tested with Annex AA;

– the tests of this standard but not including the tests in Annex AA, for MOTOR-COMPRESSORS tested without
Annex AA.
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