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Preface

This document provides a single listing of the technical National Differences included in the UL adoption
of the corresponding IEC standard.

In its IEC-based standards, UL uses the notations indicated below to identify national difference type, and
these types are additionally noted in this document. The standard may not use all types of these
deviations.

D1 - These are deviations which are based on basic safety principles and requirements, elimination of
which would compromise safety for U.S. consumers and users of products.

D2 - These are deviations based on safety practices. These are deviations for IEC requirements that may
be acceptable, but adopting the IEC requirements would require considerable retesting or redesign on the
manufacturer’s part.

DC - These are deviations based on the component standards and will not be deleted until a particular
component standard is harmonized with the IEC component standard.

DE - These are deviations based on editorial comments or corrections.

DR - These are deviations based on the national regulatory requirements.

Each national difference contains a description of what the national difference entails. Typically one of the
following words is used to explain how the text of the national difference is to be applied to the base IEC
text:

Addition / Add - An addition entails adding a complete new numbered clause, subclause, table, figure,
or annex. Addition is not meant to include adding select words to the base IEC text.

Deletion / Delete - A deletion entails complete deletion of an entire numbered clause, subclause, table,
figure, or annex without any replacement text.

Modification / Modify - A modification is an altering of the existing base IEC text such as the addition,
replacement or deletion of certain words or the replacement of an entire clause, subclause, table, figure,
or annex of the base IEC text.
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National Differences

1DV DE Modify Clause 1 of the Part 2 as follows:

1DV.1 In the paragraph following NOTE 102, replace the second sentence and the dashed
list with the following:

They include the following energy sources or power systems, or combinations of them:

– mains up to a rated voltage of 250 V for single-phase appliances and 480 V for
other appliances;

– internal combustion engines;

– batteries supplying 150 V or less;

– double layer (ultra) capacitors;

– fuel cells.

Energy sources or power systems utilizing both BATTERY and mains are excluded.

1DV.2 Modify the first six dashed items under “This standard does not apply to” in the
Part 2 as follows:

– First dashed item: replace IEC 60335-2-2 with CAN/CSA C22.2 No. 243 / UL
1017

– Second dashed item: replace IEC 60335-2-10 with CAN/CSA E60335-2-10 / CSA
C22.2 No. 243 / UL 1017

– Third dashed item: replace IEC 60335-2-68 with CAN/CSA E60335-2-68 /CSA
C22.2 No. 10 /UL 561

– Fourth dashed item: replace IEC 60335-2-69 with CAN/CSA E60335-2-69 / CSA
C22.2 No. 243 /UL 1017

– Fifth dashed item: replace IEC 60335-2-72 with CAN/CSA C22.2 No. 60335-2-72
/ UL 60335-2-72

– Sixth dashed item: replace IEC 60745 with CAN/CSA C22.2 No. 60745 / UL
60745, and IEC 61029 with CAN/CSA E61029 / CAN/CSA C22.2 No. 62841 / UL
62841

2DV DE Modification to Clause 2 of the Part 2 to add the following normative
references:

ASTM D471, Standard Test Method for Rubber Property – Effect of Liquids

DECEMBER 22, 2017NATIONAL DIFFERENCES FOR4

Copyright UL 
Provided by IHS Markit under license with UL Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

--`,,```,,,,````-`-`,,`,,`,`,,`---

Full document details: UL 60335-2-67 (ND) 2017

http://avadocuments2026.com/doc/ul-60335-2-67-nd-2017
http://avadocuments2026.com/doc/ul-60335-2-67-nd-2017


UL COPYRIGHTED MATERIAL –
NOT AUTHORIZED FOR FURTHER REPRODUCTION OR

DISTRIBUTION WITHOUT PERMISSION FROM UL

ASTM D664, Standard Test Method for Acid Number of Petroleum Products by
Potentiometric Titration

ASTM D6751, Standard Specification for Biodiesel Fuel Blend Stock (B100) for Middle
Distillate Fuels

SAE J30, Fuel and Oil Hoses

SAE J1681, Recommended Practice for Gasoline, Alcohol, and Diesel Fuel Surrogates for
Material Testing

SAE J2044, Quick Connect Coupling Specification For Liquid Fuel and Vapor/Emissions
Systems

SAE J2045, Fuel System Tubing Assemblies

SAE J2260, Nonmetallic Fuel System Tubing with One or More Layers

IEC 60216-6, Electrical insulating materials – Thermal endurance properties – Part 6:
Determination of thermal endurance indices (TI and RTE) of an insulating material using
the fixed time frame method

ISO 3405, Petroleum products – Determination of distillation characteristics at atmospheric
pressure

CSA C22.2 No. 10, Electric Floor Surfacing and Cleaning Machines

CSA C22.2 No. 243, Vacuum cleaners, blower cleaners, and household floor finishing
machines

CAN/CSA-C22.2 No. 60745 series of Standards, Hand-Held Motor-Operated Electric Tools –
Safety

CAN/CSA-C22.2 No. 62841 series of Standards, Electric motor-operated hand-held tools,
transportable tools and lawn and garden machinery – Safety

CAN/CSA E730-2-2, Automatic Electrical Controls for Household and Similar Use – Part 2:
Particular Requirements for Thermal Motor Protectors

CAN/CSA-E60335-2-10, Household and similar electrical appliances – Safety – Part 2-10:
Particular requirements for floor treatment machines and wet scrubbing machines

CAN/CSA-E60335-2-68, Safety of Household and Similar Electrical Appliances – Part 2:
Particular Requirements for Spray Extraction Appliances, for Industrial and Commercial
Use

CAN/CSA-E60335-2-69, Safety of Household and Similar Electrical Appliances – Part 2:
Particular Requirements for Wet and Dry Vacuum Cleaners, Including Power Brush, for
Industrial and Commercial Use

CAN/CSA E61029 series of Standards, Safety of Transportable Motor-Operated Electric
Tools
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UL 561, Floor-Finishing Machines

UL 1017, Vacuum Cleaners, Blower Cleaners, and Household Floor Finishing Machines

UL 2003, Outline of Investigation for LP-Gas Cylinder Assemblies

UL 60335-2-72, Household and Similar Electrical Appliances – Safety – Part 2-72: Particular
Requirements for Floor Treatment Machines With or Without Traction Drive, for
Commercial Use

UL 60730-2-2, Automatic Electrical Controls for Household and Similar Use; Part 2
Particular Requirements for Thermal Motor Protectors

UL 60745–1, Hand-Held Motor-Operated Electric Tools – Safety – Part 1: General
Requirements

UL 62841-1, Electric Motor-Operated Hand-Held Tools, Transportable Tools And Lawn And
Garden Machinery - Safety - Part 1: General Requirements

IEC 60695-10-3, Fire hazard testing – Part 10-3: Abnormal heat – Mould stress relief
distortion test

IEC 60695-11-20, Fire hazard testing – Part 11-20: Test flames – 500 W flame test method

SAE J1127, Low Voltage Battery Cable

SAE J1128, Low Voltage Primary Cable

3.4.2DV D1 Modification: Replace Clause 3.4.2DV of the Part 1 with the following:

SAFETY EXTRA-LOW VOLTAGE – voltage not exceeding 42,4 V peak a.c. or d.c. between conductors
and between conductors and earth

3.109DV D2 Add the following definition and Table 3.109DV to Clause 3 of the Part 2:

LOW-VOLTAGE LIMITED-ENERGY (LVLE) CIRCUIT – a circuit involving an a.c. voltage of not more than
30 V r.m.s. or 42,4 V peak, or a d.c. voltage of 60 V and supplied by any of the following:

– a combination of a BATTERY source or an isolated transformer secondary winding and one
or more resistors, or a regulating network complying with a) – c):

a) The maximum load current shall be drawn under any condition of
loading, including short circuit, using a resistor. The current shall be
measured 60 s after the application of the load. The resistor shall be
continuously readjusted during this 1 min. period to maintain maximum
load current. The measured load current shall not exceed the value listed
in Table 3.109DV.

b) With reference to the specified voltage limit, measurement shall be
made with the unit connected to the intended supply voltage and with all
loading circuits disconnected.
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c) The performance shall not be affected by malfunction of a single
component, excluding resistors. The network shall comply with the value
in Table 3.109DV.

– a BATTERY with output current limited by overcurrent protection in accordance
with Table 3.109DV.

NOTE: A LOW-VOLTAGE LIMITED-ENERGY CIRCUIT is also known as a LVLE CIRCUIT.

Table 3.109DV

Rating for secondary fuse or circuit protector

20 or less 5

More than 20 but not
greater than 60

100/Va

a V is the maximum output voltage, regardless of the
load, with the primary energized.

3.110DV D2 Add the following definition to Clause 3 of the Part 2:

BATTERY – one or more electrical cells, electrically connected so that the combination
furnishes current as a unit.

There is one positive and one negative externally accessible connection, and there are no
externally accessible inter-cell connections

NOTE: See IEV (IEC 60050) definition 482-02-17.

3.111DV D2 Add the following definition to Clause 3 of the Part 2:

BATTERY ASSEMBLY – a multi-cell BATTERY design that is ready for use, contains a common
pressure vessel construction, a single vent line assembly, shared hardware and is
furnished with a single connection cable that has an electrical connector at the end

NOTE: See IEV (IEC 60050) definition 482-02-17.

4DV DE Modification to the third paragraph of Clause 4 of the Part 2 as follows:

Replace ″cause no danger to person or surroundings″ with ″reduce the risk of fire, electric
shock, and/or injury to persons″

5.14DV D2 Modification to 5.14 of the Part 1 by adding NOTE 2DV as follows:

NOTE 2DV Attention is drawn to the second paragraph of 5.14, as this requires the evaluation of Class II

constructions within Class I appliances.

DECEMBER 22, 2017 NATIONAL DIFFERENCES FOR 7

Copyright UL 
Provided by IHS Markit under license with UL Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: UL 60335-2-67 (ND) 2017

http://avadocuments2026.com/doc/ul-60335-2-67-nd-2017
http://avadocuments2026.com/doc/ul-60335-2-67-nd-2017


UL COPYRIGHTED MATERIAL –
NOT AUTHORIZED FOR FURTHER REPRODUCTION OR

DISTRIBUTION WITHOUT PERMISSION FROM UL

7.1DV D2 Modification of Clause 7.1 of the Part 2 by adding the following dashed item
to the list:

– if a manufacturer produces or assembles floor-finishing machines at more than one
factory, each finished product shall have a distinctive marking, which may be in code, by
means of which it can be identified as the product of a particular factory.

7.1.102DV D2 Modify the text in Clause 7.1 of the Part 1: Replace the first sentence with
the following:

Socket-outlets for accessories shall be marked with the maximum load in watts or current
in amps on the socket-outlet or nearby.

7.1.103DV D2 Add Clause 7.1.103DV to Clause 7.1 of the Part 2:

BATTERIES and BATTERY ASSEMBLIES shall be legibly and permanently marked with the following:

a) The manufacturer’s name, trade name, or trademark. The manufacturer’s
identification may be in a traceable code when the BATTERY is identified by the
brand or trademark owned by a private labeler.

b) Catalog designation or equivalent identification.

c) BATTERY nominal voltage, rated ampere-hour capacity and the hour rating at
which this capacity is determined.

d) Additionally, BATTERY ASSEMBLIES shall be marked with identification letters –
“Type E,” “Type EE,” or “Type EO.” Individual batteries do not require type
marking.

7.12.104DV DR Add Clauses 7.12.104DV.1 and 7.12.104DV.2 to Clause 7.12 of the Part 2:

7.12.104DV.1 The instructions for Class I, cord-connected products shall include the text
or the equivalent in (a) plus the information in (b) or (c), as appropriate. The instructions
for Class II mains supplied machines shall include the text or the equivalent in (d)

a) For all Class I appliances:

This floor-finishing machine shall be grounded while in use to protect the
operator from electric shock. The machine is provided with a three-contact
grounding-type attachment plug to fit the proper grounding type receptacle.

b) For a Class I, cord-connected appliance rated less than 15 A and intended for
use on a nominal 120-V supply circuit, the instructions shall include the
statements in either item 1 or 2:

1) This appliance is for use on a nominal 120-V circuit, and has a
grounded plug that looks like the plug illustrated in sketch A in Figure
107DV. A temporary adaptor that looks like the adaptor illustrated in
sketches B and C may be used to connect this plug to a 2-pole receptacle
as shown in sketch B if a properly grounded outlet is not available. The
temporary adaptor should be used only until a properly grounded outlet
(sketch A) can be installed by a qualified electrician. The green colored
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rigid ear, lug, or the like extending from the adaptor must be connected to
a permanent ground such as a properly grounded outlet. Whenever the
adaptor is used, it must be held in place by a metal screw.

Exception: In Canada, the use of a temporary adaptor is not permitted by the
Canadian Electrical Code, Part I, CSA C22.1.

2) This appliance is for use on a nominal 120-V circuit and has a
grounding attachment plug that looks like the plug illustrated in sketch A
in Figure 107DV. Make sure that the appliance is connected to an outlet
having the same configuration as the plug. No adaptor should be used
with this appliance.

c) For Class I machines rated 150 – 250 volts:

No adapter is available for this plug.

d) For all Class II appliances:

In a double-insulated product, two systems of insulation are provided
instead of grounding. No grounding means is provided on a double-
insulated machine, nor should a means for grounding be added to the
machine. Servicing a double-insulated machine requires extreme care and
knowledge of the system, and should be performed only by qualified
service personnel. Replacement parts for a double-insulated machine
must be identical to the parts they replace. Always replace a damaged
cord. A double-insulated product is marked with the words ″DOUBLE
INSULATION″ or ″DOUBLE INSULATED.″ The symbol: (square within a
square) may also be marked on the machine.

Exception No. 1: Machines intended for rental use may be provided with legible and
permanent safety instruction markings instead of an instruction manual. The markings
shall include all of the applicable safety instructions required in 7.12 and its subclauses.
The marking’s letter height shall be not less than 3/32 inch (2.4 mm) and any caution or
warning signal word shall be more prominent than any other required marking on the
unit.

Exception No. 2: Machines intended for rental use, and provided with a specialty
connector or assembly for connection of the power supply cord to the machine, may be
provided with the markings described in Exception No. 1 in the form of a cord tag; see
7.14DV. The statement, “Do Not Remove This Tag”, or equivalent wording, shall be
included on the cord tag.

7.12.104DV.2 A Class II appliance provided with a two-blade, polarized attachment plug
shall be provided with the following instructions or the equivalent: To reduce the risk of
electric shock, this appliance has a polarized plug (one blade is wider than the other). This
plug will fit in a polarized outlet only one way. If the plug does not fit fully in the outlet,
reverse the plug. If it still does not fit, contact a qualified electrician to install the proper
outlet. Do not change the plug in any way.
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7.14DV D2 Modification of 7.14 of the Part 1 to add the following:

7.14DV Tags

7.14DV.1 A cord tag used for cautionary markings and a tag other than a cord tag that is
used for cautionary or warning markings shall comply with the requirements:

a) In Clauses 7.14DV.2 – 7.14DV.5; and

b) For permanence and legibility in UL 969 / CSA C22.2 No. 0.15.

7.14DV.2 Three as-received samples and six samples of the tag that have been subjected
to the conditioning specified in Clause 7.14DV.4, three for each condition, are to be
subjected to the test described in Clause 7.14DV.5. After testing, the samples shall comply
with the following requirements:

a) The tag shall not tear for more than 1,6 mm at any point;

b) The tag shall not separate from its point of attachment;

c) The tag shall not slip or move along the length of a cord or a tubular-type
mounting surface more than 15 mm;

d) There shall be no permanent shrinkage, deformation, cracking, or any other
condition that will render the marking on the tag illegible; and

e) Overlamination shall remain in place and not be torn or otherwise damaged.
The printing shall remain legible.

7.14DV.3 Each sample shall consist of a length of cord or tubular-type mounting surface,
or if the surface is flat, a section of the surface having dimensions larger than the tag. The
tag shall be affixed to the cord or surface in the intended manner. If tags are applied by an
adhesive, tests shall be conducted no sooner than 24 h after application of the tag.

7.14DV.4 The conditioning required by Clause 7.14DV.2 shall consist of the following:

a) The samples shall be conditioned for 24 h in an air-circulating oven
maintained at a uniform temperature of 87,0 ±1,0 C. Following removal from the
oven, the samples shall remain at a temperature of 23,0 ±2,0 C and a relative
humidity of 50 ±5 percent for 30 min before testing.

b) The samples shall be conditioned for 72 h in a humidity of 85 ±5 percent at
32,0 ±2,0 C. The samples shall be tested within 1 min after the conditioning.

7.14DV.5 A cord or tubular-type mounting surface shall be held rigidly in a vertical
orientation. A flat mounting surface shall be held rigidly in a vertical plane. A force of 22,3
N shall be applied to the uppermost corner of the tag farthest from the point of attachment,
within 7 mm of the vertical edge of the tag. The force shall be applied vertically downward
and maintained for 1 min. In determining compliance with Clause 7.14DV.2(d),
manipulation such as straightening of the tag by hand is permitted.
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7.14DV.6 The cord tag shall:

a) Be permanently affixed to the power-supply cord; and

b) Be located not more than 150 mm from the attachment plug.

7.16DV D2 Modification of Clause 7.16 of the Part 1 by deleting the NOTE:

This NOTE does not apply.

8.1.4DV D2 Modification by adding a bulleted item to Clause 8.1.4 of the Part 1:

• the part is supplied by a battery, and the voltage does not exceed 60 V d.c.

9DV.2 DR Modification by replacing the text of Clause 9DV.2 in the Part 1 with the
following:

The use of time delay fuses is acceptable for stationary or portable appliances marked as
indicated in Clause 7.17DV of the Part 1.

9DV.5 DR Modification of Clause 9 of the Part 1 to add the following:

Subclauses 9DV.1 – 9DV.4 apply to all mains-powered products.

11.3DV D2 Modification by replacing the paragraph following NOTE 3 of Clause 11.3 of
the Part 1 with the following:

Temperature measurements of windings by either thermocouple or resistance method are
acceptable.

Table 3DV D2 Modification of Table 3 of the Part 1 by adding NOTE 5DV:

NOTE 5DV A temperature is considered constant when readings taken during any continuous 1 h period of the

test indicate an increase of no more than 3 K, or until the batteries have been discharged, whichever comes first.

13.1DV.1 D2 Delete Clause 13.1DV.1 of the Part 1:

The requirements of Clause 13.1DV.1 do not apply.

13.1DV.2 D2 Modification by adding the following to Clause 13.1 of the Part 1:

Additionally, printed wiring assemblies and other electronic circuit components that would
be damaged by application of the test potential, or that short-circuit the test potential, shall
be removed, disconnected, or otherwise rendered inoperative before the dielectric
voltage-withstand tests are made. Testing a representative subassembly instead of an
entire unit is permitted. Individually shunting the semiconductor devices in the unit before
the test is made to avoid destroying them in the case of a malfunction elsewhere in the
secondary circuits is permitted.
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13.2DV D2 Modification: Delete the first paragraph of 13.2 of the Part 2.

16.1DV.1 D2 Delete Clause 16.1DV of the Part 1:

The requirements of Clause 16.1DV do not apply.

16.1DV.2 D2 Modification by adding the following to 16.1 of the Part 1:

Additionally, printed wiring assemblies and other electronic circuit components that would
be damaged by application of the test potential, or that short-circuit the test potential shall
be removed, disconnected, or otherwise rendered inoperative before the dielectric
voltage-withstand tests are made. Testing a representative subassembly instead of an
entire unit is permitted. Individually shunting the semiconductor devices in the unit before
the test is made to avoid destroying them in the case of a malfunction elsewhere in the
secondary circuits is permitted.

16.2DV D2 Delete Clause 16.2DV.1 of the Part 1:

The requirements of Clause 16.2DV.1 do not apply.

20.2DV D2 Modification of Clause 20.2 of the Part 2 to add the following paragraph:

If the instructions state that a part is to be removed when replacing a lamp or a drive belt,
and a tool is required for its removal, the part is not considered to be a detachable part,
provided that

– an instruction to disconnect the appliance from the supply before opening is
marked on the cover or is visible during its removal; and

– after removal of the cover, access to live parts is prevented by at least basic
insulation.

21.1DV DE Modification of Clause 21.1 of the Part 2 by adding the following note:

NOTE 1DV Clauses 21.1DV.1 and 21.1DV.2 of the Part 1 remain applicable.

22.3DV D2 Modification of Clause 22.3 of the Part 1 by adding the following paragraph:

AFCIs and LCDIs shall be installed as an integral part of the attachment plug or located in
the supply cord within 102 mm of the attachment plug.

22.6DV D2 Modification to add the following to Clause 22.6 of the Part 1:

22.6DV.1 Leakage

Leakage from a polymeric liquid reservoir is not considered likely to occur, if the reservoir
is subjected Clause 22.6DV.2 and 22.6DV.3 without any cracking, breaking, shrinking,
warping, or distortion that allows liquid to leak from the reservoir.

DECEMBER 22, 2017NATIONAL DIFFERENCES FOR12

Copyright UL 
Provided by IHS Markit under license with UL Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: UL 60335-2-67 (ND) 2017

http://avadocuments2026.com/doc/ul-60335-2-67-nd-2017
http://avadocuments2026.com/doc/ul-60335-2-67-nd-2017

