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PREFACE

This is the harmonized CSA Group and UL standard for Household and similar electrical appliances –
Safety – Part 2-69: Particular requirements for wet and dry vacuum cleaners, including power brush, for
commercial use. It is the third edition of CSA C22.2 No. 60335-2-69, and the first edition of UL 60335-2-69.
This edition of CSA C22.2 No. 60335-2-69 supersedes the previous edition published in 2001 as
CAN/CSA-E60335-2-69 (adopted IEC 60335-2-69:1997, including Amendment 1:2000).

This harmonized standard is based on IEC Publication 60335-2-69, Fifth edition, Household and similar
electrical appliances – Safety – Part 2-69: Particular requirements for wet and dry vacuum cleaners,
including power brush, for commercial use, issued June 2016. IEC 60335-2-69 is copyrighted by the IEC.

This harmonized standard was prepared by CSA Group and Underwriters Laboratories Inc. (UL). The
efforts and support of the Technical Harmonization Committee are gratefully acknowledged.

This standard is considered suitable for use for conformity assessment within the stated scope of the
standard.

This standard was reviewed by the CSA Subcommittee on Electrical Motor and Battery-Operated
Cleaning Appliances for Industrial and Commercial Use, under the jurisdiction of the CSA Technical
Committee on Consumer and Commercial Products and the CSA Strategic Steering Committee on
Requirements for Electrical Safety, and has been formally approved by the CSA Technical Committee.
This standard has been developed in compliance with Standards Council of Canada requirements for
National Standards of Canada. It has been published as a National Standard of Canada by CSA Group.

Application of Standard

Where reference is made to a specific number of samples to be tested, the specified number is to be
considered a minimum quantity.

Note: Although the intended primary application of this standard is stated in its scope, it is important to note that it remains the
responsibility of the users of the standard to judge its suitability for their particular purpose.

CSA C22.2 No. 60335-2-69 is to be used in conjunction with the second edition of CAN/CSA-C22.2 No.
60335-1. The requirements for wet and dry vacuum cleaners, including power brush, for commercial use,
are contained in this Part 2 Standard and CAN/CSA-C22.2 No. 60335-1. Requirements of this Part 2
Standard, where stated, amend the requirements of CAN/CSA-C22.2 No. 60335-1. Where a particular
subclause of CAN/CSA-C22.2 No. 60335-1 is not mentioned in CSA C22.2 No. 60335-2-69, the
CAN/CSA-C22.2 No. 60335-1 subclause applies.

UL 60335-2-69 is to be used in conjunction with the sixth edition of UL 60335-1. The requirements for wet
and dry vacuum cleaners, including power brush, for commercial use are contained in this Part 2 Standard
and UL 60335-1. Requirements of this Part 2 Standard, where stated, amend the requirements of UL
60335-1. Where a particular subclause of UL 60335-1 is not mentioned in UL 60335-2-69, the UL 60335-1
subclause applies.

Level of Harmonization

This standard adopts the IEC text with national differences.

This standard is published as an equivalent standard for CSA Group and UL.

An equivalent standard is a standard that is substantially the same in technical content, except as follows:
Technical national differences are allowed for codes and governmental regulations as well as those
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recognized as being in accordance with NAFTA Article 905, for example, because of fundamental climatic,
geographical, technological, or infrastructural factors, scientific justification, or the level of protection that
the country considers appropriate. Presentation is word for word except for editorial changes.

All national differences from the IEC text are included in the CSA Group and UL versions of the standard.
While the technical content is the same in each organization’s version, the format and presentation may
differ.

Reasons for differences from IEC

Differences from the IEC are being added in order to address regulatory and safety situations present in
the US and Canada.

Interpretations

The interpretation by the standards development organization of an identical or equivalent standard is
based on the literal text to determine compliance with the standard in accordance with the procedural rules
of the standards development organization. If more than one interpretation of the literal text has been
identified, a revision is to be proposed as soon as possible to each of the standards development
organizations to more accurately reflect the intent.

IEC Copyright

For CSA Group, the text, figures, and tables of International Electrotechnical Commission Publication
60335-2-69 Household and similar electrical appliances – Safety – Part 2-69: Particular requirements for
wet and dry vacuum cleaners, including power brush, for commercial use, copyright 2016, are used in this
standard with the consent of the International Electrotechnical Commission. The IEC Foreword and
Introduction are not a part of the requirements of this standard but are included for information purposes
only.

These materials are subject to copyright claims of IEC and UL. No part of this publication may be
reproduced in any form, including an electronic retrieval system, without the prior written permission of UL.
All requests pertaining to the Household and similar electrical appliances – Safety – Part 2-69: Particular
requirements for wet and dry vacuum cleaners, including power brush, for commercial use, UL 60335-2-69
Standard should be submitted to UL.
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NATIONAL DIFFERENCES

National Differences from the text of International Electrotechnical Commission (IEC) Publication 60335-2-
69, Household and similar electrical appliances – Safety – Part 2-69: Particular requirements for wet and
dry vacuum cleaners, including power brush, for commercial use, copyright 2016, are indicated by
notations (differences) and are presented in bold text. The national difference type is included in the body.

There are five types of National Differences as noted below. The difference type is noted on the first line of
the National Difference in the standard. The standard may not include all types of these National
Differences.

DR – These are National Differences based on the national regulatory requirements.

D1 – These are National Differences which are based on basic safety principles and requirements,
elimination of which would compromise safety for consumers and users of products.

D2 – These are National Differences from IEC requirements based on existing safety practices. These
requirements reflect national safety practices, where empirical substantiation (for the IEC or national
requirement) is not available or the text has not been included in the IEC standard.

DC – These are National Differences based on the component standards and will not be deleted until a
particular component standard is harmonized with the IEC component standard.

DE – These are National Differences based on editorial comments or corrections.

Each national difference contains a description of what the national difference entails. Typically one of the
following words is used to explain how the text of the national difference is to be applied to the base IEC
text:

Addition / Add - An addition entails adding a complete new numbered clause, subclause, table,
figure, or annex. Addition is not meant to include adding select words to the base IEC text.

Modification / Modify - A modification is an altering of the existing base IEC text such as the
addition, replacement or deletion of certain words or the replacement of an entire clause,
subclause, table, figure, or annex of the base IEC text.

Deletion / Delete - A deletion entails complete deletion of an entire numbered clause, subclause,
table, figure, or annex without any replacement text.
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FOREWORD

INTERNATIONAL ELECTROTECHNICAL COMMISSION

HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES – SAFETY – Part 2-69: Particular
requirements for wet and dry vacuum cleaners, including power brush, for commercial use

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising all national
electrotechnical committees (IEC National Committees). The object of IEC is to promote international co-operation on all questions
concerning standardization in the electrical and electronic fields. To this end and in addition to other activities, IEC publishes
International Standards, Technical Specifications, Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter
referred to as “IEC Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested in
the subject dealt with may participate in this preparatory work. International, governmental and non-governmental organizations
liaising with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international consensus of
opinion on the relevant subjects since each technical committee has representation from all interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National Committees in that
sense. While all reasonable efforts are made to ensure that the technical content of IEC Publications is accurate, IEC cannot be held
responsible for the way in which they are used or for any misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications transparently to the
maximum extent possible in their national and regional publications. Any divergence between any IEC Publication and the
corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity assessment services
and, in some areas, access to IEC marks of conformity. IEC is not responsible for any services carried out by independent
certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and members of its
technical committees and IEC National Committees for any personal injury, property damage or other damage of any nature
whatsoever, whether direct or indirect, or for costs (including legal fees) and expenses arising out of the publication, use of, or
reliance upon, this IEC Publication or any other IEC Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is indispensable for the
correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent rights. IEC shall
not be held responsible for identifying any or all such patent rights.

International Standard IEC 60335-2-69 has been prepared by subcommittee 61J: Electrical motor-
operated cleaning appliances for commercial use, of IEC technical committee 61: Safety of household and
similar electrical appliances.

This fifth edition cancels and replaces the fourth edition published in 2012. It constitutes a technical
revision.

The principal changes in this edition as compared with the third edition of IEC 60335-2-69 are as follows
(minor changes are not listed):

– the scope has been revised editorially to avoid misunderstandings;

– terms and definitions has been revised with regard to the requirements revised;
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– the standard has been revised in general and updated regarding state-of-the-art, as far as necessary, in
particular some changes have been made to Clauses 15, 22 and 25;

– the standard has been aligned with the newest amendment of IEC 60335-1:2010+A1:2013;

– Annex AA was revised and restructured;

– Annex CC was revised;

– general additions for vacuum cleaners with blowing functions have been introduced;

– a new Annex GG ‘Particular requirements for mobile wet vacuum cleaners for rescue and firefighting
services (MWF)’ was added.

The text of this standard is based on the following documents:

FDIS Report on voting

61J/637/FDIS 61J/646/RVD

Full information on the voting for the approval of this standard can be found in the report on voting
indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

This part 2 is to be used in conjunction with the latest edition of IEC 60335-1 and its amendments. It was
established on the basis of the fifth edition (2010) of that standard.

NOTE 1 When “Part 1” is mentioned in this standard, it refers to IEC 60335-1.

This part 2 supplements or modifies the corresponding clauses in IEC 60335-1, so as to convert that
publication into the IEC standard: Safety requirements for wet and dry vacuum cleaners, including power
brush, for commercial use.

When a particular subclause of Part 1 is not mentioned in this part 2, that subclause applies as far as is
reasonable. When this standard states “addition”, “modification” or “replacement”, the relevant text in Part
1 is to be adapted accordingly.

NOTE 2 The following numbering system is used:

– sub clauses, tables and figures that are numbered starting from 101 are additional to those in Part 1;

– unless notes are in a new sub clause or involve notes in Part 1, they are numbered starting from 101, including those in a replaced
clause or sub clause;

– additional annexes are lettered AA, BB, etc.

NOTE 3 The following print types are used:

– requirements: in roman type;

– test specifications: in italic type;

– notes: in small roman type.
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NOTE 4 The attention of National Committees is drawn to the fact that equipment manufacturers and testing organizations may need
a transitional period following publication of a new, amended or revised IEC publication in which to make products in accordance with
the new requirements and to equip themselves for conducting new or revised tests.

It is the recommendation of the committee that the content of this publication be adopted for implementation nationally not earlier
than 12 months or later than 36 months from the date of publication.

The following differences exist in the countries indicated below.

– 22.207: A mobile power generator in accordance with DIN 14685 is required (Germany)

– 25.6: A safety plug in accordance with DIN 49443 is required. (Germany)

Words in bold in the text are defined in Clause 3. When a definition concerns an adjective, the adjective and the associated noun are
also in bold.

A list of all parts of the IEC 60335 series, under the general title: Household and similar electrical
appliances – Safety, can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until the stability
date indicated on the IEC website under "http://webstore.iec.ch" in the data related to the specific
publication. At this date, the publication will be

• reconfirmed,

• withdrawn,

• replaced by a revised edition, or

• amended.

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates that it
contains colours which are considered to be useful for the correct understanding of its contents.
Users should therefore print this document using a colour printer.

101DV DE Modify Note 1 and the paragraph following it in the Part 2 Foreword by replacing
it with the following:

Note 1 When “Part 1” is mentioned in this Standard, it refers to CAN/CSA-C22.2 No. 60335-1 (2nd Ed.) / UL 60335-1
(6th Ed.)

This part 2 supplements or modifies the corresponding clauses in CAN/CSA-C22.2 No. 60335-1 Ed 2: 2016-10-31 /
UL 60335-1 Ed. 6: 2016-10-31 (based on IEC 60335-1 Ed. 5.1:2013) (Ed. 5:2010 including corrigendum 1:2010,
corrigendum 2:2011, and amendment 1:2013), so as to convert that publication into the CSA/UL standard: Safety
requirements for wet and dry vacuum cleaners, including power brush, for COMMERCIAL USE.

102DV DE Modify the fifth paragraph following Note 4 in the Part 2 Foreword by replacing it
with the following:

Words in SMALL ROMAN CAPS in the text are defined in Clause 3. When a definition concerns
an adjective, the adjective and the associated noun are also in SMALL ROMAN CAPS.
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103DV DE Add the following text at the end of the Part 2 Foreword:

The numbering system in this Standard uses a space instead of a comma to indicate
thousands and uses a comma instead of a period to indicate a decimal point. For example,
1 000 means 1,000 and 1,01 means 1.01.
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INTRODUCTION
It has been assumed in the drafting of this International Standard that the execution of its provisions is
entrusted to appropriately qualified and experienced persons.

This standard recognizes the internationally accepted level of protection against hazards such as
electrical, mechanical, thermal, fire and radiation of appliances when operated as in normal use taking into
account the manufacturer's instructions. It also covers abnormal situations that can be expected in
practice and takes into account the way in which electromagnetic phenomena can affect the safe
operation of appliances.

This standard takes into account the requirements of IEC 60364 as far as possible so that there is
compatibility with the wiring rules when the appliance is connected to the supply mains. However, national
wiring rules may differ.

If an appliance within the scope of this standard also incorporates functions that are covered by another
part 2 of IEC 60335, the relevant part 2 is applied to each function separately, as far as is reasonable. If
applicable, the influence of one function on the other is taken into account.

When a part 2 standard does not include additional requirements to cover hazards dealt with in Part 1,
Part 1 applies.

NOTE 1 This means that the technical committees responsible for the part 2 standards have determined that it is not necessary to
specify particular requirements for the appliance in question over and above the general requirements.

This standard is a product family standard dealing with the safety of appliances and takes precedence
over horizontal and generic standards covering the same subject.

NOTE 2 Horizontal and generic standards covering a hazard are not applicable since they have been taken into consideration when
developing the general and particular requirements for the IEC 60335 series of standards. For example, in the case of temperature
requirements for surfaces on many appliances, generic standards, such as ISO 13732-1 for hot surfaces, are not applicable in
addition to Part 1 or part 2 standards.

An appliance that complies with the text of this standard will not necessarily be considered to comply with
the safety principles of the standard if, when examined and tested, it is found to have other features that
impair the level of safety covered by these requirements.

An appliance employing materials or having forms of construction differing from those detailed in the
requirements of this standard may be examined and tested according to the intent of the requirements
and, if found to be substantially equivalent, may be considered to comply with the standard.
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HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES – SAFETY –
Part 2-69: Particular requirements for wet and dry vacuum cleaners,
including power brush, for commercial use

1 Scope

This clause of Part 1 is replaced by the following.

This part of IEC 60335 deals with the safety of electrical motor-operated vacuum cleaners, including BACK-
PACK VACUUM CLEANERS, and DUST EXTRACTORS, for wet suction, dry suction, or wet and dry suction,
intended for commercial indoor or outdoor use with or without attachments. They may be provided with a
blowing or inflating function.

It also deals with the safety of CENTRALLY-SITED VACUUM CLEANERS, excluding the installation of the system.

1DV.1 DR Modification to add the following:

Clause 1DV.1 of the Part 1 applies.

NOTE 101 Attention is drawn to the fact that additional requirements on the safe installation of CENTRALLY-SITED VACUUM
CLEANERS are not addressed by this standard but need to be taken into account.

NOTE 102 This standard applies to machines for COMMERCIAL USE. The following list, although not comprehensive, gives an
indication of locations that are included in the scope:

– public use areas such as hotels, schools, hospitals;

– industrial locations, for example factories and manufacturing shops;

– retail outlets, for example shops and supermarkets;

– business premises, for example offices and banks;

– all uses other than normal housekeeping purposes.

They are not equipped with a traction drive. The following power systems are covered:

– mains powered motors up to a RATED VOLTAGE of 250 V for single-phase appliances and 480 V for other
appliances,

– battery powered motors.

1DV.2 DE Modification to replace the paragraph and dashed list following note 102 with
following:

They are not equipped with a traction drive. Machines equipped with traction drive are
under the scope of CSA C22.2 No. 60335-2-72 / UL 60335-2-72. The following power
systems are covered:

– mains powered motors up to a RATED VOLTAGE of 250 V for single-phase appliances
and 480 V for other appliances,

Full document details: UL 60335-2-69 2022
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– battery powered motors.

This standard also applies to machines handling HAZARDOUS DUST, such as asbestos.

NOTE 103 Additional requirements for machines handling HAZARDOUS DUSTare given in Annex AA. Attention is drawn to the fact
that in many countries additional requirements on hazardous substances might apply.

NOTE 104 Radioactive substances are not covered by definition of HAZARDOUS DUST for the purposes of this standard.

This standard does not apply to

– vacuum cleaners and water-suction cleaning appliances for household use (IEC 60335-2-2);

– floor treatment machines for COMMERCIAL USE (IEC 60335-2-67, IEC 60335-2-72);

– spray extraction machines for COMMERCIAL USE (IEC 60335-2-68);

– hand-held mains-operated electrical garden blowers, vacuums and blower vacuums (IEC 60335-2-100);

– hand-held and transportable motor-operated electric tools (IEC 60745 series, IEC 61029 series, IEC
62841 series);

– appliances for medical purposes (IEC 60601-1);

– machines designed for use in corrosive environments;

– machines designed for picking up liquids with a flash point below 55 °C;

– machines designed for use in explosive environments (dust, vapour or gas), except those designed for
use in zone 22.

NOTE 105 The flash point temperature limit may vary in different countries. National regulations will need to be taken into account.

NOTE 106 Additional requirements for vacuum cleaners designed for collecting COMBUSTIBLE DUST in zone 22 are given in
Annex CC.

NOTE 107 Attention is drawn to the fact that in many countries additional requirements on the safe use of the equipment covered can
be specified by the national health authorities, the national authorities responsible for the protection of labour, the national water
supply authorities and similar authorities.

1DV.3 DE Modification to replace the dashed items following “This standard does not apply
to” with the following:

– vacuum cleaners and water-suction cleaning appliances for household use (CAN/CSA-
E60335-2-2, CSA C22.2 No. 243 / UL 1017)

– floor treatment machines for COMMERCIAL USE, (CSA C22.2 No. 60335-2-67 / UL 60335-2-67,
CSA C22.2 No. 60335-2-72 / UL 60335-2-72);

– spray extraction machines for COMMERCIAL USE (CSA C22.2 No. 60335-2-68 / UL 60335-2-
68);

Full document details: UL 60335-2-69 2022
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– hand-held mains-operated electrical garden blowers, vacuums and blower vacuums
(CSA C22.2 No. 243 / UL 1017);

– hand-held and transportable motor-operated electric tools (CSA C22.2 No. 60745 series,
UL 60745 series, CAN/CSA-E1029 series, UL 987, CSA C22.2 No. 71.2, CSA C22.2 No. 62841
series, UL 62841 series);

– appliances for medical purposes (CAN/CSA-C22.2 No. 60601-1, UL 60601-1, AAMI
ES60601-1);

– machines designed for use in corrosive environments;

– machines designed for picking up flammable liquids;

– machines designed for use in explosive environments (dust, vapour or gas);

NOTE Machines designed for use in hazardous locations are evaluated according to requirements of the CE Code
and the NEC.

– machines with steam cleaning function (These machines are evaluated to this standard
and the applicable requirements for steam cleaning from CSA C22.2 No. 243, UL 1017).

1DV.4 DE Modify Clause 1 by deleting Note 106:

This Note does not apply.

2 Normative references

This clause of Part 1 is applicable except as follows.

Addition:

IEC 60312-1, Vacuum cleaners for household use – Part 1: Dry vacuum cleaners – Methods for
measuring the performance

IEC 60335-2-41, Household and similar electrical appliances – Safety – Part 2-41: Particular requirements
for pumps

IEC 61540, Petit appareillage – Dispositifs différentiels mobiles sans dispositif de protection contre les
surintensités incorporé pour usages domestiques et analogues (PCDM)

ISO 2602, Statistical interpretation of test results – Estimation of the mean – Confidence interval

ISO 6344-2, Coated abrasives – Grain size analysis – Part 2: Determination of grain size distribution of
macrogrits P12 to P220

ISO 7731, Ergonomics – Danger signals for public and work areas – Auditory danger signals

ISO 11428, Ergonomics – Visual danger signals – General requirements, design and testing

Full document details: UL 60335-2-69 2022
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2DV DE Modify Clause 2 of the Part 2 by adding the following normative references:

AAMI ES60601-1, Medical electrical equipment – Part 1: General requirements for basic
safety and essential performance

ASTM F655, Standard Specification for Test Carpets and Pads for Vacuum Cleaner Testing

IEC TS 62885-1:2018, Surface cleaning appliances – Part 1: General requirements on test
material and test equipment

ISO 13849-1, Safety of machinery – Safety-related parts of control systems – Part 1:
General principles for design

CSA C22.1:18, Canadian Electrical Code (CE Code), Part I

CSA C22.2 No. 0:20, General requirements – Canadian Electrical Code, Part II

CSA C22.2 No. 0.23:15 (R2020), General requirements for battery-powered appliances

CSA C22.2 No. 71.2-10 (R2020), Electric bench tools

CSA C22.2 No. 243-17, Vacuum Cleaners, Blower Machines, and Household Floor Finishing
Machines

CAN/CSA-C22.2 No. 60335-1:16, Household and similar electrical appliances – Safety – Part
1: General requirements

CSA C22.2 No. 60335-2-67:21, Household and similar electrical appliances – Safety – Part 2-
67: Particular requirements for floor treatment machines, for commercial use

CSA C22.2 No. 60335-2-68:20, Household and similar electrical appliances – Safety – Part 2-
68: Particular requirements for spray extraction machines, for commercial use

CSA C22.2 No. 60335-2-72:21, Household and similar electrical appliances – Safety – Part 2-
72: Particular requirements for floor treatment machines with or without traction drive, for
commercial use

CSA C22.2 No. 60601-1:14 (R2018), Medical electrical equipment – Part 1: General
requirements for basic safety and essential performance

CSA C22.2 No. 60745 series, Hand-held motor-operated electric tools

CSA C22.2 No. 62841 series, Electric motor-operated hand-held tools, transportable tools
and lawn and garden machinery

CAN/CSA-E1029 series, Safety of Transportable Motor-Operated Electric Tools

CAN/CSA-E60335-2-2:06 (R2015), Household and similar electrical appliances – Safety –
Part 2-2: Particular requirements for vacuum cleaners and water-suction cleaning
appliances

CAN/CSA-E60335-2-41:13 (R2018), Household and similar electrical appliances – Safety –
Part 2-41: Particular requirements for pumps

Full document details: UL 60335-2-69 2022
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NFPA 30 2018, Flammable and Combustible Liquids Code

NFPA 484 2019, Standard for Combustible Metals

NFPA 652 2019, Standard on the Fundamentals of Combustible Dust

NFPA 664, 2020, Standard for the Prevention of Fires and Explosions in Wood Processing
and Woodworking Facilities

UL 778, Motor-Operated Water Pumps

UL 987, Stationary and Fixed Electric Tools

UL 1017, Vacuum Cleaners, Blower Machines, and Household Floor Finishing Machines

UL 2595, General requirements for battery-powered appliances

UL 60335-1, Household and similar electrical appliances – Safety – Part 1: General
requirements

UL 60335-2-67, Household and similar electrical appliances – Safety – Part 2-67: Particular
requirements for floor treatment machines, for commercial use

UL 60335-2-68, Household and similar electrical appliances – Safety – Part 2-68: Particular
requirements for spray extraction machines, for commercial use

UL 60335-2-72, Household and similar electrical appliances – Safety – Part 2-72: Particular
requirements for floor treatment machines with or without traction drive, for commercial
use

UL 60601-1, Medical electrical equipment – Part 1: General requirements for basic safety
and essential performance

UL 60745 series, Hand-held motor-operated electric tools

UL 62841 series, Electric motor-operated hand-held tools, transportable tools and lawn and
garden machinery

3 Terms and definitions

This clause of Part 1 is applicable except as follows.

3.1.9 Replacement:
NORMAL OPERATION
conditions under which the machine is operated in normal use, obtained at the following power input Pm of
the vacuum motor:

P P P= 0,5 ( + )m f i

where

Full document details: UL 60335-2-69 2022
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Pf is the input, in watts, when the machine has been operated for 3 min, fitted with the nozzle and hose
giving the highest input;

Pi is the input, in watts, when the machine has been operated for 20 s with the nozzle sealed, immediately
following the 3-minute-period with the nozzle open. Any valve or similar device used to ensure a flow of air
to cool the motor in the event of a blockage of a main air inlet is rendered ineffective.

Pf and Pi are measured with the supply voltage adjusted to RATED VOLTAGE, or to a voltage equal to the
mean value of the RATED VOLTAGE RANGE if the difference between the limits of the RATED VOLTAGE RANGE
does not exceed 10 % of the mean value of the range. If the difference between the limits of the RATED
VOLTAGE RANGE exceeds 10 % of the mean value, the tests are carried out with the supply voltage set to
the upper limit of the range.

The measurements are made with the machine fitted with a clean dust bag and filter and with the water
container, if any, empty. If the machine is intended for use only with a hose, detachable nozzles are
removed and the hose is laid out straight. If the machine is provided with a hose as an optional accessory,
it is operated without the hose.

Electrically driven devices, if any, are in operation but are not in contact with the floor or any other surface
or with the means used to seal the air inlet.

The normal load is equal to the mean load Pr for the electrically driven agitating device such as a motor
driven brush determined in accordance with the following:

– the agitating device operates on a carpet as specified in IEC 60312-1;

– the mean load Pr is determined when using the device in the following way:

After setting the device, the device is moved twice over a distance of 5 m in the direction giving the highest
load;

– the motor responsible for the airflow operates under the same conditions as for determining Pf, i.e. no
airflow restrictions, and measurements are taken after 3 min;

– the device is adjusted to the carpet pile height;

– it is necessary to move the agitating device slowly across the carpet to avoid carpet damage.

Soiled water discharge pumps, if applicable, are operated as follows. The pump delivers a continuous flow
of water without any soiled water discharge hose attached to the soiled water outlet of the machines
unless the discharge hose is permanently attached to the machine. The vacuum motor works during the
test, unless an interlock device is provided to prevent combined operation of both motors.

Machines equipped with an inflating function are also operated whilst equipped with the hose as described
in the instructions for use. The hose is placed in a straight line away from the machine. Power adjustment
controls are set to the highest input power.

Machines equipped with a blowing function are also operated whilst equipped with the two hoses or as
described in the instructions for use. Both hoses are placed in a straight line away from the machine.
Power adjustment controls are set to the highest input power. The blowing hose is not equipped with any
attachments, e.g. nozzles.
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3.1.9DV.1 D2 Modify the first dashed item in 3.1.9 of the Part 2 by replacing it with the
following:

– the agitating device operates on a carpet as specified in IEC 60312-1, IEC TS 62885-1, or
ASTM F655;

3.1.9DV.2 D2 Modification: Add the following at the end of 3.1.9 of the Part 2:

With the air inlet unobstructed, any device that ensures a flow of air to cool the motor in the
event of a blockage of the main air inlet shall be allowed to operate. With the air inlet
blocked, any device that is adjustable without the aid of a tool, and which ensures a flow of
air to cool the motor in the event of a blockage of a main air inlet, shall be rendered
inoperative.

A VACUUM RELIEF VALVE or similar device that complies with the VACUUM RELIEF VALVE
endurance test shall be allowed to operate during the Temperature test.

3.4.2DV D1 Modification: Replace 3.4.2DV of the Part 1 with the following:

SAFETY EXTRA-LOW VOLTAGE
voltage not exceeding 42,4 V peak a.c. or d.c. between conductors and between
conductors and earth

3.101
WATER-SUCTION CLEANING MACHINE
machine for sucking up a water-based cleaning solution

3.102
BACK-PACK VACUUM CLEANER
vacuum cleaner designed to have the power source and collector carried on the OPERATOR’s back by
means of a supporting device

3.103
MOTORIZED CLEANING HEAD
hand-held or hand-guided cleaning device connected to the machine, with an integrated electrical motor

Note 1 to entry: The permanently attached main cleaning head is not regarded as a MOTORIZED CLEANING HEAD.

3.104
HAZARDOUS DUST
non-radioactive dust which is hazardous to health if inhaled, ingested or in contact with the skin

Note 1 to entry: IEC Directive 79/831/EEC amending 67/548/EEC lists dusts for which the general indication of nature of risk is
specified as very toxic, harmful, corrosive or irritant; some dusts can be subject to an exposure limit in the country of use; micro-
organisms can be considered as dusts creating a hazard to the health of a person.

Note 2 to entry: Requirements for machines intended to pick up HAZARDOUS DUSTare specified in Annex AA.

Full document details: UL 60335-2-69 2022
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3.105
COMBUSTIBLE DUST
finely divided solid particles, 500 μm or less in nominal size, which may be suspended in air, may settle out
of the atmosphere under their own weight, may burn or glow in air, and may form explosive mixtures with
air at atmospheric pressure and normal temperatures

Note 1 to entry: This includes dust and grit as defined in ISO 4225.

Note 2 to entry: The term solid particles is intended to address particles in the solid phase and not the gaseous or liquid phase, but
does not preclude a hollow particle.

[SOURCE: IEC 60050-426:2008, 426-02-18]

3.105DV DE Modify 3.105 by adding the following note:

Note 3DV to entry: See Annex AA.

3.106
EXPLOSIVE DUSTATMOSPHERE
mixture with air, under atmospheric conditions, of flammable substances in the form of dust, fibres or
flyings which, after ignition, permits self-sustaining propagation

Note 1 to entry: Minimum ignition energy values for common dusts can be found in Annex BB.

Note 2 to entry: Requirements for machines intended to pick up COMBUSTIBLE DUST in an EXPLOSIVE ATMOSPHERE are
specified in Annex CC.

[SOURCE: IEC 60050-426:2008, 426-01-08, modified: the notes to entry have been added]

3.106DV DE Delete Note 2.

This Note does not apply.

3.107
ESD PROTECTED AREA
EPA
area with a minimum risk for electrostatic discharge that could damage electronic devices, and in which
people present in that area are not subjected to any additional risk

Note 1 to entry: Requirements for machines intended to pick up dust in ESD PROTECTED AREAS are specified in Annex DD.

3.108
DUST EXTRACTOR
stationary or portable equipment specifically designed to be connected to dust-generating machines

Note 1 to entry: A vacuum cleaner is designed to pick up already settled dust.

3.109
CENTRALLY-SITED VACUUM CLEANER
vacuum cleaner that is connected to a ducting system installed in the building

Note 1 to entry: During use, the nozzle and its associated hose are connected to one of the suction inlets of the ducting system.

Full document details: UL 60335-2-69 2022
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3.110
GUARD
part of the machine specifically designed to provide protection by means of a physical barrier, such as, for
example, a casing, a shield, a cover, a screen, a door, an enclosure or a fence; other parts of the machine
that fulfil a primarily operational function, such as, for example, the frame of the machine, may also fulfil a
protective function but are not referred to as GUARDS

Note 1 to entry: Three main kinds of GUARDS can be distinguished: fixed GUARDS, interlocking moveable GUARDS and adjustable
GUARDS. Interlocking movable GUARDS are required where frequent access is envisaged, while fixed guards can be used where
frequent access is not envisaged.

3.111
OPERATOR
person installing, operating, adjusting, cleaning, moving, or performing USER MAINTENANCE on the machine

3.112
TEST SOLUTION
solution which consists of 20 g of NaCl and 1 ml of a solution of 28 % by mass of dodecyl sodium sulphate
in each 8 l of water

Note 1 to entry: The chemical designation of dodecyl sodium sulphate is C12H25NaSO4.

3.113
COMMERCIAL USE
intended use of machines covered by this standard, i.e. not intended for normal housekeeping purposes
by private persons but which may be a source of danger to the public

I.e. in particular that

– the machines may be used by cleaning contractors, cleaning staff, etc.;

– they are used in commercial or public premises (i.e. offices, shops, hotels, hospitals, schools, etc.) or in
industrial (plants, etc.) and light industrial (workshops, etc.) environments.

Note 1 to entry: COMMERCIAL USE is also called professional use.

3.114
MOBILE MACHINE
machine capable of being moved from one location to another

Note 1 to entry: This includes portable and hand-held appliances, and excludes fixed and stationary appliances.

[SOURCE: IEC 60050-151:2001, 151-16-45, modified: term modified, deletion of the mention of the use of
vehicles in the definition and addition of the note to entry]

3.115
MWF VACUUM CLEANER
vacuum cleaner for picking up liquids, intended to be used by rescue and firefighting services, integrating
a pump for a continuous disposal of the sucked up liquid

Note 1 to entry: MWF is the abbreviation of Mobile Wet vacuum cleaners for rescue and Firefighting and rescue services.

3.116
INFLATING FUNCTION
operation mode with the clean air exhaust used to inflate objects with the standard suction hose connected
to the air outlet of the machine

Full document details: UL 60335-2-69 2022
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Note 1 to entry: Only one hose is connected to the machine at a time.

3.117
BLOWING FUNCTION
operation mode with the clean air exhaust connected to an air exhaust hose as specified in the instructions
for use, the purpose being to transport the clean exhaust air away from the working location

Note 1 to entry: In this case, two hoses are connected to the vacuum cleaner simultaneously.

3.118DV D2 Add the following definition to Clause 3 of the Part 2:

VACUUM RELIEF VALVE
mechanical device that ensures a flow of air to cool the motor in the event of a blockage of
the main air inlet

3.119DV D2 Add the following definition to Clause 3 of the Part 2:

SAFETY-CRITICAL FUNCTION
function(s) required by this standard, the loss of which would cause the appliance to
function in a manner that exposes the user to a risk that exceeds the risk permitted by this
end product standard under abnormal conditions

3.120DV D2 Add the following definition to Clause 3 of the Part 2:

LOW-VOLTAGE LIMITED-ENERGY (LVLE) CIRCUIT
a circuit involving an a.c. voltage of not more than 30 V r.m.s. or 42,4 V peak, or a d.c.
voltage of 60 V and supplied by any of the following:

– a combination of a BATTERY source or an isolated transformer secondary winding
and one or more resistors, or a regulating network complying with Items (a) – (c):

a) The maximum load current drawn under any condition of loading,
including short circuit, using a resistor is measured 60 s after the application
of the load. The resistor is continuously readjusted during this 1 min. period
to maintain maximum load current. The measured load current is not
exceeding the value listed in Table 3.120DV.

b) With reference to the specified voltage limit, measurement is made with the
unit connected to the intended supply voltage and with all loading circuits
disconnected.

c) The performance is not affected by malfunction of a single component,
excluding resistors. The network complies with the value in Table 3.120DV; or

– a BATTERY with output current limited by overcurrent protection in accordance with
Table 3.120DV.

NOTE: A LOW-VOLTAGE LIMITED-ENERGY CIRCUIT is also known as a LVLE CIRCUIT.

Full document details: UL 60335-2-69 2022
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Table 3.120DV
Rating for secondary fuse or circuit protector

Circuit voltage (V r.m.s.) Current (A)

20 or less 5
More than 20 but not greater than 60 100/Va

a V is the maximum output voltage, regardless of the load, with the primary energized.

4 General requirement

This clause of Part 1 is applicable except as follows.

Replacement of the first paragraph by the following:

Machines shall be constructed so that they function safely so as to cause no danger to persons or
surroundings during normal use, even in the event of carelessness, and during installation, adjusting,
maintenance, cleaning, repairing or transportation.

Addition:

For the purpose of this standard, the term ‘appliance’ as used in Part 1 is to be read as ‘machine’.

4DV.1 DE Modification to the third paragraph of the Part 2 by replacing "cause no danger to
persons or surroundings" with "reduce the risk of fire, electric shock, and/or injury to
persons".

4DV.2 DE Modification by adding the following to the Part 2:

In Canada, general requirements applicable to these products are provided in CSA C22.2
No. 0.

5 General conditions for the tests

This clause of Part 1 is applicable except as follows.

5.101 The TEST SOLUTION is to be stored in a cool atmosphere and used within seven days after its
preparation.

5.102DV D2 Addition of the following clause to Clause 5 of the Part 2:

Machines provided with general-use socket outlets shall be tested with the socket outlets
unloaded unless otherwise specified.

5.14DV D2 Modification to add the following note to 5.14 of the Part 1:

NOTE 101DV Attention is drawn to the second paragraph of 5.14, as this requires the evaluation of Class II
constructions within Class I machines.
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5.17DV D2 Modification to replace 5.17 of the Part 1 with the following:

Battery operated appliances are tested in accordance with Annex B.

6 Classification

This clause of Part 1 is applicable, except as follows.

6.1 Replacement:

Vacuum cleaners and their attachments shall be of one of the following classes with respect to the
protection against electric shock:

– CLASS I,

– CLASS II, or

– CLASS III.

Metal parts that may continuously contact the body shall be considered as handles for which 22.36
applies.

Compliance is checked by inspection and by the relevant tests.

6.1DV D2 Modification to add the following paragraph after the third dashed item of
Subclause 6.1 of the Part 2:

Machines provided with general-use socket-outlets shall be CLASS I.

6.2 Addition:

Water suction cleaning machines and products intended for outdoor use and storage shall be at least
IPX4.

6.2DV D2 Modification to replace 6.2 of the Part 2 with the following:

Products intended for outdoor use and outdoor storage shall be at least IPX4.

7 Marking and instructions

This clause of Part 1 is applicable, except as follows.

7.1 Replacement of the 4th dashed item as follows:

– the business name and address of the manufacturer and, if applicable, his authorized representative;
any address shall be sufficient to ensure postal contact;

Addition:
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Machines shall be marked in addition with the following:

– serial number, if any;

– designation of the machine and series or type, allowing the technical identification of the product. This
may be achieved by a combination of letters and/or numbers;

NOTE 101 Designation of machine, series or type includes the model or type reference as required in Part 1.

– year of construction, i.e. the year in which the manufacturing process is completed;

NOTE 102 The year of construction can be part of the serial number.

– machines equipped with wheels and other mobile machinery shall be marked with the mass of the most
usual configuration in kg.

When permitted by Table 101, the appliance may be marked adjacent to the air outlet with:

– the substance of “CAUTION: Hot surface”, or

– symbol IEC 60417-5041 (2002-10).

7.1DV D2 Modify 7.1 by adding a 5th dashed item to the Part 2 “Replacement” as follows:

– if a manufacturer produces or assembles machines at more than one factory, each
finished product shall have a distinctive marking, which can be in code, by means of which
it can be identified as the product of a particular factory.

7.1.101 MOTORIZED CLEANING HEADS shall be marked with

– RATED VOLTAGE or RATED VOLTAGE RANGE in volts;

– RATED POWER INPUT in watts;

– name, trade mark or identification mark of the manufacturer or responsible vendor;

– model or type reference;

– mass of the most usual configuration in kg.

MOTORIZED CLEANING HEADS for water-suction cleaning appliances except those of CLASS III CONSTRUCTION
having a WORKING VOLTAGE up to 24 V shall be marked with symbol IEC 60417-5935 (2012-09).

NOTE This symbol is an information sign and, except for the colours, the rules of ISO 3864-1 apply.

Compliance is checked by inspection.

7.1.101DV.1 D2 Modification of 7.1.101 of the Part 2 by replacing the second dashed item
with the following:

– RATED POWER INPUT in watts, or RATED CURRENT in amperes;
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7.1.101DV.2 D2 Modification of 7.1.101 of the Part 2 by adding the following:

An appliance having provision for an electrical attachment, such as a motorized nozzle,
that is not provided with the appliance shall be marked

a) to separately identify the input with and without the attachment; and

b) on a surface adjacent to the relevant socket-outlet to specify the attachment
intended to be used.

7.1.102 Socket-outlets for accessories shall be marked with the maximum load in watts on the socket-
outlet or close to it.

Compliance is checked by inspection.

7.1.102DV D2 Modification to replace 7.1.102 of the Part 2 with the following:

Socket-outlets for accessories shall be marked with the maximum load in watts or amperes
on the socket-outlet or nearby.

Compliance is checked by inspection.

7.1.103DV D2 Addition of 7.1.103DV to the Part 2:

If an appliance is provided with a SUPPLY CORD 46 cm long or less with a plug, a statement
shall be marked on the appliance or included in the instructions packaged with the
appliance advising of the following:

a) The availability of an extension cord;

b) An extension cord description including conductor size and, in accordance with
25.7DV, construction type; and

c) The importance of using such a cord.

7.1.104DV D2 Addition of 7.1.104DV to the Part 2 as follows:

7.1.104DV.1 An appliance or an accessory of a type mentioned in Table 7.1.104DV.1 shall be
provided with a permanent marking containing the applicable warning. The wording of the
marking shall be as stated in Table 7.1.104DV.1 or shall be in equally definitive terminology
containing all three required parts of the marking specified. These three required parts are
the signal word, the risk statement, and the risk reduction statement. The marking shall be
readily visible while the appliance or accessory is in use or being readied for use.

A CENTRALLY-SITED VACUUM CLEANER not intended for wet pick-up shall be marked in
accordance with Table 7.1.104DV.1.
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Table 7.1.104DV.1
Additional warning markings for appliances or accessories

Type of appliance or accessory Marking required

For a product not marked at least IPX4. WARNING – To Reduce The Risk Of Electric Shock – Do not
expose to rain. Store indoors.

For a product intended for dry suction
only.

WARNING – To Reduce The Risk Of Electric Shock – Do not use
for wet pick-up.

Motorized cleaning head intended for dry
suction only, may be connected to a
vacuum cleaner intended for wet suction.

WARNING – To Reduce The Risk Of Electric Shock – Do not use
motorized cleaning head for wet pick-up.

Class II motorized cleaning head may be
connected to a Class I vacuum cleaner.

WARNING – Only motorized cleaning head is of CLASS II
CONSTRUCTION. To reduce risk of electric shock – Connect
vacuum cleaner to a properly grounded outlet.

Current-carrying hoses. WARNING – This hose contains electric wires. To reduce the risk
of electric shock, do not use or repair a damaged hose.

7.1.104DV.2 During the evaluation of an appliance to 20.2, a part need not be opened or
removed if it is marked to indicate that such servicing is to be done with the appliance
disconnected from the supply circuit as follows or the equivalent:

CAUTION – To Reduce The Risk Of Injury From Moving Parts – Unplug Before Servicing.

7.1.104DV.3 Unless the ELECTRONIC CIRCUIT has been evaluated as a SAFETY CRITICAL
FUNCTION, an electronically controlled motor-driven brush that is necessarily exposed to
perform its work function shall be marked to indicate that the brush can start unexpectedly
and cleaning and servicing is to be done with the appliance disconnected from the supply
circuit. The marking shall be as follows or equivalent:

CAUTION – Risk Of Injury. Brush May Start Unexpectedly. Unplug Before Cleaning or
Servicing.

7.1.104DV.4 If the construction of an appliance is such that cleaning or similar servicing to
be done by the user (such as replacement of lamps, fuses, drive belts, and the like)
involves the exposure of normally enclosed or protected uninsulated live parts to
unintentional contact, the appliance shall be marked with the following or equivalent
wording:

WARNING – TO REDUCE THE RISK OF ELECTRIC SHOCK– UNPLUG BEFORE CLEANING
OR SERVICING.

7.1.104DV.5 A wet pick-up current-carrying hose shall be marked with the following or
equivalent wording:

″WARNING – This hose contains electric wires. To reduce risk of electric shock do not use
or repair a damaged hose.″

7.1.104DV.6 A machine provided with one or more general-use socket-outlets shall be
marked with the word ″CAUTION″ and the following or equivalent in Items (a) – (b) below. A
single marking may apply to several socket-outlets provided that the marking is near all of
them.

a) On or near switched socket-outlets: Risk of injury. This socket-outlet is energized
when this product is turned ON.
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b) On or near automatically controlled socket-outlets: Risk of injury. When
appliances connected to this socket-outlet are turned on, this product turns on
automatically.

Compliance is checked by inspection.

7.1.105DV D2 Add 7.1.105DV to the Part 2 as follows:

A permanently connected appliance as permitted by Clause 22.109DV.2 shall be marked
with the following or equivalent:

“Connect to a __A branch circuit,” where the overcurrent protection of the branch circuit is
determined from Table 7.1.105DV.

Table 7.1.105DV
Rating or Setting of Overcurrent Protective Devices

Type of motor and marking
Maximum ampere rating of protective device as a

percentage of motor full-load-current rating

A B
Motor with marked service factor of 1.15 or greater, or with
marked temperature rise of 40 °C or lessa

125 140

Other motors 115 130
a Motor manufacturer’s applied marking.

A Maximum protective device rating or setting.

B Maximum protective device rating or setting permitted if the value of column A does not correspond to a
standard device rating or setting range or is not sufficient to start the motor of carry the load.

Compliance is checked by inspection.

7.2DV D2 Replace 7.2 of the Part 1 with the following:

An appliance having provision for two or more separate connections to a branch circuit or
other power-supply source shall be permanently marked with the word ″CAUTION″ and the
following or the equivalent, ″This appliance has more than one connection to the source of
supply. To reduce the risk of electric shock, disconnect all such connections before
servicing.″ The marking shall be located at each point of connection and shall be readily
visible after installation of the appliance.

7.6 Addition:
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[symbol IEC 60417-5935 (2012-09)]
MOTORIZED CLEANING HEAD for water-
suction cleaning

[symbol IEC 60417-5041 (2002-10)] caution – hot surface

7.6DV D2 Modification to add the following symbols to 7.6 of the Part 2:

I [symbol IEC 60417-5007 (2002-10)] “ON” (power) symbol

O [symbol IEC 60417-5008 (2002-10)] “OFF” (power) symbol

[symbol IEC 60417-5010 (2002-10)] “ON”/”OFF” (push-push) symbol

7.8DV DR Modification to add the following text to 7.8 of the Part 1:

A terminal intended for the connection of a grounded (neutral) power supply conductor
shall be of, or plated with, metal that is substantially silver in color such that it is readily
distinguishable from the other terminals, or identified in some other manner, such as on an
attached wiring diagram. A lead intended for connection to a grounded (neutral) power
supply conductor shall be finished to show a white or gray color and shall be readily
distinguishable from the other leads.

7.12 Modification:

Replace the 4th paragraph by the following text.

This machine is not intended for use by persons (including children) with reduced physical, sensory or
mental capabilities, or lack of experience and knowledge.

Addition:

The front cover of the instructions shall include the substance of the following warning:

CAUTION Read the instruction manual before using the machine.

This wording may be replaced by symbols ISO 7000-0434A (2004-01) and ISO 7000-0790 (2004-01).

If symbol IEC 60417-5041 (2002-10) is marked on appliances, its meaning shall be explained.

The instructions shall contain at least the following:
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– the business name and full address of the manufacturer and, if applicable, his authorized representative;

– designation of series or type of the machine as marked on the machine itself, except for the serial
number;

NOTE 101 The designation of series or type can be abstracted, as long as the identification of the product is ensured.

– the general description of the machine;

– the intended use of the machine and the auxiliary equipment as covered by the scope of this standard;

NOTE 102 Examples of auxiliary equipment are MOTORIZED CLEANING HEADS and lights.

– the meaning of the symbols used on the machine and in the instructions;

– drawings, diagrams, descriptions and explanations necessary for the safe use, maintenance and repair
of the machine and for checking its correct functioning;

– technical data including the markings on the machine;

– information regarding putting into service, safe operation, handling, transportation, and storage of the
machine taking into account its weight;

– instructions to enable adjustment and maintenance to be carried out safely, including the protective
measures that should be taken during these operations;

– the conditions in which the machine meets the requirement of stability during use, transportation,
assembly, dismantling when out of service, testing or foreseeable breakdowns;

– the procedure to be followed to prevent unsafe situations in the event of accident (e.g. contact with or
spillage of detergents, battery acid, fuel or oil) or equipment breakdown;

– the substance of the following:

This machine is intended for commercial use, for example in hotels, schools, hospitals, factories,
shops, offices and rental businesses.

The instructions shall indicate the type and frequency of inspections and maintenance required for safe
operation, including preventive maintenance measures. They shall, if applicable, give the specifications of
the spare parts if they affect the health and safety of the OPERATOR, e.g. filter elements.

In addition, the instructions shall give the following information, if applicable:

– for battery powered machines, instructions regarding the precautions to be taken for safe charging;

– precautions to be taken when changing brushes or other attachments;

– information on the detergents or other liquids that may be used including the choice and use of personal
protective equipment (PPE);

– essential characteristics of auxiliary equipment which may be fitted to the machine;

– information regarding safe disposal of batteries;
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– purposes of the socket outlet on the machine;

– the precautions to be taken when using the machine under specific conditions such as handling
flammable liquids or dusts and dusts hazardous to health;

– wet filters and the interior part of the liquid container shall be dried before storage.

– the intended use of the brushes specified for the machine.

7.12DV.1 D2 Modification to delete the 5th paragraph from 7.12 of the Part 1:

This paragraph does not apply.

7.12DV.2 D2 Modification to replace the sentence, “This wording may be replaced by
symbols ISO 7000-0434A (2004-01) and ISO 7000-0790 (2004-01).” with the following:

This wording may be replaced by symbols ISO 7000-0434A (2004-01) or ISO 7000-0434B
(2004-01) and ISO 7000-0790 (2004-01) or ISO 7000-1641.

Alternatively, these symbols may be replaced by symbols ISO 7000-0434 (2004-01) and
either ISO 7000-1641 (2004-01) or ISO 7000-0790 (2004-01).

If the symbols are used in place of the wording, their meaning shall be explained in the
instructions.

7.12DV.3 D2 Modification to add the following five dashed items to 7.12 of the Part 2:

– If complete guarding of a moving part that could cause an injury to persons would defeat
the utility of an appliance, a statement to warn the user of the potential risk.

– A statement that to provide additional protection from electric shock, the product shall
only be connected to a socket-outlet that is protected by a ground fault circuit interrupter
(GFCI).

– The instructions provided with a carpet cleaning appliance having a wet pick-up current-
carrying hose shall include the following statement:

This hose is to be examined periodically for visible deterioration, such as abrasion, cracks,
and splits.

– A vacuum cleaner having a removable filter/float cage shall be provided with instructions
for reinstalling the cage.

– Instructions on the use of socket-outlets provided on the machine.

7.12.1DV D2 Modification to add the following to 7.12.1 of the Part 1:

Instructions for a permanently connected vacuum cleaner intended for outdoor use and
any vacuum cleaner intended for use in areas where gasoline or other volatile flammable
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liquids are transferred to fuel tanks of vehicles shall also include the information that
machines designed for use in hazardous locations shall be installed according to
requirements of the CE Code and the NEC.

The installation instructions provided with a CENTRALLY-SITED VACUUM CLEANER employing a
SUPPLY CORD less than 1,8 m in length shall indicate the length of the SUPPLY CORD provided
on the product, and shall advise the user that the product should be mounted such that the
product’s SUPPLY CORD can be directly plugged into an electrical outlet. It shall also indicate
that an extension cord should not be used.

7.12.101 The instructions shall include warnings concerning ways in which the machine shall not be
used, which in the experience of the manufacturer are likely to occur. At least, it shall include the
substance of the following warnings, if applicable.

– WARNING Operators shall be adequately instructed on the use of these machines.

– WARNING This machine is not suitable for picking up hazardous dust.

– WARNING This machine is for dry use only.

– CAUTION This machine is for indoor use only.

– CAUTION This machine shall be stored indoors only.

– A warning that the machine shall be disconnected from its power source during cleaning or maintenance
and when replacing parts or converting the machine to another function:

• for mains operated machines, by removing the plug from the socket-outlet;

• for battery powered machines, by safely disconnecting at least the B+ or B‒ pole of the battery or
an equivalent method (disconnecting device); for non-SELV both poles shall be disconnected.

Instructions for mains operated machines shall also include the substance of the following:

– WARNING Do not allow the supply cord to come into contact with the rotating brushes.

– WARNING Only use the socket outlet on the machine for purposes specified in the instructions.

Instructions for water suction cleaning machines shall also include the substance of the following:

– WARNING If foam or liquid escapes from the machine, switch off immediately.

– CAUTION Clean the water level limiting device regularly and examine it for signs of damage.

Instructions for machines having a current-carrying hose for dry suction, operating at other than SAFETY
EXTRA-LOW VOLTAGE shall also include the substance of the following:

– WARNING This hose contains electrical connections: do not use it to collect water and do not immerse
in water for cleaning.

Compliance is checked by inspection.

7.12.102 Information on noise
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NOTE The instructions can include information on airborne noise emission as indicated in EE.2.7.

7.12.103 Information on vibration

NOTE The instructions can include information on the vibration total value as indicated in Clause FF.2.

7.12.104 The instructions for use of vacuum cleaners with BLOWING OR INFLATING FUNCTIONS shall include
information concerning the use of these functions and the nominal overpressure.

The instructions for use of vacuum cleaners with inflating functions shall include this function is not
intended for blowing away deposited dust.

7.12.105DV D2 Addition of 7.12.105DV to the Part 2 as follows:

For a vacuum cleaner provided with a float (filter) cage that serves as an enclosure or
guard of hazardous moving parts, if the cage can be removed from the enclosure without
tools, the instructions shall contain the following statement or equivalent:

CAUTION – MOVING PARTS – DO NOT OPERATE WITHOUT CAGE AND FLOAT IN PLACE

7.12.106DV D2 Addition of 7.12.106DV to the Part 2 as follows:

The instructions pertaining to a risk of fire, electric shock, or injury to persons shall be:

a) In the first part of the manual;

b) Before the operating instructions;

c) Separate in format from other instructions related to assembly, operation,
maintenance, and storage; and

d) A permanent part of the manual.

7.12.107DV D2 Addition of 7.12.107DV to the Part 2 as follows:

The instructions shall include all applicable markings specified in Table 7.1.104DV.1;
however, the signal word “WARNING” and the statement of risk may be omitted.

7.12.108DV D2 Addition of 7.12.108DV to the Part 2 as follows:

The following instructions shall be included:

– ″Do not pick up anything that is burning or smoking, such as cigarettes, matches, or hot
ashes.″

– ″Do not use without dust bag and/or filters in place.″

– "Do not use to pick up flammable liquids, such as gasoline, or use in areas where
flammable vapors may be present."
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7.12.109DV D2 Addition of 7.12.109DV to the Part 2 as follows:

A CLASS II machine provided with a two-blade, polarized plug shall be provided with the
following instructions or the equivalent:

To reduce the risk of electric shock, this appliance has a polarized plug (one blade is
wider than the other). This plug will fit in a polarized outlet only one way. If the plug
does not fit fully in the outlet, reverse the plug. If it still does not fit, contact a
qualified electrician to install the proper outlet. Do not change the product in any
way.

7.13 Addition:

The words “Original instructions” shall appear on the language version(s) verified by the manufacturer.

7.14 Addition:

The height of symbol IEC 60417-5935 (2012-09) shall be at least 15 mm.

The height of symbol IEC 60417-5041 (2002-10) shall be at least 10 mm.

Compliance is checked by measurement.

7.14DV D2 Modification to add the following at the end of 7.14 of the Part 1:

7.14DV.1 A cautionary marking shall be prefixed by a signal word ″DANGER,″ ″WARNING,″
or ″CAUTION.″ These signal words shall not be replaced by symbols.

The signal words “DANGER”, “WARNING”, or “CAUTION” if in the Latin alphabet shall be
in uppercase having a height not less than

a) 3,5 mm for appliances normally used on the floor;

b) 2,0 mm for PORTABLE APPLIANCES with a printable surface of less than 10 cm2; and

c) 3,0 mm for other appliances.

NOTE A height of 3,5 mm is similar to 14-pt Arial, 3,0 mm is similar to 12-pt Arial and 2,0 mm is similar to 8-pt Arial.
Other typefaces might differ in the pt value.

7.14DV.2 Uppercase letters of the text explaining the signal word shall be no smaller than
1,6 mm, with other letters according to the font size of the uppercase letter.

7.14DV.3 Unless contrasting colours are used, moulded in, engraved, or stamped,
markings shall be either raised above or have a depth below the surface of at least 0,25
mm.

7.15DV D2 Modification to add the following to 7.15 of the Part 1:

If the hose of a CENTRALLY-SITED VACUUM CLEANER not intended for wet pick-up is provided by
the manufacturer, it shall be marked in the area of the handle in accordance with Item 6 of
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Table 7.1.104DV.1 and in such a manner and location that it will be visible to the user during
NORMAL OPERATION.

7.18DV DR Modification to add the following to 7.18DV of the Part 1:

Such appliances shall additionally be marked adjacent to the terminals with the following
or equivalent for an output greater than 15 V: “Class 2 Not Wet."

8 Protection against access to live parts

This clause of Part 1 is applicable except as follows.

8.1 Addition:

Water and water-borne cleaning agents are considered conductive.

8.1.4DV D2 Modification of 8.1.4DV in the Part 1 by adding the following as the first dashed
item:

– the part is supplied from a SAFETY ISOLATING TRANSFORMER, provided that the voltage does
not exceed 60 V DC.

9 Starting of motor-operated appliances

This clause of Part 1 is not applicable.

9DV D2 Modification to replace the first sentence of the Part 2 with the following:

This clause of Part 1 is applicable.

10 Power input and current

This clause of Part 1 is applicable.

11 Heating

This clause of Part 1 is applicable except as follows.

11.3 Addition:

If it is necessary to dismantle the machine for fitting thermocouples or other wiring, the input shall be
measured before and after fitting at the lowest possible load, for example, with closed suction openings,
with brushes not in contact with the floor, with declutched drive, etc. to check that the assembling has been
accomplished properly.

Where the accessible external surfaces are suitably flat and access permits, then the test probe of Figure
106 may be used to measure the temperature rises of accessible external surfaces specified in Table 101.
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The probe is applied with a force of 4 N ± 1 N to the surface in such a way that the best possible contact
between the probe and the surface is ensured.

NOTE 102 The probe may be held in place using a laboratory stand clamp or similar device. Any measuring instrument giving the
same results as the probe may be used.

11.3DV D2 Modification to replace the paragraph following NOTE 3 of the Part 1 with the
following:

Temperature measurements of windings by either thermocouple or resistance method are
acceptable.

11.4 Not applicable.

11.5 Addition:

For the heating test, the normal load Pr on the motor driving the moving brushes can be simulated by a
brake or other means.

11.5DV D2 Modification to add the following to 11.5 of the Part 2:

Appliances are operated under NORMAL OPERATION and supplied with RATED VOLTAGE the test
being repeated at both 0,94 times and 1,06 times the RATED VOLTAGE.

11.6 Not applicable.

11.7 Addition:

Machines are operated until steady conditions are established.

11.8 Modification:

During the test, the temperature rises are monitored continuously and shall not exceed the values shown
in Table 101.

The temperature rise limits in Table 3 specified for “External enclosure of motor-operated appliances,
except handles held in normal use” and the corresponding footnotes are not applicable.

Add the following new table:
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Table 101
Maximum temperature rises for specified accessible external surfaces under normal operating

conditions

Surface

Temperature rise of external surfaces
K

Surfaces of hand-held
appliances e

Surfaces of other
appliances d

Bare metal 42 48
Coated metal a 49 59
Glass and ceramic 56 65
Plastic and plastic coating > 0,4 mm b, c 62 74

NOTE Some limit less than 2X is surely achievable for process air outlets of wet vacuum cleaners.
a Metal is considered coated when a coating having a minimum thickness of 90 μm made by enamel or non-substantially plastic
coating is used.
b The temperature rise limit of plastic also applies for plastic material having a metal finish of thickness less than 0,1 mm.
c When the thickness of the plastic coating does not exceed 0,4 mm, the temperature rise limits of the coated metal or of glass and
ceramic material apply.
d Within 25 mm from air outlets the above values can be twice the limit but the product shall be marked with the wording as stated
in 7.1.
e Within 25 mm from air outlets the above values can be increased by 5 K.

Table 3DV.1 D2 Modification of Table 3 of the Part 1 by adding NOTE 104DV:

NOTE 104DV A temperature is considered constant when three successive readings, taken at intervals of 10% of
the previously elapsed duration of the test, but not less than 5-min intervals, indicate no increase.

11.8DV.1 D2 Modification to add the following to 11.8 of the Part 2:

For motor windings, the temperature rise limits of Table 3 for 0,94 and 1,06 times RATED
VOLTAGE are increased by 20K. Evaluation of an insulation system to Annex C is acceptable
as an alternative to compliance with the standards of Annex DVA.

11.8DV.2 DC Modification to add 11.8DV.2.1 to 11.8DV.2.3 to 11.8 of the Part 2:

11.8DV.2.1 A material used for the enclosure shall be resistant to thermal degradation at the
maximum temperature to which it is exposed during normal use of the appliance. The
polymeric material shall be considered appropriate from a thermal-aging standpoint if the
maximum temperature to which it is exposed during normal use of the appliance does not:

a) Exceed 65 °C for portable appliance; and

b) Exceed 50 °C for other appliances.

11.8DV.2.2 With the exception of winding insulations, temperature limits for polymeric
materials are evaluated only at RATED VOLTAGE, as follows:

a) For enclosures of portable appliances, the greater of 65 °C or relative thermal
index of the material;

b) For all other cases, the relative thermal index of the material.
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11.8DV.2.3 A VACUUM RELIEF VALVE that complies with the VACUUM RELIEF VALVE endurance test
of 24.1.4ADV.1 shall be allowed to operate. In that case, the valve is disabled while the air
inlet is restricted to establish the mean load Pm and then the test is conducted with this air
inlet restriction while allowing the valve to operate.

11.101DV D2 Addition of 11.101DV to Clause 11 of the Part 1:

For machines provided with general-use socket-outlet(s) in which the vacuum and the
socket-outlet cannot be energized at the same time, the socket-outlets shall be additionally
operated while connected to a resistive load equal to the applicable total socket-outlet load
value given in Table 22.52.101DV.1.

For a machine where the vacuum motor and socket-outlets can be energized at the same
time, the machine shall be operated with the socket-outlet(s) loaded with the intended load.

12 Void

13 Leakage current and electric strength at operating temperature

This clause of Part 1 is applicable except as follows.

13.2 Addition:

For CLASS I APPLIANCES where several motors operate at the same time, the leakage current shall not
exceed 3,5 mA.

13.2DV D2 Delete the “Addition” to 13.2 in the Part 2:

This addition does not apply.

Table 4DV D1 Modification to add footnote cDV to Table 4 of the Part 1:
cDV For a CLASS I APPLIANCE that is intended for wet pick-up and is supported by the body of a person but not
solely hand held, BASIC INSULATION is tested at 2500 V.

13.3DV.2 D2 Modification by adding the following text to 13.3 of the Part 1:

Additionally, printed wiring assemblies, and other electronic circuit components that would
be damaged by application of the test potential, or that short-circuit the test potential, shall
be removed, disconnected, or otherwise rendered inoperative before the dielectric voltage-
withstand tests are made. A representative subassembly may be tested instead of an entire
unit. The semiconductor devices in the unit may be individually shunted before the test is
made to avoid destroying them in the case of a malfunction elsewhere in the secondary
circuits.

14 Transient overvoltages

This clause of Part 1 is applicable.
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15 Moisture resistance

This clause of Part 1 is applicable except as follows.

15.1.2 Addition:

WATER-SUCTION CLEANING MACHINES are operated for 10 min on a level surface wetted by the TEST
SOLUTION.

In practice, the pick-up consists largely of air such that there is no overloading of the suction motor; the
input load should be observed to avoid overloading.

15.1.2DV D2 Delete the “Addition” to 15.1.2 in the Part 2:

This addition does not apply.

15.2 Replacement:

Machines having a liquid container shall be so constructed that

– spillage of liquid due to NORMAL OPERATION,

– filling including overfilling, and

– overturning of unstable machines

do not affect their electrical insulation.

Compliance is checked by the following tests:

The machine is placed on a support inclined at an angle of 10° to the horizontal, the liquid container being
filled to half the level indicated in the instructions. A machine is considered to be unstable if it overturns
when a force of 180 N is applied to the top of the machine in the most unfavourable horizontal direction.

Machines having a liquid container and provided with an appliance inlet are fitted with an appropriate
connector and flexible cable or cord; machines having a liquid container and TYPE X ATTACHMENT are fitted
with the lightest cross-sectional area specified in Table 11. Other machines are tested as delivered.

The liquid container of the machine is completely filled with a saline solution of water containing
approximately 1 % NaCl and 0,6 % rinsing agent and a further quantity, equal to 15 % of the capacity of
the container or 0,25 l, whichever is the greater, is poured in steadily over a period of 1 min.

Any commercially available rinsing agent may be used, but if there is any doubt with regards to the test
results, the rinsing agent shall have the following properties:

– viscosity, 17 mPa s;

– pH, 2,2 (1 % in water)

and its composition shall be
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Substance Parts by mass
%

Plurafac ® LF 2211 15,0

Cumene sulfonate (40 % solution) 11,5

Citric acid (anhydrous) 3,0

Deionized water 70,5
1 Plurafac ® LF 221 is the trade name of a product supplied by BASF. This information is given for the convenience of users of this
document and does not constitute an endorsement by IEC of the product named.

Machines which are unstable are then, with the container completely filled and with the cover or lid in
place, overturned from the most unfavourable of the normal positions of use, and are left in that position
for 5 min unless the machine returns automatically to its normal position of use.

Nozzles and MOTORIZED CLEANING HEADS of WATER-SUCTION CLEANING MACHINES are placed in a tray, the
base of which is level with the surface supporting the machine. The tray is filled with the TEST SOLUTION to
a level of 5 mm above its base, this level being maintained throughout the test. The machine including the
MOTORIZED CLEANING HEAD is operated until its liquid container is completely full and afterwards for a further
5 min.

After each of these tests, the machine shall withstand the electric strength test of 16.3.

There shall be no trace of liquid on insulation that reduces the CLEARANCES or CREEPAGE DISTANCES below
the values specified in Clause 29.

15.2DV.1 D2 Modification to add the following to the paragraph after the untitled table of the
Part 2:

The test is repeated, except with the machine operating and drawing only air and tipped
over for 5 s in the most unfavorable position. A separate sample may be used for each test.

15.2DV.2 D2 Modification to add the following after the final paragraph of 15.2 of the Part 2:

After each of these tests, the leakage current shall not exceed 5,0 mA when the appliance
is tested as specified in the leakage current tests of 13.2.

15.3 Modification:

The relative humidity shall be (93 ± 6) %.

15.101 MOTORIZED CLEANING HEADS of WATER SUCTION CLEANING MACHINES shall be resistant to liquids that
may come into contact with them during normal use.

The following test is not applicable to MOTORIZED CLEANING HEADS of CLASS III CONSTRUCTION having a
WORKING VOLTAGE up to 24 V.

Compliance is checked by the following four tests.
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