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UL Standard for Safety for Household and Similar Electrical Appliances — Safety — Part 2-79: Particular
Requirements for High Pressure Cleaners and Steam Cleaners, UL 60335-2-79

First Edition, Dated January 14, 2016
Summary of Topics

Adoption of IEC 60335-2-79, Household and Similar Electrical Appliances, Part 2-79: Particular
Requirements for High Pressure Cleaners and Steam Cleaners (Edition 2.2 issued July 2007) as
a new IEC-based UL standard, UL 60335-2-79, with National Differences.

The new requirements are substantially in accordance with Proposal(s) on this subject dated September
4, 2015 and December 4, 2015.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’'s computer system.
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UL 60335-2-79

Household and Similar Electrical Appliances — Safety — Part 2-79:

Particular Requirements for High Pressure Cleaners and Steam Cleaners

First Edition
January 14, 2016
This ANSI/UL Standard for Safety consists of the First Edition.

The most recent designation of ANSI/UL 60335-2-79 as an American National
Standard (ANSI) occurred on January 14, 2016. ANSI approval for a standard
does not include the Cover Page, Transmittal Pages, Title Page or Preface. The
National Difference Page and IEC Foreword are also excluded from the ANSI
approval of IEC-based standards.

Comments or proposals for revisions on any part of the Standard may be
submitted to UL at any time. Proposals should be submitted via a Proposal
Request in UL’s On-Line Collaborative Standards Development System (CSDS)
at http://csds.ul.com.

UL's Standards for Safety are copyrighted by UL. Neither a printed nor electronic
copy of a Standard should be altered in any way. All of UL's Standards and all
copyrights, ownerships, and rights regarding those Standards shall remain the
sole and exclusive property of UL.

COPYRIGHT © 2016 UNDERWRITERS LABORATORIES INC.
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Preface

This UL Standard is based on IEC Publication 60335-2-79: Edition 2.2 Safety of Household and Similar
Electrical Appliances, Part 2-79: Particular Requirements for High Pressure Cleaners and Steam
Cleaners. IEC publication 60335-2-79 is copyrighted by the IEC.

This UL Standard 60335-2-79 Standard for Safety for Household and Similar Electrical Appliances, Part
2-79: Particular Requirements for High Pressure Cleaners and Steam Cleaners, is to be used in
conjunction with the fifth edition of UL 60335-1. The requirements for High Pressure Cleaners and Steam
Cleaners are contained in this Part 2 Standard and UL 60335-2-79.

Requirements of this Part 2 Standard, where stated, amend the requirements of UL 60335-1.

Where a particular subclause of UL 60335-1 is not mentioned in UL 60335-2-79, the UL 60335-1
subclause applies.

The text, figures and tables of IEC Publication Safety of Household and Similar Electrical Appliances, Part
2-79: Particular Requirements for High Pressure Cleaners and Steam Cleaners, IEC 60335-2-79,
copyright July, 2007 are used in this Standard with the consent of the IEC and the American National
Standards Institute (ANSI). The IEC copyrighted material has been reproduced with permission from
ANSI. ANSI should be contacted regarding the reproduction of any portion of the IEC material. The IEC
Foreword and Introduction are not a part of the requirements of this Standard but are included for
information purposes only. Copies of IEC Publication 60335-2-79 may be purchased from ANSI, 11 West
42nd Street, New York, New York, 10036, (212) 642-4900.

Note — Although the intended primary application of this Standard is stated in its Scope, it is important to note
that it remains the responsibility of the users of the Standard to judge its suitability for their particular purpose.
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NATIONAL DIFFERENCES

General

National Differences from the text of International Electrotechnical Commission (IEC) Publication
60335-2-79, Household and Similar Electrical Appliances — Safety — Part 2-79: Particular Requirements
for High Pressure Cleaners and Steam Cleaners copyright 2007, are indicated by notations (differences)
and are presented in bold text.

There are five types of National Differences as noted below. The difference type is noted on the first line
of the National Difference in the standard. The standard may not include all types of these National
Differences.

DR — These are National Differences based on the national regulatory requirements

D1 — These are National Differences which are based on basic safety principles and requirements
elimination of which would compromise safety for consumers and users of products.

D2 — These are national differences from IEC requirements based on existing safety practices . These
requirements reflect national safety practices, where empirical substantiation (for the IEC or national
requirement) is not available or the text has not been included in the IEC standard.

DC — These are National Differences based on the component standards and will not be deleted until
a particular component standard is harmonized with the IEC component standard.

DE — These are National Differences based on editorial comments or corrections

Each national difference contains a description of what the national difference entails. Typically one of the
following words is used to explain how the text of the national difference is to be applied to the base IEC
text:

Addition / Add - An addition entails adding a complete new numbered clause, subclause,
table, figure, or annex. Addition is not meant to include adding select words to the base IEC
text.

Modification / Modify - A modification is an altering of the existing base IEC text such as the
addition, replacement or deletion of certain words or the replacement of an entire clause,
subclause, table, figure, or annex of the base IEC text.

Deletion / Delete - A deletion entails complete deletion of an entire numbered clause,
subclause, table, figure, or annex without any replacement text.
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8 UL 60335-2-79 JANUARY 14, 2016

INTERNATIONAL ELECTROTECHNICAL COMMISSION

HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES — SAFETY — Part 2-79: Particular
requirements for high pressure cleaners and steam cleaners

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising all national
electrotechnical committees (IEC National Committees). The object of IEC is to promote international co-operation on all questions
concerning standardization in the electrical and electronic fields. To this end and in addition to other activities, IEC publishes
International Standards, Technical Specifications, Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter
referred to as “IEC Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-governmental organizations
liaising with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international consensus of
opinion on the relevant subjects since each technical committee has representation from all interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National Committees in that
sense. While all reasonable efforts are made to ensure that the technical content of IEC Publications is accurate, IEC cannot be
held responsible for the way in which they are used or for any misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications transparently to the
maximum extent possible in their national and regional publications. Any divergence between any IEC Publication and the
corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any equipment declared to
be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and members of its
technical committees and IEC National Committees for any personal injury, property damage or other damage of any nature
whatsoever, whether direct or indirect, or for costs (including legal fees) and expenses arising out of the publication, use of, or
reliance upon, this IEC Publication or any other IEC Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is indispensable for the
correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent rights. IEC
shall not be held responsible for identifying any or all such patent rights.

This part of International Standard IEC 60335 has been prepared by sub-committee 61J: Electrical
motor-operated cleaning appliances for industrial use, of IEC technical committee 61: Safety of household
and similar electrical appliances.

This consolidated version of IEC 60335-2-79 consists of the second edition (2002) [documents
61J/128/FDIS and 61J/133/RVD], its amendment 1 (2004) [documents 61J/165/FDIS and 61J/171/RVD]
and its amendment 2 (2007) [documents 61J/252/FDIS and 61J/258/RVD].
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JANUARY 14, 2016 UL 60335-2-79 9

The technical content is therefore identical to the base edition and its amendment and has been prepared
for user convenience.

It bears the edition number 2.2.

A vertical line in the margin shows where the base publication has been modified by amendments 1 and
2.

This part 2 is to be used in conjunction with the latest edition of IEC 60335-1 and its amendments. It was
established on the basis of the fourth edition (2001) of that standard.

NOTE When “Part 1" is mentioned in this standard, it refers to IEC 60335-1.

This part 2 supplements or modifies the corresponding clauses in IEC 60335-1, so as to convert that
publication into the IEC standard: Safety requirements for electric high pressure cleaners and steam
cleaners.

101DV DE Modification: Replace the preceding two paragraphs and Note 1 with the
following:

This part 2 standard is to be used in conjunction with UL 60335-1 Ed. 5: 2011-10 and its
amendments.

NOTE When “Part 1" is mentioned in this standard, it refers to UL 60335-1 Ed. 5: 2011-10. When "Part 2" is
mentioned in this standard, it refers to this document.

This Part 2 supplements or modifies the corresponding clauses in UL 60335-1 Ed. 5:

2011-10, so as to convert that publication into the UL standard: Safety requirements for

high pressure cleaners and steam cleaners.
When a particular subclause of Part 1 is not mentioned in this part 2, that subclause applies as far as is
reasonable. When this standard states “addition”, “modification” or “replacement”, the relevant text in Part
1 is to be adapted accordingly.
NOTE 2 The following numbering system is used:

— subclauses, tables and figures that are numbered starting from 101 are additional to those in Part 1;

— unless notes are in a new subclause or involve notes in Part 1, they are numbered starting from 101, including those in a replaced
clause or subclause;

— additional annexes are lettered AA, BB, etc.
102DV DE Madification: Add the following after NOTE 2:
The numbering system in this standard uses a space instead of a comma to indicate
thousands and uses a comma instead of a period to indicate a decimal point. For
example, 1 000 means 1,000 and 1,01 means 1.01.

NOTE 3 The following print types are used:

— requirements: in roman type;
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— test specifications: in italic type;
— notes: in small roman type.

Words in bold in the text are defined in Clause 3. When a definition concerns an adjective, the adjective and the
associated noun are also in bold.

103DV DE Modification: Replace the last sentence of NOTE 3 with the following:

Words in smaLL RomAN caPs in the text are defined in Clause 3. When a definition concerns an adjective, the
adjective and the associated noun are also in SMALL ROMAN CAPS .

The committee has decided that the contents of the base publication and its amendments will
remain unchanged until the maintenance result date indicated on the IEC web site under "http://
webstore.iec.ch” in the data related to the specific publication. At this date, the publication will
be

* reconfirmed,

« withdrawn,

« replaced by a revised edition, or
e amended.

104DV DE Moadification: Replace the “in some countries” paragraph and dashed items
below with the following:

The USA differences have been reviewed and developed into UL national differences in
this Part 2 standard.

The following differences exist in the countries indicated below.

— Clause 1: Different pressure limitations apply (USA).

— 6.1: Ground fault current interrupters are required for appliances rated 250 V or less, single phase (USA).

— 7.12: No requirements for sound and vibration markings exist (USA).

—11.101: The losses of burners are subject to regulations (Germany). Smoke spot requirements are different (USA).
—20.103: The fuel tank capacity is limited (USA).

—21.101, 21.101.2 and 21.102: Different burner tests are required (USA).

— 25.7: Different power supply cord lengths are required (Canada, USA).

— Clause 32: The connection with the water mains is subject to regulations (Canada).

A bilingual version of this publication may be issued at a later date.

105DV DE Moadification: Delete the preceding paragraph.

This paragraph does not apply.
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INTRODUCTION

It has been assumed in the drafting of this International Standard that the execution of its provisions is
entrusted to appropriately qualified and experienced persons.

This standard recognizes the internationally accepted level of protection against hazards such as
electrical, mechanical, thermal, fire and radiation of appliances when operated as in normal use taking into
account the manufacturer’s instructions. It also covers abnormal situations that can be expected in
practice.

This standard takes into account the requirements of IEC 60364 as far as possible so that there is
compatibility with the wiring rules when the appliance is connected to the supply mains. However, national
wiring rules may differ.

If an appliance within the scope of this standard also incorporates functions that are covered by another
part 2 of IEC 60335, the relevant part 2 is applied to each function separately, as far as is reasonable. If
applicable, the influence of one function on the other is taken into account.

This standard is a product family standard dealing with the safety of appliances and takes precedence
over horizontal and generic standards covering the same subject.

An appliance that complies with the text of this standard will not necessarily be considered to comply with
the safety principles of the standard if, when examined and tested, it is found to have other features that
impair the level of safety covered by these requirements.

An appliance employing materials or having forms of construction differing from those detailed in the
requirements of this standard may be examined and tested according to the intent of the requirements
and, if found to be substantially equivalent, may be considered to comply with the standard.
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HOUSEHOLD AND SIMILAR ELECTRICAL APPLIANCES — SAFETY —
Part 2-79: Particular requirements for high pressure cleaners and
steam cleaners

1 Scope

This clause of Part 1 is replaced by the following.

This International Standard deals with the safety of high pressure cleaners for household, industrial and
commercial use, in which the discharge line is hand supported and manipulated, having a pressure not
less than 2,5 MPa and not more than 25 MPa and with an input to the drive for the high pressure pump
not exceeding 10 kW, their raTED VOLTAGE being not more than 250 V for single-phase appliances and 480
V for other appliances.

It also applies to industrial and commercial steam cleaners having a water container with a capacity not
exceeding 1 000 |, a raTeD PRESSURE NOt exceeding 3,2 MPa and a product of capacity and RATED PRESSURE
not exceeding 300.

It is also applicable to appliances making use of other forms of energy for the motor, but it is necessary
that their influence is taken into consideration.

As far as it is practicable, this standard deals with the common hazards presented by appliances that are
encountered by all persons in and around the home. However, in general, it does not take into account

— the use of appliances by young children or infirm persons without supervision,

— playing with the appliance by young children.

NOTE 101 Attention is drawn to the fact that

— for appliances intended to be used in vehicles or on board ships or aircraft, additional requirements may be necessary;

— in many countries additional requirements are specified by the national health authorities, the national authorities responsible for
the protection of labour, the national water supply authorities and similar authorities.

NOTE 102 This standard does not apply to
— appliances that are incorporated in process equipment;

— appliances intended to be used in locations where special conditions prevail, such as the presence of corrosive or explosive
atmosphere (vapour or gas);

— audio, video and similar electronic apparatus (IEC 60065);
— appliances for medical purposes (IEC 60601);
— hand-held motor-operated electric tools (IEC 60745);

— personal computers and similar equipment (IEC 60950);

INd GT:G2:T 9T0Z/€2/8 " 10 1asn Aqg asn 1o} s|qissiwiad AJuo sI 1uswnIop siyL

D3} PasuasT] TeTJayew pajysTJRdo] 03 PasuaaT] TeTdayen pajydTJRdog

*IUT OT4TIUETOS uoswoyl Ao

T (02" }3ad3sydag mmm)

Documents

Document Sharing Hub

Full document details: UL 60335-2-79 2016

TJas o J8sn pazTJoyine Ao 0050- B0:92:80 EZ-80-9T70Z U0 papeoTumop Rdod sTYL

N


http://avadocuments2026.com/doc/ul-60335-2-79-2016
http://avadocuments2026.com/doc/ul-60335-2-79-2016

JANUARY 14, 2016 UL 60335-2-79 13

— transportable motor-operated electric tools (IEC 61029);
— steam cleaners for household use only (IEC 60335-2-54).

1DV.1 D2 Modification: Replace the second paragraph of Clause 1 of the Part 2 with the
following:

1DV.1.1 This International Standard deals with the safety of high pressure cleaners for
household, industrial and commercial use having a pressure not more than 38 MPa at the
point of maximum system pressure and a pressure at the pump outlet while spraying of

not less than 2,5 MPa and not more than 35 MPa and with an input to the drive for the high
pressure pump not exceeding 20 kW, their  raTep voLtace being not more than 250 V for
single-phase appliances and 600 V for other appliances.

1DV.1.2 A coin-operated product is investigated under these requirements and under such
additional requirements as are applicable to the product under consideration.

1DV.2 D2 Modification: add the following to Clause 1 of the Part 2:

1DV.2.1 These requirements do not cover liquid sand blasters or other products using
cleaning solutions containing insoluble particulates.

1DV.2.2 These requirements do not cover products that develop steam within a closed
heated vessel or are connected to an external source of steam.

1DV.2.3 These requirements do not cover burners with input ratings greater than 733 kW.
2 Normative references
This clause of Part 1 is applicable except as follows.

Addition:
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IEC 60364-1, Electrical installations of buildings — Part 1: Fundamental principles, assessment of general
characteristics, definitions

IEC 60704-1, Household and similar electrical appliances — Test code for the determination of airborne
acoustical noise — Part 1: General requirements

IEC 61558-2-3, Safety of power transformers, power supply units and similar — Part 2-3: Particular
requirements for ignition transformers for gas and oil burners

ISO 5349 (all parts), Mechanical vibration — Measurement and evaluation of human exposure to
hand-transmitted vibration

2DV D2 Modification: Add the following to Clause 2 of the Part 2:
ANSI/OPEI B71.10-2013,
Off-Road Ground-Supported Outdoor Power Equipment — Gasoline Fuel Systems —

Performance Specifications and Test Procedures

ANSI/NEMA Z535.3,
Criteria for Safety Symbols
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ANSI/NEMA Z535.4,
Product Safety Signs and Labels

UL 94
Tests for Flammability of Plastic Materials for Parts in Devices and Appliances

UL 295
Commercial-Industrial Gas Burners

UL 296
Oil Burners

UL 331
Strainers for Flammable Fluids and Anhydrous Ammonia

UL 514A
Metallic Outlet Boxes

UL 723
Test for Surface Burning Characteristics of Building Materials

UL 746B
Polymeric Materials — Long Term Property Evaluations

UL 943
Ground-Fault Circuit-Interrupters

UL 969
Marking and Labeling Systems

UL 1439
Test for Sharpness of Edges on Equipment

UL 2111
Overheating Protection for Motors

ASTM B858-2006,
Standard Test Method for Ammonia Vapor Test for Determining Susceptibility to Stress
Corrosion Cracking in Copper Alloys

ASTM D256-1981,
Standard Test Methods for Determining the Izod Pendulum Impact Resistance of Plastics

ASTM D396 REV A,
Standard Specifications for Fuel Oils

ASTM D471 REV A,
Standard Test Method for Rubber Property, Effect of Liquids

ASTM D664 REV A,
Standard Test Method for Acid Number of Petroleum Products by Potentiometric Titration
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ASTM D1822,
Standard Test Method for Tensile-Impact Energy to Break Plastics and Electrical Insulating
Material
ASTM D6751,

Standard Specification for Biodiesel Fuel Blend Stock (B100) for Middle Distillate Fuels

SAE J30,
Fuel and Oil Hose

SAE J1681,
Recommended Practice for Gasoline, Alcohol, and Diesel Fuel Surrogates for Material
Testing

NFPA 69-2002,
Explosion Prevention Systems

NFPA 70,
National Electrical Code

ASME B1.20.1,
Pipe Threads, General Purpose (Inch)

3 Definitions

This clause of Part 1 is applicable except as follows.

3.1.9 Replacement:

NORMAL OPERATION  operation of the appliance under the following conditions

The appliance is supplied at raTeD voLTAGE and operated at rRaTeD FLow and RATED PREssSURE With the
nozzle and hose specified by the manufacturer fitted to it; all strainers and filters are in a clean

operating condition and the unLoADER VALVE iS set to the RaTED PRESSURE. The WATER HEATER, if fitted, is
operated at maximum power.
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Power outlets for accessories are loaded with a resistive load in accordance with the marking.
3.1.9DV D2 Modification: Add the following to Subclause 3.1.9 of the Part 2:
The product is to be operated with the omission of all recommended maintenance and
cleaning operations, except that combustion engines are to be maintained in accordance
with the instructions.

3.5.1DV D2 Modification: Replace Subclause 3.5.1 of the Part 1 with the following:

PORTABLE PRODUCT  an appliance that is intended to be carried or conveyed while in use, or
that is mounted on wheels and can be readily moved

3.101 unLoADER vALVE  pressure operated valve which, when the pump pressure exceeds the preset

value, returns the excess fluid to the inlet system. In addition it bypasses the total pump flow at reduced
pressure when its outlet flow is cut off
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3.102 sarFeTy vaLvE  pressure operated valve which, when the pump or steam cleaner pressure
exceeds the preset value, returns the excess fluid or steam to the inlet system or into the atmosphere

3.103 RATED PRESSURE maximum pressure at the pump or at the steam cleaner assigned to the
appliance by the manufacturer

3.103DV DE Modification: replace 3.103 as follows:

RATED PRESSURE maximum pressure at the pump outlet or at the steam cleaner assigned to
the appliance by the manufacturer

3.104 permissiBLE PRESSURE  limiting pressure up to which an appliance and/or parts of the appliance
can be operated without impairing its integrity

3.105 raTeD FLow  flow at raTED PRESSURE at the nozzle assigned to the appliance by the manufacturer

3.106 waTer HEATER ~ means of heating water or cLeaning AGENT by electricity, gas, liquid fuel or heat
exchanger

3.107 cLEaNING AGENT — water with or without the addition of a soluble or miscible chemical

3.108 pressure switcH  device which, in response to varying fluid pressure, provides a controlling
function at a pre-set value

3.109 rLow switcH  device which, in response to a varying rate of fluid flow, provides a controlling
function at a pre-set value

3.110 PrRIMARY SAFETY cONTROL  control device that responds directly to flame properties sensing the
presence of flame and, in event of ignition failure or unintentional flame extinguishment, causes safety
shut down

NOTE pRIMARY SAFETY coNTROLS are also known as flame failure devices.

3.111 TricGER GUN  device that shuts off the supply of fluid through its outlet if the trigger is not held in
its operating position

3.112 conTiNUOUS IGNITION  ignition by an energy source that is continuously maintained throughout the
time the burner is in service, whether the burner is firing or not

3.113 RATED TEMPERATURE ~Mmaximum temperature of the cLeaning acent assigned by the manufacturer

3.114 penciL JET NOozzLE  nozzle that gives a concentrated, parallel water jet; also called needle jet
nozzle, solid jet nozzle or O degree jet nozzle

3.115 water JETTER  high-pressure pipe-cleaning device, consisting of a nozzle at the end of a high-
pressure hose

3.116 MOTORIZED CLEANING HEAD  acCessory containing a motor that is supplied from the appliance and
which is attached to the end of a hand-held hose or tube

NOTE The main cleaning head permanently attached is not regarded as a MOTORIZED CLEANING HEAD.
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3.117 Low PRESSURE ACCESSORY accessories to be connected to a high pressure cleaner equipped with
one or more nozzles with an equivalent diameter exceeding 2 mm

NOTE 101 Nozzles with an equivalent diameter exceeding 2 mm used in a high pressure cleaner system are not considered to
become clogged.

NOTE 102 Typical examples of Low pPressure accessories are washing brushes, foam nozzles, washing sponges.

3.118 HanD-GUIDED APPLIANCE — appliance to be moved on the floor while in operation, guided by a
mechanically coupled handle

3.119DV D2 Modification: Add the following to Clause 3 of the Part 2:

3.119DV.1 AR sHUTTER — @ manual or automatic adjustable device that varies the size of
the air inlet, or inlets, regulating primary or secondary air

3.119DV.2 aLuMINUM coATED STEEL — aluminum coated steel in which the bond between the
steel and the aluminum is an iron-aluminum alloy

3.119DV.3 cowmBusTiBLE MATERIAL — Material made of or surfaced with wood, compressed
paper, plant fibers, or other material that will ignite and burn Such material shall be
considered as combustible even though flameproofed, fire-retardant treated, or plastered.
3.119DV.4 compLETE comBUSTION — combustion evidenced by

a) absence of excessive smoke in the flue gases;

b) absence of excessive concentrations of carbon monoxide;

c) absence of noticeable quantities of aldehydes; and

d) lack of evidence of unburned fuel

3.119DV.5 FrLue coLLAar — the portion of a product that is constructed for attachment of the
chimney or vent connector

3.119DV.6 ruEeL o — any hydrocarbon oil as defined by ASTM D396

3.119DV.7 cAs BURNER MANIFOLD — the conduit of a product that supplies gas to the
individual burner

3.119DV.8 cubin HANDLE — the handle by which the operator supports the least
percentage of product weight when the product is in use, transported, or both

This includes the handle of a hand-supported nozzle, lance, or wand.

3.119DV.9 HeaTING surraces — all surfaces that transmit heat directly from flame or flue
gases to the medium to be heated

INd GT:G2:T 9T0Z/€2/8 " 10 1asn Aqg asn 1o} s|qissiwiad AJuo sI 1uswnIop siyL

D3} PasuasT] TeTJayew pajysTJRdo] 03 PasuaaT] TeTdayen pajydTJRdog

*IUT OT4TIUETOS uoswoyl Ao

T (02" }3ad3sydag mmm)

3.119DV.10 HoT WATER PRESSURE WASHER — (@lso known as “hot pressure washer,” “hot water
high-pressure cleaning machine,” “hot high-pressure cleaning machine,” “hot water
power washer,” or “hot power washer”)
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a pressure washer incorporating a heat source and a heat exchanger (usually a pipe or
tubing coil) to heat the flowing water during operation of the machine

The heat may be derived from natural or LP gas, liquid fuel, or electricity. The heat
source operates only when water is flowing through the open-ended heat exchanger.
Water is not heated in a closed vessel.

3.119DV.11 HyprAULIC POWER, kw — @ measure of hydraulic power developed by a product
and calculated by multiplying the flow rate (I/min) by the fluid pressure (MPa) as
measured at the discharge nozzle and dividing by the constant 60

3.119DV.12 interLock — a switch or control intended to monitor the physical state of a
required condition and to furnish an indication of that state to a safety-control circuit by
means of a switch contact closure

3.119DV.13 INTERMITTENT IGNITION — ignition by an energy source that is continuously
maintained throughout the time the burner is firing

3.119DV.14 nTErRMITTENT PILOT — @ pilot that is automatically lighted each time there is a call
for heat

The pilot burns during the entire period that the main burner is firing.

3.119DV.15 INTERRUPTED IGNITION — ighition by an energy source that is automatically
energized each time the main burner is fired and subsequently is automatically shut off
during the firing cycle

3.119DV.16 inTerrUPTED PiLOT — a pilot that is automatically lighted each time there is a call
for heat

The pilot fuel is cut off automatically at the end of the main burner flame-establishing
period.

3.119DV.17 umiT conTROL — a safety control responsive to changes in liquid level,
pressure, or temperature, normally set beyond the intended operating range of the
product to limit its operation

3.119DV.18 Low-vOLTAGE CIRCUIT — & circuit involving a potential of not more than 30 volts
alternating current (42.4 peak) or direct current and supplied by a primary battery or by a
standard Class 2 transformer or by a combination of a transformer and a fixed
impedance having output characteristics in compliance with what is required for a Class
2 transformer A circuit derived from a source of supply classified as a circuit involving a
potential of not more than 600 volts and having characteristics in excess of those of a
low-voltage circuit, by connecting resistance in series with the supply circuit as a means
of limiting the voltage and current, is not considered to be a low-voltage circuit.

3.119DV.19 wMAIN BURNER FLAME -ESTABLISHING PERIOD — the interval of time the main burner fuel
safety-shutoff valves are permitted to be open before the primary-safety control is
required to supervise the main burner flame

3.119DV.20 nozziLe — a device with one or more openings for discharge of the fluid from
the system. A nozzle restricts the fluid flow in order to obtain the desired pressure,
velocity, spray patterns, and the resulting volume of flow,
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3.119DV.21 PiLOT FLAME-ESTABLISHING PERIOD — the length of time fuel is permitted to be
delivered to a proved pilot before the flame-sensing device is required to detect pilot
flame

3.119DV.22 pressure wasHER — (also known as “high-pressure cleaning machine” or
“power washer” or “high pressure cleaner”)

a machine incorporating a water inlet, a high pressure pump to increase the pressure of
the incoming water, and a manually controlled water outlet nozzle

Such a machine is intended for cleaning by means of water pressure and flow. Pressure
washers are divided into three types according to 3.119DV.33 and 3.119DV.34.

3.119DV.23 rrovep piLoT — a pilot flame supervised by a primary-safety control that
senses the presence of the pilot flame prior to permitting the main burner fuel to be
delivered for combustion

3.119DV.24 rADIATION SHIELD — & Separate panel or panels interposed between heating
surfaces and adjacent objects to reduce heat transmission by radiation

3.119DV.25 ReGULATING (OPERATING) CONTROL — a control, which may or may not be a safety
control or interlock

3.119DV.26 sareTy conTROL — automatic controls, including relays, switches, and other
auxiliary devices used in conjunction therewith to form a safety control system, that will
reduce the risk of fire, electric shock, or injury to persons during operation of the
product

3.119DV.27 sareTY sHuTDOWN — the action of shutting off all fuel and ignition energy to the
product by means of a safety control or other controls such that restart cannot be
accomplished without manual reset

3.119DV.28 sareTy SHUTOFF VALVE — a valve that is automatically closed by the safety
control system or by an emergency device

Such valve may be of the automatic or manually opened type.

3.119DV.29 sTeam cLEANER — identical to a hot water pressure washer, except that water
flowing through the heat exchanger is heated to a temperature greater than the
atmospheric boiling point

No steam is generated within the product. Temperature and pressure of the flowing water
are maintained by combination of the water pump, the heat source, and the discharge
nozzle. Water is not heated in a closed vessel. Whereas a hot water pressure washer
discharges hot water, the water flow of a steam cleaner, upon exiting the discharge
nozzle, immediately vaporizes to saturated steam. The temperature of the saturated
steam at the exit side of the discharge nozzle is given by the ASME Steam Tables; for
example it is 164 °C for a water pressure of 0,7 MPa absolute.

3.119DV.30 staBLE comBusTIoN — combustion evidenced by

a) constancy of fuel consumption; and
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b) constancy of products in flue-gas analysis

3.119DV.31 surrorT HANDLE — the handle by which the operator supports the greatest
percentage of product weight when the product is in use, transported, or both

This includes the handle of a pushcart mounted product, or any handle used to transport
the product.

3.119DV.32 TrIAL-FOR-IGNITION PERIOD — that period of time the main burner fuel is permitted
to be delivered into the ignition zone before the main flame-sensing device is required to
detect main flame

3.119DV.33 TYPE 2 PRESSURE CLEANING MACHINE — a cleaning machine developing hydraulic
power not greater than 6 kW and fluid pressure greater than 0,7 MPa, but not greater
than 22 MPa, as measured at the discharge nozzle

3.119DV.34 TYPE 3 PRESSURE CLEANING MACHINE — a cleaning machine developing hydraulic
power greater than 6 kW or fluid pressure greater than 22 MPa as measured at the
discharge nozzle

However, the cleaning machine shall not develop hydraulic power greater than 17 kW or
fluid pressure greater than 35 MPa in any case.

3.119DV.35 wanp — tubing or piping used to extend the nozzle
Also known as a lance.

4 General requirement

This clause of Part 1 is applicable.

5 General conditions for the tests
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This clause of Part 1 is applicable except as follows.
5.1 Addition:

The burner is operated at rated power. Appliances intended for operation at more than one rated power
are additionally tested at the most disadvantageous power.

The burner-air adjustment, where provided, is regulated to establish the air/fuel ratio to produce the
combustion characteristics recommended in the user instructions. The combustion characteristics may be
specified by the appearance of the flame, the percentage of carbon dioxide (CO,) in the flue gases, or by
other characteristics.

On appliances designed for use with a flue pipe, a section of flue pipe is attached to the appliance. Flue
gas determinations are taken in this flue pipe.

The draught is adjusted to that recommended in the instructions for use.
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5.4DV D2 Modification: Add the following to Subclause 5.4 of the Part 1:

A product with a fuel-fired water-heating system shall comply with the applicable
performance requirements when tested with each grade or type of fuel recommended by
the manufacturer of the product.

5.5DV D2 Modification: Add the following to Subclause 5.5 of the Part 1:

Adjustable levelling features of the product are to be set such that the base of the product
is at the minimum distance from the floor.

6 Classification

This clause of Part 1 is applicable except as follows.

6.1 Replacement:

Appliances shall be cLass 1, cLass 11 or ciass i with respect to the protection against electric shock.
However, Hanb-HELD AppLIANCES and hand-held parts of steam cleaners and high pressure cleaners shall be
CLASS 1l O CLASS III.

Compliance is checked by inspection and by the relevant tests.

6.2 Replacement:

The appliances shall have a degree of protection against harmful ingress of water according to Table 101:

Table 101 — Degree of protection against harmful ingress of water

Protection class Protection degree
(electric shock) (IEC 60529)
STEAM CLEANERS . I =1 IPX4
for indoor use only
11l IPX3
for outdoor use 1-11-111 IP X5
HAND-HELD PARTS 1 IPX7
11l IP X3
HAND-HELD APPLIANCES 11-111 IP X7
HIGH PRESSURE CLEANERS Other types of appliances 1-11-111 IP X5
HAND-HELD PARTS 1-11 IP X7

However, rixep AppLiaNCES that are specified for installation in an independent room, where they will not be
subject to spillage or splashing of water, shall be at least IPXO0.

Compliance is checked by inspection and by the relevant tests.
7 Marking and instructions

This clause of Part 1 is applicable except as follows.

INd GT:G2:T 9T0Z/€2/8 " 10 1asn Aqg asn 1o} s|qissiwiad AJuo sI 1uswnIop siyL

D3} PasuasT] TeTJayew pajysTJRdo] 03 PasuaaT] TeTdayen pajydTJRdog

*IUT OT4TIUETOS uoswoyl Ao

T (02" }3ad3sydag mmm)

Documents

Document Sharing Hub

Full document details: UL 60335-2-79 2016

TJas o J8sn pazTJoyine Ao 0050- B0:92:80 EZ-80-9T70Z U0 papeoTumop Rdod sTYL

N


http://avadocuments2026.com/doc/ul-60335-2-79-2016
http://avadocuments2026.com/doc/ul-60335-2-79-2016

22 UL 60335-2-79 JANUARY 14, 2016

7DV D2 Modification: Add the following to Clause 7 of the Part 2:

7DV.1 Markings and instructions may be communicated in accordance with the provisions
of the ANSI Z535 series of standards or equivalent.

7DV.2 Appliances having provision for connection to potable water supply as required by
Clause 22.48DV.3 shall be marked with the following or equivalent wording:

WARNING: IF CONNECTION IS MADE TO A POTABLE WATER SYSTEM, THE SYSTEM
SHALL BE PROTECTED AGAINST BACKFLOW.

7.1 Addition:

— RATED PRESSURE in Pascal;

— PERMISSIBLE PRESSURE in Pascal;

— maximum RATED FLow in litre per minute;

— maximum RATED TEMPERATURE Where this is above 50 °C;

— serial number;

— year of production. The year of production may be indicated by the last two digits of the year;
— maximum inlet water pressure in Pascal if not given in the instruction manual;

— maximum power of the water heater in kW.

NOTE 101 For electric heaters the input power is specified.

For gas-fired or oil-fired heaters the output power is specified.
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7.1DV D2 Modify Clause 7.1 of Part 2 by adding the following:

7.1DV.1 Delete the 7th dashed item of Clause 7.1 of the Part 1. A product shall be marked
in accordance with Table 7.1DV.1 or equivalent, as applicable.
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Table 7.1DV.1
Indoor/outdoor markings
Intended use of product Required marking
outdoor use only ffor outdoor use only.
indoor use only For indoor use only. 5!
either indoor or outdoor use Fpr either indoor or outdoor use. 7
stationary or fixed product for indoor installation For jndoor installation only. s
portable product for use outdoors, but intended to be Store indoors. e
stored indoors %
=4
7.1DV.2 D2 Modification: Replace the sentence following note 101 of the Part 2 with the 73
following: S
<
©
Maximum power of the water heater (burner) may be stated as the burner energy input rate o
in KW under maximum firing conditions using the highest heat-content fuel intended for ?ﬁ
the product. 2
=)
()
7.1DV.101 Addition: Add the following Subclauses 7.1DV.101.1 — 7.1DV.101.4 to S
Subclause 7.1 of the Part 2: c
()
7.1DV.101.1 Each essential individual assembly not packaged with the product shall <
include on the assembly the manufacturer’'s or vendor’s identification and part number. In &
addition, if parts or sections of a product are separately shipped from the factory, the L
primary nameplate for the product shall be marked in a manner which will relate the proper 9~
sections to one another when they are installed in the field. These requirements apply to ®
any essential element that is not packaged with the section bearing the primary nameplate o'\)\o
for the product. S
o
7.1DV.101.2 A product, other than a fuel-fired product, that is intended for permanent :
installation in a garage or similar location and that incorporates arcing or sparking parts S
shall be permanently marked with the following statement or equivalent: “This equipment %
incorporates parts that tend to produce arcs or sparks and, therefore, when located in a <
garage, it should be in a room or enclosure provided for the purpose, or should be 45 cm
or more above the floor.”
7.1DV.101.3 The following information shall be provided on a product in a location that is
visible to the user:
a) For a gas-fired product:
1) The kW input rate or rates;
2) The type of gas or gases for which the product is rated,;
3) The designed manifold pressure or pressures; and
4) The designed inlet pressure range.
b) For an oil-fired product:
1) The firing rate or rate or range expressed to the nearest 0,4 L/hr; and
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2) The grade(s) of fuel.
c) For a fuel-fired product:

The type of flooring, combustible or noncombustible, and the minimum
clearances to adjacent construction.

7.1DV.101.4 A detachable fuel tank as described in 22DV.110.29.1.3 shall be marked on the
outside surface with the following or equivalent statement: "Do not use this container for
transporting or storage of oil or any other flammable liquids. This container is intended to
permit outdoor filling without moving the machine. "

Exception: A tank investigated and found acceptable for use as a safety can need not be
S0 marked.

7.1DV.3 DR Moadification to Clause 7.1 to add the following text:

A marking shall be provided on a portable cord-connected product if the product has a
marked ampere rating which exceeds 80 percent of the rating of the branch circuit to which
it may be connected, in accordance with the National Electrical Code. This marking shall
read “Connect to Individual Branch Circuit Only.”

A yellow label with black lines showing the substance of the warning symbols in
accordance with Figure 101 shall be permanently fixed to the appliance.

7.1DV.4 D2 Modification: Delete from Subclause 7.1 of the Part 2:
Delete the paragraph starting with  "A yellow label with black lines... "
All pressure hoses shall be marked with a pressure of at least the permissiBLE PRESSURE iN megapascals and

the maximum temperature in degrees Celsius and shall be marked with the name of the manufacturer and
the date of production. These data may be coded.
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NOTE 102 For low pressure accessories, no marking of the permissiBLE PRESSURE iS necessary.

The TrRiIGGER GuN and the spray lance shall be marked with the permissisLE PRESSURE iN megapascals and the
maximum temperature in degrees Celsius and with a mark giving the manufacturer of the TRIGGER GUN.

7.1DV.5 D2 Modification: The underlined words are added to the sentence following
note 102 as follows:

7.1DV.5.1 The TRIGGER GUN and the spray lance shall be marked with the permissible

pressure of each in megapascals and the maximum temperature of each in degrees

Celsius, and the TRIGGER GUN with a mark giving the manufacturer of the trigger gun.
NOTE 103 It is recommended that the safety valve should be marked with an identification.

7.1DV.6 DE Deletion:

Delete NOTE 103.

When the surface of a flue or duct for exhaust gases from the heater exceeds a temperature rise of 60 K,
a warning notice shall be fitted near to the hot surface stating
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WARNING: Hot. Do not touch.
or displaying symbol No. 5041 of IEC 60417-1.
The height of the lettering shall be not less than 4 mm.
Steam cleaners shall be marked with symbol IEC 60417-5597.

Appliances not intended to be connected to the potable water mains shall be marked with the symbol
according to Figure 104. It is acceptable to show this symbol in monochrome colour.

7.1DV.7 D2 Modification: Delete the paragraph starting with "Appliances not intended to
be connected... "

Appliances that can be used indoors and are powered by internal combustion engines, except
LPG-powered engines, shall be marked with the symbol according to Figure 105. It is acceptable to show
this symbol in monochrome colour.

7.1DV.8 D1 Modification: Modify the first sentence of the last paragraph of Subclause
7.1 of the Part 2 as follows:

Replace "that can " with "intended to ".

7.1DV.102 D2 Addition: Add Subclauses 7.1DV.102 - 7.1DV.102 to Subclause 7.1 of the
Part 2 as follows:

7.1DV.102.1 Cautionary and warning markings

7.1DV.102.2 General requirements

7.1DV.102.2.1 In all cases, wording for the marking following the word “CAUTION" or
“WARNING” may vary from that shown but shall be equivalent. Markings may be grouped
under the appropriate signal word “CAUTION” or “WARNING”.

7.1DV.102.2.2 The instructions shall contain at least the meaning of the symbols used on
the cleaning machine and in the instructions.

7.1DV.102.2.3 The following markings, as applicable, shall be provided on each product.
Warnings may be communicated in accordance with the provisions of the ANSI Z535 series
of standards or equivalent. Signal words may vary in compliance with ANSI Z535.4, but
shall not be of lesser significance than indicated here.

Always wear properly rated eye protection such as safety goggles or face shield while
spraying. (Safety glasses do not provide full protection.)

“CAUTION — Gun Kicks Back — Hold With Both Hands.”
“WARNING - Risk Of Explosion — Do Not Spray Flammable Liquids.”

“CAUTION — To Reduce the Risk of Injury, Read Operating Instructions Carefully Before
Using.”
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7.1DV.102.2.4 If part of the lance, wand, gun or adjacent surfaces subject to contact during
normal use exceeds the maximum surface temperature rise on a handle or knob grasped
for lifting, carrying, or holding as specified in Table 3 and Table 11.8DV, the product shall
be provided with a permanent marking with the following wording or the equivalent:

“CAUTION — Hot Surfaces — Use Only Designated Gripping Areas Of Lance (Wand Or
Gun).” The marking shall be in a location that is visible to the operator during normal use.

7.1DV.102.2.5 A removable guard, panel or cover providing protection from contact with
hot parts shall be permanently marked with the following or equivalent:

“CAUTION — Hot Surfaces are Contained Within This Compartment.”
Exception: Individual parts may be marked “Caution— Hot.”
7.1DV.102.3 Gas- and oil-fired products

7.1DV.102.3.1 The following marking or equivalent shall be provided on all portable gas-
and oil-fired products.

“WARNING” and the following or equivalent wording, “Risk of Asphyxiation. Use This
Product Only In A Well Ventilated Area.”

“WARNING” and the following or equivalent statement, “Risk Of Explosion. Operate Only
Where Open Flame Or Torch Is Permitted.”

7.1DV.102.3.2 An oil-fired product with a tank shall be marked “CAUTION” and the
following or equivalent statement:

“Risk of Fire. Do Not Add Fuel When The Product Is Operating Or Still Hot.”
7.1DV.102.4 Engine-driven products

7.1DV.102.4.1 An engine-driven product equipped with a recoil starter shall be marked
with the following or equivalent:

“WARNING - Starter cord kickback (rapid retraction) can result in bodily injury. Kickback
will pull hand and arm toward engine faster than you can let go. ALWAYS relieve spray gun
pressure before pulling starter cord. Pull starter cord slowly until resistance is felt, then

pull rapidly.”

7.1DV.102.4.2 The radiator cap on a water-cooled engine shall be marked with the
following or equivalent:

“CAUTION — Do not remove when hot.”
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7.1DV.102.4.3 A gasoline-fueled engine shall be marked with the following or equivalent:
“CAUTION — Risk of fire. Do not add fuel when the product is operating or still hot.”
7.1DV.102.4.4 An engine-driven product shall be marked with the following or equivalent:
"Running this product indoors can result in death due to carbon monoxide, a poison gas
you cannot see or smell. Never operate indoors, even if windows and doors are open. Only
use outdoor and far away from windows, doors, and openings or vents. "

7.1DV.102.5 Electrically operated products

7.1DV.102.5.1 A portable electrically operated product shall be provided with a tag
attached to the power-supply cord. The tag shall be plainly and permanently marked with
the following wording, or the equivalent, in the format shown. No substitute other than
DANGER shall be used for “WARNING.” The words “WARNING — RISK OF
ELECTROCUTION” and “DO NOT REMOVE THIS TAG” shall be in block lettering. See
7.14DV.2.6.

a) For a grounded product:

"WARNING

RISK OF ELECTROCUTION

1. Connect Only To Properly Grounded Outlet. Do Not Remove Ground
Pin

2. Inspect Cord Before Using — Do Not Use If Cord Is Damaged
3. Keep All Connections Dry And Off The Ground
4. Do Not Touch Plug With Wet Hands”
5. For a product rated either

- 250 volts or less, single phase; or

- 3-phase, 208Y/120 volts and 60 A or less:
“This pressure washer is provided with a Ground Fault Circuit Interrupter
(GFCI) built into the plug or the power-supply cord. This device provides
additional protection from the risk of electric shock. Should replacement
of the ground-fault circuit-interrupter or cord become necessary, use only

identical replacement parts.”

6. For a product rated more than 250 volts, single phase, or more than
3-phase, 208Y/120 volts and 60 A or less:

“To provide additional protection from the risk of electric shock, this
pressure washer should be protected by a ground fault circuit interrupter
(GFCI).”
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7. “Read instruction manual before using.

DO NOT REMOVE THIS TAG”

b) For a double-insulated product:

“WARNING
RISK OF ELECTROCUTION

1. Inspect cord before using — do not use if cord is damaged
2. Keep all connections dry and off the ground
3. Do not touch plug with wet hands

4. Double Insulated — when servicing use only identical replacement
parts”

5. For a product rated either

- 250 volts or less, single phase; or

- 3-phase, 208Y/120 volts and 60 A or less:
“This pressure washer Is provided with a Ground Fault Circuit Interrupter
(GFCI) built into the plug or the power-supply cord. This device provides
additional protection from the risk of electric shock. Should replacement
of the ground-fault circuit-interrupter or cord become necessary, use only

identical replacement parts.”

6. For a product rated more than 250 volts, single phase, or more than
3-phase, 208Y/120 volts and 60 A or less:

“To provide additional protection from the risk of electric shock, this
pressure washer should be protected by a ground fault circuit interrupter
(GFCI).”

7. “Read Instruction Manual Before Using

DO NOT REMOVE THIS TAG”

Add the following subclause:

7.6 Addition:

Full document details: UL 60335-2-79 2016
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[symbol IEC 60417-5597 (DB:2002-10)] steam

& [symbol IEC 60417-5935 (DB:2002-10)] motorized cleaning head for

Q00O water-suction cleaning
(NINENNINNNNNE|

su0945

7.7DV.1 D2 Addition: Add the following at the end of subclause 7.7 of the Part 1:

7.7DV.1.1 A permanently connected product shall be provided with an abbreviated or
complete wiring diagram or chart of the product to provide information necessary for the
proper selection of power-supply conductors, overcurrent protection, and disconnecting
means. The diagram or chart shall show the location of each connection that must be
made in the field. A label attached to an accessible cover is considered to comply with this
requirement.

INd GT:G2:T 9T0Z/€2/8 " 10 1asn Aqg asn 1o} s|qissiwiad AJuo sI 1uswnIop siyL

7.7DV.2 DR Addition to subclause 7.7 of the Part 1 as follows:

7.7DV.2.1 If any point within a terminal box or wiring compartment of a permanently
connected product in which the power-supply conductors are intended to be connected,
including such conductors themselves, attains a temperature of more than 60°C during the
normal-temperature test, the product shall be permanently marked "For supply connection,
use wires acceptable for at least ...C, " or with an equivalent statement, and the temperature
value shall be in accordance with Table 7.7DV.1. This statement shall be located at or near
the point where the supply connections are to be made, and shall be clearly visible both
during and after installation of the product.
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Table 7.7DV.1

Temperature marking (based on 25°C ambient)

Temperature attained during test at points within terminal
box or compartment, or on wires intended for supply
connections, °C

Temperature marking

61 — 75

75

76 — 90

90

7.7DV2.2 Terminals for field wiring shall be prominently marked

CONDUCTORS ONLY," "FOR USE WITH ALUMINUM OR COPPER CONDUCTORS," or with
an equivalent statement, as appropriate.

7.7DV2.3 A permanently connected product having one motor and other loads or more
than one motor with or without other loads shall be permanently marked, in a location that
will be visible when connections to the power-supply circuit are made and inspected, with:

a) The minimum supply-circuit conductor ampacity in accordance with 25.2DV.1,
and the maximum rating and type - for example, non-time delay fuse, and dual-
element-time delay fuse, or similar rating and type - of supply-circuit overcurrent-
protective device in accordance with 25.2DV.1; or

b) The abbreviated wiring diagram or chart required by 7.7DV.1.1 if it is of a
permanent type and in a location that is visible when connection to the power-

supply circuit are made and inspected.

¢) If a product is intended for use on two or more circuits, the nameplate shall
include the above information for each circuit.

7.10DV D2 Modification to IEC Clause 7.10 of the part 1 by deleting part of the IEC

wording as follows:

Delete from the first paragraph the words, “on STATIONARY APPLIANCES.”

7.12 Addition:

The cover of the instruction sheet shall carry the following:

Full document details: UL 60335-2-79 2016
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WARNING: Do not use the appliance without reading the instruction sheet.

This warning may be replaced by symbol 0434 and symbol 1641 of ISO 7000. In this case the meaning
of these symbols shall be explained.

If symbol No. 5041 of IEC 60417-1 is marked on the appliance, its meaning shall be explained.
The instructions shall contain the substance of the following.
— The electric supply connection shall be made by a qualified electrician and comply with IEC 60364-1.

NOTE 101 It is recommended that the electric supply to this appliance should include either a residual current device that will
interrupt the supply if the leakage current to earth exceeds 30 mA for 30 ms or a device that will prove the earth circuit.

— WARNING: This appliance has been designed for use with the cleaning agent supplied or
recommended by the manufacturer. The use of other cleaning agents or chemicals may adversely affect
the safety of the appliance.

— WARNING: Do not use the appliance within range of persons unless they wear protective clothing.

— WARNING: High pressure jets can be dangerous if subject to misuse. The jet must not be directed at
persons, live electrical equipment or the appliance itself.

— Do not direct the jet against yourself or others in order to clean clothes or foot-wear.
— Disconnect from the electrical power supply before carrying out user maintenance .
— High pressure cleaners shall not be used by children or untrained personnel.

— To ensure appliance safety, use only original spare parts from the manufacturer or approved by the
manufacturer.

— WARNING: High pressure hoses, fittings and couplings are important for the safety of the appliance.
Use only hoses, fittings and couplings recommended by the manufacturer.

— Do not use the appliance if a supply cord or important parts of the appliance are damaged, e.g. safety
devices, high pressure hoses, trigger gun .

— If an extension cord is used, the plug and socket must be of watertight construction.

— WARNING: Inadequate extension cords can be dangerous.

— Where gas or liquid fuel are used the specification of the correct fuel and the following warning:
« WARNING: Incorrect fuels shall not be used as they may prove hazardous.

— For oll fired appliances without a primary safety control , the statement:
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e This appliance must be attended during operation.
— The intended use of the appliance.

— For gas or oil-heated appliances it is important to provide adequate ventilation and make sure that the
flue gases are properly discharged.

— Adequate information about the starting/stopping of the appliance and storage.

— For fixed appliances intended to be used in a dry independent room, and for steam cleaners intended
for indoor use only, the installation instructions shall carry the following notice:

¢ Do not splash or wash down.

— Adequate information about the nozzles to be used, the danger of the kickback force and the sudden
torque on the spray assembly when opening the trigger gun .

— The kickback forces have to be given in the manual if they exceed 20 N.

— The functioning of the safety devices, e.g. safety valves, flow switches, pressure switches
— Adequate information about user maintenance .

— Adequate information about malfunction.

— Where provision is made for remote signalling, reference must be made to the wiring installation
requirements of the country.

— Adequate information about the connection with the water mains, including the maximum inlet pressure,
if not given on the rating plate.

— The A-weighted sound pressure level L, in dB(A), emitted by the appliance. If the A weighted sound
pressure level exceeds 85 dB(A), it shall also state the sound power level Ly, in dB(A) and that
appropriate ear protection has to be used. The sound level is measured in accordance with IEC 60704-1.
— The weighted r.m.s. acceleration value to which the operators’ arms are subjected in m/s?, separately
for each arm (if applicable). The weighted r.m.s. acceleration value is measured in accordance with 1ISO
5349 for arm vibrations, the appliance being supplied at rated voltage or at the maximum rated voltage
for machines with a range of voltages.

Instructions for use for water jetters (if applicable) shall be given, such as “Insert hose to red mark before
turning on the appliance”.

The instructions for appliances having a current-carrying hose operating at other than safety extra-low
voltage shall include the substance of the following:

CAUTION: This hose contains electrical connections:
— do not use to collect water;

— do not immerse in water for cleaning;
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— the hose should be checked regularly and must not be used if damaged.
If the symbol IEC 60417-5935 is used, its meaning shall be explained.
The instructions shall contain the substance of the following, if applicable.

— WARNING: Do not use combustion engine powered appliances indoors unless adequate ventilation is
assessed by national labour authorities.

— WARNING: Ensure that any exhaust emissions are not in the vicinity of air intakes.

For appliances intended to be connected to the potable water mains, the instruction shall contain the
substance of the following, if applicable:

— adequate information for the correct connection to the potable water mains;
— necessary length and quality of the water supply hose;

— necessary measures for conversion of the connection from water mains supply to supply from other
water sources.

For appliances not intended to be connected to the water mains, the instruction shall contain the
substance of the following, if applicable:

— adequate information for the correct connection to the water supply;
— adequate information about suction operation;
— necessary length and quality of the water supply hose;

— necessary measures for conversion of the connection from supply from other water sources to supply
from the potable water mains (if applicable).

For all appliances, the instruction shall contain the substance of the following:
— water that has flown through backflow preventers is considered to be non-potable.

7.12DV.1 D2 Moaodification: Replace the third paragraph of Subclause 7.12 of the Part 2
with the following:

This warning may be replaced by symbol 0434 and symbol 1641 or 0790 of ISO 7000.

The instructions shall contain at least the meaning of the symbols used on the cleaning
machine and in the instructions.

7.12DV.2 D2 Modification: delete the eleventh dash item of Subclause 7.12 of the Part 2.

7.12DV.3 D2 Modification: add the following note after the twelfth dash item of
Subclause 7.12 of the Part 2:

NOTE 1 See 7.12DV.13.3 d)
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7.12DV.4 D2 Modification: add the following note after the sixteenth dash item of
Subclause 7.12 of the Part 2:

NOTE 2 See 7.1DV.102.2.1

7.12DV.5 D2 Modification: add the following note after the twenty-second dash item of
Subclause 7.12 of the Part 2:

NOTE 3 An example of special precautions is protection against freezing.

7.12DV.6 D2 Moadification: add the following to the twenty-sixth dash item of Subclause
7.12 of the Part 2:

Statement of sound pressure and power levels is optional.

7.12DV.7 D2 Modification: add the following to the twenty-seventh dash item of
Subclause 7.12 of the Part 2:

Statement of vibration level is optional.

7.12DV.8 D2 Moaodification: in Subclause 7.12 of the Part 2, delete "for cleaning " from the
second dash item under "CAUTION."

7.12DV.9 DE Modification: delete:

“If the symbol IEC 60417-5935 is used, its meaning shall be explained.” (All symbols must
be explained.)

7.12DV.10 D2 Modification: addition of the following to Subclause 7.12 of the Part 2:

For an engine driven product employing a battery starter, the following caution shall be
provided:

“CAUTION — Risk of injury. Disconnect battery ground terminal before servicing.”
7.12DV.11 D2 Modification: addition of the following to Subclause 7.12 of the Part 2:
General requirements for instructions

7.12DV.11.1 The product instructions may be combined in one or more manuals provided
the instructions pertaining to a risk of fire, electric shock, or injury to persons are

separated in format and emphasized to distinguish them from the rest of the text.

7.12DV.11.2 The following items shall be entirely in upper case letters or shall be
emphasized to distinguish them from the rest of the text:

a) The headings for the installation, operation, user-maintenance, and moving
and storage instructions;

b) The heading for the instructions pertaining to a risk of fire, electric shock, or
injury to persons; and
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c) The opening and closing statements of the instructions specified in
7.12DV.13.2—- “IMPORTANT SAFETY INSTRUCTIONS” and “SAVE THESE
INSTRUCTIONS,” or the equivalent.

7.12DV.11.3 An illustration may be used with a required instruction to clarify the intent but
shall not replace the written instructions.

7.12DV.12 D2 Modification: addition of the following to Subclause 7.12 of the Part 2:
Moving and storage instructions

If moving or storage of a product could result in damage to the product that could result

in a risk of fire, electric shock, or injury to persons during subsequent use, the instructions
shall describe the proper moving and storage procedure, and shall be preceded by the
heading “MOVING AND STORAGE INSTRUCTIONS” or the equivalent.

7.12DV.13 D2 Modification: addition of the following to Subclause 7.12 of the Part 2:
Instructions pertaining to a risk of fire, electric shock, or injury to persons

7.12DV.13.1 The instructions pertaining to a risk of fire, electric shock, or injury to persons
shall include those items in the list in 7.12DV.13.2 that are applicable to the product. The
statement “IMPORTANT SAFETY INSTRUCTIONS” or the equivalent shall precede the list,
and the statement “SAVE THESE INSTRUCTIONS” or the equivalent shall either precede or
follow the list. The signal words “WARNING” or “CAUTION" shall be entirely in upper case
letters or shall be emphasized to distinguish them from the rest of the text.

NOTE See also 7.12DV.5

7.12DV.13.2 The items in the following list (or equivalent) may be numbered, and other
instructions pertaining to a risk of fire, electric shock, or injury to persons that the

manufacturer believes are needed may be included.

IMPORTANT SAFETY INSTRUCTIONS

WARNING — When using this product basic precautions should always be followed,
including the following:

1. Read all the instructions before using the product.

2. To reduce the risk of injury, close supervision is necessary when a product is
used near children.

3. Know how to stop the product and bleed pressures quickly. Be thoroughly
familiar with the controls.

4. Stay alert — watch what you are doing.

5. Do not operate the product when fatigued or under the influence of alcohol or
drugs.

6. Keep operating area clear of all persons.
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7. Do not overreach or stand on unstable support. Keep good footing and
balance at all times.

8. Follow the maintenance instructions specified in the manual.
9. For a grounded or double-insulated product rated either
— 250 volts or less, single phase; or
— 3-phase, 208Y/120 volts and 60 A or less:
“This Product Is Provided With A Ground Fault Circuit Interrupter Built Into The
Power Cord or Plug. If Replacement Of The Ground Fault Circuit Interrupter Or

Cord Is Needed, Use Only Identical Replacement Parts.”

10. For a grounded or double insulated product rated more than 250 volts, single
phase, or more than 3-phase, 208Y/120 volts and 60 A or less:

“This Product Shall Only Be Connected To A Power Supply Protected By A
Ground Fault Circuit Interrupter.”

11. WARNING - Risk of eye injury. Spray can splash back or propel objects.
Always wear properly rated eye protection such as safety goggles or face shield
while spraying. (Safety glasses do not provide full protection.)

12. For an engine-driven product equipped with a recoil starter:

“WARNING — Starter cord kickback (rapid retraction) can result in bodily injury.
Kickback will pull hand and arm toward engine faster than you can let go.
ALWAYS relieve spray gun pressure before pulling starter cord. Pull starter cord
slowly until resistance is felt, then pull rapidly.”
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A cleaning machine that uses a gas burner with a manually lighted pilot shall include the
following or equivalent statements for lighting the pilot, preceded by the specified signal
word:

1. “WARNING: If you do not follow these instructions exactly, a fire or explosion
may result causing property damage, personal injury or loss of life.”

2. “In the event of pilot outage, wait at least five minutes to clear out any gas
before relighting.”

3. “Use only your hand to push in or turn the gas control knob. Never use a tool.
If the knob will not push in or turn by hand, don't try to repair it; call a qualified
service technician.”

SAVE THESE INSTRUCTIONS
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7.12DV.13.3 The instructions pertaining to a risk of fire, electric shock, or injury to
persons, or the installation instructions shall include (a) — (d), as applicable in the format
shown. If the applicable instructions in (a) — (d) are included in the installation instructions,

a reference to these instructions shall be included in the list mentioned in 7.12DV.13.1 as

a separate item. The headings “GROUNDING INSTRUCTIONS,” “EXTENSION CORDS,”
“SERVICING OF A DOUBLE INSULATED PRODUCT,” “GROUND FAULT CIRCUIT
INTERRUPTION PROTECTION”, and the signal words “DANGER” and “WARNING” shall be
entirely in upper case letters or shall be emphasized to distinguish them from the rest of

the text.

a) Cord connected, grounded products:

GROUNDING INSTRUCTIONS

This product must be grounded. If it should malfunction or break down,
grounding provides a path of least resistance for electric current to reduce the
risk of electric shock. This product is equipped with a cord having an equipment-
grounding conductor and a ground pin. The plug must be plugged into an
appropriate outlet that is properly installed and grounded in accordance with all
local codes and ordinances.

WARNING — Improper connection of the equipment-grounding conductor can
result in a risk of electrocution. Check with a qualified electrician or service
personnel if you are in doubt as to whether the outlet is properly grounded. Do
not modify the plug provided with the product — if it will not fit the outlet, have a
proper outlet installed by a qualified electrician. Do not use any type of adapter
with this product.

1. For a product rated either

— 250 volts or less, single phase; or
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— 3-phase, 208Y/120 volts and 60 A or less:

GROUND FAULT CIRCUIT INTERRUPTER PROTECTION

This pressure washer is provided with a ground-fault circuit-
interrupter (GFCI) built into the plug or the power-supply cord.
This device provides additional protection from the risk of electric
shock. Should replacement of the ground-fault circuit-interrupter
or cord become necessary, use only identical replacement parts.

2. For a product rated more than 250 volts, single phase, or more than
3-phase, 208Y/120 volts and 60 A or less:

GROUND FAULT CIRCUIT INTERRUPTER PROTECTION

To comply with the National Electrical Code ( NFPA 70 ) and to provide
additional protection from the risk of electric shock, this pressure washer
should be protected by a ground fault circuit interrupter (GFCI).
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