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This revision of ANSI/UL 60947-7-3 is to add the ANSI approval date to the title page. This
standard is a bi-national IEC-based standard that is harmonized for Mexico and the United
States, and co-published by both standards development organizations (ANCE and UL).

This document provides a single listing of the National Differences included in the UL adoption of
the corresponding IEC standard.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this standards document "as is” without warranty of any kind, either expressed or implied,
including but not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this standards document, even if UL or an authorized UL representative has been advised
of the possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price
paid for this standards document, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’'s computer system.
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Preface

This document provides a single listing of the technical National Differences included in the UL adoption
of the corresponding IEC standard.

In its IEC-based standards, UL uses the notations indicated below to identify national difference type, and
these types are additionally noted in this document. The standard may not use all types of these
deviations.

D1 - These are deviations which are based on basic safety principles and requirements, elimination of
which would compromise safety for U.S. consumers and users of products.

D2 - These are deviations based on safety practices. These are deviations for IEC requirements that may
be acceptable, but adopting the IEC requirements would require considerable retesting or redesign on the
manufacturer’s part.

DC - These are deviations based on the component standards and will not be deleted until a particular
component standard is harmonized with the IEC component standard.

DE - These are deviations based on editorial comments or corrections.
DR - These are deviations based on the national regulatory requirements.

Each national difference contains a description of what the national difference entails. Typically one of the
following words is used to explain how the text of the national difference is to be applied to the base IEC
text:

Addition / Add - An addition entails adding a complete new numbered clause, subclause, table,
figure, or annex. Addition is not meant to include adding select words to the base IEC text.

Deletion / Delet e - A deletion entails complete deletion of an entire numbered clause, subclause,
table, figure, or annex without any replacement text.

Modification / Modif y - A modification is an altering of the existing base IEC text such as the
addition, replacement or deletion of certain words or the replacement of an entire clause,
subclause, table, figure, or annex of the base IEC text.

Documents

Document Sharing Hub

Copyright UL
Provided by IHS under license with UL Licensee=North Carolina State Univ/5618801100
No reproduction or networking permitted without license from IHS Not for Resale, 07/06/2013 23:02:36 MDT

Full document details: UL 60947-7-3 (ND) 2011


http://avadocuments2026.com/doc/ul-60947-7-3-nd-2011
http://avadocuments2026.com/doc/ul-60947-7-3-nd-2011

4 NATIONAL DIFFERENCES FOR UL UL 60947-7-3 OCTOBER 14, 2011

National Differences

1.2DV DR Addition:

For a list of Mexico and USA Normative Standards, see Annex DVA of this standard.
2.1DV D2 Modification of Clause 2.1 as follows:

terminal block base with or without a fuse carrier.

3DV.1 D2 Addition:

c¢) fuse terminal block without a fuse-carrier, e.g. fixed mounted fuse clips.
3DV.2 D2 Addition:

Clause 3, Classification, of UL 60947-7-1 applies.

4.1DV D2 Addition:

Dimensions of cartridge fuse-link shall be stated.

4.2DV D2 Deletion:

Subclause 4.2 does not apply in the United States.

4.3.7DV D2 Addition:

4.3.7DV.1 Type of terminal block

Subclause 4.2, Type of terminal block, of UL 60947-7-1 applies.

4.3.8DV D2 Addition:

4.3.8DV.1 Rated and limiting values

Subclause 4.3.6DV.1, Rated and limiting values, of UL 60947-7-1 applies.
5.2DV D2 Additions:

5.2DV.1 a) to Annex DVA, Item F (NMX-J-515-ANCE), if the manufacturer claims
compliance with this standard
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5.2DV.2 @), and h) do not apply

5.2DV.3 Subclause 5.2DV, Additional information, of Annex DVA, Item A applies.
5.3DV D2 Deletion:

Subclause 5.3 does not apply.

7.1DV D2 Addition:

Subclause 7.1, Constructional requirements, of Annex DVA, Item A applies as modified by
the requirements of 7.1.1 through 7.1.9 DV and addition of 7.1.5 DV.

7.1.1DV D2 Additions:

7.1.1DV.1 A metal part for mounting or holding contact clips shall be securely and rigidly
fastened to the supporting base or mounting surface. All current-carrying parts shall be
prevented from turning or shifting in position by means other than friction between
surfaces.

NOTE: Turning or shifting may be prevented by the use of two screws or rivets, by
noncircular shoulders or mortises, by a dowel pin, lug, or offset, by a connecting strap or
clip fitted into an adjacent part, or by an equivalent method.

7.1.1DV.2 For the USA, where parts are held together by screws, a threaded part shall not
have fewer than two full, clean-cut threads. Threads shall not be finer than 12-24, 10-32,
8-32, and 6-36 if the screw extends all the way through the threaded part. If the screw does
not extend all the way through the threaded part, it shall engage full, clean-cut threads for
a distance of not less than the diameter of the screw.

7.1.1DV.3 Copper and brass are not acceptable for the plating of an iron or steel
wire-binding screw, nut, or stud terminal, but a plating of zinc is acceptable.

7.1.2DV D2 Additions:

7.1.2DV.1 A mounting-screw hole shall be located or countersunk so that there will be a
spacing of not less than 12.7 mm over the surface of the insulating material between the
head of the screw or washer and the nearest uninsulated live part.

7.1.2DV.2 A mounting-screw hole located between uninsulated live parts of opposite
polarity shall be countersunk unless barriers of the equivalent are provided to prevent the
screwhead from being in the path of a possible arc between such live parts.

7.1.2DV.3 For the United States testing per 8.3.2 is not required.
7.1.8DV D2 Addition:

For the USA products claiming safety from finger touch shall be IP 20. Products not
claiming safety from finger touch shall be IP 00. Definitions of IP Codes can be found in
IEC 60529.
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