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This First Edition of ANSI/UL 60947-7-4 specifies requirements for PCB terminal blocks primarily
intended for industrial or similar use.

As noted in the Commitment for Amendments statement located on the back side of the title
page, UL, CSA, and ANCE are committed to updating this harmonized standard jointly.

This document provides a single listing of the National Differences included in the UL adoption of
the corresponding IEC standard.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this standards document ″as is″ without warranty of any kind, either expressed or implied,
including but not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this standards document, even if UL or an authorized UL representative has been advised
of the possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price
paid for this standards document, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’s computer system.

Copyright © 2018 Underwriters Laboratories Inc.
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Preface

This document provides a single listing of the technical National Differences included in the UL adoption
of the corresponding IEC standard.

In its IEC-based standards, UL uses the notations indicated below to identify national difference type, and
these types are additionally noted in this document. The standard may not use all types of these
deviations.

D1 - These are deviations which are based on basic safety principles and requirements, elimination of
which would compromise safety for U.S. consumers and users of products.

D2 - These are deviations based on safety practices. These are deviations for IEC requirements that may
be acceptable, but adopting the IEC requirements would require considerable retesting or redesign on the
manufacturer’s part.

DC - These are deviations based on the component standards and will not be deleted until a particular
component standard is harmonized with the IEC component standard.

DE - These are deviations based on editorial comments or corrections.

DR - These are deviations based on the national regulatory requirements.

Each national difference contains a description of what the national difference entails. Typically one of the
following words is used to explain how the text of the national difference is to be applied to the base IEC
text:

Addition / Add - An addition entails adding a complete new numbered clause, subclause, table, figure,
or annex. Addition is not meant to include adding select words to the base IEC text.

Deletion / Delete - A deletion entails complete deletion of an entire numbered clause, subclause, table,
figure, or annex without any replacement text.

Modification / Modify - A modification is an altering of the existing base IEC text such as the addition,
replacement or deletion of certain words or the replacement of an entire clause, subclause, table, figure,
or annex of the base IEC text.
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National Differences

DV.2 DC Modification to Standard Title:

Replace “PCB terminal blocks for copper conductors” with “PCB terminal blocks for
copper and aluminum conductors”.

1.1DV D2 Modification by adding the following:

1.1DV.1 This standard also applies to terminal blocks that have insulation piercing or
displacement clamping units.

1.1DV.2 The wire range for terminal blocks covered by this standard include 0,051 mm2 to
300 mm2 (30 AWG to 600 kcmil) copper conductors and 3,31 mm2 to 300 mm2 (12 AWG to
600 kcmil) aluminum conductors. See Annex DVA for aluminum requirements.

In Mexico, 3,31 mm2 (12 AWG), 5,26 mm2 (10 AWG), and 8,37 mm2 (8 AWG) aluminum
conductors are not allowed.

1.1DV.3 The voltage range includes up to 1500 Vac and 1500 Vdc.

1.2DV D1 Modification to add the following:

See Annex DVB for standard references.

2.7DV D2 Add the following definitions to Clause 2:

2.7DV.1 special preparation (of conductor end)

alteration of the manufactured shape or surface of the conductor to enable it to be
connected to the terminal.

2.7DV.2 factory wiring terminal

a terminal intended in the end application to be connected under controlled conditions,
usually at a manufacturer’s location. Such terminations use prepared or unprepared
conductors. Applicable for the United States. In Canada and Mexico, this definition does
not apply.

2.7DV.3 insulation piercing or displacement clamping unit

a clamping unit for the connection and possible disconnection of one conductor or the
interconnection of two or more conductors, the connection being made by piercing, boring
through, cutting through, removing, displacing, or making ineffective in some other
manner the insulation of the conductor or conductors without previous stripping.
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2.7DV.4 post connector

a connector utilizing a post onto which one or more conductors are secured by means of
a tool.

2.7DV.5 SMD

a surface mount device

2.7DV.6 stud-and-nut type connector

a connector in which a conductor can be looped around a stud and retained by a nut or a
connector that can retain a conductor that is first terminated in a wire connector.

3DV.1 D2 Modification by adding the item j) to the list of types of terminal blocks as
follows:

j) for field and factory wiring or for factory wiring only. In Canada and Mexico this does not
apply.

3DV.2 D3 Modification to add the following:

In Canada, the general requirements applicable to this Standard are provided in
CAN/CSA-C22.2 No. 0.

4.3.1DV D2 Modification by adding the following:

Clause 4.3.1.1 of Table DVB.2, Reference No. 9, applies.

4.3.5DV D2 Modification by adding the following:

The minimum wire range specified in Table 2 does not apply.

4.3.6DV D2 Addition of Clauses 4.3.6DV.1 – 4.3.6DV.7 to Clause 4.3:

4.3.6DV.1 Rated current – The manufacturer shall declare the maximum value of current
per terminal assembly.

4.3.6DV.2 Rated torque – The tightening torque value or range shall be specified.

4.3.6DV.3 In the United States, a terminal block shall be rated for factory wiring only if
applicable. In Canada and Mexico this requirement does not apply.

4.3.6DV.4 Any special wire types such as pre-bonded, pre-tinned, or double tinned wire
shall be specified.
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4.3.6DV.5 All terminal blocks shall be rated [Prime ]Solid[Prime ] or [Prime
]Stranded[Prime ] or both as appropriate.

4.3.6DV.6 A terminal block having insulation piercing or displacement connections shall
be rated for specific insulation types.

4.3.6DV.7 A terminal block having screwless-type terminals shall be rated with a nominal
strip length.

5.2DV.1 D2 Modification by adding Clauses 5.2DV.1.1 and 5.2DV.1.2 after item (a):

5.2DV.1.1 Item (a) does not apply in Canada and the United States.

5.2DV.1.2 In Mexico, replace item (a) with NMX-J-538/7-4-ANCE, if the manufacturer claims
compliance with this standard;″

5.2DV.2 D2 Modification by adding the following items to the list following item (h):

i) the rated current. See Clause 4.3.6DV.1;

j) the tightening torque. See Clause 4.3.6DV.2. In Canada and Mexico, the tightening torque
need not be marked unless the manufacturer specifies a tightening torque;

k) in Canada and the United States, factory wiring only when applicable. See Clause
4.3.6DV.3. In Mexico this does not apply;

l) ″CU″ or ″Copper″ if rated for copper wire only; also see Clause DVA.3.1 for aluminum
conductors;

m) special conductor preparation or use of prepared conductors. See Clause 4.3.6DV.4;

n) specific insulation types (insulation displacement/piercing). See Clause 4.3.6DV.6;

o) solid conductors only or stranded conductors only as appropriate. See Clause
4.3.6DV.5;

p) special conductor types. See Clause 4.3.6DV.4;

q) instructions to clearly indicate any rearrangement or adjustment necessary to adapt to
various sizes of wires;

r) instructions for proper installation of the wire where the wiring method is not obvious;

s) a nominal strip length for a terminal block having screwless-type terminals. See Clause
4.3.6DV.7;

t) rated operational voltage. See Clause 4.3.1DV.

6DV D2 Modification by replacing with the following:

Refer to standards in accordance with Table DVB.2, Reference No. 9.
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