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Summary of Topics

Adoption of IEC 61 646, Thin-Film Terrestrial Photovoltaic (PV) Modules – Design Qualification
and Type Approval (second edition issued May 2008) as a new IEC-based UL standard, UL 61 646
(IEC 61 646:2008), with no National Differences.

The new requirements are substantial ly in accordance with Proposal(s) on this subject dated July 1 , 201 1 .

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard ″as is″ without warranty of any kind, either expressed or implied, including but
not l imited to, the implied warranties of merchantabil i ty or fitness for any purpose.

In no event wil l UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inabil i ty to use this Standard, even if UL or an authorized UL representative has been advised of the
possibi l i ty of such damage. In no event shall UL’s l iabi l i ty for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, l iabi l i ty, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’s computer system.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the preface. The prior
text for requirements that have been revised and that have a future effective date are located after the
Standard, and are preceded by a ″SUPERSEDED REQUIREMENTS″ notice.
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PREFACE

This UL Standard is based on IEC Publication 61 646: second edition, Thin-film terrestrial photovoltaic
(PV) modules – Design qualification and type approval. IEC publication 61 646 is copyrighted by the IEC.

This is the UL Standard for Thin-film terrestrial photovoltaic (PV) modules – Design qualification and type
approval.

The text, figures and tables of IEC Publication Thin-film terrestrial photovoltaic (PV) modules – Design
qualification and type approval, IEC 61 646, copyright May 2008 are used in this Standard with the consent
of the IEC and the American National Standards Institute (ANSI). The IEC copyrighted material has been
reproduced with permission from ANSI. ANSI should be contacted regarding the reproduction of any
portion of the IEC material. The IEC Foreword and Introduction are not a part of the requirements of this
Standard but are included for information purposes only. Copies of IEC Publ ication 61 646 may be
purchased from ANSI, 1 1 West 42nd Street, New York, New York, 1 0036, (21 2) 642-4900.

Note – Although the intended primary application of this Standard is stated in its Scope, it is important to note

that it remains the responsibility of the users of the Standard to judge its suitability for their particular purpose.

These materials are subject to copyright claims of IEC and UL. No part of this publication may be
reproduced in any form, including an electronic retrieval system, without the prior written permission of UL.
All requests pertaining to the UL 61 646 (IEC 61 646:2008) standard should be submitted to UL.

UL Effective Date

The effective date for UL 61 646 (IEC 61 646:2008), First edition, is January 25, 201 2.

A UL effective date is one established by Underwriters Laboratories Inc. and is not part of the ANSI
approved standard.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

THIN-FILM TERRESTRIAL PHOTOVOLTAIC (PV) MODULES – DESIGN QUALIFICATION AND TYPE
APPROVAL

FOREWORD

1 ) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising all national

electrotechnical committees (IEC National Committees). The object of IEC is to promote international co-operation on all questions

concerning standardization in the electrical and electronic fields. To this end and in addition to other activities, IEC publishes

International Standards, Technical Specifications, Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter

referred to as “IEC Publication(s)”) . Their preparation is entrusted to technical committees; any IEC National Committee interested

in the subject dealt with may participate in this preparatory work. International, governmental and nongovernmental organizations

l iaising with the IEC also participate in th is preparation. IEC col laborates closely with the International Organization for

Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international consensus of

opinion on the relevant subjects since each technical committee has representation from all interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National Committees in that

sense. While al l reasonable efforts are made to ensure that the technical content of IEC Publications is accurate, IEC cannot be

held responsible for the way in which they are used or for any misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications transparently to the

maximum extent possible in their national and regional publ ications. Any divergence between any IEC Publ ication and the

corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any equipment declared to

be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liabi l i ty shal l attach to IEC or its directors, employees, servants or agents including individual experts and members of its

technical committees and IEC National Committees for any personal injury, property damage or other damage of any nature

whatsoever, whether direct or indirect, or for costs (including legal fees) and expenses arising out of the publication, use of, or

rel iance upon, this IEC Publication or any other IEC Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is indispensable for the

correct application of this publ ication.

9) Attention is drawn to the possibi l i ty that some of the elements of this IEC Publication may be the subject of patent rights. IEC

shal l not be held responsible for identifying any or all such patent rights.

International Standard IEC 61 646 has been prepared by IEC technical committee 82: Solar photovoltaic
energy systems.

This second edition cancels and replaces the first edition published in 1 996. This edition constitutes a
technical revision.

This edition includes the fol lowing significant technical changes with respect to the previous edition:
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The major change is in the pass/fail criteria. I t no longer rel ies on meeting a plus/minus criterion before
and after each test, but rather on meeting the rated power after al l of the tests have been completed and
the modules have been light-soaked. This was done to eliminate the technology-specific preconditioning
necessary to accurately measure the changes caused by the test. (Some modules lose power in l ight
while others lose power during dark heat. ) Since all modules must work after exposure to l ight, this
seemed liked a good approach and wil l streamline the test procedure, hopeful ly reducing the testing cost.

• Updated Normative references.

• Added a definition of “minimum value of maximum output power”.

• Modified the wording in Major visual defects to allow some bending and misalignment without fai lure.

• Added requirements to the report from ISO/IEC 1 7025.

• Removed the “Twist Test” as was done from IEC 61 21 5, since no one has ever fai led this test.

• Made the pass/fail criteria for insulation resistance and wet leakage current dependent on the module
area.

• Added the temperature coefficient of power (δ) to the required measurements.

• Modified temperature coefficient section to allow for measurements under natural sunl ight or a solar
simulator.

• Deleted reference plate method from NOCT.

• Added apparatus sections to those test procedures that did not have apparatus sections in edition 1 .

• Rewrote the hot-spot test.

• El iminated edge dip method from wet leakage current test.

• Changed mechanical load test to 3 cycles to be consistent with other standards.

• Added bypass diode thermal test.

The text of this standard is based on the fol lowing documents:

FDIS Report on voting

82/51 2/FDIS 82/528/RVD

Full information on the voting for the approval of this standard can be found in the report on voting
indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

The committee has decided that the contents of th is publ ication wi l l remain unchanged unti l the
maintenance result date indicated on the IEC web site under ″http://webstore. iec.ch″ in the data related to
the specific publication. At this date, the publication wil l be

• reconfirmed,
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• withdrawn,

• replaced by a revised edition, or

• amended.
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THIN-FILM TERRESTRIAL PHOTOVOLTAIC (PV) MODULES – DESIGN

QUALIFICATION AND TYPE APPROVAL

1 Scope and object

This International Standard lays down requirements for the design qualification and type approval of
terrestrial, thin-film photovoltaic modules suitable for long-term operation in general open-air cl imates as
defined in IEC 60721 -2-1 . This standard is intended to apply to all terrestrial flat plate module materials
not covered by IEC 61 21 5.

The test sequence is derived from IEC 61 21 5 for the design qualification and type approval of terrestrial
crystall ine si l icon PV modules. However, it no longer rel ies on meeting a plus/minus criterion before and
after each test, but rather on meeting a specified percentage of the rated minimum power after al l of the
tests have been completed and the modu les have been l i g h t-soaked . Th i s e l im i nates the
technology-specific preconditioning necessary to accurately measure the changes caused by the test.

This standard does not apply to modules used with concentrators.

The object of this test sequence is to determine the electrical and thermal characteristics of the module
and to show, as far as possible within reasonable constraints of cost and time, that the module is capable
of withstanding prolonged exposure in cl imates described in the scope. The actual l i fe expectancy of
modules so qualified wil l depend on their design, their environment and the conditions under which they
are operated.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

IEC 60068-1 :
Environmental testing – Part 1 : General and guidance

IEC 60068-2-21 :
Environmental testing – Part 2-21 : Tests – Test U: Robustness of terminations and integral mounting
devices

IEC 60068-2-78:2001 ,
Environmental testing – Part 2-78: Tests – Test Cab: Damp heat, steady state

IEC 6041 0,

Sampling plans and procedures for inspection by attributes

IEC 60721 -2-1 ,
Classification of environmental conditions – Part 2-1 : Environmental conditions appearing in nature –
Temperature and humidity

IEC 60891 ,
Procedures for temperature and irradiance corrections to measured I-V characteristics of crystal l ine si l icon
photovoltaic (PV) devices

JANUARY 25, 201 2UL 61 646 (IEC 61 646:2008)8

Full document details: UL 61646 2012

http://www.avadocuments.com/doc/ul-61646-2012
http://www.avadocuments.com/doc/ul-61646-2012


IEC 60904-1 :2006,

Photovoltaic devices – Part 1 : Measurements of photovoltaic current-voltage characteristics

IEC 60904-2,
Photovoltaic devices – Part 2: Requirements for reference solar devices

IEC 60904-3,

Photovoltaic devices – Part 3: Measurement principles for terrestrial photovoltaic (PV) solar devices with
reference spectral irradiance data

IEC 60904-7,
Photovoltaic devices – Part 7: Computation of spectral mismatch error introduced in the testing of a
photovoltaic device

IEC 60904-9,
Photovoltaic devices – Part 9: Solar simulator performance requirements

IEC 60904-1 0,

Photovoltaic devices – Part 1 0: Methods of l inearity measurements

IEC 61 21 5,
Crystal l ine si l icon terrestrial photovoltaic (PV) modules – Design qual ification and type approval

ISO/IEC 1 7025,

General requirements for the competence of testing and calibration laboratories.

3 Sampling

Eight modules for qualification testing (plus spares as desired) shall be taken at random from a production
batch or batches, in accordance with the procedure given in IEC 6041 0. The modules shall have been
manufactured from specified materials and components in accordance with the relevant drawings and
process sheets and shall have been subjected to the manufacturer’s normal inspection, quality control and
production acceptance procedures. The modules shal l be complete in every detai l and shal l be
accompanied by the manufacturer’s handl ing, mounting and connection instructions, including the
maximum permissible system voltage.

I f the bypass diodes are not accessible in the standard modules, a special sample can be prepared for
the bypass diode thermal test (see 1 0.1 8). The bypass diode should be mounted physically as it would be
in a standard module, with a thermal sensor placed on the diode as required in 1 0.1 8.2. This sample does
not have to go through the other tests in the sequence.

When the modules to be tested are prototypes of a new design and not from production, this fact shall be
noted in the test report (see Clause 8).

4 Marking

Each module shall carry the fol lowing clear and indelible markings:

• name, monogram or symbol of manufacturer;

• type or model number;

• serial number;

JANUARY 25, 201 2 UL 61 646 (IEC 61 646:2008) 9

Full document details: UL 61646 2012

http://www.avadocuments.com/doc/ul-61646-2012
http://www.avadocuments.com/doc/ul-61646-2012


• polarity of terminals or leads (colour coding is permissible);

• maximum system voltage for which the module is suitable;

• nominal and minimum values of maximum output power at STC, as specified by the manufacturer for
the product type.

The minimum value of maximum output power refers to the lowest stabil ized power that the manufacturer
specifies for the product type (for example after any l ight induced degradation or recovery).

NOTE If the modules to be tested are prototypes of a new design and not from production, the results of this test sequence may be

used to establish the module minimum power rating.

The date and place of manufacture shall be marked on the module or be traceable from the serial number.

5 Testing

The modules shall be divided into groups and subjected to the qualification test sequences in Figure 1 ,
carried out in the order laid down. Each box refers to the corresponding subclause in this standard. Test
procedures and severities, including initial and final measurements where necessary, are detai led in
Clause 1 0. However, with regard to the tests of 1 0.2, 1 0.4, 1 0.6 and 1 0.7, it should be noted that the
procedures laid down in IEC 60891 for temperature and irradiance corrections to measured I -V
characteristics apply only to l inear modules. Use IEC 60904-1 0 to assess l inearity. I f the module is
non-l inear, these tests shall be carried out within ±5 % of the specified irradiance and within ±2 °C of the
specified temperature.

NOTE 1 Where the final measurements for one test serve as the initial measurements for the next test in the sequence, they need

not be repeated. In these cases, the initial measurements are omitted from the test.

For diagnostic purposes, intermediate measurements of maximum power (1 0.2) may be undertaken before and after individual tests.

NOTE 2 The control module should be stored in accordance with the manufacturer’s recommendation.

Any single test, executed independently of a test sequence, shall be preceeded by the initial tests of 1 0.1 ,
1 0.2 and 1 0.3.

In carrying out the tests, the tester shall strictly observe the manufacturer’s handling, mounting and
connection instructions. Tests given in 1 0.4, 1 0.5, 1 0.6 and 1 0.7 may be omitted if future IEC 61 853 has
been or is scheduled to be run on this module type.

Thin film technologies can have different stabil ization characteristics. I t is impossible to define a single
stabil isation procedure applicable to all thin film technologies. This procedure tests the modules “as
received“ and attempts to reach a stabil ised condition before final test.

Test conditions are summarized in Table 1 .

NOTE 3 The test levels in Table 1 are the minimum levels required for qualification. I f the laboratory and the module manufacturer

agree, the tests may be performed with increased severities.

6 Pass criteria

A module design shall be judged to have passed the qualification tests, and therefore, to be IEC type
approved, if each test sample meets all the fol lowing criteria:
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a) after the final l ight soaking, the maximum output power at STC is not less than 90 % of the minimum
value specified by the manufacturer in Clause 4;

NOTE The pass/fail criteria must consider the laboratory uncertainty of the measurement. As an example, if the

laboratory extended uncertainty, 2 sigma of the STC measurement, is ±5 %, then a maximum power measurement

greater than 85,5 % of the minimum specified value would be the pass criteria.

b) no sample has exhibited any open-circuit during the tests;

c) there is no visual evidence of a major defect, as defined in Clause 7;

d) the insulation test requirements are met after the tests;

e) the wet leakage current test requirements are met at the beginning and the end of each sequence and
after the damp heat test;

f) specific requirements of the individual tests are met.

I f two or more modules do not meet these test criteria, the design shall be deemed not to have met the
qual ification requ i rements. Shou ld one modu le fai l any test, another two modu les meeting the
requirements of Clause 3 shal l be subjected to the whole of the relevant test sequence from the
beginning. I f one or both of these modules also fai l , the design shall be deemed not to have met the
qualification requirements. I f, however, both modules pass the test sequence, the design shall be judged
to have met the qualification requirements.

7 Major visual defects

For the purposes of design qualification and type approval, the fol lowing are considered to be major visual
defects:

a) broken, cracked, or torn external surfaces, including superstrates, substrates, frames and junction
boxes;

b) bent or misaligned external surfaces, including superstrates, substrates, frames and junction boxes to
the extent that the installation and/or operation of the module would be impaired;

c) voids in, or visible corrosion of any of the thin film layers of the active circuitry of the module, extending
over more than 1 0 % of any cell ;

d) bubbles or delaminations forming a continuous path between any part of the electrical circuit and the
edge of the module;

e) loss of mechanical integrity, to the extent that the installation and/or operation of the module would be
impaired;

f) Module markings (label) is no longer attached or the information is unreadable.

8 Report

Fol lowing type approval , a certified report of the qual ification tests, wi th measured performance
characteristics and detai ls of any fai lures and re-tests, shall be prepared by the test agency in accordance
with ISO/IEC 1 7025. Each certificate or test report shall include at least the fol lowing information.
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a) A title.

b) Name and address of the test laboratory and location where the tests were carried out.

c) Unique identification of the certification or report and of each page.

d) Name and address of cl ient, where appropriate.

e) Description and identification of the item tested.

f) Characterization and condition of the test item.

g) Date of receipt of test item and date(s) of test, where appropriate.

h) Identification of test method used.

i) Reference to sampling procedure, where relevant.

j) Any deviations from, additions to or exclusions from the test method, and any other information relevant
to a specific tests, such as environmental conditions.

k) Measurements, examinations and derived resu l ts supported by tables, graphs, sketches and
photographs as appropriate including temperature coefficients of short circuit current, open circuit voltage
and peak power, NOCT, power at NOCT, STC and low irradiance, the maximum shaded cell temperature
observed during the hot-spot test, spectrum of the lamp used for the UV prescreening test, minimum
power observed after l ight soaking and any fai lures observed. I f the maximum power loss observed after
each of the tests has been measured it should also be reported.

l) A statement of the estimated uncertainty of the test results (where relevant) .

m) A signature and title, or equivalent identification of the person(s) accepting responsibi l i ty for the content
of the certificate or report, and the date of issue.

n) Where relevant, a statement to the effect that the results relate only to the items tested.

o) A statement that the certificate or report shall not be reproduced except in ful l , without the written
approval of the laboratory.

A copy of this report shall be kept by the laboratory and manufacturer for reference purposes.

9 Modifications

Any change in the design, materials, components or processing of the module may require a repetition of
some or all of the qualification tests to maintain type approval.

This is generated text for figtxt.
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NOTE 1 May be omitted if future IEC 61 853 has been performed.

NOTE 2 In the case of modules not designed for open-rack mounting, the NOCT may be replaced by the equi l ibrium mean solar cell

junction temperature in the standard reference environment, with the module mounted as recommended by the manufacturer.

NOTE 3 If the bypass diodes are not accessible in the standard modules, a special sample can be prepared for the bypass diode

thermal test (1 0.1 8). The bypass diode should be mounted physically as it would be in a standard module, with a thermal sensor

placed on the diode as required in 1 0.1 8.2. This sample does not have to go through the other tests in the sequence.

NOTE 4 For diagnostic purposes intermediate measurements of maximum power (1 0.2) may be undertaken before and after

individual tests. I f the control module is used for these measurements make sure it has been preconditioned per the manufacturers

recommendation.

Figure 1 – Qualification test sequence
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Table 1 – Summary of test levels

Test Title Test conditions

1 0.1 Visual inspection See detailed inspection l ist in 1 0.1 .2

1 0.2 Maximum Power Determination See IEC 60904-1

1 0.3 Insulation test

Dielectric withstand at 1 000 V d.c. +

twice the maximum system voltage for 1

min. For modules with an area less than

0,1 m2 the insulation resistance shall not

be less than 400 MΩ. For modules with

an area larger than 0,1 m2, the

measured insulation resistance times the

area of the module shall not be less than

40 MΩ·m2. Measured at 500 V or

maximum system voltage, whichever is

greater.

1 0.4 Measurement of temperature coefficients See details in 1 0.4

See IEC 60904-1 0 for guidance.

1 0.5 Measurement of NOCT

Total solar irradiance: 800 W·m–2

Ambient temperature: 20 °C

Wind speed: 1 m·s–1

1 0.6 Performance at STC and NOCT

Cell temperature: 25 °C and NOCT

Irradiance: 1 000 and 800 W·m–2 with

IEC 60904-3 reference

solar spectral irradiance distribution

1 0.7 Performance at low irradiance

Cell temperature: 25 °C

Irradiance: 200 W·m–2 with IEC 60904-3

reference

solar spectral irradiance distribution

1 0.8 Outdoor exposure test 60 kWh·m–2 total solar irradiation under

resistive load

1 0.9 Hot-spot endurance test

One hour exposure to 1 000 W·m–2

i rradiance

in worst-case hot-spot condition

1 0.1 0 UV preconditioning 1 5 kWh·m–2 total UV irradiation in the

wavelength range from 280 nm to 385

nm with 5 kWh·m–2 UV irradiation in the

wavelength range from 280 to 320 nm

under resistive load.

1 0.1 1 Thermal cycling test 50 and 200 cycles from – 40 °C to +85

°C

1 0.1 2 Humidity freeze test 1 0 cycles from +85 °C, 85 % RH to –40

°C

1 0.1 3 Damp heat test 1 000 h at +85 °C, 85 % RH

1 0.1 4 Robustness of termination test As in IEC 60068-2-21

1 0.1 5 Wet leakage current test

See details in 1 0.1 5

Test performed at test voltage 500 V or

maximum systems voltage, whichever is

higher for 1 min. For modules with an

area less than 0,1 m2 the insulation

resistance shall not be less than 400

MΩ. For modules with an area larger

than 0,1 m2 the measured insulation

resistance times the area of the module

shall not be less than 40 MΩ·m2.
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