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UL 61730-2 is an adoption of IEC 61730-1, Photovoltaic (PV) Module Safety Qualification – Part 2:
Requirements for Testing (Second Edition, issued by the IEC August 2016). Please note that the
National Difference document incorporates all of the U.S. national differences for UL 61730-2.

This document provides a single listing of the National Differences included in the UL adoption of
the corresponding IEC standard.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this standards document ″as is″ without warranty of any kind, either expressed or implied,
including but not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this standards document, even if UL or an authorized UL representative has been advised
of the possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price
paid for this standards document, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’s computer system.

Copyright © 2017 Underwriters Laboratories Inc.
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Preface

This document provides a single listing of the technical National Differences included in the UL adoption
of the corresponding IEC standard.

In its IEC-based standards, UL uses the notations indicated below to identify national difference type, and
these types are additionally noted in this document. The standard may not use all types of these
deviations.

D1 - These are deviations which are based on basic safety principles and requirements, elimination of
which would compromise safety for U.S. consumers and users of products.

D2 - These are deviations based on safety practices. These are deviations for IEC requirements that may
be acceptable, but adopting the IEC requirements would require considerable retesting or redesign on the
manufacturer’s part.

DC - These are deviations based on the component standards and will not be deleted until a particular
component standard is harmonized with the IEC component standard.

DE - These are deviations based on editorial comments or corrections.

DR - These are deviations based on the national regulatory requirements.

Each national difference contains a description of what the national difference entails. Typically one of the
following words is used to explain how the text of the national difference is to be applied to the base IEC
text:

Addition / Add - An addition entails adding a complete new numbered clause, subclause, table, figure,
or annex. Addition is not meant to include adding select words to the base IEC text.

Deletion / Delete - A deletion entails complete deletion of an entire numbered clause, subclause, table,
figure, or annex without any replacement text.

Modification / Modify - A modification is an altering of the existing base IEC text such as the addition,
replacement or deletion of certain words or the replacement of an entire clause, subclause, table, figure,
or annex of the base IEC text.
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National Differences

2DV DR Addition of the following:

UL 790,
Standard Test Methods for Fire Tests of Roof Coverings

UL 2703,
Mounting Systems, Mounting Devices, Clamping/Retention Devices, and Ground Lugs for
Use with Flat-Plate Photovoltaic Modules and Panels

ANSI/NFPA 70,
National Electrical Code

Table 2DV D2 Modification of Table 2:

Delete the line for MST 04.

Table 4DV DR Modification of Table 4:

Delete the line for MST 24.

Table 6DV D2 Modification of Table 6:

Delete the line for MST 04 and also delete the line for MST 24.

Figure 1DV D2 Modification of Figure 1:

Delete the box for MST 04 and also delete the box for MST 24.

10.5DV D2 Deletion:

Delete Clause 10.5.

10.9.1DV DR Modification by replacing Clause 10.9.1 with the following:

To determine if PV modules are constructed to provide adequate protection against
accessibility to hazardous live parts (> 30 V).

10.17DV DR Modification by replacing Clause 10.17 with the following new Fire test MST
23:

10.17DV.1 Introduction

A photovoltaic module or panel intended to be mounted or installed on a roof shall be
evaluated for fire performance in accordance with 10.17DV.2 or 10.17DV.3, whichever
applies. System Fire Class Ratings A, B, or C are only relevant for PV modules or panels
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