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UL Standard for Safety for Workplace Atmospheres — Part 1: Gas Detectors — Performance Requirements
of Detectors for Toxic Gases, UL 62990-1

First Edition, Dated February 3, 2023
Summary of Topics

Adoption of IEC 62990-1, Workplace Atmospheres — Part 1: Gas Detectors — Performance
Requirements of Detectors for Toxic Gases, (first edition and Corrigendum 1, issued by IEC June
2019) as a new IEC-based UL Standard, UL 62990-1 with US Differences.

As noted in the Commitment for Amendments statement located on the back side of the title page,
UL and FM are committed to updating this harmonized standard jointly.

The new requirements are substantially in accordance with Proposal(s) on this subject dated March 25,
2022 and September 9, 2022.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fithess for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL's liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney's fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser's computer system.
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Commitment for Amendments

This standard is issued jointly by FM Approvals LLC and ULSE Inc.(UL). Comments or proposals for
revisions on any part of the standard may be submitted to FM Approvals or UL at any time. FM and UL
will issue revisions to this standard by means of a new edition or revised or additional pages bearing
their date of issue.

Copyright © 2023 FM Approvals LLC

These materials are subject to copyright claims of IEC, ANSI and FM. All rights reserved. Not for resale.
Printed in the United States of America. No part of this publication may be reproduced in any form,
including an electronic retrieval system, without the prior written permission of FM. All requests
pertaining to this Standard should be submitted to FM.

The most recent designation of ANSI/FM 62990-1 as an American National Standard (ANSI) occurred
on February 3, 2023.

Copyright © 2023 ULSE INC.

Our Standards for Safety are copyrighted by ULSE Inc. Neither a printed nor electronic copy of a
Standard should be altered in any way. All of our Standards and all copyrights, ownerships, and rights
regarding those Standards shall remain the sole and exclusive property of ULSE Inc.

This ANSI/UL Standard for Safety consists of the First Edition.

The most recent designation of ANSI/UL 62990-1 as an American National Standard (ANSI) occurred
on February 3, 2023. ANSI approval for a standard does not include the Cover Page, Transmittal
Pages, Title Page (front and back), or the Preface. The National Difference Page and IEC Foreword are
also excluded from the ANSI approval of IEC-based standards.

Comments or proposals for revisions on any part of the Standard may be submitted to UL at any time.
Proposals should be submitted via a Proposal Request in UL's On-Line Collaborative Standards
Development System (CSDS) at https://csds.ul.com.

To purchase UL Standards, visit UL's Standards Sales Site at
http://www.shopulstandards.com/HowToOrder.aspx or call toll-free 1-888-853-3503.
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PREFACE

This is the harmonized FM and UL standard for Workplace Atmospheres — Part 1: Gas Detectors —
Performance Requirements of Detectors for Toxic Gases. It is the first edition of FM 62990-1 and the first
edition of UL 62990-1.

This harmonized standard is based on IEC Publication 62990-1: first edition, Workplace Atmospheres —
Part 1: Gas Detectors — Performance Requirements of Detectors for Toxic Gases, issued June 2019 and
corrigendum 1. IEC publication 62990-1 is copyrighted by the IEC.

This harmonized standard was prepared by FM Approvals LLC (FM) and ULSE Inc. (UL).

This standard is considered suitable for use for conformity assessment within the stated scope of the
standard.

Application of Standard

Where reference is made to a specific number of samples to be tested, the specified number is to be
considered a minimum quantity.

Note: Although the intended primary application of this standard is stated in its scope, it is important to note that it remains the
responsibility of the users of the standard to judge its suitability for their particular purpose.

Level of Harmonization
This standard adopts the IEC text with national differences.
This standard is published as an identical standard for FM and UL.

An identical standard is a standard that is exactly the same in technical content except for national
differences resulting from conflicts in codes and governmental regulations. Presentation is word for word
except for editorial changes.

All national differences from the IEC text are included in the FM and UL versions of the standard. While the
technical content is the same in each organization’s version, the format and presentation may differ.

Interpretations

The interpretation by the standards development organization of an identical or equivalent standard is
based on the literal text to determine compliance with the standard in accordance with the procedural rules
of the standards development organization. If more than one interpretation of the literal text has been
identified, a revision is to be proposed as soon as possible to each of the standards development
organizations to more accurately reflect the intent.
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IEC Copyright

For FM, the text, figures, and tables of International Electrotechnical Commission Publication 62990-1,
Workplace Atmospheres — Part 1: Gas Detectors — Performance Requirements of Detectors for Toxic
Gases, copyright 2019, are used in this standard with the consent of the International Electrotechnical
Commission. The IEC Foreword and Introduction are not a part of the requirements of this standard but
are included for information purposes only.

These materials are subject to copyright claims of IEC and UL. No part of this publication may be
reproduced in any form, including an electronic retrieval system, without the prior written permission of UL.
All requests pertaining to the Workplace Atmospheres — Part 1: Gas Detectors — Performance

Requirements of Detectors for Toxic Gases UL 62990-1 Standard should be submitted to UL.

The following people served as members of STP 9200 and participated in the review of this standard:
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National Differences

National Differences from the text of International Electrotechnical Commission (IEC) Publication 62990-1,
Workplace Atmospheres — Part 1: Gas Detectors — Performance Requirements of Detectors for Toxic
Gases, copyright 2019, are indicated by notations (differences) and are presented in bold text.

There are five types of National Differences as noted below. The difference type is noted on the first line of
the National Difference in the standard. The standard may not include all types of these National
Differences.

D1 — These are National Differences which are based on basic safety principles and requirements,
elimination of which would compromise safety for consumers and users of products.

D2 — These are National Differences from IEC requirements based on existing safety practices. These
requirements reflect national safety practices, where empirical substantiation (for the IEC or national
requirement) is not available or the text has not been included in the IEC standard.

DC - These are National Differences based on the component standards and will not be deleted until a
particular component standard is harmonized with the IEC component standard.

DE - These are National Differences based on editorial comments or corrections.
DR - These are National Differences based on the national regulatory requirements.

Each national difference contains a description of what the national difference entails. Typically one of the
following words is used to explain how the text of the national difference is to be applied to the base IEC
text:

Each national difference contains a description of what the national difference entails. Typically one of the
following words is used to explain how the text of the national difference is to be applied to the base IEC
text:

Addition / Add - An addition entails adding a complete new numbered clause, subclause, table,
figure, or annex. Addition is not meant to include adding select words to the base IEC text.

Deletion / Delete - A deletion entails complete deletion of an entire numbered clause, subclause,
table, figure, or annex without any replacement text.

Modification / Modify - A modification is an altering of the existing base IEC text such as the

addition, replacement or deletion of certain words or the replacement of an entire clause,
subclause, table, figure, or annex of the base IEC text.
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FOREWORD
INTERNATIONAL ELECTROTECHNICAL COMMISSION

WORKPLACE ATMOSPHERES - Part 1: Gas detectors — Performance requirements of detectors
for toxic gases

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising all national
electrotechnical committees (IEC National Committees). The object of IEC is to promote international co-operation on all questions
concerning standardization in the electrical and electronic fields. To this end and in addition to other activities, IEC publishes
International Standards, Technical Specifications, Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter
referred to as “IEC Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested in
the subject dealt with may participate in this preparatory work. International, governmental and non-governmental organizations
liaising with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international consensus of
opinion on the relevant subjects since each technical committee has representation from all interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National Committees in that
sense. While all reasonable efforts are made to ensure that the technical content of IEC Publications is accurate, IEC cannot be held
responsible for the way in which they are used or for any misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications transparently to the
maximum extent possible in their national and regional publications. Any divergence between any IEC Publication and the
corresponding national or regional publication shall be clearly indicated in the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity assessment services
and, in some areas, access to IEC marks of conformity. IEC is not responsible for any services carried out by independent
certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and members of its
technical committees and IEC National Committees for any personal injury, property damage or other damage of any nature
whatsoever, whether direct or indirect, or for costs (including legal fees) and expenses arising out of the publication, use of, or
reliance upon, this IEC Publication or any other IEC Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is indispensable for the
correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent rights. IEC shall
not be held responsible for identifying any or all such patent rights.

International Standard ISO/IEC 62990-1 has been prepared by Joint Working Group (JWG) 45 of IEC
technical committee 31: Equipment for explosive atmospheres and ISO technical committee 146: Air
quality, sub-committee 2: Workplace atmospheres.

The text of this International Standard is based on the following documents:

FDIS Report on voting
31/1463/FDIS 31/1480/RVD

Full information on the voting for the approval of this International Standard can be found in the report on
voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2. Documents
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A list of all parts in the ISO/IEC 62990 series, published under the general title Workplace atmospheres,
can be found on the IEC website.

The committee has decided that the contents of this document will remain unchanged until the stability
date indicated on the IEC website under "http://webstore.iec.ch" in the data related to the specific
document. At this date, the document will be

* reconfirmed,
 withdrawn,
* replaced by a revised edition, or

*« amended.

IMPORTANT - The "colour inside’ logo on the cover page of this publication indicates that it
contains colours which are considered to be useful for the correct understanding of its contents.
Users should therefore print this document using a colour printer.
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INTRODUCTION

This part of ISO/IEC 62990 specifies general requirements for construction, testing and performance of
equipment intended to measure the concentration of toxic gas and vapour in workplace atmospheres and
other industrial and commercial applications. The performance requirements are intended to apply under
environmental conditions present at the site of operation. However, because a wide range of
environmental conditions are encountered in practise, this document specifies requirements that have to
be fulfilled by equipment when tested under prescribed laboratory conditions.

This document applies to the following types of equipment: Health Monitoring (HM) and Safety Monitoring
(SM). For a given measurement task of Type HM equipment the range over which the requirements must
be met depends on the occupational exposure limit value. However, for most toxic gases and vapours the
occupational exposure limit values have not been harmonized at the international level. Therefore, it was
decided to use a reference value instead of the occupational exposure limit value for the performance
tests. The list of reference values is given in Annex A. The reference values chosen are equal to or close
to the occupational exposure limit values used in different countries but are intended to be used only for
type testing equipment without any legal implications.

Electrical equipment used for the direct detection and direct concentration measurement of toxic gases
and vapours generate readings in clean air (nominally zero), which vary with environmental conditions and
time. This document therefore includes test methods and requirements for acceptable variations in
measured values at application of zero gas and of defined test gases.

For gas detection equipment including additional function for detecting flammable gas and/or oxygen,
consideration should be given to the relevant standards.

General requirements for construction, testing and performance of gas detectors for flammable gases and
vapours are set out in IEC 60079-29-1, Explosive atmospheres — Part 29-1: Gas detectors — Performance
requirements of detectors for flammable gases.

General requirements for construction, testing and performance of open path detectors for flammable
gases are set out in IEC 60079-29-4, Explosive atmospheres — Part 29-4: Gas detectors — Performance
requirements of open path detectors for flammable gases.

Guidance for the selection, installation, use and maintenance of gas detecting equipment is set out in IEC
60079-29-2: Explosive atmospheres — Part 29-2, Gas detectors — Selection, installation, use and
maintenance of detectors for flammable gases and oxygen.

101.DV DR Modification of Introduction, fifth, sixth and seventh paragraphs as follows:

Replace “IEC 60079-29” with “UL 60079-29".

Guidance for functional safety of fixed gas detection systems is set out in IEC 60079-29-3: Explosive
atmospheres — Part 29-3, Gas detectors — Guidance on functional safety of fixed gas detection systems.
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WORKPLACE ATMOSPHERES - Part 1: Gas detectors — Performance
requirements of detectors for toxic gases

1 Scope

This part of ISO/IEC 62990 specifies general requirements for design, function and performance, and
describes the test methods that apply to portable, transportable, and fixed equipment for the detection and
concentration measurement of toxic gases and vapours in workplace atmospheres and other industrial
and commercial applications.

1DV.1 DR Modification of Clause 1, first paragraph as follows:

Replace “part of ISO/IEC 62990” with “standard” and add the following to the end of the
sentence “with maintenance performed by a competent (qualified) service technician.”

This document is applicable to continuously sensing equipment whose primary purpose is to provide an
indication, alarm and/or other output function the purpose of which is to indicate the presence of a toxic
gas or vapour in the atmosphere and in some cases to initiate automatic or manual protective action(s). It
is applicable to equipment in which the sensor generates an electrical signal when gas is present.

This document applies to two types of equipment:
* Type HM (Health Monitoring) ‘occupational exposure’ equipment:

For occupational exposure measurement, the performance requirements are focused on
uncertainty of measurement of gas concentrations in the region of Occupational Exposure Limit
Values (OELV). The upper limit of measurement will be defined by the manufacturer in accordance
with 4.2.1.

» Type SM (Safety Monitoring) ‘general gas detection’ equipment:

For general gas detection applications (e.g. safety warning, leak detection), the performance
requirements are focused on alarm signalling. The upper limit of measurement will be defined by
the manufacturer according to the intended use of the equipment.

In general, the requirements for accuracy will be higher for Type HM equipment than for Type SM
equipment. The same equipment may meet the requirements of both Type HM and Type SM.

For equipment used for sensing the presence of multiple gases this document applies only to the detection
of toxic gas or vapour.

This document is not applicable to equipment:
— with samplers and concentrators such as sorbents or paper tape having an irreversible indication;
— used for the measurement of gases and vapours related to the risk of explosion;

— used for the measurement of oxygen;
Documents
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— used only in laboratories for analysis or measurement;

— used only for process measurement purposes;

— used in the domestic environment;

— used in environmental air pollution monitoring;

— used for open-path (line of sight) area gas measurement;

— used for ventilation control in car parks or tunnels.
1ADV.1 DR Addition of the following:

Where references are made to IEC standards, the reference requirements found in these
standards shall apply as modified by any applicable US National Differences for the
standard (see Clause 2).

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

IEC 60068-2-6, Environmental testing — Part 2-6: Tests — Test Fc: Vibration (sinusoidal)
IEC 60079-0, Explosive atmospheres — Part 0: Equipment — General requirements
IEC 60529, Degrees of protection provided by enclosures (IP Code)

IEC 61000-4-29, Electromagnetic compatibility (EMC) — Part 4-29: Testing and measurement techniques —
Voltage dips, short interruptions and voltage variations on d.c. input power port immunity tests

IEC 61000-6-3, Electromagnetic compatibility (EMC) — Part 6-3: Generic standards — Emission standard
for residential, commercial and light-industrial environments

IEC 61000-6-4, Electromagnetic compatibility (EMC) — Part 6-4: Generic standards — Emission standard
for industrial environments

IEC 61326-1, Electrical equipment for measurement, control and laboratory use — EMC requirements —
Part 1: General requirements

2DV DR Modification of Clause 2 references as follows:
IEC 60529, Degrees of protection provided by enclosures (IP Code)’

1 The US adoption is identical to the international standard.

UL 60079-0, Explosive Atmospheres — Part 0: Equipment — General requirements
Documents

Document Sharing Hub

Full document details: UL 62990-12023


http://www.avadocuments.com/doc/ul-62990-1-2023
http://www.avadocuments.com/doc/ul-62990-1-2023

FEBRUARY 3, 2023 ANSI/FM 62990-1-2023 + UL 62990-1 15

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following addresses:
* IEC Electropedia: available at http://www.electropedia.org/

* ISO Online browsing platform: available at http://www.iso.org/obp

3.1
gas properties

3.1.1
ambient air
normal atmosphere surrounding the equipment

3.1.2

clean air

air that is free of gases or vapours which the sensor is sensitive to or which influence the performance of
the sensor

3.1.3

occupational exposure limit value

OELV

limit of the time-weighted average of the concentration of a chemical agent in the air within the breathing
zone of a worker in relation to a specified reference period

Note 1 to entry: The term “limit value” is often used as a synonym for “occupational exposure limit value”, but the term “occupational
exposure limit value” is preferred because there is more than one limit value (e.g., biological limit value and occupational exposure
limit value).

Note 2 to entry: Occupational exposure limit values (OELVs) are often set for reference periods of 8 h, but can also be set for shorter
periods or concentration excursions.

[SOURCE: ISO 18158:2016, 2.1.5.4, modified (Note 2 to entry is shortened)]

3.1.4

reference value

<for type HM equipment> value used as the basis to specify requirements such as measuring range,
resolution and alarm set point

Note 1 to entry: The term reference value is used in this document because for most toxic gases and vapours the occupational
exposure limit values have not been harmonized at the International level.

3.1.5

poisons

<for sensing elements> substances that lead to temporary or permanent change of performance,
particularly loss of sensitivity of the sensing element

3.1.6
toxic gas
gas or vapour that can be harmful to human health and/or the performance of persons due to its physical

or physico-chemical properties DOCU ments
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Note 1 to entry: For the purpose of this document, the term “toxic gas” includes “toxic vapours”.

3.1.7

volume fraction

quotient of the volume of a specified component and the sum of the volumes of all components of a gas
mixture before mixing, all volumes referring to the pressure and the temperature of the gas mixture

Note 1 to entry: The volume fraction and volume concentration take the same value if, at the same state conditions, the sum of the
component volumes before mixing and the volume of the mixture are equal. However, because the mixing of two or more gases at
the same state conditions is usually accompanied by a slight contraction or, less frequently, a slight expansion, this is not generally
the case.

3.1.8

zero gas

gas recommended by the manufacturer, which is free of toxic gases and interfering and contaminating
substances, the purpose of which is calibration or adjustment of the equipment zero

3.1.9

standard test gas

test gas with a composition specified for each item of equipment and gas and/or vapour to be used for all
tests unless otherwise stated

3.1.10

time-weighted average concentration

TWA concentration

concentration of gas in air averaged over a reference period

3.1.11
reference period
specified period of time for which the occupational exposure limit value of a chemical agent applies

Note 1 to entry: The reference period is usually 8 h for long-term measurements and 15 min for short-term measurements.

[SOURCE: ISO 18158:2016, 2.1.5.7, modified (term “biological agent” deleted as not relevant to the
current document)]

3.2
types of equipment

3.21
alarm-only equipment
equipment with an alarm but not having an indication of measured value

3.2.2
aspirated equipment
equipment that samples the gas by drawing it to the gas sensor

Note 1 to entry: A hand operated or electric pump is often used to draw gas to the sensor.

3.2.3

automatically aspirated equipment

aspirated equipment with an integral pump or separate pump, which is connected directly to the
equipment
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3.24
continuous duty equipment
equipment that is powered for long periods of time, but may have either continuous or intermittent sensing

Note 1 to entry: Within this document, all equipment is regarded as continuous duty.

3.25

diffusion equipment

equipment in which the transfer of gas from the atmosphere to the sensor takes place without aspirated
flow

3.2.6
fixed equipment
equipment fastened to a support, or otherwise secured in a specific location when energized

3.2.7
portable equipment
equipment intended to be carried by a person during its operation

Note 1 to entry: Portable equipment is battery powered and includes, but is not limited to
a) hand-held equipment, typically less than 1 kg, which requires use of only one hand to operate,

b) personal monitors, similar in size and mass to the hand-held equipment, that are continuously operating while they are attached to
the user, and

c) larger equipment that can be operated by the user while it is carried either by hand, by a shoulder strap or carrying harness and
which may or may not have a hand directed probe.

3.2.8
transportable equipment
equipment not intended to be carried by a person during operation, nor intended for fixed installation

3.2.9

gas detection transmitter

fixed gas detection equipment that provide a conditioned electronic signal or output indication to a
generally accepted industry standard (such as 4-20 mA), intended to be utilized with separate gas
detection control units or signal processing data acquisition, central monitoring and similar systems, which
typically process information from various locations and sources including, but not limited to gas detection
equipment

3.2.10

gas detection control unit

equipment intended to provide display indication, alarm functions, output contacts or alarm signal outputs
or any combination when operated with remote sensor(s)

3.2.11

separate gas detection control unit

equipment intended to provide display indication, alarm functions, output contacts or alarm signal outputs
or any combination when operated with gas detection transmitter(s)

3.2.12

equipment with integral sensor(s)

equipment that provides display indication, alarm functions, output contacts and/or alarm signal outputs

using a sensor which is within or directly assembled to the equipment housing ocuments
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3.2.13
accessory
component which can be fitted to the equipment for special purpose

EXAMPLE: External gas pump, sampling probe, hoses, collecting cone, weather protection device.

3.3
sensors

3.3.1
sensing element
part of the sensor which is sensitive to the gas/vapour to be measured

3.3.2

sensor

assembly in which the sensing element is housed and that may also contain associated circuit
components

3.3.3
integral sensor
sensor which is within or directly assembled to the equipment housing

3.34

remote sensor

sensor which is installed separately, but is connected to a gas detection control unit, gas detection
transmitter, or to transportable or portable equipment

3.4
supply of gas to equipment

3.4.1
sample line
means by which the gas being sampled is conveyed to the sensor

Note 1 to entry: Accessories such as filter or water trap are often included in the sample line.

3.4.2
sampling probe
separate accessory sample line which is optionally attached to the equipment

Note 1 to entry: It is usually short (e.g. of the order of 1 m) and rigid, although it can be telescopic. In some cases, it is connected by a
flexible tube to the equipment.

3.4.3
adjustment
procedure carried out to minimize the deviation of the measured value from the test gas concentration

Note 1 to entry: When the equipment is adjusted to give an indication of zero in clean air, the procedure is called 'zero adjustment’.

3.4.4

calibration

procedure which establishes the relationship between a measured value and the concentration of a test
gas
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3.4.5

field calibration kit

means of presenting test gas to the equipment for the purpose of calibrating, adjusting or verifying the
operation of the equipment

Note 1 to entry: The field calibration kit can be used for verifying the operation of the alarms if the concentration of the test gas is
above the alarm set-point.

Note 2 to entry: A mask for calibration and test is an example of a field calibration kit.

3.4.6
mask for calibration and test
device that can be attached to the equipment to present a test gas to the sensor in a reproducible manner

3.5
signals and alarms

3.51

alarm set point

setting of the equipment at which the measured concentration will cause the equipment to initiate an
indication, alarm or other output function

3.5.2

TWA alarm set point

setting of the equipment at which the measured time weighted average concentration will cause the
equipment to initiate an indication, alarm or other output function

3.5.3
indication
representation of the measured value on an output or display

Note 1 to entry: The indication may be affected by suppression of indication, filtering or averaging.

3.5.4

fault signal

audible, visible or other type of output, different from the alarm signal, permitting, directly or indirectly, a
warning or indication that the equipment is not working satisfactorily

3.5.5
latching alarm
alarm that, once activated, requires deliberate action to be deactivated

3.5.6
measured value
calculated concentration of gas and/or vapour that results from processing sensor signal

Note 1 to entry: The measured value may be further processed before indication on output or display (e.g. time-weighted average,
suppression of indication, etc.).

3.5.7

measuring principle

type of physical or physico-chemical detection principle and the measurement procedure to determine the
measured value
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3.5.8

special state

any state of the equipment other than those in which monitoring of gas concentration and/or alarming is
the intent

Note 1 to entry: Special state includes warm-up, calibration mode or fault condition.

3.5.9
indication range
range of measured values of gas concentration over which the equipment is capable of indicating

(see Figure 1.

3.5.9DV DE Modification of Clause 3.5.9 as follows:

Replace “(see Figure 1.” with “SEE Figure 1.”

3.5.10
lower limit of indication
smallest measured value within the indication range

SEE Figure 1)

3.5.10DV DE Modification of Clause 3.5.10 as follows:

Replace “SEE Figure 1)” with “SEE Figure 1.”

3.5.11
upper limit of indication
largest measured value within the indication range

SEE Figure 1.

3.5.12

measuring range

range of measured values of gas concentration over which the accuracy of the equipment lies within
specified limits

SEE Figure 1.

3.5.13
lower limit of measurement
smallest measured value within the measuring range

SEE Figure 1.

Note 1 to entry: The lower limit of measurement is always zero for type SM equipment.

3.5.14
upper limit of measurement
largest measured value within the measuring range Documents
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SEE Figure 1.

Note 1 to entry: Indications below the lower limit of measurement or above the upper limit of measurement will not necessarily meet
the requirements of this document.

Lower limit of indication Upper limit of indication

Zero
Indication range

Measuring range

Lower limit of measurement Upper limit of measurement

su4312
Figure 1

Relationship between indication range and measuring range

3.6
times

3.6.1

drift

variation in the equipment indication over time at any fixed gas volume fraction (including clean air) under
constant ambient conditions

3.6.2
final indication
indication given by the equipment after stabilization

3.6.3

stabilization

state when three successive indications of an equipment at a constant gas volume fraction, taken at 2
minute intervals or twice the respective {(90), whichever is less, indicates no changes greater than + the
lower limit of measurement for type HM equipment or £1 % of the upper limit of measurement for type SM
equipment

3.6.4
time of response

t(x)

time interval, with the equipment in a warmed-up condition, between the time when an instantaneous
change between clean air and the standard test gas is produced at the equipment inlet, and the time when
the indication reaches a stated percentage (x) of the final indication

Note 1 to entry: For alarm-only equipment the stated indication can be represented by the activation of the alarm set at a stated
value.
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