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UL Standard for Safety for Polymeric Materials — Fabricated Parts, UL 746D
Seventh Edition, Dated December 20, 2012
Summary of Topics

This New Edition of UL 746D is being issued to adopt the requirements for Recycled Plastics -
Definition of Testing and Clarification of Quality Program Requirements.

The requirements are substantially in accordance with Proposal(s) on this subject dated September 14,
2012.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’'s computer system.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a "SUPERSEDED REQUIREMENTS" notice.
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December 20, 2012

! ANSI/UL 746D-2012

UL 746D

Standard for Polymeric Materials — Fabricated Parts

The first edition was titled Molded Plastic Parts for Use in Devices and Equipment
and numbered UL 746.4.

First Edition — August, 1974
Second Edition — March, 1978
Third Edition — March, 1980
Fourth Edition — May, 1983
Fifth Edition — May, 1993
Sixth Edition — May, 1998

Seventh Edition
December 20, 2012
This ANSI/UL Standard for Safety consists of the Seventh Edition.

The most recent designation of ANSI/UL 746D as an American National Standard
(ANSI) occurred on December 19, 2012. ANSI approval for a standard does not
include the Cover Page, Transmittal Pages, Title Page, or effective date
information. Any other portions of this ANSI/UL standard that were not processed
in accordance with ANSI/UL requirements are noted at the beginning of the
impacted sections.

Comments or proposals for revisions on any part of the Standard may be
submitted to UL at any time. Proposals should be submitted via a Proposal
Request in UL's On-Line Collaborative Standards Development System (CSDS)
at http://csds.ul.com.

UL'’s Standards for Safety are copyrighted by UL. Neither a printed nor electronic
copy of a Standard should be altered in any way. All of UL's Standards and all
copyrights, ownerships, and rights regarding those Standards shall remain the
sole and exclusive property of UL.

COPYRIGHT © 2012 UNDERWRITERS LABORATORIES INC.
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INTRODUCTION
1 Scope

1.1 These requirements cover a program applicable to parts that have been molded or fabricated from
polymeric material and describe the material-identity control system intended to provide traceability of the
material used for the polymeric parts through the handling, molding or fabrication, and shipping
operations. Guidelines are also provided for acceptable blending or simple compounding operations that
may affect risk of fire, electrical shock, or injury to persons.

1.2 This program is intended to provide quick verification of material identification by means of an
identification marking on the part, or on the carton in which the part is shipped, or in a specification sheet
placed within the shipping carton with the part. This program is intended to eliminate the uncertainty of
the polymeric material identity in the end-use product and to reduce the possibility of field problems
caused by the use of incorrect compounds.

1.3 The polymeric-material identity program covered by this standard is intended to provide traceability
for molded finished parts (that is, enclosures, internal equipment parts, and the like) that are to be
factory-installed components of other equipment where the acceptability of the combination is to be
determined.

1.4 This program is not intended for manufacturing operations that add colorants or other additives to
plastic materials using hot-compounding techniques that subject the material to an additional heat history
and ship pellets as finished parts. This program is not intended to provide traceability for polymeric
materials that are intended for field installation.

1.5 Requirements and methods for the evaluation of metallized or painted parts are contained in the
Standard for Polymeric Materials — Use in Electrical Equipment Evaluations, UL 746C, and the
requirements for Polymeric Materials — Short Term Property Evaluations, UL 746A. Reference should be
made to the applicable individual product standard for performance requirements covering the part or
assembly.

2 Glossary

2.1 For the purposes of this Standard the following definitions apply.

2.2 CO-MOLDING - The process of injecting or extruding two or more materials into a single mold
using two or more plasticizing cylinders or through a single dye being fed by separate extruders either

simultaneously or in sequence.

2.3 FABRICATOR - Performs such finishing operations as machining, drilling, painting, plating,
assembly, hot stamping, and the like.

2.4 GENERICALLY — SIMILAR MATERIALS - Materials having the same basic chemical constituents
and structure but differing in the amounts of fillers, modifiers, and/or reinforcements.

2.5 LET-DOWN RATIO — The proportion by weight of additive or concentrate to the base resin
material. The maximum let-down ratio is the highest permissible proportion by weight of the additive or
concentrate to the base resin material. The minimum let-down ratio is the lowest permissible proportion
by weight of the additive or concentrate to the base resin material.

2.6 MOLDER - Performs injection, extrusion, transfer, compression, rotational, co-molding,
thermoforming, reaction injection molding, pultrusion, open mold or hand lay-up processes.
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