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Underwriters Laboratories Inc. (UL)
333 Pfingsten Road
Northbrook, IL 60062-2096

UL Standard for Safety for Motor-Operated Water Pumps, UL 778

Fourth Edition, Dated December 10, 2002

Revisions: This Standard contains revisions through and including February 1, 2006.
Summary of Topics

These revisions of UL 778 are being issued to incorporate revised requirements from the
proposals for Subject 778 dated September 2, 2005.

UL Standards for Safety are developed and maintained in the Standard Generalized Markup Language
(SGML). SGML -- an international standard (ISO 8879-1986) -- is a descriptive markup language that
describes a document’s structure and purpose, rather than its physical appearance on a page. Due to
formatting differences resulting from the use of UL’s new electronic publishing system, please note that
additional pages (on which no requirements have been changed) may be included in revision pages due
to relocation of existing text and reformatting of the Standard.

Text that has been changed in any manner is marked with a vertical line in the margin. Changes in
requirements are marked with a vertical line in the margin and are followed by an effective date note
indicating the date of publication or the date on which the changed requirement becomes effective.

The following table lists the future effective dates with the corresponding item.

Future Effective Date References

January 2, 2007 Paragraphs 5.2, 7.10, 13.10.5, 30.2 — 30.7, 30.9 — 30.11, 48.4
—48.14, 52.5, 52.5.1, 52.21, 52.22, 53.8, 53.12, and 55.6;
Section 47; Figure 30.1.

The revised requirements are substantially in accordance with UL's Proposal(s) on this subject dated
September 2, 2005.

The revisions dated February 1, 2006 include a reprinted title page (pagel) for this Standard.

As indicated on the title page (page 1), this UL Standard for Safety is an American National Standard.
Attention is directed to the note on the title page of this Standard outlining the procedures to be followed
to retain the approved text of this ANSI/UL Standard.

As indicated on the title page (pagel), this UL Standard for Safety has been adopted by the Department
of Defense.

The UL Foreword is no longer located within the UL Standard. For information concerning the use and
application of the requirements contained in this Standard, the current version of the UL Foreword is
located on ULStandardsInfoNet at: http://ulstandardsinfonet.ul.com/ulforeword.html

The master for this Standard at UL’s Northbrook Office is the official document insofar as it relates to a

UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.
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UL’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL's Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

UL will attempt to answer support requests concerning electronic versions of its Standards. However, this
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve every
support request. UL supports the electronic versions of its Standards only if they are used under the
conditions and operating systems for which it is intended. UL’'s support policies may change from
time-to-time without notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.

Purchasers of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’'s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard.

An employee of an organization purchasing a UL Standard can make a copy of the page or pages being
viewed for their own fair and/or practical internal use.
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The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a "SUPERSEDED REQUIREMENTS" notice.

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing, Recognition, and Follow-Up Services after
the effective date, and understanding of this should be signified in writing.

Copyright © 2006 Underwriters Laboratories Inc.

This Standard consists of pages dated as shown in the following checklist:

Page Date
L February 1, 2006
2o e December 7, 2004
L S December 10, 2002
B L2 . o i December 7, 2004
1326 ot December 10, 2002
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1 ANSI/UL 778-2006

UL 778

Standard for Motor-Operated Water Pumps

First Edition — October, 1980
Second Edition — October, 1991
Third Edition — April, 1996

Fourth Edition
December 10, 2002 |

The most recent designation of ANSI/UL 778 as an American National Standard
(ANSI) occurred on February 1, 2006. The ANSI approval for this standard does |
not include the superseded requirements.

This ANSI/UL Standard for Safety, which consists of the Fourth Edition with

revisions through February 1, 2006, is under continuous maintenance, whereby |
each revision is ANSI approved upon publication. Comments or proposals for

revisions on any part of the Standard may be submitted to UL at any time.

Proposals should be submitted via a Proposal Request in UL's On-Line

Collaborative Standards Development System (CSDS) at http://csds.ul.com.

An effective date included as a note immediately following certain requirements
is one established by Underwriters Laboratories Inc.

The Department of Defense (DoD) has adopted UL 778 on March 11, 1991. The
publication of revised pages or a new edition of this Standard will not invalidate
the DoD adoption.

Revisions of this Standard will be made by issuing revised or additional pages
bearing their date of issue. A UL Standard is current only if it incorporates the
most recently adopted revisions, all of which are itemized on the transmittal notice
that accompanies the latest set of revised requirements.
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INTRODUCTION
1 Scope

1.1 These requirements cover submersible and nonsubmersible motor-operated pumps intended to be
used in ordinary locations in accordance with the National Electrical Code, NFPA 70.

1.2 These requirements do not cover pumps rated more than 600 volts, pumps using universal motors
rated more than 250 volts, pumps for fire protection service, pumps for use as or with swimming or wading
pool equipment, therapeutic baths, and similar equipment, nor pumps covered by other individual
requirements. These requirements do not cover pressure controls or pressure tanks that are intended for
use in water or other liquid systems.

1.3 A pump not covered by any of the definitions in Definitions, Section 3, and a pump intended for use
with liquids other than water, shall be evaluated on the basis of its compliance with the requirements in
this standard, and further examination and tests required to determine whether it is acceptable for the

purpose.
1.3 revised December 7, 2004

2 General

2.1 Components

2.1.1 Except as indicated in 2.1.2, a component of a product covered by this standard shall comply with
the requirements for that component. See Appendix A for a list of standards covering components used
in the products covered by this standard.

2.1.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

2.1.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

2.1.4 Specific components are incomplete in construction features or restricted in performance

capabilities. Such components are intended for use only under limited conditions, such as certain
temperatures not exceeding specified limits, and shall be used only under those specific conditions.
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2.2 Units of measurement

2.2.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

2.2.2 Unless otherwise indicated, all voltage and current values mentioned in this standard are
root-mean-square (rms).

2.3 Undated references

2.3.1 Any undated reference to a code or standard appearing in the requirements of this standard shall
be interpreted as referring to the latest edition of that code or standard.

3 Definitions

3.1 For the purpose of these requirements, the following definitions apply.
3.1 revised December 7, 2004

3.2 CONDENSATE PUMP — A pump intended for use with equipment to facilitate the removal of water
condensate.

3.3 CORD-CONNECTED PUMP — A pump intended to be connected to a branch circuit supply by
means of flexible cord and an attachment plug.

3.4 DEEP-WELL PUMP — A permanently installed, submersible or nonsubmersible pump intended to
be used for pumping water from a well for irrigation and other agricultural purposes; for domestic,
municipal, and industrial water supplies; and the like.

3.5 EFFLUENT PUMP — A pump intended to pump liquid forms of waste mixed with water.
3.5.1 ENCLOSURE - That part of the product that:

a) Renders inaccessible all or any parts of the equipment that may otherwise present a risk of
electric shock and/or

b) Retards propagation of flame initiated by electrical disturbances occurring within.
3.5.1 added December 7, 2004

3.5.2 FIELD-WIRING TERMINAL — A terminal to which power supply (including equipment grounding)
or control connection will be made in the field when the product is installed as intended. If the wire to be
connected to the terminal is provided as part of the unit, and a pressure terminal, connector, soldering
lug, soldered loop, crimped eyelet, or other means for making the connection is factory-assembled to
the wire, it is not a field-wiring terminal.

3.5.2 added December 7, 2004

3.6 FOUNTAIN PUMP — A pump intended for use with a fountain.
3.6 revised December 7, 2004

3.7 IRRIGATION PUMP — A pump intended to be used directly or indirectly for irrigation to pump water
from a surface or a subsurface source, or from a treatment facility to the point of application.
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3.8 JET PUMP — A well pump with the driving unit at ground surface level that returns a portion of the
water through an ejector submerged or within the normal suction-lift distance of the water.

3.8.1 LINE-VOLTAGE CIRCUIT — A circuit involving a potential of no more than 600 volts and having
circuit characteristics in excess of those of a low-voltage circuit.
3.8.1 added December 7, 2004

3.8.2 LOW-VOLTAGE CIRCUIT — A circuit involving a peak open-circuit potential of no more than 42.4
volts supplied by a battery, by a Class 2 transformer, or by a combination of a transformer and a fixed
impedance that, as a unit, complies with the performance requirements for Class 2 transformers. A
circuit derived from a line-voltage circuit by connecting a resistance in series with the supply circuit, as
a means of limiting the voltage and current is not considered to be a low-voltage circuit.

3.8.2 added December 7, 2004

3.8.3 OPPOSITE POLARITY — A difference of potential between two points, where shorting of these
two points would result in a condition involving overload, rupturing of printed wiring-board tracks,
components or fuses, and the like.

3.8.3 added December 7, 2004

3.9 PERMANENTLY INSTALLED PUMP — A pump intended for connection to fixed plumbing, or
intended to be mechanically-mounted or fastened in a permanent manner.

3.10 PORTABLE PUMP — A cord-connected pump with no provision for permanent mounting or for
connection to fixed plumbing, and intended to be moved from place to place frequently, such as
contractor and utility pumps.

3.11 PRIMARY CIRCUIT — The wiring and components that are conductively connected to the branch
circuit.

3.11.1 RISK OF ELECTRIC SHOCK - A risk of electric shock is considered to exist at any part when:

a) The potential between the part and earth ground or any other accessible part is more than
42.4 V peak and

b) The continuous current flow through a 1500-ohm resistor connected across the potential
exceeds 0.5 mA.

3.11.1 added December 7, 2004
3.11.2 RISK OF FIRE — A risk of fire is considered to exist at any two points in a circuit where:
a) The open circuit voltage is more than 42.4 V peak and the energy available to the circuit
under any condition of load including short circuit results in a current of 8 A or more after 1

minute of operation or

b) A power of more than 15 watts can be delivered into an external resistor connected between
the two points.
3.11.2 added December 7, 2004

3.12 SECONDARY CIRCUIT — A circuit that is conductively connected to the secondary winding of an
isolating transformer.

3.13 SEWAGE PUMP — A pump intended to pump sewage consisting of solid wastes mixed with water.
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3.14 SHALLOW-WELL PUMP — A surface-mounted pump, jet or other, with limited suction-lift
capability.

3.15 SUBMERSIBLE CONTRACTOR PUMP — A submersible pump connected to its controls by
lengths of water-resistant flexible cable, intended for temporary use near or on a construction site.

3.16 SUBMERSIBLE PUMP — A pump that is intended to operate with its motor submerged in water.

3.17 SUMP PUMP — A pump intended to be installed in a sump or wet location where drainage
collects.

3.18 WATER-CIRCULATING PUMP — A pump intended for permanent installation in a plumbing
system that may or may not handle heated water.

3.19 Deleted December 7, 2004

3.20 UTILITY PUMP — A cord-connected pump moved from place to place frequently.
3.20 added December 7, 2004

4 Instructions Provided With the Pump

4.1 With reference to the requirement in 3.1, the literature accompanying a pump and covering its
intended uses shall be considered in determining its category.

CONSTRUCTION
5 General
5.1 A pump shall use materials found by investigation to be acceptable for the intended application.

5.2 A pump shall be acceptable for both indoor and outdoor use unless marked as specified in 52.5.1.
Added 5.2 effective January 2, 2007

6 Adhesives Used to Secure Parts
6.1 An adhesive that is relied upon to reduce a risk of fire, electric shock, or injury to persons shall comply
with the requirements for adhesives in the Standard for Polymeric Materials — Use in Electrical Equipment

Evaluations, UL 746C.

6.2 The requirement in 6.1 also applies to an adhesive used to secure a conductive part, including a
nameplate, that may, if loosened or dislodged:

a) Energize an accessible dead metal part,
b) Make a live part accessible,
¢) Reduce spacings below the minimum acceptable values, or

d) Short-circuit live parts.

Documents

Document Sharing Hub

Full document details: UL 778 2006


http://www.avadocuments.com/doc/ul-778-2006
http://www.avadocuments.com/doc/ul-778-2006

DECEMBER 7, 2004 MOTOR-OPERATED WATER PUMPS - UL 778 11

7 Enclosure

7.1 A pump shall be formed and assembled so that it will have the strength and rigidity necessary to resist
the abuses to which it is likely to be subjected, without creating a risk of fire, electric shock, or injury to
persons due to total or partial collapse with resulting reduction of spacings, loosening or displacement of
parts, or other serious defects.

7.2 An electrical part shall be enclosed without depending upon a mounting surface or niche to complete
the enclosure.

7.3 When an enclosure containing motor coils, internal splices, starting switches, starting relay coils,
capacitors, or other live parts is intended to be submerged, such parts shall be enclosed in a watertight
compartment or encapsulated in an acceptable insulating system. When the encapsulation also serves as
the enclosure, live parts shall be at least 1/8 inch (3.2 mm) from the surface of the encapsulation.

7.4 A one-piece, molded coil form in contact with water shall have a wall thickness of at least 1/32 inch
(0.8 mm).

7.5 For an unreinforced, flat surface in general, cast metal shall be no less than 1/8 inch (3.2 mm) thick,
except that malleable iron may be no less than 3/32 inch (2.4 mm) and die-cast metal may be no less than
5/64 inch (2.0 mm) thick. Corresponding thicknesses of no less than 3/32, 1/16 (1.6 mm), and 3/64 inch
(2.2 mm), respectively, may be acceptable if the surface under consideration is curved, ribbed, or
otherwise reinforced, or if the shape or size, or both, of the surface is such that the necessary mechanical
strength is provided.

7.6 An enclosure of sheet metal shall be evaluated with regard to its size, shape, thickness of metal, and
acceptability for the application. Uncoated sheet steel less than 0.026 inch (0.6 mm) thick, galvanized
sheet steel less than 0.029 inch (0.74 mm) thick, sheet aluminum less than 0.036 inch (0.91 mm) thick,
and sheet copper or sheet brass less than 0.033 inch (0.84 mm) thick shall not be used other than in
relatively small areas or for surfaces that are curved, ribbed, or otherwise reinforced.

7.7 Sheet-metal to which a wiring system is to be connected in the field shall not be less than 0.032 inch
(0.81 mm) thick if uncoated steel, 0.034 inch (0.86 mm) thick if galvanized steel, 0.044 inch (1.2 mm) thick
if aluminum sheet, and 0.043 inch (1.09 mm) thick if copper or brass sheet.

7.8 A sheet-steel enclosure intended for outdoor use shall not be less than 0.032 inch (0.81 mm) thick if
uncoated, and 0.034 inch (0.86 mm) thick if galvanized.

7.9 Among the factors considered when evaluating the acceptability of a nonmetallic enclosure or an
enclosure of magnesium shall be its:

a) Mechanical strength and rigidity,
b) Resistance to impact,

c) Moisture-absorptive properties,
d) Flammability,

e) Resistance to distortion at temperatures to which the material may be subjected under
conditions of actual use, and

f) Resistance to ignition.
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7.10 When determining compliance with the enclosure requirements in the Standard for Polymeric
Materials — Use in Electrical Equipment Evaluations, UL 746C, a polymeric (including epoxy potting
compounds) enclosure shall comply with the following:

a) Material Properties — The material shall comply with the “Material property considerations”
table in UL 746C.

b) Impact Test — A minimum impact of 5 ft-Ibf (6.8 J) shall apply to all enclosure materials. In
addition to the test requirements specified in UL 746C, any cracking of a polymeric material that
would be exposed to water is considered unacceptable. All other parts constructed of materials
that do not comply with the enclosure requirements shall be removed during this test.

c) Abnormal Operations — See the Abnormal Operation Test, Section 47.

d) Mold-Stress Relief Distortion — In addition to the test requirements specified in UL 746C, any
cracking of a polymeric material that is exposed to water is considered unacceptable. All other
parts constructed of materials that do not comply with the enclosure requirements shall be
removed during this test.

e) Strain Relief — This test is only required when the strain-relief means is secured to the
enclosure or is an integral part of the polymeric enclosure.

f) UV Resistance — This test is only required when the equipment is intended for outdoor use.
All other parts constructed of materials that do not comply with the enclosure requirements shall
be removed during this test.

g) Flammability — Minimum flammability rating of polymeric enclosures shall be 5VA, 5VB, V-0,
V-1, V-2 for portable pumps and 5VA for all other types of pumps.

h) Water Exposure and Immersion — Polymeric materials shall comply with UL 746C.
i) Dimensional Stability — Polymeric materials shall comply with UL 746C.

j) Conduit Connections — Products permanently connected electrically shall comply with the
requirements in UL 746C.

Revised 7.10 effective January 2, 2007

7.11 An enclosure of a pump shall reduce the risk of molten metal, burning insulation, flaming particles,
or the like, from falling outside the enclosure or upon material that may be flammable, such as the surface
upon which the pump rests or is supported.

7.12 The requirement in 7.11 necessitates the use of a barrier or pan of nonflammable material under a
motor unless:

a) The structural parts of the pump or motor provide the equivalent of such a barrier;
b) The overload protection provided with the motor is such that no burning insulation or molten
material falls to the surface that supports the pump when the motor is energized under open

main winding, open start winding, starting-switch short circuit, or split-phase motor capacitor
short-circuit conditions; or
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c) The motor complies with the requirements for impedance-protected motors in the Standard
for Overheating Protection for Motors, UL 2111, and is rated for the application.

7.13 The barrier required in 7.12 shall be horizontal or constructed to provide equivalent protection,
located as illustrated in Figure 7.1, and shall be not smaller in area than indicated in that figure. Openings
for drainage, ventilation, and the like, may be used in the barrier when they are protected by a baffle, a
screen, or the like, so that molten metal, burning insulation, and the like, cannot fall outside the enclosure.

7.14 An opening in the enclosure of an outdoor-use pump or control shall be located or baffled so that
rain will not enter the opening.

7.15 An enclosure for electrical components of a nonsubmersible outdoor-use pump or control shall be
provided with a drain hole at least 1/8 inch (3.2 mm) in diameter or an opening providing equivalent
drainage.

7.16 A panel or cover in the enclosure of an outdoor-use pump, or a control that must be removed or
opened for routine maintenance of the pump, shall be attached to the enclosure when open or removed.
Removal of such a panel or cover shall require the use of one or more tools.

7.17 A door or cover on an enclosure that gives access to an overload-protective device that requires

resetting or renewal shall be hinged, pivoted, or equivalently attached, and shall be held normally closed
or be provided with a positive latch.
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Figure 7.1
Location and extent of barrier

Figure 7.1 revised December 7, 2004

SA0604

A — Region to be shielded by barrier. This will consist of the entire component if it is not otherwise shielded, and will consist of
the unshielded portion of a component which is partially shielded by the component enclosure or equivalent.

B — Projection of outline of component on horizontal plane.
C — Inclined line which traces out minimum area of barrier. When moving, the line is always:

1) Tangent to the component,
2) 5 degrees from the vertical, and

3) Oriented so that the area traced out on a horizontal plane is maximum.

D — Location (horizontal) and minimum area for barrier. The area is that included inside the line of intersection traced out by the
inclined line C and the horizontal plane of the barrier.
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8 Parts in Contact with Potable Water

8.1 A part of a pump in contact with potable water shall be of a nontoxic, corrosion-resistant material
consistent with industry plumbing practice.
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9 Provision for Servicing

9.1 A submersible sump pump, a submersible well pump, or a submersible contractor pump shall be
provided with a means to permit removal from a sump, a well, or a pit by means other than pulling on the
power-supply cord, cable, or on the discharge pipe.

Exception: A submersible pump intended to utilize the power-supply cord or a segment of the cord for
such use need not comply with this requirement.

10 Mechanical Assembly

10.1 A pump shall be assembled so that it will not be adversely affected by the vibration of normal
operation. See Polymeric Motor Supports, Section 27.

10.2 A switch, a lampholder, a receptacle, a plug connector, and similar components shall be secured
and shall be prevented from turning by means other than friction alone between surfaces.

Exception No. 1: A switch need not be prevented from turning if all of the following conditions are met:
a) The switch is of a plunger or other type that does not tend to rotate when operated. A toggle
switch is considered to be subject to forces that tend to turn the switch during the normal
operation of the switch.

b) Means for mounting the switch makes it unlikely that operation of the switch will loosen it.

¢) Normal operation of the switch is by mechanical means rather than directly by a person.

d) Spacings are not reduced below the minimum acceptable values if the switch rotates, and
neither a lead nor a connection thereto is stressed.

Exception No. 2: A mercury switch that must move to operate and complies with Exception No. 1(d).

10.3 A switch shall be guarded or mounted in a location where it is not likely to be damaged during
normal use of the pump.

10.4 A brush holder or a brush cap in a commutator motor shall be constructed to prevent loosening, and
shall be located so as to reduce the likelihood of damage. A close-fitting threaded external tooth brush
cap is acceptable.

10.5 A brush and holder of a cord-connected pump shall be constructed so that, in the event of brush

wearout, the brush follower, the spring lead end, or other parts cannot leave the brush holder or reduce
spacings to noncurrent-carrying metal parts.
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11 Protection Against Corrosion

11.1 Aniron or steel part shall be protected against corrosion by enameling, painting, galvanizing, plating,
or an equivalent means if corrosion of such a part would result in a risk of fire, electric shock, or injury to
persons.

Exception No. 1: This requirement does not apply in certain instances where oxidation of iron or steel due
to the exposure of the metal to air and moisture is not likely to be appreciable, thickness of metal and
temperature also being factors.

Exception No. 2: The requirement for corrosion resistance does not apply to a motor enclosure, nor to
bearings, laminations, or other minor parts of iron or steel, such as a washer, a screw, and the like, or to
spot welds in coated materials used nonsubmerged and indoors.

Exception No. 3: A stainless steel cabinet or an enclosure may be used without additional corrosion
resistance.

11.2 A sheet-steel cabinet or an electrical enclosure intended for outdoor use shall be protected against
corrosion by the means specified in Table 11.1 or by other metallic or nonmetallic coatings that have been
shown to provide equivalent resistance.

Exception: As specified in Exception Nos. 1 — 3 to 11.1.

Table 11.1
Paragraphs for judging protection against corrosion

Minimum thickness of steel

Type of cabinet or enclosure 0.056 inch (1.42 mm) and thicker Less than 0.056 inch (1.42 mm) thick
Outer cabinet that protects a motor, 11.3 11.4
wiring, or encloses current-carrying parts
Inside enclosure that protects current- 11.3 11.4
carrying parts other than a motor
Outer cabinet that is the sole enclosure 11.4 11.4
of current-carrying parts

11.3 With reference to Table 11.1, as applicable, one of the following coatings shall be used:

a) Hot-dipped, mill-galvanized sheet steel conforming with the coating designation G60 or A60
in Table | of the Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-lron Alloy-
Coated (Galvannealed) by the Hot-Dip Process, ASTM A653/A653M-94, with no less than 40
percent of the zinc on any one side, based on the minimum single-spot test requirement in this
designation. The weight of the coating shall be established in accordance with the test method
of ASTM Designation A90-69, or by any method that has been determined to be similar. An
A60 (alloyed) coating shall also comply with 11.6.

b) A zinc coating, other than that provided on hot-dipped, mill-galvanized sheet steel, uniformly
applied to an average thickness of no less than 0.00041 inch (0.0104 mm) on each surface,
with a minimum thickness of 0.00034 inch (0.0086 mm). The thickness of the coating shall be
established by the Metallic Coating Thickness Test, Section 43. An annealed coating shall also
comply with 11.6.
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c) Two coats of an organic finish of the epoxy or alkyd-resin type or other outdoor paint on
each surface. The acceptability of the paint is to be determined by consideration of the
composition or, when required, by the corrosion tests specified in 11.5.

d) A single coat of an organic finish of the epoxy or alkyd-resin type over phosphate- or oxide-
treated steel in a form that has been shown to be equivalent to mill-galvanized steel as noted in

(a).
11.4 With reference to Table 11.1, as applicable, one of the following coatings shall be used:

a) Hot-dipped, mill-galvanized sheet steel conforming with the coating designation G90 in Table
| of the Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-Iron Alloy-Coated
(Galvannealed) by the Hot-Dip Process, ASTM A653/A653M-94, with no less than 40 percent of
the zinc on any side, based on the minimum single-spot-test requirement in this designation.
The weight of the zinc coating shall be established in accordance with the test method of ASTM
Designation A90-69, or by any method that has been determined to be similar.

b) A zinc coating, other than that provided on hot-dipped, mill-galvanized sheet steel, uniformly
applied to an average thickness of no less than 0.00061 inch (0.01549 mm) on each surface
with a minimum thickness of 0.00054 inch (0.01372 mm). The thickness of the coating shall be
established by the Metallic Coating Thickness Test, Section 43. An annealed coating shall also
comply with 11.6.

¢) A cadmium coating no less than 0.001 inch (0.0254 mm) thick on both surfaces. The
thickness of the coating shall be established in accordance with the Metallic Coating Thickness
Test, Section 43.

d) A zinc coating that complies with 11.3 (a) or (b), with one coat of outdoor paint as specified
in 11.3(c) on each surface.

e) A cadmium coating no less than 0.00075 inch (0.01905 mm) thick on both surfaces, with
one coat of outdoor paint on both surfaces, or no less than 0.0005 inch (0.0127 mm) thick on
both surfaces, with two coats of outdoor paint on each surface. The thickness of the cadmium
coating shall be established in accordance with the Metallic Coating Thickness Test, Section 43,
and the paint shall be as specified in 11.3(c).

11.5 With reference to Tables 11.1 and 11.2, other finishes, including paints, metallic finishes, and
combinations of the two may be acceptable when comparative tests with galvanized sheet steel (without
annealing, wiping, or other surface treatment) that are in compliance with 11.3(a) or 11.4(a) indicate that
they provide equivalent resistance. Among the factors considered when evaluating the acceptability of
such coating systems are exposure to salt spray, moist carbon dioxide-sulfur dioxide-air mixtures, moist
hydrogen sulfide-air mixtures, ultraviolet light, and water.

11.6 A hot-dipped, mill-galvanized A60 (alloyed) coating or an annealed zinc coating that is bent or
similarly formed after annealing, and that is not otherwise required to be painted, shall be additionally
painted in the bent or formed area when the bending or forming process damages the zinc coating. An
area on the inside surface of a cabinet or enclosure that water does not enter during the rain test is not
required to be painted.
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11.7 When flaking or cracking of the zinc coating at the outside radius of the bent or formed section is
visible at 25 power magnification, the zinc coating is considered to be damaged. Simple sheared or cut
edges and punched holes are not considered to be formed, but extruded and rolled edges and holes shall
comply with the requirement in 11.6.

11.8 A nonferrous cabinet and enclosure may be used without coatings for protection against corrosion.
The use of dissimilar metals in contact with each other where corrosion could produce openings is not
acceptable.

11.9 A hinge or other attachment on an outdoor or a submersible appliance shall be resistant to
corrosion.

11.10 A metal part of a submersible pump that encloses or supports electrical parts and is normally in
contact with water, including assembly rivets, bolts, screws, and the like, shall be of corrosion-resistant
metal, such as stainless steel, copper, or aluminum alloy.

Exception: Cast-iron parts at least 1/8 inch (3.2 mm) thick, steel shafts coated with phosphate or black
oxide, steel bolts coated with zinc dichromate, and other materials investigated and found to be
acceptable.

11.11 Sheet and plate aluminum normally in contact with water shall be an alloy of the 5000 series as
given in the Standard Specification for Aluminum Alloy Sheet and Plate, ASTM B-209 and cast aluminum
shall be one of the alloys listed in Table 11.2, or shall be an alloy that has been found to have equivalent
resistance to corrosion.

11.12 A part of a vessel supplied for use with a pump that is subjected to pressure, including a rivet, a
screw, and a surface in contact with water, shall resist corrosion by means as described in 11.1 — 11.8.

Table 11.2
Aluminum alloys

Sand-cast Permanent-mold cast Die-cast Machined-bar and rod stock
319.0 319.0 360.0 5052
356.0 356.0 A360.0 5056
443.0 A356.0 413.0 5456
B443.0 443.0 A413.0 6061
514.0 B443.0 C443.0 6063
B514.0 B514.0 518.0
520.0 535.0
535.0
A712.0
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12 Accessibility of Uninsulated Live Parts, Film-Coated Wire, and Moving Parts
12.1 To reduce the likelihood of unintentional contact that may involve a risk of:
a) Electric shock from an uninsulated live part or film-coated wire or

b) Injury to a person from a moving part, an opening in an enclosure shall comply with either

(1) or (2):

1) For an opening that has a minor dimension (see 12.5) less than 1 inch (25.4 mm),
such a part or wire shall not be contacted by the probe illustrated in Figure 12.1.

2) For an opening that has a minor dimension of 1 inch or more, such a part or wire
shall be spaced from the opening as specified in Table 12.1.

Exception: A motor other than one used in either a hand-held pump or a hand-supported portion of a
pump is not required to comply with these requirements when it complies with the requirements in 12.2.

Table 12.1
Minimum distance from an opening to a part that may involve a risk of electric shock or injury to
persons
Minor dimension @ of opening, Minimum distance from opening to part,
inches (mm)P inches (mm)P
3/4¢ 19.1 4-1/2 114.0
1¢ 25.4 6-1/4 165.0
1-1/4 31.8 7-1/2 190.0
1-1/2 38.1 12-1/2 318.0
1-7/8 47.6 15-1/2 394.0
2-1/8 54.0 17-1/2 444.0
d 30 762.0

2 See 12.5.

b Between 3/4 and 2-1/8 inches, interpolation is to be used to determine a value between values specified in the table.
¢ Any dimension less than 1 inch applies only to a motor.
d More than 2-1/8 inches, but not more than 6 inches (152 mm).

12.2 With regard to a part or wire as mentioned in 12.1, in an integral enclosure of a motor as mentioned
in the Exception to 12.1:

a) An opening that has a minor dimension (see 12.5) less than 3/4 inch (19.1 mm) is
acceptable if:

1) A moving part or a film-coated wire cannot be contacted by the probe illustrated in

Figure 12.2;

2) In an indirectly accessible motor (see 12.6), an uninsulated live part cannot be
contacted by the probe illustrated in Figure 12.3; and

3) In a directly accessible motor (see 12.6), an uninsulated live part cannot be

contacted by the probe illustrated in Figure 12.4.
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b) An opening that has a minor dimension of 3/4 inch or more is acceptable if a part or wire is
spaced from the opening as specified in Table 12.1.
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Figure 12.1

Articulate probe with web stop
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Figure 12.2
Probe for moving parts and film-coated wire
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Figure 12.3
Probe for uninsulated live parts
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Figure 12.4
International electrotechnical commission (IEC) articulate accessibility probe with stop plate
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12.3 The probes specified in 12.1 and 12.2 and illustrated in Figures 12.1 — 12.4 shall be applied to any
depth that the opening permits, and shall be rotated or angled before, during, and after insertion through
the opening to any position that is required to examine the enclosure. The probes illustrated in Figures
12.1 and 12.4 shall be applied in any possible configuration; and, when required, the configuration shall
be changed after insertion through the opening.

12.4 The probes specified in 12.3 and 12.5 shall be used as measuring instruments to evaluate the
accessibility provided by an opening, and not as instruments to evaluate the strength of a material; they
shall be applied with the minimum force required to determine accessibility.

12.5 With reference to the requirements in 12.1 and 12.2, the minor dimension of an opening is the
diameter of the largest cylindrical probe having a hemispherical tip that can be inserted through the
opening.

12.6 With reference to the requirements in 12.2, an indirectly accessible motor is a motor:

a) That is accessible only by opening or removing a part of the outer enclosure, such as a
guard or panel, that can be opened or removed without using a tool or

b) That is located at such a height or is otherwise guarded or enclosed so that it is unlikely to
be contacted.

A directly accessible motor is a motor that can be contacted without opening or removing any part, or that
is located so as to be accessible to contact.

Documents

Document Sharing Hub

Full document details: UL 778 2006


http://www.avadocuments.com/doc/ul-778-2006
http://www.avadocuments.com/doc/ul-778-2006

