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Underwriters Laboratories Inc. (UL)
333 Pfingsten Road
Northbrook, IL 60062-2096

UL Standard for Safety for Heating, Water Supply, and Power Boilers – Electric, UL 834

Fifth Edition, Dated April 13, 2004

Revisions: This Standard contains revisions through and including March 30, 2006.

Summary of Topics

These editorial revisions to ANSI/UL 834 replace all references to UL 1020, the Standard for
Thermal Cutoffs for Use in Electrical Appliances and Components, with reference to UL 60691,
the Standard for Thermal-Links – Requirements and Application Guide. UL 1020 was withdrawn
and superseded by UL 60691.

UL Standards for Safety are developed and maintained in the Standard Generalized Markup Language
(SGML). SGML -- an international standard (ISO 8879-1986) -- is a descriptive markup language that
describes a document’s structure and purpose, rather than its physical appearance on a page. Due to
formatting differences resulting from the use of UL’s new electronic publishing system, please note that
additional pages (on which no requirements have been changed) may be included in revision pages due
to relocation of existing text and reformatting of the Standard.

Text that has been changed in any manner is marked with a vertical line in the margin. Changes in
requirements are marked with a vertical line in the margin and are followed by an effective date note
indicating the date of publication or the date on which the changed requirement becomes effective.

The revisions dated March 30, 2006 include a reprinted title page (page1) for this Standard.

The revisions dated March 30, 2006 editorially replace all references to UL 1020 with the reference to UL
60691.

As indicated on the title page (page 1), this UL Standard for Safety is an American National Standard.
Attention is directed to the note on the title page of this Standard outlining the procedures to be followed
to retain the approved text of this ANSI/UL Standard.

The UL Foreword is no longer located within the UL Standard. For information concerning the use and
application of the requirements contained in this Standard, the current version of the UL Foreword is
located on ULStandardsInfoNet at: http://ulstandardsinfonet.ul.com/ulforeword.html

The master for this Standard at UL’s Northbrook Office is the official document insofar as it relates to a
UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.

UL’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL’s Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.
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Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.

UL provides this Standard ″as is″ without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

UL will attempt to answer support requests concerning electronic versions of its Standards. However, this
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve every
support request. UL supports the electronic versions of its Standards only if they are used under the
conditions and operating systems for which it is intended. UL’s support policies may change from
time-to-time without notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.

Purchasers of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard.

An employee of an organization purchasing a UL Standard can make a copy of the page or pages being
viewed for their own fair and/or practical internal use.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a ″SUPERSEDED REQUIREMENTS″ notice.

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
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the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing and Follow-Up Services after the effective
date, and understanding of this should be signified in writing.

Copyright © 2006 Underwriters Laboratories Inc.

This Standard consists of pages dated as shown in the following checklist:

Page Date

1-3 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . March 30, 2006
4-46 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . April 13, 2004
47-48B . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . March 30, 2006
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APRIL 13, 2004
(Title Page Reprinted: March 30, 2006)

1

UL 834

Standard for Heating, Water Supply, and Power Boilers – Electric

The first edition was titled Standard for Electric Boilers

First Edition – November, 1976
Second Edition – July, 1980

Third Edition – November, 1991
Fourth Edition – January, 1995

Fifth Edition

April 13, 2004

The most recent designation of ANSI/UL 834 as an American National Standard
(ANSI) occurred on March 30, 2004.

This ANSI/UL Standard for Safety, which consists of the Fifth edition with
revisions through March 30, 2006, is under continuous maintenance, whereby
each revision is ANSI approved upon publication. Comments or proposals for
revisions on any part of the Standard may be submitted to UL at any time.
Proposals should be submitted via a Proposal Request in UL’s On-Line
Collaborative Standards Development System (CSDS) at http://csds.ul.com.

An effective date included as a note immediately following certain requirements
is one established by Underwriters Laboratories Inc.

Revisions of this Standard will be made by issuing revised or additional pages
bearing their date of issue. A UL Standard is current only if it incorporates the
most recently adopted revisions, all of which are itemized on the transmittal notice
that accompanies the latest set of revised requirements.

ISBN 0-7629-0964-1

COPYRIGHT © 1976, 2006 UNDERWRITERS LABORATORIES INC.
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INTRODUCTION

1 Scope

1.1 These requirements cover electric heating, water supply, and power boilers rated at 600 volts or less
intended for commercial or industrial applications utilizing hot water or steam. They may also be used for
commercial, industrial, or residential use space heating applications.

1.2 These boilers are intended for installation in accordance with the National Electrical Code, NFPA 70,
and other applicable codes, such as the BOCA National Mechanical Code, the Standard Mechanical
Code, and the Uniform Mechanical Code.

1.3 Each boiler consists of sheathed resistance-type heating elements and a vessel or tank constructed,
inspected, and stamped in accordance with the applicable sections of the American Society of Mechanical
Engineers (ASME) Boiler and Pressure Vessel Code. Each boiler is provided with one or more safety
valves or safety relief valves conforming to ASME requirements with all necessary temperature or
pressure regulating controls, including an integral limit control, wiring, and auxiliary equipment assembled
as a unit.

1.4 These requirements do not cover water supply boilers and hot water and steam generating equipment
employing constructions which are outside the scope of, or not covered by, the ASME codes, nor
commercial cooking or medical and dental equipment, nor other electric heating equipment or appliances
which are covered in, or as part of, separate, individual requirements. Electrode-type boilers also are not
covered by these requirements.

1.5 The equipment covered by this standard shall be one of the following types of water heating boilers:

a) High Pressure – A boiler furnishing:

1) Steam at pressures in excess of 15 psi (103 kPa); or

2) Hot water at temperatures in excess of 250°F (121°C) or at pressures in excess of
160 psi (1103 kPa).

b) Low-Pressure Hot-Water and Low-Pressure Steam – A boiler furnishing:

1) Hot water at pressures not exceeding 160 psi and at temperatures not more than
250°F; or

2) A boiler furnishing steam at pressures not more than 15 psi.

c) Miniature – A boiler that does not exceed the following limits:

1) 16 inches (406 mm) inside diameter of shell; and

2) 5 cubic feet (0.14 m3) gross volume, exclusive of casing and insulation, and 100 psi
(690 kPa) maximum allowable working pressure.

For the applicable ASME Code symbol, see 8.
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2 Components

2.1 Except as indicated in 2.2, a component of a product covered by this standard shall comply with the
requirements for that component. See Appendix A for a list of standards covering components generally
used in the products covered by this standard.

2.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

2.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

2.4 Specific components are incomplete in construction features or restricted in performance capabilities.
Such components are intended for use only under limited conditions, such as certain temperatures not
exceeding specified limits, and shall be used only under those specific conditions.

2.5 A component of a boiler intended to be manually operated or adjusted or that will definitely require
periodic servicing, for example replacement or cleaning, shall be accessible without the use of special
tools.

3 Units of Measurement

3.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

4 Undated References

4.1 Any undated reference to a code or standard appearing in the requirements of this standard shall be
interpreted as referring to the latest edition of that code or standard.

5 Special Designations

5.1 A boiler assembly shall be constructed, equipped, inspected, tested, and marked in accordance with
the applicable sections of the ASME Boiler and Pressure Vessel Code. The marking shall consist of one
of the following ASME Code symbols.

″E″ – Designates a high pressure boiler [see 1.5(a)] constructed as follows:

1) The pressure vessel has been constructed by a manufacturer other than the boiler
manufacturer in accordance with the ASME Boiler and Pressure Vessel Code, Section
I, Rules for Construction of Power Boilers or Section VIII, Rules for Construction of
Pressure Vessels;

2) The pressure vessel is stamped with the ASME Code symbol ″S″, ″M″, or ″U″; and

3) The boiler is assembled by methods that do not involve any welding or brazing of
parts to the pressure vessel.
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″H″ – Designates a low pressure steam or hot water boiler [see 1.5(b)] constructed in
accordance with the ASME Boiler and Pressure Vessel Code, Section IV, Rules for
Construction of Heating Boilers.

″M″ – Designates a miniature boiler [see 1.5(c)] constructed in accordance with the ASME
Boiler and Pressure Vessel Code, Section I, Rules for Construction of Power Boilers.

″S″ – Designates a high pressure boiler [see 1.5(a)] constructed in accordance with the ASME
Boiler and Pressure Vessel Code, Section I, Rules for Construction of Power Boilers.

″U″ – This symbol applies only to a pressure vessel when the vessel is constructed in
accordance with the ASME Boiler and Pressure Vessel Code, Section VIII, Rules for
Construction of Pressure Vessels. The boiler has been completed in accordance with Section I
of the ASME Boiler and Pressure Vessel Code, Rule for Construction of Power Boilers.

6 Glossary

6.1 For the purpose of this standard the following definitions apply.

6.2 CONTROL, SAFETY – Automatic controls and interlocks (including relays, switches, and other
auxiliary equipment used in conjunction with a safety control system) which are intended to prevent
operation of the controlled equipment under conditions not anticipated by the design.

6.3 LIMIT CONTROL – A safety control that is responsive to changes in pressure, temperature, liquid
level, or flow. This control may be used for regulating purposes or may be set beyond the intended
operating range of the controlled equipment to limit its operation. This control may be electrical or
mechanical in nature.

6.4 LOW VOLTAGE CIRCUIT – A circuit involving a potential of not more than 30 volts rms (42.4 volts
peak) supplied by a battery or by a standard Class 2 transformer or other acceptable transforming
device, or by a combination of transformer and fixed impedance having output characteristics in
compliance with requirements established for a Class 2 transformer. A circuit obtained by connecting
resistance in series with a line voltage supply circuit as a means of limiting the voltage and current is
not considered to be a low voltage circuit.

6.5 OPERATING CONTROL – A control, other than a safety control or interlock, to start or regulate
input according to demand and to stop or regulate input on satisfaction of demand. An operating control
may be electrical or mechanical in nature and may actuate auxiliary devices to perform the functions
described above.

6.6 PORTABLE – A boiler that is moved or can be easily moved from one place to another in normal
use.

6.7 SAFETY RELIEF VALVE – An automatic pressure relieving device actuated by pressure upstream
of the valve and characterized by opening pop action with further opening with increase in pressure
over the popping pressure.

6.8 SAFETY VALVE – An automatic pressure relieving device actuated by pressure upstream of the
valve and characterized by opening pop action.

6.9 TEMPERATURE-PRESSURE RELIEF VALVE – An automatic resetting pressure relieving device,
actuated by pressure and by an integral thermal element that is in contact with, or is responsive to, the
heated fluid. Functions similar to safety relief valve.
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6.10 TRIM – Term used by industry for safety controls (mechanical, electrical, and visible) as stated in
the ASME Code. This does not include decorative parts of the boiler. Examples of trim include the
following:

a) Hot water heating boilers (Section IV):

1) Pressure gage;

2) Thermometer;

3) Water gage glass(es);

4) Pressure relief valves; and

5) Flow switches.

b) Low pressure steam boilers (Section IV):

1) Water gage glass(es);

2) Steam gages; and

3) Pressure relief valves.

c) High temperature hot water boilers (Section I):

1) Water gage glass(es);

2) Pressure gages;

3) Temperature gages; and

4) Pressure relief valves.

d) High pressure steam boilers (Section I):

1) Water gage glasses (including protective rods or shields on tubular water gage
glasses);

2) Water gage glass connections;

3) Gage cocks;

4) Pressure gages; and

5) Pressure relief valves.
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CONSTRUCTION

7 Frame and Enclosure

7.1 General

7.1.1 The frame and enclosure of a boiler shall be formed and assembled so that it will have the strength
and rigidity necessary to resist the abuses likely to be encountered during intended service. The degree
of resistance inherent in the boiler shall preclude total or partial collapse with the attendant reduction of
spacings, loosening or displacement of parts, and other serious defects that alone or in combination
constitute an increase in the risk of fire, electric shock, or injury to persons.

7.1.2 An enclosure for individual electrical components, an outer enclosure, and combinations of the two
are considered in determining compliance with 7.1.1.

7.1.3 An enclosure shall be reinforced or formed if necessary so that it is not likely to be damaged through
handling in shipment, installation, and use.

7.1.4 Among the factors taken into consideration when an enclosure is being judged for acceptability are:

a) Mechanical strength;

b) Resistance to impact;

c) Moisture absorptive properties;

d) Combustibility;

e) Resistance to corrosion; and

f) Resistance to distortion at temperatures to which the enclosure may be subjected under
conditions of normal or abnormal use.

For a nonmetallic enclosure or part of an enclosure, all these factors are considered with respect to
thermal aging.

7.1.5 An outer cabinet is to be judged with respect to the size, shape, and thickness of metal. See 7.3.1.

7.1.6 An opening for ventilation in the enclosure of a heater or in an externally mounted component shall
be located so that it does not vent into concealed spaces of a building structure such as into a false-ceiling
space, into hollow spaces in the wall, and the like when the heater is installed as intended.

Exception: This requirement does not apply to an opening for a mounting screw or nail, or for a
manufacturing operation (such as paint drainage) if the opening has no dimension more than 17/64 inch
(6.75 mm) or an area no more than 0.055 square inch (35.49 mm2).
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7.1.7 An opening for ventilation in the enclosure, other than in the bottom, shall be provided with one or
more baffles that will reduce the likelihood of the emission of flame, molten metal, burning insulation, or
the like from the boiler. A baffle as illustrated in Figure 7.1 located between an electrical part and an
opening is considered to be acceptable.

Exception No. 1: In a compartment other than the one that houses a motor-overload relay or
overcurrent-protective device, such as a fuse or circuit breaker, the baffles mentioned above may be
omitted if:

a) No ventilating opening in a vertical wall is more than 3/8 inch (9.5 mm) wide; or

b) The enclosure is constructed so that it is found to be acceptable by short-circuit tests in
accordance with Section 50.

Exception No. 2: Louvers in a vertical wall are acceptable without baffling if:

a) The width of each opening is not more than 3/8 inch (9.5 mm); and

b) There is no direct line-of-sight to a motor-overload relay or overcurrent-protective device.

This is generated text for figtxt.

Figure 7.1
Relationship of baffle and electrical part
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7.2 Doors and covers

7.2.1 The door or cover of an enclosure shall be provided with means for holding it securely in place in
the closed position.

7.2.2 The door or cover of an enclosure shall be hinged if:

a) It gives access to any fuse, circuit breaker, or manual reset temperature control in other than
a low-voltage circuit; and

b) Uninsulated live parts are exposed during the routine replacement of the fuse or resetting of
the manual reset device. Such a door or cover shall also be provided with an automatic latch
(see 7.2.5) or the equivalent. If live parts other than the screw shell of a plug fuseholder are
exposed inside the enclosure, a captive screw or equivalent means, which requires the use of a
tool or key to open, shall be provided to secure the door or cover in place. See 7.2.3.

Exception: A hinged cover is not required for a device in which the only fuses enclosed are:

a) Control-circuit fuses, provided the fuses and control-circuit loads (other than a fixed control-
circuit load, such as a pilot lamp) are within the same enclosure; or

b) An extractor-type fuse with its own enclosure.

7.2.3 The captive screw may be omitted from the door or cover over the compartment housing the
uninsulated live parts if it is provided in the cover that must be opened to gain access to the door or cover.
An arrangement employing two mating hinged doors is acceptable if the automatic latch and captive screw
are provided only on one door if:

a) That door is to be opened first and closed last; and

b) The latch and screw will hold the other door closed.

7.2.4 A door or cover giving access to a fuse, circuit breaker, overload relay, or other overload-protective
device in other than a low-voltage circuit shall be tight-fitting and shall overlap the surface of the enclosure
around the opening.

7.2.5 A spring latch, a magnetic latch, a dimple, or any other mechanical arrangement that will hold the
door closed and requires some effort on the user’s part to open it is considered to be an acceptable
means for holding the door closed as required by 7.2.2.

7.2.6 A cover interlocking mechanism is considered to comply with 7.2.2 if it:

a) Must be engaged in the closed position of the cover before parts are energized; and

b) Secures the cover in the closed position, when provided as the sole means for securing the
door or cover closed.
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7.2.7 If an opening is provided for access to a control that is intended to be reset, adjusted, or otherwise
manipulated by the user or service personnel, it shall not be possible to contact live uninsulated or
film-coated insulated parts when examined in conjunction with Figure 7.2.
This is generated text for figtxt.

7.3 Enclosure thickness

7.3.1 Sheet metal that serves as an electrical enclosure shall comply with Tables 7.1 and 7.2. An
enclosure thinner than specified in Tables 7.1 and 7.2 shall comply with 7.1.1 with respect to the following:

a) Location of the enclosure;

b) Construction and location of components; and

c) The strength and rigidity of the frame and enclosure.

Figure 7.2
Acceptability of live part through adjustment opening

A live part beyond an opening that may be used in making an adjustment that is considered to be a function of user servicing is not

considered to be accessible if a 1/16-inch (1.59-mm) diameter straight rod cannot touch the part when the rod is inserted through

the opening and moved to all positions possible without producing an angle of more than 30 degrees between the rod and a line

drawn between the center of the opening and the center of the face of the adjusting mechanism. The length of the rod beyond the

opening shall not exceed the distance between the opening and the face of the adjusting mechanism by more than 3.0 inches (76.2

mm).
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Table 7.1
Minimum thickness of sheet metal for electrical enclosures – carbon steel or stainless steel

Without supporting frame a With supporting frame or equivalent
reinforcing a

Minimum thickness in inches (mm)

Maximum width b Maximum length c Maximum width b Maximum length Uncoated Metal coated

inches (cm) inches (cm) inches (cm) inches (cm) (MSG) (GSG)

4.0 (10.2) Not limited 6.25 (15.9) Not limited 0.020 (0.51) 0.023 (0.58)

4.75 (12.1) 5.75 (14.6) 6.75 (17.1) 8.25 (21.0) (24) (24)

6.0 (15.2) Not limited 9.5 (24.1) Not limited 0.026 (0.66) 0.029 (0.74)

7.0 (17.8) 8.75 (22.2) 10.0 (25.4) 12.5 (31.8) (22) (22)

8.0 (20.3) Not limited 12.0 (30.5) Not limited 0.032 (0.81) 0.034 (0.86)

9.0 (22.9) 11.5 (29.2) 13.0 (33.0) 16.0 (40.6) (20) (20)

12.5 (31.8) Not limited 19.5 (49.5) Not limited 0.042 (1.07) 0.045 (1.14)

14.0 (35.6) 18.0 (45.7) 21.0 (53.3) 25.0 (63.5) (18) (18)

18.0 (45.7) Not limited 27.0 (68.6) Not limited 0.053 (1.35) 0.056 (1.42)

20.0 (50.8) 25.0 (63.5) 29.0 (73.7) 36.0 (91.4) (16) (16)

22.0 (55.9) Not limited 33.0 (83.8) Not limited 0.060 (1.52) 0.063 (1.60)

25.0 (63.5) 31.0 (78.7) 35.0 (88.9) 43.0 (109.2) (15) (15)

25.0 (63.5) Not limited 39.0 (99.1) Not limited 0.067 (1.70) 0.070 (1.78)

29.0 (73.7) 36.0 (91.4) 41.0 (104.1) 51.0 (129.5) (14) (14)

33.0 (83.8) Not limited 51.0 (129.5) Not limited 0.080 (2.03) 0.084 (2.13)

38.0 (96.5) 47.0 (119.4) 54.0 (137.2) 66.0 (167.6) (13) (13)

42.0 (106.7) Not limited 64.0 (162.6) Not limited 0.093 (2.36) 0.097 (2.46)

47.0 (119.4) 59.0 (149.9) 68.0 (172.7) 84.0 (213.4) (12) (12)

52.0 (132.1) Not limited 80.0 (203.2) Not limited 0.108 (2.74) 0.111 (2.82)

60.0 (152.4) 74.0 (188.0) 84.0 (213.4) 103.0 (261.6) (11) (11)

63.0 (160.0) Not limited 97.0 (246.4) Not limited 0.123 (3.12) 0.126 (3.20)

73.0 (185.4) 90.0 (228.6) 103.0 (261.6) 127.0 (322.6) (10) (10)
a A supporting frame is a structure of angle or channel or a folded rigid section of sheet metal which is rigidly attached to, and
has essentially the same outside dimensions as, the enclosure surface and which has the torsional rigidity to resist the bending
moments which may be applied via the enclosure surface when it is deflected. Constructions that are considered to have
equivalent reinforcing may be accomplished by designs that will produce a structure which is as rigid as one built with a frame
of angles or channels. Construction considered to be without supporting frame includes:

1) A single sheet with single formed flanges (formed edges);

2) A single sheet which is corrugated or ribbed; and

3) An enclosure surface loosely attached to a frame, e.g., with spring clips.
b The width is the smaller dimension of a rectangular sheet metal piece which is part of an enclosure. Adjacent surfaces of an
enclosure may have supports in common and be made of a single sheet.
c For panels which are not supported along one side, e.g., side panels of boxes, the length of the unsupported side shall be
limited to the dimensions specified.
d Sheet steel for an enclosure intended for outdoor use is required to be not less than 0.034 inch (0.86 mm) in thickness if
metal coated and not less than 0.032 inch (0.81 mm) in thickness if uncoated.
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Table 7.2
Minimum thickness of sheet metal for electrical enclosures – aluminum, copper, or brass

Without supporting frame a With supporting frame or equivalent
reinforcing a

Minimum thickness

Maximum width b Maximum length c Maximum width b Maximum length

inches (cm) inches (cm) inches (cm) inches (cm) inches
(mm)

(AWG)

3.0 (7.6) Not limited 7.0 (17.8) Not limited 0.023d (22)

3.5 (8.9) 4.0 (10.2) 8.5 (21.6) 9.5 (24.1) (0.58)

4.0 (10.2) Not limited 10.0 (25.4) Not limited 0.029 (20)

5.0 (12.7) 6.0 (15.2) 10.5 (26.7) 13.5 (34.3) (0.74) (18)

6.0 (15.2) Not limited 14.0 (35.6) Not limited 0.036 (18)

6.5 (16.5) 8.0 (20.3) 15.0 (38.1) 18.0 (45.7) (0.91)

8.0 (20.3) Not limited 19.0 (48.3) Not limited 0.045 (16)

9.5 (24.1) 11.5 (29.2) 21.0 (53.3) 25.0 (63.5) (1.14)

12.0 (30.5) Not limited 28.0 (71.1) Not limited 0.058 (14)

14.0 (35.6) 16.0 (40.6) 30.0 (76.2) 37.0 (94.0) (1.47)

18.0 (45.7) Not limited 42.0 (106.7) Not limited 0.075 (12)

20.0 (50.8) 25.0 (63.5) 45.0 (114.3) 55.0 (139.7) (1.91)

25.0 (63.5) Not limited 60.0 (152.4) Not limited 0.095 (10)

29.0 (73.7) 36.0 (91.4) 64.0 (162.6) 78.0 (198.1) (2.41)

37.0 (94.0) Not limited 87.0 (221.0) Not limited 0.122 (8)

42.0 (106.7) 53.0 (134.6) 93.0 (236.2) 114.0 (289.6) (3.10)

52.0 (132.1) Not limited 123.0 (312.4) Not limited 0.153 (6)

60.0 (152.4) 74.0 (188.0) 130.0 (330.2) 160.0 (406.4) (3.89)
a A supporting frame is a structure of angle or channel or a folded rigid section of sheet metal which is rigidly attached to, and
has essentially the same outside dimensions as, the enclosure surface and which has the torsional rigidity to resist the bending
moments which may be applied via the enclosure surface when it is deflected. Constructions that are considered to have
equivalent reinforcing may be accomplished by designs that will produce a structure which is as rigid as one built with a frame
of angles or channels. Construction considered to be without supporting frame includes:

1) A single sheet with single formed flanges (formed edges);

2) A single sheet which is corrugated or ribbed; and

3) An enclosure surface loosely attached to a frame, e.g., with spring clips.
b The width is the smaller dimension of a rectangular sheet metal piece which is part of an enclosure. Adjacent surfaces of an
enclosure may have supports in common and be made of a single sheet.
c For panels which are not supported along one side, e.g., side panels of boxes, the length of the unsupported side shall be
limited to the dimensions specified.
d Sheet copper, brass, or aluminum for an enclosure intended for outdoor use is required to be not less than 0.029 inch in
thickness.

7.3.2 With reference to 7.3.1(a), the surface of an enclosure which will be protected from damage shall
not be less than 22 MSG or GSG (steel) or 18 AWG (aluminum, copper, or brass) unless a lesser
thickness meets the requirements in Tables 7.1 and 7.2. See 7.1.5 and 12.1.

7.3.3 With reference to 7.3.1(b), the minimum thickness of an enclosure is able to be less than specified
in Tables 7.1 and 7.2 for the size enclosure as indicated below. The thickness is not to be less than 0.026
inch (0.66 mm) uncoated steel or 0.029 inch (0.74 mm) coated steel or 0.036 inch (0.91 mm) aluminum,
copper, or brass unless a lesser thickness meets the requirements in Tables 7.1 and 7.2. See 7.1.5 and
12.1.

a) When the electrical components are located at least 2-1/2 inches (64 mm) from the
enclosure surface, the minimum thickness is to be the value indicated in the first line above the
normal value.
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b) When the electrical components are located at least 5 inches (128 mm) from the enclosure
surface, the minimum thickness is to be the value indicated in the second line above the normal
value.

7.3.4 With reference to 7.3.1(c), consideration is to be given to the degree of deflection or distortion which
may affect the requirements of 7.1.1.

7.3.5 The enclosure of a boiler shall prevent molten metal, burning insulation, flaming particles, or the like
from falling on combustible materials, including the surface upon which the boiler is supported.

7.3.6 The specifications in 7.3.5 require use of a barrier of nonflammable material:

a) Under a motor unless:

1) The structural parts of the motor or of the boiler provide the equivalent of such a
barrier;

2) The motor is provided with a thermal motor protector (a protective device that is
sensitive to both temperature and current) that prevents the temperature of the motor
windings from becoming more than 125°C (257°F) under the maximum load under
which the motor runs without causing the protector to cycle, and from becoming more
than 150°C (302°F) with the rotor of the motor locked; or

3) The protection provided with the motor is such that no burning insulation or molten
material falls to the surface that supports the heater when the motor is energized under
each of the following fault conditions:

i) Open main winding;

ii) Open starting winding;

iii) Starting switch short-circuited; and

iv) Capacitor of a permanent split capacitor motor short-circuited.

b) Under wiring, unless it is of the flame retardant type. Neoprene or thermoplastic insulated
wires are considered to be of this type.

A switch, transformer, relay, solenoid, or a similar device shall be individually and completely enclosed
except at terminals, unless it is determined that malfunction of the component does not result in a risk of
fire, or unless there are no openings in the bottom of the enclosure. An opening in the bottom of the
enclosure does not meet the intent of the requirement when it is located directly below field or factory
made splices, or overload or overcurrent protective devices.

Exception: A bottom barrier is not required when the unit is marked in accordance with 57.21.
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7.3.7 The barrier mentioned in 7.3.6 shall be horizontal, shall be located as indicated in Figure 7.3, and
shall have an area not less than described in Figure 7.3. Openings for drainage, ventilation, and the like
may be employed in the barrier, provided that such openings do not permit molten metal, burning
insulation, or the like to fall on combustible material.
This is generated text for figtxt.
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Figure 7.3
Location and extent of barrier

A – Region to be shielded by barrier. This will consist of the entire component if it is not otherwise shielded, and will consist of the

unshielded portion of a component which is partially shielded by the component enclosure or equivalent.

B – Projection of outline of component on horizontal plane.

C – Inclined line that traces out minimum area of barrier. When moving, the line is always:

1) Tangent to the component;

2) 5 degrees from the vertical; and

3) So oriented that the area traced out on a horizontal plane is maximum.

D – Location (horizontal) and minimum area for barrier. The area is that included inside the line of intersection traced out by the

inclined line C and the horizontal plane of the barrier.
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7.4 Live parts

7.4.1 An electrical part of a boiler shall be so located or enclosed that protection against unintentional
contact with uninsulated live parts is provided.

7.4.2 With respect to 7.4.1, to reduce the likelihood of unintentional contact that involves a risk of electric
shock from an uninsulated live part or film-coated wire, an opening in an enclosure shall comply with either
(a) or (b):

a) For an opening that has a minor dimension (see 7.4.6) less than 1 inch (25.4 mm), such a
part or wire shall not be contacted by the probe illustrated in Figure 7.4.

b) For an opening that has a minor dimension of 1 inch or more, such a part or wire shall be
spaced from the opening as specified in Table 7.3.

Exception: This requirement does not apply to a motor that already complies with 7.4.3.

This is generated text for figtxt.
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Figure 7.4
Articulate probe with web stop
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Table 7.3
Minimum acceptable distance from an opening to a part that may involve a risk of electric shock

Minor dimension a or opening Minimum distance from opening to part

inches (mm) b inches (mm) b

3/4 (19.1)c 4-1/2 (114.0)

1 (25.4)c 6-1/2 (165.0)

1-1/4 (31.8) 7-1/2 (190.0)

1-1/2 (38.1) 12-1/2 (318.0)

1-7/8 (47.6) 15-1/2 (394.0)

2-1/8 (54.0) 17-1/2 (444.0)

30 (762.0)

a See 7.4.6.
b Between 3/4 inch (19.1 mm) and 2-1/8 inches (53.9 mm), interpolation is to be used to determine a value between values
specified in the table.
c Any dimension less than 1 inch (25.4 mm) applies to a motor only.
d More than 2-1/8 inches (53.9 mm), but not more than 6 inches (152.0 mm).

7.4.3 With respect to a part or wire as mentioned in 7.4.2, in an integral enclosure of a motor as
mentioned in the Exception to 7.4.2:

a) An opening that has a minor dimension (see 7.4.6) less than 3/4 inch (19.1 mm) is
acceptable if:

1) Film-coated wire cannot be contacted by the probe illustrated in Figure 7.6;

2) In a directly accessible motor (see 7.4.7), an uninsulated live part cannot be
contacted by the probe illustrated in Figure 7.7; and

3) In an indirectly accessible motor (see 7.4.7), an uninsulated live part cannot be
contacted by the probe illustrated in Figure 7.5.

b) An opening that has a minor dimension of 3/4 inch (19.1 mm) or more is acceptable if a part
or wire is spaced from the opening as specified in Table 7.3.

This is generated text for figtxt.
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Figure 7.5
Probe for uninsulated live parts

Figure 7.6
Probe for film coated wire
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