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UL Standard for Safety for Valves for Diesel Fuel, Biodiesel Fuel, Diesel/Biodiesel Blends with Nominal
Biodiesel Concentrations up to 20 Percent (B20), Kerosene, and Fuel Oil, UL 842B

First Edition, Dated February 18, 2015
Summary of Topics

This first edition of the Standard for Valves for Diesel Fuel, Biodiesel Fuel, Diesel/Biodiesel
Blends with Nominal Biodiesel Concentrations up to 20 Percent (B20), Kerosene, and Fuel Oil,
ANSI/UL 842B, covers valves that are intended to be used for the control of fluids and their
vapors. They are of the type commonly used in piping systems and in the assembly of motor
fuel dispensing equipment.

The requirements are substantially in accordance with Proposal(s) on this subject dated October 17, 2014.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard "as is” without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL'’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’'s computer system.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a "SUPERSEDED REQUIREMENTS" notice.

Documents

Document Sharing Hub

Copyright UL
Provided by IHS under license with UL Licensee=North Carolina State Univ/5618801100
No reproduction or networking permitted without license from IHS Not for Resale, 10/17/2015 13:16:12 MDT

Full document details: UL 842B 2015


http://www.avadocuments.com/doc/ul-842b-2015
http://www.avadocuments.com/doc/ul-842b-2015

tr2 FEBRUARY 18, 2015 - UL 842B

No Text on This Page

Documents

Document Sharing Hub

Copyright UL
Provided by IHS under license with UL Licensee=North Carolina State Univ/5618801100
No reproduction or networking permitted without license from IHS Not for Resale, 10/17/2015 13:16:12 MDT

Full document details: UL 842B 2015


http://www.avadocuments.com/doc/ul-842b-2015
http://www.avadocuments.com/doc/ul-842b-2015

ican Natj
@“‘ e n"al%a
« %

C4

February 18, 2015

! ANSI/UL 842B-2015

UL 842B

Standard for Valves for Diesel Fuel, Biodiesel Fuel, Diesel/Biodiesel
Blends with Nominal Biodiesel Concentrations up to 20 Percent (B20),

Kerosene, and Fuel Oil

Prior to the first edition, the requirements for the products covered by this
standard were included in the Outline of Investigation for Valves for Diesel Fuel,
Biodiesel Fuel, Diesel/Biodiesel Blends with Nominal Biodiesel Concentrations up
to 20 Percent (B20), Kerosene, and Fuel Oil, UL 842B.

First Edition
February 18, 2015
This ANSI/UL Standard for Safety consists of the First Edition.

The most recent designation of ANSI/UL 842B as an American National Standard
(ANSI) occurred on February 18, 2015. ANSI approval for a standard does not
include the Cover Page, Transmittal Pages, Title Page, or effective date
information.

Comments or proposals for revisions on any part of the Standard may be
submitted to UL at any time. Proposals should be submitted via a Proposal
Request in UL's On-Line Collaborative Standards Development System (CSDS)
at http://csds.ul.com.

UL's Standards for Safety are copyrighted by UL. Neither a printed nor electronic
copy of a Standard should be altered in any way. All of UL's Standards and all
copyrights, ownerships, and rights regarding those Standards shall remain the
sole and exclusive property of UL.

COPYRIGHT © 2015 UNDERWRITERS LABORATORIES INC.
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INTRODUCTION
1 Scope

1.1 These requirements cover valves that are intended to be used for the control of fluids and their vapors
for the fluids indicated in 1.2. They are of the type commonly used in piping systems and in the assembly
of motor fuel dispensing equipment. Valves covered by this standard are for use with flammable fluids
which are handled at temperatures normally within the range of minus 29°C (minus 20°F) to 52°C (125°F).

1.2 Valves covered by these requirements are intended for use with one or more of the following as
applicable:

a) Diesel fuel and diesel/biodiesel blends with nominal biodiesel concentrations up to 5 percent
(BO — B5) formulated in accordance with the Standard Specification for Diesel Fuel Oils, ASTM
D975;

b) Diesel /biodiesel blends with nominal biodiesel concentrations from 5 percent up to 20
percent (B6 — B20) formulated in accordance with the Standard Specification for Diesel Fuel Oil,
Biodiesel Blends (B6 — B20), ASTM D7467;

c) Biodiesel (B99.9/B100) formulated in accordance with the Standard Specification for
Biodiesel Fuel Blend Stock (B100) for Middle Distillate Fuels, ASTM D6751;

d) Kerosene formulated in accordance with the Standard Specification for Kerosine, ANSI/
ASTM D3699; or

e) Fuel oil (heating oil) formulated in accordance with the Standard Specification for Fuel QOils,
ASTM D396.

1.3 These requirements cover valves of the manually operated, pressure operated, or temperature
operated types, or combinations of such to the exclusion of types operated wholly or partially by electricity.
When they form a part of an assembly which provides for additional functions or service, the requirements
are outside the scope of these requirements.

1.4 These requirements do not cover the following:

a) Valves for handling liquids under cryogenic conditions.

b) Valves for general refinery service, offshore and pipe line terminals, natural gas processing
plants, gas distribution systems, petrochemical processing facilities, or the like.

c) Constant-level oil valves and electrically operated valves.
d) Relief valves and pressure regulators for liquefied petroleum gas (LP-Gas) service.

e) Shutoff, emergency shutoff and check valves for liquefied petroleum gas (LP-Gas) in the
liquid phase.

f) Manually operated gas valves of the plug and body or rotating disc type which are evaluated
under the Standard for Manually Operated Gas Valves for Appliances, Appliance Connector
Valves and Hose End Valves, ANSI z221.15.
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g) Valves covered by the Standard for Gas Appliance Pressure Regulators, ANSI Z21.18; the
Standard for Automatic Valves for Gas Appliances, ANSI Z21.21; or the Standard for Gas
Appliance Thermostats, ANSI Z21.23.

h) Hose nozzles.

i) Valves covered by the Standard for Manually Operated Metallic Gas Valves for Use in Gas
Piping Systems up to 125 PSI (Sizes NPS 1/2 through NPS 2), ANSI/ASME B16.33 and
Manually Operated Metallic Gas Valves for Use in Aboveground Piping Systems up to 5 PSI,
ANSI/ASME B16.44.

i) Manually operated valves for LP-Gas, which are covered under the Standard for Valves for
Flammable Fluids, UL 842,

k) Valves intended for use with gasoline or gasoline/ethanol blends, which are covered under
the Standard for Valves for Gasoline and Gasoline/Ethanol Blends with Nominal Ethanol
Concentrations up to 85 Percent (EO — E85), UL 842A.

2 General
2.1 Components

2.1.1 Except as indicated in 2.1.2, a component of a product covered by this standard shall comply with
the requirements for that component.

2.1.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

2.1.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

2.1.4 Specific components are incomplete in construction features or restricted in performance
capabilities. Such components are intended for use only under limited conditions, such as certain
temperatures not exceeding specified limits, and shall be used only under those specific conditions.
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