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Underwriters Laboratories Inc. (UL)
333 Pfingsten Road
Northbrook, IL 60062-2096

UL Standard for Safety for Control Units and Accessories for Fire Alarm Systems, UL 864
Ninth Edition, Dated September 30, 2003

Revisions: This Standard contains revisions through and including May 29, 2007.
Summary of Topics

The revisions dated May 29, 2007 were issued to postpone the effective date, for the clauses
indicated in this standard, until December 31, 2008.

UL Standards for Safety are developed and maintained in the Standard Generalized Markup Language
(SGML). SGML -- an international standard (ISO 8879-1986) -- is a descriptive markup language that
describes a document’s structure and purpose, rather than its physical appearance on a page. Due to
formatting differences resulting from the use of UL’s new electronic publishing system, please note that
additional pages (on which no requirements have been changed) may be included in revision pages due
to relocation of existing text and reformatting of the Standard.

Text that has been changed in any manner is marked with a vertical line in the margin. Changes in
requirements are marked with a vertical line in the margin and are followed by an effective date note
indicating the date of publication or the date on which the changed requirement becomes effective.

The following table lists the future effective dates with the corresponding item.

Future Effective Date References

December 31, 2008 Paragraphs 1.1, 3.46, 5.5, 6.3.1, 9.5, 11.3.2.4, 12.1.3, 12.2.4,
14.4,21.1, 22.4.1 — 22.4.3, 23.2.1 — 23.2.7, 23.3.1, 23.3.2,
33.1.2, 33.1.3, 33.2.2 — 33.2.4, 33.3.2, 33.3.4 (a) and (d),
33.3.7,33.5.1, 34.1.3 - 34.1.5, 34.2.1.1, 34.2.2.1, 34.3.4 —
34.3.7,36.1.2, 36.1.8 — 36.1.11, 36.2.3 — 36.2.8(a), 36.2.10,

36.3.1, 36.3.5, 36.3.7, 36.4.2, 38.1.2, 38.1.3, 38.3.1, 38.4.1 — ~
38.4.3, 38.5.2, 38.5.4, 38.5.5, 39.2.10, 39.2.11, 39.3.2, 39.3.4, O;\f\&\js
40.1.2 - 40.1.6, 40.2.7, 40.3.2.8 — 40.3.2.14, 40.3.4.1, 40.35.1 43@ '
—40.3.5.5, 40.3.6.1, 40.3.6.2, 40.4.1 — 40.4.7, 40.5.1 — i\)@l

N

40.5.12, 40.7.1, 42.1.2, 42.1.3, 42.3.3, 42.3.4, 45.1.2, 452;1@/
45.3.2(a), 45.3.3, 45.4.1, 47.1, 48.6, 49.2, 49.3, 50.1.1, 51
50.2.1 - 50.2.4, 50.3.1 — 50.3.5, 51.1.3, 51.1.4, 5}\T
~51.33,51.4.1 - 51.4.3, 51,55, 51.5.7, 51.5.10-51'5
51.5.12, 51.6.1 - 51.6.5, 52.5(a), 52.6, 5 gE)(cepth@ )2
of 53.5, 53.7, 55.2.1, 55.2.6, 5531@ 4.3,
55.5.1 - 55.5.3, 55.6.1 — 556@% @@1211
61.2.2.1 — 61.2.2.5, 6123 34«31 14@
61.5.1.1, 61.5.1.2, 61, %Cg 153.1 - 6,
61.5.4.1 — 61.5.4 @55 552, 62 @324 63.2.5,

65.3.5, 71147112, 74.3.2: 75.4.1 - /89.1.1, 89.1.4,
89.1.7 \9891 13 49 6907 90.10, 90.23;
Sect@ 26 @4 46 5 (59, 64, 78 — 86; Tables
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As indicated on the title page (page 1), this UL Standard for Safety is an American National Standard.
Attention is directed to the note on the title page of this Standard outlining the procedures to be followed
to retain the approved text of this ANSI/UL Standard.

As indicated on the title page (pagel), this UL Standard for Safety has been adopted by the Department
of Defense.

The UL Foreword is no longer located within the UL Standard. For information concerning the use and
application of the requirements contained in this Standard, the current version of the UL Foreword is
located on ULStandardsInfoNet at: http://ulstandardsinfonet.ul.com/ulforeword.html

The master for this Standard at UL’s Northbrook Office is the official document insofar as it relates to a
UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.

UL'’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL's Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.

UL provides this Standard "as is" without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL'’s liability for any damage ever exceed the price paid for )
this Standard, regardless of the form of the claim. /5\@
UL will attempt to answer support requests concerning electronic versions of its Standards. However, thi i@"w
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve gv@@i

support request. UL supports the electronic versions of its Standards only if they are used$ v the

conditions and operating systems for which it is intended. UL’s support policies may @a ge from
time-to-time without notification. ®9 @f N
R@ (N
UL reserves the right to change the format, presentation, file types and for de (IV ethods and
formats, and the like of both its printed and electronic Standards W|thou\68@@r notlge ™ Qﬁg@
(
Purchasers of the electronic versions of UL’s Standards for S 0 1g\aefend ﬁ@mnlfy and hold
UL harmless from and against any loss, expense, liahi @fﬁ alm ﬁgrqu gement (including
reasonable attorney’s fees) resulting from any error or@g 91at|o ‘oduc% purchaser is storing an
electronic Standard on the purchaser’s comput%r@g 6\ Q)U ) \\@\%
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If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard.

An employee of an organization purchasing a UL Standard can make a copy of the page or pages being
viewed for their own fair and/or practical internal use.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a "SUPERSEDED REQUIREMENTS" notice.

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing, Recognition, and Follow-Up Services after
the effective date, and understanding of this should be signified in writing.

Copyright © 2007 Underwriters Laboratories Inc.
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SEPTEMBER 30, 2003
(Title Page Reprinted: May 29, 2007)

1 ANSI/UL 864-2006

UL 864

Standard for Control Units and Accessories for Fire Alarm Systems

The First through Eighth Editions of this standard were titled Control Units for
Fire-Protective Signaling Systems.

First Edition — October, 1948
Second Edition — September, 1957
Third Edition — February, 1972
Fourth Edition — September, 1972
Fifth Edition — January, 1975
Sixth Edition — June, 1980
Seventh Edition — May, 1991
Eight Edition — November, 1996

Ninth Edition
September 30, 2003
The most recent designation of ANSI/UL 864 as an American National Standard
(ANSI) occurred on March 30, 2006. The ANSI approval for this standard does
not include the Cover Page, transmittal pages, or Title Page.
This ANSI/UL Standard for Safety, which consists of the Ninth Edition with

revisions through May 29, 2007 is under continuous maintenance, whereby each
revision is ANSI approved upon publication.

The Department of Defense (DoD) has adopted UL 864 on May 2, 1991. The /g\@

publication of revised pages or a new edition of this Standard will not invalidate /\f\@\ ‘

the DoD adoption. r\i\@ ek
S

An effective date included as a note immediately following certain requirements @«\
is one established by Underwriters Laboratories Inc. and is not part of the ANSb)\\ﬂ\ |

standard. &9 W)
o, (1 @‘ /X )
R© >
Revisions of this Standard will be made by issuing revised or ifio Tal p

bearing their date of issue. A UL Standard is current only if &N cor rpg tes the N
most recently adopted revisions, all of which are |tem|zed niy e trg@ﬁﬂ%al not%:LIgQ :

that accompanies the latest set of revised requirem omm§n or ppapfisa
for revisions on any part of the Standard ma Agé& \Lfo UL t(anﬁl time.
Proposals should be submitted via a rti osak%@ @J\lés On-Line
Collaborative Standards Developmemﬁ;@s‘f m {g@ sds ul.com.

Ql 0- @@%795 %)

cowme@@ 1975 2007 UNDEFM@?%RS LABORATORIES INC. |
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INTRODUCTION
1 Scope

1.1 These requirements cover discrete electrical control units and accessories for fire alarm systems to
be employed in accordance with the following National Fire Protection Association (NFPA) Standards:

a) NFPA 12, Carbon Dioxide Extinguishing Systems;

b) NFPA 12A, Halon 1301 Fire Extinguishing Systems;

c) NFPA 13, Installation of Sprinkler Systems;

d) NFPA 15, Water Spray Fixed Systems for Fire Protection;

e) NFPA 16, Installation of Foam-Water Sprinkler and Foam-Water Spray Systems;
f) NFPA 17, Dry Chemical Extinguishing Systems;

g) NFPA 17A, Wet Chemical Extinguishing Systems;

h) NFPA 70, National Electrical Code;

i) NFPA 72, National Fire Alarm Code;

i) NFPA 92A, Recommended Practice for Smoke-Control Systems;

k) NFPA 92B, Guide for Smoke Management Systems in Malls, Atria, and Large Areas;

[) NFPA 2001, Clean Agent Fire Extinguishing Systems.
1.1 effective December 31, 2008 |

1.2 The products covered by this standard are intended to be used in combination with other appliances

and devices to form a commercial fire alarm system. These products provide all monitoring, control, and

indicating functions of the system. An installation document(s) provided with the product describes the 7/,&\®
various products needed to form a fire alarm system and their intended use and installation. ®i\ e
1.3 These requirements do not cover manual boxes, automatic fire detectors, automatic transmltteps@&‘\i
other initiating devices; nor do they cover notification appliances not provided as part of the prog\

@w
o @L - S
x (@C@L ié\@” @ @Q
m’\
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2 General

2.1 Components

2.1.1 Except as indicated in 2.1.2, a component of a product covered by this standard shall comply with
the requirements for that component. See Appendix A for a list of standards covering components used
in the products covered by this standard.

2.1.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

2.1.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

2.1.4 Specific components are incomplete in construction features or restricted in performance
capabilities. Such components are intended for use only under limited conditions, such as certain
temperatures not exceeding specified limits, and shall be used only under those specific conditions.

2.2 Units of measurement

2.2.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

2.3 Undated references

2.3.1 Any undated reference to a code or standard appearing in the requirements of this standard shall
be interpreted as referring to the latest edition of that code or standard.

3 Glossary
3.1 For the purpose of this standard, the following definitions apply. /\\g\@
3.2 ACKNOWLEDGE - Action taken to confirm that a message or signal has been received, such as @\3@\”\'\
pressing a button. <§ o
@9

3.3 ACTIVE MULTIPLEX SYSTEM - A system employing a signaling method charactenzedﬁjw
simultaneous or sequential transmission, or both, and reception of multiple signals, m%@m
for positively identifying each signal. Employs signaling devices such as transpon nsceivers
to transmit status signals of each initiating device within a prescribed time in I so th k of receipt
of such signal is to be interpreted as a trouble signal. /\@é\ C\ N S

O
3.4 ADDRESSABLE DEVICE — A fire alarm system componen d| |dent|f @n that can
have its status individually identified or that is used to indi »@&&I cor\vgr@other;@nctmns
3.5 ADVERSE CONDITION — Any condition occ i(mcatmn path that interferes
with the proper signaling or interpretation of s- chan§§S|gnals @ th Conditions include radio
frequency interference. /\{\\U fx@ 5(

S =
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3.6 AIR-HANDLING SPACE — Space used for environmental air-handling purposes other than ducts or
plenums. The space over a hung ceiling used for environmental air-handling is an example.

3.7 ALARM SIGNAL — A signal indicating an emergency condition requiring immediate action such as a
signal indicative of a fire.

3.8 ALARM VERIFICATION — A feature of automatic fire-detection and alarm systems to reduce
unwanted alarms wherein smoke detectors report alarm conditions for a minimum period of time, or
confirm alarm conditions for a given period of time after reset, in order to be accepted as a valid alarm
initiation.

3.9 ALERT TONE - An attention-getting signal to alert occupants of the pending transmission of a
voice message.

3.10 ANALOG INITIATING DEVICE (SENSOR) — An initiating device that transmits a signal indicating
varying degrees of conditions as contrasted with a conventional device, which can only indicate an
alarm/no alarm condition.

3.11 ANNUNCIATOR — A unit containing one or more indicator lamps, alphanumeric displays, or other
equivalent means in which each indication provides status information about a circuit, condition, or
location.

3.12 CHANNEL - A path for voice or signal transmission utilizing modulation of light or alternating
current within a frequency band.

3.13 CIRCUIT CLASSIFICATIONS:

a) High-Voltage Circuit — A circuit involving a potential of not more than 300 volts nominal and
having characteristics in excess of those of a low-voltage circuit.

b) Low-Voltage Circuit — A circuit involving a potential of not more than 30 volts alternating
current (AC) rms, 42.4 volts direct current (DC) or peak.

¢) Power-Limited Circuit — A circuit wherein the power is limited as specified in Tables 60.1 and

60.2. <©
S
3.14 CODED SIGNAL - Signal pulsed in a prescribed code for each round of transmission which i\;@"\'\
conveys information on the location from which the status-change signal originated. A minimum of w\é@
rounds is required for an alarm signal. %\ Sv
o
3.15 COMBINATION SYSTEM - A fire alarm system whose components might be us @mn Wh 0r in
part, in common with a non-fire alarm signaling system such as smoke control, s @cés{s
monitoring, paging, or building automation. @}

\ \,V
3.16 COMMUNICATION(S) CIRCUIT — A circuit or path connectmg}@@sﬂl&@‘@&fe ite s@rgo%g(s) to
supervising station(s) over which signals are carried. 4{\ @@ ﬂ 0/

N
3.17 CONTIGUOUS PROPERTY - A single owner or.si %E usgg@n a COf)@@@LS plot of ground,
including any buildings thereon, that is not separﬁ@@by % horg@ﬁé/e transportation right-of-
way, property owned or used by others, or b ot unde@ﬁ same ownership.

f\{\* <“® o)
ol oB°
» 29

3
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3.18 CONTROL UNIT ACCESSORY - A device or appliance externally connected to a control unit that
is employed to assure proper operation of a system or to provide supplementary signaling and/or
annunciation. Examples of control unit accessories are: annunciators, end-of-line resistors or diodes,
auxiliary relays, remote switches, and the like.

3.19 CONTROL UNIT, PROTECTED PREMISES — A unit that directly or indirectly monitors the status
of initiating devices, processes any status-change signals, and performs logical control to generate
output signals required by the system type.

3.20 CONTROL UNIT, SUPERVISING STATION — A unit that directly or indirectly receives status-
change signals from one or more protected-premises control units and performs processing and logical
control to generate output signals required by the system type.

3.21 CONTROL UNIT SYSTEM TYPES:

a) Auxiliary — A system that uses the municipal fire alarm system for transmitting an alarm of
fire to the public fire service communications center. Fire-alarm signals transmitted from the
premises are received at the public fire service communications center on the same equipment
and by the same method as alarms transmitted manually from the fire alarm boxes located on
the street.

b) Central Station — A system in which status-change signals at a protected premises are
automatically transmitted to a central supervising station where competent and experienced
personnel take appropriate action in response to a received signal. The central supervising
station is controlled and operated by a person, firm, or corporation whose business includes the
furnishing, maintaining, or monitoring of supervised fire alarm systems.

c) Local — A system located at the protected premises which indicates alarm, trouble and
supervisory conditions via notification appliances within the protected premises.

d) Marine — A local protected premises system that is intended to be installed aboard a
commercial vessel.

e) Proprietary — Local control unit installed at the protected premises with provision for

connection via a transmission channel to a Proprietary Receiving Unit. A system in which status 74\@
change signals occurring at the protected premises are automatically transmitted to an 4/\)@}\\ '

on-premises supervising station where trained, competent personnel take appropriate action in r@\}@\\"\'x’
response to a received signal. The protected property may be contiguous or noncontlguous«b@N\
must be under one ownership. ﬁ

>
f) Releasing — A local protected premises system that also initiates release of(\@(extln hing
agent upon the detection of an alarm condition. N\

g) Remote Station — A system in which status change signals %ggﬁ}? (\érotect%?;\@
premises are transmitted to a supervising station at a pubhc@ &Servfi@s%omm
center, a fire station, or a similar governmental agency_ has @ lic respon |I|ty for taking
prescribed action to ensure response upon rece%@%ﬂ ire @§§S|gn Trouble and
supervisory signals may be transmitted to a 3@9 isings tion at eﬁ@ rent location.

(A&ﬂ %
h) Smoke Control — A system WhICh rlng an ﬁérm cona@%@r> provides selective and
overriding control of mechanlcal/\(@ﬁs” da and t@g like to produce airflow and pressure
differences across smoke arl s to limit and %@&moke movement. A system is categorized
as either or both of the following types:
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Dedicated — A system which is normally inactive and is used exclusively for the purpose
of smoke control.

Nondedicated — A system which provides the building heating-ventilating-air
conditioning (HVAC) function under normal conditions and provides a smoke control
objective during a fire alarm condition.

3.22 CONVENTIONAL DEVICE — An initiating device or notification appliance that cannot be
individually identified or selected for control by the fire alarm system.

3.23 DELINQUENCY SIGNAL — A signal indicating the need for action in connection with a guard tour.

3.24 DERIVED CHANNEL — A circuit that uses the local leg of the public switched network as an active
multiplex channel while simultaneously allowing that leg’s use for normal telephone communications.

3.25 DIGITAL ALARM COMMUNICATOR RECEIVER (DACR) — A system component that accepts and
displays signals from digital alarm communicator transmitters (DACTSs) sent over the public switched
telephone network.

3.26 DIGITAL ALARM COMMUNICATOR SYSTEM (DACS) — A system in which signals are
transmitted from a digital alarm communicator transmitter (DACT), located remote from the supervising
station, through the public-switched telephone network to a digital alarm communicator receiver
(DACR).

3.27 DIGITAL ALARM COMMUNICATOR TRANSMITTER (DACT) — A system component to which
initiating devices or groups of devices are connected. The DACT seizes the connected telephone line,
dials a pre-selected number to connect to a DACR, and transmits signals indicating a status change.

3.28 DIGITAL ALARM RADIO RECEIVER (DARR) — A system component that receives and decodes
radio signals.

3.29 DIGITAL ALARM RADIO SYSTEM (DARS) — A system in which signals are transmitted from a
digital alarm radio transmitter (DART) located remote from the supervising station through a radio
channel to a digital alarm radio receiver (DARR).

3.30 DIGITAL ALARM RADIO TRANSMITTER (DART) — A system component to which initiating ‘/x@\\
devices or a group of devices are connected. i@?"\"
(\i\?\
3.31 DISPLAY — The visual representation of output data or status information, other than prmt&dfﬁt)py
(“\\

3.32 DISTINCTIVE SIGNALS - Signals obtained from different sounding appliances ugh as
horns, sirens, and buzzers) or from a single appliance (such as an electronic hornaiw re@c‘pﬂ inuous
signal is obtained under one condition and a pulsing signal under another. @} Y S (\\“

© NS SN
3.33 EMERGENCY VOICE/ALARM COMMUNICATIONS — Dedicat %nu@@?/a%toma}@f ilities for
originating and distributing voice instructions, as well as evacua{{@@s‘lg Igépértamm%tgﬁ% fire
emergency, to the occupants of a building.

@“’
3.34 END-OF-LINE DEVICE — A device mstalled@%e gg% chwc e purpose of monitoring

the circuit for fault conditions. {\‘ﬁ
/x\\Q [e]

/\\
3.35 EVACUATION — The Wlthdra%@%f occupants fro?%@%jmdmg
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3.36 EVACUATION SIGNAL - Distinctive signal intended to be recognized by the occupants as
requiring evacuation of the building.

3.37 EXTERNAL CIRCUITS - Circuits or wiring leaving the product.
3.38 FAULT — An open, ground, or short-circuit condition on any line extending from a product.

3.39 FIELD WIRING — Conductors to be installed by others to connect a product to source(s) of supply,
devices, other products, and loads.

3.40 FIRE COMMAND CENTER - The principal attended or unattended location where the status of
the detection, alarm communications, and control systems is displayed and from which the system can
be manually controlled.

3.41 FIREFIGHTER’'S SMOKE CONTROL STATION (FSCS) — A product that includes monitoring and
overriding control capability over smoke control systems and equipment for the use of the fire
department.

3.42 FIRE SAFETY FUNCTION - Building and fire control functions that are intended to increase the
level of life safety for occupants or to control the spread of the harmful effects of fire.

3.43 FIXED EQUIPMENT — Any equipment product that is intended to be permanently connected
electrically to the wiring system.

3.44 GATEWAY - A device that is used in the transmission of digital or analog data from the fire alarm
control unit to other building-systems control units, equipment, or networks, and/or from other building-
system control units to the fire alarm system.

3.45 GROUNDED CONDUCTOR - A conductor employed to connect the intentionally grounded circuit
of a wiring system to a grounding electrode.

3.46 GROUND FAULT - A circuit impedance to ground sufficient to result in the annunciation of a
trouble condition.

| 3.46 effective December 31, 2008

3.47 GROUNDING CONDUCTOR - A conductor employed to connect non-current-carrying parts of

equipment, raceways, and enclosure to a grounding electrode at the service which is, in turn, connectedr\i\

to earth ground or to some conducting body which serves in place of earth ground. @j Q\i\N

3.48 GUARD TOUR SUPERVISORY SERVICE SIGNAL — A supervisory signal momtormg@@ﬁ\

performance of guard patrols. F@( @<>

w

3.49 INITIATING DEVICE — A manually- or automatically-operated dewce t rmggo ded

operation of which results in a fire alarm or supervisory signal |nd|cat|0 ;—r the [ uni l@émples

of alarm-initiating devices are thermostats, manual boxes, smoke éi”ﬂow swite and

proof sensors. Examples of supervisory signal-initiating dewce at \/él |nd|c ars, sprinkler-

system valve-position signals, pressure supervisory tran%@&”s andg@er ten@gerature switches.

N ok‘

3.50 INITIATING DEVICE CIRCUIT — Circuit to gh aut&@g@ﬂc or TJnmatlng devices are

connected where the signal received does ng@?@entﬂ)@h@ ndmdu@zglce operated.

/\@f\ </\x\/ .

3.51 INSTALLATION LOCATIONS. G~ 3)
O )

3
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a) Damp — A location protected from sun, rain, and water, but may be subject to moisture.
Such locations may include basements, barns, cold-storage warehouses, greenhouses, indoor
swimming facilities, and the like. They may also include partially protected locations under
canopies, marquees, roofed open porches, and the like.

b) Dry — A location with a controlled ambient that is not subject to dampness or wetness.

c) Wet — A location subject to rain (or the spray of noncorrosive and nonflammable liquids) that
may become saturated with water or that is unprotected from the weather.

3.52 INTERCOM - Two-way voice-communication equipment intended for fire-emergency use.

3.53 KEYPAD — A means of manually controlling the product. Provided with a visual-indicating device
containing identified targets or indicator lamps, alphanumeric displays, or other equivalent means, in
which each indication provides status information about a circuit, condition, and/or location.

3.54 LEG FACILITY — That part of the communication channel that connects each protected building or
premises to the trunk facility.

3.55 LIFE SAFETY NETWORK — A combination system that carries other signals in addition to fire
alarm signals and is connected to a fire alarm system.

3.56 LONG-RANGE RADIO-FREQUENCY DEVICES — Any device that communicates between a
protected premises and a subsidiary station, supervising station, or another protected premises using a
private radio network.

3.57 MULTIPLEXING — A signaling method using wire path, cable carrier, radio, or combinations of
these facilities characterized by the simultaneous and/or sequential transmission and reception of
multiple signals in a communication channel including means for positively identifying each such signal.

3.58 NONCODED SIGNAL - Signal from a notification appliance that does not give information on the
location of the initiating device which is in the alarm condition.

3.59 NON-VOLATILE MEMORY - A storage device not alterable by the interruption of the power to the

memory; for example, ROM, FLASH, PROM, EPROM, and EEPROM. </\§\@4
3.60 NOTIFICATION APPLIANCE — Any audible, tactile, or visual signal or any combination thereof r@\@?"w
employed to indicate a fire, supervisory, or trouble condition. & <§®N
o O

3.61 NOTIFICATION APPLIANCE CIRCUIT — A circuit or path directly connected to a nouf@
appliance. @ O

o o i\,,ﬁ
3.62 NOTIFICATION ZONE — An area covered by notification appliances tha\?@@e actlv
simultaneously. @L > SN

(\® b2 ok

3.63 OFF-HOOK — To make connection with the public-switche Qt@ep@ng\n\etworkwcp?epanng to dial
a telephone number. SOl i

@@

3.64 ON-HOOK - To disconnect from the pubhc/@@ﬁche%;%@p one r@‘%@k
3.65 OPEN FAULT — A circuit mpedanqq?m&reasg‘@ﬁluent@ prevent normal operation.

3.66 OPERATOR — Ind|V|duaI(5f)ggponS|ble to accefg\s%nd operate the product and/or system.
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3.67 OPERATOR INTERFACE - Providing controls for manually operating the product/system.

3.68 PATH — Any conductor, optic fiber, radio carrier, or other means for transmitting information
between two or more units and/or locations.

3.69 POLARITY REVERSAL CIRCUIT — Direct-current circuit employed where an alarm condition
results in a polarity reversal on a communications or transmission line.

3.70 PORTABLE EQUIPMENT — A product that is easily carried or conveyed by hand. When intended
to be connected to a high-voltage circuit, the product is provided with a power supply cord for
connection to the supply circuit.

3.71 POSITIVE ALARM SEQUENCE - An automatic sequence that results in an alarm signal, even
when manually delayed for investigation, unless the system is reset.

3.72 POWER SUPPLY — A source of electrical operating power including the circuits and terminations
connecting it to the dependent product/system components.

3.73 PRERECORDED MESSAGE DEVICE — An automatically- or manually-actuated device intended
to translate a pre-recorded message stored on a tape or other medium into an electronic signal that
when amplified and introduced into speakers produces vocal or tonal information.

3.74 PRE-SIGNAL ALARM — An arrangement where the operation of an automatic detector or initial
operation of a manual station actuates only a selected indicating-device or devices for the purpose of
notifying key personnel who then have the option of initiating a general alarm.

3.75 PRIMARY BATTERY — Any battery which by design or construction is not intended to be
recharged.

3.76 PRIMARY OPERATOR INTERFACE - Intended to be the main means of interfacing the controls
for manually operating the product/system.

3.77 PRIVATE-RADIO FREQUENCY SYSTEM - A radio system under the control of the supervising
station or other company where only private access to the system is permitted.

3.78 PROTECTED PREMISES — The physical location protected by a fire alarm system. “i\»@ﬁ\\

3.79 RESET - A control function that attempts to return a system or device to its normal non- alarm<§®\

state. S*
@;\’\\“

3.80 RISK OF ELECTRIC SHOCK - A risk of electric shock is determined to exist WI%@@(& circ

unless that circuit meets one of the following criteria: iw

a) The circuit is supplied by an isolating source such that the r&@a@n? O@ﬁklrcwt@ﬁ&;
eak, or

potential available to the circuit is not more than 30 V AC rm@ C, or 42

x o/
b) The circuit is supplied by an isolating sourceﬁg at the{ié@rrent ailable through a 1500-
ohm resistor connected across any potentlal |%t cwc%@ncludm%ﬁg&ound) does not exceed

3.81 RISK OF FIRE — A risk of fire is deﬁ@ﬁ-ﬁmed @@)ﬂst Wltmp a CIrCUIt unless that circuit meets both
of the following criteria: O\J
R 29
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a) The circuit is supplied by a power source such that the maximum open-circuit voltage
potential available to the circuit is not more than 30 V AC or 42.4 V DC or peak and

b) The circuit in which the power available to the circuit is limited to a value less than 15 watts.

3.82 SATELLITE/SUBSIDIARY STATION — A normally unattended location capable of being manned,
but removed from the supervising station and linked to the supervising station by communication
channel(s). This location interconnects signal-receiving equipment or communications channel(s) from
protected buildings or premises to the supervising station.

3.83 SHORT-RANGE RADIO-FREQUENCY DEVICES — Any device that communicates with control/
receiving equipment by low-power radio signals in accordance with the Code of Federal Regulations
(CFR) 47, Part 15.

3.84 SIGNALING-LINE CIRCUIT — A circuit or path between any combination of circuit interfaces,
control units, or transmitters over which multiple-system input signals or output signals, or both, are
carried.

3.85 SIGNALING-LINE CIRCUIT INTERFACE — A system component that connects a signaling-line
circuit to any combination of initiating devices, initiating-device circuits, notification appliances,
notification appliance circuits, system control outputs, and other signaling-line circuits.

3.86 SOFTWARE - Programs, instructions, procedures, data, and the like that are executed by a
central processing unit of a product and which influences the functional performance of that product. For
the purpose of this standard, software is one of two types:

a) Executive Software — Control and supervisory program which manages the execution of all
other programs and directly or indirectly causes the required functions of the product to be
performed.

b) Site-Specific Software — Program that is separate from, but controlled by, the executive
software which allows inputs, outputs, and system configuration to be selectively defined to
meet the needs of a specific installation.

3.87 STANDBY POWER SOURCE - Provides power when the primary power source fails. /ﬁ\@

3.88 STATIONARY EQUIPMENT — Any product that is intended to be fastened in place or located in a r@\@? b
dedicated space, and is provided with a power-supply cord for connection to the supply circuit. ﬁ <§®N

3.89 STORAGE BATTERY — Any battery which, by design or construction, is intended to Qé)r’\%harged

g <P
3.90 SUPERVISING STATION — A facility that receives signals and at which pers@}& ar@lﬁw

attendance at all times to respond to these signals. @}

(\ \\\,V
g @{X

3.91 SUPERVISORY SIGNAL — A signal indicating the need of acti@cg@hL m@&‘gﬁbn Wlt
supervision of watchmen, sprinkler and other extinguishing sys@@df@g@%em o%/\‘gth the
maintenance features of other protective systems. S @ N

< @y

3.92 SUPPLEMENTARY — Refers to equment@@@pe ggg@ ) Not reo(g) y this standard.

&
3.93 SUPPLEMENTARY DEVICE - A dg@&é{\mte@@]‘ to be(ggmnected to a supplementary device

circuit. O
o® RN

oS
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3.94 SUPPLEMENTARY-DEVICE CIRCUIT — A circuit provided by a product for controlling a device,
the operation of which is supplementary to the primary initiating and indicating devices of the control
unit.

3.95 SWITCHED-TELEPHONE NETWORK — An assembly of communications facilities and central-
office equipment operated jointly by authorized service providers that provides the general public with
the ability to establish transmission channels via discrete dialing.

3.96 TONE GENERATOR - A device intended to generate an electronic signal that, when amplified
and introduced into speakers, produces a non-prerecorded, non-vocal, audible signal recognizable as
indicating an evacuation condition.

3.97 TRANSMISSION FAULT — Any condition which interrupts communication between protected
premises and the supervising station.

3.98 TRANSMISSION LINE — A circuit or path connecting transmitters to supervising stations or
subsidiary/satellite station(s) over which signals are carried.

3.99 TRANSMITTER — A system component that provides an interface between a protected premises
unit and the transmission channel.

3.100 TRANSPONDER — A multiplex alarm transmission system functional assembly located remote
from the supervising station.

3.101 TROUBLE SIGNAL - A visual or audible signal indicating a fault condition of any nature, such as
a circuit break or ground or other trouble condition occurring in the device or wiring associated with a
protective signaling system.

3.102 TRUNK FACILITY — That part of the communications channel that connects two or more leg
facilities to a central supervising or satellite station.

a) Primary Trunk Facility — That part of a communication channel that connects all leg facilities
to a central supervising or satellite station.

b) Secondary Trunk Facility — That part of a communication channel that connects two or more, fg\@
but not all, leg facilities to a primary trunk facility. @@&%ﬂ\& :
="
3.103 USER - An individual who operates or services the product. &5 <§®
(9
3.104 WIRE-TO-WIRE FAULT — A wire-to-wire (short circuit) fault is determined to be a re3§ ce of
0.1 ohm or less across the circuit. «®° /i<>
/\G i\/)
3.105 ZONE - A defined area within the protected premises. A zone deflne ‘area fr hich a
status indication can be received or an area in which a form of control ;@n’ e exe@@d @\\\
xh(@ @\ ' 063%)@ ’
Nﬂ{\ @L qe
- Q»‘\J’ oy >~ mﬂ

<] & ‘
S (OF @\@
/'f\€> - ‘»:A\,Q ke %
<69 < Q)

&S S
Y AP

v
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4 Information Required for Assessment
4.1 The following documentation may be required to determine compliance:
a) Schematic diagrams of all circuits.

b) Where the product uses software, evidence of software integrity as described in 54.3.1 —
54.3.4.

c) Marking to be applied to the product as required in Markings, Section 89.

d) Installation wiring diagram/instructions as required in Installation Wiring Diagram/Instructions,
Section 90.

e) Operating instructions as required in Operating Instructions, Section 91.
CONSTRUCTION
5 General

5.1 A product shall use materials that have been determined to comply with the requirements for the
particular use, as indicated by the performance requirements of this standard.

5.2 Metals, when required to meet the requirements of this standard, shall not be used in such
combination as to cause galvanic action that will increase the risk of fire, electric shock, injury to persons,
or impair the operation of a product associated with the safety of life and/or property protection.

5.3 Where breakage or deterioration of a part such as an enclosure, a frame, a guard, or the like can
result in a risk of injury to persons, the part shall be constructed to meet the demand or expected loading
conditions.

5.4 The requirement in 5.3 applies also to those positions of a part adjacent to a moving part identified
to involve a risk of injury to persons.

5.4 revised July 14, 2005
<©
5.5 Products intended to be installed in air-handling spaces shall comply with the requirements in the ;“\
Standard for Fire Test for Heat and Visible Smoke Release for Discrete Products and Their Accessorles@\
Installed in Air-Handling Spaces, UL 2043. \,S\

5.5 effective December 31, 2008 ﬁ\ 6(9 |
(o)‘\,\
2 <O
Q ©@O @{
& o™
4 20
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6 Enclosures

6.1 General

6.1.1 All electrical parts of a product shall be enclosed to provide protection of internal components and
prevent contact with uninsulated live parts.

6.2 Metallic material

6.2.1 An enclosure of metal shall have a minimum thickness as specified in Tables 6.1, 6.2, or 6.3, or

shall comply with the test requirements in Mechanical Strength Tests for Metal Enclosures and Guards,

Section 77.

Table 6.1
Cast-metal electrical enclosures

Minimum thickness

Cast metal other than die-
Die-cast metal, cast,

Use, or dimensions of area involved & inch (mm) inch (mm)
Area of 24 square inches (155 cm?2) or less and having no 1/16 1.6 1/8 3.2
dimension greater than 6 inches (152 mm)
Area greater than 24 square inches (155 cm?) or having 3/32 2.4 1/8 3.2
any dimension greater than 6 inches (152 mm)
At a threaded conduit hole 1/4 6.4 1/4 6.4
At an unthreaded conduit hole 1/8 3.2 1/8 3.2

area.

2 The area limitation for metal 1/16 inch (1.6 mm) thick may be obtained by the provision of reinforcing ribs subdividing a larger

Table 6.2
Minimum thickness of sheet metal for electrical enclosures of carbon or stainless steel

Full document details: UL 864 2007

Table 6.2 Continued on Next' Page

With supporting frame or equivalent
Without supporting frame 2 reinforcing 2 Minimum thickness 4
ithout supporting i ing inimu i A\@
Uncoated, Metal coated, < 0@/\\\
Maximum width, ® | Maximum length, ¢ [ Maximum width, ® | Maximum length, inches (mm) inches (mm) @\3@"\'
inches (cm) inches (cm) inches (cm) inches (cm) [MSG] [6SG] <§\S >
4.0 10.2 Not limited 6.25 15.9 Not limited 0.020 (0.51) 0.023\(%\ %@58)
4.75 12.1 5.75 14.6 6.75 17.1 8.25 21.0 [24] [24] @‘ -
6.0 15.2 Not limited 9.5 24.1 Not limited 0.026 (O 0 ozgifi(\) 74)
7.0 17.8 8.75 22.2 10.0 25.4 125 31.8 [22] /4[[2 ﬂ
S
8.0 20.3 Not limited 12.0 30.5 Not limited 063@ 081 0. 03%2(\%&0 .86)
9.0 229 11.5 29.2 13.0 33.0 16.0 406 ‘ é‘[ZO] N7
12,5 31.8 Not limited 19.5 49.5 Not nm\we@\ q;&\ (1. 079@ & %.045 (1.14)
14.0 35.6 18.0 45.7 21.0 53.3 ZQ@\K\JQ 63. 5 f18] ﬁ [18]
18.0 45.7 Not limited 27.0 68. 6 gl Not i tef? (1.35) 0.056 (1.42)
20.0 50.8 25.0 63.5 29.0 73. 7\N 36(@\@ 91. 4@ @ 16] [16]
22.0 55.9 Not limited sg%@@ 83.8 \z@\ Not limitedh 0.060  (1.52) | 0.063  (1.60)
25.0 63.5 31.0 78.7 350 88.9 43@\\@39109.2 [15] [15]
AN S
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Table 6.2 Continued
With supporting frame or equivalent
Without supporting frame 2 reinforcing 2 Minimum thickness
Uncoated, Metal coated,
Maximum width, ® | Maximum length, ¢ | Maximum width, P | Maximum length, inches (mm) inches (mm)
inches (cm) inches (cm) inches (cm) inches (cm) [MSG] [GSG]
25.0 63.5 Not limited 39.0 99.1 Not limited 0.067 (1.70) 0.070 (1.78)
29.0 73.7 36.0 91.4 41.0 104.1 51.0 129.5 [14] [14]
33.0 83.8 Not limited 51.0 129.5 Not limited 0.080 (2.03) 0.084 (2.13)
38.0 96.5 47.0 119.4 54.0 137.2 66.0 167.6 [13] [13]
42.0 106.7 Not limited 64.0 162.6 Not limited 0.093 (2.36) 0.097 (2.46)
47.0 1194 59.0 149.9 68.0 172.7 84.0 213.4 [12] [12]
52.0 132.1 Not limited 80.0 203.2 Not limited 0.108 (2.74) 0.111 (2.82)
60.0 152.4 74.0 188.0 84.0 2134 103.0 261.6 [11] [11]
63.0 160.0 Not limited 97.0 246.4 Not limited 0.123 (3.12) 0.126 (3.20)
73.0 185.4 90.0 228.6 103.0 261.6 127.0 322.6 [10] [10]

2 A supporting frame is a structure of angle or channel or a folded rigid section of sheet metal that is rigidly attached to and has
essentially the same outside dimensions as the enclosure surface and that has sufficient torsional rigidity to resist the bending
moments which may be applied via the enclosure surface when it is deflected. Construction that is considered to have
equivalent reinforcing may be accomplished by designs that will produce a structure that is as rigid as one built with a frame of
angles or channels. Construction considered to be without supporting frame includes:

1) A single sheet with single formed flanges (formed edges),

2) A single sheet which is corrugated or ribbed, and

3) An enclosure surface loosely attached to a frame, for example, with spring clips.
b The width is the smaller dimension of a rectangular sheet metal piece which is part of an enclosure. Adjacent surfaces of an
enclosure may have supports in common and be made of a single sheet.
¢ For panels which are not supported along one side, for example, side panels of boxes, the length of the unsupported side
shall be limited to the dimensions specified unless the side in question is provided with a flange at least 1/2 inch (12.7 mm)

wide.
Table 6.3
Minimum thickness of sheet metal for electrical enclosures of aluminum, copper, or brass ,
A\@
<>
With supporting frame or equivalent l&
Without supporting frame 2 reinforcing 2 ?g\’
SO
Maximum width, P Maximum length, © Maximum width, P Maximum length, Minimum thigk %\,\s\
inches (cm) inches (cm) inches (cm) inches (cm) nches A m?n) )
3.0 7.6 Not limited 7.0 17.8 Not limited @ { Q)
35 8.9 4.0 10.2 8.5 21.6 9.5 24.1 8023 iw 0.58
4.0 10.2 Not limited 10.0 254 Not lim é\d?ﬂ ﬁ
5.0 12.7 6.0 15.2 10.5 26.7 13.5 343% L%.ozg @@%.74
6.0 152 Not limited 14.0 35.6 x()@lot l Y O@)&
6.5 16.5 8.0 20.3 15.0 381 V18 gﬁ@ 7457 |“Uoloss 0.91
\S)
8.0 20.3 Not limited 19.0 483 \[) Not |Im|}@® ¢
ey P
9.5 24.1 115 29.2 21. 0/@ 07533 @] © 250172635 0.045 1.14
12.0 30.5 Not limited C@% . \7i1 1 . @Not limited
14.0 35.6 16.0 40.6 \,\\ “300 TV 762 - “37.0 94.0 0.058 1.47
S N
18.0 457 Not |im@@@ 42.0 @@7 Not limited
- —
Documents
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Table 6.3 Continued

With supporting frame or equivalent
Without supporting frame 2 reinforcing 2
Maximum width, P Maximum length, © Maximum width, © Maximum length, Minimum thickness,
inches (cm) inches (cm) inches (cm) inches (cm) nches (mm)
20.0 50.8 25.0 63.5 45.0 114.3 55.0 139.7 0.075 191
25.0 63.5 Not limited 60.0 152.4 Not limited
29.0 73.7 36.0 91.4 64.0 162.6 78.0 198.1 0.095 241
37.0 94.0 Not limited 87.0 221.0 Not limited
42.0 106.7 53.0 134.6 93.0 236.2 114.0 289.6 0.122 3.10
52.0 132.1 Not limited 123.0 312.4 Not limited
60.0 152.4 74.0 188.0 130.0 330.2 160.0 406.4 0.153 3.89

a A supporting frame is a structure of angle or channel or a folded rigid section of sheet metal which is rigidly attached to and
has essentially the same outside dimensions as the enclosure surface and which has sufficient torsional rigidity to resist the
bending moments which may be applied via the enclosure surface when it is deflected. Construction that is considered to have
equivalent reinforcing may be accomplished by designs that will produce a structure which is as rigid as one built with a frame
of angles or channels. Construction considered to be without supporting frame includes:

1) A single sheet with single formed flanges (formed edges),
2) A single sheet which is corrugated or ribbed, and
3) An enclosure surface loosely attached to a frame, for example, with spring clips.

b The width is the smaller dimension of a rectangular sheet metal piece which is part of an enclosure. Adjacent surfaces of an
enclosure may have supports in common and be made of a single sheet.

¢ For panels which are not supported along one side, for example, side panels of boxes, the length of the unsupported side
shall be limited to the dimensions specified unless the side in question is provided with a flange at least 1/2 inch (12.7 mm)
wide.

6.2.2 Where threads for the connection of conduit are tapped all the way through a hole in an enclosure
wall, or where a construction that is determined to be equivalent is used, there shall not be less than 3-1/2
nor more than 5 threads in the metal, and the construction shall be such that a standard conduit bushing
can be attached.

6.2.3 Where threads for the connection of conduit are tapped only part of the way through a hole in an
enclosure wall, there shall not be less than five full threads in the metal, and there shall be a smooth, ﬂ\@
rounded inlet hole for the conductors which shall afford protection to the conductors equivalent to that 4@ )
provided by a standard conduit bushing. )

6.2.4 At any point where conduit or metal-clad cable is to be attached to the enclosure, sheet met@ghall
be of such thickness or shall be so formed or reinforced that it will have stiffness at least <%alent to
that of an uncoated flat sheet of steel having a minimum thickness of 0.032 inch (0. 81@@1)) /i<>
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6.3 Polymeric materials

6.3.1 Polymeric materials used as an enclosure shall comply with the applicable portion of the Standard
for Polymeric Materials — Use in Electrical Equipment Evaluations, UL 746C, and also with the additional
requirements specified in this standard.

6.3.1 effective December 31, 2008

6.3.2 Polymeric material that is not used as an enclosure, but that is attached to or exposed on the
outside of a product such as a viewing window, shall have flammability characteristics as shown in Table
6.4.

Table 6.4
Flammability characteristics of polymeric material

Polymeric material area/dimensions Flammability rating

0.24 inches3(4 cm3) maximum and 2.4 inches (61 mm) None
maximum length
Greater than 0.24 inches3(4 cm3) and less than 2 square feet |HB, V-2, V-1, V-0, or 5V
(0.19 m?), 6 feet (1.83 m) maximum length
Greater than 2 square feet (0.19 m2) and less than 10 square | V-1, V-0, or 5V
feet (0.93 m?), 6 feet (1.83 m) maximum length
Greater than 10 square feet (0.93 m?), or longer than 6 feet Maximum flame spread rating of 200 as specified in the

(1.83 m) Standard for Test for Surface Burning Characteristics of
Building Materials, UL 723, or radiant panel as specified in the
Standard for Tests for Flammability of Plastic Materials for
Parts in Devices and Appliances, UL 94

6.3.3 Conductive coatings applied to nonmetallic surfaces such as the inside surface of an enclosure,
shall comply with the appropriate requirements in the Standard for Polymeric Materials — Use in Electrical
Equipment Evaluations, UL 746C, unless flaking or peeling of the coating cannot result in the reduction of
spacings or the bridging of live parts.

6.3.4 A polymeric enclosure intended for connection to a rigid metallic conduit system shall comply with
the requirements for polymeric enclosure rigid metallic conduit connections in the Standard for Enclosures
for Electrical Equipment, UL 50.

=
S
6.3.5 The continuity of a conduit system shall be provided by metal-to-metal contact and not rely on a @@/\;\@
polymeric material and shall comply with the requirements for polymeric enclosure bonding in %Q\@\@\»
Standard for Enclosures for Electrical Equipment, UL 50. @fg\ ’
o =
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6.4 Covers

6.4.1 An enclosure cover shall be hinged, sliding, pivoted or similarly attached to provide access to fuses
or any other over current-protective device, the intended protective functioning of which requires renewal
or resetting, or when it is necessary to open the cover in connection with the normal operation of the unit.

Exception: In lieu of providing a hinged, sliding, or pivoted cover, supervision of the enclosure cover by
means of a tamper feature is suitable when its operation results in either a trouble or alarm signal. This
applies only when the cover provides access to overcurrent devices such as fuses or circuit breakers or
other indicators that are not used on a continuing basis.

6.4.2 Normal operation referenced in 6.4.1 is determined to be operation of a switch for testing or for
silencing an audible signal appliance or operation of any other component of a unit which requires such
action in connection with its intended performance.

6.4.3 A hinged cover is not required when the only fuse(s) enclosed is intended to provide protection to
portions of internal circuits used on a separate printed-wiring board or circuit subassembly, to prevent
circuit damage resulting from a fault. The use of such a fuse(s) is suitable when the following (or other
wording that has been determined to be equivalent) is indicated as a marking on the outside of the cover:
"Circuit Fuse(s) Inside — Disconnect Power Prior To Servicing.”

6.4.4 Glass covering an observation opening shall be tempered and secured in place so that it cannot be
displaced and shall provide mechanical protection for the enclosed parts. The thickness of a glass cover
shall not be less than that indicated in Table 6.5.

Table 6.5
Thickness of glass covers
Maximum size of opening
Length or width, Area, Minimum thickness,
inches (mm) inches 2 (cm?) inch (mm)
4 102 16 103 1/16 1.6
12 305 144 929 1/8 3.2
over 12 over 305 over 144 over 929 see note a
21/8 inch (3.2 mm) or more, depending upon the size, shape, and mounting of the glass panel. <3
s
6.4.5 A glass panel for an opening having an area of more than 144 square inches (929 cm?), or hav<$\i\,
any dimension greater than 12 inches (305 mm), shall be supported by a continuous groove not Iegﬁ
3/16 inch (4.8 mm) deep along all four edges of the panel, or other means that have been de;
be an equivalent arrangement. (O)‘\\
® Y
6.4.6 A transparent material other than glass used for the cover of an observa@q op nig/shall not
introduce a risk of fire, distort, nor become less transparent at the temper%u@ Whug@b S intended to
be subjected under either normal or abnormal service conditions. See 6\ C‘ S @i\&
(50 ié\@ @ ke
Nﬂ{\&
@ ,\f
ﬂ?\g N } @/\?ﬂ) mﬂ
@@ﬁ (S o T
‘5}\)’3/ @?3}
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6.5 Battery compartments

6.5.1 A compartment for vented storage batteries shall have a total volume at least twice the volume
occupied by the batteries. Ventilating openings shall be provided and so located as to permit circulation
of air for dispersion of gas while the battery is being charged at the highest rate permitted by the means
incorporated in the control unit.

6.5.2 The interior of a storage battery compartment shall be protected so that it will be resistant to
detrimental action by the electrolyte.

6.6 Enclosure openings — general

6.6.1 An enclosure intended for recessed mounting and whose front panel is to be flush with the surface
of the wall shall have no openings that vent into concealed spaces of a building structure, such as into
hollow spaces in the wall, when the product is mounted as intended.

Exception: Products supplied solely from power-limited sources and controlling only power-limited loads.

6.6.2 The requirement in 6.6.1 does not apply to an opening for a mounting screw or nail or for a
manufacturing operation (such as paint drainage) when:

a) An opening for non-mounting purposes does not have a dimension greater than 17/64 inch
(6.75 mm) or an area greater than 0.055 square inch (35.5 mm?) and

b) An opening for mounting does not have a dimension greater than 0.75 inches (19.05 mm) or
an area greater than 0.7 inches? (430 mm?) and there are no more holes than are needed to
mount the product.

6.7 Enclosure top openings

6.7.1 An opening directly over an uninsulated live part involving a risk of fire, electric shock, or
electrical-energy/high-current levels, shall not exceed 0.20 inch (5.0 mm) in any dimension unless the
configuration is such that a vertically falling object cannot fall into the unit and contact an uninsulated live
part. See Figure 6.1 for examples of top-cover designs complying with the intent of the requirement.
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Figure 6.1
Cross-sections of top-cover designs
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6.8 Enclosure side openings
6.8.1 An opening in the side of the enclosure shall:
a) Not exceed 0.19 inch (4.8 mm) in any dimension;

b) Be provided with louvers shaped to deflect an external falling object outward (see Figure 6.2
for examples of louver designs complying with the requirement); or

c) Be located and sized so that objects which are present cannot drop into the unit and fall @;\x '
(with no horizontal velocity) onto uninsulated live parts involving a risk of fire, electric shock, %ﬁ\
electrical-energy/high-current levels, or parts involving injury to persons (see Figure 6. 3) (o\)
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Figure 6.2
Louvers
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Figure 6.3
Example of enclosure side opening
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6.8.2 When a portion of a side panel falls within the area traced out by the 5-degree angle in Figure 6.4,
that portion of the side panel shall be investigated as a bottom enclosure in accordance with 6.9.1 — 6.9.3.

6.9 Enclosure bottom openings

6.9.1 The bottom of an enclosure shall consist of a complete or partial bottom enclosure under a
component, groups of components, or assemblies, as shown in Figure 6.4, that complies with the
ventilation opening requirements in 6.9.2 and 6.9.3 unless a test demonstrates that the bottom enclosure
provided contains flames, glowing particles or similar burning debris when all combustible material in the
interior is ignited.

Exception: Openings without limitation on their size and number are permitted in areas that contain only
wires, cables, plugs, receptacles, and impedance- and thermally-protected motors.

6.9.2 Ventilation openings provided in the bottom of an enclosure under materials that are not rated V-1
or less flammable meet the intent of the requirements when the openings are constructed so that
materials do not fall directly from the interior of the unit. Other bottom-opening constructions that comply
with the intent of the requirements are those that incorporate a perforated metal plate as described in
Table 6.6, or a galvanized or stainless-steel screen having a 14 by 14 mesh per 1 inch (25.4 mm)
constructed of wire with a minimum diameter of 1/64 inch (0.4 mm). Other constructions are to be used
only when they comply with the Ignition Test Through Bottom-Panel Openings, Section 73.

Table 6.6
Perforated metal plates
Minimum spacing of holes center-to-
Minimum thickness, Maximum diameter of holes, center,
inch (mm) inch (mm) inch (mm)
0.026 0.66 0.045 1.14 0.67 1.70
[233 holes per [36 holes per cm?]
inch?]
0.026 0.66 0.047 1.19 0.093 2.36
0.032 0.81 0.075 1.91 0.125 3.18
72 hol inch?] | [11 hol 2 <
0.036 0.91 0.063 1.60 [ Ozslz:r e OZS7F;GT o /\%@'\&
' ' ' ' ’ ' S
0.036 0.91 0.078 1.98 0.125 3.18 \ﬁ\;@
(\ >
6.9.3 The bottom of the enclosure under areas containing only materials rated V-1 or less fla ;‘ng\b@‘shall
have openings no larger than 1/16 inch? (40 mm?). (O)‘\\
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Figure 6.4
Enclosure bottom

A — The entire component under which an enclosure (flat or dished with or without a lip or other raised edge) of noncombustible /\ﬂ\@
material is to be provided. The sketch is of an enclosed component with ventilation openings showing that the enclosure is required Ai\@f
NS

only for those openings through which flaming parts are to be emitted. When the component or assembly does not have its Ownf\i\;@\y .
noncombustible enclosure, the area to be protected is the entire area occupied by the component or assembly. ﬂf\ﬂﬁ,\‘\”
S

2\ 2 S@
B — Projection of the outline of the area of A that requires a bottom enclosure vertically downward onto the horizo@l%ﬂéne of the
lowest point on the outer edge D of the enclosure. o Q@o @{@
¢
C - Inclined line that traces out an area D on the horizontal plane of the enclosure. Moving arou o the p/eri(me@@the area B that
requires a bottom enclosure, this line projects at a 5 degree angle from the line extend@@, e'r't'icgll '(\ﬁ,‘évery poi Q: und the
perimeter of A and is oriented to trace out the largest area; except that the angle sh\ai@{@ ess tji@@gf\/dégree%{v&gn the enclosure
bottom contacts a vertical enclosure or side panel, or when the horizontal exteg@}; fth{e\fr&g}}s\ure B to(%%%éeds 6 inches (152
&)

INRY
mm). /\\@Q\N : i@\\ ‘ o
)) < Q 83
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D — Minimum outline of the enclosure, except that the extensi ﬂ\@fd D is adtrequired eed 6 inches (152 mm), flat or dished
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with or without a tip or other raised edge. The bottom s ither be flat-or formed @ny/manner when every point of area D is at
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7 Internal Materials

7.1 Polymeric materials used within an enclosure shall be evaluated in accordance with the Standard for
Polymeric Materials — Use in Electrical Equipment Evaluations, UL 746C.

Exception: Unrated resistors, capacitors, semiconductors, integrated circuit packages, optical isolators,
and similar electrical components meet the intent of the requirement when they are mounted on a material
with a minimum flammability rating of V-1.

7.2 All combustible material used within an enclosure shall be V-2, HF-2, or better.

Exception: Motors, relays, capacitors, semiconductors, transformers, switches, insulating tubing or tape,
and other electrical elements are exempt from the above requirement when they comply with the flame
test applicable to the component. Meter faces and cases (when determined capable for mounting live
parts) and indicator lamps or jewels, or both, are exempt from flammability requirements. The following
requirements apply to parts that are isolated either by at least 0.5 inch (12.5 mm) of air, or a solid barrier
of V-1 or less-flammable material from uninsulated electrical parts that involve a risk from electrical
energy-high current levels:

a) Gears, cams, belts, bearings, strain-relief bushings applied over PVC-jacketed cords, and
other small parts that contribute negligible fuel to a fire is not required to be investigated.

b) Tubing for air or fluid systems, and foamed plastics, shall not be more flammable than HB.
Foamed plastics classed HBF in accordance with the Standard for Tests for Flammability of
Plastic Materials for Parts in Devices and Appliances, UL 94, are determined as complying with
this requirement.

8 Accessibility of Uninsulated Live Parts, Film-Coated Wire, and Moving Parts

8.1 To reduce the risk of unintentional contact and electric shock from an uninsulated live part or
film-coated wire, and injury to persons from a moving part, an opening in an enclosure shall have a minor
dimension less than 1 inch (25.4 mm), and such a part or wire shall not be contacted by the probe
illustrated in Figure 8.1.
8.2 The probe illustrated in Figure 8.1 shall be applied to any depth that the opening will permit. The A@ﬂ
probe shall be rotated or angled before, during, and after insertion through the opening to any position that x@x '
is required in order to examine the enclosure. The probe illustrated in Figure 8.1 shall be applied in an g\
possible configuration and, when necessary, the configuration shall be changed after insertion throu(g;kk
opening.
>

8.3 The probe illustrated in Figure 8.1 shall be used as a measuring instrumento ev te the
accessibility provided by an opening, and not as an instrument to evaluate the st@é%ﬁ 0@6\%&U tterial. It
shall be applied with the minimum force required to determine accessibility. @} (\

SO >
8.4 During the examination of a product to determine whether it cor}égﬁ%s W{Hp\ﬁtﬁé requ gt in 8.1, a
part of the enclosure that is to be opened or removed by the 9 or it usin OJ@OI (to attach an
accessory, to make an operating adjustment, or for other <t@@@dns) sﬁé&e op ed or removed.
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Figure 8.1
Articulate probe with web stop
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9 Mechanical Assembly

9.1 All parts of a product shall be mounted in position and prevented from loosening or turning when such
motion may adversely affect the performance of the product, or may increase the risk of fire, electric
shock, and/or injury to persons incident to the operation of the product.

9.2 A switch, fuseholder, lampholder, attachment-plug receptacle, motor-attachment plug, or other similar
component shall be mounted securely and shall not turn.

Exception No. 1: When the turning of a switch is possible, all four of the following conditions shall be met:
a) The switch shall be of a plunger, slide, or other type that does not tend to rotate when
operated. A toggle switch is determined to be subject to forces that tend to turn the switch
during intended operation of the switch;

b) The means for mounting the switch makes it unlikely that operation of the switch loosens it;

c) The spacings are not reduced below the minimum required values when the switch rotates;
and

d) The intended operation of the switch is by mechanical means rather than by direct contact
by persons.

Exception No. 2: When rotation does not reduce spacings below the minimum required value, a
lampholder of the type in which the lamp cannot be replaced, such as a neon pilot or indicator light in
which the lamp is sealed in a nonremovable jewel, complies with the intent of the requirement.

9.3 Friction between surfaces shall not be used for securing the position of the parts specified in 9.2.
9.4 A rotating part that by loosening presents a risk of fire, electric shock, electrical-energy/high-current
levels, or injury to persons, shall be assembled so that the direction of rotation tends to tighten the means
that hold the rotating part in place.

Exception: A keyed part, a press fit, a part locked in place with a pin, or means that have been

determined to be equivalent, can be used to hold a rotating part in place. </\§\®
A
<L\
9.5 All subassemblies, modules, and printed-wiring boards shall be held in their intended place in the@\)@\*\'\
product by mechanical means. “i\<®\
9.5 effective December 31, 2008 A S |
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10 Protection Against Corrosion

10.1 Iron and steel parts shall be protected against corrosion by enameling, galvanizing, plating, or other
means that have been determined to be equivalent, when corrosion of unprotected parts results in a risk
of fire, electric shock, injury to persons, or impairment of operation of a product.

Exception No. 1: Surfaces of sheet-steel and cast-iron parts within an enclosure are not required to be
protected against corrosion when oxidation of the metal due to exposure to air and moisture is not likely
to weaken the parts to result in a condition of risk. The thickness of metal and temperature are also to be
evaluated.

Exception No. 2: Bearings, laminations, or minor parts or iron or steel, such as washers, screws, and
similar equipment, are not required to be protected against corrosion.

11 Branch-Circuit Connection
11.1 General

11.1.1 Control units and accessories shall be provided with a means for permanent connection to the
branch-circuit supply.

Exception: Video display terminals, other operator interface products, and printers installed within a
supervising station that may be repositioned for normal use or maintenance.

11.2 Permanently connected
11.2.1 General

11.2.1.1 A product intended for permanent connection to the branch-circuit supply shall have provision for
installing the supply conductors in rigid metallic conduit.

Exception: An enclosure without provisions for connection to rigid metallic conduit is acceptable when the
installation instructions specifically indicate which sections of the enclosure may be drilled for the

connection.
11.2.1.2 A knockout or other supply-connection opening located where temperatures in excess of 140°F x@x
(60°C) have been measured during the Component Temperature Test, Section 62, and not havin r@\
qualifying marking as specified in 89.1.8, shall be sealed by welding or the equivalent or be permaryg@%‘
marked adjacent to the opening with: "Do Not Use".
\ﬁ\
(o)‘\,
e® D
o (&
(\ > \(\\ﬂy \
é\@(gf @C 2 Q \\\L
@ O o b
YRS D
@QI Q%\\ 2 2
O g v @ﬂ
@\@) > @)\d g
K &~ ®
\ AW Al
/f(\@@ \A@({@ Oo
o @®
Documents

Document Sharing Hub

Full document details: UL 864 2007


http://www.avadocuments.com/doc/ul-864-2007
http://www.avadocuments.com/doc/ul-864-2007

SEPTEMBER 30, 2003 CONTROL UNITS AND ACCESSORIES FOR FIRE ALARM SYSTEMS - UL 864 37

11.2.2 Field-wiring compartment

11.2.2.1 The location of a terminal box or compartment, in which branch-circuit connections to a
permanently-wired product are to be made, shall be such that the connections can be readily inspected
without disturbing the wiring or the product after the product has been installed as intended.

11.2.2.2 A terminal compartment intended for connection of a supply raceway shall be attached to the
product so that it does not turn.

11.2.2.3 The field-wiring compartment area of a product shall be of sufficient size for completing all wiring
connections as specified by the installation wiring diagram.

11.2.2.4 Where damage to field-wiring insulation may be caused by internal components or sharp edges
in the wiring compartment, insulating or metal barriers having smooth, rounded edges shall be provided
or the following or equivalent wording marked in the wiring area: “CAUTION — When Making Installation,
Route Field Wiring Away From Sharp Projections, Corners, and Internal Components”.

11.2.2.5 The wiring terminals of a product intended for mounting in an outlet box shall be located or
protected so that, upon installation, the wiring in the outlet box is not forced against the terminals or other
sharp edges so as to damage the conductor insulation, and/or the terminals or stripped leads do not come
into contact with the walls of the outlet box.

11.2.3 Field-wiring terminals and leads

11.2.3.1 A permanently connected product shall be provided with wiring terminals or leads for the
connection of conductors having an ampacity not less than 125 percent of the current input of the product
when connected to a power-supply voltage in accordance with 30.1.1 — 30.1.5.

11.2.3.2 The free length of a lead inside a terminal box or compartment shall be 6 inches (150 mm) or
more, provided with strain relief, shall not be smaller than 18 AWG (0.82 mm?), and the insulation, when
of rubber or thermoplastic, shall not be less than 1/32 inch (0.8 mm) when the lead is intended for field
connection to an external circuit.

Exception: The lead shall be less than 6 inches (150 mm) long when it is evident that the use of a longer
lead results in a risk of fire or electric shock /g\C),/

11.2.3.3 A field-wiring terminal shall be kept from turning or shifting in position by means other than i\@\l}
friction between surfaces. This shall be accomplished by two screws or rivets, by square shouldqs@&‘\
mortises, by a dowel pin, lug or offset, by a connecting strap or clip fitted into an adjacent part, or @bme

other method determined to be the equivalent. u) ﬁ\

@(
11.2.3.4 A field-wiring terminal shall comply with the requirements in 12.4 fo@@? éu&ermmals
(general application) except a wire-binding screw shall not have a dlameter er th{g .8 (4.2 mm).
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11.2.4 ldentified terminals and leads

11.2.4.1 A permanently-connected product rated 125 or 125/250 V (3-wire) or less, and using a
lampholder of the Edison screw-shell type, or a single-pole switch or overcurrent protective device other
than an automatic control without a marked-off position, shall have one terminal or lead identified for the
connection of the grounded conductor of the supply circuit. This terminal or lead shall be electrically
connected to screw shells of lampholders and shall not be connected to switches or overcurrent protective
devices of the single-pole type other than automatic controls without a marked-off position.

11.2.4.2 A terminal intended for the connection of a grounded supply conductor shall be of or plated with
metal that is white in color and shall be distinguishable from the other terminals, or identification of that
terminal shall be shown in some other manner, such as on an attached wiring diagram.

11.2.4.3 A lead intended for the connection of a grounded power-supply conductor shall be finished white
or gray color and shall be distinguishable from the other leads.

11.2.5 Strain relief

11.2.5.1 A means of strain relief shall be provided for the field supply leads of a product to prevent any
mechanical stress from being transmitted to terminals and internal connections. Inward movement of the
leads provided with a ring-type strain relief or means determined to be the equivalent shall not damage
internal connections or components, or result in a reduction of electrical spacings.

11.2.5.2 Each lead used for field connections or an internal lead subjected to movement or handling
during installation and servicing shall be capable of withstanding for 1 minute a pull of 10 pounds (4.54
kg) without any evidence of damage or of transmitting the stress to internal connections.

11.3 Cord-connected product
11.3.1 Cords and plugs

11.3.1.1 A product shall be provided with a length of 5 — 15 feet (1.5 — 4.5 m) flexible cord and a grounded

attachment plug when intended for connection to a line voltage branch-circuit supply. See Tables 11.1 and

11.2.

A©

Exception No. 1: A length of flexible cord of Type S, or cord determined to be equivalent, not exceeding \/\\/{x\f@\x

25 feet (7.5 m). @\@“

A

Exception No. 2: The length of the power-supply cord on an appliance intended for a special/{ni\h@f/on,

such as dedicated equipment intended to be mounted near a receptacle may be less. @‘\’\\
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Exception No. 4: An attachment plug is not required to be polariz%@@%g@@@dg%ng @gt%r'\é? are no
accessible dead-metal parts likely to be energized and no singé%@@e ﬁc\@%@\é n pifm@?y%ircuits.
Except{'on No. 5: Double in§ulated t_aquipment shall n% @%m \} R?f@@ he Standard for Double
Insulation Systems for Use in Electrical Equme@@; 1<0\(§)@ ' ) \@)\ 2

\
N\ \
N ot
ST e
Qs

(:\\ S
oS N

3

Exception No. 3: A polarized attachment plug, rather than a grounded attachment it
has no accessible dead-metal parts likely to be energized. S ”§
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Table 11.1
Grounding, polarization, and double insulation (DI) scheme requirements

Product Attachment plug
Connected to branch circuit with accessible dead metal Grounding or insulation scheme of DI
Connected to branch circuit with no accessible dead metal Grounding, polarization, or insulation scheme of DI
Connected to branch circuit with no accessible dead metal and | Non-grounding, grounding, polarization, or insulation scheme
no single-pole devices in primary circuits of DI
Table 11.2
Power supply cords

Type of appliance Type of cord
Table-model products (for use on a table, desk, and the like) SV, SP-2, SP-3
that are not frequently moved
Products that are intended for use on desks, counters, or SV, SP-2
tables and are moved frequently
Hand-held products TSa, SVP
Floor-mounted products SJ, S
Wall-mounted products SV¢, SP-2¢, SP-3¢, SJ, S

a A tinsel cord shall be used when all of the following conditions are met:

1) The cord is no longer than 8 feet (2.4 m);

2) The cord is attached to the product directly or by means of a plug intended for that purpose;

3) The product rating is not higher than 50 W; and

4) The intended use of the appliance requires an extremely flexible cord.
b Type SV and similar cords shall be used when each conductor is made up of 36 AWG (0.01 mm?) strands.
¢ Type SV, SP-2, SP-3, and similar cords shall be used only when the cord is no longer than 5 feet (1.5 m).

11.3.1.2 The flexible cord shall have a voltage rating not less than the rated voltage of the product, and
shall have an ampacity that is not less than the current rating of the product.

11.3.1.3 The flexible cord on a cord-connected unit shall be as indicated in Table 11.2 or shall be of a
type at least as serviceable for the particular application. Table 11.3 specifies cord types determined to

be equivalent to those specified in Table 11.2. 4\@%
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Table 11.3
Equivalent cords

Basic cord type Equivalent types
TS TST
SP-2 SPE-2, SPT-2
SP-3 SPE-3, SPT-3
SV SVE, SVO, SVOO, SVT, SVTO, SVTOO
SJ SJE, SJO, SJOO, SJT, SJTO, SJTOO
S SE, SO, SO0, ST, STO, STOO

11.3.1.4 The current rating of the attachment plug shall not be less than 125 percent of the product
nameplate rating.

11.3.1.5 The voltage rating of the attachment plug shall correspond to the rated voltage of the product.
When a product is intended for use on two or more different values of voltage by field alteration of internal
connections, the attachment plug provided with the product shall be rated for the voltage for which the
product is wired when shipped from the factory.

11.3.1.6 The flexible cord shall be attached permanently to the product and means shall be provided to
physically secure the attachment plug or plug-in transformer to the power receptacle so as to prevent
accidental removal.

Exception: For monitors and other operator interface products, a detachable power-supply cord without
physical securing means is suitable.

11.3.2 Strain relief

11.3.2.1 A power-supply cord shall be provided with strain-relief means to keep tension on the cord from
being transmitted to terminals, splices, or wiring within the product. The strain-relief means provided shall
comply with the Strain-Relief Test, Section 82.

11.3.2.2 Means shall be provided so that the flexible cord cannot be pushed into the product through the
cord entry hole when such displacement results in damage to the cord or exposure of the cord to a
temperature higher than that for which the cord is rated or can reduce spacings, such as to a metal
strain-relief attachment, below the minimum required values.

\\\
11.3.2.3 A metal strain-relief clamp or band (without auxiliary protection) has been determmec@&
suitable with Type SJ, S, SJT, ST or similar jacketed cords. A metal strain-relief clamp or ba been

determined to be suitable with Type SV, SP-2, SPT-2, or SVT cords only when noncor}}gru iliary
mechanical protection is provided over the cord. KQU \ @ '
o Y.
11.3.2.4 A knot shall not be used to provide strain relief. x@ RN \
11.3.2.4 effective December 31, 2008 é\@ ”QL XL
3\@ @w&é

11.3.2.5 When tested in accordance with 82.1.1 — 82.1.3, th ﬂi%m -r I@Wﬁ?eans p(ro@)ld) d on the flexible
cord shall be capable of withstanding for one minute, a@ /of 3 mdsg@ kg) applied to the cord,
with no evidence of stress on the interior connechng &) e® @\/
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11.3.3 Bushings

11.3.3.1 At the point at which a supply cord passes through an opening in a wall, barrier, or the overall
enclosure, there shall be a bushing or a determined equivalent that shall be secured in place, and shall
have a smooth, well-rounded surface against which the cord tends to bear. When other than a jacketed
cord is used and the wall or barrier is of metal, an insulation bushing shall be provided.

11.3.3.2 When the cord hole is in porcelain, phenolic composition, or another rated nonconducting
material, a smooth, well-rounded surface is determined equivalent to a bushing.

11.3.3.3 Ceramic materials and some molded compositions are capable of being used for insulating
bushings.

11.3.3.4 Vulcanized fiber is not prohibited from being used when the bushing is not less than 3/64 inch
(2.2 mm) thick and is formed and secured in place so that it will not be affected adversely by conditions
of ordinary moisture.

11.3.3.5 A separate soft-rubber, neoprene, or polyvinyl chloride bushing shall only be used on a supply
cord where the cord enters the frame of a motor or the enclosure of a capacitor that is physically attached
to a motor when the bushing is:

a) Not less than 3/64 inch (1.2 mm) thick and

b) Located so that it will not be exposed to oil, grease, oil vapor, or other substances that tend
to have a deleterious effect on the compound used.

11.3.3.6 A bushing of any of the materials specified in 11.3.3.5 on a supply cord anywhere in a product
is acceptable when it is used in conjunction with a type of cord for which an insulating bushing is not
required. The edges of the hole in which such a bushing is used are required to be free from burrs, fins,
and other conditions that could damage the bushing.

11.3.3.7 At any point in a product, a bushing of the same material as, and molded integrally with, the
supply cord is capable of being used on a Type SP-2 or heavier cord, when the thinnest section is not
less than 1/16 inch (1.6 mm) thick at the point where the cord passes through the enclosure.

11.3.3.8 An insulated metal grommet to be used in place of an insulating bushing meets the intent of the 4@»
requirement, when the insulating material used is not thinner than 1/32 inch (0.8 mm) and completely fllls@\j@

the space between the grommet and the metal in which the grommet is mounted. &5 §\N
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12 Other Field-Wiring Connections
12.1 General

12.1.1 A product shall be provided with wiring terminals or leads for the connection of conductors of at
least the size required by the National Electrical Code, ANSI/NFPA 70, corresponding to the rating of the
circuit.

12.1.2 All field-wiring connections shall be contained in either an enclosed field wiring compartment
integral with the product or in a separate outlet box to which the product is to be mounted.

12.1.3 Duplicate terminals or leads, or an equivalent arrangement, shall be provided for circuits of
products intended to be connected to initiating-device circuits, notification appliance circuits, or
non-addressable signaling line circuits of a control unit; one for each incoming and one for each outgoing
wire. It is not prohibited that a common terminal be used in lieu of duplicate terminals when it is intended
to prevent the looping of an unbroken wire around or under a terminal screw in a manner that permits the
looped wire to remain unbroken during installation, thereby precluding supervision in the event the wire
becomes dislodged from under the terminal. A notched clamping plate under a single securing screw,
where separate conductors are intended to be inserted in each notch, is an equivalent arrangement.
When duplicate terminals or leads are not used and there is no provision to prevent looping an unbroken
wire around or under one terminal, the information in 90.11 shall be included in the installation wiring
diagram/instructions.

| 12.1.3 effective December 31, 2008
12.2 Field-wiring compartment

12.2.1 There shall be adequate space within a terminal or wiring compartment to permit the use of a
standard conduit bushing when a bushing is required for installation.

12.2.2 The field-wiring compartment area of a product to which connections are to be made is to be of
sufficient size for completing all wiring connections as specified by the installation wiring diagram.

12.2.3 Where it is possible for damage to field-wiring insulation to be caused by internal components or
sharp edges in the wiring compartment, insulating or metal barriers having smooth, rounded edges shall
be provided or the following (or wording determined to be the equivalent) marked in the wiring area:

~

~
/ﬂ\&\,ﬁ

"CAUTION — When Making Installation, Route Field Wiring Away From Sharp Projections, Corners And Ag\?f\\ '
Internal Components.” i@”’
S
\i\
12.2.4 The wiring terminals of a product intended for mounting in an outlet or junction type bo»&?@ﬁ be
located or protected so that, upon installation: (o)‘\\
ey <P
a) The wiring in the outlet box is not forced against the product, product’ i E)VJsharp
edges so as to damage the conductor insulation or product’s unprote@éﬁi corpp ts, and/or
/\(Q (Q\\’V Q \h
b) A product with exposed wiring terminals shall be held in @@I%enc{@@ﬁwounngg@@c tion inside
the box by mechanical means. Nﬂf\\ S N @ A% o™
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