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UL Standard for Safety for Electrostatic Air Cleaners, UL 867

Fifth Edition, Dated August 4, 2011

Summary of Topics

This revision to ANSI/UL 867 is being issued to incorporate the effective dates for the following
paragraphs originally published February 1, 2013 with effective dates to be determined:

Paragraphs 2.1.1 - 2.1.4, New Section 4A, 6.3.2.1, New Section 13A, 16.1 - 16.7, 18.1,
19, 19.2 - 19.7, New Section 19A, New Section 46A, New Section 46B, and Appendix A

Text that has been changed in any manner or impacted by UL’s electronic publishing system is marked
with a vertical line in the margin. Changes in requirements are marked with a vertical line in the margin
and are followed by an effective date note indicating the date of publication or the date on which the
changed requirement becomes effective.

The revisions are substantially in accordance with Proposal(s) on this subject dated April 13, 2012.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this Standard ″as is″ without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

Users of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold UL
harmless from and against any loss, expense, liability, damage, claim, or judgment (including reasonable
attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an electronic
Standard on the purchaser’s computer system.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a ″SUPERSEDED REQUIREMENTS″ notice.
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Future Effective Date References

July 15, 2014 Paragraphs 22.3, 49.4.1 and 49.4.2
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Fifth Edition
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This ANSI/UL Standard for Safety consists of the Fifth Edition including revisions
through February 22, 2013.

The most recent designation of ANSI/UL 867 as an American National Standard
(ANSI) occurred on February 1, 2013. ANSI approval for a standard does not
include the Cover Page, Transmittal Pages, Title Page, or effective date
information.

The Department of Defense (DoD) has adopted UL 867 on June 11, 1992. The
publication of revised pages or a new edition of this Standard will not invalidate
the DoD adoption.

Comments or proposals for revisions on any part of the Standard may be
submitted to UL at any time. Proposals should be submitted via a Proposal
Request in UL’s On-Line Collaborative Standards Development System (CSDS)
at http://csds.ul.com.

UL’s Standards for Safety are copyrighted by UL. Neither a printed nor electronic
copy of a Standard should be altered in any way. All of UL’s Standards and all
copyrights, ownerships, and rights regarding those Standards shall remain the
sole and exclusive property of UL.
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INTRODUCTION

1 Scope

1.1 These requirements cover electrostatic air cleaners rated at 600 volts or less, intended to remove
dust and other particles from the air and intended for use in accordance with the National Electrical Code,
ANSI/NFPA 70.

1.2 These requirements do not cover electrostatic air cleaners for use in hazardous locations or to clean
atmospheres defined as hazardous by the National Electrical Code, ANSI/NFPA 70.

1.3 These requirements do not cover air cleaners intended to remove particles other than dust and other
particles normally found in heating and ventilating systems.

1.4 Requirements for the installation of duct-type electrostatic air cleaners are included in the Standard
for the Installation of Air Conditioning and Ventilating Systems, NFPA 90A; and the Standard for the
Installation of Warm Air Heating and Air Conditioning Systems, NFPA 90B.

2 General

2.1 Components

2.1.1 Deleted effective February 22, 2013

2.1.2 Deleted effective February 22, 2013

2.1.3 Deleted effective February 22, 2013

2.1.4 Deleted effective February 22, 2013
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2.2 Units of measurement

2.2.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

2.3 Undated references

2.3.1 Any undated reference to a code or standard appearing in the requirements of this standard shall
be interpreted as referring to the latest edition of that code or standard.

3 Glossary

3.1 For the purposes of this standard the following definitions apply.

3.2 ACCESSIBLE PART – A part located so that it can be contacted by a person either directly or by
means of a probe as specified in Accessibility of Uninsulated Live Parts and Moving Parts, Section 7.

3.3 AIR CLEANERS – An air cleaner is defined as one of the following:

a) Duct type – A fixed or stationary type air cleaner intended for installation in and at adjoining
ducts of heating, air conditioning, and ventilating systems. The air cleaner is not provided with a
fan, and the duct may provide part or all of the overall enclosure.

b) Fixed type – A self-contained or duct type air cleaner intended to be permanently connected
electrically.

c) Portable type – A cord-and-plug-connected, self-contained type air cleaner that:

1) Can be easily moved from one place to another for use and

2) Has no provision for permanent mounting.

d) Self-contained type – A fixed, portable, or stationary type air cleaner that includes all parts
necessary for its intended operation, including active cell, fan, and the overall enclosure.

e) Stationary type – A cord-and plug-connected, self-contained or duct type air cleaner that is
constructed to be fastened in place or located in a dedicated space.

3.4 BASE MATERIAL – Basic filter media type (paper, glass fiber, HEPA, carbon) provided without
any coatings and/or infusions.

3.5 ELECTROSTATIC AIR CLEANER (AIR CLEANER) – A product intended to remove dust and other
particles from the air. The complete product consists of an assembly of a power pack, controls, ionizer-
collector cell, and other components.

3.6 EXPOSED PART – A part that is subjected to handling in normal use without removing parts such
as doors, covers, or other parts if removal requires the use of a tool.

3.7 HIGH-VOLTAGE CIRCUIT – A circuit involving a potential of more than 600 volts.

3.8 ISOLATED-LIMITED-ENERGY CIRCUIT – A circuit derived from an isolated-secondary winding of
a transformer having a maximum capacity of 100 volt-amperes and an open-circuit-secondary voltage
rating not exceeding 600 volts.
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3.9 LINE-VOLTAGE CIRCUIT – A circuit involving a potential of not more than 600 volts, and having
characteristics in excess of those of a low-voltage or an isolated-limited-energy circuit.

3.10 LOW-VOLTAGE CIRCUIT – A circuit involving a potential of not more than 30 volts rms and
supplied by a primary battery, a Class 2 transformer, or by a combination of a transformer and fixed
impedance that, as a unit, complies with all the performance requirements for a Class 2 transformer. A
circuit derived from a line-voltage circuit by the connection of resistance in series with the supply circuit
to limit the voltage and current is not considered to be a low-voltage or an isolated-secondary circuit.

3.11 MEDIA COMBINATION – Any possible set of pre-filters, main filters, and/or other filtration device
intended to be used with a specific appliance design.

3.12 PARTIALLY PROTECTED PART – A part that is exposed only during user servicing, with voltage
and current limitations as specified in Partially Protected Parts, Section 37.

3.13 POWER SUPPLY – A unit consisting of a high-voltage transformer and other electrical
component. The unit may also contain controls for the air cleaner.

3.14 STANDARD FILTER MEDIA – Pre-filters, main filters, and/or other filtration devices installed
within the air cleaning device when shipped.

3.15 USER SERVICING – The replacing, cleaning, or adjusting of filters or adjustment of controls and
the like intended to be done by the user.

CONSTRUCTION

4 General

4.1 The construction of a product shall be such that all of the following conditions are met:

a) Normal use and user servicing do not result in a risk of electric shock, fire, or injury to
persons.

b) The materials and component are used within their electrical, mechanical, and temperature
limits.

c) The assembly protects the components and wiring from being displaced or damaged.
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4A Components

4A.1 General

4A.1.1 A component of a product covered by this standard shall:

a) Comply with the requirements for that component as indicated in 4A.2 – 4A.10 or the
individual component section;

b) Be used in accordance with its rating(s) established for the intended conditions of use;

c) Be used within its established use limitations or conditions of acceptability; and

d) Additionally comply with the applicable requirements of this end product standard.

Note – Specific components are incomplete in construction features or restricted in performance
capabilities. Such components are intended for use only under limited conditions, such as certain
temperatures not exceeding specified limits, and shall be used only under those specific conditions.

Exception No. 1: A component of a product covered by this standard is not required to comply with a
specific component requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product; or

b) Is superseded by a requirement in this standard; or

c) Is separately investigated when forming part of another component, provided the component
is used within its established ratings and limitations.

Exception No. 2: A component complying with a component standard other than those cited in 4A.2 –
4A.10 or the individual component section is acceptable if:

a) The component also complies with the applicable component standard of 4A.2 – 4A.10 or
the individual component section; or

b) The component standard:

1) Is compatible with the ampacity and overcurrent protection requirements of the
National Electrical Code, ANSI/NFPA 70, where appropriate;

2) Considers long-term thermal properties of polymeric insulating materials in
accordance with the Standard for Polymeric Materials – Long Term Property
Evaluations, UL 746B; and

3) Any use limitations of the other component standard is identified and appropriately
accommodated in the end use application. For example, a component used in a
household application, but intended for industrial use and complying with the relevant
component standard may assume user expertise not common in household
applications.

4A.1.1 added February 22, 2013
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4A.1.2 A component that is also intended to perform other functions, such as over current protection,
ground-fault circuit-interruption, surge suppression, any other similar functions, or any combination
thereof, shall comply additionally with the requirements of the applicable UL standard(s) that cover
devices that provide those functions.

Exception: Where these other functions are not required for the application and not identified as part of
markings, instructions, or packaging for the appliance, the additional component standard(s) need not be
applied.

4A.1.2 added February 22, 2013

4A.1.3 A component not anticipated by the requirements of this standard, not specifically covered by the
component standards of 4A.2 – 4A.10 or individual component sections and that involves a potential risk
of electric shock, fire, or personal injury, shall be additionally investigated in accordance with the
applicable UL standard, and shall comply with 4A.1.1(b) – (d).

4A.1.3 added February 22, 2013

4A.1.4 With regard to a component being additionally investigated, reference to construction and
performance requirements in another UL end product standard is appropriate where that standard
anticipates normal and abnormal use conditions consistent with the application of this standard.

4A.1.4 added February 22, 2013

4A.2 Attachment plugs, receptacles, connectors and terminals

4A.2.1 Attachment plugs, receptacles, appliance couplers, appliance inlets (motor attachment plugs), and
appliance (flatiron) plugs, shall comply with the Standard for Attachment Plugs and Receptacles, UL 498.
See 4A.2.9.

Exception: Attachment plugs and appliance couplers integral to cord sets or power supply cords are
covered under the requirements of the Standard for Cord Sets and Power-Supply Cords, UL 817, and
need not comply with UL 498.

4A.2.1 added February 22, 2013

4A.2.2 Quick-connect terminals, both connectors and tabs, for use with one or two 22 – 10 AWG copper
conductors, having nominal widths of 3.5, 3.2, 4.8, 5.2, and 6.3 mm (0.110, 0.125, 0.187, 0.205, and 0.250
in), intended for internal wiring connections in appliances, or for the field termination of conductors to the
appliance, shall comply with the Standard for Electrical Quick-Connect Terminals, UL 310.

Exception: Other sizes of quick-connect terminals shall be investigated with respect to crimp pull out,
insertion-withdrawal, temperature rise, and all tests shall be conducted in accordance with UL 310.

4A.2.2 added February 22, 2013

4A.2.3 Single and multipole connectors for use in data, signal, control and power applications within and
between electrical equipment, and that are intended for factory connection and for factory assembly to
copper or copper alloy conductors, or for factory assembly to printed wiring boards, shall comply with the
Standard for Component Connectors for Data, Signal, Control and Power Applications, UL 1977. See
4A.2.9.

4A.2.3 added February 22, 2013
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4A.2.4 Wire connectors shall comply with the Standard for Wiring Connectors, UL 486A-486B.
4A.2.4 added February 22, 2013

4A.2.5 Splicing wire connectors shall comply with the Standard for Splicing Wire Connectors, UL 486C.
4A.2.5 added February 22, 2013

4A.2.6 Multi-pole splicing wire connectors that are intended to facilitate the connection of hard-wired
utilization equipment to the branch-circuit conductors of buildings or that are intended for consumer
connection within and between parts of electrical equipment, shall comply with the Standard for Multi-Pole
Splicing Wire Connectors, UL 2459. See 4A.2.9.

4A.2.6 added February 22, 2013

4A.2.7 Equipment wiring terminals for use with all alloys of copper, aluminum, or copper-clad aluminum
conductors, shall comply with the Standard for Equipment Wiring Terminals for Use with Aluminum and/or
Copper Conductors, UL 486E.

4A.2.7 added February 22, 2013

4A.2.8 Terminal blocks shall comply with the Standard for Terminal Blocks, UL 1059, and, if applicable,
be suitably rated for field wiring.

4A.2.8 added February 22, 2013

4A.2.9 Female devices (such as receptacles, appliance couplers, and connectors) that are intended, or
that may be used, to interrupt current in the end product, shall be suitably rated for current interruption of
the specific type of load, when evaluated with its mating plug or connector. For example, an appliance
coupler that can be used to interrupt the current of a motor load shall have a suitable horsepower rating
when tested with its mating plug.

4A.2.9 added February 22, 2013

4A.3 Boxes and raceways

4A.3.1 Electrical boxes and the associated bushings and fittings, and raceways, of the types specified in
Chapter 3 of the National Electrical Code, ANSI/NFPA 70 and that comply with the relevant UL standard
(such as the Standard for Metallic Outlet Boxes, UL 514A, Standard for Nonmetallic Outlet Boxes,
Flush-Device Boxes, and Covers, UL 514C, Standard for Cover Plates for Flush-Mounted Wiring Devices,
UL 514D) and 4A.1 are considered to fulfill the requirements of this Standard.

4A.3.1 added February 22, 2013
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4A.4 Cords, cables and internal wiring

4A.4.1 A cord set or power supply cord shall comply with the Standard for Cord Sets and Power Supply
Cords, UL 817.

4A.4.1 added February 22, 2013

4A.4.2 Flexible cords and cables shall comply with the Standard for Flexible Cords and Cables, UL 62.
Flexible cord and cables are considered to fulfill this requirement when preassembled in a cord set or
power supply cord complying with the Standard for Cord Sets and Power Supply Cords, UL 817.

4A.4.2 added February 22, 2013

4A.4.3 Internal wiring composed of insulated conductors shall comply with the Standard for Appliance
Wiring Material, UL 758.

Exception No. 1: Insulated conductors need not comply with UL 758 if they comply with one of the
following:

a) Standard for Thermoset-Insulated Wires and Cables, UL 44;

b) Standard for Thermoplastic-Insulated Wires and Cables, UL 83;

c) Standard for Fixture Wire, UL 66; or

d) The appropriate UL standard(s) for other insulated conductor types specified in Chapter 3
(Wiring Methods and Materials) of the National Electrical Code, ANSI/NFPA 70.

Exception No. 2: Insulated conductors for specialty applications (e.g. data processing or communications)
and located in a low-voltage circuit not involving the risk of fire or personal injury need not comply with UL
758.

4A.4.3 added February 22, 2013

4A.5 Cord reels

4A.5.1 A cord reel shall comply with the special-use cord reel requirements of the Standard for Cord
Reels, UL 355.

4A.5.1 added February 22, 2013
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4A.6 Ground-fault, arc-fault and leakage current detectors/interrupters

4A.6.1 Ground-fault circuit-interrupters (GFCI) for protection against electrical shock shall comply with the
Standard for Ground-Fault Circuit-Interrupters, UL 943. The following statement, or equivalent, shall be
included as a marking near the GFCI, or as an instruction in the manual: “ Press the TEST button (then
RESET button) every month to assure proper operation.”

4A.6.1 added February 22, 2013

4A.6.2 Appliance-leakage-current interrupters (ALCI) for protection against electrical shock shall comply
with the Standard for Appliance-Leakage-Current Interrupters, UL 943B.

Note – An ALCI is not considered an acceptable substitute for a GFCI when NFPA 70 requires a GFCI.
4A.6.2 added February 22, 2013

4A.6.3 Equipment ground-fault protective devices shall comply with the Standard for Ground-Fault
Sensing and Relaying Equipment, UL 1053, and the applicable requirements of the Standard for
Ground-Fault Circuit-Interrupters, UL 943.

4A.6.3 added February 22, 2013

4A.6.4 Arc-fault circuit-interrupters (AFCI) shall comply with the Standard for Arc-Fault
Circuit-Interrupters, UL 1699.

4A.6.4 added February 22, 2013

4A.6.5 Leakage-current detector-interrupters (LCDI) and any shielded cord between the LCDI and
appliance shall comply with the Standard for Arc-Fault Circuit-Interrupters, UL 1699.

4A.6.5 added February 22, 2013

4A.7 Light sources and associated components

4A.7.1 Lampholders and indicating lamps shall comply with the Standard for Lampholders, UL 496.

Exception: Lampholders forming part of a luminaire that complies with an appropriate UL luminaire
standard are considered to fulfill this requirement.

4A.7.1 added February 22, 2013

4A.7.2 Lighting ballasts shall comply with the:

a) Standard for Fluorescent-Lamp Ballasts, UL 935; or

b) Standard for High-Intensity Discharge Lamp Ballasts, UL 1029.

Exception No. 1: Ballasts forming part of a luminaire that complies with an appropriate UL luminaire
standard are considered to fulfill this requirement.

Exception No. 2: Ballasts for other light sources shall comply with the appropriate UL standard(s).
4A.7.2 added February 22, 2013
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4A.7.3 Light emitting diode (LED) light sources shall comply with the Standard for Light Emitting Diode
(LED) Light Sources For Use In Lighting Products, UL 8750.

Exception No. 1: LED light sources forming part of a luminaire that complies with an appropriate UL
luminaire standard are considered to fulfill this requirement.

Exception No. 2: Individual LED light sources mounted on printed wiring boards and intended for
indicating purposes need not comply with UL 8750, but shall comply with the applicable requirements of
this end product standard.

4A.7.3 added February 22, 2013

4A.8 Overcurrent protection

4A.8.1 Fuses shall comply with the Standard for Low-Voltage Fuses – Part 1: General Requirements, UL
248-1; and the applicable UL 248 Part 2 (e.g. UL 248-5). Defined use fuses that comply with UL 248-1
and another appropriate UL standard for the fuse are considered to fulfill this requirement.

4A.8.1 added February 22, 2013

4A.8.2 Circuit breakers shall comply with the Standard for Molded-Case Circuit Breakers, Molded-Case
Switches and Circuit-Breaker Enclosures, UL 489.

Exception: Circuit breakers used in telecommunications circuitry that comply with the Standard for Circuit
Breakers For Use in Communications Equipment, UL 489A, need not comply with UL 489.

4A.8.2 added February 22, 2013

4A.8.3 Circuit breakers having integral ground fault circuit interrupter capability for protection against
electrical shock shall additionally comply with the Standard for Ground-Fault Circuit-Interrupters, UL 943.

4A.8.3 added February 22, 2013

4A.8.4 Supplementary protectors shall comply with the Standard for Supplementary Protectors for Use in
Electrical Equipment, UL 1077.

4A.8.4 added February 22, 2013

4A.8.5 Fusing resistors shall comply with the Standard for Fusing Resistors and Temperature-Limited
Resistors for Radio- and Television-Type Appliances, UL 1412.

4A.8.5 added February 22, 2013
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4A.9 Power supplies

4A.9.1 A Class 2 power supply shall comply with one of the following:

a) Standard for Class 2 Power Units, UL 1310; or

b) Standard for Information Technology Equipment, Part 1: General Requirements, UL 60950-1,
with an output marked ″Class 2″, or that complies with the limited power source (LPS)
requirements and is marked ″LPS″.

4A.9.1 added February 22, 2013

4A.10 Supplemental insulation, insulating bushings and assembly aids

4A.10.1 The requirements for supplemental insulation (e.g. tape, sleeving or tubing) are not specified
unless the insulation or device is required to fulfill a requirement of this standard. In such cases:

a) Insulating tape shall comply with the Standard for Polyvinyl Chloride, Polyethylene, and
Rubber Insulating Tape, UL 510;

b) Sleeving shall comply with the Standard for Coated Electrical Sleeving, UL 1441;

c) Tubing shall comply with the Standard for Extruded Insulating Tubing, UL 224.
4A.10.1 added February 22, 2013

4A.10.2 Insulating bushings that comply with Section 4A.1 of this end-product standard, and the Standard
for Insulating Bushings, UL 635, are considered to fulfill the requirements of this Standard. Tests specified
in this Standard (e.g. Strain Relief Test) may still need to be performed to confirm the combination of the
insulating bushing and the supporting part are suitable.

4A.10.2 added February 22, 2013

4A.11 Transformers

4A.11.1 General-purpose transformers shall comply with the Standard for Low Voltage Transformers:
General Requirements, UL 5085-1; and the Standard for Low Voltage Transformers: General Purpose
Transformers, UL 5085-2.

Exception No. 1: A transformer that is completely enclosed within the end product enclosure, and that
meets the applicable construction and performance requirements of this end product standard when
tested in conjunction with the end product, meets the intent of this requirement.

Exception No. 2: A transformer that complies with the Standard for Transformers and Motor Transformers
for Use in Audio-, Radio-, and Television-Type Appliances, UL 1411, and that is used in a circuit involving
an audio or video component, meets the intent of this requirement.

4A.11.1 added February 22, 2013

4A.11.2 Class 2 and Class 3 transformers shall comply with the Standard for Low Voltage Transformers:
General Requirements, UL 5085-1; and the Standard for Low Voltage Transformers: Class 2 and Class 3
Transformers, UL 5085-3.
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Exception: Transformers located in a low voltage circuit, and that do not involve a risk of fire or personal
injury, need not comply with this requirement.

4A.11.2 added February 22, 2013
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5 Accessories

5.1 An appliance having provision for the use of an electrical accessory intended to be attached in the
field shall comply with the requirements in this standard, with or without the accessory installed.

5.2 Installation of an accessory by the user shall be by means of a locking type receptacle and plug-in
connector.

5.3 When an accessory is to be installed by the user, the appliance shall comply with the requirements
in Section 7, Accessibility of Uninsulated Live Parts and Moving Parts, during and after the installation of
the accessory.

5.4 The installation of an accessory by service personnel shall be by means of receptacles, plug-in
connectors, insulated wire connectors, or by connection to existing wiring terminals.

5.5 With reference to 5.4, an installation shall not require the cutting of wiring or the soldering of
connections by the installer. Installations shall not require cutting, drilling, or welding in electrical
enclosures and in other areas where such operations may damage electrical components and wiring
within the enclosure.

5.6 A means for strain relief shall be provided and comply with the strain relief test in Section 38, Strain
Relief Test, at a force of 20 pounds (89 N), for the wiring in the accessory if there is a possibility of
transmitting stress to the terminal connections during installation.

5.7 All terminals and wiring intended to be field connected shall be identified on the accessory, on the
appliance if connections are made between the accessory and the appliance, and on the wiring diagram.

5.8 The intended installation of the accessory shall be indicated in the installation instructions included
on or with the accessory. See 59.8.

5.9 As part of the investigation, an accessory is to be trial installed to determine that the installation is
feasible, the instructions are detailed and correct, and the use of the accessory does not introduce a risk
of electric shock, fire, or injury to persons.

5.10 An electrical accessory intended for field installation shall be marked in accordance with 57.9.
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6 Frame and Enclosure

6.1 General

6.1.1 Electrical parts shall be provided with an enclosure.

6.1.2 Other than as noted in 6.1.3, an air-inlet or an air-outlet opening of a duct-type product may be
considered enclosed by the adjacent duct work if an insulated or an uninsulated live part accessible
without the duct work installed is at an energy level equal to or below that of a partially-protected part as
specified in Partially Protected Parts, Section 37.

6.1.3 An air-inlet or an air-outlet opening not always intended to be attached to duct work is not
considered to be enclosed.

6.1.4 The enclosure and parts of the enclosure such as doors, covers, and the like, shall be provided with
means for securing them in place.

6.1.5 An enclosure or enclosure part shall be formed and assembled so that it will have the strength and
rigidity necessary to resist the abuses to which it is likely to be subjected, without increasing its risk of fire,
electric shock, or injury to persons due to total or partial collapse with resulting reduction of spacings,
loosening or displacement of parts, or other serious defects.

6.1.6 A cast-metal or die-cast metal enclosure shall be investigated to determine that it is equivalent to
sheet metal.

6.1.7 A nonmetallic enclosure shall be evaluated in accordance with the Standard for Polymeric Materials
– Use In Electrical Equipment Evaluations, UL 746C.

6.1.8 Among the factors taken into consideration when evaluating the acceptability of a nonmetallic
enclosure are:

a) The mechanical strength,

b) Resistance to impact,

c) Moisture-absorptive properties,

d) Combustibility, and

e) Resistance to distortion at temperatures to which the material may be subjected under
conditions of normal or abnormal usage.

6.1.9 Glass covering an observation opening shall be secured in place so that it cannot be readily
displaced in service, and shall provide mechanical protection for the enclosed parts.

6.1.10 Glass for an opening not more than 4 inches (102 mm) in any dimension shall not be less than
0.055 inch (1.40 mm) thick. Glass for a larger opening, but not more than 144 square inches (929 cm2)
in area and having no dimensions greater than 12 inches (305 mm), shall not be less than 0.115 inch
(2.92 mm) thick.

AUGUST 4, 2011ELECTROSTATIC AIR CLEANERS - UL 86710

Copyright UL 
Provided by IHS under license with UL Licensee=North Carolina State Univ/5618801100 

Not for Resale, 07/06/2013 20:05:39 MDTNo reproduction or networking permitted without license from IHS

--`,,`,``````,`,`````,,`,``,,`-`-`,,`,,`,`,,`---

Full document details: UL 867 2013

http://www.avadocuments.com/doc/ul-867-2013
http://www.avadocuments.com/doc/ul-867-2013


UL COPYRIGHTED MATERIAL –
NOT AUTHORIZED FOR FURTHER REPRODUCTION OR

DISTRIBUTION WITHOUT PERMISSION FROM UL

6.1.11 Glass used to cover an opening larger than 144 square inches (929 cm2) shall be investigated to
determine that it has the necessary mechanical strength and is otherwise suitable for the purpose.

6.2 High-voltage power supply

6.2.1 A high-voltage power supply shall be housed within its own enclosure or within a separate
compartment of the main enclosure of the product or comply with the requirements specified in 49.4.1 –
49.5.1.

6.2.2 A power-supply enclosure shall be:

a) Uncoated sheet steel not less than 0.026 inch (0.66 mm) thick;

b) Zinc-coated sheet steel not less than 0.029 inch (0.74 mm) thick;

c) Copper, brass, or aluminum not less than 0.036 inch (0.91 mm) thick; or

d) A polymeric material complying with the applicable requirements in the Standard for
Polymeric Materials – Use in Electrical Equipment Evaluations, UL 746C.

6.3 Stationary or fixed products

6.3.1 Other than as noted in 6.3.2, the thickness of a sheet-metal enclosure of a control panel, a duct
door, or a similar component shall be as specified in Tables 6.1 and 6.2.

Exception: Table 6.3 may be used for products that are only intended for ceiling mounting.

Table 6.1
Minimum thickness of carbon steel or stainless steel enclosures

Without supporting frame a With supporting frame or equivalent
reinforcing a

Minimum thickness
for uncoated,

Minimum thickness
for coated,

Maximum width, b Maximum length, c Maximum width, b Maximum length,

inches (cm) inches (cm) inches (cm) inches (cm) inch (mm) inch (mm)

4.0 10.2 Not limited 6.25 15.9 Not limited 0.020d 0.51 0.023d 0.58

4.75 12.1 5.75 14.6 6.75 17.1 8.25 21.0

6.0 15.2 Not limited 9.5 24.1 Not limited 0.026d 0.66 0.029d 0.74

7.0 17.8 8.75 22.2 10.0 25.4 12.5 31.8

8.0 20.3 Not limited 12.0 30.5 Not limited 0.032 0.81 0.034 0.86

9.0 22.9 11.5 29.2 13.0 33.0 16.0 40.6

12.5 31.8 Not limited 19.5 49.5 Not limited 0.042 1.07 0.045 1.14

14.0 35.6 18.0 45.7 21.0 53.3 25.0 63.5

18.0 45.7 Not limited 27.0 68.6 Not limited 0.053 1.35 0.056 1.42

20.0 50.8 25.0 63.5 29.0 73.7 36.0 91.4

22.0 55.9 Not limited 33.0 83.8 Not limited 0.060 1.52 0.063 1.60

25.0 63.5 31.0 78.7 35.0 88.9 43.0 109.2

25.0 63.5 Not limited 39.0 99.1 Not limited 0.067 1.70 0.070 1.78

29.0 73.7 36.0 91.4 41.0 104.1 51.0 129.5

33.0 83.8 Not limited 51.0 129.5 Not limited 0.080 2.03 0.084 2.13

38.0 96.5 47.0 119.4 54.0 137.2 66.0 167.6

42.0 106.7 Not limited 64.0 162.6 Not limited 0.093 2.36 0.097 2.46
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Table 6.1 Continued

Without supporting frame a With supporting frame or equivalent
reinforcing a

Minimum thickness
for uncoated,

Minimum thickness
for coated,

Maximum width, b Maximum length, c Maximum width, b Maximum length,

inches (cm) inches (cm) inches (cm) inches (cm) inch (mm) inch (mm)

47.0 119.4 59.0 149.9 68.0 172.7 84.0 213.4

52.0 132.1 Not limited 80.0 203.2 Not limited 0.108 2.74 0.111 2.82

60.0 152.4 74.0 188.0 84.0 213.4 103.0 261.6

63.0 160.0 Not limited 97.0 246.4 Not limited 0.123 3.12 0.126 3.20

73.0 185.4 90.0 228.6 103.0 261.6 127.0 322.6

a See 6.3.4 and 6.3.5.
b The width is the smaller dimension of a rectangular sheet metal piece which is part of an enclosure. Adjacent surfaces of an
enclosure may have supports in common and be made of a single sheet.
c For panels which are not supported along one side, for example, side panels of boxes, the length of the unsupported side shall
be limited to the dimensions specified unless the side in question is provided with a flange at least 1/2 inch (12.7 mm) wide.
d Sheet metal for an enclosure intended for outdoor use – rainproof – shall not be less than 0.034 inch (0.86 mm) thick if zinc-
coated and not less than 0.032 inch (0.81 mm) thick if uncoated.

Table 6.2
Thickness of sheet metal for enclosures of aluminum, copper, or brass

Without supporting frame a With supporting frame or equivalent reinforcing a Minimum thickness,

Maximum width, b Maximum length, c Maximum width, b Maximum length,

inches (cm) inches (cm) inches (cm) inches (cm) inch (mm)

3.0 7.6 Not limited 7.0 17.8 Not limited

3.5 8.9 4.0 10.2 8.5 21.6 9.5 24.1 0.023d 0.58

4.0 10.2 Not limited 10.0 25.4 Not limited

5.0 12.7 6.0 15.2 10.5 26.7 13.5 34.3 0.029 0.74

6.0 15.2 Not limited 14.0 35.6 Not limited

6.5 16.5 8.0 20.3 15.0 38.1 18.0 45.7 0.036 0.91

8.0 20.3 Not limited 19.0 48.3 Not limited

9.5 24.1 11.5 29.2 21.0 53.3 25.0 63.5 0.045 1.14

12.0 30.5 Not limited 28.0 71.1 Not limited

14.0 35.6 16.0 40.6 30.0 76.2 37.0 94.0 0.058 1.47

18.0 45.7 Not limited 42.0 106.7 Not limited

20.0 50.8 25.0 63.4 45.0 114.3 55.0 139.7 0.075 1.91

25.0 63.5 Not limited 60.0 152.4 Not limited

29.0 73.7 36.0 91.4 64.0 162.6 78.0 198.1 0.095 2.41

37.0 94.0 Not limited 87.0 221.0 Not limited

42.0 106.7 53.0 134.6 93.0 236.2 114.0 289.6 0.122 3.10

52.0 132.1 Not limited 123.0 312.4 Not limited

60.0 152.4 74.0 188.0 130.0 330.2 160.0 406.4 0.153 3.89

a See 6.3.4 and 6.3.5.
b The width is the smaller dimension of a rectangular sheet metal piece which is part of an enclosure. Adjacent surfaces of an
enclosure may have supports in common and be made of a single sheet.
c For panels which are not supported along one side, for example, side panels of boxes, the length of the unsupported side shall
be limited to the dimensions specified unless the side in question is provided with a flange at least 1/2 inch (12.7 mm) wide.
d Sheet copper, brass, or aluminum for an enclosure intended for outdoor use – rainproof – shall not be less than 0.029 inch
(0.74 mm) thick.
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Table 6.3
Thickness of sheet metal for an enclosure of a ceiling-mounted product or an ionizer-collector

frame assembly

Maximum
dimension,

Maximum area
of any surface,

Minimum thickness,

Steel Copper, brass, or aluminum

Without supporting frame With supporting frame or
equivalent reinforcing

Without
supporting

frame,

With
supporting

frame or
equivalent
reinforcing,

Zinc coated, Uncoated, Zinc coated, Uncoated,

inches (mm) feet 2 (m2 ) inch (mm) inch (mm) inch (mm) inch (mm) inch (mm) inch (mm)

60 1.5 10.42 0.97 0.034 0.86 0.032 0.81 0.029 0.74 0.026 0.66 0.045 0.66 0.036 0.91

Over

90 2.3 10.42 0.97 0.045 1.14 0.034 1.14 0.034 0.86 0.032 0.81 0.058 0.81 0.045 1.14

Greater than Over

90 2.3 10.42 0.97 0.056 1.42 0.053 1.35 0.045 1.14 0.042 1.07 0.075 1.07 0.058 1.47

6.3.2 A sheet-metal wall to which a wiring system is to be connected in the field shall have a thickness
of not less than:

a) 0.032 inch (0.81 mm) if uncoated steel,

b) 0.034 inch (0.86 mm) if galvanized steel, or

c) 0.045 inch (1.14 mm) if nonferrous.

6.3.2.1 Metallized or painted polymeric parts or enclosures shall comply with the applicable requirements
of the Standard for Polymeric Materials – Use in Electrical Equipment Evaluations, UL 746C. This
requirement is not applicable to exterior surfaces of polymeric enclosure materials or parts provided that
the metallized coating or paint does not offer a continuous path for an internal flame to propagate
externally.

6.3.2.1 added February 22, 2013

6.3.3 Tables 6.1 and 6.2 are based on a uniform deflection of the enclosure surface for any given load
concentrated at the center of the surface regardless of metal thickness.

6.3.4 With reference to Tables 6.1 – 6.3, a supporting frame is an angled structure, or channel, or a folded
rigid section of sheet metal that is:

a) Rigidly attached to the enclosure surface,

b) Has essentially the same outside dimensions as the enclosure surface, and

c) Has sufficient torsional rigidity to resist the bending moments that may be applied by the
enclosure surface if it is deflected.
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6.3.5 Equivalent reinforcing may be accomplished by constructions that will produce a structure as rigid
as one that is built with a frame of angles or channels. Construction types without a supporting frame
include:

a) A single sheet with single formed flanges – formed edges;

b) A single sheet that is corrugated or ribbed; or

c) An enclosure surface loosely attached to a frame, for example, with spring clips.

6.3.6 The thickness of a sheet-steel enclosure of an ionizer-collector frame assembly shall be as
specified in 6.3.2 and Table 6.3.

6.3.7 A duct-mounted product shall be provided with flanges that are acceptable for connection to a duct
system on the air-inlet and air-outlet sides.

Exception: In place of flanges, holes may be provided in the sides of the ionizer-collector frame assembly
for the attachment of flanges or equivalent means to mount the product to the duct system.

6.4 Portable products

6.4.1 A sheet-metal enclosure shall be evaluated with respect to its size, shape, thickness of metal, and
its suitability for the application, considering the intended use of the complete air cleaner. The thickness
of sheet steel shall not be less than 0.026 inch (0.66 mm) if uncoated or 0.030 inch (0.76 mm) if
galvanized. Other sheet metal shall have a thickness not less than 0.036 inch (0.91 mm) except for small
areas or for surfaces that are curved or otherwise reinforced.

6.4.2 A wooden enclosure shall not be less than 1/2 inch (12.7 mm) thick.

7 Accessibility of Uninsulated Live Parts and Moving Parts

7.1 An opening in an enclosure shall comply with the following to reduce the likelihood of unintentional
contact that may involve a risk of electric shock from an uninsulated live part or film-coated (magnet) wire,
or injury to persons from a moving part:

a) With regard to 7.5, for an opening that has a minor dimension less than 1 inch (25.4 mm),
such a part or wire shall not be contacted by the probe illustrated in Figure 7.1.

Exception: For a product only intended to be ceiling mounted, the probe illustrated in Figure 7.2
shall not contact moving part.

b) For an opening that has a minor dimension of 1 inch or more, such a part or wire shall be
spaced from the opening as specified in Table 7.1.

Exception: A motor need not comply with the requirements in (a) or (b) if it complies with the
requirements in 7.2.

This is generated text for figtxt.

FEBRUARY 1, 2013ELECTROSTATIC AIR CLEANERS - UL 86714

Copyright UL 
Provided by IHS under license with UL Licensee=North Carolina State Univ/5618801100 

Not for Resale, 07/06/2013 20:05:39 MDTNo reproduction or networking permitted without license from IHS

--`,,`,``````,`,`````,,`,``,,`-`-`,,`,,`,`,,`---

Full document details: UL 867 2013

http://www.avadocuments.com/doc/ul-867-2013
http://www.avadocuments.com/doc/ul-867-2013


UL COPYRIGHTED MATERIAL –
NOT AUTHORIZED FOR FURTHER REPRODUCTION OR

DISTRIBUTION WITHOUT PERMISSION FROM UL

This is generated text for figtxt.

Figure 7.1
Articulate probe with web stop
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Table 7.1
Minimum distance from an opening to a part that may involve a risk of electric shock or injury to

persons

Minor dimension of opening, a,b Minimum distance from opening to part b,

inches (mm) inches (mm)

3/4c 19.1 4-1/2 114.0

1c 25.4 6-1/2 165.0

1-1/4 31.8 7-1/2 190.0

1-1/2 38.1 12-1/2 318.0

1-7/8 47.6 15-1/2 394.0

2-1/8 54.0 17-1/2 444.0

See footnote d 30 762.0

a See 7.5.
b Between 3/4 and 2-1/8 inches, interpolation is to be used to determine a value between values specified in the table.
c Any dimension less than 1 inch applies to a motor only.
d More than 2-1/8 inches, but not more than 6 inches (152.0 mm).

7.2 Regarding a part or wire in an integral enclosure of a motor as mentioned in the Exception to 7.1:

a) An opening, as specified in 7.5, that has a minor dimension less than 3/4 inch (19.1 mm)
may be used if:

1) A moving part cannot be contacted by the probe illustrated in Figure 7.3.

Figure 7.2
Probe for moving parts of a ceiling mounted air cleaner
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2) Film-coated (magnet) wire cannot be contacted by the probe illustrated in Figure 7.4.

3) No uninsulated live part in a directly accessible motor, as described in 7.7, can be
contacted by the probe illustrated in Figure 7.5.

4) No uninsulated live part in an indirectly accessible motor, as described in 7.6, can
be contacted by the probe illustrated in Figure 7.3.

b) An opening that has a minor dimension of 3/4 inch or more may be used if a part or wire is
spaced from the opening as specified in Table 7.1.

This is generated text for figtxt.

This is generated text for figtxt.

Figure 7.3
Probe for moving parts and uninsulated live parts
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Figure 7.4
Probe for film-coated (magnet) wire

Figure 7.5
Articulate probe
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7.3 The probes mentioned in 7.1 and 7.2 and illustrated in Figures 7.1 – 7.5 shall be applied to any depth
that the opening will permit. They shall be rotated or angled before, during, and after insertion through the
opening to any position that is necessary to examine the enclosure. The probes illustrated in Figures 7.1
and 7.5 shall be applied in any possible configuration. If necessary, the configuration shall be changed
after insertion through the opening.

7.4 The probes mentioned in 7.3 and 7.5 are to be used as measuring instruments to evaluate the
accessibility provided by an opening, and not as instruments to evaluate the strength of a material. They
are to be applied with the minimum force necessary to determine accessibility.

7.5 With reference to the requirements in 7.1 and 7.2, the minor dimension of an opening is the diameter
of the largest cylindrical probe having a hemispherical tip that can be inserted through the opening.

7.6 With reference to the requirements in 7.2, an indirectly accessible motor is a motor that is:

a) Accessible only by opening or removing a part of the outer enclosure, such as a guard or
panel, that can be opened or removed without using a tool or

b) Located at such a height or is otherwise guarded or enclosed so that it is unlikely to be
contacted.

7.7 A directly accessible motor is a motor that:

a) Can be contacted without opening or removing any part or

b) Is located so as to be accessible to contact.

7.8 During the examination of a product to determine whether it complies with the requirements in 7.1 or
7.2, a part of the enclosure that may be opened or removed by the user without using a tool (to attach an
accessory, to make an operating adjustment, or for other reasons) is to be opened or removed.

7.9 With reference to the requirements in 7.1 and 7.2, insulated brush caps are not required to be
additionally enclosed.

7.10 If the opening or removal of a door, a cover, or any other component required for user servicing
permits access to a part that is considered to present a risk of electric shock (see 37.1), the door, cover,
or component shall be provided with an interlock switch as specified in 29.2.1 – 29.2.5 to de-energize the
primary circuit of the high-voltage power supply.

7.11 Unless a mechanical means is provided to discharge to ground any residual charge existing in the
high-voltage parts after the primary circuit is de-energized, a time-delay feature shall be provided so that
live parts do not become accessible until residual charges decay as required in 47.1.
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8 Mechanical Assembly

8.1 General

8.1.1 A product shall be assembled so that it will not be adversely affected by the vibration of normal
operation.

8.1.2 Provision shall be made for mounting a product securely. Bolts, screws, or other parts used for
mounting the product shall be independent of those used for securing components of the product to the
frame, base, or panel.

8.1.3 The mounting assembly shall be capable of supporting four times the weight of the product for 1
minute.

Exception: A product that is intended to be mounted to a duct system need not comply with this
requirement.

8.1.4 A switch, a lampholder, an attachment-plug receptacle, a motor-attachment plug, or similar
component shall be mounted securely and shall be prevented from turning.

Exception No. 1: A switch need not be prevented from turning if all four of the following conditions are met:

a) The switch is of a plunger or other type that does not tend to rotate. A toggle switch is
considered to be subjected to forces that turn the switch during its normal operation.

b) It is unlikely that the operation of the switch will loosen its mounting means.

c) Spacings are not reduced below the minimum values if the switch rotates.

d) Normal operation of the switch is by mechanical means rather than by direct contact by
persons.

Exception No. 2: A lampholder of the type in which the lamp cannot be replaced, such as for a neon pilot
or indicator light in which the lamp is sealed by a nonremovable jewel, need not be prevented from turning
if rotation cannot reduce the spacings below the minimum required values.

8.1.5 Means for preventing the turning mentioned in 8.1.4 is to consist of more than friction between
surfaces. For instance, a properly applied lock washer can be used as a means to prevent a small
stem-mounted switch or other device having a single-hole mounting means from turning.

8.1.6 If a vertically-mounted switch or circuit breaker is such that movement of the operating handle
results in one position being above the other position, the upper position shall be the on position.

Exception: This requirement does not apply to horizontally- or rotationally-mounted switches, or
switching devices with more than one on position, such as a double-throw or timer switch.
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