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INTRODUCTION

1 Scope

1.1 These requirements cover electric dry-bath heating equipment and other equipment rated 600 volts
or less that is intended to produce a dry-heat environment to be installed in accordance with the National
Electrical Code, ANSI/NFPA 70. The relative humidity in the heated environment is in the region of 10 – 25
percent and the purpose of the heated environment (for air temperatures, see Sections 25 and 26) is to
promote perspiration in a short time by means of a relatively warm and dry atmosphere. The completed
equipment is to be provided with an automatic temperature-regulating control that may be integral with the
heater or wall-mounted, with an integral manual-reset limit control, a timer, and any other necessary
associated equipment. Electric dry-bath heating equipment and other equipment intended to produce a
dry-heat environment may consist of:

a) A heater unit intended for fixed installation in a special room that is built or assembled in the field
to comply to the manufacturer's size specifications;

b) A combination of a heater unit and a prefabricated, factory-built rigid room in which the
assembled combination may be specified for field installation, or that may be supplied with a
power-supply cord and intended to be fastened in place or located in a dedicated space. The room
may be arranged so that it can be taken apart for shipment; or

c) A combination of a heater and a rigid cabinet that is constructed to enclose all but the user's
head. The unit is provided with a power supply cord and is intended to be fastened in place or
located in a dedicated space.

1.2 These requirements do not cover steam-bath heaters, or cable-type radiant-heating equipment, nor
any other electric heating equipment or appliances that are covered in separate, individual requirements.

1.3 Throughout these requirements, the term "heater" is used broadly to refer to any heater unit,
including its associated control assembly.

1.4 A heater shall employ materials and components throughout that are intended for the particular use
and shall be made and finished with the degree of uniformity and grade of workmanship practicable in a
well-equipped factory.

1.5 A product that contains features, characteristics, components, materials, or systems new or different
from those covered by the requirements in this standard, and that involves a risk of fire or of electric shock
or injury to persons shall be evaluated using appropriate additional component and end-product
requirements to maintain the level of safety as originally anticipated by the intent of this standard. A
product whose features, characteristics, components, materials, or systems conflict with specific
requirements or provisions of this standard does not comply with this standard. Revision of requirements
shall be proposed and adopted in conformance with the methods employed for development, revision, and
implementation of this standard.

2 General

2.1 Components

Section 2.1 revised and relocated as Section 3A.1.1

2.2 Units of measurement

2.2.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.
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2.2.2 Unless otherwise indicated, all voltage and current values mentioned in this standard are root-
mean-square (rms).

2.3 Undated references

2.3.1 Any undated reference to a code or standard appearing in the requirements of this standard shall
be interpreted as referring to the latest edition of that code or standard.

3 Glossary

3.1 For the purpose of this standard the following definitions apply.

3.2 CONTROL, AUTOMATIC ACTION – A device in which the transmission and operation of at least one
function are produced by initiation which is not the result of manual actuation.

3.3 CONTROL, LIMIT – A protective control, see 3.6

3.4 CONTROL, MANUAL – A device that requires direct human interaction to activate or rest the control.

3.5 CONTROL, OPERATING – A device where the operation of which starts or regulates the appliance
during normal operation. A regulating control is an operating control.

3.6 CONTROL, PROTECTIVE – A device where the operation of which is intended to prevent the risk of
electric shock, fire, or injury (including thermal burns and hypothermia) to persons during abnormal
operation of the appliance. A limit thermostat is a protective control.

3.7 CONTROL, REGULATING – An operating control, see 3.5

3.8 CONTROL, SINGLE OPERATION DEVICE – AType 1.H manual control, see 3.4 and 3.10.

3.9 CONTROL, TYPE 1.D ACTION – The actuation of a manual control designed so that disconnection
can neither be prevented nor inhibited, by any reset mechanism and so that after disconnection, it is not
possible to re-close the circuit even momentarily while the excess or fault condition persists.

3.10 CONTROL, TYPE 1.H ACTION – The actuation of a manual control that shall be so designed that
the contacts cannot be prevented from opening and which may automatically reset to the closed position if
the reset means is held in the reset position. The control shall not reset automatically at any temperature
above -35°C (-31°F) with the reset mechanism in the normal position.

3.11 CONTROL, TYPE 2 ACTION – The actuation of an automatic action control for which the
manufacturing deviation and the drift of its operating value, operating time, or operating sequence have
been declared and tested under this standard.

3.12 CONTROL, TYPE M2 – A manual control that cannot function as an automatically reset device if
the reset means is held in the reset or on position.

3.13 SAFETY CRITICAL FUNCTION (SCF) – Control, protection and monitoring functions which are
being relied upon to reduce the risk of fire, electric shock, or casualty hazards.
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CONSTRUCTION

3A Component Specifications

Section 3A is revised and relocated as Section 3B

3B Component Specifications

3B.1 General

3B.1.1 A component of a product covered by this standard shall:

a) Comply with the requirements for that component as specified in this standard;

b) Be used in accordance with its rating(s) established for the intended conditions of use;

c) Be used within its established use limitations or conditions of acceptability; and

d) Additionally comply with the applicable requirements of this end product standard.

3B.1.2 Specific components are incomplete in construction features or restricted in performance
capabilities. Such components are intended for use only under limited conditions, such as certain
temperatures not exceeding specified limits, and shall be used only under those specific conditions.

Exception No. 1: A component of a product covered by this standard is not required to comply with a
specific component requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product,

b) Is superseded by a requirement in this standard, or

c) Is separately investigated when forming part of another component, provided the component is
used within its established ratings and limitations.

Exception No. 2: A component complying with a component standard other than those cited in this
standard is acceptable if:

a) The component also complies with the applicable component standard indicated in this
standard; or

b) The component standard:

1) Is compatible with the ampacity and overcurrent protection requirements in the National
Electrical Code, NFPA 70, where appropriate;

2) Considers long-term thermal properties of polymeric insulating materials in accordance
with the Standard for Polymeric Materials – Long Term Property Evaluations, UL 746B, and

3) Any use limitations of the other component standard is identified and appropriately
accommodated in the end use application. For example, a component used in a household
application, but intended for industrial use and complying with the relevant component
standard may assume user expertise not common in household applications.

3B.1.3 A component that is also intended to perform other functions, such as over-current protection,
ground-fault circuit-interruption, surge suppression, any other similar functions, or any combination
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thereof, shall comply additionally with the requirements of the applicable standard(s) that cover devices
that provide those functions.

3B.1.4 A component not anticipated by the requirements of this standard, not specifically covered by the
component standards of this standard, and that involves a potential risk of electric shock, fire, or personal
injury, shall be additionally investigated in accordance with the applicable standard, and shall comply with
3B.1.1 (b) – (d).

3B.1.5 With regard to a component being additionally investigated, reference to construction and
performance requirements in another end product standard is appropriate where that standard anticipates
normal and abnormal use conditions consistent with the application of this standard.

3B.2 Button or coin cell batteries of lithium technologies

Section 3B.2 deleted

3C Safety Critical Functions

3C.1 Any function involved in the control, protection, and monitoring of safety-related attributes of a unit
whereby a loss/malfunction of its functionality would represent an unacceptable risk of fire, electric shock,
or casualty hazards would be considered a safety critical function.

3C.2 Electronic circuits that manage a safety critical function (SCF) shall be:

a) Reliable as defined as being able to maintain the SCF in the event of single defined component
faults; and

b) Not susceptible to electromagnetic environmental stresses encountered in the anticipated
environments of the appliance.

3C.3 Electronic circuits managing safety critical functions shall comply with:

a) Supplement SA, Requirements for the Evaluation of Electronic Circuits; or

b) The Standard for Automatic Electrical Controls – Part 1: General Requirements, UL 60730-1,
and its Part 2's as specified in this standard. The function shall be considered Class B.

3C.4 Functions specified in Table 3c.1 represent the common safety critical circuit functions of units. It is
not intended to represent all possible safety critical functions.

Table 3c.1
Safety critical functions

Function (see 3C.1) Hazard Location of parameters and tests

Motor running overload protection Risk of fire or electric shock Section 16, Motor-Running Overcurrent
Protection

Manual reset temperature limit control,
Liquid level controls, Pressure controls

Risk of fire or electric shock 21.1.3

Liquid level controls Risk of fire or electric shock Section 21A, Liquid Level Controls

Pressure controls Risk of fire or electric shock Section 21B, Pressure Controls
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4 Frame and Enclosure

4.1 The frame and enclosure of a heater shall have the strength and rigidity necessary to resist the
abuses likely to be encountered during intended service. The degree of resistance inherent in the
appliance shall preclude total or partial collapse with the attendant reduction of spacings, loosening or
displacement of parts, and other defects that, alone or in combination, constitute an increase in the risk of
fire, electric shock, or injury to persons.

4.2 Among the factors taken into consideration when an enclosure is being evaluated for compliance are
its:

a) Physical strength;

b) Resistance to impact;

c) Moisture-absorptive properties;

d) Combustibility;

e) Resistance to corrosion;

f) Resistance to distortion at temperatures to which the enclosure may be subjected under
conditions of use; and

g) Resistance to ultraviolet light, where applicable.

For a nonmetallic enclosure or part of an enclosure, all these factors are considered with regard to thermal
aging.

4.3 A heater shall have provisions for mounting it to the floor, wall, or ceiling. Any fittings, such as
brackets, hangers, bolts, or the like, necessary for proper mounting, shall be furnished with the heater
together with instructions in accordance with 40.1(d).

4.4 An opening in the bottom of a heater shall not be located below:

a) An electrical part,

b) Wiring, or

c) A sheath-type heating element

unless a solid, noncombustible protective barrier complying with Figure 4.1 is located between such part,
wiring, or element and the supporting surface.

Exception: A barrier is not required under wiring that is provided with insulation having a flame-retardant
rating (FR-1).
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Figure 4.1

Location and extent of barrier

A – Region to be shielded by barrier. This will consist of the entire component when it is not otherwise shielded, and will consist of the
unshielded portion of a component that is partially shielded by the component enclosure or equivalent.
B – Projection of outline of component on horizontal plane.
C – Inclined line that traces out minimum area of barrier. When moving, the line is always:

1) Tangent to the component;

2) 5 degrees from the vertical; and

3) Oriented so that the area traced out on a horizontal plane is maximum.
D – Location (horizontal) and minimum area for barrier. The area is that included inside the line of intersection traced out by the
inclined line C and the horizontal plane of the barrier.
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4.5 The barrier mentioned in 4.4 shall:

a) Be horizontal,

b) Be located as indicated in Figure 4.1, and

c) Not have an area less than that described in the illustration.

Openings provided in the barrier for drainage, ventilation, and similar purposes shall not permit molten
metal, burning insulation, or equivalent parts to fall on combustible material or persons (for ceiling-
mounted heaters).

4.6 The structure of the part or of the heater may provide the equivalent of the barrier mentioned in 4.4
when it complies with Figure 4.1.

4.7 The requirement in 4.4 requires use of a barrier of noncombustible material:

a) Under a motor unless one of the following four items applies:

1) The structural parts of the motor or of the heater provide the equivalent of such a barrier;

2) The protection provided with the motor is such that no burning insulation or molten
material falls to the surface that supports the heater when the motor is energized under
each of the following fault conditions:

i) Main winding opened,

ii) Starting winding opened,

iii) Starting switch short-circuited, and

iv) For a permanent-split-capacitor motor, the capacitor short-circuited (the short
circuit is to be applied before the motor is energized, and the rotor is to be locked);

3) The motor is provided with a thermal motor protector (a protective device that is sensitive
to both temperature and current) that will restrict the temperature of the motor windings from
becoming more than 125°C (257°F) under the maximum load under which the motor will run
without causing the protector to cycle and from becoming more than 150°C (302°F) with the
rotor of the motor locked; or

4) The motor complies with the requirements for impedance-protected motors.

b) Under wiring, unless it is of the flame-retardant type. Neoprene-, and thermoplastic-insulated
wires have been determined to be of this type.

4.8 The requirement in 4.4 also necessitates that a switch, transformer, relay, solenoid, or the like be
completely enclosed, unless it can be shown that malfunction of the component is not likely to result in a
fire, or unless there are no openings in the bottom of the heater enclosure. An unbaffled opening in the
bottom of the heater enclosure is not to be used when it is located directly below field- or factory-made
splices or overcurrent protective devices.

Exception: Terminals of a switch, transformer, relay, solenoid, or the like need not be completely enclosed.

4.9 An opening for ventilation provided in the enclosure of a heater or in an externally-mounted
component shall be located so that it will not vent into concealed spaces of a room, such as into false-
ceiling space, into hollow spaces in the wall, or the like when the heater is installed as intended.
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4.10 An opening for ventilation in the enclosure (other than in the bottom) of a heater and an opening
associated with the dissipation of heater air from the element shall be provided with one or more baffles
that will restrict the emission of flame, molten metal, burning insulation, or the like from the heater.

Exception: In a compartment other than one that houses an overcurrent protective device (such as fuses,
circuit breakers, and the like), the baffles are not prohibited from being omitted when:

a) No ventilation opening in a vertical wall, other than one associated with the dissipation of heated
air from the elements during intended operation of the heater, is more than 3/8 inch (9.5 mm) wide
or

b) The heater is constructed so that it complies with the intent of these requirements, as shown by
investigation.

4.11 The minimum thickness of cast- and sheet-metal portions of the enclosure shall be as indicated in
Table 4.1.

Table 4.1
Minimum thicknesses of enclosure metal

Metal At small, flat unreinforced surfaces and at
surfaces that are reinforced by curving,
ribbing, and similar reinforcement (or are
otherwise of a shape or size) to ensure

adequate physical strength,

At relatively large, flat unreinforced surfaces,

mm (inch) mm (inch)

Die-cast 1.2 3/64 2.0 5/64
Cast malleable iron 1.6 1/16 2.4 3/32
Other cast 2.4 3/32 3.2 1/8
Uncoated sheet steel 0.66a 0.026a – –
Galvanized sheet steel 0.74a 0.029a – –
Nonferrous sheet 0.91a 0.036a – –
a Thinner sheet metal is not prohibited from being used when determined to be equivalent after evaluation under considerations
such as those mentioned in 4.2 and 4.12.

4.12 In addition to being considered with reference to the factors mentioned in 4.2, an enclosure of sheet
metal is to be evaluated with regard to its size and shape, the thickness of the metal, and its compliance
for the particular application, considering the intended use of the heater.

4.13 Sheet metal to which a wiring system is to be connected in the field shall have a thickness not less
than:

a) 0.81 mm (0.032 inch) for uncoated steel;

b) 0.86 mm (0.034 inch) for galvanized steel; and

c) 1.14 mm (0.045 inch) when nonferrous.

4.14 A tapped hole for the attachment of threaded rigid conduit shall be provided with:

a) An end stop, or shall be located so that a standard bushing may be attached to the end of
conduit and

b) At least three full threads when tapped all the way through the wall of an enclosure, or with at
least 3-1/2 full threads and a smooth, well-rounded inlet hole having a diameter approximately the
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same as the internal diameter of a standard bushing to provide resistance for the conductors
equivalent to that provided by such a bushing.

4.15 An electrical part of a heater shall be located or enclosed so that resistance to unintentional contact
with live parts will be provided.

4.16 In determining when an opening in an enclosure is to be used, consideration is to be given to the
proximity of live parts and the possibility of the emission of burning insulation, molten metal, and the like
through the opening.

4.17 The probe illustrated in Figure 4.2 shall be applied to any depth that the opening will permit and
shall be rotated or angled before, during, and after insertion through the opening to any position that is
necessary to try to contact an uninsulated live part or film-coated wire. The probe shall be applied in the
above-described manner and in any possible configuration; and, when necessary, the configuration shall
be changed after insertion through the opening. Configuration refers to positioning of the jointed portions
of the probe.

Full document details: UL 875 2021

http://www.avadocuments.com/doc/ul-875-2021
http://www.avadocuments.com/doc/ul-875-2021


16 UL 875 JANUARY 4, 2021

Figure 4.2

Articulate probe with web stop
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4.18 An opening that will permit entrance of a 3/4-inch diameter rod may be used under the conditions
described in connection with Figure 4.3.
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Figure 4.3

Opening in enclosure

(Proportions exaggerated for clarity)

NOTE – The opening may be used if, within the enclosure, there is no uninsulated live part or enamel-insulated wire less than X
distance from the perimeter of the opening, as well as within the volume generated by projecting the perimeter X distance normal to
its plane. X equals five times the diameter of the largest diameter rod which can be inserted through the opening, but not less than
101.6 mm (4 inches). In evaluating an opening, any barrier located within the volume usually is ignored unless it intersects the
boundaries of the volume in a continuous, closed line.
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4.19 During the examination of a heater in connection with the requirements in 4.15 – 4.17, a part of the
outer enclosure that may be removed without the use of tools (to permit the attachment of accessories, to
allow access to means for making operating adjustments, or for other reasons) is to be disregarded. It will
not be assumed that such a part affords resistance to electric shock. A warning marking as specified in
38.10 is not considered to eliminate the risk of electric shock.

4.20 Gaskets and seals that comply with the Standard for Gaskets and Seals, UL 157, are considered to
fulfill the requirements of 10.2.

4.21 Unless otherwise specified in this end product standard, polymeric electrical insulating materials
and enclosures shall comply with the applicable requirements of the Standard for Polymeric Materials –
Use in Electrical Equipment Evaluations, UL 746C.

4.22 Metallized or painted polymeric parts or enclosures shall comply with the applicable requirements of
the Standard for Polymeric Materials – Use in Electrical Equipment Evaluations, UL 746C. This
requirement is not applicable to exterior surfaces of polymeric enclosure materials or parts provided that
the metallized coating or paint does not offer a continuous path for an internal flame to propagate
externally.

5 Risk of Injury to Persons

5.1 The rotors of motors, pulleys, belts, gears, and the like shall be enclosed or guarded to reduce
adequately the risk of injury to persons.

5.2 With reference to the requirement in 5.1, the degree of protection required of the enclosure depends
upon the general design and intended use of the heater. Among the factors to be taken into consideration
in evaluating the compliance of the exposed moving parts are:

a) The degree of exposure;

b) The sharpness of the moving parts;

c) The risk of unintentional contact with the moving parts;

d) The speed of movement of those parts; and

e) The risk of fingers, arms, or clothing being drawn into the moving parts.

5.3 The location of the heater will be taken into consideration in evaluating the intended degree of
exposure of mechanical and electrical parts. For example, a greater degree of exposure may be used in a
ceiling-mounted heater.

5.4 An edge, projection, or corner of an enclosure, opening, frame, guard, knob, handle, or the like of a
heater shall be smooth and rounded, and not sharp enough to cause a cut-type injury when contacted
during intended use or user maintenance.

5.5 When the external surface of the heater is of metal and exceeds 70°C (158° F) during intended
operation or is of nonmetallic material and exceeds 95°C (203°F) during intended operation, the heater
shall be provided with a nonmetallic guard or fence to restrict unintentional physical contact with the
heater.

Exception: When the room is not provided as part of the heater, the installation instructions required in
40.1(h) shall state the type of fence or guard to be installed.
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5.6 The construction of a wall- or ceiling-mounted heater and its mounting hardware shall be subjected
to the Static Loading Test, Section 33.

5.7 The construction and supporting hardware of a floor-mounted heater shall be subjected to the Static
Loading Test, Section 33, and the Strength of Legs Test, Section 34.

5A Button or Coin Cell Batteries of Lithium Technologies

5A.1 The battery compartment of an appliance or any accessory, such as a wireless control,
incorporating one or more coin cell batteries of lithium technologies shall comply with the Standard for
Products Incorporating Button or Coin Cell Batteries of Lithium Technologies, UL 4200A, if the appliance
or any accessory:

a) Is intended for use with one or more single cell batteries having a diameter of 32 mm (1.25 in)
maximum with a diameter greater than its height; and

b) The appliance is intended for household use.

6 Assembly

6.1 The door or cover of an enclosure shall be hinged when:

a) It gives access to any fuse, circuit breaker, or manually-resettable thermal cutoff and

b) Uninsulated current-carrying parts are exposed in connection with the intended replacement of
the fuse or resetting of a manually-resettable device.

Such a door or cover also shall be provided with a latch or the equivalent and a captive screw to secure
the door or cover in place.

6.2 A door or cover giving access to any over-current protective device in other than a low-voltage circuit
shall be tight-fitting and shall overlap the surface of the enclosure around the opening.

6.3 A spring latch, magnetic latch, dimple, or any other mechanical arrangement that will hold the door in
place and would require some effort on the user's part to open, may be used as a means for holding the
door in place as required in 6.2.

6.4 A component of a heater that is likely to need inspection, replacement, cleaning, or other servicing
shall be as readily accessible as practicable, without the use of special tools (flat blade and Phillips
screwdrivers are not considered special tools) when it is intended to be manually operated or adjusted or
when it will require periodic servicing.

6.5 A switch, lampholder, motor-attachment plug, or similar component shall be mounted securely and
restricted from turning.

Exception No. 1: The requirement that a switch be restricted from turning may be waived when the
following four conditions exist:

a) Means of mounting the switch make it unlikely that operation of the switch will loosen it;

b) The switch is of a plunger or other type that does not tend to rotate when operated (a toggle
switch is considered to be subject to forces that tend to turn the switch during the intended
operation of the switch);

c) The spacings are not reduced below the minimum required values when the switch rotates; and
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d) Intended operation of the switch is by mechanical means rather than by direct contact by
persons.

Exception No. 2: A lampholder of a type in which the lamp cannot be replaced (such as a neon pilot or
indicator light in which the lamp is sealed in a nonremovable jewel) need not be restricted from turning
when rotation cannot reduce spacings below the minimum required values.

6.6 The means for restricting the turning mentioned in 6.5 and 6.7 is to consist of more than friction
between surfaces – for example, a lock washer, applied as intended, may be used as means to restrict
turning of a small stem-mounted switch or other device having a single-hole mounting means.

6.7 A current-carrying part shall be secured to the base or mounting surface so that it will be restricted
from turning or shifting in position when such motion may result in a reduction of spacings below the
minimum values indicated in Spacings, Section 22.

7 Corrosion Resistance

7.1 Iron and steel parts shall be made resistant to corrosion by enameling, galvanizing, plating, or other
equivalent means when the breakdown of such unprotected parts would be likely to result in the risk of fire,
electric shock, or injury to persons.

Exception: Under certain conditions in which the oxidation of steel is not likely to be accelerated due to the
exposure of metal to air, moisture, or other oxidizing influence – thickness of metal and temperature also
being factors – surfaces of sheet steel within an enclosure may not be required to be made resistant to
corrosion. Cast-iron parts are not required to be made resistant to corrosion. A sheath used on a heating
element operating in air and terminal parts attached directly to the heating element need not be made
resistant to corrosion.

7.2 The aging characteristics of plating or other finish used in a heater shall be such that deterioration of
the finish will not eventually result in an unacceptable performance of the heater.

8 Supply Connections

8.1 General

8.1.1 A heater shall have provision for connection of one of the wiring systems in accordance with the
National Electrical Code, ANSI/NFPA 70.

8.2 Field-wiring compartment

8.2.1 The location of a wiring compartment in which field-wiring connections are to be made shall be
such that these connections may be readily inspected without moving the heater after it is installed as
intended.

8.2.2 When a separate wiring compartment is provided for field-wiring connections, it shall be attached to
the heater and restricted from turning with regard to the heater.

8.2.3 A wiring compartment for field-wiring connections shall be of metal and shall have a volume that
will accommodate the wiring of the size indicated in 8.4.1 and conduit and fittings sized for that wire.

8.2.4 Electrical boxes and the associated bushings and fittings, and raceways, of the types specified in
Chapter 3 of the National Electrical Code, NFPA 70 and that comply with the relevant UL standard (such
as UL 514A, UL 514C, UL 514D) and 3B.1.1 are considered to fulfill the requirements of this standard.
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8.3 Wire-bending space

8.3.1 The wire-bending space from a connector to the wall of an enclosure and to any barrier or other
obstruction that is part of the equipment shall be as specified in Column A of Table 8.1. The width of a
wiring gutter provided at a knockout shall not be less than specified in Column A of Table 8.1.

Table 8.1
Wire-bending space

Wire size, Minimum bending space, terminal to wall

Aa, Bb,

mm2 (AWG) mm (inches) mm (inches)

2.1 – 5.3 14 – 10 Not specified Not specified

8.4 8 38.1 1-1/2 38.1 1-1/2
13.3 6 38.1 1-1/2 50.8 2
21.2 4 50.8 2 76.2 3
26.7 3 50.8 2 76.2 3
33.6 2 63.5 2-1/2 88.9 3-1/2
42.4 1 76.2 3 114.3 4-1/2
53.5 1/0 88.9 3-1/2 139.7 5-1/2
67.4 2/0 88.9 3-1/2 152.4 6

NOTE – The minimum bending space required for wire sizes or combinations not covered in this table will be determined by
investigation.
a See 8.3.1 for construction applications of the wire-bending space.
b See 8.3.2 for construction applications of the wire-bending space.

8.3.2 When a hole, knockout, or other provision for connection of a wiring system is provided in the wall
opposite the terminal, it is to be assumed that a conductor will enter or exit the enclosure through that wall;
in this case, the wire-bending space shall be as specified in Column B of Table 8.1.

8.3.3 When a conductor is restricted from being bent where it leaves the connector by a barrier or other
means, the distance shall be measured from the end of the barrier or other obstruction.

8.3.4 The distance mentioned in 8.3.2 is to be measured in a straight line from the edge of the wire
terminal closest to the wall in a direction perpendicular to the enclosure wall or barrier. The wire terminal is
to be turned to all positions it can assume without defeating any means provided to prevent its turning,
such as a box or shoulder, the walls of a recess, or multiple bolts securing the connector.

Exception: Wire-bending space may be measured in a straight line from the center of the wire opening in
the direction the wire leaves the terminal. However, it is to be assumed that the connector is not oriented
so the wire will be directed into a corner of the enclosure to such an extent that the location of the
transverse wall would necessitate additional bending. When the connectors for a circuit are fixed in
position – for example, by the walls of a recess – so they are turned toward each other, the distance is to
be measured at the wire opening nearest to the wall, in a direction perpendicular to the wall.

8.4 Field-wiring terminals and leads

8.4.1 A heater shall be provided with field-wiring terminals or leads for the connection of conductors
having an ampacity not less than 125 percent of the current rating of the heater.
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8.4.2 No electrical component shall be mounted on a part intended for use as a cover plate that must be
removed for examination of field-wiring connections.

8.4.3 A lead intended for connection to a power supply conductor shall have a minimum 90°C (194°F)
temperature rating.

8.4.4 In determining the size of the power-supply conductors in a heater intended for connection to
multiple power supplies and in which it is likely that more than three such conductors will occupy the same
raceway, the ampacity deratings given in the National Electrical Code, ANSI/NFPA 70, are to be applied.

8.4.5 For the purpose of these requirements, field-wiring terminals are terminals to which power-supply
or control connections will be made in the field when the heater is installed. When field-supplied wiring is
taken into the room or walls, it is assumed that minimum 90°C (194°F) wire is to be used for connection of
field-wiring terminals in accordance with 38.13.

8.4.6 A sheet-metal screw shall not be used as a wiring terminal or for securing a wiring terminal such as
a pressure-wire connector.

8.4.7 A field-wiring terminal shall be provided with a soldering lug or with a pressure wire connector
securely fastened in place (for example, firmly bolted or held by a screw).

Exception: A wire-binding screw may be used at a field-wiring terminal intended to accommodate a 5.3
mm2 (10 AWG) or smaller conductor when upturned lugs or the equivalent are provided to hold the wire in
position.

8.4.8 A wire-binding screw at a field-wiring terminal shall not be smaller than 4.8 mm diameter (No. 10).

Exception: A 4.2 mm diameter (No. 8) screw may be used at a terminal intended only for the connection of
a 2.1 mm2 (14 AWG) conductor, and a 3.5 mm diameter (No. 6) screw may be used for the connection of a
1.3 mm2 (16 AWG) or 0.82 mm2 (18 AWG) control-circuit conductor.

8.4.9 A terminal plate tapped for a wire-binding screw shall be of metal not less than 1.3 mm (0.050 inch)
thick. There shall be two or more full threads in the metal, which may be extruded when necessary to
provide the threads.

Exception: A plate not less than 0.8 mm (0.030 inch) thick may be used when the tapped threads have
adequate strength.

8.4.10 Upturned lugs or a cupped washer shall be capable of retaining a conductor of the size mentioned
either in 8.4.1 [but not smaller than 2.1 mm2 (14 AWG)] or in 8.4.14, whichever is applicable, under the
head of the screw or the washer.

8.4.11 A heater provided with field-wiring terminals or leads and intended to be connected to a grounded
power-supply conductor shall have one terminal or lead identified for the connection of that conductor
when necessary because of the requirements in 18.1, 19.4, 19.5, and 21.1.6.

8.4.12 A field-wiring terminal intended for the connection of a grounded conductor shall be made of, or
plated with, a metal substantially white in color and shall be readily distinguishable from the other
terminals, or proper identification of that terminal shall be clearly shown in some other manner, such as on
an attached wiring diagram. A lead intended for the connection of a grounded conductor (as distinguished
from the equipment grounding conductor) shall be finished to show a white or gray color and shall be
readily distinguishable from the other leads.

Full document details: UL 875 2021

http://www.avadocuments.com/doc/ul-875-2021
http://www.avadocuments.com/doc/ul-875-2021


24 UL 875 JANUARY 4, 2021

Exception: Internal wiring that is not visible in a wiring compartment in which field connections are to be
made need not be color coded for identification.

8.4.13 An equipment grounding terminal or lead shall be provided.

8.4.14 A grounding terminal shall be capable of securing a conductor of the intended size.

8.4.15 The surface of an insulated lead intended solely for the connection of an equipment-grounding
conductor shall be green with or without one or more yellow stripes, and no other lead shall be so
identified.

Exception: Internal wiring that is not visible in a wiring compartment in which field-wiring connections are to
be made need not be color coded for identification.

8.4.16 A wire-binding screw intended for the connection of an equipment-grounding conductor shall have
a green head that is hexagonal-shaped, slotted, or both. A sheet-metal screw shall not be used for this
purpose. A pressure wire connector intended for connection of such a conductor shall be plainly identified,
such as by being marked "G," "GR," "GND," "Ground," "Grounding," or the like, or by a suitable marking on
a wiring diagram provided on the heater. The wire-binding screw or pressure wire connector shall be
located so that it is unlikely to be removed during servicing of the heater, and the wire-binding screw shall
have upturned lugs or the equivalent to retain the conductor.

8.4.17 The free length of the lead for connection to the branch circuit inside an outlet box or wiring
compartment shall be 152 mm (6 inches) or more.

Exception: The lead may be less than 152 mm long when the field-wiring supply connections are enclosed
in the motor terminal box.

9 Current-Carrying Parts

9.1 Plated iron or steel may be used for current-carrying parts whose temperature during intended
operation is more than 100°C (212°F), but plain (unplated) iron or steel shall not be used regardless of
temperatures. Stainless steel and other corrosion resistant alloys may be used for current-carrying parts
regardless of temperature.

9.2 Unplated iron or steel, when provided with a corrosion-resistant coating, may be used for a current-
carrying part within a motor or associated governor.

10 Internal Wiring

10.1 General

10.1.1 The internal wiring of a heater shall not be less than 0.82 mm2 (18 AWG) and shall be standard
building wire, fixture wire, or other type rated for the application considering temperatures, voltage,
current, and conditions of service to be encountered.

10.1.2 There is no temperature limit applicable to glass fiber, beads of noncarbonizable material, or the
equivalent used as conductor insulation.

10.1.3 Internal wiring composed of insulated conductors shall comply with the Standard for Appliance
Wiring Material, UL 758.
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Exception No. 1: Insulated conductors need not comply with UL 758 if they comply with one of the
following:

a) the Standard for Thermoset-Insulated Wires and Cables, UL 44;

b) the Standard for Thermoplastic-Insulated Wires and Cables, UL 83;

c) the Standard for Fixture Wire, UL 66;

d) the appropriate UL standard(s) for other insulated conductor types specified in Chapter 3 (Wiring
Methods and Materials) of the National Electrical Code, NFPA 70; or

e) the Standard for Cord Sets and Power Supply Cords, UL 817.

Exception No. 2: Insulated conductors for specialty applications (e.g. data processing or communications)
and located in a low-voltage circuit not involving the risk of fire or personal injury need not comply with UL
758.

10.2 Sleeving and tubing

10.2.1 Coated or impregnated insulating tubing complying with the applicable requirements for such
tubing may be used. Where not subjected to moisture in use, uncoated and unimpregnated sleeving of
closely-woven glass fiber may be used when it complies with the requirements in Table 10.1.

Table 10.1
Sleeving and tubing

Maximum inside diameter, Voltage across tubing Minimum thickness,

mm (inch) mm (inch)

2.16 0.085 300 volts or less 0.51 0.020
(12 AWG) 301 – 600 volts 0.64 0.025

12.70 0.50 600 volts or less 0.64 0.025
Larger than 12.70 Larger than 0.50 600 volts or less 0.79 0.031

10.3 Protection of wiring

10.3.1 The wiring and connections between parts of a heater shall be protected or enclosed.

Exception: A length of flexible cord may be used for internal connections that may be exposed during
servicing when flexibility of the wiring is essential.

10.3.2 A conductor utilizing beads for insulation shall not be used outside an enclosure.

10.3.3 A probe as illustrated in Figure 4.2 shall be restricted from contacting internal wiring that is
exposed through an opening in the enclosure of a heater or a control assembly.

Exception: Internal wiring that is capable of being contacted by the probe illustrated in Figure 4.2 shall be
secured within the enclosure so that it will not be subjected to stress or mechanical damage.

10.3.4 When the wiring of a heater is located so that it may be in proximity to combustible material or
may be subjected to physical damage, it shall be in:

a) Armored cable,
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b) Rigid metal conduit,

c) Electrical metallic tubing, or

d) Metal raceway;

or otherwise protected.

10.3.5 Wiring shall be protected from sharp edges (including male screw threads), burrs, fins, moving
parts, and other features that might cut or abrade the insulation.

10.3.6 When wiring passing through a metal wall within an overall enclosure of a heater can contact the
edge of the opening, the opening shall be provided with:

a) A smooth, turned edge;

b) A metal grommet; or

c) An insulating bushing.

10.3.7 Wire positioning devices shall comply with Sections 10.5 and 11. A device that complies with the
Standard for Positioning Devices, UL 1565, is considered to fulfill this requirement.

10.4 Splices and connections

10.4.1 Each splice and connection shall be mechanically secure and shall provide reliable electrical
contact. A soldered connection shall be made mechanically secure before being soldered when breaking
or loosening of the connection may result in a risk of fire, electric shock, or injury to persons.

10.4.2 A splice shall be provided with insulation determined to be equivalent to that of the wires involved
when permanence of spacing between the splice and other metal parts will not be permanently
maintained.

10.4.3 In determining when splice insulation consisting of coated-fabric, thermoplastic, or other tubing
may be used, consideration is to be given to such factors as its dielectric properties, heat-resistant and
moisture-resistant characteristics, and the like. Thermoplastic tape wrapped over a sharp edge is not to be
used. An insulated splicing device may be used within the limits of its voltage and temperature ratings.

10.4.3.1 The requirements for supplemental insulation (e.g. tape, sleeving or tubing) are not specified
unless the insulation or device is required to fulfill 10.4.3 or a performance requirement of this standard. In
such cases:

a) Insulating tape shall comply with the Standard for Polyvinyl Chloride, Polyethylene, and Rubber
Insulating Tape, UL 510;

b) Sleeving shall comply with the Standard for Coated Electrical Sleeving, UL 1441;

c) Tubing shall comply with the Standard for Extruded Insulating Tubing, UL 224.

10.4.4 The means of connecting stranded internal wiring to a wire-binding screw shall be such that loose
strands of wire will be restricted from contacting other live parts not always of the same polarity as the wire
and from contacting noncurrent-carrying conductive parts. This may be accomplished by use of pressure
terminal connectors, soldering lugs, crimped eyelets, soldering all strands of the wire, or other equivalent
means.
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