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Summary of Topics
Product Category Rule for Part B: Builders Hardware, UL 9004 has been issued.

Subject to these terms and conditions and those in any other agreements between you and UL
Environment, Underwriters Laboratories Inc. (UL) and/or their representatives, you are hereby granted a
limited, non-exclusive, non-transferable license to use the Product Category Rules (PCR) solely for your
internal, non-commercial business purposes. The PCR is not being sold, and other than the limited license
granted herein UL retains all rights, title and interest (including exclusive ownership) in the PCR and all
copyright therein. UL reserves the right to regain possession of the PCR from you at any time. When no
longer needed, you agree to destroy the PCR (if in hardcopy form) or delete and purge the PCR from your
files (if in electronic form). No part of the PCR may be reproduced, modified, stored in a retrieval system,
or transmitted in any form by any means, whether electronic, mechanical photocopying, recording, or
otherwise without prior written permission of UL or UL Environment. You further agree not to create any
derivative works from the PCR or remove or alter any copyright or other proprietary notices in the PCR.
The limited license to use the standard shall automatically terminate upon your breach of any of the terms
and conditions herein or any other agreement between you and UL, UL Environment and/or their
representatives.

UL Environment provides this PCR “as is” without warranty of any kind, either expressed or implied,
including but not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL Environment, UL or any of their affiliates be liable for any special, incidental,
consequential, indirect or similar damages, including loss of profits, lost savings, loss of data, or any other
damages arising out of the use of or the inability to use this PCR, even if UL Environment or UL or their
authorized representative has been advised of the possibility of such damage. In no event shall UL
Environment’s or UL’s liability for any damage ever exceed the price paid for the license to use this PCR,
regardless of the form of the claim.

Users of the electronic versions of UL Environment’s Product Category Rules agree to defend, indemnify,
and hold UL Environment, ULI, their affiliates and each of their respective trustees, officers, employees,
agents and representatives harmless from and against any loss, expense, liability, damage, claim, or
judgment (including reasonable attorney’s fees) resulting from any error or deviation introduced while
purchaser is storing an electronic PCR on the purchaser’'s computer system.
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Versions overview

Version Description History

1 Version by UL Environment with input from a coalition was accepted February 10", 2014
by the review panel

Editor’'s Notes:

This proposed PCR is based on modifications made to existing PCRs from other countries that address
BUILDERS HARDWARE. In an effort to harmonize this PCR with existing PCRs, the PCR Guidance-Texts for
Building-Related Products and Services, From the range of Environmental Product Declarations of Institute
Construction and Environment e.V. (IBU), Part A: Calculation Rules for the Life Cycle Assessment and
Requirements on the Background Report, Sep 2011 and Part B: Requirements on the EPD for locks and fittings,
July 2013 were used as references.

This PCR was modified to reflect the North American circumstances, conformity with existing BUILDERS
HARDWARE standards, and conformity with reference standards (ISO 21930, EN 15804). Revisions/discussion
points to make this PCR applicable to the U.S. include: UNITS, FUNCTIONAL UNIT, impact assessment
methods, testing methods and requirements, use phase options, references, and standards.

This PCR is intended to serve the global B2B and B2C markets, reflecting the global manufacturing and
distribution networks for these products. It is expected that region-specific versions of this PCR will not differ
significantly.

* k k % %

PROGRAM OPERATOR: UL Environment

The PCR has been prepared by UL Environment with input from a coalition of the following interested
parties:

BHMA
ASSA ABLOY
Allegion
Stanley Security Systems

[2]

Environment



http://www.avadocuments.com/doc/ul-9004-2014
http://www.avadocuments.com/doc/ul-9004-2014

Probuct CATEGORY RULE

Builders Hardware
UL 9004 According to 1ISO 14025

The PCR REVIEW was conducted by:

Chairperson Panel Member Panel Member

Dr. Lindita Bushi Aaron Smith Don Baker

Senior Research Associate Director of Sustainable Building | VP America’s Engineering
ATHENA Sustainable Materials | Solutions, ASSA ABLOY Door Allegion

Institute Security Solutions 11819 N. Pennsylvania Street
119 Ross Avenue, Suite 100 Carmel, IN 46032

Ottawa, Ontario C. 612.325.5719 (317) 810-3717

Canada K1Y ONG6 asmith@assaabloydss.com don.baker@allegion.com
Phone/Fax-1-416-269-8571

lindita.bushi@athenasmi.org

The PCR peer review report is available upon request at epd@ulenvironment.com.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

UL provides this document “as is” without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fithess for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this document, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL'’s liability for any damage ever exceed the price paid for
this document, regardless of the form of the claim.

Users of the electronic versions of UL's documents agree to defend, indemnify, and hold UL harmless from
and against any loss, expense, liability, damage, claim, or judgment (including reasonable attorney’s fees)
resulting from any error or deviation introduced while purchaser is storing an electronic document on the
purchaser’'s computer system.

UL’s documents are copyrighted by UL. Neither a printed nor electronic copy of a document should be altered in
any way. All of UL’s documents and all copyrights, ownerships, and rights regarding those documents shall
remain the sole and exclusive property of UL.

COPYRIGHT © 2014 UNDERWRITERS LABORATORIES INC.
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Definitions

For the purposes of this document, the following terms and definitions are per ANSI/BHMA
A156.1-115, ISO 14040:2006, ISO 14044, 14025: 2006, 1ISO 21930 and EN 15804 apply.

ANCILLARY INPUT — input material or product that is used by a UNIT PROCESS during the life
cycle of the BUILDERS HARDWARE product, but which does not constitute part of the BUILDERS
HARDWARE product [adjusted from ISO 14040 and EN 15804].

AVERAGE DATA — data representative of a product, product group or construction service,
provided by more than one supplier [EN 15804].

BUILDERS HARDWARE PRODUCT CATEGORY — a collection of products that are used to secure,
control access, control motion, protect openings from damage, provide safe passage to
users, seal and provide functional or non-functional decorative elements allowing code
compliant solutions for swing- and sliding-door openings in buildings. For purposes of this
PCR, BUILDERS HARDWARE PRODUCT CATEGORY consists of 26 sub-categories shown in Table
1. A sub-category of BUILDERS HARDWARE also addresses the needs of cabinet hardware.

COMPARATIVE ASSERTION — environmental claim regarding the superiority or equivalence of
one product versus a competing product that performs the same function [ISO 14044].

CO-PRODUCT — any of two or more products coming from the same UNIT PROCESS or
PRODUCT SYSTEM [ISO 14044].

DECLARED UNIT — quantity of a BUILDERS HARDWARE product for use as a REFERENCE UNIT in
an EPD for an environmental declaration based on one or more INFORMATION MODULES [EN
15804 adapted from ISO 21930]; For specific examples refer to Table 1. See also
FUNCTIONAL UNIT. The DECLARED UNIT is used where the FUNCTIONAL UNIT and the reference
scenario for the whole life cycle, on the building level, cannot be stated.

DOMINANCE ANALYSIS — an analytical quantitative (such as statistical) or qualitative ranking
technique (such as ABC analysis), by means of which the relative significance of
contributions are examined [adjusted from ISO 14044].

DUMMY — term used by US LcCI database that refers to “empty” LCI data sets in technosphere
processes.
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ESTIMATED SERVICE LIFE (ESL) — The average ESL of a building in North America is defined to
be 60 years.

FUNCTIONAL UNIT — quantified performance of a PRODUCT SYSTEM for a building product for
use as a REFERENCE UNIT in an EPD based on LCA [ISO 21930 adapted from ISO 14040].

INFORMATION MODULE — compilation of data to be used as a basis for a TYPE -l
ENVIRONMENTAL DECLARATION covering a UNIT PROCESS or a combination of UNIT
PROCESSES that are part of the life cycle of a product [ISO 14025].

INTEGRATED BUILDING TECHNICAL SYSTEM (IBTS) — comprise installed technical equipment
supporting operation of a building. This includes technical building system for HVAC, lighting,
domestic hot water and other system for sanitation, security, fire safety, internal transport and
building automation and control and IT communication [EN 15804]. Some BUILDERS
HARDWARE products may be part of the security, fire-safety, and other aspects of IBTS.

LIFE CYCLE ASSESSMENT, LCA — compilation and evaluation of the inputs, outputs and the
potential environmental impacts of a PRODUCT SYSTEM throughout its life cycle [ISO 14044].

LIFE CYCLE INVENTORY, LCI — phase of LIFE CYCLE ASSESSMENT involving the compilation and
guantification of inputs and outputs for a product throughout its life cycle [ISO 14040].

LIFE CYCLE IMPACT ASSESSMENT, LCIA — phase of LIFE CYCLE ASSESSMENT aimed at
understanding and evaluating the magnitude and significance of the potential environmental
impacts for a PRODUCT SYSTEM throughout the life cycle of the product [ISO 14040].

NON-RENEWABLE ENERGY — energy from sources which are not defined as RENEWABLE
energy sources [EN 15804]

NON-RENEWABLE RESOURCE — resource that exists in a finite amount that cannot be
replenished on a human time scale [ISO 21930].

PCR REVIEW — process whereby a THIRD PARTY verifies the PRODUCT CATEGORY RULE [ISO
14025].

PRODUCT CATEGORY RULE, PCR — set of specific rules, requirements and guidelines for
developing TYPE Il ENVIRONMENTAL DECLARATIONS for one or more product categories [ISO
14025].
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PRODUCT SYSTEM — collection of UNIT PROCESSES with elementary and product flows,
performing one or more defined functions, and which models the life cycle of the product [ISO
14040]

PROGRAM OPERATOR— body or bodies that operate a TYPE -lll ENVIRONMENTAL DECLARATION
program [ISO 14025].

Note: A PROGRAM OPERATOR can be a company or a group of companies, industrial sector
or trade association, public authorities or agencies, or an independent scientific body or other
organization.

REFERENCE UNIT - measure of the outputs from processes in a given PRODUCT SYSTEM
required to fulfil the function expressed by the FUNCTIONAL UNIT [ISO 14044] over the ESL of
the building or the RSL of the BUILDERS HARDWARE product .

Note: In ISO Standards, REFERENCE UNIT and reference flow are used interchangeably. In
this PCR only REFERENCE UNIT is used.

REFERENCE SERVICE LIFE, RSL — service life of a BUILDERS HARDWARE product which is known
to be expected under a particular set, i.e., a reference set, of in-use conditions and which
may form the basis of estimating the service life under other in-use conditions [ISO 21930].

REFERENCE SERVICE LIFE DATA, RSL DATA — Information that includes the RSL and any
gualitative or quantitative data describing the validity of the RSL. Example- typical data
describing the validity of the RsL include the description of the component for which it applies
[ISO 15686-8].

RENEWABLE ENERGY — energy from RENEWABLE non-fossil sources [EN 15804].

Examples: wind, solar, aerothermal, geothermal, hydrothermal and ocean energy,
hydropower, biomass, landfill gas, sewage treatment plant gas and biogases.

RENEWABLE RESOURCE — Resource that is grown, naturally replenished or naturally cleansed,
on a human time scale [ISO 21930].

Note: A RENEWABLE RESOURCE is capable of being exhausted, but may last indefinitely with
proper stewardship. Examples include: trees in forests, grasses in grassland, fertile soil.

SECONDARY FUEL — fuel recovered from previous use or from WASTE, which substitutes
primary fuels [EN 15804].

[10]
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Note 1: Processes providing a SECONDARY FUEL are considered from the point where the
SECONDARY FUEL enters the system from the previous system.

Note 2: Any combustible material recovered from previous use or from WASTE from the
previous PRODUCT SYSTEM and used as fuel in a following system is a SECONDARY FUEL.

Note 3: Examples for primary fuels are: coal, natural gas, biomass, etc.

Note 4: Examples for SECONDARY FUELS recovered from previous use or as WASTE are: spent
solvents, wood from demolition or forest slash or as bark or sawdust, tires, used motor or
cooking oil, and animal fats.

SECONDARY MATERIAL — material recovered from previous use or from WASTE, which
substitutes primary materials [EN 15804].

Note 1. SECONDARY MATERIAL is measured at the point where the SECONDARY MATERIAL
enters the system from another system.

Note 2: Materials recovered from previous use or from WASTE from one PRODUCT SYSTEM
and used as an input in another PRODUCT SYSTEM are SECONDARY MATERIALS.

Note 3: Examples for SECONDARY MATERIALS (to be measured at the system boundary) are
recycled scrap metal, crushed concrete, glass cullet, recycled wood chips, recycled plastic.

THIRD PARTY — person or body that is recognized as being independent of the parties
involved, as concerns the issues in question. Note-"parties involved" are usually supplier
("first party") and purchaser ("second party") interests [ISO 14024].

TYPE 1l ENVIRONMENTAL DECLARATION — Environmental declaration providing quantified
environmental data using predetermined parameters and, where relevant, additional
environmental information [EN 15804: adapted from ISO 14025].

Note: The calculation of predetermined parameters is based on the I1SO 14040 series of
standards, which is made up of ISO 14040, and ISO 14044. The selection of the
predetermined parameters is based on ISO 21930.

UNIT - the set of the fewest BUILDERS HARDWARE elements which comprise one complete
BUILDERS HARDWARE product, together with the fasteners required to affix the product to the
building. More than one UNIT may be required in use, but less than one UNIT cannot perform
the required function.
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UNIT PROCESS — the smallest element considered in the LCI for which input and output data
are quantified [ISO 14040].

WATER CONSUMPTION — water removed from but not returned to the same drainage basin

Note 1. WATER CONSUMPTION can be because of evaporation, transpiration, product
integration or discharge into a different drainage basin or the sea. Evaporation from
reservoirs can be included in WATER CONSUMPTION [ISO/DIS 14046].

Note 2 Refer to ISO 14046 for all terms relating to types and classifications of water and
water footprint assessment.

WASTE — substances or objects that the holder intends or is required to dispose of [ISO
14040].

[12]
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List of Abbreviations

For the purposes of this document, the following abbreviations are per ANSI/BHMA A156.1-
115, 1SO 14040:2006, ISO 14044, 14025: 2006, ISO 21930 and EN 15804:

ADPE — Abiotic Depletion Potential for Non-Fossil Resources
ADPF — Abiotic Depletion Potential for Fossil Resources
ANSI — American National Standards Institute

AP — Acidification Potential of Soil and Water

ASTM — American Society for Testing and Materials

BH — Builders Hardware

BHMA — Builders Hardware Manufacturers Association
CAA — Clean Air Act (U.S)

CDM - Clean Development Mechanism

CERCLA — Comprehensive Environmental Response, Compensation, and Liability Act
CFR - Code of Federal Regulations

CPS - Construction Process Stage

CRU - Components for Reuse

DIS — Draft International Standard

EEE — Exported Electrical Energy

EET — Exported Thermal Energy

EN — European Standard

EP — Eutrophication Potential

EPA — Environmental Protection Agency

EPCRA — Emergency Planning and Community Right-to-Know Act
EPD - Environmental Product Declaration

FW — Net Consumption of Water

GWP — Global Warming Potential

HVAC — Heating, Ventilation, and Air Conditioning

IBTS — Integrated Building Technical System

HWD — Hazardous Waste Disposed

IBU — Institute Construction and Environment

ISO — International Organization for Standardization
LCA — Product Life Cycle Assessment

LCI — Life Cycle Inventory

LCIA — Life Cycle Impact Assessment

LEED - Leadership in Energy and Environmental Design
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LHV — Lower Heating Value (net caloric value)

MET — Materials for Energy Recovery

MFR — Materials for Recycling

NHWD - Non-Hazardous Waste Disposed

NPRI - National Pollutant Release Inventory

NRSF — Use of Non-Renewable Secondary Fuel

ODP — Depletion Potential of the Stratospheric Ozone Layer
PCR - Product Category Rule

PENRE — Non-Renewable Primary Energy and Energy Carrier
PENRM — Non-Renewable Primary Energy as Material Utilization
PERE — Renewable Primary Energy as Energy Carrier

PERM — Renewable Primary Energy as Material Utilization
PERT — Total Use of Renewable Primary Energy Resources
PM — Particulate Matter

POCP — Formation Potential of Tropospheric Ozone

RSF — Use of Renewable Secondary Fuel

RSL — Reference Service Life

RWD - Radioactive Waste Disposed

SDS - Safety Data Sheet

SM - Use of Secondary Material

TRACI — Tool for Reduction and Assessment of Chemical and other Environmental Impacts

VER — Verified Emission Reduction
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1.0 Introduction to the PRODUCT CATEGORY RULES (PCR)

1.1 Purpose of the PCR

The intended application of this PRODUCT CATEGORY RULE (PCR) document is to provide a
common set of specific rules, requirements and guidelines for developing ISO 14025
conformance Type Il Environmental Product Declarations (EPDs) for BUILDERS HARDWARE
products produced for use in North America and to specify the underlying requirements of the
LCA in conformance with ISO 14040 series of LCA standards.

The primary users of this PCR will be the BHMA and its member companies. Other North
American or global manufacturers could use this PCR as well.

This PCR document does not address either the economic or social aspects of BUILDERS
HARDWARE products.

1.2 Scope of the PCR

This PCR is valid for BUILDERS HARDWARE products produced for use in North America as
defined in ANSI/BHMA A156 series of standards that fulfill all standards, regulations, and
technical specifications (SRTSs) shown under "List of References".

The Scope of this PCR includes all products covered in ANSI/BHMA A156 series of standards
except for A156.10, A156.18, A156.27, A156.28, A156.32, A156.115, and A156.115-W. The
scope of products covered under this PCR has been matched with that covered under the IBU
PCR for Locks and Fittings with the exception of window fittings.

This PCR is applicable to the following 26 sub-categories of the BUILDERS HARDWARE product
category:

1) Butts & Hinges,

2) Bored and Preassembled Locks and Latches,
3) Exit Devices,

4) Door Controls — Closers,

5) Cylinders and Input devices for locks,
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6) Architectural Door Trim,

7) Door Controls - Overhead Stops and Holders,

8) Cabinet Hardware,

9) Cabinet Locks,

10) Interconnected Locks & Latches,

11) Mortise Locks & Latches,

12) Sliding and Folding Door Hardware,

13) Release Devices: Closer Holder, Electromagnetic and Electromechanical
14) Auxiliary Hardware,

15) Self-Closing Hinges & Pivots,

16) Strap and Tee Hinges and Hasps,

17) Thresholds,

18) Door Gasketing and Edge Seal Systems

19) Electromagnetic Locks,

20) Delayed Egress Locking Systems,

21) Electrified Locking Devices,

22) Continuous Hinges,

23) Exit Locks, Exit Locks with Exit Alarms, Exit Alarms, Alarms for Exit Devices
24) High Security Cylinders,

25) Electric Strikes and Frame Mounted Actuators, and
26) Auxiliary Locks

For additional clarification on the scope of this PCR see References for corresponding
ANSI/BHMA standards for each product listed above.

1.3 Period of Validity of the PCR

This PCR is valid for a period of 5 (five) years from the date of the publication. This PCR may
be revised sooner by the primary users identified in Section 1.1.

1.4 Content of the PCR

This PCR specifies the rules for the BUILDERS HARDWARE PRODUCT CATEGORY as regards to:
— the calculation criteria for the LIFE CYCLE ASSESSMENT (LCA),
— the rules for the creation of a Background Report on the LCA, and
— the rules for the creation of the Environmental Product Declaration (EPD).
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1.5 Harmonization

In developing this PCR, UL Environment took every effort to harmonize the PCR development
work with existing PCRs for BUILDERS HARDWARE. The PCR development process, for
instance, began with a search for existing valid PCRs on this particular building product
category. The following two PCR documents from the German Institute for Construction and
Environment (IBU) were valid and considered in the development of this PCR:

- Product Category Rules for Building-Related Products and Services, From the range of
Environmental Product Declarations of Institute Construction and Environment e.V. (IBU):
Part A: Calculation Rules for the Life Cycle Assessment and Requirements on the
Background Report, Sep 2011

- PCR Guidance-Texts for Building-Related Products and Services, From the range of
Environmental Product Declarations of Institute Construction and Environment e.V. (IBU),
Part B: Requirements on the EPD for locks and fittings, July 2013.

The IBU PCR for locks and fittings was modified for North American circumstances for the
following reasons:

¢ the IBU PCR strictly follows the EN 15804:2012 standard, developed by regulatory and
policy organizations in the European Union and developed by European experts rightly
reflecting the interests, practices, and supply chain aspects in the EU. The PCR
development team recognized the need for developing a separate PCR, compliant with
ISO 14025 and 1SO 21930, for BUILDERS HARDWARE manufactured for use in North
America;

¢ the IBU PCR requires applying European category-impact-characterization factors.
Instead, the USA Environmental Protection Agency’s Tool for the Reduction and
Assessment of Chemical and other environmental Impacts (TRACI) system of
characterization factors shall be applied for North American BUILDERS HARDWARE LCA
reports and EPDs;

¢ the IBU PCR requires applying European based background LCI data sources. Instead,
data sources representative of North American circumstance and conditions (e.g., US
LCI database, US EIl database, etc.) shall be used for North American BUILDERS
HARDWARE LCA reports and EPDs;

e the IBU PCR is based on European technical requirements and reference standards
which are different from North American standards. As specified in Section 2, North
American reference standards and technical requirements shall be used to describe
the North American BUILDERS HARDWARE products;
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¢ the IBU PCR documents follow a specific structure. It consists of a generic IBU PCR
Part A document applicable for all building & construction products and a product
specific IBU PCR Part B. This North American PCR adopts a different structure and is a
standalone document;

e the IBU PCR follows European regulations for hazardous and toxic materials and
substances. North American regulations are different from European. This North
American BUILDERS HARDWARE PCR specifies hazardous and toxic materials and
substances in accordance with regulations applicable in the North American countries
for which the PCR is to be valid;

Despite the above variations, the PCR team adopted almost all LCA technical aspects of the
IBU PCR, for instance -

— definition of DECLARED UNIT,

— the modular approach,

— PRODUCT SYSTEM boundary,

— life cycle stages definition and processes,

— environmental parameters derived from LCA including parameters describing
environmental impacts, parameters describing resource use, and parameters
describing different WASTE categories and output flows,

— additional technical information for the optional “construction, use and end-of-life” life
cycle stages,

— additional environmental information during the use stage which is not covered by the
LCIA,

— allocation rules,

— the EPD content template, etc. -

in order to develop this North American BUILDERS HARDWARE PCR and maintain a
comparable level of harmonization.
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