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Underwriters Laboratories Inc. (UL)
333 Pfingsten Road
Northbrook, IL 60062-2096

UL Standard for Safety for Microwave Cooking Appliances, UL 923

Fifth Edition, Dated May 23, 2002

Revisions: This Standard contains revisions through and including June 19, 2007.
Summary of Topics

The revisions dated June 19, 2007 were issued to add normal temperature limits for Class S
insulation systems to Table 36.1.

Text that has been changed in any manner is marked with a vertical line in the margin. Changes in
requirements are marked with a vertical line in the margin and are followed by an effective date note
indicating the date of publication or the date on which the changed requirement becomes effective.

The new requirements are substantially in accordance with UL’s Proposal(s) on this subject dated May
11, 2007.

The revisions dated June 19, 2007 include a reprinted title page (pagel) for this Standard.

As indicated on the title page (page 1), this UL Standard for Safety is an American National Standard.
Attention is directed to the note on the title page of this Standard outlining the procedures to be followed
to retain the approved text of this ANSI/UL Standard.

As indicated on the title page (pagel), this UL Standard for Safety has been adopted by the Department
of Defense.

The UL Foreword is no longer located within the UL Standard. For information concerning the use and
application of the requirements contained in this Standard, the current version of the UL Foreword is
located on ULStandardsInfoNet at: http://ulstandardsinfonet.ul.com/ulforeword.html

The master for this Standard at UL’s Northbrook Office is the official document insofar as it relates to a \4\)@»
UL service and the compliance of a product with respect to the requirements for that product and service r\g\@
or if there are questions regarding the accuracy of this Standard. @) §®
UL'’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor t /\W@tribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution I@kette be
altered in any way. All of UL's Standards and all copyrights, ownerships, and hitd re@afdmg those
Standards shall remain the sole and exclusive property of UL. (\@} Y S .

& QO v\iu N
All rights reserved. No part of this publication may be reproducaﬁ%ore&i@h% retrlel %ystem or
transmitted in any form by any means, electronic, mechanlc%@ oto &@n \ reca@r@ or otherwise
without prior permission of UL. <®®/ SOl

NS

k‘
Revisions of UL Standards for Safety are issue %1 ti ot ir? %@@tandard for Safety is current
only if it incorporates the most recently adop> rewsu;m&

A&
UL provides this Standard "as is" wi Warranty of a@@ﬁ elther expressed or implied, including but
not limited to, the implied warra@ of merchantability or fitness for any, purpose.
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In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

UL will attempt to answer support requests concerning electronic versions of its Standards. However, this
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve every
support request. UL supports the electronic versions of its Standards only if they are used under the
conditions and operating systems for which it is intended. UL's support policies may change from
time-to-time without notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.

Purchasers of the electronic versions of UL's Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed )
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard. /§\®

An employee of an organization purchasing a UL Standard can make a copy of the page or pages bein %
viewed for their own fair and/or practical internal use. \i\N

The requirements in this Standard are now in effect, except for those paragraphs, sections, t /% flgures
and/or other elements of the Standard having future effective dates as indicated in the r@te the
affected item. The prior text for requirements that have been revised and that hav ure ffez ive date
are located after the Standard, and are preceded by a "SUPERSEDED REQ@EME{[\I@@OU%
c \ )>
New product submittals made prior to a specified future effective ‘35@@ will KQ\GP&E)ged é{ aII of the
requirements in this Standard including those requirements Wlu%é\@pec |§future We date, unless
the applicant specifically requests that the product be ju %%@émgert rrent(ﬁ?mréments However, if
the applicant elects this option, it should be noted “com ‘ce wit e requirements in this
Standard will be required as a condition of contu@(@ i nd FO%@Q Services after the effective
in Wr

date, and understanding of this should be s ’\x
/{\F\U /x\Q @’\ C@
Copyright © 2007 Underwriters Lal ries Inc. ¢ QR
pyrig Q%g@l‘ﬁfo i
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(Title Page Reprinted: June 19, 2007)

1 ANSI/UL 923-2007

UL 923

Standard for Microwave Cooking Appliances

First Edition — October, 1977
Second Edition — November, 1981
Third Edition — August, 1990
Fourth Edition — November, 1995

Fifth Edition
May 23, 2002 |

The most recent designation of ANSI/UL 923 as an American National Standard

(ANSI) occurred on June 18, 2007. The ANSI approval for this standard does not |
include the Cover Page, Transmittal Pages, Title Page, CRG, or Superseded

Requirements.

This ANSI/UL Standard for Safety, which consists of the Fifth Edition including
revisions through June 19, 2007, is under continuous maintenance, whereby
each revision is ANSI approved upon publication.

An effective date included as a note immediately following certain requirements
is one established by Underwriters Laboratories Inc. and is not part of the ANSI
standard.

The Department of Defense (DoD) has adopted UL 923 on June 29, 1990. The
publication of revised pages or a new edition of this Standard will not invalidate
the DoD adoption.

Revisions of this Standard will be made by issuing revised or additional pages /\f\@\
bearing their date of issue. A UL Standard is current only if it incorporates the r\\@\&‘”
most recently adopted revisions, all of which are itemized on the transmittal notice «<§®\/ ’

that accompanies the latest set of revised requirements. Comments or proposals @\
for revisions on any part of the Standard may be submitted to UL at any time= {0
Proposals should be submitted via a Proposal Request in UL's On%lné) /\x@)
Collaborative Standards Development System (CSDS) at http://csds. uk@g@ iﬂ
s
COPYRIGHT © 1977, 2007 UNDERWRITERS LABORATORI@ NG,

G) @L
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INTRODUCTION

1 Scope

1.1 These requirements cover household and commercial microwave cooking appliances operated in the
Industrial, Scientific and Medical (ISM) bands of 915 +25 and 2450 +50 MHz, for use in ordinary locations

in accordance with the National Electrical Code, NFPA 70, and rated not more than 600 V.

1.2 These requirements also cover microwave cooking appliances intended for built-in installation,
side-by-side mounting, stacking, wall mounting and installation over ranges.

1.3 For the purpose of these requirements, commercial microwave cooking equipment is that usually
found in commercial kitchens, restaurants, or other business establishments where food may be
dispensed. Household microwave cooking equipment is that intended for household use.

1.4 These requirements also cover the microwave cooking portion of a household electric range. The
combination is to comply with the Standard for Household Electric Ranges, UL 858.

2 Glossary
2.1 For the purpose of this standard the following definitions apply.

2.2 AUTOMATICALLY CONTROLLED APPLIANCE — An appliance is considered to be automatically
controlled under any one or more of the following conditions:

a) If the repeated starting of the appliance, beyond one complete predetermined cycle of
operation, is independent of any manual control;

b) If, during any single predetermined cycle of operation, the appliance is caused to stop and
restart, or change operating modes one or more times; or

c) If, upon energizing the appliance, the initial starting of a motor may be intentionally delayed
beyond normal, conventional starting.

2.3 CAVITY — That portion of the microwave cooking appliance in which food may be heated, cooked, 7/,&\@4
or dried. {\/{&?@\X ‘
N
2.4 CLASS 2 CIRCUIT — An isolated secondary circuit involving a potential of not more than 42.4 \4<§®
peak supplied by: KN @
(o)‘\\
a) An inherently-limited Class 2 transformer; Q)
) y @ i\,ﬁ“{

b) A combination of an isolated transformer secondary winding and ce or

regulating network that together comply with the performance ;i en J&an m)’@@ﬁ‘}tly-

limited Class 2 transformer; @\M

o9 i
c) A dry-cell battery having output character|st|cs<qgf\“qreate , thos%o& an inherently-limited
Class 2 transformer; \@) {B\u Q"

e® -
d) Any combination of (a), (b), andg?ﬁhat togeﬁ@r compl ﬂh the performance requirements
for an inherently-limited Class 2,{@% ormegfzi p@

@/”
OOQ A @v
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e) One or more combinations of a Class 2 transformer and an overcurrent protective device
that together comply with the performance requirements for a noninherently-limited Class 2
transformer.

A circuit derived from a line-connected circuit by connecting impedance in series with the supply circuit
as a means of limiting the voltage and current is not considered to be a Class 2 circuit. See Secondary
Circuits, Section 31.

2.5 CONTROLLED ENVIRONMENT - An environment relatively free of conductive contaminants, such
as normal cooking vapors, carbon dust, and the like, that may be a result of the end-use equipment to
which a control will be installed or may be due to the location of the end-use equipment, and protected
against humidity and the formation of condensation. A controlled environment may be provided by
means of a:

a) Hermetically sealed enclosure,
b) Encapsulation,
c) A conformal coating, or

d) A gasketed, tight-fitting enclosure or filter system preventing contamination in conjunction
with a system preventing condensation (for example, the maintaining of the surrounding air at
constant temperature and a suitably low relative humidity).

2.6 "CROWBAR" CIRCUIT — A circuit that causes an electrical overload to exist in the event certain
other operations are not completed. The overload condition in turn causes an overcurrent or thermal
device to function.

2.7 DOOR - The movable barrier that permits access to the cavity for placement or removal of food,
and whose function is to prevent emission of microwave energy from the passage or opening which
provides access to the cavity.

2.8 EQUIVALENT PLANE-WAVE POWER DENSITY — The square of the rms electric field strength
divided by the impedance of free space (377 ohms).

2.9 INTERLOCK — A device or system, either electrical, mechanical, or electromechanical, that serves @a\ﬁﬂ\y
to prevent exposure to an electric shock, or physical injury, or excessive radiation emission when a r\i\@l
door, cover, or access panel is opened or removed. <§®N

(“;5)
2.10 INTERLOCK MONITOR — An electrical, mechanical, or electromechanical system tha@@ves to
render a microwave cooking appliance incapable of generating microwave energy m@@avent Q)

designated primary or secondary interlock, or both does not perform its mtended f \Vis
2.11 MAGNETRON - A type of microwave generator usually used in r&gf&v? @kﬁng appﬁdgﬁ\ses

ﬂ\
2.12 MICROWAVE ENCLOSURE - Refers to the inner cavny@@ @c& Waveggweé? and radiation
shielding around magnetron filament connections. <®®/

2.13 MICROWAVE RADIATION EMISSION — Tf@ﬁm erg thh persons might be
exposed during operation or user servicing ofcasmicrowa cookm’ﬁ) liance.

o O @
@@@f s t/
AV AP

3
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2.14 OVER-THE-COOKTOP MICROWAVE OVEN — Any appliance, including a combination microwave
oven vent-hood fan, that may be located above a range, cooktop, or similar heating appliance. It also
includes appliances that can be located on a vent-hood shelf above a range or cooktop.

2.14A POWER OUTPUT CONTROL CIRCUIT — A control circuit that supervises and/or manages the
power output and must operate repetitively and consistently to assure compliance with the normal and
abnormal operation tests specified in Sections 33 — 59.

Added 2.14A effective May 30, 2007

2.15 PRIMARY INTERLOCK — A designation for one of the oven door interlocks. The primary interlock
is intended to de-energize the microwave generator upon opening the oven door, before microwave
radiation emission exceeds the levels specified in 34.1.1.

2.16 PRIMARY CIRCUITS — The wiring and components that are conductively connected to the branch
circuit.

2.17 SAFETY CIRCUIT — Any primary or secondary circuit that is relied upon to reduce a risk of fire,
electric shock, injury to persons, or excessive radiation (microwave or x-radiation) emission. An interlock
circuit, for example, is considered to be a safety circuit.

2.18 SECONDARY CIRCUIT — A secondary circuit is one that is supplied from an isolated secondary
winding of a transformer.

2.19 SECONDARY INTERLOCK — A designation for one of the oven door interlocks. The operation of
the secondary interlock is intended to prevent microwave radiation emission from exceeding the level
specified in 34.1.1 when the door is opened.

2.20 STIRRER — That feature of a microwave cooking appliance that serves to continuously change the
standing wave pattern within the oven cavity.

2.21 UNDER-CABINET MOUNTED MICROWAVE OVENS — A microwave cooking appliance that is
installed under a cabinet and over a non-heat producing surface.

2.22 USER SERVICING — Any form of servicing that might be performed by personnel other than those

who are trained to maintain the appliance. Some examples of user servicing are: </\§\®
PR\
S
a) Cleaning any areas that are accessible without the use of tools; ?@)@”\'
SO
\i\
b) Replacing lamps, fuses, or other parts that are accessible without the use of tools; /%\ @9
S
)
c) Adjustment of any controls that do not involve the use of tools; and A g @{W
N\ Vi
d) Any operation described or implied in the operator’'s manual, whet@l@gor n%t
required. @L > swr\\
5

0 ﬂ«x

2.23 VIEWING SCREEN - That feature of a microwave appli art of t ‘déﬁ)r assembly,

that is opaque to microwave energy but visually transparsq@é“provus(é@r wewg&gﬂthe cavity contents.
DY Q

2.24 VIEWING SCREEN BARRIER — An optlcallggif%hs%g@)@ n%ten@dﬁ@?acent to a viewing screen,

which serves to prevent insertion of a wire or@fher ob;e nto the @\/
@f/ﬁf\ @KQ ('\(3
ol i
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3 General

3.1 Components

3.1.1 Except as indicated in 3.1.2, a component of a product covered by this standard shall comply with
the requirements for that component. See Appendix A for a list of standards covering components
generally used in the products covered by this standard.

3.1.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

3.1.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

3.1.4 Specific components are incomplete in construction features or restricted in performance
capabilities. Such components are intended for use only under limited conditions, such as certain
temperatures not exceeding specified limits, and shall be used only under those specific conditions.

3.2 Units of measurement

3.2.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

3.2.2 Unless indicated otherwise, all voltage and current values mentioned in this standard are
root-mean-square (rms).

3.3 References

3.3.1 Any undated reference to a code or standard appearing in the requirements of this standard shall
be interpreted as referring to the latest edition of that code or standard.

s
A
G\SQ’V
S
(“@\1« @)
- @\\Fy iu@
/\@@, < @L v E k}\/
2% ¥ o8
&@ g X\é\ ' Lo
@ﬂ@’ @L» Qo
M) © < Q%\\ @@
Nﬂ?\c @ﬁgﬁ\d ) Vg
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CONSTRUCTION
4 General

4.1 A microwave cooking appliance shall be made and finished with the degree of uniformity and grade
of workmanship that is practicable in a well-equipped factory.

5 Frame and Enclosure

5.1 A microwave cooking appliance shall be so formed and assembled that it will have the strength and
rigidity necessary to resist the abuses that it is likely to be subjected, without increasing the risk of fire,
electric shock, injury to persons, or exposure to radiation emission in excess of the limits specified in these
requirements due to total or partial collapse with resulting reduction of spacings, loosening or
displacement of parts, or other serious defects.

5.2 The enclosure of a microwave cooking appliance shall house all electrical parts, except a supply cord,
that may cause a fire, electric shock, injury to persons, or exposure to radiation emission in excess of the
limits specified in these requirements under any condition of use. No dependence shall be placed on
adjacent walls or adjacent equipment to complete an enclosure. If a microwave cooking appliance is
intended for permanent installation (intended for permanent connection to the power supply), the
appliance shall be provided with means for mounting in the intended manner and shall be furnished with
any necessary fittings, such as brackets, hangers, or sleeve.

5.3 Among the factors that shall be taken into consideration when an enclosure is being evaluated are
its:

a) Mechanical strength,

b) Resistance to impact,

c) Moisture-absorptive properties,
d) Combustibility,

e) Resistance to corrosion, and /g\C),/

f) Resistance to distortion at temperatures to which the enclosure may be subjected under i\;@"’
conditions of use. For a nonmetallic enclosure, all of these factors shall be considered with <§®\
respect to thermal aging. o ¥
e
5.4 An enclosure constructed of polymeric material shall comply with the requiremerc‘g@n 12 3. Alnetal
enclosure or enclosure part shall be tested in accordance with Metal Enclosure Im Tes Section 41A,
for resistance to impact. S
P . . ‘\@ﬁ < S N
Revised 5.4 effective May 30, 2007 /\& \0 ”C)L L N\
NO)
(0
5.5 Cast- and sheet-metal portions of the enclosure shall be nq@@ %ﬁ’ndlcate@b ai;)able 5.1 unless

the enclosure is found to be acceptable when evaluated ung cons@@ tions such as are mentioned in

)/ g v Q
5.3 and 5.6. /\%@ R o®

Documents

Document Sharing Hub

Full document details: UL 923 2007


http://www.avadocuments.com/doc/ul-923-2007
http://www.avadocuments.com/doc/ul-923-2007

14

MICROWAVE COOKING APPLIANCES - UL 923

NOVEMBER 30, 2005

5.6 In addition to being considered with reference to the factors mentioned in 5.3, an enclosure of sheet
metal shall be evaluated with respect to its size and shape, the thickness of metal and its acceptability for
the particular application, considering the intended use of the appliance.

Table 5.1

Minimum acceptable thickness of metal enclosure

Metal At small, flat, unreinforced At surfaces to which a At relatively large
surfaces and at surfaces that are wiring system is to be unreinforced flat
reinforced by curving, ribbing, or connected in the field surfaces

the like, (or are otherwise of a

shape and/or size to provide

acceptable physical strength)

in (mm) in (mm) in (mm)

Die-cast metal 3/64 (1.2) - 5/64 (2.0)
Cast malleable iron 1/16 (1.6) - 3/32 (2.4)
Other cast metal 3/32 (2.4) - 1/8 (3.2)
Uncoated sheet steel 0.026 (0.66) 0.032 (0.81)2 0.026 (0.66)
Galvanized sheet steel 0.029 (0.74) 0.034 (0.86)2 0.029 (0.74)
Nonferrous sheet metal 0.036 (0.91) 0.045 (1.14) 0.036 (0.91)
2 Sheet steel of a thickness less than that mentioned, but not less than 0.026 in (0.66 mm) if uncoated steel or not less than
0.029 in (0.74 mm) if galvanized steel, is acceptable if the area surrounding the knockout has a thickness not less than 0.053 in
(2.35 mm).

5.7 If openings for exhaust ventilation are provided in the enclosure of a microwave cooking appliance
they shall be so located that they will not vent into concealed spaces of a building structure, such as into
false-ceiling space or into hollow spaces in the wall, when the appliance is installed as intended.

5.8 The microwave enclosure of a microwave cooking appliance shall be so constructed as to prevent
microwave radiation emission in excess of the values specified in 34.1.1.

5.9 With reference to 5.8, there shall be no openings in external surfaces of an appliance that will enable

insertion of an insulated wire of any diameter into the cavity, wave guide, or other microwave-energy-

containing spaces while the door is closed, provided the wire, when inserted, could consist of two straight

segments forming an obtuse angle of not less than 170 degrees. The appliance is to be fully assembled &
during the examination except for parts that are removable without the use of tools. Typically, a solid wire 4/\@\\ ‘
approximately 0.04 in (1.0 mm) in diameter is used to determine possible insertion paths. The rotating fan i\;@

blade of a blower motor in the direct line of sight to a small hole or crack leading to a microwave contey

space is considered an acceptable barrier to the insertion of a wire. ) %\ C@a
. . , ) . =
Exception: Entry of a wire of any diameter may be considered acceptable if it can be 10nst, that

the insertion of any such wire will not result in an equivalent plane-wave powerg ty microwave

radiation in excess of 1 mW/cm? at any point 5 cm or more from the exter urface @@O}re enclosure

when subjected to the Microwave Radiation Emission Test, Section 34C %® il %

a0 &

5.10 A countertop microwave cooking appliance that employ%@@tznc pone 0@? internal wiring

located below an opening that is more than 45° from %rtlca@ne on_the fop of a countertop
pem@ ection 46A.

yeks in ttg@ﬁrcuit.

microwave oven shall comply with Spillage on Honzorggg 9

Added 5.10 e@t ) M%@,@OW ﬂ“

‘{\
S
@\’

@ ,/*
o
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6 Accessibility of Live Parts

6.1 The electrical parts of an appliance shall be so located or enclosed that persons are protected against
unintentional contact with uninsulated live parts. The method of evaluating openings in the enclosure is
given in 6.2 — 6.6.

6.2 An opening in the enclosure of an appliance that will not permit entrance of a rod 1 in (25.4 mm) in
diameter is acceptable if a probe as illustrated in Figure 6.1, when inserted into the opening, cannot be
made to touch any part where leakage current to earth ground, or to other accessible parts, would exceed
the levels specified in 33.1.

6.3 With respect to the requirement in 6.2, the probe may be articulated into any configuration and may
be rotated or angled to any position before, during, or after insertion into the opening; and the penetration
may be to any depth allowed by the opening size, including minimal depth combined with maximum
articulation.

6.4 An opening that has a minor dimension of 1 in (25.4 mm) or more, in an enclosure, as illustrated in
Figure 6.2, is acceptable if, within the enclosure, there is no uninsulated live part or film-coated wire less
than, R distance from the inside edge of the perimeter of the opening and X distance from the plane of
the opening. T equals the enclosure thickness, R equals X minus T, and X equals five times the diameter
of the largest round rod that can be inserted through the opening but not less than 6-1/16 in (154 mm).
In evaluating an opening, any barrier located within the volume is to be ignored unless it intersects the
boundaries of the volume in a continuous, closed line.
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Figure 6.1
Accessibility probe
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Figure 6.2
Opening in enclosure
Proportions exaggerated for clarity
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6.5 In connection with the requirements in 6.1 — 6.4, a part of the outer enclosure that may be removed
without the use of tools by the user of the appliance (for the attachment of accessories, to allow access
to means for making operating adjustments, or for other reasons) is to be disregarded — that is, it is not
to be assumed that the part in question affords protection against electric shock. A warning marking, such
as that specified in 64.1.8 is not considered to eliminate this condition.

6.6 With reference to 6.7 and 6.8, the outer enclosure of a household counter-top appliance that requires
removal for servicing is to be removed when determining compliance with the requirements.

6.7 A component (such as a lampholder, fuseholder, circuit breaker, or the like) intended to be user
serviceable shall be so located that persons replacing or resetting the component in a line-voltage circuit
cannot unintentionally touch an uninsulated live part.

Exception: The requirement does not apply to the screwshell or center contact of a screwshell
lampholder or to the clips of a fuseholder that is associated with the component being replaced.

6.8 Uninsulated live parts of the line or high voltage circuits shall be individually insulated, guarded, or
located such that the probe illustrated in Figure 6.3 cannot contact live parts with the outer enclosure
removed.

Exception No. 1: This requirement does not apply to enamel-coated line or low voltage connected coil
windings. The secondary voltage coil of the magnetron transformer shall not be exempt from the
requirement,

Exception No. 2: An interlock system may be provided in lieu of insulating, guarding, or locating the live
parts if the system disconnects all poles of the power supply, and the live parts that can be contacted by
the probe are reliably deengerized. The actuator for such an interlock shall be concealed and not obvious
to the person servicing the microwave oven.

Exception No. 3: Non-removable type fasteners or other means of securing the outer enclosure to the
oven may be provided in lieu of insulating guarding, locating or interlocking the live parts if:

a) The securing means if determined through trial removal to be unlikely to be removed,

b) The securing means is provided with a tool interface that will not accommodate a slotted, a
Phillips, a square, or torx driver, or wrench of any type for removal,

¢) The securing means has a curved head that cannot be gripped by pliers. A securing meg@?\
provided with a maximum 0.020-in (0.50-mm) radius curve above the exposed outer s fﬁb of
the appliance to which the securing means is affixed is considered as not be capat@\ “being

gripped, ) F@ K\<®
c©

<SS\ N
v\,u N
e) The securing means are located such that removal of th @Bn ta{m@&”resmta A} ews will
not allow access to the high voltage circuits (such as aﬂ%@@bo r@b}‘ the elgg@s%re) and
ﬂ\
f) The appliance is marked in accordance W/t@b@ 23 @y (®®/

Revised 6.8 e@@ Ve M%@Eﬂzom ﬂ“

n{\\tf\ @ @\Q/‘ (’\ (3

S o
SO~ N2

3

d) A minimum of two such securing means are provided, (\@}
<
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Figure 6.3
Probe for uninsulated live parts
ANY
— |  CONVENIENT ,
LENGTH 12.70 mm Dia.
(0.50 inch)
19.05 mm Dia.
(0.75 inch)
14.275
mm
(0.562 inch)
475 mm R
- 101.60 mm - (0.187 inch)

(4.0 inches)

PA135A

7 Protection Against Injury
7.1 General

7.1.1 A moving part, such as the rotor of a motor, a chain, a pulley, a belt, or a gear, shall be enclosed
or guarded to reduce the risk of injury to persons.

7.1.2 With reference to the requirement in 7.1.1, the degree of protection required of the enclosure

depends upon the general construction and intended use of the appliance. The factors to be taken into /@L{\\@
consideration in determining the acceptability of an exposed moving part are: i\@”\ix\»”
_ (\@r\\
a) The degree of exposure; (O\) o
. e
b) The sharpness of the moving part; - =) S
O/\@@G i @(J
O "
¢) The likelihood of unintentional contact with the moving part; < > ~Q
ﬂ @E 4(\ @
d) The speed of movement of the part; and »\@ %QL LA/
(80 ?<\/\(i\ Qa’
e) The likelihood of a finger, an arm, or clothing bei Aé@lwig? LThe movm@iﬁart (such as at
points where gears mesh, where a belt travels o@ puIL%y wher@ ovmg parts close in a
pinching or shearing action). a4 @6 NP Q-
<N & ‘@K\ﬂ @
SO <8 -~ o
&S @OT g
(“‘Q\S’ ' @tit}
C\Q 2\ 2
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7.1.3 A microwave cooking appliance, and any item furnished with the appliance, shall have no sharp
edge, burr, point, or spike inside or outside the appliance that may cause injury during use, including a
cleaning operation.

7.1.4 Materials employed in the construction of the appliance depended upon for protection against injury
shall be acceptable for the particular use. See 5.1 and 5.3.

7.2 Strength of mounting

7.2.1 A support bracket, hanger, or the like, of a wall-mounted appliance, shall not weaken, crack, or
break; and shall support the oven and mounting bracket assembly when subjected to the conditions
described in Strength of Mounting Test, Section 58.

7.3 Fans

7.3.1 A removable filter that complies with the requirements in Filters, Section 28, is acceptable as a
guard of a fan.

7.3.2 A side of a fan need not be guarded provided that:
a) The appliance is marked as specified in 66.27; and

b) The installation instructions are such that, when installed per the instructions, an opening
allowing the user access to an unguarded side of a fan is at least 7 ft (2.13 m) above the floor.

8 Mechanical Assembly
8.1 A switch, a fuseholder, a lampholder, an attachment plug receptacle, a power inlet (motor attachment
cap), or other component that is handled by the user shall be mounted securely and shall be prevented

from turning. See 14.3.

Exception: The requirement that a switch be prevented from turning may be waived if all four of the
following conditions are met:

a) The switch is of a plunger, slide, or other type that does not tend to rotate when operated. A A@ﬁ

toggle switch is considered to be subject to forces that tend to turn the switch during operation x\@\ ‘

of the switch; "
<<®

b) The means of mounting the switch makes it unlikely that operation of the switch WI/ {o@én

the switch; (o)‘\\

@ D
c) Spacings are not reduced below the minimum acceptable values and t@lg Is l@ﬁﬁe s on
internal wiring or terminals of internal wiring if the switch moves; a”dfﬂ‘

ﬂ Q\
QO \ \O R\
d) Intended operation of the switch is by mechanical meansg@%er t@% d/reqt9 act by

persons. Q @% N § @70 (S
o g v q °
@;@ e oS
’ﬁ )~ )
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8.2 The means by which the turning mentioned in 8.1 is prevented is to consist of more than friction
between surfaces — for example, a lock washer, properly applied, is acceptable as the means to prevent
turning of a device having a single-hole mounting means.

8.3 If a factory installed part of an appliance is normally removed from the appliance by the installer to
convert the appliance from one type of installation to another, (for example, counter top installation to
built-in), and the part is not replaced during such conversion, the appliance shall, with the part removed,
comply with all requirements in this standard that apply to all types of installation for which the appliance
is intended.

9 Protection Against Corrosion

9.1 Iron and steel parts shall be protected against corrosion by enameling, galvanizing, plating, or other
equivalent means if corrosion of such parts would be likely to result in a risk of fire, electric shock, injury
to persons, or excessive radiation emission.

Exception: This requirement does not apply to bearings, laminations, or minor parts of iron or steel, such
as washers or screws. The sheath of a heating element need not be protected against corrosion.

9.2 If the oxidation of iron or steel due to the exposure of the metal to air and moisture is not likely to be
appreciable — thickness of metal and temperature also being factors — surfaces of sheet steel and cast
iron parts within an enclosure may not be required to be protected against corrosion.

10 Interlocks

10.1 Opening the door of a microwave cooking appliance shall operate a minimum of two door interlocks.
At least one door interlock on a fully assembled microwave oven shall not be operable by any part of the
human body, or any object with a straight insertable length of 3.9 in (99.6 mm). Such an interlock shall
also be concealed (not within line-of-sight), unless its actuation is prevented when access to the interlock
is possible. Any visible actuator or device to prevent actuation of this interlock shall not be removable
without disassembly of the oven or its door. For magnetically operated interlocks see 50.1 and 50.2 also.

10.2 The interlocks designated as primary and secondary shall prevent microwave radiation emission in
excess of the requirements in 34.1.1 for the primary and secondary interlocks under the normal operating

conditions described in this standard. /g\@S
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11 Interlock Monitors

11.1 An interlock monitor circuit shall be provided as part of the microwave cooking appliance and shall
comply with the applicable constructional requirements of 11.2 — 11.4, and test requirements in Interlock
Monitor Circuit Test, Section 43.

11.2 An interlock monitor circuit component or system shall not serve as one of the door interlocks. Door
interlock malfunctions shall not disrupt the monitoring function of the interlock monitor circuit.

Exception: With reference to the first sentence of 11.2, a multiple circuit switch employing separate
contact sets serving as door interlock and monitor switches may be acceptable provided:

a) The presence of the interlock contact set does not increase the probability of malfunction of
the monitoring function of the monitor contact set; and

b) There are no common-mode malfunctions that could lead to or result in malfunction of the
monitoring function of the monitor contact set and an unacceptable operation of the interlock,
unless there are at least two other operable door interlocks in the appliance.

11.3 Any overcurrent device or fusible element necessary for proper operation of a monitor circuit, such
as a crowbar circuit, shall be provided in the appliance and located where it is not accessible to the user
without the use of tools.

11.4 The means of monitoring one or both of the required interlocks shall cause the microwave generator
of a microwave cooking appliance to become inoperable until the appliance is serviced by qualified service
personnel if any interlock being monitored fails to perform its required function with all other control
devices in the monitor circuit set to the closed position. Instructions for servicing associated with the
operation of the interlock monitor shall be provided for the serviceman, but shall not be provided for the
user as part of the user operating instructions packaged with the product. See 69.2.

12 Polymeric Materials

12.1 Polymeric materials employed in the construction of gaskets, spacers, dielectric media of wave
traps, or other structural parts of a microwave cooking appliance shall be investigated for the application

if the partial or total deterioration of such parts could result in microwave radiation emission exceeding the /,&\@4
limits specified in 34.1.1. /\/@ﬁ\@\ ‘
i\é@\l’\'\/
12.2 Compliance with 12.1 is determined by subjecting the specific construction to the test descnb@z@@i\
40.1.1 — 40.5.7 and 42.1.1 — 42.4.1. S*
\’\\*\
12.3 A polymeric material enclosure of electrical parts shall comply with the requireme t@m t e ndard
for Polymeric Materials — Use in Electrical Equipment Evaluations, UL 746C, as abl@t&vp ymeric
enclosures.
A@ﬂ \\3\ © )\
Exception No. 1: A minimum impact of 5 ft-Ibf (6.8 J) shall apply to all@@r E%t}ﬁmg a@llénces when
determining the impact resistance of a polymeric material enclgf{{@@ 6 ;70 ®
Exception No. 2: An enclosure of Class 2 circuits — se@@cond@ﬁbmcwts,@glon 31 — shall be treated
J® % O
as a decorative part, see 12.6. <N e® N2
N (© ﬂ
PR\ \
Exception No. 3: For the abnormal ope(@&@n an s@vere C@Cfmonmg test of UL 746C, the appliance
enclosure is to be evaluated under. gﬁnﬁabnormal opera @éﬁésts specified in Abnormal Operation Tests,
Section 47, and Cavity Fire Cor@) ent Test, Section 67, of this standard.
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12.4 A polymeric material that limits access to microwave energy-containing spaces shall comply with the
following:

a) Impact Test — In accordance with the Standard for Polymeric Materials — Use in Electrical
Equipment Evaluations, UL 746C. An impact of 2 ft-Ibf (2.7 J) is to be applied. As a result of
this test, the appliance shall comply with 5.8 and 5.9;

b) Mold Stress-Relief Distortion — In accordance with UL 746C. As a result of this test, the
appliance shall comply with 5.8 and 5.9;

c) Abnormal Conditions — See Abnormal Operation Tests, Section 47; and

d) Flammability — The material shall be classed as HB, V-0, V-1, V-2, 5VA, or 5VB in
accordance with the Standard for Tests for Flammability of Plastic Materials for Parts in Devices
and Appliances, UL 94.

12.5 When determining compliance with the enclosure requirements of the Standard for Polymeric
Materials — Use in Electrical Equipment Evaluations, UL 746C:

a) A microwave cooking appliance is to be considered an unattended appliance;

b) The stationary enclosure requirements shall apply to all permanently wired appliances, all
floor-supported appliances, and any cord-connected appliance intended to be either fastened to
or confined (totally or partially) by the building structure or other equipment;

c) The portable enclosure requirements shall apply to all cord-connected counter top
appliances, all cord-connected under-cabinet appliances, and all cord-connected appliances not
covered by (b) above; and

d) A microwave oven intended for indoor use shall be considered subject to normal room
temperature environmental conditions.

12.6 Decorative parts of or on the electrical enclosure constructed of polymeric materials shall comply
with the flammability requirements in the Standard for Polymeric Materials — Use in Electrical Equipment
Evaluations, UL 746C, as applicable to decorative parts of enclosures. A\@

Exception No. 1: Polymeric materials that are located entirely external to a metallic enclosure of ther\\ﬁ\
appliance need not be classed HB minimum, in accordance with the Standard for Tests for F/amm@

of Plastic Materials for Parts in Devices and Appliances, UL 94, provided: KN C@a
S
a) The metallic enclosure complies with the requirements in 5.5; and @ {@
W
b) The polymeric material does not cover any openings in the meta/@closu@
ok B0 ot i
Exception No. 2: Polymeric parts not more than 0.010-in (0.25- mg@%ld&@s@éﬁnot “ ssed HB,
minimum. Q@ S P 5)
Nﬂf\ ) k )
@“’ & ¢
\@) {?ﬂ) Qv
U /X\Q oO
\(\\l <A (gj@
o> Q
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12.7 Except where superseded by other requirements in this standard, polymeric materials shall have a
flammability classification of HB minimum, when tested in accordance with the Standard for Tests for
Flammability of Plastic Materials for Parts in Devices and Appliances, UL 94.

Exception No. 1: Materials covered by one or more of the exceptions to 12.6 need not be classed HB,
minimum.

Exception No. 2: Parts of a portable appliance are not required to be made of a material classed HB,
minimum, provided the part does not occupy a volume greater than 0.122 in® (2 cm®), does not have any
dimension greater than 2.4 in (60.1 mm), and is located so it cannot propagate flame from one area to
another or bridge between a possible source of ignition and other ignitable parts.

Exception No. 3: Parts of a fixed or stationary appliance are not required to be made of a material classed
HB, minimum, provided the part does not occupy a volume greater than 0.24 in® (4 cm®), does not have
any dimension greater than 2.4 in (60.1 mm), and is located so it cannot propagate flame from one area
to another or bridge between a possible source of ignition and other ignitable parts.

12.8 Polymeric materials that serve as direct or indirect support of live parts, or an electrical or
mechanical barrier shall comply with the requirements for electric insulation in the Standard for Polymeric
Materials — Use in Electrical Equipment Evaluations, UL 746C. An impact of 5 ft-Ibf (6.8 J) is to be used
for the applicable tests.

12.9 An adhesive material that is used to secure a portion of an enclosure, electrical or thermal insulation,
an electrical component, an internal barrier (such as film, door screen, or the like), a mechanical
component of a door interlock system, or a part that affects the routing of a cooling air stream shall comply
with the requirements for adhesives in the Standard for Polymeric Materials — Use in Electrical Equipment
Evaluations, UL 746C.

Exception: An adhesive need not comply with the requirements in UL 746C if the appliance complies with
all of the requirements in this standard under all conditions of complete or partial failure of the adhesive.

12.10 With respect to 12.9, the as-received bond strength of the adhesive shall be not less than four
times the strength necessary to perform its intended function, but in no case shall the as-received bond
strength be less than 2 Ibf/in?. For an adhesive used with a flexible substrate, the as-received bond
strength shall be not less than 2 Ibf/in width. /\g\@
<&
12.11 With respect to 12.9, adhesive test samples shall be subjected to temperature, humidity, and cychc@@?
conditioning. In addition, adhesive materials that may be exposed to food or cooking vapors during Norr
operation shall be subjected to corn oil exposure conditioning consisting of ten specimens s%ﬁ les
immersed in corn oil for 7 days at the maximum adhesive temperature measured during the @s’%pecmed
in Temperature Test, Section 36. F@{ @{)

Y
12.12 A polymeric duct or grill that prevents exhaust air from venting into a ceggééaled space’of a building
structure (see 5.7) shall comply with the following tests in the Standar ?;, aterialsiiUse in
Electrical Equipment Evaluations, UL 746C. As a result of thesegt g\é aII rLbE cracking,
warpage, or other distortion to the extent that a solid No. 18 0 8 L nm@gja?ed wire can be
inserted into any opening in the duct or grill. w/ i
f?“ f\
a) ENCLOSURE IMPACT — When cond@iﬁg the %@I anc%@mﬁact test, an impact of 2
ft-Ibf (2.7 J) is to be applied to any s%ﬁéce that '§ xposed@ low during normal use (not
including during installation). A “and a prow@ as part of a counter top appliance and
intended to become part 0%@&)% in ductwor@@:@/éﬁxamples of surfaces exposed to a blow
during normal use.
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b) MOLD STRESS-RELIEF DISTORTION — Mold stress-relief distortion tests are required for
all applications. However, a repeated input test after the Mold Stress-Relief Distortion Test is
not required.

c) ABNORMAL OPERATION — For the abnormal operation and severe conditions tests, the
material is to be investigated for compliance with the Abnormal Operation Tests, Section 47.

d) FLAMMABILITY — The duct assembly shall be subjected to the 500 w (125 mm) Vertical
Burning Test, or shall have a flammability classification of 5VA (as classed by the vertical
burning rate test described in the Standard Tests for Flammability of Plastic Materials for Parts
in Devices and Appliances, UL 94). A duct or grill that only exhausts air other than oven cavity
exhaust shall have a flammability classification of 5VA.

Exception: A polymeric duct or grill that exhausts air directly from the oven cavity is not
prohibited from having a flammability classification of V-0 (as classed by the vertical burning rate
test described in UL 94) when the appliance is provided with a manual reset temperature limiting
control or a thermal cutoff that is located adjacent to the duct or grill, complies with the applicable
requirements for appliance limit controls in the Standard for Temperature-Indicating and
-Regulating Equipment, UL 873, or the Standard for Thermal-Links — Requirements and
Application Guide, UL 60691, and functions to de-energize the entire appliance when subjected
to the Cavity Fire Containment Test, Section 57, with the potato or potatoes located as close to
the duct or grill as possible. See 52.1 for the applicable manual reset control endurance test.

12.12 revised February 15, 2006

12.13 A duct or grill as described in 12.12 may be part of the appliance or provided as a separately
supplied accessory intended for field installation in or on the appliance to convert it from a counter top
installation to a wall-mounted or built-in installation. The duct or grill, including a separately supplied
accessory, is to be mounted as intended during the tests specified in 12.12.

13 Supply Connections
13.1 Permanently-connected appliances

13.1.1 General

\&\>
13.1.1.1 A microwave appliance intended for permanent connection to the power supply shall be so \fA\
constructed that it can be readily and permanently connected to one of the wiring systems that, in i\@
accordance with the National Electrical Code, ANSI/NFPA 70, would be acceptable for the apphan@c;tix\i\\«N

13.1.1.2 An appliance intended to be built-in or recessed may be provided with 3 — 8 ft (O. @\3\5\2 44 m)
of flexible metal conduit with leads and a grounding conductor installed to fac;ﬁ@@ serV| ) and
installation. The flexible conduit need not terminate in an outlet box at the fre & l@ébfannshort
bushing is to be installed and retained reliably. @} -« ®)

f(\ \\\:V\ N\”\
13.1.1.3 Sheet metal to which a wiring system is to be connectedé@ot@e fle@%(éll ha e@ tiﬁlckness of
not less than that specified in Table 5.1. {\ @ @ 9

N ﬁ\®
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13.1.1.4 A wiring compartment for field-wiring connections shall be of size to accommodate such
connections.

13.1.1.5 If inspection indicates a compartment volume may not be large enough to accommodate the
intended wiring, a trial installation is to be made using wires of the size indicated in 13.1.2.1 and conduit
and fittings sized for the wire in accordance with the National Electrical Code, ANSI/NFPA 70.

13.1.1.6 The location of a terminal box or compartment in which branch-circuit connections to a
permanently wired appliance are to be made shall be such that these connections can be readily
inspected without disturbing the wiring or the appliance after the appliance has been installed as intended.
See also 13.1.1.7.

13.1.1.7 An outlet or terminal box mounted integrally with a permanently connected, built-in or
wall-mounted, microwave cooking appliance shall be so located that the power-supply connections can be
inspected without the necessity of moving the appliance to the extent that it will not be supported by the
building structure only.

13.1.1.8 No electrical component shall be mounted on a part that must be removed for the examination
of field-wiring connections.

13.1.1.9 A terminal compartment intended for connection of a supply raceway shall be so attached to the
appliance as to be prevented from turning with respect thereto.

13.1.2 Field wiring terminals and leads

13.1.2.1 A microwave cooking appliance intended for permanent connection to the power supply shall be
provided with wiring terminals or leads for the connection of conductors. Each terminal or lead shall be
sized for connection of a branch-circuit conductor having an ampacity equal to or greater than the
noncontinuous load plus 125 percent of the continuous load.

Revised 13.1.2.1 effective May 23, 2004

13.1.2.2 Pigtail leads provided for connection to the branch-circuit supply shall have an ampacity not less
than that of the conductor of the next smaller size than that appropriate for the rating of the appliance.
See 13.1.2.3.

\&\>
13.1.2.3 For the purpose of these requirements it is assumed that 60°C (140°F) wire will be installed, ﬁ@g@\
unless the appliance is marked in accordance with 66.2, 66.3, and 66.4. .

\
<§®
13.1.2.4 If terminals of unequal sizes are provided because of unbalanced loads, each termma%s@ﬁ be
sized to accept a conductor as in 13.1.2.1, but based on the total current that will be c@j&i g the
conductor connected to that terminal. See 64.1.6 and 66.3. F@( o N\
13.1.2.5 A field-wiring terminal or lead for connection of an equment—g\q@ﬁ%ﬂng { tor shall be
provided. QO @L > Négr\\
~© k£
13.1.2.6 A field-wiring terminal intended solely for connection o&@ (%qw n;@q} groumﬁtﬁhg@conductor shall
be capable of securing a conductor of the size acceptable forthe parti applkgéitmn in accordance with
the National Electrical Code, ANSI/NFPA 70. See 13 1@2 @%\T @@
/\\K ) 6&« \3
@® > o
AL aQ> o
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13.1.2.7 The surface of an insulated lead intended for the connection of an equipment-grounding
conductor shall be green, with or without one or more yellow stripes, and no other lead shall be so
identified.

13.1.2.8 A wire-binding screw intended for the connection of an equipment-grounding conductor shall
have a green-colored head that is hexagonal, slotted, or both. A pressure wire connector intended for
connection of the equipment grounding conductor shall be marked in accordance with 64.1.4. The
wire-binding screw or pressure wire connector shall be so located that it does not require removal during
the servicing of the appliance not involving the disconnecting of the supply conductors. Sheet-metal
screws shall not be used for connection of equipment grounding conductors to enclosures at field wiring
connections.

13.1.2.9 The free length of a lead inside an outlet box or field-wiring compartment shall be 6 in (152 mm)
or more.

Exception: A lead may be less than 6 in (152 mm) in length if it is evident that the use of a longer lead
might result in a risk of fire or electric shock.

13.1.2.10 A field-wiring terminal shall be prevented from turning or shifting in position by means other
than friction between surfaces. This may be accomplished by two screws or rivets, by square shoulders
or mortises, by a dowel pin, lug or offset, by a connecting strap or clip fitted into an adjacent part, or by
some other equivalent method.

13.1.2.11 A field-wiring terminal shall be provided with a soldering lug or pressure wire connector firmly
bolted or held by a screw.

Exception: A wire-binding screw may be employed at a wiring terminal intended to accommodate a No.
10 AWG (5.3 mm?P) or smaller conductor if upturned lugs, cupped washers or the equivalent are provided
to hold the wire in position.

13.1.2.12 Upturned lugs or a cupped washer shall retain a power-supply conductor corresponding in size
to that mentioned in 13.1.2.1, but not smaller than No. 14 AWG (2.1 mm?), under the head of the screw
or the washer.

13.1.2.13 A wire-binding screw at a wiring terminal shall not be smaller than No. 10 (4.8 mm diameter). 74\@
The threads shall not be finer than that of the National Fine Thread Series for the screw size. S \@\ '
N
Exception: A No. 8 (4.2 mm diameter) screw may be used at a terminal intended only for the conn >
of a No. 14 AWG (2.1 mm?) or smaller conductor, and a No. 6 (3.5 mm diameter) screw may | be L@éf for
the connection of a No. 16 or No. 18 AWG (1.3 or 0.82 mn?) control-circuit conductor. (o)‘\\

@0 %@
13.1.2.14 No. 14 AWG (2.1 mm?) is the smallest conductor that can be used for b h-ci @ mg and
thus is the smallest conductor that is to be anticipated at a terminal for co tlon 0@ ranch-circuit
conductor. \ > \S

o8 §e° @ >
13.1.2.15 A terminal plate tapped for a wire-binding screw @ﬁ@étal no&; es@ than 0.050-in
(1.27-mm) thick except that a plate not less than 0.030-i |ck is ccebtable if the tapped

threads have equivalent mechanical strength. There s@l %ot b S than %@‘ | threads in the metal of

the plate. A @ Q)u ﬂw
@@ i
< \Q/ i
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13.1.2.16 A terminal plate formed from stock having the minimum acceptable thickness mentioned in
13.1.2.15 may have the metal extruded at the tapped hole to provide two full threads for the binding screw.

13.1.2.17 A field-wire connected appliance rated 125 or 125/250 V (3-wire) or less shall have one
terminal or lead identified for the connection of the grounded conductor of the supply circuit.

13.1.2.18 A field-wiring terminal intended for the connection of a grounded-supply conductor shall be
substantially white in color and shall be easily distinguishable from the other terminals, or proper
identification of the terminal for the connection of the grounded conductor shall be clearly shown in some
other manner, such as on an attached wiring diagram. If wire leads are provided instead of terminals, the
surface of the lead intended to be connected to the grounded supply circuit conductor shall be finished to
show white or natural grey color and shall be easily distinguishable from the other leads.

13.2 Cord-connected appliances
13.2.1 General

13.2.1.1 A cord-connected microwave cooking appliance (an appliance intended to be connected to the
power-supply circuit by means of a flexible cord) shall be provided with a length of attached flexible cord
and an attachment plug for connection to the supply circuit. The type of flexible cord shall be as indicated
in Table 13.1, or shall have such properties that it will be at least equally serviceable for the application.
The length of attached cord shall be within the limits indicated in Table 13.2.

13.2.1.2 The current rating of the cord and fittings of an appliance shall not be less than the current rating
of the appliance. For an appliance rated more than 15 A and which will operate continuously (3 h or more),
the current rating of the attachment plug shall not be less than 125 percent of the current rating of the
appliance.

Exception: An attachment plug rated 20 A is acceptable for an appliance rated at not more than 4000 W
at 240 v.

Table 13.1
Acceptable types of cord and applicable limitations on their use

Revised Table 13.1 effective July 16, 2003

ﬂ
N
Cords acceptable where temperatures Cords acceptable where temperatures @/\l\\E
are more than 121°C (250°F) on any are 121°C (250°F) or less on any @\@
surface that the cord is likely to touch surface that the cord is likely to touqk\K\ﬂ\S .
Appliance on which the cord is to be when the appliance is used as when the appliance is used a@)
used intended intended  (QW
Household except built-in and wall HPN, HSJ, HSJO, or HSJOO HPN, HSJ, HSJO, HSJOO%
mounted SPE-3?, SPT-22 a S SVO
SVOO S\Q]' SJ SJO
or SJT
All commercial and built-in and wall HSJ, HSJO, or HSJOO (>=ISJO SOO
mounted household (35 O, SJ , SJT,
© SJT(Q\ éb 00
a8 SPT-2, SPT-3, and SPE-3 cords are acceptable only for appliances notﬁkq&%) to b &Léﬁ frequ tly. An SPT-2, SPT-3, or
SPE-3 cord is not acceptable on microwave cooking appliances prow \Wlth rts or 3@\@; accessories that provide
mobility, which are provided by the manufacturer, or descnbed/ms manutacﬁ%% s ||ter@ty
NN (S
PR @l i
& Ok
S @@
( ,/* f\
9 Q
o5, N
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Table 13.2
Lengths of cord connection
Minimum acceptable length 2 | Maximum acceptable length 2
Type of microwave cooking appliance ft (m) ft (m)
Household, except appliances intended for only wall 4.5P (1.37)° 7.0 (2.13)
mounting
Household, wall mounted 3.0P (0.92)b 7.0 (2.13)
Commercial except floor mounted 2.0 (0.61) 6.0 (1.83)
Commercial, floor mounted 3.0 (0.91) 6.0 (1.83)
2 Measured external to the appliance and including the fittings but excluding the blades on the attachment plug.
b The supply cord may be a minimum of 2 ft (610 mm) if a marking or instructions are provided in accordance with 66.13.

13.2.1.3 The voltage rating of the cord shall not be less than the voltage rating of the appliance. The
voltage rating and blade configuration of the fittings shall be such that the appliance can be connected to
the proper supply source (voltage, phase, and the like).

13.2.1.4 Supplementary insulation employed on a flexible cord shall not extend more than 1/2 in (12.7
mm) outside the appliance (unless provided with additional mechanical protection), and shall be prevented
from fraying or unraveling, and shall not affect adversely the means of providing strain relief.

13.2.2 Strain relief

13.2.2.1 Strain relief shall be provided so that a mechanical stress on a flexible cord will not be
transmitted to terminals, splices, or interior wiring. Means shall be provided for preventing the cord from
being pushed into the appliance, if such displacement is likely to subject the cord to mechanical damage
or to a temperature higher than that for which it is rated or can reduce spacings (such as to a metal
strain-relief attachment) below the minimum acceptable values.

13.2.2.2 A knot shall not be employed to provide strain relief.

13.2.2.3 When tested in accordance with 13.2.2.4 the strain relief shall withstand for 1 min, without
displacement, a direct pull of 35 Ibf (156 N) applied to the cord with the connections within the appliance

Full document details: UL 923 2007

disconnected. /§\®
N
13.2.2.4 The specified force is to be applied to the cord so that the strain-relief means will be stressed@\)@\*\'\
from any angle that the construction of the appliance permits. The means of affording strain relief @i@&‘\
acceptable if, at the point of disconnection of the conductors, there is such movement of the/\ r@é%’ to
indicate that stress would have resulted on the connections. (o)‘\’\\
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13.2.3 Bushings

13.2.3.1 At a point where a flexible cord passes through an opening in a wall, barrier, or enclosing case,
there shall be a bushing or the equivalent that shall be secured in place, and shall have a smooth,
well-rounded surface against which the cord may bear. If Type SP-2, SPE-2, SPT-2, or other cord lighter
than Type HSJ is employed, if the wall or barrier is of metal, and if the construction is such that the cord
may be subjected to strain or motion, an insulating bushing shall be provided. The heat- and
moisture-resistant properties of the bushing material shall be such that the bushing is acceptable for the
particular application.

13.2.3.2 If the cord hole is in wood, porcelain, phenolic composition, or other nonconducting material, a
smooth, well-rounded surface is considered to be equivalent to a bushing.

13.2.3.3 Ceramic materials and some molded compositions are acceptable generally for insulating
bushings, but a separate bushing of wood, hot-molded shellac and tar composition, or rubber material is
not acceptable.

13.2.3.4 Vulcanized fiber may be employed if the bushing is not less than 3/64-in (1.2-mm) thick and is
so formed and secured in place that it will not be affected adversely by conditions of ordinary moisture
and temperature.

13.2.3.5 An insulated metal grommet may be accepted in place of an insulating bushing if the insulating
material used is not less than 1/32-in (0.8-mm) thick, and completely fills the space between the grommet
and the metal in which it is mounted.

14 Live Parts

14.1 Each current-carrying part shall be made of metal that is acceptable for the particular application.
14.2 A current-carrying part made of a corrosion-resistant ferrous alloy (for example, stainless steel) is
acceptable regardless of temperature. A current-carrying part made of ordinary iron or steel is not

acceptable unless it is rendered corrosion-resistant by an appropriate coating and, even then, it is
acceptable only in the construction of the following parts:

a) A part within a motor and its governor (if any), </\§\@
b) A part that operates at a temperature higher than 100°C (212°F) during the test in i\)@\”\'\
accordance with Temperature Test, Section 36, & <§®N

(9

c) A coated iron or coated steel part of a component that the requirements referred@ 3.1.1

indicate as being acceptable, F@r /i<>
/\ i\/)
d) A part in a nonsafety isolated secondary circuit provided the coat@%onsgt@@ copper
underplate and tin or nickel overplate, or C\ NOs >
- Sy
e) A part in a safety or line connected circuit that com |t@h§rﬂéquwer@gm@ in Salt Spray
Corrosion Test, Section 56. O \,
@U q ¥ mﬂ
@”‘ ®@7 ﬂ‘\)
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14.3 Uninsulated live parts shall be so secured to the base or surface that they will be prevented from
turning or shifting in position if such motion may result in a reduction of spacing below the minimum values
specified in Spacings, Section 29, or stress internal wiring, or terminals of internal wiring.

14.4 Friction between surfaces is not acceptable as a means to prevent shifting or turning of live parts;
but a lock washer properly applied is acceptable.

15 Polarization

15.1 If an appliance is connected to a circuit that incorporates a grounded conductor, the screw shells of
lampholders shall be connected:

a) To the grounded circuit conductor or terminal of a permanently connected appliance, or

b) To the grounded circuit conductor of the supply cord of a cord-connected appliance.
15.2 If there is no grounded conductor, as mentioned in 15.1 and if two lampholders are connected in
series, the lampholder screw shells shall be common and the center contacts of the lampholders shall be

connected toward the supply.

15.3 The following primary circuit components shall be connected to or cause the opening of an
ungrounded conductor of the supply circuit:

a) Fuseholder,

b) Single-pole overcurrent protective device,

c) Single-pole switch with a marked off position, and
d) Automatic control with a marked off position.

15.4 The screw shell of a plug-type fuseholder and the accessible contact of an extractor-type fuseholder
shall be connected toward the load.

16 Internal Wiring <@
>
16.1 General i\)@*
A
16.1.1 Wire employed for the internal wiring of an appliance shall be acceptable for the Ra@chlar
application. (o)\\\

@ D
16.1.2 Among the factors considered when determining the acceptability of n@?@al &rﬁ:}q are the
temperature and voltage to which it may be subjected during normal operatm@@ S
SO 5‘3 S

16.1.3 There is no temperature limit applicable to glass fiber, b@@‘g m@%amc ehal or the

equivalent, employed as conductor insulation. ﬂf& @L @70
Revised 16.1.3 effective {@@% 2007 ‘Qi\ ﬂ
NS @\u OO
4@,, b@) - ﬂg\M
\U @\Q ® %
\(\\’ Q@DQ
\J
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16.1.4 The wiring and electrical connections between parts of an appliance shall be protected or
enclosed. Wiring and connections in circuits other than those covered in Secondary Circuits, Section 31,
shall not be subject to handling during routine user servicing.

Exception: A length of flexible cord of a type specified in Table 13.1 shall be employed for external
connections between parts if flexibility is essential.

16.1.5 With reference to exposure of internal wiring, the protection of wiring required in 16.1.4 is
considered to exist, if, when considered as if it were enameled wire, the wiring would be acceptable
according to 6.2 — 6.6.

16.1.6 Internal wiring not so protected may be accepted if it is so secured within the enclosure that neither
it nor related electrical connections can be subjected to stress or mechanical damage. All wiring that is
accessible to the operator is to be clamped or otherwise secured to prevent it from being unintentionally
hooked, and the like.

16.1.7 No open wiring — that is wiring that is not separately and immediately enclosed in conduit, armored
cable, metal raceway, or the like — shall be located where it is likely to be contacted during operator
servicing or cleaning. For example, no wiring shall be located where it must be moved to replace fuses,
operate a circuit-breaker handle, or adjust a manually reset control.

16.1.8 Wires within an enclosure, compartment, raceway, or the like shall be so disposed or protected
that no damage to conductor insulation can result from contact with any rough, sharp, or movable part.

16.1.9 An appliance shall be so constructed that wires can be pulled through, or the appliance otherwise
wired, without injuring the coverings or insulation on the conductors. A wireway shall be free from burrs
and fins.

16.1.10 With reference to the requirement in 16.1.9, male screw threads shall not be exposed anywhere
inside a raceway or wireway where wire is pulled.

16.1.11 Internal wiring, insulating tubing or sleeving, and electrical components shall be so located that
they will not be exposed to the vapors from a vented oven cavity of the appliance.

Exception No. 1: This requirement does not apply to polyvinylchloride and similar moisture- and
oil-resistant insulated wires and insulating tubing.

Exception No. 2: This requirement does not apply to the heater portion of an open-wire type h
element when the electrical spacings at the parts exposed to the vapors are at least twice the @@Mum
specified in Table 29.2. (o)‘\\

[N @{
Exception No. 3: This requirement does not apply to electrical components, wiring, the li %ployed
in nonsafety Class 2 circuits as described in Secondary Circuits, Section 31. @ﬁ Y S

QS \\\Zv
Exception No. 4: Unenclosed live parts of components, such as termf@‘g %?ors anfhé I/ke need
not comply with this requirement if electrical spacings of the @&@70/0@ \p\drts ar@ f@% east twice the
minimum specified in Table 29.2. o
ﬁ\\v f\ﬂ

Exception No. 5: This requirement does not app/ @ne cont @&components not relied upon

to comply with the performance reqwremen th/s s;a ’\

S \\ “‘Q @(U
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Exception No. 6: This requirement does not apply to electrical components when live parts, including
film-coated wire, are enclosed and not adversely affected by moisture when the appliance is tested in
accordance with Moisture Conditioning Test, Section 45.

Exception No. 7: Internal spacings within the enclosure of a component (such as within the case of a relay
or switch) are to be evaluated in accordance with the requirements that cover that component.

16.1.12 A hole, through which insulated wires pass in a sheet-metal wall within the overall enclosure of
the appliance, shall be provided with a smooth, rounded bushing or shall have smooth surfaces upon
which the wires may bear to prevent abrasion of the insulation. A flexible cord used for external
interconnection as mentioned in 16.1.4 shall be provided with bushings and strain relief in accordance with
13.2.2.1 — 13.2.3.5 unless the construction is such that the cord will be protected from stress or motion.

16.1.13 Insulated wires may be bunched and passed through a single opening in a metal wall within the
enclosure of the appliance.

16.2 Splices and connections

16.2.1 All splices and connections shall be mechanically secured and shall provide good electrical
contact.

16.2.2 A soldered connection shall be made mechanically secure before being soldered if breaking or
loosening of the connection may result in risk of fire, electric shock, or excessive radiation emission.

16.2.3 A wire inserted into a hole in a terminal is considered to be mechanically secure whether or not it
is bent before soldering.

16.2.4 Any flexing or movement of internal wiring in an appliance that occurs during the normal cooking
or a routine user-servicing function shall not result in stress on electrical connections.

16.2.5 A splice shall be provided with insulation unless permanence of spacing between the splice and
other metal parts of the appliance is provided.

16.2.6 Stranded internal wiring shall be so connected to a wire-binding screw or stud-terminal that no
loose strands result. /g\C),/

16.2.7 At a wire-binding screw, use of upturned ends or lugs, a cupped washer, barriers, or other i\
equivalent means to hold the wires under the head of the screw is suitable for compliance as long asn
loose strands are exposed. Other acceptable means of retaining the stranded internal wmng | p%shlon

are use of a pressure terminal connector, soldering lug, or crimped eyelet. u),
16.2.7 revised January 16, 2003 @<®
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17 Heating Elements

17.1 A heating element shall be supported in a reliable manner. It shall be protected against mechanical
damage and contact with outside objects.

17.2 A movable heating element shall be protected against damage caused by contact with other parts
of the appliance when the element is moved. See Mechanical Endurance Test, Section 44.

17.3 An exposed open-wire element in an appliance shall not be accessible to contact by the user. See
6.1.

17.4 An appliance in which the heating element is intended for use only in an air blast shall be so wired
or controlled that the element can be operated only when under the cooling effect of the blast. An
appliance in which the cooling effect of the motion of a part is necessary to prevent excessive temperature
shall be so wired or controlled that the heating element cannot be operated in the absence of such motion.

17.5 A microwave cooking appliance employing thermal heating elements or similar auxiliary heating
element such as a resistive element, halogen or quartz lamp for browning or convection cooking shall be
subjected to the tests specified in 47.5.1 and 47.5.2.

17.5 revised November 30, 2005

17.6 An appliance provided with a self-cleaning feature shall comply with the requirements in 27.1.7 —
27.1.10 and Sections 71 — 91.

17.6 revised November 30, 2005

17.7 An appliance employing thermal heating elements (sheathed, open-wire, and/or halogen lamps)
shall be provided with a power-on indicator. The power-on indicator shall be readily visible in each
intended installation configuration. The power-on indicator shall be readily distinguishable from any off
position indicator and from all other control feature indicators by color, location, or the like.

17.7 revised November 30, 2005

17.8 The power-on indicator may be of an illuminated or nonilluminated type. The power-on indicator shall
remain readily visible during any operating condition (including cycling of a thermostat) whenever the
appliance is operated in a mode of operation where a thermal element may be energized.

P
17.8 revised November 30, 2005 /@;\f\&@
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18 Electrical Insulation

18.1 An insulating washer, a bushing, a lining, a barrier, and the like that is an integral part of an
appliance and a base or a support for the mounting of live parts shall be of a moisture-resistant material
that will not be adversely affected by the temperatures to which it will be subjected under conditions of
actual use.

18.2 Insulating material is to be judged with respect to the particular application. Materials such as mica,
some molded compounds, and certain refractory materials are usually acceptable for use as the sole
support of live parts. Some other materials that are unacceptable for general use, such as magnesium
oxide, may be acceptable if used in conjunction with other insulating materials or if so located and
protected that mechanical damage is prevented and the absorption of moisture is minimized.

18.3 When it is necessary to investigate a material to determine whether it is acceptable, consideration
is to be given to its mechanical strength, dielectric properties, insulation resistance, heat-resistant
qualities, the degree that it is enclosed or protected, and any other features having a bearing on the risk
of fire, electric shock, and injury to persons involved, in conjunction with conditions of actual service. All
of these factors are to be considered with respect to thermal aging.

18.4 Screws or other fastenings used to mount or support small, fragile, insulating parts shall not be so
tight as to crack or break such parts with expansion and contraction. Generally, such parts should be
slightly loose.

19 Thermal Insulation

19.1 Combustible or electrically conductive thermal insulation shall not contact uninsulated live parts of
the appliance.

19.2 With reference to 19.1, some types of mineral-wool thermal insulation contain conductive impurities
in the form of slag that make their use unacceptable if they are in contact with uninsulated live parts.

19.3 A material of asbestos composition shall not be used.
Added 19.3 effective May 30, 2007

19.4 Fiberglass thermal insulation shall not be used in areas where forced air movement could cause /\&\@4
particles to be blown into food contact areas of the appliance or into food preparation areas outside the (‘\Qg\@ﬁ '
appliance. .
Added 19.4 effective May 30, 2007 @9 <§®
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20 Motors

20.1 A motor shall be capable of handling its maximum intended load without introducing a risk of fire or
electrical shock.

20.2 A motor winding shall be such as to resist the absorption of moisture.

20.3 With reference to 20.2, film-coated wire need not be additionally treated to preclude absorption of
moisture, but fiber slot liners, cloth coil wrap, and similar moisture-absorbent materials are to be
impregnated or otherwise treated to preclude moisture absorption.

20.4 An appliance that is provided with a motor where the motor current is controlled by a triac or other
solid-state device shall comply with the temperature test for motors used with solid-state controls, 36.7.1,
and the Abnormal Operation Test on Motors Used With Solid-State Controls, Section 48.

20.5 A motor employed in a combination microwave oven vent hood fan shall either:
a) Be located such that it will not be exposed to grease or cooking vapors;

b) Be constructed so that accumulation of grease on the motor windings will be prevented —
such as by use of a totally enclosed motor; or

c) Comply with the requirements in Tests on Motors Exposed to Grease or Cooking Vapors,
Section 59.

21 Motor Overload Protection

21.1 A continuous-duty motor in a permanently connected appliance, an automatically controlled
fractional-horsepower motor in an appliance, the motor of an appliance intended to be operated
unattended, a motor the operation of which or inability to operate will not be evident to the operator, and
a continuous-duty integral-horsepower motor shall be provided with overload protection. The protection is
to be as specified in 21.2. See 2.2.

Exception No. 1: A motor that is used for a direct drive blower or fan is considered to have overload
protection if it is protected against locked-rotor conditions only. /g\C),/

Exception No. 2: A shaded-pole motor having a difference of 1 A or less between no-load and locked-rotor. i\
currents and having a 2:1 or smaller ratio between locked-rotor and no-load currents is to be conSIQ(

to have overload protection if it is protected against locked-rotor conditions only. N C@a
21.2 Motor-overload protection required in 21.1 shall consist of one of the following:_ F - @{@
/\ i\/) -
a) Thermal protection complying with the applicable requirements in nd
Overheating Protection for Motors, UL 2111. O @ > S
56€ b

Exception No. 1: When a product includes a control, s| s a m§r that ?ely and reliably

limits the length of time the product is able to op @t@% shor st duration for the Locked-Rotor

Temperature and the Locked-Rotor Endurance- I the /nte\%{\ he requirement. For this

construction, the duration of these tests @not g%@s than%/‘@t to which the control limits
product operation. {\’ﬁ
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Exception No. 2: When the time required to operate a manually reset protective device through
10 c of operation is longer than the time the product is intended to be operated during each use,
less than 10 c of operation of the device for the Locked-Rotor Temperature Test meets the intent
of the requirement. For this construction, the number of cycles shall be 4 ¢ or the number of cycles
required for maximum intended operating time of the product, whichever is longer.

Exception No. 3: A motor intended only for moving air and that has an air-moving fan that is
integrally attached, keyed, or otherwise fixed to the motor shaft is not required to have running
overload protection.

b) Impedance protection complying with the applicable requirements in the Standard for
Overheating Protection for Motors, UL 2111, when the motor is tested as used in the product
under stalled motor conditions.

c) Other protection that is shown by tests to be equivalent to the protection specified in item
(a).
21.2 revised January 16, 2003
21.2A Motor-overload protection provided for a product not required to have such protection shall:

a) Comply with the requirements in 21.2, or

b) Be shown by test not to result in a risk of fire, electric shock, or injury to persons.
21.2A added January 16, 2003

21.3 Fuses may be used to provide the necessary overcurrent protection if compliance with the
requirements will be provided by the largest ampere-rated fuse that can be mounted in the fuseholder or
if a noninterchangeable fuse is used. The fuse used to provide this protection need not be of a type
acceptable for branch-circuit protection.

22 Short-Circuit and Ground-Fault Protection

22.1 General
22.1.1 The overcurrent protection mentioned in 22.2.1 shall be of a type acceptable for branch-circuit (A/\\é\@
protection. f\@ '
el
22.1.2 A fuse, used as the overcurrent protection means referred to in 22.1.1, shall be Class CC@G{@\
J, K, R, or T cartridge fuses or Type S or an Edison-base plug fuse. %\ Sl
S

22.1.3 It will be assumed that the rating of the branch-circuit overcurrent protective @@me wi @ 150
percent of the rating of the appliance unless the appliance is marked to specn‘y t‘@é\ @@&%rotectwe
device having a lower rating. Standard ampere ratings for overcurrent- prOéa wdev e e 15, 20, 25
30, 35, 40, 45, 50, 60, 70, 80, 90, 100, 110, 125, 150, 175, and 200 f pe/c@r»of the r % of the
appliance does not equal one of the standard overcurrent- protectl |ce Ms men! d above, it
will be assumed that the next lower rating or setting of overcurg@ gﬁéo'%; dewce@ﬁ&l*%e employed.
@ ,,\f ﬂ
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22.2 Motors and power transformers
22.2.1 A transformer and motor shall be protected by overcurrent protection:
a) Rated 20 A or less,

b) If the primary only is protected, the transformer protective device is rated or set at not more
than 125 percent of the primary current, or

c) If both primary and secondary circuits are protected, the transformer protective devices are
rated or set at no more than 250 percent of the primary current and 125 percent of the
secondary current.

Exception No. 1: The overcurrent protection need not be provided as part of the appliance if the
overcurrent protection of the branch circuit with which the appliance will be connected will provide equal
or better protection.

Exception No. 2: The overcurrent protection may be omitted from the primary of a transformer if there is
no emission of flame or molten metal from the appliance enclosure when the transformer is operated
under the conditions described in 22.2.3 and 22.2.4.

22.2.2 Ordinarily, a motor having an inherent thermal protector that complies with the requirements for
such devices as acceptable with respect to the requirements in 22.2.1 if, in the appliance, it will be
connected in series with a branch-circuit overcurrent-protective device of the same type and having a
current rating equal to or less than that with which the motor-protector combination was tested during the
investigation of the protector.

22.2.3 The transformer is to be operated continuously at the test voltage indicated in 35.2.1 and at rated
frequency with the enclosure grounded. The load connected to the output terminals is to be a resistance
of such value that three times the rated full-load current will be drawn from the secondary winding.
Operation is to be continued until constant temperatures are indicated by a thermocouple on the
transformer coil or until burnout, whichever occurs first. The circuit on which the transformer is tested is
to be protected by fuses rated at not less than that required for the appliance. If accessible fuses are
provided with the transformer, they are to be replaced by dummy fuses, but inaccessible fuses are to )
remain in the circuit. <©

Exception: The load may be connected to the output terminals as indicated in 22.2.4. @@\\*\

22.2.4 The burnout test is to be conducted with the output terminals of the transformer short G{\C@Iéd |f
such condition results in less than three times maximum normal current being drawn from ttté)@:condary

Otherwise, the test is to be conducted as follows: F@{ ff Q)
/\ i\/)
a) If the transformer controls a motor and the motor locked-rotor loa S th ional load

on the transformer is equal to or greater than three times the &H&éd nor ﬁxéurrent Mtest is
to be conducted with output terminals connected to the mot% W@%r Iocke’a d the

other loads in parallel; Nﬂf\\ @ @ @70

b) If the transformer does not control a motor@ r@load osed o] ﬂransformer by the coils
of any solenoids, relays, or the like, with Tarm @o %L Ysuch device blocked open,
is determined, and the test is to be c uctedM an equ@ istance load substituted for the
coils if this load is equal to or gr@ﬁﬂe%‘ than@@e tlme@the full-load normal current; or
(e @V -
OO B
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c) If under the conditions specified in (a) and (b) the current is less than three times the full-
load normal current, the transformer is to be loaded in a manner such that the current is equal
to three times the full-load normal current.

22.3 Receptacles

22.3.1 Attachment plug receptacles intended for general use shall have branch-circuit overcurrent
protection rated not more than ampacity rating of the power supply cord attachment plug configuration in
the appliance.

Exception: A microwave oven provided with a 20 A power supply cord attachment plug configuration
need not be provided with such protection inside the appliance.

Revised 22.3.1 effective May 30, 2007

22.3.2 Appliances employing attachment plug receptacles for general-use are to be loaded to the
maximum resistive load for the branch circuit configuration of the receptacle.

Added 22.3.2 effective May 30, 2007

22.3.3 A receptacle with a standard branch circuit configuration such as 15 A parallel blade or 20 A "T"
configuration is considered to be suitable for general use regardless if it is intended for use with a specific
appliance or marked to indicate that only a specific appliance or load is to be connected.

Added 22.3.3 effective May 30, 2007

23 Thermostats
23.1 A manually reset thermostat intended to be operated by the user shall be capable of being reset:
a) From outside the appliance, or

b) After opening a hinged door or the equivalent that does not give access to uninsulated live
parts.

23.2 The reset button of a manually reset thermostat shall be protected from mechanical abuse and the
construction shall provide for trip-free operation.
/ﬂ\&\)
23.3 If a thermostat in a microwave cooking appliance has a marked off position, when the thermostat is @
set to the off position lowering of temperature or loss of capillary tube pressure shall not cause t ‘i\
contacts to close and the heating element or microwave generating circuits shall not produce he%t
heat,” "Cold,"” or the like are considered to be off markings. \,\\Q\
(9
23.4 A malfunction such as short-circuiting or changing of impedance of a pilot Ilgbt(gpindlcaﬁiﬁ@}amp

shall not affect the proper functioning of a temperature control system. e

ov ©
23.5 For the test required in 23.4, the series resistor of a gaseous %@g&@rge/@@ms to b%@& in the
circuit. Cga o , @7
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24 Thermal Cutoffs

24.1 A thermal cutoff shall be secured in place and shall be so located that it will be accessible for
replacement without damaging other connections or internal wiring.

Exception: Thermal cutoffs that are an integral part of a component that necessitates replacement of the
entire component, for example, thermal cutoffs embedded in the windings of motors, transformers, and the
like are not required to be located so that it will be accessible for replacement without damaging or
displacing other connections or internal wiring.

24.2 Wiring connected to a thermal cutoff shall be so secured that replacement of the cutoff will not result
in displacement of internal wiring other than leads to the cutoff itself.

Exception: As noted in the Exception to 24.1.
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