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Underwriters Laboratories Inc. (UL)
333 Pfingsten Road
Northbrook, IL 60062-2096

UL Standard for Safety for Fluorescent-Lamp Ballasts, UL 935

Tenth Edition, Dated May 21, 2001

Revisions: This Standard contains revisions through and including February 20, 2006.

Summary of Topics

These editorial revisions to ANSI/UL 935 replace all references to UL 1020, the Standard for
Thermal Cutoffs for Use in Electrical Appliances and Components, with reference to UL 60691,
the Standard for Thermal-Links – Requirements and Application Guide. UL 1020 was withdrawn
and superseded by UL 60691.

Text that has been changed in any manner is marked with a vertical line in the margin. Changes in
requirements are marked with a vertical line in the margin and are followed by an effective date note
indicating the date of publication or the date on which the changed requirement becomes effective.

The revisions dated February 20, 2006 include a reprinted title page (page1) for this Standard.

The revisions dated February 20, 2006 editorially replace all references to UL 1020 with the reference to
UL 60691.

As indicated on the title page (page 1), this UL Standard for Safety is an American National Standard.
Attention is directed to the note on the title page of this Standard outlining the procedures to be followed
to retain the approved text of this ANSI/UL Standard.

As indicated on the title page (page1), this UL Standard for Safety has been adopted by the Department
of Defense.

The UL Foreword is no longer located within the UL Standard. For information concerning the use and
application of the requirements contained in this Standard, the current version of the UL Foreword is
located on ULStandardsInfoNet at: http://ulstandardsinfonet.ul.com/ulforeword.html

The master for this Standard at UL’s Northbrook Office is the official document insofar as it relates to a
UL service and the compliance of a product with respect to the requirements for that product and service,
or if there are questions regarding the accuracy of this Standard.

UL’s Standards for Safety are copyrighted by UL. Neither a printed copy of a Standard, nor the distribution
diskette for a Standard-on-Diskette and the file for the Standard on the distribution diskette should be
altered in any way. All of UL’s Standards and all copyrights, ownerships, and rights regarding those
Standards shall remain the sole and exclusive property of UL.

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, or
transmitted in any form by any means, electronic, mechanical photocopying, recording, or otherwise
without prior permission of UL.

Revisions of UL Standards for Safety are issued from time to time. A UL Standard for Safety is current
only if it incorporates the most recently adopted revisions.
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UL provides this Standard ″as is″ without warranty of any kind, either expressed or implied, including but
not limited to, the implied warranties of merchantability or fitness for any purpose.

In no event will UL be liable for any special, incidental, consequential, indirect or similar damages,
including loss of profits, lost savings, loss of data, or any other damages arising out of the use of or the
inability to use this Standard, even if UL or an authorized UL representative has been advised of the
possibility of such damage. In no event shall UL’s liability for any damage ever exceed the price paid for
this Standard, regardless of the form of the claim.

UL will attempt to answer support requests concerning electronic versions of its Standards. However, this
support service is offered on a reasonable efforts basis only, and UL may not be able to resolve every
support request. UL supports the electronic versions of its Standards only if they are used under the
conditions and operating systems for which it is intended. UL’s support policies may change from
time-to-time without notification.

UL reserves the right to change the format, presentation, file types and formats, delivery methods and
formats, and the like of both its printed and electronic Standards without prior notice.

Purchasers of the electronic versions of UL’s Standards for Safety agree to defend, indemnify, and hold
UL harmless from and against any loss, expense, liability, damage, claim, or judgement (including
reasonable attorney’s fees) resulting from any error or deviation introduced while purchaser is storing an
electronic Standard on the purchaser’s computer system.

If a single-user version electronic Standard was purchased, one copy of this Standard may be stored on
the hard disk of a single personal computer, or on a single LAN file-server or the permanent storage
device of a multiple-user computer in such a manner that this Standard may only be accessed by one user
at a time and for which there is no possibility of multiple concurrent access.

If a multiple-user version electronic Standard was purchased, one copy of the Standard may be stored on
a single LAN file-server, or on the permanent storage device of a multiple-user computer, or on an Intranet
server. The number of concurrent users shall not exceed the number of users authorized.

Electronic Standards are intended for on-line use, such as for viewing the requirements of a Standard,
conducting a word search, and the like. Only one copy of the Standard may be printed from each
single-user version of an electronic Standard. Only one copy of the Standard may be printed for each
authorized user of a multiple-user version of an electronic Standard. Because of differences in the
computer/software/printer setup used by UL and those of electronic Standards purchasers, the printed
copy obtained by a purchaser may not look exactly like the on-line screen view or the printed Standard.

An employee of an organization purchasing a UL Standard can make a copy of the page or pages being
viewed for their own fair and/or practical internal use.

The requirements in this Standard are now in effect, except for those paragraphs, sections, tables, figures,
and/or other elements of the Standard having future effective dates as indicated in the note following the
affected item. The prior text for requirements that have been revised and that have a future effective date
are located after the Standard, and are preceded by a ″SUPERSEDED REQUIREMENTS″ notice.

New product submittals made prior to a specified future effective date will be judged under all of the
requirements in this Standard including those requirements with a specified future effective date, unless
the applicant specifically requests that the product be judged under the current requirements. However, if
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the applicant elects this option, it should be noted that compliance with all the requirements in this
Standard will be required as a condition of continued Listing, Recognition, and Follow-Up Services after
the effective date, and understanding of this should be signified in writing.

Copyright © 2006 Underwriters Laboratories Inc.
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(Title Page Reprinted: February 20, 2006)
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UL 935

Standard for Fluorescent-Lamp Ballasts

First Edition – August, 1942
Second Edition – December, 1949
Third Edition – September, 1958

Fourth Edition – August, 1969
Fifth Edition – May, 1971

Sixth Edition – June, 1978
Seventh Edition – October, 1984
Eighth Edition – February, 1993

Ninth Edition – March, 1995

Tenth Edition

May 21, 2001

The most recent designation of ANSI/UL 935 as an American National Standard
(ANSI) occurred on May 29, 2001.

This ANSI/UL Standard for Safety, which consists of the Tenth edition, with
revisions through February 20, 2006, is under continuous maintenance, whereby
each revision is ANSI approved upon publication. Comments or proposals for
revisions on any part of the Standard may be submitted to UL at any time.
Proposals should be submitted via a Proposal Request in UL’s On-Line
Collaborative Standards Development System (CSDS) at http://csds.ul.com.

The Department of Defense (DoD) has adopted UL 935 on February 17, 1983.
The publication of revised pages or a new edition of this Standard will not
invalidate the DoD adoption.

An effective date included as a note immediately following certain requirements
is one established by Underwriters Laboratories Inc.

Revisions of this Standard will be made by issuing revised or additional pages
bearing their date of issue. A UL Standard is current only if it incorporates the
most recently adopted revisions, all of which are itemized on the transmittal notice
that accompanies the latest set of revised requirements.
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PART 1 – ALL PRODUCTS

INTRODUCTION

1 Scope

1.1 These requirements cover ballasts of the resistance, reactance, and electronic (high frequency) types
for use with fluorescent lamps involving a potential of 2500 volts or less in accordance with the National
Electrical Code, ANSI/NFPA 70.

1.2 A fluorescent-lamp ballast may be determined by investigation to be acceptable for use, in a fixture
or other device, with electric-discharge lamps of other than the fluorescent type.

1.3 Fluorescent self ballasted lamps and ballast adaptors are evaluated using the Standard for
Self-Ballasted Lamps and Lamp Adapters, UL 1993. The component ballast is evaluated to requirements
in this Standard.

1.4 A product that contains features, characteristics, components, materials, or systems new or different
from those covered by the requirements in this standard, and that involves a risk of fire or of electric shock
or injury to persons shall be evaluated using appropriate additional component and end-product
requirements to maintain the level of safety as originally anticipated by the intent of this standard. A
product whose features, characteristics, components, materials, or systems conflict with specific
requirements or provisions of this standard does not comply with this standard. Revision of requirements
shall be proposed and adopted in conformance with the methods employed for development, revision, and
implementation of this standard.

2 Glossary

2.1 For the purpose of this standard the following definitions apply.

2.2 BALLAST – A device that by means of reactance or resistance, singly or in combination, limits the
current of a lamp to the required value for proper operation and, where necessary, provides adequate
starting voltage; and in the case of rapid start circuits, provides for low-voltage lamp filament heating.

2.3 CHEESECLOTH – Used in abnormal condition tests as an indicator of a fire hazard. Bleached
cheesecloth is to be 36 inches (910 mm) wide, running 14 – 15 yards per pound (28 – 30 m/kg), and
have what is known to the trade as a count of 32 X 28; that is, for any square inch, 32 threads in one
direction and 28 threads in the other direction (for any square centimeter, 13 threads in one direction
and 11 threads in the other direction).

2.4 CLASS P PROTECTED BALLAST – A ballast that is integrally protected from overheating, where
the ballast and protection combination comply with the requirements in this standard.

2.5 COMPACT FLUORESCENT LAMP – A fluorescent lamp of a small compact shape (such as a
folded construction) with all contacts terminating in a single base that performs the entire mechanical
support function.

2.6 CONDITIONED LAMP – A new lamp that has been operated for a minimum of 100 hours.

2.7 CONVENTIONAL MAGNETIC BALLAST – A ballast that consists of a coil of wire wound on a core
and operates at the supply line frequency. A conventional magnetic ballast is either a transformer type
or simple reactance type. A power capacitor is able to be provided with the magnetic ballast.
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2.8 DEACTIVATED LAMP – A lamp end-of-life failure mode, that is caused by the depletion of the
filament emission material so that the lamp cannot be ionized.

2.9 ELECTRONIC BALLAST – A ballast involving high frequency switching that is controlled by active
components (transistors, thyristors, and the like), and with the lamp ballasting impedance provided by a
series capacitive or inductive reactance appropriate for the high switching frequency. The lamps and
ballasting impedance may be connected either directly or by means of an isolating transformer to the
switching transistors.

2.10 FIXED BALLAST – A ballast intended to be permanently connected electrically.

2.11 INSTANT-START CIRCUIT – A circuit that employs a high open-circuit voltage to start lamps that
usually have a single contact at each end.

2.12 LEAD-LAG CIRCUIT – A two-lamp circuit that has one lamp in series with an inductor and the
other lamp in series with a capacitor to attain a high power factor. Generally, it may be part of either an
instant-start or preheat circuit.

2.13 LIVE PARTS – Metallic parts intended to carry voltage or current. A part that is connected to a
grounded (neutral) supply conductor is determined to be a live part.

2.14 MEASUREMENT INDICATION UNIT (MIU) – The output voltage across the meter, in millivolts
RMS, in the measurement instrument in Figure 23.2, divided by 500 ohms. The instrument indication is
equal to the RMS value in milliamperes when the frequency is 60 Hz (sinusoidal current). The reading
is not always a direct indication of the RMS or other common amplitude quantifier of leakage current
when the leakage current is of complex waveform or frequency other than 50 or 60 Hz.

2.15 POWER CAPACITOR – A capacitor that is connected:

a) In series with a lamp or lamps and provides the ballast impedance for the lamp current; or

b) Across the input leads of the ballast or across an extension of the primary winding for
power-factor correction.

2.16 PREHEAT CIRCUIT – A circuit with a ballast connected in series with a lamp, and having a
manual or automatic starter that functions to cause an initial heating of the lamp filaments prior to
ionizing the lamp. The starter, when closed, connects the two lamp filaments in series in the ballast
circuit.

2.17 RAPID-START CIRCUIT – A circuit employing continuously heated lamp filaments, along with an
open-circuit voltage for the ballast to start a lamp without a starter. The lamps usually have miniature or
medium bi-pin contacts or specific sockets (for example, circular lamps) for sizes smaller than 40 watts
or recessed contacts for the larger 800 and 1500 milliampere sizes. A metal reflector connected to
ground is needed near the lamps to ensure starting.

2.18 REACTANCE BALLAST – A ballast, the impedance of which is provided by:

a) Inductive reactance;

b) Capacitive reactance; or

c) Both inductive and capacitive reactance.
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2.19 REACTOR (SIMPLE REACTANCE) BALLAST – A reactance type ballast in which the lamp
ballasting impedance is provided by a single coil inductor – not a transformer or inductor with additional
components.

2.20 RESISTANCE BALLAST – A ballast in which the impedance is provided by a resistor or
resistance wire.

2.21 TWO-WINDING TRANSFORMER (ISOLATING TYPE) BALLAST – A ballast having independent,
insulated primary and secondary windings with no common connection between them, except that a
minimum resistor of 470,000 ohm may be connected between the windings to aid in lamp starting.

3 Components

3.1 Except as indicated in 3.2, a component of a product covered by this standard shall comply with the
requirements for that component. See Appendix A for a list of standards covering components generally
used in the products covered by this standard.

3.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this standard, or

b) Is superseded by a requirement in this standard.

3.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

3.4 Specific components are incomplete in construction features or restricted in performance capabilities.
Such components are intended for use only under limited conditions, such as certain temperatures not
exceeding specified limits, and shall be used only under those specific conditions.

4 Units of Measurement

4.1 Values stated without parentheses are the requirement. Values in parentheses are explanatory or
approximate information.

4.2 All values of voltage and current are true rms values unless otherwise indicated.
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5 Undated References

5.1 Any undated reference to a code or standard appearing in the requirements of this standard shall be
interpreted as referring to the latest edition of that code or standard.

CONSTRUCTION

6 General

6.1 A fluorescent-lamp ballast is categorized according to the use for which it is intended. A ballast in one
category is acceptable, with respect to protection against corrosion, for use as a ballast in the category
that precedes it in the following list:

a) An indoor ballast is only intended for use indoor, dry location.

b) A Type 1 outdoor ballast is acceptable for use in:

1) Outdoor equipment;

2) A fixture intended for use in wet or damp locations; or

3) An outdoor sign if the ballast is within an overall electrical enclosure.

c) A Type 2 outdoor ballast is intended for use in:

1) Outdoor equipment;

2) A fixture intended for use in wet or damp locations; or

3) An outdoor sign if the ballast, in addition to its own enclosure, is within an overall
enclosure.

d) A weatherproof ballast is intended for exposure to the weather without an additional
enclosure.

6.2 Materials employed in a ballast shall not be adversely affected by the temperatures to which they are
subjected during normal operation. See 11.2, 13.2.4, and 13.2.5.
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7 Mechanical Assembly

7.1 A ballast shall be formed and assembled so that it will have the necessary strength and rigidity to
resist the abuses to which it is likely to be subjected, without increasing the risk of fire, electric shock, or
injury to persons due to total or partial collapse resulting in a reduction of spacings, loosening or
displacement of parts, or other defects.

8 Enclosure

8.1 General

8.1.1 A ballast shall be provided with an enclosure of metal or of a polymeric material that has been
investigated and found to be evaluated for the intended use. See Polymeric Materials, Section 20, for
requirements for a polymeric material used as an enclosure.

Exception: A reactor ballast intended for use within the enclosure of other equipment may be an open
core-and-coil ballast.

8.1.2 A ballast is determined to be enclosed when:

a) All seams are overlapped, except that a total length of not more than 3 inches (76.2 mm) of
butt seam meets the intent of this requirement when no opening in such seam is more than
0.005 square inch (3.23 mm2) in area and the total area of such openings is no more than
0.250 square inch (161.29 mm2); and

b) The perimeter of each opening for a lead wire fits closely around the wire that it encircles.
An opening of 1/8 inch (3.2 mm) diameter or less complies with this requirement.

Exception No. 1: Laminated core sections are not required to be enclosed.

Exception No. 2: A Class P ballast without potting is not required to have lapped seams where parts of
the enclosure are joined.

8.1.3 A Class P electronic ballast is able to have openings for ventilation when:

a) The ballast is provided with an overcurrent protective device rated 5 A or less or is provided
with a foil trace that meets the requirements of this standard;

b) Circular openings have a diameter not exceeding 3 mm (0.12 inch) and minimum spacing
between circular openings is 3 mm (0.12 inch);

c) Rectangular (or square) openings have dimensions not exceeding 3 mm (0.12 inch) across
and 30 mm (1.18 inch) in length; and

d) The pattern of openings for metal enclosures is such that the through air spacings
(clearance) between live parts and the dead metal enclosure is not reduced below the values
specified in Spacings, Section 19, when the enclosure is subjected to the Rod Pressure
Loading Test, Section 41. (The pattern of openings for plastic enclosures is not specified).

A Class P electronic ballast shall be marked in accordance with 45.5.10.
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8.1.4 The thickness of a cast- or sheet-metal enclosure shall be in accordance with Table 8.1.

Table 8.1
Thickness of metal enclosures

Metal Minimum thickness, inch (mm)

At small, flat, non-reinforced surfaces
and at surfaces that are reinforced by

curving, ribbing, or the like

At relatively large non-reinforced flat
surfaces

Die-cast metal 3/64 (1.2) 5/64 (2.0)

Cast malleable iron 1/16 (1.6) 3/32 (2.4)

Other cast metal 3/32 (2.4) 1/8 (3.2)

Uncoated sheet steel 0.026 (0.66)a,b 0.026 (0.66)a,b

Galvanized sheet steel 0.029 (0.74)a 0.029 (0.74)a

Nonferrous sheet metal (including
extruded)

0.032 (0.81)b 0.032 (0.81)b

NOTE – These are minimum dimensions based on nominal metal gauge thicknesses, for example, 22 Manufacturer’s Sheet
Gauge, is 0.030 inch, nominal, 0.026 inch minimum. Because of the tolerance in metal gauge sizes, metal thickness is to be
increased so it is never less than the specified minimum.
a See 8.1.5.
b Uncoated sheet steel or nonferrous sheet metal with a minimum thickness of 0.020 inch (0.51 mm) meets the intent of the
requirement when:

1) The ballast is intended to be used indoors only or marked for Type 1 outdoor use;

2) The overall weight is less than 8.8 pounds (4.0 kg); and

3) The ballast is completely compound filled, or the ballast complies with the Crushing Resistance and Resistance to
Impact tests described in the Standard for Polymeric Materials – Use in Electrical Equipment Evaluations, UL 746C.

Note that the metal is uncoated when measured, however, it shall have an additional metallic or organic coating when the
ballast is marked ″Type 1 outdoor use.″

8.1.5 A sheet-steel enclosure of a weatherproof ballast shall not be less than 0.056 inch (1.42 mm) thick
if galvanized steel, and not less than 0.053 inch (1.35 mm) thick if uncoated steel.

8.1.6 A closure for a hole no larger than 1/2 square inch (323.0 mm2) in area in the base of a metal
enclosure complies with this requirement if:

a) The closure is not less than 0.014 inch (0.36 mm) thick;

b) The surrounding metal is reinforced by forming; and

c) The closure is secured in place so that it cannot be removed without the use of a tool.

8.1.7 Fiber or phenolic-composition sheet material used for an end piece of the enclosure of a reactance
ballast shall not be less than 1/16 inch (1.6 mm) thick, and shall be:

a) Secured in place so that all seams are closed; and

b) Rigidly supported to prevent displacement or removal.
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Exception: An end piece of insulating material of small area that serves principally as a bushing for a lead
may be not less than 1/32 inch (0.8 mm) thick if the exposed area of the piece is not more than 1/4 square
inch (161.0 mm2), and if the insulating material is supported in a complete frame or rests on the metal
enclosure around the entire perimeter. See 13.4.

8.1.8 Fiber shall not be employed for any part of the enclosure or for lead bushings of a ballast intended
for outdoor use, and fibrous material shall not be used for any internal part of an outdoor ballast unless it
is covered completely with a material that will prevent the absorption of moisture by the fibrous material.

8.2 Raintightness

8.2.1 A weatherproof or Outdoor Type 2 ballast shall be constructed so that it excludes a beating rain
when tested in accordance with the Water-Spray Test, Section 37.

Exception: The Water-Spray Test is not required when a ballast is fully potted.

8.2.2 Means for drainage shall be provided in the enclosure of a weatherproof ballast that has a knockout
or unthreaded conduit opening.

9 Means for Mounting

9.1 A ballast intended for permanent installation shall have at least two mounting feet or ears, or shall be
otherwise arranged for support at not less than two points to reduce the likelihood of turning.

9.2 A ballast intended for permanent installation and provided with a single, threaded nipple meets the
intent of the requirements when the nipple is a standard trade size long enough for two locknuts for
assembly to a fixture enclosure. The ballast enclosure shall be evaluated for a construction with a ballast
located outside a fixture enclosure.

9.3 A ballast connected in the power-supply cord, as specified in 46.3.1, shall not have screw holes or
other means that may be used to mount the ballast permanently.

10 Protection Against Corrosion

10.1 General

10.1.1 An enclosure constructed of iron or steel shall be protected against corrosion by plating, painting,
or the equivalent. Both inside and outside surfaces of an enclosure shall be protected against corrosion.

Exception: A protective coating need not be applied to:

a) The interior of a ballast enclosure that is completely filled with potting compound; or

b) Flat metal surfaces that are tightly clamped together.

10.1.2 Exposed surfaces of the iron from which a core is assembled shall be protected against corrosion.
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10.2 Outdoor ballasts

10.2.1 A ferrous-metal enclosure of a ballast marked for Type 1 outdoor use shall be protected against
corrosion in accordance with 10.1.1 and 10.1.2.

10.2.2 A ferrous-metal enclosure of a ballast marked for Type 2 outdoor use shall be protected against
corrosion as specified in Table 10.1.

Exception No. 1: The interior of a compound filled section of a ballast need not be so protected.

Exception No. 2: A steel enclosure provided with an organic coating complies with this requirement if
comparative tests with galvanized-sheet steel (without annealing, wiping or other surface treatment)
conforming with ASTM coating Designation G60 indicate the coating provides equivalent protection.
Among the factors that are to be taken into consideration when judging the acceptability of such a coating
system are exposure to salt spray, and moist carbon dioxide-sulphur dioxide-air mixtures.

Table 10.1
Sheet-steel coatings

Type of coating Coating designation or thickness in inches (mm)

(A) Hot-dipped mill-galvanized steel G60 or A60a

(B) Zinc coating other than Type (A) 0.00041 (0.0104)b

a Conforming with the coating Designation G60 (galvanized) or A60 (alloy) in Table 1 of the ASTM Designation
A525-80a, with no less than 40 percent of the zinc on any side, based on the minimum single-spot-test
requirement in the ASTM designation.
b Average thickness with a spot minus tolerance of 0.00007 inch (0.00178 mm).

10.2.3 Cut edges and punched holes of a steel enclosure for a ballast need not be treated to reduce the
likelihood of corrosion if the ballast is:

a) Marked for Type 1 outdoor use, and the steel enclosure is prepainted; or

b) Marked for Type 1 or Type 2 outdoor use and provided with a metallic ASTM coating
Designation of G60 or G90.

10.2.4 A nonferrous enclosure for a ballast marked either Type 1 or Type 2 outdoor use may be
employed without corrosion protection.
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10.3 Weatherproof ballasts

10.3.1 A ferrous metal enclosure of a weatherproof ballast shall be protected against corrosion with a
coating of zinc that complies with one of the following:

a) Hot-dipped mill-galvanized sheet steel conforming with the coating Designation G90 in Table
1 of the Standard Specification for Steel Sheet, Zinc Coated (Galvanized) by the Hot-Dip
Process, General Requirements, ASTM A525-91b, with not less than 40 percent of the zinc on
any side, based on the minimum single-spot-test requirement in the ASTM specification. The
weight of zinc coating may be determined by any acceptable method; however, in case of
question, the weight of coating shall be established in accordance with the Standard Test
Method for Weight of Coating on Zinc-Coated Iron or Steel Articles, ASTM 490-81(1991).

b) A zinc coating, other than that provided on hot-dipped mill-galvanized sheet steel, uniformly
applied to an average thickness of not less than 0.00061 inch (0.015 mm) on each surface with
a minimum thickness of 0.00054 inch (0.014 mm). The thickness of the coating shall be
established by the Metallic-Coating-Thickness Test, Section 36. An annealed coating shall also
comply with the requirement in 10.3.5.

10.3.2 Ordinary painting or ordinary baked enamel is not considered to provide the necessary degree of
protection for a cast-iron enclosure or exposed parts of a ballast core of a weatherproof ballast.

10.3.3 Hinges and other attachments of a weatherproof ballast shall be resistant to corrosion.

10.3.4 Metals shall be used in combinations that are galvanically compatible.

10.3.5 An annealed zinc coating that is bent or similarly formed after annealing shall also be painted in
the bent or formed area if the bending or forming process damages the zinc coating. The zinc coating is
considered damaged if flaking or cracking of the zinc coating at the outside radius of the bent or formed
section is visible at 25 power magnification. Simple sheared or cut edges and punched holes are not
considered to be formed but extruded and rolled edges and holes shall comply with this requirement.

11 Compound

11.1 An enclosed Type 1 outdoor, Type 2 outdoor, or weatherproof ballast shall be completely filled with
potting compound. See 10.2.2.

Exception No. 1: A ballast enclosure need not be completely filled with potting compound if the interior
surfaces are in accordance with the requirements for Protection Against Corrosion in Section 10 and
spacings for any uninsulated live parts are in accordance with the requirements in Section 19, Spacing of
Electrical Parts.

Exception No. 2: An electronic-ballast enclosure need not be provided with potting or may be partially filled
with compound if:

a) The interior surfaces are protected against corrosion in accordance with the requirements in
Protection Against Corrosion, Section 10; and

b) Spacings with or without a conformal coating that complies with Section 17, are maintained
for adjacent uninsulated live parts and any uninsulated live part and accessible dead metal
parts.
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11.2 Compound shall not soften to the extent that it does not perform its intended function at the
temperature to which it is likely to be subjected during normal and abnormal operation. See 6.2, 14.4,
27.5, and footnote (b) of Table 25.1.

11.3 For a resistance ballast, a heat-resistant compound shall comply with the requirement in 11.2; but
another material may be used if, upon investigation, the material is found to have heat-resistant properties
intended for the application.

12 Insulating Materials

12.1 A coil shall be provided with insulation between the windings and the core and the enclosure, and
between windings that operate at a different potential or that are not electrically conductively connected to
each other. Insulation, unless inherently moisture resistant, shall be treated so as to be resistant to
moisture. Film coated wire does not require additional treatment to resist moisture absorption. See also
20.11.

Exception: Bifilar wound coils, such as on an EMI filter, shall not be used with additional sheet insulating
materials between the coils, unless the coils are in a metal enclosure and are protected by a supply fuse
of 5 amp or less.

12.2 For other than coil forms, a material used as the mounting of uninsulated live parts shall be
porcelain, phenolic, or cold-molded composition, or other thermoplastic or thermosetting material that
complies with the appropriate requirements for Polymeric Materials, Section 20.

12.3 Insulating materials of a coil device shall be rated for the temperatures involved in accordance with
the Standard for Polymeric Materials – Long Term Property Evaluations, UL 746B, as determined during
both the Normal Temperature Test, Section 25, and the Abnormal Temperature Test, Section 26 of this
standard. Also see 20.11.

12.4 A coil device that operates above Class 105 temperature limits as indicated in both the Normal
Temperature Test, Section 25, and the Abnormal Temperature Test, Section 26, shall incorporate an
insulation system that complies with the Standard for Systems of Insulating Materials – General, UL 1446.

Exception: The insulation system is not required to comply with UL 1446 when the coil device is located
in an electronic ballast and:

a) Involves a potential less than 30 V rms (42.4 V peak), and has power less than 50 watts
available when determined in accordance with 29.6;

b) Is an electromagnetic interference filter component:

1) Connected on the load side of an overcurrent protective device rated 5 A or less;

2) Incorporating a single winding; or

3) Incorporating rigid, fixed insulation between coils connected to opposite polarity
(such as a bobbin or spacer);

c) Is a winding consisting only of film coated magnet wire wound on an insulating bobbin with a
magnetic core isolated from ground or accessible dead metal; or

d) Does not provide electrical isolation between primary and output or primary and accessible
low voltage circuits.
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12.5 An insulating pad made of silicone rubber and having a minimum thickness of 0.005 inch (0.13 mm),
or mica and having a minimum thickness of 0.004 inch (0.10 mm) is acceptable for the insulating of a
semiconductor device to accessible dead metal provided the voltage is 120 volts (170 volts, peak) or less
between the device’s metal part and its mounting. Another insulating material can be considered
acceptable provided the material has a Relative Temperature index as determined by UL 746B, the
Standard for Polymeric Materials– Long Term Property Evaluations exceeds the temperature found in the
Normal Temperature Test, Section 25, and the material acceptably withstands the Dielectric-Voltage
Withstand Test, Section 32.

12.6 An insulating material having a minimum thickness of 0.010 inch (0.25 mm) is acceptable for
insulation between the soldered side of a printed wiring board and the ballast enclosure provided the
material is prevented from bearing against sharp points, although random contact is acceptable. Potting
compound surrounding the liner is considered to provide adequate protection of the insulating liner. For
other applications, such as insulation between a wound coil and the ballast enclosure, a sheet insulating
material other than paper or polyester, shall have puncture resistance equal to or greater than the average
puncture force of 0.005 inch (0.13 mm) polyester.

12.7 A Type 1 outdoor ballast that is not provided with an enclosure, such as in an open-core-and-coil
type, shall:

a) Be impregnated to reduce the risk of absorption of moisture.

Exception: A bobbin of nylon or other molded plastic meets the intent of the requirement without
further impregnation.

b) Have lead wire insulation that complies with 13.2.2.

c) Comply with the Humidity-Conditioning Test, Section 38.

d) Have rated output of 300 volts or less.

12.8 An outdoor rated ballast that is not potted into an enclosure or have conformally coated printed
wiring board shall be subjected to the Humidity Conditioning Test, Section 38.

13 Supply and Load Connections

13.1 Terminal and lead wire compartments

13.1.1 A terminal compartment or splice compartment for the connection of the source of supply and lamp
lead wires shall provide field wiring space for the incoming wires and splices to the ballast lead wires. Field
wire size is expected to be 12 AWG (3.3 mm2). See 13.1.3.

Exception: A ballast marked for use only in signs, in accordance with 45.5.1, is expected to have 14
AWG (2.1 mm2) field wires.

13.1.2 The field wiring compartment volume shall be at least the sum of the number of the specific wire
volume allowances from Table 13.1, multiplied by the number of specific wire sizes. See Section 42,
Volume Method of Measurement, for the procedure to determine the field wiring compartment volume.
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Table 13.1
Conductor size for determination of the minimum terminal or splice compartment volume

Conductor volume

Size of conductor, AWG (mm 2) in3 (cm3)

18 (0.82) 0.5 (8.2)

16 (1.3) 0.6 (9.8)

14 (2.1) 0.75 (12.3)

12 (3.3) 1.0 (16.4)

10 (5.3) 1.7 (27.9)

Example: An autotransformer ballast has a 120 volt input and operates two F32TB lamps in a rapid start design. All ballast
wires (2 supply and 6 lamp) are 18 AWG. There are two incoming 12 AWG supply wires and six incoming 18 AWG wires from
the lampholders.

Required Volume = 14 x 0.5 + 2 x 1.0 = 9 in3 = 147.8 cm3

13.1.3 The wire count shall include:

a) Branch circuit wires entering a terminal or wire compartment (for the purposes of calculating
compartment volume, incoming supply wires are assumed to be 12 AWG (3.3 mm2) or 14 AWG
(2.1 mm2) per the exception to 13.1.1, and the lamp circuit wires are assumed to be 18 AWG
(0.82 mm2);

b) Lamp wires entering a terminal or wire compartment;

c) Grounding wires provided with the ballast;

d) Ballast wires for the supply and alternate taps;

e) Ballast wires for the lamp;

f) Ballast wires for a capacitor, when the capacitor is externally connected; and

g) Any accessory control wires.

13.1.4 There shall be no openings in a terminal or splice compartment other than those provided for
drainage, and those required for mounting the ballast.

13.1.5 A hole for conduit in a weatherproof ballast, shall be threaded unless it is located wholly below the
lowest live part of the device. Insulated wire leads are not considered to be live parts.

13.1.6 A bushed hole for open wiring shall not be located in the top or back of a weatherproof ballast
unless a hood fitting is provided. If a bushed hole is located in a side above live parts, it shall provide for
a downward direction of the wires leaving the enclosure. See 45.5.7.

13.1.7 A nipple provided with a weatherproof ballast for field connection to a splice box:

a) Shall provide a smooth, rounded opening for the leads; and

b) Shall be located in the bottom of the enclosure unless the leads are sealed within a nipple.

See 45.5.7.
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13.1.8 The words below, lowest, top, back, side, above, downward, and bottom in 13.1.5– 13.1.7 denote
relative positions while the ballast is oriented as it is intended to be when mounted.

13.1.9 If threads for the connection of conduit are tapped all the way through a hole in a box wall, or if
an equivalent construction is employed, there shall not be less than 3-1/2 or more than 5 threads in the
metal. The construction of the device shall be such that a conduit bushing can be properly attached.

13.1.10 If threads for the connection of conduit are not tapped all the way through a hole in a box wall,
conduit hub, or the like, there shall not be less than five full threads in the metal. An inlet hole for the
conductors shall be smooth, rounded, and afford protection to the conductors equivalent to that provided
by a standard conduit bushing. The inlet hole shall have an internal diameter approximately equal to that
of the corresponding trade size of rigid conduit.

13.1.11 A terminal or splice compartment shall have provision for grounding when the incoming supply is
other than metallic conduit. The ground connection means shall be either a pig-tail lead wire or a wiring
terminal. A pig-tail lead wire shall be green in color, at least 6 inches (152.4 mm) in length, and equal in
gauge to the ballast primary lead wires. A wiring terminal shall comply with the requirements in 13.6. A
sheet metal screw shall not be used.

13.2 Lead wires

13.2.1 A ballast lead wire shall be No. 18 AWG (0.82 mm2) or larger. The lead wire may consist of a solid
or stranded conductor. Ballasts with a factory attached lampholder of a type that involves handling by the
user during relamping (lamp connector) shall employ stranded conductors in lead wires to the lampholder.

13.2.2 The insulation on the lead wires of a ballast marked weatherproof, Type 1 outdoor, or Type 2
outdoor shall be a material resistant to moisture absorption, such as polyvinyl chloride (PVC). An outer
braid on a lead shall be treated to resist moisture absorption.

13.2.3 A rubber-insulated lead wire shall employ an outer braid.

13.2.4 A lead wire of Type AF or CF fixture wire shall not be employed on a ballast other than a
resistance ballast.

13.2.5 The insulation on a lead wire shall be rated for the temperature and voltage involved. The
insulation shall be rated for a temperature of at least 90°C (194°F), or shall be rated for a temperature of
75°C (167°F) and have an outer braid. Primary lead wires and other lead wires in the primary circuit shall
have insulation rated for the maximum rated input voltage. All other lead wires, other than lead wires
connected to a low voltage Class 2 circuit, shall have insulation rated for the rated input voltage or output
voltage, whichever is higher. Lead wires for a low voltage Class 2 circuit shall be rated at least for the
voltage available in the circuit. Lead wires for a low voltage Class 1 – power limited circuit shall have
insulation rated for the rated input voltage or output voltage, whichever is higher.

13.2.6 Primary lead wires are intended for connection to the supply source. Other lead wires in the
primary circuit, as described in 13.2.5, include:

a) A lead wire connected to a tap in the primary winding; or

b) A lead wire connected to a winding intended to provide current to heat the cathodes of a
rapid-start circuit if such a winding has one end common with either a primary lead wire or a tap
in the primary winding.
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13.2.7 A primary lead wire that is specified in Table 22.1 and is intended to be grounded:

a) Shall not be provided on a ballast having a rated input voltage in the ranges of 200 – 215 or
460 – 600 volts; or

b) Shall be provided on a ballast having a rated input voltage in the ranges of 100 – 150, 220 –
250, 265 – 280, or 340 – 350 volts, unless the ballast operates correctly with either primary
lead wire connected to the grounded supply conductor.

13.2.8 A lead wire intended for the connection of a grounded power-supply conductor shall be:

a) Identified by white or natural gray color;

b) Marked with the letters ″WH,″ ″WHT,″ or ″COM″; or

c) Identified on an attached wiring diagram in some manner. For example, the location of the
lead wire exit on the diagram directly corresponds with the lead wire exit location in the unit
itself.

13.2.9 A ballast having a rated input voltage outside the ranges specified in 13.2.8 may or may not have
a primary lead wire that is intended to be grounded, depending upon the intended supply system. See
45.2.2.

13.2.10 The surface of an insulated lead wire intended for connection of an equipment
grounding-conductor shall be green with or without one or more yellow stripes, and no other lead shall be
so identified. For an electronic ballast, a lead wire brought out and intended to be grounded shall be green
in color with or without one or more yellow stripes and shall be bonded directly to the accessible metal
parts of the enclosure.

13.2.11 An electronic ballast having a lead wire brought out that is intended to be connected to an
isolated earth ground or connected to a special equipotential grounding point:

a) Shall be other than green in color with or without one or more yellow stripes;

b) Is not required to be bonded to the enclosure; and

c) Shall have an explanation on the ballast label indicating its purpose and connection.

13.2.12 The insulation on a lead wire not provided with a braid or a nylon jacket shall be at least 1/32
inch (0.8 mm) thick unless investigated and found to have properties intended for the application.

13.2.13 Thermoplastic-insulated wire, used as a lead wire or for internal connections, shall have an
insulation having a minimum thickness of:

a) 1/64 inch (0.40 mm) for a starting voltage of 600 volts peak or less;

b) 1/32 inch (0.80 mm) for a starting voltage of 2500 volts peak or less; or

c) 3/64 inch (1.20 mm) for a starting voltage of 5000 volts peak or less.

Exception: If rated for the voltage involved wire with thinner insulation meets the intent of the
requirement.
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13.2.14 A neoprene-insulated lead wire provided on a ballast intended for outdoor use shall employ an
outer braid unless the insulation on the lead is at least 3/64 inch (1.2 mm) thick.

13.2.15 A ballast lead wire shall be at least 6 inches (152 mm) long.

Exception: The length of lamp lead wires for a ballast intended for use with a circline lamp is not
specified.

13.2.16 If tubing and a lampholder are provided on ballast lead wires to a circline lamp with the intent of
complying with the applicable requirements in the Standard for Fluorescent Lighting Fixtures, UL 1570, the
tubing shall:

a) Be acceptable for at least 90°C (194°F);

b) Have a wall thickness of at least 0.017 inch (0.42 mm); and

c) Cover the entire length of the lead wire except up to a 1/2 inch (12.7 mm) maximum at each
end of the lead if it is permissible.

Exception: When all lamp lead wires do not exit from the same opening of the ballast enclosure,
the length of tubing may be reduced by the minimum amount necessary to accommodate the
bifurcation of the wires.

13.2.17 A ballast may be provided with a connector for connection of non-integral lead wire by means of
a wiring harness with at least 6 inch (152 mm) leads for connection to the supply circuit, and a mating
connector. The connector shall be suitable for the application. The mating connector shall have a detent,
and shall be wired or keyed uniquely so as to reduce the risk of electric shock due to improper connection
of the mating parts.

13.3 Flexible cords

13.3.1 For a simple reactance ballast of a through cord or a direct plug in type, the conductor of the
incoming cord or plug blade that is intended to be grounded, shall be directly connected to the conductor
of the outgoing cord that is intended to be grounded. For the through-cord ballast, there shall be no
difference in potential between the conductors of the incoming and outgoing cords that are intended to be
grounded when the ballast is in operation. For the direct plug in ballast, there shall be no difference in
potential between the plug blade and the outgoing cord that is intended to be grounded when the ballast
is in operation.

13.3.2 An attachment plug of a through cord or other cord connected ballast shall be provided on the
supply end of a cord, see 13.3.4 – 13.3.6. The overall length of the supply and lamp cords, and ballast
shall not be less than 6 feet (1.83 m) and the length of the supply cord between the plug and the ballast
shall be between 2 – 4 feet (0.6 – 1.22 m).

13.3.3 The insulation on a cord shall be rated for the temperature and voltage to which it is subjected
during normal operation. See 46.3.1 for cord types to be used.

13.3.3 effective October 27, 2002
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13.3.4 A power-supply cord of a through-cord or other cord connected ballast, or the blades of a direct
plug-in ballast, shall terminate in a 2-pole, 3-wire, 15-ampere, 125-volt grounding attachment plug or in a
2 pole, 2-wire, 15-ampere, 125-volt polarized plug. A power-supply cord shall comply with the
requirements of Cordsets and Power Supply Cords, UL 817. A ballast determined to have an output
greater that 150 volts shall be provided with a grounding type plug. Also see 22.8 and 45.5.3.

13.3.5 If a 2-conductor flexible cord is provided for connection to the source of supply, the conductors
shall be connected to a parallel-blade attachment plug as illustrated in Figure 13.1. If only two blades are
provided with a direct plug in ballast, the blades shall be connected as shown in Figure 13.1. The
dimensions of the blades are to be as shown in Figure 13.2. For a simple reactance ballast, the smaller
blade shall connect directly to the ballast. The larger blade shall connect to outgoing cord as described in
13.3.1.

This is generated text for figtxt.
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This is generated text for figtxt.

Figure 13.1
Connectors to attachment plug

a The blade to which the green or green and yellow conductor is connected may have a U-shaped cross section instead of the

circular cross section shown.

b The conductor intended to be grounded signifies a conductor identified in one of the following ways:

1) A white or natural gray colored conductor insulation;

2) A light blue colored conductor insulation when the other conductors are colors other than white or natural gray;

3) Have a rib or ribs running the length of the cord; or

4) Have tinned or white metal on all strands of the conductor.
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13.3.6 When the flexible cord includes an equipment-grounding conductor, that conductor shall be green
in color with or without one or more yellow stripes. The conductors of the flexible cord shall be connected
to a parallel-blade, 3-wire grounding attachment plug as illustrated in Figure 13.1. The grounding
conductor shall be connected to the ballast enclosure, when constructed of metal. The grounding lead is
to be crimped, or crimped and soldered, to the ballast enclosure. The dimensions of the blades are to be
as shown in Figure 13.2. The grounding conductor shall also connect to a conductor on the outgoing cord
and shall be green in color with or without one or more yellow stripes. For a simple reactance ballast, the
smaller blade shall connect directly to the ballast. When both blades are the same size, the right blade
shall connect directly to the ballast when viewed with the ground pin on top.

Figure 13.2
Polarized plug dimensions
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13.4 Bushings

13.4.1 A bushing shall be provided where a lead wire or flexible cord enters the enclosure of a ballast,
and shall protect the insulation on the lead or flexible cord from damage.

13.4.2 An insulating bushing employed in a ballast intended for outdoor use shall be made of
non-absorptive material. Polymeric materials shall have a flammability resistance rating of at least V-2 and
a temperature rating exceeding the temperature found in Normal Temperature Test, Section 25.

13.4.3 A smooth metal grommet, a turned-over punched hole in a sheet-metal enclosure, an insulating
bushing securely held in place, or a smooth hole in an end piece of insulating material meets the intent
of providing a bushing where a lead enters the enclosure.

13.4.4 An insulating bushing, not less than 1/16 inch (1.6 mm) thick, shall be used where a flexible cord
or lighter service than Type SV enters an enclosure.

13.5 Strain relief

13.5.1 Strain relief shall be provided on a lead wire or a flexible cord to resist stress on the lead wire or
cord from being transmitted to the interior wiring or connections or to the terminals of the attachment plug.
See the Strain-Relief Test, Section 39.

13.5.2 A lead wire or flexible cord that is embedded in compound inside the enclosure at the wire
entrance is considered to be provided with the necessary strain relief.

13.6 Terminals

13.6.1 Wire binding screws or pressure-type terminals provided for field wiring terminals shall comply with
13.6.2 – 13.6.11.

13.6.2 A terminal intended for the connection of a grounded power-supply conductor as specified in item
(a) of Table 22.1 shall be:

a) A pressure-type wire connecting means identified by a plating substantially white in color
(such as nickel);

b) Of a metal that is substantially white in color;

c) Otherwise colored white, marked with letters ″WH,″ ″WHT,″ or ″COM″; or

d) Identified on an attached wiring diagram in some manner. For example, the location of the
terminal on an attached diagram directly corresponds with the terminal location in the unit itself.

13.6.3 A terminal intended for the connection of the earth grounding supply conductor shall be identified
by one of the following methods:

a) Identified by a plating substantially green in color;

b) A machine thread screw, at least 8-32 thread, with a hexagonal head, green in color;

c) The word ″ground″, the letters ″G,″ ″GND,″ or ″GR″, or the symbol in Figure 13.3;
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d) Identified on an attached wiring diagram in some manner. For example, the location of the
grounding wire or terminal on the diagram directly corresponds with the grounding wire or
terminal location in the unit itself; or

e) A pan head screw colored green, when used as a pressure terminal means for grounding in
junction boxes and in other wiring compartments.

This is generated text for figtxt.

13.6.4 A wiring terminal shall be provided with a soldering lug or pressure-wire connector, bolted or held
by a screw.

13.6.5 A wiring terminal employing a wire-binding screw shall be provided with upturned lugs or the
equivalent to hold a wire under the head of the screw.

13.6.6 A wire-binding-screw terminal or a pressure terminal connector shall be recessed or located so
that it will be unlikely that wires will contact live parts after installation of the device.

Exception: Wire binding screws need not be recessed or otherwise located provided the spacing
between the field wiring terminals is at least the dimensions given in Table 19.1 between parts of opposite
polarity or between live parts and dead metal parts.

Figure 13.3
Grounding
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13.6.7 A pressure type wire connector intended for the connection of supply leads shall comply with the
Standard for Wire Connectors and Soldering Lugs for Use With Copper Conductors, UL 486A, be rated
600 volts, and be capable of connection to either a 12 AWG (3.3 mm2) or 14 AWG (2.1 mm2) supply wire.

13.6.8 A terminal plate having a tapped hole for a wire-binding screw shall be of metal not less than 0.030
inch (0.76 mm) thick and shall have not less than two full threads in the metal.

13.6.9 For a binding screw having 32 or more threads per inch, a terminal plate formed from stock 0.030
inch (0.76 mm) thick may have the metal extruded at the tapped hole for the binding screw to provide two
full threads.

13.6.10 A wire-binding screw shall thread into metal.

13.6.11 A wire-binding screw shall not be smaller than No. 6, and shall not have more than 36 threads
per inch.

13.6.12 A push-in (screwless) field wiring terminal (one in which a stripped copper conductor is inserted
and automatically locked in a wire entrance hole) meets the intent of providing a current-carrying
connection if it complies with Tests on Push-In Terminals, Section 40, and the requirements specified in
45.7.3. A push-in wiring terminal for connection of supply leads shall only allow for the termination of the
branch circuit conductor supplying the ballast, and not provide for additional connections, unless the
push-in wiring terminal has been evaluated to handle full branch circuit current.

13.6.13 A push-in type field wiring supply terminal shall be provided with a 3/8 inch (9.5 mm) minimum
clearance and creepage distance measured from the recessed contact to accessible dead metal.

13.6.13 revised April 27, 2001

14 Live Parts

14.1 Iron or steel, plain or plated, shall not be used for parts that are depended upon to carry current.

Exception No. 1: This requirement does not apply to current-carrying parts of a component covered by
requirements separate from this standard. See 3.1.

Exception No. 2: Steel may be a live part if it is in a parallel path with copper or aluminum conductors,
and would not be subject to corrosion – for example, a steel ring that is crimped around two conductors
to splice them.

14.2 A soldered connection shall be mechanically secured before being soldered. The connection shall
be insulated unless the spacings are in accordance with Spacing of Electrical Parts, Section 19.

Exception: If mechanical security of a soldered joint is impractical or impossible, a joint may be made
without mechanical security before soldering, provided both sides of the joint are secured in such a way
that stress on the connection, either during or after manufacturing process, will be unlikely.

14.3 An uninsulated live part shall be permanently mounted and secured to resist turning or shifting in
position if such motion may result in a reduction of spacing below minimum values.
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14.4 Live parts that are mechanically secured and positioned with respect to dead metal parts and that
are covered with compound are considered to be insulated.

14.5 Foils on a printed wiring board shall be subjected to the requirements of Section 18, Printed Wiring
Boards.

15 Capacitors

15.1 If capacitor is connected so that a voltage is available at any of the external leads or connections
after the ballast is deenergized, the capacitor shall be equipped with a positive means for draining the
stored charge so that the difference in potential between the capacitor terminals will be 50 volts or less
within 1 minute after the capacitor is disconnected from the source of supply.

Exception: This requirement does not apply to a capacitor:

a) Rated not more than 0.06 microfarad and charged to a potential of not more than 500 volts
peak; or

b) Charged to less than 7.5 mJ when using:

J = 1/2 CV2

where

C = is the capacitance, in farads

V = is the charged voltage, in volts.

15.2 A capacitor connected so that it does not discharge through the ballast windings shall discharge to
a potential 50 V peak or less within one minute through a bleeder resistor. The maximum resistance value
of a bleeder resistor shall be determined by this relation:

in which:

R is the resistance in ohms

C is the capacitance in farads

t is 60 seconds

Vc is the voltage on the capacitor
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e is base e

The value of the discharge resistance is able to be determined by the simplified relation:

in which:

R is the resistance value in megohms,

K is the resistor factor determined from Table 15.1, and

C is the value of the capacitor in microfarads.

Table 15.1
Bleeder resistor factor (k)

Voltage

Peak rms Factor (k)

0 – 100 0 – 70 85

101 – 110 71 – 78 76

111 – 120 79 – 85 70

121 – 130 86 – 92 63

131 – 140 93 – 99 55

141 – 150 100 – 106 54

151 – 170 107 – 120 50

171 – 200 121 – 141 44

201 – 240 142 – 169 39

241 – 280 170 – 197 35

281 – 325 198 – 230 32

326 – 375 231 – 265 30

376 – 450 266 – 318 27

451 – 500 319 – 353 26

501 – 700 354 – 495 23

701 – 1000 496 – 707 19

1001 – 1400 708 – 999 18

15.3 The potential specified in 15.1 and 15.2 is the maximum voltage measured between capacitor
terminals under any condition of ballast operation – including lamp starting, lamp operation, operation
without a lamp, and operation with a deactivated lamp or lamps – while the ballast is in a heated condition
from the Normal-Temperature Test, Section 25.
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15.4 The voltage rating of a power capacitor shall not be less than the potential developed across its
terminals during normal operation with any lamp, or combination of lamps for which the ballast is rated,
see Voltage Measurement – Power Capacitors, Section 31. In addition, the potential developed across the
capacitor terminals shall not exceed 140 percent of the rated capacitor voltage during the lamp-starting
cycle, and for the abnormal-operation tests.

15.5 A power capacitor employing a dielectric medium of wax or of liquid other than askarel shall comply
with the requirements for protected oil-filled capacitors in the Standard for Capacitors, UL 810, and shall
be used within its rated voltage.

15.6 A pressure-interrupting-type capacitor as described in 15.5 relieves an internal fault condition by
movement of the terminal end of a capacitor enclosure to break the circuit internally. The movement is
initiated by an internal pressure during a fault condition, causing expansion of the capacitor body. The
amount of clearance space in a ballast, not including the potting compound, is dependent on the capacitor
construction.

Exception No. 1: A thermally protected capacitor does not need additional clearance space.

Exception No. 2: Clearance space in the potting compound need not be provided, if an investigation
shows the protector operation of a capacitor is not adversely affected.

15.7 An oil-filled power capacitor shall be rated not less than the maximum available fault current (AFC)
to which it may be subjected, as follows:

a) If connected across the ballast source of supply, 1000 amperes AFC; or

b) The maximum current available to the capacitor under capacitor short-circuit conditions or
under ballast operation, whichever is greater, as determined by an investigation. The ballast
operating conditions are to include:

1) Normal operation with the lamp or lamps for which it is marked; and

2) Abnormal operation without the lamps.

In lieu of determining the maximum current by test when the capacitor is in series with the
lamp, a fault current rating of three times the normal lamp current may be used.

Exception: A capacitor need not have an AFC rating provided it is:

a) Intended for EMI filtering rather than power factor correction;

b) Rated 1.0 µF or less; and

c) Located inside a metal ballast enclosure.

15.8 A power capacitor employing a dry-metallized film construction and located outside the ballast
enclosure shall comply with the construction requirements for capacitors as described in the Standard for
Capacitors, UL 810, and shall be used within its rated voltage.

15.8 effective October 27, 2002
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