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Summary of Topics

This first issue of the Subject 268C Outline of Investigation for Multi-
Detector Test Apparatus covers test equipment that may be used to
validate the functional operation of multiple integrated sensors or
mutually exclusive operating sensors within a single detector.
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INTRODUCTION
Scope

1.1 These requirements apply to multi detector test apparatus which are intended to supplement the
in-service functional operation of multi-sensor detectors that may include, but not be limited to the integral
use or mutually exclusive use of heat detection, smoke detection, carbon monoxide/gas detection
capabilities. These apparatus may consist of pressurized gas, liquid, solids or combination thereof to
produce the necessary simulant.

1.2 These products are not intended to assess the performance of the detector in accordance with the
applicable Standard, but are intended to verify functional operation of the detector as defined by the
detector manufacturer.

1.3 Multi-detector test apparatus are intended for handling and use by a qualified professional.
1.4 These products are not intended for use in hazardous locations.
1.5 These products have not been assessed for use in oxygen rich environments.

1.6 Hazards and/or applications of the materials, chemicals, and/or pressurized container used to store
the primary reactive component used to initiate the intended signaling performance, have not been
investigated.

1.7 These products are battery operated and may consist of a limited energy, Class 2 power
supply/charging circuit.

1.8 These products do not cover:

a) Products covered by the Outline for CO Gas Test Kit for Gas and Vapor Detectors and
Sensors, SU 2075A;

b) Products covered by the Certification Requirement Decision for smoke detector aerosol
sprays issued for Smoke Detectors For Fire Alarm Systems, UL 268;

c) Test and certification requirements for Alarms, Sensors and/or detectors;
d) RF transmission of signals between devices;

e) Primary or secondary battery charging circuits, operational life or battery performance/safety
requirements associated with rechargeable batteries;

f) Performance and safety requirements associated with non-rechargeable batteries, or

g) Emergency signaling equipment as addressed in Standards such as, but not limited to, Gas
and Vapor Detectors and Sensors, UL 2075; General-Purpose Signaling Devices and Systems,
UL 2017; Smoke Detectors For Fire Alarm Systems, UL 268; Control Units and Accessories for
Fire Alarm Systems, UL 864; the National Fire Alarm Code, NFPA 72 and Standard for the
Installation of Carbon Monoxide (CO) Detection and Warning Equipment, NFPA 720.

Documents

Document Sharing Hub

Provided by IHS under license with UL
Licensee=North Carolina State Univ/5618801100
No reproduction or networking permitted without license from IHS Not for Resale, 12/07/2014 23:01:19 MST

Full document details: UL SUBJECT 268C 2010


http://avadocuments2026.com/doc/ul-subject-268c-2010
http://avadocuments2026.com/doc/ul-subject-268c-2010

JUNE 29, 2010 SUBJECT 268C 5

2 General
2.1 Components

2.1.1 Except as indicated in 2.1.2, a component of a product covered by this outline shall comply with the
requirements for that standard. See Annex A for a list of standards covering components generally used
in the products covered by this outline.

2.1.2 A component is not required to comply with a specific requirement that:

a) Involves a feature or characteristic not required in the application of the component in the
product covered by this statement or

b) Is superseded by a requirement in this standard.

2.1.3 A component shall be used in accordance with its rating established for the intended conditions of
use.

2.1.4 Specific components are incomplete in construction features or restricted in performance
capabilities. Such components are intended for use only under limited conditions, such as certain
temperatures not exceeding specified limits, and shall be used only under those specific conditions.

2.2 Units of measurement

2.2.1 The metric unit shall be designated as the official unit for purposes of this standard. Where values
of measurement are specified in both SI and English units, either unit is used. In cases of dispute, the
metric unit shall be used.

2.3 Reference publications

2.3.1 Where reference is made to other publications, such reference shall be considered to refer to the
latest edition and all amendments published to that edition up to the time when this Outline was published.

CONSTRUCTION
3 General

3.1 A multi- detector test apparatus shall be provided with at least one of two functional test elements
which may include but may not be limited to the carbon monoxide, smoke, and heat as components to
assess the functional operation of a multi-sensor detector. The safety limits and performance
specifications shall not exceed those specified within this Outline.
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PERFORMANCE
4 General
4.1 Each end product multi-sensor detector intended for use with the multi-detector test apparatus shall
be subject to all of the applicable tests as defined within this outline. The requirements within this outline
validate the functional operation of each multi-detector test apparatus and the multi-sensor detector
performance is assessed in accordance with the defined limits for the applicable performance
requirements within the standards referenced in 4.2. Sensitivity and performance for each sensor
technology is defined within each standard as referenced in 4.2.
4.2 The multi-sensor detectors shall be performance tested before and after each performance test
referenced in this outline and shall comply with the applicable performance requirements referenced in the
applicable Standards or published documents;
Smoke Detectors For Fire Alarm Systems, UL 268
Sensitivity test
Dust
Heat Detectors for Fire Protective Signaling Systems, UL 521
Operating temperature test
Rate of rise test
Dust
Gas and Vapor Detectors and Sensors, UL 2075
Sensitivity test
Electrical supervision
Dust
Outline for CO Gas Test Kit for Gas and Vapor Detectors and Sensors, SU 2075A
Sensitivity test
Dust
in addition to the requirements contained within this outline.
4.3 For apparatus consisting of chemicals with an ignition or flash point, the ignition and flash point rating
of the material must be assessed in accordance with Tests for Comparative Flammability of Liquids, UL
340. The following tests shall be conducted.

Flash point test

Ignition test
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