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Les Laboratoires des assureurs du Canada (ULC) ont été constitués 
en 1920 par lettres patentes émises par le gouvernement canadien. Ils 
entretiennent et exploitent des laboratoires et des services de 
certification pour le contrôle, la mise à l’essai et la certification 
d’appareils, d’équipement, de matériaux, de constructions et de 
systèmes dans le but de déterminer leur rapport avec les risques de 
mortalité, d’incendie et de perte de biens, et ils fournissent également 
des services d’inspection. 
 
Les Laboratoires des assureurs du Canada sont accrédités par le 
Conseil canadien des normes à titre d’organisme de certification, 
d’organisme de mise à l’essai et d’organisme d’inspection en vertu du 
Système national de normes du Canada. 
 
Normes ULC élabore et publie des normes et d’autres publications 
connexes relatives à la construction de bâtiments, à la protection par 
système d’alarme de sécurité et système d’alarme antivol, à la sécurité 
environnementale, au matériel électrique, à l’équipement de protection 
incendie, aux appareils à gaz et au mazout, aux produits d’isolation 
thermique, aux matériaux et aux systèmes, à l’utilisation d’énergie 
dans le milieu de la construction et à la sécurité au travail pour les 
services publics d’électricité. 
 
Normes ULC est un organisme sans but lucratif et est accrédité par le 
Conseil canadien des normes à titre d’organisme d’élaboration de 
normes. 
 
Les Normes nationales du Canada élaborées par Normes ULC 
satisfont aux critères et aux méthodes établis par le Conseil canadien 
des normes. Ces normes sont rédigées selon le principe du 
consensus par des personnes qui représentent un juste équilibre des 
intérêts visés par l’objet de la norme en cause sur le plan national.  
 
Les Laboratoires des assureurs du Canada sont représentés partout 
au Canada ainsi que dans de nombreux pays. 
 
Pour obtenir plus de renseignements sur les services des Laboratoires 
des assureurs du Canada, veuillez communiquer avec : 
 
Service à la clientele : 1-866-937-3852 
 
SIÈGE SOCIAL 
Laboratoires des assureurs du Canada 
7, chemin Underwriters 
Toronto (Ontario) M1R 3A9 
Téléphone : (416) 757-3611 
Télécopieur : (416) 757-9540 
 
BUREAUX RÉGIONAUX 
 
PACIFIQUE 
13775, Commerce Parkway, bureau 130 
Richmond (Colombie-Britannique) V6V 2V4 
Téléphone : (604) 214-9555 
Télécopieur : (604) 214-9550 
 
EST 
6505, Route transcanadienne, bureau 330 
St-Laurent (Québec) H4T 1S3 
Téléphone : (514) 363-5941 
Télécopieur : (514) 363-7014 
 
Pour obtenir plus de renseignements sur les normes des Laboratoires 
des assureurs du Canada, veuillez communiquer avec : 
 
NORMES ULC 
171, rue Nepean, bureau 400 
Ottawa (Ontario) K2P 0B4 
Téléphone : (613) 755-2729 
Télécopieur : (613) 231-5977 
 
Courriel : customerservice@ulc.ca 
Site Web : www.ulc.ca 

Underwriters Laboratories of Canada (ULC) was established in 
1920 by letters patent issued by the Canadian Government. It 
maintains and operates laboratories and certification services 
for the examination, testing and certification of appliances, 
equipment, materials, constructions and systems to determine 
their relation to life, fire and property hazards as well providing 
inspection services. 
 
Underwriters Laboratories of Canada is accredited by the 
Standards Council of Canada as a Certification Organization, a 
Testing Organization, and an Inspection Body under the 
National Standards System of Canada. 
 
ULC Standards develops and publishes standards and other 
related publications for building construction, security and 
burglar protection, environmental safety, electrical equipment, 
fire protection equipment, gas and oil equipment, thermal 
insulation products, materials and systems, energy use in the 
built environment and electrical utility safety. 
 
ULC Standards is a not-for-profit organization and is accredited 
by the Standards Council of Canada as a Standards 
Development Organization. 
 
National Standards of Canada developed by ULC Standards 
conform to the criteria and procedures established by the 
Standards Council of Canada. Such standards are prepared 
using the consensus principle by individuals who provide a 
balanced representation of interests relevant to the subject area 
on a national basis.  
 
ULC is represented across Canada as well as many countries 
worldwide. 
 
For further information on ULC services, please contact: 
 
Customer Service: 1-866-937-3852 
 
CORPORATE HEADQUARTERS 
Underwriters Laboratories of Canada 
7 Underwriters Road 
Toronto, Ontario M1R 3A9 
Telephone: (416) 757-3611 
Fax: (416) 757-9540 
 
REGIONAL OFFICES 
 
PACIFIC OFFICE 
13775 Commerce Parkway, Suite 130 
Richmond, British Columbia V6V 2V4 
Telephone: (604) 214-9555 
Fax: (604) 214-9550 
 
EASTERN OFFICE 
6505 Route Transcanadienne, Suite 330 
St. Laurent, Québec H4T 1S3 
Telephone: (514) 363-5941 
Fax: (514) 363-7014 
 
For further information on ULC standards, please contact: 
 
ULC STANDARDS 
171 Nepean Street, Suite 400 
Ottawa, Ontario K2P 0B4 
Telephone: (613) 755-2729 
Fax: (613) 231-5977 
 
E-mail: customerservice@ulc.ca 
Web site: www.ulc.ca 
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Le Conseil canadien des normes (CCN) est le coordonnateur du 
réseau canadien de normalisation, lequel est composé de personnes 
et d’organismes qui participent à l’élaboration, la promotion et la mise 
en œuvre des normes. Grâce aux efforts conjugués des membres du 
réseau canadien de normalisation, les travaux de normalisation 
contribuent à améliorer le bien-être collectif et économique du Canada 
et à protéger la santé et la sécurité des Canadiens. Le CCN veille au 
bon déroulement des activités du réseau. 
 
Les principaux objectifs du CCN sont d’encourager et de favoriser une 
normalisation volontaire en vue de faire progresser l’économie 
nationale, de contribuer au développement durable, d’améliorer la 
santé, la sécurité et le bien-être des travailleurs et du public, d’aider et 
de protéger le consommateur, de faciliter le commerce intérieur et 
extérieur et de développer la coopération internationale en matière de 
normalisation. 
 
Un aspect important du système canadien d’élaboration de normes est 
l’application des principes suivants : consensus; égalité d’accès et 
participation efficace des parties concernées; respect des divers 
intérêts et détermination des intérêts auxquels il faudrait donner accès 
au processus afin d’assurer l’équilibre nécessaire entre les intérêts; 
mécanisme de règlement des différends; ouverture et transparence; 
liberté d’accès des parties intéressées aux procédures qui orientent le 
processus d’élaboration de normes; clarté des processus; prise en 
compte de l’intérêt du Canada comme fondement initial de 
l’élaboration des normes. 
 
Une Norme nationale du Canada (NNC) est une norme qui a été 
préparée ou examinée par un organisme d’élaboration de normes 
(OEN) accrédité et approuvée par le CCN au regard des exigences 
d’approbation des NNC. L’approbation ne porte pas sur le contenu 
technique de la norme, cet aspect demeurant la responsabilité de 
l’OEN. Une NNC reflète un consensus parmi les points de vue d’un 
certain nombre de personnes compétentes dont les intérêts réunis 
forment, dans la plus grande mesure possible, une représentation 
équilibrée des intérêts généraux et de ceux des producteurs, des 
organismes de réglementation, des utilisateurs (y compris les 
consommateurs) et d’autres personnes intéressées, selon le domaine 
visé. Les NNC ont pour but d’apporter une contribution appréciable, en 
temps opportun, à l’intérêt du Canada. 
 
Il est recommandé aux personnes qui ont besoin d’utiliser des normes 
de se servir des NNC. Ces normes font l’objet d’examens périodiques; 
c’est pourquoi l’on recommande aux utilisateurs de se procurer 
l’édition la plus récente de la norme auprès de l’OEN qui l’a publiée. 
 
La responsabilité d’approuver les normes comme NNC incombe au : 
 
Conseil canadien des normes 
270, rue Albert,  
bureau 200 
Ottawa (Ontario)  
K1P 6N7  
CANADA 
 
Téléphone: (613) 238-3222 

The Standards Council of Canada (SCC) is the coordinating body of the 
Canadian standardization network, which is composed of people and 
organizations involved in the development, promotion and implementation of 
standards. Through the collaborative efforts of Canadian standardization 
network members, standardization is helping to advance the social and 
economic well-being of Canada and to safeguard the health and safety of 
Canadians. The network’s efforts are overseen by SCC. 
 
The principal objectives of SCC are to foster and promote voluntary 
standardization as a means of advancing the national economy, supporting 
sustainable development, benefiting the health, safety and welfare of workers 
and the public, assisting and protecting the consumer, facilitating domestic and 
international trade, and furthering international cooperation in relation to 
standardization. 
 
An important facet of the Canadian standards development system is the use of 
the following principles: consensus; equal access and effective participation by 
concerned interests; respect for diverse interests and identification of those who 
should be afforded access to provide the needed balance of interests; 
mechanism for dispute resolution; openness and transparency; open access by 
interested parties to the procedures guiding the standards development 
process; clarity with respect to the processes; and Canadian interest 
consideration as the initial basis for the development of standards. 
 
A National Standard of Canada (NSC) is a standard prepared or reviewed by an 
SCC-accredited SDO and approved by the SCC according to NSC approval 
requirements. Approval does not refer to the technical content of the standard, 
as this remains the responsibility of the SDO. An NSC reflects a consensus of a 
number of capable individuals whose collective interests provide, to the greatest 
practicable extent, a balance of representation of general interests, producers, 
regulators, users (including consumers) and others with relevant interests, as 
may be appropriate to the subject at hand. NSCs are intended to make a 
significant and timely contribution to the Canadian interest. 
 
Those who have a need to apply standards are encouraged to use NSCs. 
These standards are subject to periodic review. Users of NSCs are cautioned to 
obtain the latest edition from the SDO that publishes the standard. 
 
The responsibility for approving standards as NSCs rests with: 
 
Standards Council of Canada 
270 Albert Street 
Suite 200 
Ottawa, Ontario  
K1P 6N7 
CANADA 
 
Telephone: (613) 238-3222 
 

  
Le but premier visé par cette norme est énoncé au paragraphe qui en définit le domaine d'application. Il importe de préciser qu'il 

incombe à l'utilisateur de décider si la norme convient à ses besoins particuliers. 
 

The intended primary application of this Standard is stated in its scope. It is important to note that it remains the responsibility of the 
user of the Standard to judge its suitability for this particular application. 

LES NORMES NATIONALES DU CANADA SONT DISPONIBLES EN VERSIONS FRANÇAISE ET ANGLAISE 
NATIONAL STANDARDS OF CANADA ARE AVAILABLE IN FRENCH AND ENGLISH VERSIONS 

 

On peut se procurer des exemplaires de cette Norme nationale du Canada en s’adressant à Normes ULC. 

Copies of this National Standard of Canada may be ordered from ULC Standards. 
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ULC STANDARDS COMMITTEE ON LIVE WORKING 
COMITÉ NORMES ULC SUR LES TRAVAUX SOUS TENSION 

 
Il s’agit de la liste des membres du comite au moment de l’approbation de présent document.  
La composition du comite peut avoir change depuis ce temps-la. 
 
This list represents the membership at the time the Committee balloted on the final text of this 
edition.  Since that time, changes in the membership may have occurred.

NAME/NOM AFFILIATION/ORGANISME REPRÉSENTÉ REGION/RÉGION CATEGORY
/CATÉGORIE

T. Olson (Chair) TKO Consulting Canada 
General Interest/ 
Membre intéressé à 
titre divers 

T. Corbett SaskPower Saskatchewan User/Utilisateur 

C. Cormier Alberta Municipal Affairs Alberta Regulator/Organisme 
de réglementation 

R. Farmer Salisbury by Honeywell Canada Producer/Producteur 

J. Harris  Hycotec Ontario 
General Interest/ 
Membre intéressé à 
titre divers 

C. Jeans Consultant Canada 
General Interest/ 
Membre intéressé à 
titre divers 

P. Komaroni Compass Rose Power Solutions Ltd. Canada User/Utilisateur 

J. Kovach Hydro One Ontario User/Utilisateur 

S. Levin True North Gear/ Dragonwear Canada Producer/Producteur 

C. Maurice Kinectrics Inc. Canada 
General Interest/ 
Membre intéressé à 
titre divers 

J. McDonald Powerline Training Consultants Canada 
General Interest/ 
Membre intéressé à 
titre divers 

J. Pollard  Oberon Company Canada Producer/Producteur 
S. Pineiro Hydro-Québec Québec User/Utilisateur 
Y. Schlicht NDE Lab Inc. Canada Producer/Producteur 

B. Spalteholz BC Hydro 
British Columbia/ 
Colombie-
Britannique 

User/Utilisateur 

H. Werden ATCO Electric Alberta User/Utilisateur 

C. Comte (Non-voting) IREQ Québec Associate Member/ 
Membre associé 

W. van Halderen (Non-
voting) 

Canadian Electricity Association (CEA)/ 
Association canadienne de l’électricité Canada Associate Member/ 

Membre associé 

G. Ottley ULC Standards/ Normes ULC Canada 
(Project Manager 
 Non-voting) /            
(gestionnaire de prjet 
 sans droit de vote) 
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CAN/ULC-61481-2-15 
(IEC 61481-2:2014, MOD) 
     

Travaux sous tension – Comparateurs de phase – Partie 2: Type 
résistif pour usage sur des tensions alternatives de 1 kV à 36 kV 

PRÉFACE NORMES ULC 
 
 
Ce document constitue la première édition de la norme, CAN/ULC-61481-2-15 (IEC 61481-
2:2014, MOD), Travaux sous tension – Comparateurs de phase – Partie 2: Type résistif pour 
usage sur des tensions alternatives de 1 kV à 36 kV, laquelle constitue une adoption, avec les 
exigences propres au Canada, de la norme internationale de la Commission Électrotechnique 
Internationale, IEC 61481-2 (première édition, 2014-07). 
 
Au Canada, il y a deux langues officielles, le français et l'anglais. Tous les avertissements de 
sécurité doivent être en français et en anglais. Il importe de signaler que certaines autorités 
canadiennes peuvent exiger que des marquages et/ou des directives d'installation 
supplémentaires soient dans les deux langues officielles. 
 
La première édition de cette norme ULC était fondée sur la première édition du document 
CAN/ULC-D61481 et le remplaçait. 
 
Il est possible que certains éléments de la présente norme canadienne soient sujets à des 
droits en matière de brevet. Normes ULC n’est pas tenu de signaler dans quelles circonstances 
ces droits en matière de brevet peuvent s’appliquer. 
 
La révision de cette norme débutera dans les 5 ans suivant la date de publication, à moins que 
la norme soit désignée comme entrant dans une catégorie stabilisée, auquel cas la révision 
commencera dans le délai approprié défini par Normes ULC. 
 
La présente norme est destinée à être utilisée à des fins d'évaluation de la conformité.  
 
Une grande partie du financement nécessaire au processus d’adoption de cette Norme 
nationale du  Canada a été assurée par l’association canadienne de l’électricité (ACE) que nous 
tenons à remercier. 
 
 
Mai 2015 
 

© Tous droits réservés. Toute reproduction, même partielle, de cette publication, par procédé 
électronique ou autre, est interdite sauf autorisation préalable  Le matériel CEI est réimprimé avec 
permission. Toute demande de renseignements sur cette Norme nationale du Canada devrait être 
adressée aux Normes ULC.
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CAN/ULC-61481-2-15
(IEC 61481-2:2014, MOD) 
     

Live working – Phase comparators –
Part 2: Resistive type to be used for voltages from 1 kV to 36 kV a.c. 

 
ULC STANDARDS PREFACE 

 
 
This is the First Edition of the Standard CAN/ULC-61481-2-15 (IEC 61481-2:2014, MOD), Live 
working – Phase comparators – Part 2: Resistive type to be used for voltages from 1 kV to 36 
kV a.c., with Canadian Deviations, of the international standard by International Electrotechnical 
Commission, IEC 61481-2:2014 (First Edition, 2014-07).  
 
In Canada there are two official languages, English and French. All safety warnings must be in 
French and English. Attention is drawn to the possibility that some Canadian authorities may 
require additional markings and/or installation instructions to be in both official languages.  
 
This First Edition National Standard of Canada is based on, and supersedes, the First Edition of 
CAN/ULC-D61481. 
 
Attention is drawn to the possibility that some of the elements of this Canadian standard may be 
the subject of patent rights. ULC Standards shall not be held responsible for identifying any or 
all such patent rights. 
 
The initiation of the review of this Standard will commence within 5 years of the date of 
publication, unless the Standard is identified as fitting within a stabilized category, whereby the 
review will commence within the appropriate time frame set out by ULC Standards 
 
This Standard is intended to be used for conformity assessment.  
 
Major funding in support of the adoption process of this National Standard of Canada was 
provided by the Canadian Electricity Association (CEA), whose assistance is acknowledged with 
thanks. 
 
 
 
May 2015 
 

© All rights reserved. No part of this publication may be reproduced in any form, in an electronic retrieval 
system or otherwise, without prior permission. IEC material is reprinted with permission.  Inquiries 
regarding this National Standard of Canada should be addressed to ULC Standards.
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Exigences propres au Canada
GÉNÉRALITÉS 
 
[Remplacez tous les références « IEC 61318 » dans le document avec « CAN/ULC-61318 »] 
 
[Remplacez tous les références « IEC 61477 » dans le document avec « CAN/ULC-61477 »] 
 

2 RÉFÉRENCES NORMATIVES 
 
[Reviser les références IEC 61318 et IEC 61477 comme suit: 
 
 
« CAN/ULC-61318-08, Travaux sous tension – Évaluation de la conformité applicable à 
l’outillage, au matériel et aux dispotifs (CEI/IEC 61318:2007, IDT)» 
 
« CAN/ULC-61477-11, Travuax sous tension – Exigences minimales pour l’utilisation des outils, 
dispotifs et équipments (CEI/IEC 61477:2009, MOD)»] 

4.5  MARQUAGE 

[Supprimer la dixième point « - symbole IEC 60417-5216:2002-10…» et la REMARQUE 
connexe] 
 
[Réviser l’onzième point avec tiret comme suit : 
 « –numéro de la norme CAN/ULC applicable (CAN/ULC-61481-2). »]   

[Réviser le deuxième et troisième paragraphes comme suit: 

« Pour être marqué du numéro de la présente norme CAN/ULC, le produit doit satisfaire à 
toutes les exigences qui y sont spécifiées. » 

« Avec chaque comparateur de phase ou avec chaque lot de comparateurs de phase à livrer, le 
fabricant doit fournir l’information relative au numéro de la norme CAN/ULC. » ] 

 
ANNEXE B 

 
[Supprimer l'annexe B.]  
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June 2015 CAN/ULC-61481-2-15 ULC/11 
 

  

 

Canadian Deviations 
 
GENERAL 

[Change all “IEC 61318” references in the document to read “CAN/ULC-61318”] 
 
[Change all “IEC 61477” references in the document to read “CAN/ULC-61477”] 
 
2 NORMATIVE REFERENCES 

[Revise IEC 61318 and IEC 61477 to read: 
 
“CAN/ULC-61318-08, Live Working – Conformity assessment applicable to tools, devices and 
equipment (IEC/CEI 61318:2007, IDT)” 
 
“CAN/ULC-61477-11, Live Working – Minimum requirements for the utilizations of tools, devices 
and equipment (IEC/CEI 61477:2009, MOD)”] 
 
4.5 MARKING 

[Delete the tenth dash item regarding “- symbol IEC 60417-5216:2002-10…” and accompanying 
NOTE] 
 
[Revise the eleventh dash item to state: 
 “– number of the relevant CAN/ULC standard (CAN/ULC-61481-2).”]    
 
[Amend the second and third paragraph to reference CAN/ULC Standard: 
 
“To be marked with the number of this CAN/ULC standard, the product shall satisfy all the 
requirements specified herein.” 
 
“With every phase comparator or with every batch of phase comparators to be delivered, the 
manufacturer shall provide information related to the number of the CAN/ULC standard.”] 
 
ANNEX B 
 
[Delete Annex B]  
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
LIVE WORKING –  

PHASE COMPARATORS –  
 

Part 2: Resistive type to be used for voltages from 1 kV to 36 kV a.c. 
 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 61481-2 has been prepared by IEC technical committee 78: Live 
working. 

This first edition, together with the first edition of IEC 61481-1, cancels and replaces the first 
edition of IEC 61481 published in 2001, Amendment 1:2002 and Amendment 2:2004. This 
edition constitutes a technical revision. 

The major changes are: 

 split of the standard in two parts; 

 review of the requirements for indication; 

 elimination of class C ( 110°); 

 introduction of a requirement for a new marking “LU” for limited use; 

 increase of the specified range of voltage fluctuation in a network for clear indication; 
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 clarification of the design requirements by specifying a resistive element in each pole of 
the device; 

 clarification of the test procedures in the case of additional contact electrodes, 
accessories and combination of accessories, as well as in the case of family of phase 
comparators; 

 addition of requirements and tests for electromagnetic compatibility (EMC); 

 clarification of the test provisions for the function tests; 

 clarification of the test procedure for clear perceptibility of audible indication; 

 preparation of the elements of evaluation of defects, and general application of 
IEC 61318:2007; 

 revision of existing annexes; 

 change of existing normative Annex C in two new Annexes D and F giving the 
classification of defects (normative) and the rationale for the classification of defects 
(informative); 

 deletion of existing Annex D, not needed anymore following the specification of 
IEC 60068-2-75; 

 deletion of existing Annex F, not applicable according to IEC 61318:2007; 

 addition of a new informative Annex E giving additional information on the use of the limit 
mark and of a contact electrode extension. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

78/1052/FDIS 78/1088/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

In this standard terms defined in Clause 3 appear in italics. 

A list of all parts of the IEC 61481 series, published under the general title Live working – 
Phase comparators, can be found on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be  

 reconfirmed, 

 withdrawn, 

 replaced by a revised edition, or 

 amended. 
 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

This International Standard has been prepared in accordance with the requirements of 
IEC 61477. 

Taking into consideration the functioning principle of portable phase comparators of resistive 
type available on the market, the associated maximum a.c. nominal voltage is 36 kV. 

The rationale for this maximum nominal voltage is: 

 design of the phase comparator for operation by one person (see 4.4.2) – ergonomic 
consideration.  
With higher nominal voltages, the distance between phases of the installation increases 
and the positioning of the two poles of the phase comparator by one person becomes a 
limitation; 

 correct performance of each component (including the connecting lead) under normal 
working conditions – performance consideration; 

 possible contact of the connecting lead between the two poles of the phase comparator 
with a part of the installation at a phase or earth potential under normal working 
conditions. 

The product covered by this standard may have an impact on the environment during some or 
all stages of its life cycle. These impacts can range from slight to significant, be short-term or 
long-term, and occur at the global, regional or local level.  

In terms of environmental improvement, this standard includes neither requirements nor test 
provisions for the manufacturers of the product nor recommendations to the users of the 
product. However, all parties intervening in its design, manufacture, packaging, distribution, 
use, maintenance, repair, reuse, recovery and disposal are invited to take account of 
environmental considerations. 
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LIVE WORKING –  
PHASE COMPARATORS –  

 
Part 2: Resistive type to be used for voltages from 1 kV to 36 kV a.c. 

 
 
 

1 Scope 

This part of IEC 61481 is applicable to portable phase comparators of resistive type to be 
used on electrical systems for voltages from 1 kV a.c. to 36 kV a.c. and frequencies of 50 Hz 
and/or 60 Hz. 

This standard is applicable to phase comparators of resistive type used in contact with the 
bare conductive parts to be compared: 

 as a complete device including its insulating element or 

 as a separate device, adaptable to an insulating stick which, as a separate tool, is not 
covered by this standard. 

NOTE Some parts such as the contact electrode or the insulating element of a phase comparator as a complete 
device may be dismantled. 

Some restrictions on their use are applicable in the case of factory-assembled switchgear and 
on overhead systems of electrified railways (see Annex A). 

A device that is designed to provide other functions than phase comparison is a different 
device and is not covered by this standard. For example a device designed to be also used as 
a voltage detector is not covered by this standard (see Annex A). 

Products designed and manufactured according to this standard contribute to the safety of the 
users provided they are used by persons trained for the work, in accordance with the hot stick 
working method and the instructions for use. 

Except when otherwise specified, all the voltages defined in this standard refer to phase-to-
phase voltages of three-phase systems. In other systems, the applicable phase-to-phase or 
phase-to-earth (ground) voltages should be used to determine the operating voltage. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

CISPR 11, Industrial, scientific and medical equipment – Radio-frequency disturbance 
characteristics – Limits and methods of measurement 

IEC 60060-1:2010, High-voltage test techniques – Part 1: General definitions and test 
requirements 

IEC 60068-1, Environmental testing – Part 1: General and guidance  

IEC 60068-2-6, Environmental testing – Part 2-6: Tests – Test Fc: Vibration (sinusoidal) 
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IEC 60068-2-14, Environmental testing – Part 2-14: Tests – Test N: Change of temperature 

IEC 60068-2-31, Environmental testing – Part 2-31: Tests – Test Ec: Rough handling shocks, 
primarily for equipment-type specimens 

IEC 60068-2-75, Environmental testing – Part 2-75: Tests – Test Eh: Hammer tests 

IEC 60417, Graphical symbols for use on equipment. Available from: http://www.graphical-
symbols.info/equipment 

IEC 60942, Electroacoustics – Sound calibrators 

IEC 61000-4-2, Electromagnetic compatibility (EMC) – Part 4-2: Testing and measurement 
techniques – Electrostatic discharge immunity test 

IEC 61000-4-3, Electromagnetic compatibility (EMC) – Part 4-3: Testing and measurement 
techniques – Radiated, radio-frequency, electromagnetic field immunity test 

IEC 61000-4-8, Electromagnetic compatibility (EMC) – Part 4-8: Testing and measurement 
techniques – Power frequency magnetic field immunity test 

IEC 61260, Electroacoustics – Octave-band and fractional-octave-band filters 

IEC 61318, Live working – Conformity assessment applicable to tools, devices and equipment 

IEC 61326-1, Electrical equipment for measurement, control and laboratory use – EMC 
requirements – Part 1: General requirements 

IEC 61477, Live working – Minimum requirements for the utilization of tools, devices and 
equipment 

IEC 61672-1, Electroacoustics – Sound level meters – Part 1: Specifications 

ISO 3744:2010, Acoustics – Determination of sound power levels and sound energy levels of 
noise sources using sound pressure – Engineering methods for an essentially free-field over a 
reflecting plane 

CIE 15, Colorimetry 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 61318 as well as 
the following apply. 

3.1  
accessory 
supplementary item not necessary for the functioning of the phase comparator and provided 
by the manufacturer to facilitate its use under certain operating conditions 

Note 1 to entry: An accessory is not considered as a part of a device. Without the accessory, the device is still 
functional. An item that is required each time a device is used is not an accessory but a part of the device which 
may be disassembled. 

Note 2 to entry: For example an accessory is used to lengthen the handle, to improve the efficiency of the contact 
electrode, to enable the contact electrode to reach the parts to be compared, etc. 
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3.2  
active signal 
visual phenomenon, and optionally audible phenomenon, whose presence, absence or 
variation is considered as representing information on the condition “correct phase 
relationship” or “incorrect phase relationship” 

Note 1 to entry: A signal indicating that the phase comparator is ready to operate is not considered as an active 
signal. 

[SOURCE: IEC 60050-101:1998, 101-12-02, modified – the definition of “signal” has been 
modified to fit the specific context of diagnostic of phase relationship and Note 1 to entry has 
been added.] 

3.3  
adaptor 
part of a phase comparator as a separate device which permits attachment of an insulating 
stick 

3.4  
clear indication 
unambiguous detection and indication of “incorrect phase relationship” and/or “correct phase 
relationship” between the parts to be compared 

3.5  
clear perceptibility 
case when the indication is unmistakably discernible by the user under specific environmental 
conditions when the phase comparator is in its operating position 

3.6  
connecting lead 
flexible cable electrically connecting the two poles of a phase comparator of resistive type 

3.7  
contact electrode 
bare conductive part of the phase comparator which establishes the electric connection to the 
part to be compared 

3.8  
contact electrode extension 
externally insulated conductive part to enable the contact electrode to reach the parts of the 
installation to be compared 

Note 1 to entry: For a certain installation configuration, the contact electrode extension is used to increase the 
insertion depth (see Figure 1). 

Note 2 to entry: The contact electrode extension is an accessory of the phase comparator. 

3.9  
end fittings 
part of an insulating stick permanently fitted to the end of an insulating tube or rod 

3.10  
family of phase comparators 
for testing purposes, a group of phase comparators, delimited by a minimum and a maximum 
rated voltage and/or by the two frequencies (50 Hz and 60 Hz), that are identical in design 
(including dimensions) and only differ by their nominal voltages or nominal voltage ranges 
and/or their nominal frequency 
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3.11  
hand guard 
distinctive physical guard separating the handle of a phase comparator as a complete device 
from its insulating element  

Note 1 to entry: The purpose of a hand guard is to prevent the hands from slipping and passing into contact with 
the insulating element. 

3.12  
indicator 
part of the phase comparator that indicates the status of the phase relationship between two 
parts to be compared 

3.13  
indoor type 
phase comparator designed for use in dry conditions, normally indoors 

3.14  
insertion depth 
Ai 
distance between the limit mark and the top of the contact electrode for a phase comparator 
as a complete device 

3.15  
insulating element 
part of a phase comparator as a complete device that provides adequate safety distance and 
insulation to the user 

3.16  
insulating stick 
insulating tool made essentially of an insulating tube and/or rod with end fittings 

Note 1 to entry: For phase comparison, an insulating stick is intended to be attached to a phase comparator as a 
separate device in order to provide the length to reach the installation to be tested and adequate safety distance 
and insulation to the user. 

[SOURCE: IEC 60050-651:2014, 651-22-01, modified – the Note 1 to entry has been added.] 

3.17  
interference field 
superposed electric field which may affect the indication   

Note 1 to entry: The interference field may result from the parts to be compared or other adjacent parts, and may 
have any phase relationship. 

Note 2 to entry: The extreme cases for the tests are: 

– an in-phase interference field. This occurs as a result of the dimensions and/or configuration of the parts of the 
installation to be compared or of adjacent parts of the installation having voltages in the same phase as the 
parts to be compared; 

– an interference field in phase opposition. This occurs as a result of the adjacent parts of the installation having 
voltages in phase opposition to the parts to be compared. 

3.18  
limit mark 
distinctive location or mark to indicate to the user the physical limit to which the phase 
comparator may be inserted between live parts or may touch them 
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3.19  
maintenance test 
test carried out periodically on a device or equipment to ascertain and, if necessary, make 
certain adjustments to ensure that its performance remains within specified limits 

[SOURCE: IEC 60050-151:2001, 151-16-25, modified – the definition has been modified to fit 
the specific context of maintenance of device or equipment.] 

3.20  
nominal voltage 
Un 
suitable approximate value of voltage used to identify a system or device 

Note 1 to entry: The nominal voltage of the phase comparator is a parameter associated with its clear indication. 
When a phase comparator has more than one nominal voltage, or a nominal voltage range the limit values of the 
nominal voltage range are named Un min and Un max. 

[SOURCE: IEC 600500-601:1985, 601-01-21, modified – the definition has been modified to 
fit the specific context of device or equipment and Note 1 to entry has been added.] 

3.21  
outdoor type 
phase comparator designed for use in wet conditions, either indoors or outdoors 

3.22  
phase comparator 
portable device used to provide clear evidence of the presence or the absence of the correct 
phase relationship between two energized parts at the same nominal voltage and frequency 

[SOURCE: IEC 60050-651:2014, 651-24-03, modified – the definition has been modified to 
specify that the device herein defined is a portable device.] 

3.23  
phase comparator of resistive type 
resistive phase comparator 
device whose operation is based on the current passing through a resistor located in the 
resistive element  

Note 1 to entry: Phase comparators of resistive type are always two-pole phase comparators and have a 
connecting lead. 

Note 2 to entry: Phase comparators of resistive type mainly work on the basis of voltage measurement (voltage-
based). 

3.24  
protection against bridging 
protection against flashover or breakdown, when the insulation between the parts of the 
installation, at different potentials, is reduced by the presence of the phase comparator 

3.25  
rated voltage 
Ur 
value of voltage to which certain operating specifications are referred 

Note 1 to entry:  The rated voltage of the phase comparator is the voltage selected from IEC 60071-1:2006, Table 
2, column 1, which should either be equal to the nominal voltage (or the highest nominal voltage of its nominal 
voltage range), or the next higher voltage selected from that table. 
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3.26  
resistive element 
element which contains the current-limiting resistor (or other current-limiting components) and 
conductive parts  

3.27  
response time 
delay between the time when the phase comparator makes contact with the second part to be 
compared and the relevant clear indication 

3.28  
testing element 
built-in element or separate device by means of which the functioning of the phase 
comparator can be checked by the user 

[SOURCE: IEC 60743:2013, 11.3.7, modified – the definition has been modified to specify its 
application to the phase comparator.] 

3.29  
threshold parameter 
minimum voltage Up between the two parts to be compared which gives a change of the 
status of the active signal 

4 Requirements 

4.1 Indication 

The phase comparator shall clearly indicate the state "incorrect phase relationship" and/or 
"correct phase relationship" by means of the change of the status of one or more active 
signals. 

The indication shall be visual. An audible indication may be additional. 

4.2 Functional requirements 

4.2.1 Clear indication 

4.2.1.1 General 

The following requirements apply when both parts to be compared have the same nominal 
voltage and frequency. 

The indication “incorrect phase relationship” shall not appear for an angle difference up to 
10°. 

The indication “correct phase relationship” shall not appear for an angle difference above 
30° or 60° according to the class of the phase comparator. 

To fulfil the above requirements, the threshold parameter shall satisfy the following 
relationship: 

Class A: 10% Un max  Up  29,8% Un min 

Class B: 10% Un max  Up  57,7% Un min 

Class C: see Note 1. 
Class D: If it is not possible to use any of the above-mentioned classes, the manufacturer 

and the customer shall reach an agreement to set the appropriate value of the 
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phase-angle difference. In such a case the upper limit of the threshold parameter 
shall exceed the one of class B. 

For phase comparators with one nominal voltage, Un max equals Un min. 

NOTE 1 Class C (angle differences 110°) was specified in the previous edition of the standard but was found not 
relevant. 

NOTE 2 The required phase angle differences to give indication of incorrect phase relationship will depend on 
network situations. 

NOTE 3 10 % of the nominal voltage corresponds to 0,17 Un / 3  and is the voltage difference between two 
phases with an angle difference of 10°. 

NOTE 4 29,8 % of the nominal voltage corresponds to 0,51 Un / 3 and is the voltage difference between two 
phases with an angle difference of 30°. 

NOTE 5 57,7 % of the nominal voltage corresponds to 1,0 Un / 3  and is the voltage difference between two 
phases with an angle difference of 60°. 

NOTE 6 There is a theoretical limit to the ratio between Un max and Un min to achieve clear indication of the phase 
comparator. According to the class of the phase comparator, this value corresponds to the division of 0,298 or 
0,577 by 0,1. 

These requirements shall be fulfilled for voltage-to-earth values between (Un min – 10 %) / 3  
up to (Un max  10 %) / 3 . 

NOTE 7 10 % of the nominal voltage corresponds to the possible slow voltage fluctuation in a network. According 
to IEC 61000-2-1, 10 % of the nominal voltage corresponds to the possible slow voltage fluctuation in a network 
which does not normally exceed the range of operational voltage changes mentioned in IEC 60038. 

NOTE 8 A phase comparator may not indicate properly in the presence of a large harmonic and/or amplitude 
distortion (e.g. HV a.c./d.c. converters, non-linear loads, etc.). Relevant data, acceptable limits and performance 
requirements are under consideration.  

4.2.1.2 Settings 

The user shall not have access to the settings of the indicator. 

A selector for different nominal voltages or different nominal voltage ranges is allowed, but for 
each position of the selector the user shall not have access to any settings. 

4.2.1.3 Continuous indication 

Once the phase comparator gives a clear indication it shall continue to indicate as long as it is 
in direct contact with the live parts. 

4.2.1.4 Influence of interference fields 

The presence of an adjacent live or earthed part shall not affect the indication when the phase 
comparator is used in accordance with the instructions for use. 

The presence of an interference field shall not affect the indication when the phase 
comparator is used in accordance with the instructions for use. 

4.2.1.5 Special marking in the case of limited use 

In the case of a phase comparator that does not fulfil anyone of the tests of 5.2.2 or 5.2.4 
when using the test set-up of Figure 4, it shall have a marking “LU” for limited use. 
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4.2.1.6 Electromagnetic compatibility (EMC) 

Phase comparators shall comply with the requirements of class A for portable equipment 
according to IEC 61326-1.  

NOTE In some countries additional requirements may be added to fulfil EMC regulations. 

4.2.2 Clear perceptibility 

4.2.2.1 Visual indication 

The phase comparator shall give a clear visual indication to the user when in operating 
position and under normal light conditions. 

When two or more visual active signals are used, the indication shall not rely solely on light of 
different colours for perceptibility. Additional characteristics, such as physical separation of 
the light sources, distinctive form of the light signals, or flashing light shall be used. 

4.2.2.2 Audible indication (where relevant) 

The phase comparator shall give a clear audible indication to the user when in the operating 
position and under normal noise conditions. 

When two audible active signals are used, the indication shall not rely solely on sounds of 
different sound pressure level for perceptibility. Additional characteristics, such as tone or 
intermittence of the audible signals shall be used. 

4.2.3 Temperature and humidity dependence of the indication 

There are three categories of phase comparators according to the climatic conditions of 
operation: cold (C), normal (N) and warm (W). The phase comparator shall operate correctly 
in the temperature range of its climatic category, according to Table 1. 

Table 1 – Climatic condition ranges 

Climatic condition ranges 
(operation and storage) 

Climatic category Temperature  
°C 

Humidity 
% 

Cold (C) –40 to 55 20 to 96 

Normal (N) –25 to 55 20 to 96 

Warm (W) –5 to 70 12 to 96 

 

4.2.4 Frequency dependence 

At a given time the value of the frequency is considered to be the same all over a network. 
Then the following requirements apply when both parts to be compared have the same 
frequency. 

The phase comparator shall operate correctly at frequencies within a tolerance of at least 
0,2 % of the nominal frequency. 

A phase comparator with two nominal frequencies shall operate correctly for each nominal 
frequency within a tolerance of at least 0,2 %. 
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4.2.5 Response time 

The response time of the phase comparator shall not be more than 1 s. 

4.2.6 Power source dependability 

The phase comparator with a built-in power source shall give clear indication until a non-
readiness signal appears or the device is automatically shut-off, as mentioned in the 
instructions for use. 

4.2.7 Testing element 

The testing element, whether built-in or separate, shall be capable of testing all the electrical 
circuits, including where applicable the resistive element, the connecting lead, the energy 
source and the functioning of the indication. When all circuits cannot be tested, any limitation 
shall be clearly stated in the instructions for use. These circuits shall be of high reliability 
construction. When there is a built-in testing element, the phase comparator shall give an 
indication of "ready" or "not ready”. 

4.2.8 Time rating 

The phase comparator shall be able to perform during its specified time rating without failure 
and without giving incorrect indication when subjected to the maximum operating voltage. 

The minimum time rating shall be 5 min. 

The manufacturer shall clearly state in the instructions for use the maximum time rating for 
the user. 

4.3 Electrical requirements 

4.3.1 Insulating material 

The insulating materials shall be adequately rated (nature of material, dimensions) for the 
nominal voltage (or the maximum nominal voltage of the voltage range) of the phase 
comparator.  

When tubes of insulating material with circular cross-section are used in the design of phase 
comparators, they should meet the requirements of IEC 60855-1 or IEC 61235 otherwise they 
shall demonstrate appropriate insulating performance by fulfilling the test of 5.3.1. 

For a phase comparator as a complete device the user shall be provided with adequate 
insulation by means of an insulating element. 

NOTE For a phase comparator as a separate device, the selection of an appropriate insulating stick will provide 
the user with adequate insulation. 

4.3.2 Protection against bridging 

Protection shall be such that the phase comparator cannot cause flashover or breakdown 
between live parts of an installation or between a live part of an installation and earth. 

4.3.3 Resistance against sparking 

The phase comparator shall be so constructed that the indicator cannot be damaged or shut-
off as a result of low energy electric arc. 
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4.3.4 Resistive element 

The resistive element of a phase comparator shall be adequately rated with respect to voltage 
and power. 

The resistor in each pole shall be of the same value. 

4.3.5 Insulating element of phase comparator as a complete device 

4.3.5.1 Dielectric strength 

The insulating element shall be rated so that no flashover or breakdown occurs in use. 

4.3.5.2 Leakage current 

The insulating element of the indoor type phase comparator shall be so rated that leakage 
current shall be limited under dry conditions. 

The insulating element of the outdoor type phase comparator shall be so rated that leakage 
current shall be limited under dry and wet conditions. 

4.3.6 Circuit current  

The maximum circuit current through the phase comparator shall be as low as possible and 
never exceed 3,5 mA rms when a test voltage of 1,2 Ur is applied between the contact 
electrodes, whatever the position of any selector (if any). 

NOTE The purpose of this requirement is to take into account the possible case of foreseeable misuse. 

The maximum circuit current through each pole shall be as low as possible and never exceed 
3,5 mA rms when a test voltage of 1,2 Ur/ 3  is applied between the contact electrode and the 
conductor of the connecting lead. 

4.3.7 Indicator casing 

The indicator casing shall be rated so that no flashover or breakdown occurs in use. 

4.3.8 Insulation of the connecting lead 

The connecting lead shall be made of high-voltage flexible multistrand cable. The insulation of 
the connecting lead and its connection to each pole of the phase comparator shall withstand a 
voltage of 1,2 Ur. 

4.4 Mechanical requirements 

4.4.1 General 

For a phase comparator as a complete device the user shall be provided with adequate 
distance by means of an insulating element. 

NOTE For a phase comparator as a separate device, the selection of an appropriate insulating stick will provide 
the user with adequate distance. 

4.4.2 Design 

The phase comparator shall be designed to allow operation by one person. 

The phase comparator as a complete device shall include the following elements as a 
minimum: 
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– handle, hand guard, insulating element, indicator, limit mark, a resistive element in each 
pole with a connecting lead and a contact electrode (see Figure 1a). 

The position of the limit mark may be on either side of the indicator. 

The phase comparator as a separate device shall include the following elements as a 
minimum: 

– adaptor, indicator, a resistive element in each pole with a connecting lead and a contact 
electrode (see Figure 1b). 

 

a) Example of a phase comparator as a complete device 

 

b) Example of a phase comparator as a separate device 

IEC 

IEC 
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Key 

1 indicator 9 contact electrode extension (accessory) 

2 limit mark 10 adaptor (can be used as limit mark) 

3 insulating element hHG height of hand guard 

4 hand guard LH length of handle 

5 resistive element Li length of insulating element 

6 handle LO overall length of phase comparator 

7 contact electrode Ai insertion depth 

8 connecting lead   

Figure 1 – Illustration of different elements of a phase comparator  

4.4.3 Dimensions, construction 

The minimum length of the insulating element of a phase comparator as a complete device 
shall be in accordance with Table 2. 

Table 2 – Minimum length of the insulating element (Li) 
of a phase comparator as a complete device 

Ur  
kV 

Li  
mm 

1   Ur   7,2 320 

7,2   Ur   12 360 

12   Ur   17,5 370 

17,5   Ur   24 470 

24   Ur   36 520 

 

NOTE 1 The nominal voltage Un is used when the parameters to be specified are related to the installation 
dimensioning or to the functional performance of the phase comparator, while the rated voltage Ur is used when 
insulation performance of the phase comparator is concerned. 

NOTE 2 The Li values of Table 2 correspond to the minimum distance in air (obtained from Table 1 of IEC 61936-
1:2010) plus an additional safety distance. 

NOTE 3 The Li values of Table 2 can be used as a guidance to determine the length of the insulating stick used 
with a phase comparator as a separate device. However, the length of the insulating stick for live working can be 
shortened for a phase comparator as a separate device taking into account the minimum approach distances or in 
accordance with national or regional regulations. 

In the case of a phase comparator as a complete device and for Li equal to or greater than 
520 mm, conductive parts are allowed within the minimum length of the insulating element if 
they are completely externally insulated and are located immediately adjacent to the limit 
mark in one section of the insulating element not exceeding 200 mm (see Figure 2). 

NOTE 4 The performance of the insulation covering the conductive parts is verified by the protection against 
bridging test of 5.3.2. 
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Key 

1 limit mark 

2 section of the insulating element where conductive parts are allowed (  200 mm) 

Li minimum length of the insulating element 

Figure 2 – Location of allowed conductive parts within the minimum length of the 
insulating element of a pole of a phase comparator as a complete device 

The phase comparator shall be so constructed that, if used as intended, a minimum distance 
of 100 mm can be maintained between the user and the connecting lead. In certain 
circumstances, other distances may be required and agreed upon between manufacturer and 
customer. 

The limit mark shall be about 20 mm wide, permanent and clearly recognizable by the user. 

If there is no limit mark on a phase comparator as a separate device, the end of the adaptor 
can act as the limit mark (Figure 1b). 

For a phase comparator as a complete device, the length of the handle (LH) shall be 115 mm 
as a minimum. 

For a phase comparator as a complete device, the hand guard shall be permanently fixed and 
have a minimum height (hHG) of 20 mm. 

In order to adapt the phase comparator to different uses, the contact electrode may readily be 
interchangeable with other types of contact electrodes depending on the type of installation to 
be compared and instructions for use. 

When a phase comparator is intended to be disassembled by the user, the parts shall be 
clearly marked as belonging together. 

Except for the connecting lead, the phase comparator shall not have any other external lead 
or any means of making such a connection.  

The connecting lead shall be designed and guided to resist the forces occurring when used as 
intended. It shall be flexible, resistant to buckling and resistant to ageing. 

4.4.4 Grip force and deflection 

The phase comparator shall be designed to facilitate reliable operation with reasonable 
physical effort by the user. 

The phase comparator shall be designed to allow a safe approach toward the parts of the 
installation to be compared. The deflection of each pole, under its own weight, shall be as low 
as possible. 

NOTE In the case of a phase comparator as a separate device, the choice of an insulating stick may greatly 
influence the grip force and deflection 

IEC IEC 
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4.4.5 Vibration resistance 

The phase comparator shall be vibration resistant. 

4.4.6 Drop resistance 

The phase comparator shall be drop resistant. 

4.4.7 Shock resistance 

The phase comparator shall be shock resistant. 

4.5 Marking 

Each phase comparator shall have at least the following items of marking: 

– nominal voltage and/or range of nominal voltages; 

– nominal frequency or nominal frequencies; 
– symbol for operational class (“A”, “B” or “D”); 
– name or trade mark of the manufacturer; 
– type reference, serial number; 
– indication of type indoor or outdoor; 
– symbol for climatic category or climatic categories (“C”, “N” or “W”); 
– symbol “LU”, when relevant; 
– year of production; 
– symbol IEC 60417-5216 (2002-10) – Suitable for live working; double triangle (see 

Annex B); 

NOTE The exact ratio of the height of the figure to the base of the triangle is 1,43. For the purposes of 
convenience, this ratio can be between the values of 1,4 and 1,5. 

– number of the relevant IEC standard immediately adjacent to the symbol double triangle 
(“IEC 61481-2”). 

To be marked with the number of this IEC standard, the product shall satisfy all the 
requirements specified herein. 

With every phase comparator or with every batch of phase comparators to be delivered, the 
manufacturer shall provide information related to the number of the IEC standard with the 
year of publication. 

In the case of a phase comparator with a built-in energy source, the type of power supply 
shall be indicated either on the indicator or inside the compartment designed to house it, and 
the polarity when required. 

The marking shall be legible and permanent. The characters shall be at least 3 mm high. The 
marking shall not impair the quality of the phase comparator. 

4.6 Instructions for use 

The manufacturer shall provide written instructions for use with each phase comparator 
covered by this standard. 

The instructions for use shall include as a minimum the information of Annex A. 

These instructions shall be prepared in accordance with the general provisions of IEC 61477. 

Copyright Underwriters' Laboratories of Canada 
Provided by IHS Markit under license with ULC Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

--`,,```,,,,````-`-`,,`,,`,`,,`---

Full document details: ULC 61481-2-15 2015

http://www.avadocuments.com/doc/ulc-61481-2-15-2015
http://www.avadocuments.com/doc/ulc-61481-2-15-2015


IEC 61481-2:2014 © IEC 2014 – 23 – 

4.7 Requirements in the case of reasonably foreseeable misuse during live working 

4.7.1 Voltage selection  

In the case of incorrect position of the voltage selector, if any, the phase comparator shall 
give no incorrect indication of phase relationship. 

4.7.2 Frequency selection 

In the case of incorrect position of the frequency selector, if any, the phase comparator shall 
give no indication of phase relationship. 

5 Tests 

5.1 General 

5.1.1 Testing provisions 

This standard provides testing provisions to demonstrate compliance of the product to the 
requirements of Clause 4. These provisions are primarily intended to be used as type tests for 
the validation of the design input. Where relevant, alternative means (calculation, 
examination, tests, etc.), are specified within the test subclauses for phase comparators 
having completed the production phase. 

Tests shall be performed on a phase comparator which has been completely assembled, in 
accordance with instructions for use. Unless otherwise specified, for a phase comparator as a 
separate device, the tests shall be performed with each pole equipped with an insulating stick 
complying with 4.3.1, 4.4.1 and 4.4.3.  

NOTE It is essential that the tests are done by a competent test facility. 

5.1.2 Atmospheric conditions 

Except when otherwise stated, tests are carried out under the following standard atmospheric 
conditions of IEC 60068-1 for measurements and tests: 

– ambient temperature 15 °C to 35 °C; 
– relative humidity 25 % to 75 %; 
– atmospheric pressure 86 kPa to 106 kPa. 

For type tests, the phase comparator shall be subjected to these conditions for at least 4 h 
before being submitted to the group of tests. 

5.1.3 Tests under wet conditions 

Before the electrical tests, each phase comparator shall be cleaned with isopropanol (CH3-
CH(OH)-CH3) and then dried in air for 15 min. 

NOTE It is not part of this standard to ensure that the relevant legislation and safety requirements for the use of 
isopropanol are complied with in their entirety. 

The test under wet conditions shall be conducted in accordance with 4.4.1 of IEC 60060-
1:2010 (wet test procedure), with the following exception: the openings in the collecting 
vessel designed to measure the wetting rate shall be less than, or equal to, the horizontal 
cross-section of the indicator. 
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5.1.4 Type test 

5.1.4.1 Type test on basic configuration 

The type test shall be performed on three complete phase comparators representative of the 
production and on three test pieces of each material providing high-voltage insulation except 
for 5.2.3 which is performed on only one phase comparator. If more than one phase 
comparator or test piece does not pass, the test has failed. If only one phase comparator or 
test piece fails, the entire sequence for the type test shall be repeated on three other phase 
comparators or test pieces. If any one of these three new phase comparators or test pieces 
does not pass, the type test is considered to have failed. 

NOTE In the particular case of 5.2.3, if the phase comparator does not pass, the type test is considered to have 
failed. 

Type tests shall be performed in the sequence defined in Annex C. 

5.1.4.2 Type test on additional contact electrodes and accessories 

The use of different contact electrodes or accessories or combination of accessories may 
affect the performance of the phase comparator. 

When several contact electrode extensions or several contact electrodes are provided, the 
following tests shall be performed with each contact electrode extension, each contact 
electrode and each combination of them: 

– vibration resistance (see 5.4.4), 
– drop resistance (see 5.4.5), 
– clear indication (see 5.2.2), 
– influence of electric interference fields (see 5.2.4), 
– protection against bridging for indoor/outdoor type phase comparator (see 5.3.2), 
– protection against bridging for outdoor type phase comparator (see 5.3.3) and 

– spark resistance (see 5.3.4). 

These type tests can be done  

– with the same set of phase comparators, these being equipped successively with the 
different accessories or combination of accessories, or  

– with different sets of phase comparators, each set being equipped with a different 
accessory or combination of accessories.  

In the case of different sets of phase comparators, for each set if more than one phase 
comparator does not pass the test the set has failed. For each set if only one phase 
comparator fails, the entire sequence for the relevant type test (see 5.1.4.1) shall be repeated 
on a new set of three phase comparators. If any one of these three new phase comparators 
fails, the type test of this configuration is considered to have failed. 

5.1.4.3 Type test of a family of phase comparators 

In the case of phase comparators of the same family the following applies. 

– The type tests shall be performed at the lowest and at the highest nominal voltages 
delimiting the family of phase comparators. Within the limits of the family, bridging tests 
(5.3.2 and 5.3.3) shall be performed for each distance d1 of Table 6 under the highest 
voltage of each voltage range. Mechanical tests shall be done only once covering the 
worst conditions. 

– The test for clear indication (see 5.2.2) shall be carried out at each nominal voltage or 
each nominal voltage range. Each time the test set-up changes within the range of the 
nominal voltages of the phase comparator the corresponding test shall be carried out. 
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5.1.5 Test methods 

Tests shall be carried out using an a.c. power source in accordance with the requirements 
given in IEC 60060-1.  

The maximum test voltage value shall be reached within 10 s to 20 s. 

All types of phase comparators (indoor and outdoor) shall be submitted to the tests in dry 
conditions. 

Unless otherwise specified, 

– a tolerance of 3 % is allowed for all required values, 
– dielectric tests shall be carried out at a frequency of 50 Hz or 60 Hz, 
– additional tests applicable to outdoor type phase comparators shall be performed under 

wet conditions. 

No correction factor due to climatic conditions shall be applied to test voltages. 

5.2 Function tests 

5.2.1 Description of the test set-up and general pass criteria 

The tests shall be performed using a test set-up made of two ball-and-ring arrangements as 
shown in Figure 3 and Figure 4 with the dimensions specified in Table 3. The distinction 
between Figure 3 and Figure 4 is the relative position of the ball electrode and its associated 
ring electrode. Both test set-ups permit to simulate various installation configurations.  

It is important to limit the influence of the elements that provide the mechanical support and 
the electrical connections to the test set-up on the electric field configuration around the test 
electrodes. 

For this purpose, around each test electrode (ball and ring), a spherical zone is defined in 
which only the elements illustrated in Figure 3 or 4 are permitted. 

For each ball electrode, the supporting element shall permit connection to the voltage source. 
The electrical connection shall consist of a cable with a conductor section of 2 mm2 to  
5 mm2 inserted in an insulating tube to provide mechanical support and additional electrical 
insulation. 

For each ring electrode, the element(s) providing mechanical support and the ones providing 
electrical connection shall be out of the spherical zone except for its(their) fixing or 
connecting device(s) to the ring which shall be as small as possible. 

The floor of the test room shall be conductive or be laid out with conductive matting and 
connected to earth. The tests shall be conducted in a room which is free from unwanted 
foreign interference field. No objects, except the insulating supporting element of the test set-
up, shall be situated between the test set-up and the floor (ground) within a distance H and 
within a distance W in any direction from the test set-up according to Table 3. 

Each pole of the phase comparator shall be fixed by means of an insulating support at the 
handle, in such a manner that its contact electrode touches a ball electrode, and the indicator 
is approximately concentrically located in relation to the associated ring electrode (in the 
horizontal axis) (see Figure 5). A suitable means shall be used for ensuring a good electrical 
connection as well as a mechanical pressure between the contact electrode of the pole and 
the ball electrode without disturbing the local electric field. An example of such means is 
illustrated in Figure 6a. Likewise it is possible to modify the ball electrode without disturbing 
the local electric field. An example of such a modified ball electrode is illustrated in Figure 6b. 

Copyright Underwriters' Laboratories of Canada 
Provided by IHS Markit under license with ULC Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

--`,,```,,,,````-`-`,,`,,`,`,,`---

Full document details: ULC 61481-2-15 2015

http://www.avadocuments.com/doc/ulc-61481-2-15-2015
http://www.avadocuments.com/doc/ulc-61481-2-15-2015


 – 26 – IEC 61481-2:2014 © IEC 2014 
 

To be in accordance with this standard without any restriction, the phase comparator shall 
fulfil the tests performed with the test arrangements of Figures 3 and 4. 

When the phase comparator without any accessory only fulfils the tests performed with the 
test arrangement of Figure 3, it shall be marked with “LU” (limited use). 
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Dimensions in millimetres 

 

a) Side view 

 

b) Top view 

Key 

1 ball electrodes (B1 and B2) of d diameter with 
their supporting element 

a1 electrode separation distance 

2 ring electrodes (R1 and R2) of D diameter D distance between the two ring electrodes 

3 ground H distance between the test set-up and the ground 

4 spherical zone of D diameter around each test 
electrode 

 

NOTE Diameter “D” and distance “D” are of the same value. 

Figure 3 – Test set-up for clear indication with the ball electrode  
in front of its ring electrode 

IEC 

D 

IEC 

D 

H 

Copyright Underwriters' Laboratories of Canada 
Provided by IHS Markit under license with ULC Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ULC 61481-2-15 2015

http://www.avadocuments.com/doc/ulc-61481-2-15-2015
http://www.avadocuments.com/doc/ulc-61481-2-15-2015


 – 28 – IEC 61481-2:2014 © IEC 2014 
 

Dimensions in millimetres 

 

a) Side view 

 

b) Top view 

Key 

1 ball electrodes (B1 and B2) with d diameter with 
their supporting element 

a2 electrode separation distance 

2 ring electrodes (R1 and R2) with D diameter D distance between the two ring electrodes 

3 ground H distance between the test set-up and the ground 

4 spherical zone of D diameter around each test 
electrode 

 

NOTE Diameter “D” and distance “D” are of the same value. 

Figure 4 – Test set-up for clear indication with the ball electrode 
behind its ring electrode 
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IEC 
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Key 

1 ball electrode  

2 ring electrode 

3 ground 

5 pole of the phase comparator (as a complete device or equipped with an insulating stick) 

6 one insulating support for maintaining the pole horizontal to ground 

Figure 5 – Example of positioning of a pole of the phase comparator  
in relation to a ball and ring test arrangement 

 

a) Modification of a contact electrode used for testing 

 

b) Modification of the ball electrode 

Key 

1 ball electrode  

2 cylindrical hole drilled in the ball electrode 

3 Y shape contact electrode 

4 cylindrical rod fixed to a Y shape contact electrode of a dimension to fit tightly into the hole of the ball 
electrode 

5 cylindrical rod fixed to the ball electrode  

Figure 6 – Examples of suitable means for ensuring appropriate contact  
between a contact electrode and the ball electrode  

IEC 
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5.2.2 Clear indication 

The description of the test set-ups and the general pass criteria are those of 5.2.1.  

For performing the clear indication tests, the two ring electrodes, designated as R1 and R2, 
shall be earthed.  

In the case of a phase comparator with one nominal voltage Un the test shall be performed at 
this nominal voltage. 

In the case of a phase comparator with more than one nominal voltage the test shall be 
performed at every nominal voltage. 

In the case of a phase comparator with one nominal voltage range the test shall be performed 
at the lowest (Un min) and the highest (Un max) value of the nominal voltage range. 

In the case of a phase comparator with more than one nominal voltage range the test shall be 
performed at the lowest and the highest value of each nominal voltage range. 

Each pole of the phase comparator shall be placed horizontally and its contact electrode 
connected with one of the ball electrodes of the test set-up designated as B1 and B2. 

For test series 1, the test electrodes shall have a voltage and phase relationship according to 
the relevant part of Table 4. 

The test shall be considered as passed if the indication "incorrect phase relationship" does 
not appear or the indication "correct phase relationship" appears according to the type of 
indication of the phase comparator. 

This test shall be repeated while the connecting lead is scanned by a ball electrode with a 
diameter of 50 mm connected to earth. The test shall be considered as passed if the 
indication "incorrect phase relationship" does not appear or the indication "correct phase 
relationship" appears according to the type of indication of the phase comparator. 

For test series 2, the test electrodes shall have a voltage and phase relationship according to 
the relevant part of Table 4. 

The test shall be considered as passed if the indication "incorrect phase relationship" 
appears. 

This test shall be repeated while the connecting lead is scanned by a ball electrode with a 
diameter of 50 mm connected to earth. The test shall be considered as passed if the 
indication "incorrect phase relationship" appears. 
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5.2.3 Electromagnetic compatibility (EMC) 

5.2.3.1 Type test  

The phase comparator shall be submitted to and shall fulfil the relevant tests of IEC 61326-1 
for:  

– immunity requirements for portable equipment powered by battery or from the circuit being 
measured with the following test parameters: 

Description Port Test Parameters 

Electrostatic discharge (ESD) Enclosure IEC 61000-4-2 4 kV/8 kV (contact/air) 

RF electromagnetic field immunity Enclosure IEC 61000-4-3 3 V/m for 80 MHz to 1 GHz (level 2) 

3 V/m for 1,4 GHz to 2 GHz (level 2) 

1 V/m for 2 GHz to 2,7 GHz 

Power frequency magnetic immunity Enclosure IEC 61000-4-8 100 A/m 

 

NOTE Level 2 corresponds to a moderate electromagnetic radiation environment. This happens in presence of the 
Global System for Mobile Communications (GSM), for example fixed transceivers, like microwave antenna for cell 
phone, installed in transmission structures or substations. 

With the following performance criteria for all the EMC tests: 

Function Criteria 

Functioning of phase comparator  B 

Functioning of the testing element B 

 

– emission limit requirements for equipment intended for use in industrial locations with the 
following test parameters: 

Description Port Test Parameters 

Radio disturbances characteristics Enclosure CISPR 11 Class A 

 

The phase comparator shall be configured in a mode that represents normal working 
conditions according to the instructions for use.  

The test shall be considered as passed if the relevant indications are not affected. 

5.2.3.2 Alternative means for phase comparators having completed the production 
phase  

After completing the production phase, it is not practical to perform EMC tests for checking 
the conformity to the relevant requirements. Nevertheless, the manufacturer shall prove that it 
has followed the same documented assembly procedure as per the type tested device.  

5.2.4 Influence of electric interference fields 

5.2.4.1 General 

The description of the test set-ups and the general pass criteria are those of 5.2.1. 

The test consists of the test series and conditions given in Table 5. 
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5.2.4.2 Influence of in-phase interference field 

The test shall be considered as passed if the required indication in the relevant test series of 
Table 5 appears. 

5.2.4.3 Influence of phase opposition interference field 

The test shall be considered as passed if the required indication in the relevant test series of 
Table 5 appears. 
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5.2.5 Clear perceptibility 

5.2.5.1 Clear perceptibility of visual indication 

5.2.5.1.1 Type test 

The test set-up is given in Figure 7. 

The intensity of the light striking an unpolished grey screen with a reflectivity index of 18 % 
and the signal source of the indicator shall be: 

a) 50 000 lux  10 % for an outdoor type phase comparator with standard light D55 according 
to CIE 15 corresponding to a colour temperature of 5 500 K  10 %; 

b) 1 000 lux  10 % for indoor type phase comparator with standard light A according to 
CIE 15 corresponding to colour temperature of 3 200 K  10 %. 

The pole containing the indication shall be positioned in direction of axis A – B and the signal 
source part shall be centred on the axis A – B in normal use, according to Figure 7a. 

The indication "incorrect phase relationship" and/or “correct phase relationship” shall be 
caused several times at irregular intervals unknown to the observer by arranging the 
corresponding voltage on the test electrode(s). 

The test can be performed by energizing the phase comparator by any relevant means if the 
same results are achieved. 

Three observers with average sight look towards the phase comparator through the 5 mm 
holes in the front plate (see Figure 7b). The minimum distance between the front plate and the 
screen shall be 1 500 mm. 

The test shall be considered as passed if the indication(s) is(are) seen by the three observers 
through each hole. 
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