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Underwriters Laboratories of Canada (ULC) was established in 1920 by
letters patent issued by the Canadian Government. It maintains and
operates laboratories and certification services for the examination, testing
and certification of appliances, equipment, materials, constructions and
systems to determine their relation to life, fire and property hazards as
well providing inspection services.

Underwriters Laboratories of Canada is accredited by the Standards
Council of Canada as a Certification Organization, a Testing Organization,
and an Inspection Body under the National Standards System of Canada.

ULC Standards develops and publishes standards and other related
publications for building construction, security and burglar protection,
environmental safety, electrical equipment, fire protection equipment, gas
and oil equipment, thermal insulation products, materials and systems,
energy use in the built environment and electrical utility safety.

ULC Standards is a not-for-profit organization and is accredited by the
Standards Council of Canada as a Standards Development Organization.

National Standards of Canada developed by ULC Standards conform to
the criteria and procedures established by the Standards Council of
Canada. Such standards are prepared using the consensus principle by
individuals who provide a balanced representation of interests relevant to
the subject area on a national basis.

ULC is represented across Canada as well as many countries worldwide.
For further information on ULC services, please contact:

Customer Service: 1-866-937-3852

National Standard of Canada

A National Standard of Canada is a standard developed by an SCC-
accredited Standards Development Organization (SDO), and approved
by the Standards Council of Canada (SCC), in accordance with SCC’s:
Requirements and Guidance-Accreditation for Standards Development
Organizations, and Requirements and Guidance-Approval of National
Standards of Canada Designation. More information on National
Standard requirements can be found at www.scc.ca.

An SCC-approved standard reflects the consensus of a number of
experts whose collective interests provide, to the greatest practicable
extent, a balance of representation of affected stakeholders. National
Standards of Canada are intended to make a significant and timely
contribution to the Canadian interest.

SCC is a Crown corporation within the portfolio of Industry Canada. With
the goal of enhancing Canada’s economic competitiveness and social
well-being, SCC leads and facilitates the development and use of
national and international standards. SCC also coordinates Canadian
participation in standards development, and identifies strategies to
advance Canadian standardization efforts. Accreditation services are
provided by SCC to various customers, including product certifiers,
testing laboratories, and standards development organizations. A list of
SCC programs and accredited bodies is publicly available at
www.scc.ca.

Users should always obtain the latest edition of a National Standard of
Canada from the standards development organization responsible for its
publication, as these documents are subject to periodic review.

CORPORATE HEADQUARTERS
Underwriters Laboratories of Canada

7 Underwriters Road
Toronto, Ontario M1R 3A9
Telephone: (416) 757-3611

Fax: (416) 757-9540

REGIONAL OFFICES

PACIFIC OFFICE
13775 Commerce Parkway, Suite 130
Richmond, British Columbia V6V 2V4
Telephone: (604) 214-9555
Fax: (604) 214-9550

EASTERN OFFICE
6505, Rte Transcanadienne, Suite 330
St-Laurent, Québec H4T 1S3
Telephone: (514) 363-5941
Fax: (514) 363-7014

For further information on ULC standards, please contact:

ULC STANDARDS
171 Nepean Street, Suite 400

Ottawa, Ontario K2P 0B4
Telephone: (613) 755-2729

Fax: (613) 231-5977
E-mail: customerservice@ulc.ca

Web site: www.ulc.ca

The intended primary application of this standard is stated in its scope. It is important to note that it remains the responsibility of the user of the
standard to judge its suitability for this particular application.

Copies of this National Standard of Canada may be ordered from ULC Standards.

CETTE NORME NATIONALE DU CANADA EST DISPONIBLE EN VERSIONS FRANÇAISE ET ANGLAISE
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STANDARD FOR LINING SYSTEMS FOR NEW MASONRY CHIMNEYS

PREFACE

This is the Second Edition of the Standard for Lining Systems for New Masonry Chimneys,
CAN/ULC-S640.

This Edition of the Standard has been formally approved by the ULC Standards Committee on
Factory-Built Fireplaces, Chimneys and Vents.

This Standard has been developed in compliance with the requirements of SCC for accreditation of a
Standards Development Organization.

Only metric SI units of measurement are used in this Standard. If a value for measurement is followed by
a value in other units in parentheses, the second value may be approximate. The first stated value is the
requirement.

In Canada, there are two official languages, English and French. All safety warnings must be in French
and English. Attention is drawn to the possibility that some Canadian authorities may require additional
markings and/or installation instructions to be in both official languages.

This Second Edition National Standard of Canada is based on, and now supersedes, the First Edition.

Attention is drawn to the possibility that some of the elements of this Canadian standard may be the
subject of patent rights. ULC Standards shall not be held responsible for identifying any or all such patent
rights.

Requests for interpretation of this Standard should be sent to ULC Standards. The requests should be
worded in such a manner as to permit a “yes” or “no” answer based on the literal text of the requirement
concerned.

The review and action to revise or reaffirm this Standard will not exceed 5 years from the date of
publication, unless the Standard is identified as fitting within a stabilized category, whereby the review will
commence within the appropriate time frame set out by ULC Standards.

This Standard is intended to be used for conformity assessment.

AUGUST 2016 CAN/ULC-S640:2016 III
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1 SCOPE

1.1 These requirements cover lining systems for new masonry chimneys.

1.2 Liners are for use with gas, liquid and solid fuel fired residential appliances and building heating
equipment, where the flue gas temperatures normally do not exceed 650 °C. They are intended for use
in accordance with the National Building Code of Canada, CSA B139 – Installation Code for Oil Burning
Equipment, CSA B149.1 – Natural Gas and Propane Installation Code Gas Burning Equipment,
CSA B365 – Installation Code for Solid Fuel Burning Appliances and Equipment, and CAN/CSA A405,
Design and Construction of Masonry Chimneys and Fireplaces.

1.3 Liners are intended for field installation in masonry or concrete chimneys located inside or outside of
buildings to provide an essentially vertical conduit or passageway for conveying flue gases to the outer air
from the above described class of appliances.

1.4 Liners as covered by this Standard are intended for installation in accordance with the manufacturer’s
Installation Instructions.

1.5 Liners, as covered by this Standard, are not intended for use with high efficiency appliances that
require type BH gas venting systems, or that create positive pressures in the chimney, unless specifically
listed for such application.

2 REFERENCE PUBLICATIONS

2.1 The documents shown below are referenced in the text of this Standard. Unless otherwise stated
elsewhere in this Standard such reference shall be considered to indicate the edition and/or revisions of
the document available at the date on which the Committee approved this ULC Standard.

Documents Published by the American Society for Testing and Materials (ASTM International)
100 Barr Harbour Drive, PO BOx C700, West Conshohocken, PA 19428-2959 U.S.A.
Telephone: (610) 832-9585
www.astm.org

• ASTM A653/A653M-15, Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-Iron
Alloy Coated (Galvannealed) by the Hot Dip Process

• ASTM C516-08 (R2013), Standard Specification for Vermiculite Loose Fill Thermal Insulation

• ASTM C549-06 (R2012), Standard Specification for Perlite Loose Fill Insulation

Documents Published by the Canadian General Standards Board (CGSB)
Phase III, 6B1, 11 Laurier Street, Gatineau, QC K1A 1G6
Telephone: 819-956-0425 or 1-800-665-2472
www.pwgsc.gc.ca/cgsb

• CGSB 10.3-92, Air Setting Refractory Mortar

Documents Published by CSA Group
178 Rexdale Blvd., Toronto, ON M9W 1R3
Telephone: 1-800-463-6727
www.csagroup.org
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• CAN/CSA-A405-M87, Design and Construction of Masonry Chimneys and Fireplaces

• CSA-B139-15, Installation Code for Oil Burning Equipment

• CSA B149.1-15, Natural Gas and Propane Installation Code

• CSA B365-10 (R 2015), Installation Code for Solid Fuel Burning Appliances and Equipment

Documents Published by ULC Standards (prior to May, 2010, indentified as Underwriters Laboratories of
Canada)
171 Nepean Street, Suite 400, Ottawa, ON K2P 0B4 Canada
Telephone: (416) 757-3611, ext. 61744; Fax (613) 231-5977, “ATTN: Publications”
E-mail: publications@ulc.ca
www.ulc.ca

• CAN/ULC-S114-05, Standard Method of Test for Determination of Non-Combustibility in Building
Materials

• CAN/ULC-S702-14, Standard for Mineral Fibre Thermal Insulation for Buildings

3 GLOSSARY

Note: Terms used in this Standard that are in italic print are defined as follows:

3.1 APPLIANCE – A device to convert the energy in fuel into heat, and includes all accessories,
components, controls, wiring, piping or tubing required to be part of the device.

3.2 BREECH – The hole at or near the base of a chimney for receiving flue gases.

3.3 CHIMNEY – A primarily vertical shaft enclosing at least one flue for conducting flue gases to the
outdoor atmosphere.

3.4 CHIMNEY CONNECTOR (FLUE PIPE) – The pipe that connects a fuel burning appliance to a
chimney.

3.5 CHIMNEY, MASONRY OR CONCRETE – A field constructed chimney of brick, stone, concrete or
masonry units built in accordance with applicable building code requirements.

3.6 CHIMNEY LINER – A chimney lining system that is constructed from metallic or nonmetallic materials
that are factory made, or packaged by the manufacturer to be mixed in the field, and that is assembled
in the field to form a complete functional means for conveying products of combustion to the outside.

3.7 COMBUSTIBLE – Material failing to conform to CAN/ULC-S114, Standard Method of Test for
Determination of Non Combustibility in Building Materials.

3.8 FIRE STOP – A barrier within or between construction assemblies that acts to retard the passage of
smoke and flame.

3.9 FLUE – An enclosed passageway for conveying flue gases.

3.10 FLUE COLLAR – The portion of a fuel-fired appliance designed for the attachment of the flue pipe
or breeching.
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3.11 FLUE GASES – Combustion products and excess air.

3.12 LINER ASSEMBLY – The chimney liner and accessories supplied by the manufacturer.

3.13 MANIFOLD – A device for receiving flue gases from more than one flue pipe and for discharging
these gases through a single breech.

3.14 QUALIFIED PERSON – A person who has successfully completed a thorough training programme
recognized by the regulatory authority and who is familiar with the use of the product and the risks
associated with improper installation procedures.

3.15 REGULATORY AUTHORITY – A Federal, Provincial or Municipal Ministry, Department, Board,
Agency, or Commission that has responsibility for regulating by statute the use of products, materials, or
services.

3.16 SPARK ARRESTOR – A device to prevent sparks, embers or other ignited material, above a given
size, from being expelled to the atmosphere.

3.17 SPARK SCREEN – A device to prevent sparks, embers or other ignited material, above a given size,
from being expelled to the room in which the fireplace is located.

3.18 WALL PENETRATION ASSEMBLY – A device used to provide a means for routing a chimney
connector through a combustible wall to a masonry chimney.

4 CONSTRUCTION

4.1 MATERIALS

4.1.1 A liner part shall be made of noncombustible corrosion resistant materials. Materials employed in
the construction shall be of such quality and shall possess properties and characteristics which may be
expected to provide the service life comparable to that expected of a permanent portion of a building.
Materials shall not be used in combinations at any location within the assembly that may cause galvanic
action.

4.1.2 A structural part (exclusive of the liner), whose failure would cause the liner to collapse or fail, shall
be made of material having durability and resistance to physical damage, corrosion and fire.

NOTE: Plain galvanized steel having a coating of zinc conforming to the specifications of ASTM A653M, coating
designation Z275, or Type 1100 aluminum ordinarily meets the requirements of Clause 4.1.2.

4.1.3 Metallic materials in contact with flue gases shall conform to the requirements contained in Test
No. 5 - Corrosion Resistance Test (Metal Liners Only).

4.1.4 A chimney liner shall be Type 304, 316, 430, or 446 stainless steel or stainless steel having at least
equivalent properties, porcelain coated steel on other metallic or nonmetallic materials shown to have
comparable resistance to heat and corrosion. Porcelain coated steel and nonmetallic materials shall
comply with the requirements in Subsections 5.9, 5.10 and 5.11 as applicable.

4.1.5 Other parts of a chimney liner subject to contact by flue gases of flue gas air mixtures at or beyond
the terminus of the liner (such as caps) shall be of material equivalent to the liner as specified in
Clause 4.1.4.

4.1.6 Thermal insulation material shall be of a metal or mineral base.
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4.1.7 Thermal insulation shall comply with the following conditions when the liner is tested in accordance
with these requirements:

A The products resulting from the combustion or volatilization of any combustible binder shall be
discharged to the chimney terminus outside of the building;

B The insulating material shall retain sufficient physical strength to remain in its intended position;
and

C The thermal insulation shall not show evidence of softening, melting, change in physical
structure, or other evidence of failure.

4.1.8 Thermal insulation shall be adequately protected against contact with the products of combustion.

4.1.9 Thermal insulation, which is not adequately self supporting, shall be securely applied to solid
surfaces in a manner to prevent sagging. An adhesive or cement for attaching such material shall retain
its adhesive qualities at any temperature the adhesive may attain when tested in accordance with these
requirements and at - 18 °C.

4.1.10 A water absorbing insulating material shall not be allowed to become wetted by condensation or
rain when installed as intended.

4.1.11 Except for binder materials insulating materials shall be noncombustible and shall not emit any
toxic gases when subjected to heat.

4.1.12 Nonmetallic insulating materials shall conform to one of the following Standards:

A CAN/ULC-S702, Standard for Mineral Fibre Thermal Insulation for Buildings;

B ASTM C516, Vermiculite Loose Fill Insulation (See Clause 4.5.9); or

C ASTM C549, Perlite Loose Fill Insulation (See Clause 4.5.9).

4.1.13 Refractory liners shall be not less than 15.9 mm thick and shall be capable of withstanding a
temperature of 1100 °C without softening or cracking.

4.2 MORTAR

4.2.1 Refractory lining sections used in chimneys for solid fuel burning fireplaces and appliances shall be
installed with high temperature cement mortar conforming to CGSB 10.3, Air Setting Refractory Mortar,
where such systems rely on mortar or cement jointing compound to meet the test requirements of this
Standard.

4.3 CAULKING

4.3.1 Sealants and caulking materials shall conform to one or more of the Standards specified in the
National Building Code of Canada.

4.4 FLASHING

4.4.1 Materials used for flashing shall be as listed below and have thicknesses not less than those shown:
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Sheet lead 1.73 mm

Copper 0.36 mm

Zinc 0.46 mm

Galvanized steel 0.33 mm

4.5 ASSEMBLY

4.5.1 Each assembly shall include a complete set of installation and maintenance instructions fully
illustrated and comprehensible to a skilled chimney mason. The instructions shall include the
manufacturer’s part description and the manufacturer’s name and address.

4.5.2 The masonry surrounding the liner, including the inlet and termination, shall conform to the
applicable requirements contained in the National Building Code of Canada, or CAN/CSA A405, Design
and Construction of Masonry Chimneys and Fireplaces.

4.5.3 A chimney liner shall consist of all the parts and materials necessary for the intended assembly of
a complete chimney lining system. Each part of the assembly with the exception of flashings shall be
constructed for ready attachment of one to the other without requiring alteration by the installer, such as
by cutting, threading, drilling, welding, or similar tasks.

Exception No. 1: An assembly or component part intended to be cut to length or to be fitted by the installer
may be provided if means are furnished for joining any altered part to a companion part or assembly. All
fasteners required to complete the assembly shall be provided with the product by the manufacturer.

Exception No. 2: Drilling is acceptable if:

A The drilling operation does not weaken the assembly; and

B The size of the required drill bit is specified and the instructions clearly describe the location(s)
to be drilled, such as by the use of drawings, descriptions, templates, or the like.

4.5.4 Two or more parts or subassemblies that bear a definite relationship to each other in the intended
application shall:

A Be arranged and constructed to permit them to be incorporated into the complete assembly
without need for alteration or alignment and only in the correct relationship with each other; or

B Be assembled and shipped from the factory as one unit.

4.5.5 Each part, such as a chimney liner section, tee section, cleanout door assembly, and chimney top
cap shall be completely assembled by the manufacturer at the factory.

Exception: A cementitious chimney liner, or one incorporating other material requiring field mixing, need
not be completely assembled by the manufacturer at the factory.

4.5.6 A chimney liner shall be capable of attachment to chimney connectors having nominal diameters of
standard sizes.

4.5.7 A chimney liner shall be sized such that standard sized chimney brushes can be used to clean the
lining system.

Exception: Nonstandard sizes and shapes of chimney liners are acceptable provided the manufacturer
supplies a brush sized to clean the lining system, or the specific size is readily available, and the
maintenance instructions specify the method of ordering the brush.
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4.5.8 A chimney liner shall not incorporate a loose fill type of insulation between the masonry chimney
and liner material unless the insulation binder keeps the fibres or particles together within the assembly.

4.5.9 If a chimney liner is intended for installation in an offset chimney, parts necessary for maintaining
the clearance between the liner and the masonry chimney are to be provided by the manufacturer, as well
as the parts needed to install the liner in the offset chimney.

4.5.10 A chimney liner shall incorporate spacers as a permanent part of the assembly to locate and retain
the liner centrally within the masonry chimney.

Exception No. 1: Spacers need not be a permanent part of the assembly if:

A The installation process includes a poured in place or pumped in place insulating material;

B The liner is temporarily spaced centrally within the masonry chimney during the installation
process; and

C The installation instructions or training manual specify the methods to be used during
installation to centrally locate the liner assembly.

Exception No. 2: Spacers need not be incorporated if acceptable performance is demonstrated when tests
are conducted in accordance with these requirements with the chimney liner installed in contact with two
sides of the test chimney as close to a corner as the construction allows.

Exception No. 3: Spacers need not be provided with a rigid chimney liner if the chimney liner is centrally
located within the chimney by means of the supports provided at the top and bottom of the chimney.

4.5.11 A rigid metallic chimney liner shall incorporate means to provide for expansion of the parts in the
system so as not to create stress on parts within the assembly. Means shall be provided to prevent liner
sections from telescoping into one another.

4.6 CHIMNEY TERMINATION ASSEMBLIES

4.6.1 Rain Caps

4.6.1.1 A cap shall resist the entrance of debris and rain into the lining system (See Test No. 6 – Rain).

4.6.1.2 A cap shall be constructed so that leaves and debris falling or blown onto it are not retained so
as to obstruct flue-gas or cooling-air passages. A cap shall be constructed to resist accumulation of soot
likely to obstruct flue-gas or cooling-air passages.

4.6.1.3 A cap shall be removable and replaceable by the use of simple hand tools (screwdriver, wrench,
pliers, or the like) to allow for chimney cleaning in accordance with the installation and maintenance
instructions without bending or deforming the chimney liner, or parts thereof.

4.6.2 Chimney Top Covers

4.6.2.1 A metallic or nonmetallic cover to close off the top of the chimney space not occupied by the
chimney liner shall be provided by the manufacturer.

Exception: A field constructed assembly may be used if the installation instructions or training manual
clearly specify the materials to be used and methods of fabrication and installation of the assembly.
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4.6.2.2 A chimney termination assembly shall resist the entrance of debris and rain into the lining system
and surrounding chimney cavity (See Test No. 6 – Rain).

4.7 JOINTS

4.7.1 Parts of a chimney liner shall be joined and secured so that they do not disengage when tested in
accordance with these requirements.

4.7.2 Screws, rivets, or similar fasteners used to join lining system parts together shall be used in such
a manner as to not impose unacceptable stresses on the assembly when tested in accordance with these
requirements (see Clause 5.1.2). Screws shall not be used to secure liner sections together. The following
considerations apply when rivets are used to secure liner sections together:

A At least three rivets shall be employed at each joint between liner sections;

B The rivets shall have corrosion resistance at least equivalent to that of the chimney liner
material;

C The proper type and number of rivets shall be supplied with each chimney liner;

D Holes for the rivets shall be prepunched or predrilled in at least the outer portion of each
chimney liner section. Holes in chimney liner sections that are predrilled or prepunched at the
factory to accept rivets in field installation shall be sized to accept the specified rivet size
(allowing standard rivet hole tolerances). Chimney liner sections that are predrilled or
prepunched in both inner and outer sections shall be aligned at the factory to provide for correct
field installation;

E The chimney liner sections shall have inherent means to prevent telescoping that rely on other
than the fastening means; and

F The chimney liner shall incorporate means to permit expansion (pipe length growth).

4.7.3 If screws are employed to join assemblies during installation, the assemblies to be joined shall
provide for use of screws without being punched or drilled, except as referenced in Clause 4.5.3. If cement
is employed for this purpose, the cement shall be a quick setting type. Cement, screws, and instructions
shall be furnished. A screw shall not extend into a flue-gas passage.

4.7.4 A joint shall not retain condensation nor permit condensation to flow from the interior to the exterior
of the liner.

4.7.5 A joint between sections of liner, fabricated in accordance with the manufacturer’s instructions, shall
not permit passage of a 0.81 mm diameter rod.

4.7.6 A joint or section of a chimney liner shall not reduce the capacity of the chimney liner to the extent
that it interferes with venting. (See Test No. 20 – Draft.)

4.8 WALL PENETRATION ASSEMBLIES

4.8.1 A wall penetration assembly shall be available with the chimney liner to comply with maximum
temperature limits specified in these requirements. The assembly shall be constructed so as to fit within
the framed stud opening around the entrance to the chimney as specified in the installation instructions or
training manual, and be provided with means to retain the assembly in contact with the chimney. The
horizontal dimension of the assembly when installed, referenced to the masonry chimney surface, shall
not be less than 305 mm, and shall project into the room not less than 305 mm as measured from the

AUGUST 2016 CAN/ULC-S640:2016 7

Copyright Underwriters' Laboratories of Canada 
Provided by IHS Markit under license with ULC Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ULC S640:2016 2016

http://www.avadocuments.com/doc/ulc-s640-2016-2016
http://www.avadocuments.com/doc/ulc-s640-2016-2016

