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Underwriters Laboratories of Canada (ULC) was established in 1920 by
letters patent issued by the Canadian Government. It maintains and
operates laboratories and certification services for the examination,
testing and certification of appliances, equipment, materials,
constructions and systems to determine their relation to life, fire and
property hazards as well providing inspection services.

Underwriters Laboratories of Canada is accredited by the Standards
Council of Canada as a Certification Organization, a Testing
Organization, and an Inspection Body under the National Standards
System of Canada.

ULC Standards develops and publishes standards and other related
publications for building construction, security and burglar protection,
environmental safety, electrical equipment, fire protection equipment, gas
and oil equipment, thermal insulation products, materials and systems,
energy use in the built environment and electrical utility safety.

ULC Standards is a not-for-profit organization and is accredited by the

Standards Council of Canada as a Standards Development Organization.

National Standards of Canada developed by ULC Standards conform to
the criteria and procedures established by the Standards Council of
Canada. Such standards are prepared using the consensus principle by
individuals who provide a balanced representation of interests relevant to
the subject area on a national basis.

ULC is represented across Canada as well as many countries worldwide.

For further information on ULC services, please contact:
Customer Service: 1-866-937-3852

CORPORATE HEADQUARTERS
Underwriters Laboratories of Canada
7 Underwriters Road

Toronto, Ontario M1R 3A9
Telephone: (416) 757-3611

Fax: (416) 757-9540

REGIONAL OFFICES

PACIFIC OFFICE

13775 Commerce Parkway, Suite 130
Richmond, British Columbia V6V 2V4
Telephone: (604) 214-9555

Fax: (604) 214-9550

EASTERN OFFICE

6505, Rte Transcanadienne, Suite 330
St-Laurent, Québec H4T 1S3
Telephone: (514) 363-5941

Fax: (514) 363-7014

The Standards Council of Canada (SCC) is the coordinating body of the
Canadian standardization network, which is composed of people and
organizations involved in the development, promotion and implementation
of standards. Through the collaborative efforts of Canadian
standardization network members, standardization is helping to advance
the social and economic well-being of Canada and to safeguard the
health and safety of Canadians. The network’s efforts are overseen by
SCC.

The principal objectives of SCC are to foster and promote voluntary
standardization as a means of advancing the national economy,
supporting sustainable development, benefiting the health, safety and
welfare of workers and the public, assisting and protecting the consumer,
facilitating domestic and international trade, and furthering international
cooperation in relation to standardization.

An important facet of the Canadian standards development system is the
use of the following principles: consensus; equal access and effective
participation by concerned interests; respect for diverse interests and
identification of those who should be afforded access to provide the
needed balance of interests; mechanism for dispute resolution; openness
and transparency; open access by interested parties to the procedures
guiding the standards development process; clarity with respect to the
processes; and Canadian interest consideration as the initial basis for the
development of standards.

A National Standard of Canada (NSC) is a standard prepared or
reviewed by an SCC-accredited SDO and approved by the SCC
according to NSC approval requirements. Approval does not refer to the
technical content of the standard, as this remains the responsibility of the
SDO. An NSC reflects a consensus of a number of capable individuals
whose collective interests provide, to the greatest practicable extent, a
balance of representation of general interests, producers, regulators,
users (including consumers) and others with relevant interests, as may
be appropriate to the subject at hand. NSCs are intended to make a
significant and timely contribution to the Canadian interest.

Those who have a need to apply standards are encouraged to use
NSCs. These standards are subject to periodic review. Users of NSCs
are cautioned to obtain the latest edition from the SDO that publishes the
standard.

The responsibility for approving standards as NSCs rests with:

Standards Council of Canada
270 Albert Street

Suite 200

Ottawa, Ontario

K1P 6N7

Telephone: (613) 238-3222

For further information on ULC standards, please contact:

ULC STANDARDS

171 Nepean Street, Suite 400
Ottawa, Ontario K2P 0B4
Telephone: (613) 755-2729
Fax: (613) 231-5977

E-mail: customerservice@ulc.ca
Web site: www.ulc.ca

The intended primary application of this standard is stated in its scope. It is important to note that it remains the responsibility of the user of the

standard to judge its suitability for this particular application.

Copies of this National Standard of Canada may be ordered from ULC Standards.

CETTE NORME NATIONALE DU CANADA EST DISPONIBLE EN VERSIONS FRANCAISE ET ANGLAISE
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STANDARD FOR CELLULOSE FIBRE INSULATION FOR BUILDINGS

PREFACE

This is the Reaffirmation of the Second Edition of the Standard for Cellulose Fibre Insulation (CFI) for
Buildings, CAN/ULC-S703.

This Edition of the Standard has been formally approved by the ULC Standards Committee on Thermal
Insulation Materials and Systems.

Only metric Sl units of measurement are used in this Standard. If a value for measurement is followed by
a value in other units in parentheses, the second value may be approximate. The first stated value is the
requirement.

Annex A, identified as Informative, is for informational purposes only.

In Canada, there are two official languages, English and French. All safety warnings must be in French
and English. Attention is drawn to the possibility that some Canadian authorities may require additional
markings and/or installation instructions to be in both official languages.

The Second Edition of this National Standard of Canada was based on the First Edition, and has now
been reaffirmed.

Attention is drawn to the possibility that some of the elements of this Canadian standard may be the
subject of patent rights. ULC Standards shall not be held responsible for identifying any or all such patent
rights.

Requests for interpretation of this Standard should be sent to ULC Standards. The requests should be
worded in such a manner as to permit a “yes” or “no” answer based on the literal text of the requirement
concerned.

The initiation of the review of this Standard will commence within 5 years of the date of publication, unless
the Standard is identified as fitting within a stabilized category, whereby the review will commence within
the appropriate time frame set out by ULC Standards.

This Standard is intended to be used for conformity assessment.
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1 SCOPE

1.1 This Standard specifies requirements for treated wood-based cellulose fibre intended for use as
thermal insulation (Cellulose Fibre Insulation, CFl) in new and existing buildings within the temperature
range of -60 °C to 90 °C.

1.2 This Standard describes general requirements for the material (See Table 1) and additional
requirements specific to the types of CFI (See Table 2). The types are specified as Type 1 and Type 2.

1.3 This document does not purport to address all the health and safety aspects associated with its use.
Anyone using this Standard has the responsibility to consult the appropriate authorities and to establish
appropriate health and safety practices in conjunction with any existing applicable regulatory requirements
prior to its use.

1.4 The methods used in this Standard to measure and describe the properties of materials, products or
assemblies in response to heat and flame under controlled laboratory conditions do not describe or
appraise the fire hazard or fire risk of materials and products under actual fire conditions. Results of these
tests are meant to be used as elements in a fire risk assessment that takes into account all of the factors
that are pertinent to an assessment of the fire hazard of a particular end use.

2 REFERENCE PUBLICATIONS

2.1 The documents shown below are referenced in the text of this Standard. Unless otherwise stated
elsewhere in this Standard such reference shall be considered to indicate the edition and/or revisions of
the document available at the date on which the Committee approved this ULC Standard.

Documents Published by the American Society for Testing and Materials (ASTM)

100 Barr Harbour Drive, PO Box C700, West Conshohocken, PA 19428-2959 U.S.A.
Telephone: (610) 832-9585

www.astm.org

« ASTM B152/B152M-06e, Standard Specification for Copper Sheet, Strip, Plate and Rolled Bar.
« ASTM B209-07, Standard Specification for Aluminum and Aluminum-Alloy Sheet and Plate.

* ASTM C177-04, Standard Test Method for Steady-State Heat Flux Measurements and Thermal
Transmission Properties by Means of the Guarded Hot-Plate Apparatus.

* ASTM C518-04, Standard Test Method for Steady-State Thermal Transmission Properties by Means of
the Heat Flow Meter Apparatus.

« ASTM C1338-00, Standard Test Method for Determining Fungi Resistance of Insulation Materials and
Facings.

* ASTM E605-93 (R2006), Standard Test Methods for Thickness and Density of Sprayed Fire-Resistive
Material (SFRM) Applied to Structural Members.

« ASTM E736-00 (R2006), Standard Test Method for Cohesion/Adhesion of Sprayed Fire-Resistive
Materials Applied to Structural Members.

« ASTM G1-03, Standard Practice for Preparing, Cleaning, and Evaluating Corrosion Test Specimens.
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Documents Published by Underwriters Laboratories of Canada (ULC)
7 Underwriters Road, Toronto, ON M1R 3B4 Canada

Telephone: (416) 757-3611 or 1-866-9373-ULC

www.ulc.ca

MARCH 2015

e CAN/ULC-S130-M87 (R1997), Standard Method of Test for Ignition Resistance of Loose Fill Insulation

(Cigarette Method).
* CAN/ULC-S773-01, Standard for Thermal Insulation Terminology.
3 TERMINOLOGY
NOTE: Terms used in this Standard that are in italic print are defined as follows:

3.1 INTRODUCTION

3.1.1 Definitions and symbols used in this standard are found in CAN/ULC-S773. Additional definitions
not currently listed in CAN/ULC-S773 but required for this Standard have also been listed below.

3.2 SYMBOLS

°C - degrees Celsius
cm? - square centimetre

g - gram
K - Kelvin
kg - kilogram
m - metre

m? - square metre
m3 - cubic metre
mL - millilitre

mm - millimetre
mV - millivolt

% - percent

RH - Relative Humidity
t - thickness

V - volume, also volt
W - watt

3.3 APPLICABLE DEFINITIONS

3.2.1 The following definitions apply in this Standard:

3.2.2 APPLIED THICKNESS — The average thickness of applied insulation immediately after installation
necessary to provide the design thickness after settlement. It is greater than or equal to the design
thickness, depending upon the application type, method used and installer technique. The terms “as blown

thickness” and “installed thickness” are also used.

3.2.3 CELLULOSE FIBRE INSULATION (CFl) — Fibrous product manufactured from paper or

paperboard stock and modified with chemical additives (CAN/ULC-S773).

3.2.4 COVERAGE — Yield provided by a package of product when applied in accordance with the

manufacturer’s instructions to obtain the design thermal performance (CAN/ULC-S773).
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