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Ankerketten, nicht magnetisierbar —
Teil 1: Kettenlangen;
Text Deutsch und Englisch

Anchor chain cables, non-magnetizable —
Part 1: Shots of chain cable;
Text in German and English

Chaines d'ancre, non-magnétiques —

Partie 1: Longueurs de chaine;
Texte en allemand et anglais
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Vorwort

Diese Norm wurde von der Normenstelle Schiffs- und Meerestechnik (NSMT) im DIN, Arbeitsausschuss
NA 132-01-05 AA ,Heben, Schleppen, Ankern®, zusammen mit dem Normenausschuss Rundstahlketten
(NRK) im DIN, Arbeitsausschuss NA 085-00-05 AA ,Rundstahlketten und Zubehor fur die Schifffahrt®,
erarbeitet.

Bei der vorliegenden Norm handelt es sich um eine Produktnorm fiir den Bereich der Wehrtechnik.

VG 84517 Ankerketten, nicht magnetisierbar besteht aus:

— Teil 1: Kettenldngen,; Text Deutsch und Englisch

— Teil 2: Normalglieder; Text Deutsch und Englisch

— Teil 3: Endglieder; Text Deutsch und Englisch

Anderungen

Gegeniiber VG 84517-1:1998-03 wurden folgende Anderungen vorgenommen:
a) Nenndicken 28, 30 und 32 aufgenommen;

b) Norm redaktionell Gberarbeitet.

Friilhere Ausgaben

VG 84517: 1968-07
VG 84517-1: 1974-01, 1989-08, 1998-03

1 Anwendungsbereich
Diese Norm gilt fir nicht magnetisierbare Kettenlangen, die an Bord sowohl von Uberwasserfahrzeugen als

auch von Ubooten der Deutschen Marine angewendet werden. Sie sind Bestandteil von nicht
magnetisierbaren Ankerketten nach VG 84511.

2 Normative Verweisungen

Die folgenden zitierten Dokumente sind fir die Anwendung dieses Dokuments erforderlich. Bei datierten
Verweisungen gilt nur die in Bezug genommene Ausgabe. Bei undatierten Verweisungen gilt die letzte
Ausgabe des in Bezug genommenen Dokuments (einschlieRlich aller Anderungen).

DIN 81834, Komponenten der Ankereinrichtung — Begriffe

VG 84511, Ankerketten, nicht magnetisierbar — Zusammenstellung, mechanische Eigenschaften; Text
Deutsch und Englisch

VG 84517-2, Ankerketten, nicht magnetisierbar — Teil 2: Normalglieder; Text Deutsch und Englisch
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The English version is a translation. In case of dispute the German original will govern.

Foreword

This standard has been prepared by Normenstelle Schiffs- und Meerestechnik (NSMT) im DIN, Technical
Committee NA 132-01-05 AA “Heben, Schleppen, Ankern”, together with the Normenausschuss
Rundstahlketten (NRK) im DIN, Technical Committee NA 085-00-05 AA “Rundstahlketten und Zubehor fir die
Schifffahrt”.

This standard is a product standard in the field of defence technology.

VG 84517 Anchor chain cables, non-magnetizable consists of:

— Part 1: Shots of chain cables; Text in German and English

— Part 2: Common links; Text in German and English

— Part 3: End links; Text in German and English

Amendments

The following amendments have been made in comparison with VG 84517-1:1998-03:

a) the nominal sizes 28, 30 and 32 have been added;

b) the standard has been revised editorially.

Previous editions

VG 84517: 1968-07
VG 84517-1: 1974-01, 1989-08, 1998-03

1 Scope
This standard applies to non-magnetizable shots of chain cable which are used both on board of surface

watercraft as well as submarines of the Deutsche Marine (German Navy). They are components of non-
- magnetizable anchor chain cables as specified in VG 84511.

- 2 Normative references

- The following referenced documents are indispensable for the application of this document. For dated
- references, only the edition cited applies. For undated references, the latest edition of the referenced
- document (including any amendments) applies.

DIN 81834, Components for anchoring equipment — Terms and definitions

VG 84511, Anchor chain cables, non-magnetizable — Assembly, mechanical properties; Text in German and
English

VG 84517-2, Anchor chain cables, non-magnetizable — Part 2: Common links; Text in German and English

Documentg

Document Sharing Hub

mCD - Stand 2008-06

6pyright Deutsches Institut fAYr Normung e. V.
PFovided by IHS under license with DIN Licensee=Istanbul Teknik Universtesi/5956919001
No reproduction or networking permitted without license from IHS Not for Resale, 03/21/2016 06:03:23 MDT

Full document details: VG 84517-12007


http://www.avadocuments.com/doc/vg-84517-1-2007
http://www.avadocuments.com/doc/vg-84517-1-2007

