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Vorwort

Diese Norm wurde von der Normenstelle Schiffs-
und Meerestechnik (NSMT) im DIN, Arbeitsaus-
schuss NSMT 01.02 ,Tlren und Luken®, erarbeitet.

VG 85165 Handlochverschliisse fiir Uboote, fiir
Betriebstiberdriicke bis 3,2 bar oder 6,0 bar
besteht aus:

— Teil 1: Zusammenstellung
— Teil 2: Rahmen, Deckel

Anderungen

Gegenliber VG 85165-1:1988-04 wurden folgende
Anderungen vorgenommen:

a) Titel geandert;

b) Betriebsiberdruck 6,0 bar aufgenommen,;

c) Montagegriff nach DIN 83402-1 aufgenom-
men,;

d) Werkstoff SbSt/D36/HY 80 fir 6,0 bar hinzu-
gefiigt;

e) NenngroRe in der Bezeichnung entfallt;
f) Sechskantmutter von M 16 auf M 20 geandert;
g) Norm redaktionell Uberarbeitet.

Friihere Ausgaben

BRS 85165: 1961-07
VG 85165: 1963-04
VG 85165-1: 1988-04

1 Anwendungsbereich

Diese Norm gilt fir wasserdichte und 6ldichte Ver-
schlisse von Handléchern auf Ubooten der
Deutschen Marine an Bunkern, Tanks und Zellen,
deren zulassiger Betriebstberdruck p¢ 3,2 bar oder
6,0 bar (siehe Tabelle 1) nicht Gbersteigt.

2 Normative Verweisungen

Die folgenden zitierten Dokumente sind fur die
Anwendung dieses Dokuments erforderlich. Bei
datierten Verweisungen gilt nur die in Bezug
genommene Ausgabe. Bei undatierten Verweisun-
gen gilt die letzte Ausgabe des in Bezug
genommenen Dokuments (einschlieRlich aller
Anderungen).

DIN 83402-1, Mannlochverschliisse der Nenn-
gréBe 600 x 400 fir Dricke bis 1,1 bar oder
3 bar — Teil 1: Zusammenstellung, Einbau
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The English version is a translation. In case of dis-
pute the German original will govern.

Foreword

This standard has been prepared by Normenstelle
Schiffs- und Meerestechnik (NSMT) im DIN, Tech-
nical Committee NSMT 01.02 "Tudren und Luken®.

VG 85165 Hand hole covers for submarines, for
working overpressure up to 3,2 bar or 6,0 bar
comprise following parts:

— Part 1: Assembly

— Part 2: Frames, covers

Amendments

The following amendments have been made in
comparsion with VG 85165-1:1988-04:

a) titel has been changed;
b) working overpressure 6,0 bar has been added;

c) mounting handle according to DIN 83402-1
has been added;

d) material SbSt/D36/HY 80 regarding 6,0 bar
has been added;

€) nominal size in the designation has been
deleted,;

f) hexagon nut M 16 has been changed to read
M 20;

g) the standard has been editorially revised.

Previous editions

BRS 85165: 1961-07
VG 85165: 1963-04
VG 85165-1: 1988-04

1 Scope

This standard applies to watertight and oiltight
covers for handholds of bunkers, tanks and cells,
on submarines of the German Navy for permitted
working overpressure lower than 3,2 bar or 6,0
bar (see Table 1).

2 Normative references

The following referenced documents are
indispensable for the application of this document.
For dated references, only the edition cited
applies. For undated references, the latest edition
of the referenced document (including any
amendments) applies.

DIN 83402-1, Manhole covers 600 x400 for
pressure to 1,1 bar or 3 bar— Part 1: Assembly,
installation
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DIN EN 764, Druckgeréte — Terminologie und
Symbole — Druck, Temperatur, Volumen

DIN EN ISO 4017, Sechskantschraube mit Gewin-
de bis Kopf — Produktklassen A und B

DIN EN ISO 4032, Sechskantmuttern, Typ 1 — Pro-
duktklassen A und B

DIN EN ISO 4034, Sechskantmuttern, Produktklas-
se C

DIN EN ISO 7089, Flache Scheiben — Normale
Reihe, Produktklasse A

DIN EN ISO 9013, Thermisches Schneiden — Ein-
teilung thermischer Schnitte — Geometrische Pro-
duktspezifikation und Qualitét

DIN EN ISO 12944-4, Beschichtungsstoffe —
Korro-sionsschutz von Stahlbauten durch Beschi-
chtungssysteme — Teil 4: Arten von Oberfldchen
und Oberfldchenvorbereitung

DIN ISO 2768-1, Allgemeintoleranzen —  Toleran-
zen fir Ldngen und WinkelmalBe ohne einzelne
Toleranzeintragung

DIN ISO 2768-2, Allgemeintoleranzen —  Toleran-
zen fiir Form und Lage ohne einzelne Tole-
ranzeintragung

VG 85165-2, Handlochverschliisse fiir Uboote fiir
Driicke bis 3,2 bar oder 6,0 bar — Teil 2: Rahmen,
Deckel

VG 85168, Dichtung fiir Handlochverschliisse

VG 95574, Magnetische Vermessung— Magneti-
sche Eigenschaften von Werkstoffen und Ge-
réten — Benennungen

VG 95575, Magnetische  Vermessung—  Kenn-
zeichnung der Geréte nach dem Vermessen

VG 95577, Magnetische  Vermessung — Vermes-
sen von Geréten— Grundsétze, Verfahren, Be-
scheinigungen

VG 95578, Magnetische Vermessung — Permea-
bilitdtsmessung — Grundsétze, Verfahren
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DIN EN 764, Pressure equipment— Terminology
and symbols — Pressure, temperature, volume

DIN EN ISO 4017, Hexagon head screws — Pro-
duct grades A and B

DIN EN ISO 4032, Hexagon nuts, Style 1-
Product grades A and B

DIN EN ISO 4034, Hexagon nuts — Product grade
C

DIN EN ISO 7089, Plain washers — Normal series,
product grade A

DIN EN 9013, Thermal cutting — Classification and
thermal cuts — Geometrical product Specification
and quality tolerances

DIN EN ISO 12944-4, Paints and varnishes —
Corrosion protection of steel structures by
protective paint systems — Part 4: Types of surface
and surface preparation

DIN ISO 2768-1, General tolerances — Tolerances
for linear or angular dimensions without individual
tolerance indications

DIN ISO 2768-2, General tolerances — geometrical
tolerances for features without individual tolerance
indications

VG 85165-2, Hand hole covers for submarines for
pressure up to 3,2 bar or 6,0 bar — Part 2: Frames,
covers

VG 85168, Seal for hand hole covers

VG 95574, Magnetic item ranging— Magnetic
properties of materials and equipments — Nomen-
clature

VG 95575, Magnetic item ranging — marking after
measure of equipments

VG 95577, Magnetic item ranging — measure of
equipments — Principles, procedures, certificates

VG 95578, Magnetic item ranging — measurement
of permeability — Principles, procedures

Documents

Document SharingeHub

Licensee=Istanbul Teknik Universtesi/5956919001
Not for Resale, 03/21/2016 06:12:17 MDT


http://avadocuments2026.com/doc/vg-85165-1-2006
http://avadocuments2026.com/doc/vg-85165-1-2006

