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Vorwort

Diese Norm wurde von der Normenstelle Schiffs- und Meerestechnik (NSMT) im DIN, Arbeitsausschuss
NA 132-01-04 AA ,Verkehrswege®, erarbeitet.

Bei der vorliegenden Norm handelt es sich um eine Produktnorm fiir den Bereich der Wehrtechnik.

Anderungen

Gegeniiber VG 85215:1983-01 wurden folgende Anderungen vorgenommen:
a) Werkstoffbezeichnungen dem aktuellen Stand angepasst;

b) englische Ubersetzung hinzugefiigt;

c) Norm redaktionell Gberarbeitet.

Friilhere Ausgaben

VG 85215: 1978-03, 1983-01

1 Anwendungsbereich

Diese Norm gilt fur Ful3platten und deren Verschraubung von Gelanderstitzen nach VG 85210 mit den mit
dem Schiffsdeck verbundenen Grundplatten nach VG 85214.

2 Normative Verweisungen

Die folgenden zitierten Dokumente sind fiir die Anwendung dieses Dokuments erforderlich. Bei datierten
Verweisungen gilt nur die in Bezug genommene Ausgabe. Bei undatierten Verweisungen gilt die letzte
Ausgabe des in Bezug genommenen Dokuments (einschlieRlich aller Anderungen).

DIN EN 10025-2, Warmgewalzte Erzeugnisse aus Baustdhlen — Teil 2: Technische Lieferbedingungen fiir
unlegierte Baustéhle

DIN EN 10088-2, Nichtrostende Stdhle — Teil 2: Technische Lieferbedingungen fiir Blech und Band aus
korrosionsbestéandigen Stéhlen fiir allgemeine Verwendung

DIN ISO 2768-1, Allgemeintoleranzen — Teil 1: Toleranzen fiir Ldngen- und Winkelmal3e ohne einzelne
Toleranzeintragung

VG 85210, Gelédnder fiir Schiffe — Baugrundsétze und Ubersicht fiir Gelander
VG 85212, Gelénder fiir Schiffe — Rohrteile fiir Gelédnderstiitzen
VG 8521 3, Gelénder fiir Schiffe — Fii3e fiir Gelénderstiitzen

VG 85214, Gelénder fiir Schiffe — Grundplatten flir Geldnderstiitzen
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The English version is a translation. In case of dispute the German original will govern.

Foreword

This standard has been prepared by Normenstelle Schiffs- und Meerestechnik (NSMT) of DIN, Technical
Committee NA 132-01-04 AA “Verkehrswege”.

The standard is a product standard in the field of defence technology.

Amendments

The following amendments have been made in comparison with VG 85215:1983-01:
a) material designations adjusted to the current version;

b) the English translation has been added;

c) the standard has been editorially revised.

Previous editions

VG 85215: 1978-03, 1983-01

1 Scope

This standard applies to heel plates and the crew connections of the rail stanchions according to DIN 85210
with the base plates according to VG 85214 connected with the ship desk.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

DIN EN 10025-2, Hot rolled products of structural steels — Part 2: Technical delivery conditions for non-alloy
structural steels

DIN EN 10088-2, Stainless steels — Part 2: Technical delivery conditions for sheet/plate and strip of corrosion
resisting steels for general purposes ;

DIN ISO 2768-1, General tolerances — Part 1: Tolerances for linear and angular dimensions Withoutéi
individual tolerance indications 5

VG 85210, Railings for ships — directions for construction and synopsis for railings
VG 85212, Railings for ships — Shapes for rail stanchions
VG 85213, Railing for ships — Heels for rail stanchions

VG 85214, Railings for ships — Base plates for rail stanchions
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