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Vorwort 

Diese Norm wurde von der Normenstelle Schiffs- und Meerestechnik (NSMT) im DIN, Arbeitsausschuss 
NA 132-02-05 AA „Rohre und Rohrverbindungen“, erarbeitet. 

Bei der vorliegenden Norm handelt es sich um eine Produktnorm für den Bereich der Wehrtechnik. 

VG 85382 Lose Flansche und Vorschweißbunde für Rohre aus Stahl besteht aus: 

⎯ Teil 1: Zusammenstellung der Flanschverbindung 

⎯ Teil 2: Vorschweißbunde DN 20 bis DN 300 

⎯ Teil 3: Lose Flansche DN 20 bis DN 300 

 

1 Anwendungsbereich 

Diese Norm gilt für lose Flansche, die für Rohrleitungen auf Wasserfahrzeugen der Deutschen Marine 
angewendet werden. Sie dienen zusammen mit Vorschweißbunden nach VG 85362-2 zur Verbindung von 
Rohren nach DIN EN 10220 aus Stahl und nichtrostendem Stahl. 

2 Normative Verweisungen 

Die folgenden zitierten Dokumente sind für die Anwendung dieses Dokuments erforderlich. Bei datierten 
Verweisungen gilt nur die in Bezug genommene Ausgabe. Bei undatierten Verweisungen gilt die letzte Aus-
gabe des in Bezug genommenen Dokuments (einschließlich aller Änderungen).  

DIN EN 10088-2, Nichtrostende Stähle — Teil 2: Technische Lieferbedingungen für Blech und Band aus 
korrosionsbeständigen Stählen für allgemeine Verwendung 

DIN EN 10220, Nahtlose und geschweißte Stahlrohre — Allgemeine Tabellen für Maße und längenbezogene 
Masse 

DIN EN ISO 1461, Durch Feuerverzinken auf Stahl aufgebrachte Zinküberzüge (Stückverzinken) — Anforde-
rungen und Prüfungen 

DIN ISO 2768-1, Allgemeintoleranzen — Teil 1: Toleranzen für Längen- und Winkelmaße ohne einzelne Tole-
ranzeintragung 

VG 85362-2, Lose Flansche und Vorschweißbunde aus Stahl — Teil 2: Vorschweißbunde DN 20 bis DN 300; 
Text Deutsch und Englisch 

   B55EB1B3E14C22109E918E8EA43EDB30F09DCCB7EF86D9

N
o

rm
C

D
 -

 S
ta

n
d

 2
01

2-
08

Copyright Deutsches Institut fÃ¼r Normung e. V. 
Provided by IHS under license with DIN Licensee=Istanbul Teknik Universtesi/5956919001 

Not for Resale, 03/21/2016 03:47:28 MDTNo reproduction or networking permitted without license from IHS

-
-
`
`
`
,
,
,
,
`
`
,
`
,
`
`
,
`
,
,
,
,
`
`
,
,
,
,
,
`
`
,
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: VG 85362-3 2009

http://www.avadocuments.com/doc/vg-85362-3-2009
http://www.avadocuments.com/doc/vg-85362-3-2009


VG 85362-3:2009-09 

3 

The English version is a translation. In case of dispute the German original will govern.  

 

Foreword 

This standard has been prepared by Normenstelle Schiffs- und Meerestechnik (NSMT) im DIN, Technical 
Committee NA 132-02-05 AA “Rohre und Rohrverbindungen”. 

This standard is a product standard in the field of defence technology. 

VG 85382 Outer flanges and welding necks for pipes of steel consists of: 

⎯ Part 1: Assembly of the flanged joint 

⎯ Part 2: Welding necks DN 20 to DN 300 

⎯ Part 3: Outer flanges DN 20 to DN 300 

 

1 Scope 

This standard is applicable for outer flanges for pipes on vessels of the Deutsche Marine (German Navy). 
They serve together with welding necks according to VG 85382-2 the connection of pipes according to 
DIN EN 10220 made of steel and stainless steel. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

DIN EN 10088-2, Stainless steels — Part 2: Technical delivery conditions for sheet/plate and strip of corrosion 
resisting steels for general purposes 

DIN EN 10220, Seamless and welded steel tubes — General tables of dimensions and masses per unit 
length 

DIN EN ISO 1461, Hot dip galvanized coatings on fabricated iron and steel articles — Specifications and test 
methods 

DIN ISO 2768-1, General tolerances — Part 1: Tolerances for linear and angular dimensions without 
individual tolerance indications 

VG 85362-2, Outer flanges and welding necks for pies of steel — Part 2: Welding necks DN 20 to DN 300; 
Text in German and English 
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