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Vorwort

Die Tragegriffe unterliegen der Typpriifpflicht
nach VG 95238-2 im Rahmen der Priifungen der
Batteriebehalter.

Diese Norm wurde von der DIN-Normenstelle
Elektrotechnik (NE), Arbeitsausschuss
NA 140-00-03 AA ,Batterien“, erarbeitet.

Bei der vorliegenden Norm handelt es sich um
eine Bauartnorm fiir Tragegriffe fiir geschlossene
Nickel-Cadmium-Batterien.

Es wird auf die Moglichkeit hingewiesen, dass
einige Elemente dieses Dokuments Patentrechte
beriihren konnen. DIN ist nicht dafiir verant-
wortlich, einige oder alle diesbeziiglichen
Patentrechte zu identifizieren.

Diese Norm ist auch anerkannt von:

- armasuisse
3003 BERN
SCHWEIZ

- Defence Forces Materiel Command
P.0O. Box 69
33541 TAMPERE
FINNLAND

- FMV
Swedish Defence Materiel Administration
11588 STOCKHOLM
SCHWEDEN

- Forsvarets forskningsinstitutt
Norwegian Defence Research
Establishment. P O Box 25
2027 KJELLER
NORWEGEN

- Ministerie van Defensie
DGM/MIB
2500 ES DEN HAAG
NIEDERLANDE

Die im Geschaftsbereich des Bundesamt fiir
Ausriistung, Informationstechnik und Nutzung
der Bundeswehr fiir elektronische
Energiequellen zustandige Fachtechnik, nach-
folgend BAAINBw genannt, ist fachlich fiir diese
Tragegriffe verantwortlich.

VG 95238-43:2016-12

Foreword

The supporting handles are subject to qua-
lification test in accordance with VG 95238-2 as
part of the tests of the battery cases.

This standard has been prepared by
DIN-Normenstelle Elektrotechnik (NE), com-
mittee NA 140-00-03 AA ,Batterien®“.

The presented standard is a detail standard for
supporting handle for vented nickel-cadmium
storage batteries.

Attention is drawn to the possibility that some of
the elements of this document may be the
subject of patent rights. DIN shall not be held
responsible for identifying any or all such patent
rights.

This standard is also recognized by:

— armasuisse
3003 BERNE
SWITZERLAND

- Defence Forces Materiel Command
P.0O. Box 69
33541 TAMPERE
FINLAND

- FMV
Swedish Defence Materiel Administration
11588 STOCKHOLM
SWEDEN

- Forsvarets forskningsinstitutt
Norwegian Defence Research
Establishment. P O Box 25
2027 KJELLER
NORWAY

- Ministerie van Defensie
DGM/MIB
2500 ES DEN HAAG
NETHERLANDS

The department relevant for electrochemical
sources in the business area of the Bundesamt
fir Ausriistung, Informationstechnik und
Nutzung der Bundeswehr following called
BAAINBw is responsible for supporting handles
according to this standard.

Documents
Document Shg‘ring Hub

Copyright Deutsches Institut fAYzr Normung e. V.
Provided by IHS Markit under license with DIN Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: VG 95238-43 2016


http://www.avadocuments.com/doc/vg-95238-43-2016
http://www.avadocuments.com/doc/vg-95238-43-2016

VG 95238-43:2016-12

VG 95238, Geschlossene Nickel-Cadmium-
Batterien besteht aus:

siehe VG 95238-1, Ubersicht.
Anderungen

Gegeniiber VG 95238-43:1994-01  wurden
folgende Anderungen vorgenommen:

a) in Bild 2 und Bild 5 wurden die Maf3e
angepasst;

b) der Abschnitt 4.7 Mechanische Festigkeit
wurde aufgenommen;

c) die Abschnitte 5 Priifungen, 6 Typpriifung
und 7 Qualitatssicherung wurden neu
aufgenommen;

d) die Norm wurde redaktionell iiberarbeitet.

Frithere Ausgaben

VG 95238, Vented nickel-cadmium storage
batteries consists of:

see VG 95238-1, survey.
Amendments

This standard differs from
VG 95238-43:1994-01 as follows:

a) in Figure 2 and Figure 5 the dimensions have
been changed;

b) the Clause 4.7 Mechanical Strength has been
added;

c) the Clauses 5 Tests, 6 Type test and 7 Quality
assurance have been added;

d) the standard has been editorially revised.

Previous editions

VG 95238-43: 1994-01
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