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Vorwort

Die  Befestigungsplatten unterliegen der
Typprifpflicht nach VG 95238-2 im Rahmen der
Priifungen der Batteriebehalter.

Diese Norm wurde von der DIN-Normenstelle
Elektrotechnik (NE), Arbeitsausschuss
NA 140-00-03 AA ,Batterien“, erarbeitet.

Bei der vorliegenden Norm handelt es sich um
eine Bauartnorm fiir Befestigungsplatten fiir
Steckverbinder fiir geschlossene Nickel-Cadmium-
Batterien.

Es wird auf die Moglichkeit hingewiesen, dass
einige Elemente dieses Dokuments Patentrechte
beriihren konnen. DIN ist nicht dafiir verant-
wortlich, einige oder alle diesbeziiglichen
Patentrechte zu identifizieren.

Diese Norm ist auch anerkannt von:

- ;yarmasuisse
3003 BERN
{SCHWEIZ

- Defence Forces Materiel Command
P.0O. Box 69
33541 TAMPERE
FINNLAND

- FMV
Swedish Defence Materiel Administration
11588 STOCKHOLM
SCHWEDEN

- Forsvarets forskningsinstitutt
Norwegian Defence Research
Establishment. P O Box 25
2027 KJELLER
NORWEGEN

- Ministerie van Defensie
DGM/MIB
2500 ES DEN HAAG
NIEDERLANDE

Die im Geschéiftsbereich des Bundesamt fiir
Ausriistung, Informationstechnik und Nutzung
der Bundeswehr fiir elektronische
Energiequellen zustandige Fachtechnik, nach-
folgend BAAINBw genannt, ist fachlich fiir diese
Befestigungsplatten fir Steckverbinder
verantwortlich.

VG 95238-45:2016-12

Foreword

The fixing plate are subject to qualification test
in accordance with VG 95238-2 as part of the
tests of the battery cases.

This standard has been prepared by
DIN-Normenstelle Elektrotechnik (NE), com-
mittee NA 140-00-03 AA ,Batterien®“.

The presented standard is a detail standard for
fixing plates for connectors for vented nickel-
cadmium storage batteries.

Attention is drawn to the possibility that some of
the elements of this document may be the
subject of patent rights. DIN shall not be held
responsible for identifying any or all such patent
rights.

This standard is also recognized by:

- armasuisse
3003 BERNE
SWITZERLAND

- Defence Forces Materiel Command
P.0O. Box 69
33541 TAMPERE
FINLAND

- FMV
Swedish Defence Materiel Administration
11588 STOCKHOLM
SWEDEN

- Forsvarets forskningsinstitutt
Norwegian Defence Research
Establishment. P O Box 25
2027 KJELLER
NORWAY

- Ministerie van Defensie
DGM/MIB
2500 ES DEN HAAG
NETHERLANDS

The department relevant for electrochemical
sources in the business area of the Bundesamt
fiir  Ausriistung, Informationstechnik und
Nutzung der Bundeswehr following called
BAAINBw is responsible for fixing plate for
connectors according to this standard.
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