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Vorwort

Diese Norm wurde von der DIN-Normenstelle
Elektrotechnik (NE), Arbeitsausschuss
NA 140-00-17-24 UA ,,Ubersichtsschaltplan fir
Kabinen®, erarbeitet.

Bei der vorliegenden Norm handelt es sich um
eine Schnittstellennorm fiir den Bereich
Niederspannungsversorgung von mobilen bzw.
verlegbaren wehrtechnischen Anlagen.

Es wird auf die Moglichkeit hingewiesen, dass
einige Elemente dieses Dokuments Patentrechte
berithren konnen. DIN ist nicht dafiir verant-
wortlich, einige oder alle diesbeziiglichen
Patentrechte zu identifizieren.

VG 95340, Ubersichtsschaltplan, besteht aus:

— Teil 1: Installation der Starkstromanlage in
Kabinen und Kfz-Kofferaufbauten, 400/230V,
50 Hz, 32 A, Schnittstellennorm

— Teil 2: Installation der Starkstromanlage in
Kabinen und Kfz-Kofferaufbauten, 230V,
50 Hz, 16 A, Schnittstellennorm

The English version is a translation. In case of
dispute the German original will govern.
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Foreword

This standard has been prepared by DIN-
Normenstelle Elektrotechnik (NE), committee
NA 140-00-17-24 UA ,,Ubersichtsschaltplan fir
Kabinen®.

The presented standard is an interface standard
for low voltage supply of mobile respectively
deployable military systems.

Attention is drawn to the possibility that some of
the elements of this document may be the
subject of patent rights. DIN shall not be held
responsible for identifying any or all such patent
rights.

VG 95340 Complete circuit diagram consists of:

— Part 1: Installation of power installations in
cabins and motorcar box bodies, 400/230V,
50 Hz, 32 A, interface standard

— Part 2: Installation of power installations in
cabins and motorcar box bodies, 230V,
50 Hz, 16 A, interface standard
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