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Vorwort

Das Zubehdr nach dieser Norm unterliegt der
Zulassungspflicht; siehe hierzu VG 95342-1.

Diese Norm wurde von der Normenstelle
Elektrotechnik (NE) im DIN, Arbeitsausschuss
NA 140-00-14-01 UA ,Steckverbinder und Steck-
vorrichtungen", erarbeitet.

Bei der vorliegenden Norm handelt es sich um
eine Bauartnorm flr den Bereich Zubehor.

Es wird auf die Moglichkeit hingewiesen, dass
einige Texte dieses Dokuments Patentrechte
berihren koénnen. Das DIN ist nicht dafir
verantwortlich, einige oder alle diesbezlglichen
Patentrechte zu identifizieren.

Die in den Tabellen enthaltenen leeren Facher
sind fir spater nachzutragende Angaben vorge-
sehen.

VG 95342, Elektrische Steckverbinder und Steck-
vorrichtungen — Steckverbinder mit Gewindekup-
plung, spritzwasserdicht, bis 245 A, besteht aus:

— Teil 1: Anforderungen, Priifungen, Bauartnorm;

— Teil 2: Montage, Bauartnorm;

— Teil 4: Anschlussmal3e, Bauartnorm;

— Teil 5: Ma3e, Massen, Bauartnorm;

— Teil 6: Kontakte und Kontakteinsétze,
Bauartnorm;

— Teil 7: Zubehér, Bauartnorm.

Diese Norm ist auch anerkannt von:

— armasuisse
3003 BERN
SCHWEIZ

— Ministerie van Defensie
DGM/MIB
2500 ES DEN HAAG
NIEDERLANDE

VG 95342-7:2014-01

Foreword

Accessories according to this standard are
subject to qualification approval; for this refer to
VG 95342-1.

This standard has been prepared by
Normenstelle Elektrotechnik (NE) im DIN,
committee NA 140-00-14-01 UA ,,Steckverbinder
und Steckvorrichtungen".

The presented standard is a detail standard for
accessories.

Attention is drawn to the possibility that some of
the elements of this document may be the subject
of patent rights. DIN shall not be held responsible
for identifying any or all such patent rights.

The blank cells in the tables are intended for data
to be added later.

VG 95342, Electrical connectors and plug-and-
socket devices — connectors with thread coupling,
water-protected, up to 245 A, consists of:

— Part 1: Requirements, tests, detail standard;

— Part 2: Mounting, detail standard;

— Part 4: Mating dimensions, detail standard;

— Part 5: Dimensions, masses, detail standard;

— Part 6: Contacts and contact inserts, detail
standard;

— Part 7: Accessories, detail standard;

This standard is also recognized by:

— armasuisse

3003 BERNE
SWITZERLAND

— Ministerie van Defensie

DGM/MIB
2500 ES DEN HAAG
NETHERLANDS
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Anderungen

Gegenuber VG 95342-7:2011-02 wurden folgen-
de Anderungen vorgenommen:

a) die elektrisch leitenden Dichtungen wurden
ersetzt durch Dichtungen nach VG 96940-6;

b) die Zubehorteile Form F und Form G sind
entfallen;

c) die Norm wurde redaktionell Gberarbeitet.

Frithere Ausgaben

Amendments

Compared with VG 95342-7:2011-02 the follo-
wing amendments have been adopted:

a) the electrical conductive gaskets have been
replaced by gaskets according to VG 96940-6;

b) the accessory parts Style F and Style G are
omitted;

c) this standard has been editorially revised.

Previous editions

VG 88861-6: 1966-10
VG 95342-7: 1984-12, 1994-08, 2005-04, 2011-02

1 Anwendungsbereich

Teile nach dieser Norm werden in Verbindung mit
Steckverbindern nach VG 95342-5 zugelassen
und angewendet.

2 Normative Verweisungen

Die folgenden Dokumente, die in diesem Doku-
ment teilweise oder als Ganzes zitiert werden,
sind fur die Anwendung dieses Dokuments er-
forderlich. Bei datierten Verweisungen gilt nur die
in Bezug genommene Ausgabe. Bei undatierten
Verweisungen gilt die letzte Ausgabe des in
Bezug genommenen Dokuments (einschlieBlich
aller Anderungen).

DIN 83307, Schiffe und Meerestechnik — Rund-
und spiralgeflochtene Chemiefaser-Seile

DIN EN ISO 868, Kunststoffe und Hartgummi -
Bestimmung der Eindruckhérte mit einem
Durometer (Shore-Hérte)

DIN ISO 2768-1, Allgemeintoleranzen;
Toleranzen fiir Ldngen- und Winkelmal3e ohne
einzelne Toleranzeintragung

VG 95234-7, Elektrische Steckverbinder mit
Bajonettkupplung, druckwasserdicht, bis 245 A,
Zubehoér, Bauartnorm

1 Scope

Parts according to this standard are approved
and applied with electrical connectors according
to VG 95342-5.

2 Normative references

The following documents, in whole or in part, are
normatively referenced in this document and are
indispensable for its application. For dated refer-
ences, only the edition cited applies. For undated
references, the latest edition of the referenced
document (including any amendments) applies.

DIN 83307, Ships and marine technology —
Round or spiral plated man-made fibre ropes

DIN EN ISO 868, Plastics and ebonite -
Determination of indentation hardness by means
of a durometer (Shore hardness)

DIN ISO 2768-1, General tolerances; tolerances
for linear and angular dimensions without
individual tolerance indications

VG 95234-7, Electrical connectors with bayonet
coupling, pressure-water tight, up to 245 A;
accessories; detail specification
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VG 95342-1, Elektrische Steckverbinder und
Steckvorrichtungen — Steckverbinder mit
Gewindekupplung, spritzwasserdicht, bis 245 A
— Teil 1: Anforderungen, Priifungen, Bauartnorm

VG 95342-4, Elektrische Steckverbinder und
Steckvorrichtungen — Steckverbinder mit
Gewindekupplung, spritzwasserdicht, bis 245 A
— Teil 4: Anschlussmal3e, Bauartnorm

VG 95342-5, Elektrische Steckverbinder und
Steckvorrichtungen — Steckverbinder mit
Gewindekupplung, spritzwasserdicht, bis 245 A
— Teil 5: Mal3e, Massen, Bauartnorm

3 Zubehorteile

3.1 Allgemeines

Die Zubehorteile brauchen der bildlichen Dar-
stellung nach Bild 1 bis Bild 10 nicht zu ent-
sprechen, nur die angegebenen Male sind ein-
zuhalten.

Allgemeintoleranzen 1ISO 2768-m

Mafe in Millimeter

VG 95342-7:2014-01

VG 95342-1, Electrical connectors and plug-and-
socket devices — Connectors with thread
coupling, water-protected, up to 245 A — Part 1:
Requirements, tests, detail specification

VG 95342-4, Electrical connectors and plug-and-
socket devices — Connectors with thread
coupling, water-protected, up to 245 A — Part 4:
Mating dimensions, detail specification

VG 95342-5, Electrical connectors and plug-and-
socket devices — Connectors with thread
coupling, water-protected, up to 245 A — Part 5:
Dimensions, masses, detail specification

3 Accessories

3.1 General

The accessories need not correspond to the
outline drawing according to Figure1 to
Figure 10, however the dimensions stated are
mandatory.

General tolerances ISO 2768-m

Dimensions in millimetres
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