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Vorwort

Diese Norm wurde von der Normenstelle
Elektrotechnik (NE) im DIN, Arbeitsausschuss
NA 140-00-19 AA ,Schutz gegen den Nuklear-
Elektromagnetischen Impuls (NEMP) und Blitz”,
erarbeitet.

Bei der vorliegenden Norm handelt es sich um
eine Prifnorm fir den Bereich Schutz gegen
NEMP- und Blitzschlag.

Es wird auf die Moglichkeit hingewiesen, dass
einige Texte dieses Dokuments Patentrechte
berlhren koénnen. Das DIN ist nicht daflr
verantwortlich, einige oder alle diesbezlglichen
Patentrechte zu identifizieren.

Diese Norm ist auch anerkannt von:

— armasuisse
3003 BERN
SCHWEIZ

VG 96903, Schutz gegen den Nuklear-
Elektromagnetischen  Impuls  (NEMP)  und
Blitzschlag — Priifverfahren, Priifeinrichtungen
und Grenzwerte besteht aus:

Siehe VG 95372, Elektromagnetische
Vertréglichkeit (EMV) einschlie8lich Schutz gegen
den Elektromagnetischen Impuls (EMP) und Blitz
— Ubersicht

Anderungen

Gegenuber VG 96903-72:2005-04 wurden
folgende Anderungen vorgenommen:

a) Abschnitt 9 (Messunsicherheitsbetrachtung)
aufgenommen;

b) Abschnitt 11 (Dokumentation) aufgenommen;

c) Normative Verweisungen aktualisiert;

d) Normbezeichnung geandert;

e) englische Ubersetzung hinzugefiigt;

f) Norm redaktionell Gberarbeitet.

Frithere Ausgaben

VG 96903-72:2013-04

Foreword

This standard has been prepared by
Normenstelle Elektrotechnik (NE) im DIN,
committee NA 140-00-19 AA ,Schutz gegen den
Nuklear-Elektromagnetischen Impuls (NEMP)
und Blitz”.

The present standard is a testing standard for
nuclear electromagnetic pulse (NEMP) and
lightning protection.

Attention is drawn to the possibility that some of
the elements of this document may be the subject
of patent rights. DIN shall not be held responsible
for identifying any or all such patent rights.

This standard is also recognized by:

— armasuisse
3003 BERNE
SWITZERLAND

VG 96903, Nuclear electromagnetic  pulse
(NEMP) and lightning protection — Test methods,
test equipment and limiting values consists of:

see VG 95372, Electromagnetic compatibility
(EMC) including Electromagnetic Pulse (EMP)
and Lightning Protection — Overview

Amendments

Compared to VG 96903-72:2005-04 the following
amendments have been made:

a) Clause 9 (Measurement uncertainty
consideration) included;

b) Clause 11 (Documentation) included;

c) normative references up-dated;

d) identification of test method changed;

e) English translation added;

f) standard editorially revised.

Previous editions

VG 96903-72: 1989-08, 2005-04
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