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Vorwort

Die vorliegende Norm enthalt Steckvorrichtungen
im Sinne der VDE-Bestimmungen DIN EN 61984
(VDE 0627).

Steckvorrichtungen nach den Normen der Reihe
VG 96926 unterliegen der Typprifpflicht; siehe
hierzu VG 95211.

Diese Norm wurde von der Normenstelle
Elektrotechnik (NE) im DIN, Arbeitsausschuss
NA 140-00-14-03 UA ,Steckvorrichtungen", erar-
beitet.

Bei der vorliegenden Norm handelt es sich um
eine Bauartnorm fir den Bereich Steckvor-
richtungen.

VG 96926, Elektrische Steckverbinder und Steck-
vorrichtungen — Zweipolige Steckvorrichtungen mit
Schutzkontakt, 16 A, AC 250 V, druckwasserdicht,
besteht aus:

— Teil 1: Anforderungen, Priifungen, Bauart-
norm
— Teil 2: Einbaumalle, Bauartnorm

— Teil 3: Mal3e, Masse, Bauartnorm

— Teil 3 Bbl 1: Mal3e, Masse, Querverweisliste
zur Typenreduzierung

VG 96926-1:2010-08
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The English version is a translation. In case of
dispute the German original will govern.

Foreword

The present standard covers connectors within in
the meaning of DIN EN 61984 (VDE 0627).

Connectors according to the standards of the
series VG 96926 are subject to qualification test;
for this refer to VG 95211.

This standard has been prepared by
Normenstelle Elektrotechnik (NE) im DIN,
committee  NA 140-00-14-03 UA  ,Steckvor-
richtungen".

The presented standard is a detail specification
for connectors.

VG 96926, Electrical connectors and plug-and-
socket devices — Two-pole connectors with
protective contact, 16 A, AC 250 V, pressure-water
tight, consist of;

— Part 1: Requirements, tests; detail specifica-
tion

— Part 2: Mounting dimensions, detail
specification

— Part 3: Dimensions, mass, detail
specification

— Part 3 Sup 1: Dimensions, mass, cross-
reference list for standardization of types.

Documents
Document Shé)’ring Hub

mCD - Stand 2012-08

é_Dpyright Deutsches Institut fAYr Normung e. V.
PFovided by IHS under license with DIN
No reproduction or networking permitted without license from IHS

Full document details: VG 96926-12010

Licensee=Istanbul Teknik Universtesi/5956919001
Not for Resale, 03/21/2016 02:41:55 MDT


http://www.avadocuments.com/doc/vg-96926-1-2010
http://www.avadocuments.com/doc/vg-96926-1-2010

VG 96926-1:2010-08

Diese Norm ist auch anerkannt von:

— armasuisse
3003 BERN
SCHWEIZ

— Ministerie van Defensie
DGM/MIB
2500 ES DEN HAAG
NIEDERLANDE

Anderungen

Gegenlber VG 96926-1:2009-05 wurden folgende
Anderungen vorgenommen:

a) Die Neuausgabe der DIN VDE 0620-1 (VDE
0620-1) wurde berlcksichtigt;
b) Die Norm wurde redaktionell Uberarbeitet.

Friihere Ausgaben

This standard is also recognized by:

— armasuisse
3003 BERN
SWITZERLAND

— Ministerie van Defensie
DGM/MIB
2500 ES DEN HAAG
NETHERLANDS

Amendments

Compared with VG 96926-1:2009-05 the following
amendments have been adopted:

a) The new issue of the DIN VDE 0620-1 (VDE
0620-1) has been considered;
b) This standard has been editorially revised.

Previous editions

VG 96926-1:1990-01, 2004-05, 2009-05

1 Anwendungsbereich

Diese Norm gilt in Verbindung mit VG 95319-2,
VG 96926-2 und VG 96926-3 flir zweipolige
Steckvorrichtungen mit Schutzkontakt.

Bei Anwendung dieser Steckvorrichtungen sind
die Bestimmungen nach DIN VDE 0620-1 (VDE
0620-1) zu beachten.

Eigenschaften und Durchflihrungsbestimmungen,
die firr alle Steckerarten gleich sind, u. a. Fragen
der Verbindlichkeiten und des Patentrechtes,
sind in VG 95319-2, enthalten.

2 Normative Verweisungen

Die folgenden zitierten Dokumente sind fir die
Anwendung dieses Dokuments erforderlich. Bei
datierten Verweisungen gilt nur die in Bezug
genommene Ausgabe. Bei undatierten Verwei-
sungen qilt die letzte Ausgabe des in Bezug
genommenen Dokuments (einschlief3lich aller
Anderungen).

DIN EN 60529 (VDE 0470-1), Schutzarten durch
Gehéuse (IP-Code)

DIN EN 61984 (VDE 0627), Steckverbinder —
Sicherheitsanforderungen und Priifungen

1 Scope

This standard is valid in connection with
VG 95319-2, VG 96926-2 and VG 96926-3 for
two-pole connectors with protective contact.

For the use the regulations according to
DIN VDE 0620-1 (VDE 0620-1) shall be con-
sidered.

Properties and general regulations, which are
common for all types of connectors, a.o.
questions relating to liability and patent rights are
contained in VG 95319-2.

2 Normative references

The following referenced documents are indis-
pensable for the application of this document. For
dated references, only the edition cited applies.
For undated references, the latest edition of the
referenced document (including any
amendments) applies.

DIN EN 60529 (VDE 0470-1), Degrees of
protection provided by enclosures (IP code)

DIN EN 61984 (VDE 0627), Connectors —
Safety requirements and tests

- Stand 2012-08
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DIN IEC 60512-5:1994-05, Elektrisch-mechanische
Bauelemente fiir elektronische Einrichtungen;
Mess- und Priifverfahren; Teil 5: Aufprallpriifungen
(freie Bauelemente), Priifungen mit statischer Last
(feste Bauelemente), Dauerpriifungen und
Uberlastoriifungen; Identisch mit IEC 60512-5:1992

DIN VDE 0620-1 (VDE 0620-1):2010-02, Stecker
und Steckdosen flir den Hausgebrauch und
éhnliche Anwendungen — Teil 1: Allgemeine
Anforderungen

MIL-STD-202G"), Electronic and electrical
component parts

VG 95210-19, Priifung elektronischer und
elektrischer Bauelemente, Mechanische
Verfahren — Teil 19: Verfahren 204 B,
Schiittelpriifung Il (bis 2000 Hz)

VG 95211, Zulassung von Erzeugnissen

VG 95212, Listen zugelassener Bauelemente
(LZB)

VG 95218-10, Elektrische Kabel und Leitungen
— Teil 10: Schwere Gummikabel, flexibel,
Bauartnorm

VG 95319-2, Elektrische Steckverbinder und
Steckvorrichtungen — Teil 2: Fachgrundnorm

VG 96926-2, Elektrische Steckverbinder und
Steckvorrichtungen — Zweipolige
Steckvorrichtungen mit Schutzkontakt, 16 A, AC
250 V, druckwasserdicht — Teil 2: Einbaumalle,
Bauartnorm

VG 969269-3, Elektrische Steckverbinder und
Steckvorrichtungen — Zweipolige
Steckvorrichtungen mit Schutzkontakt, 16 A, AC
250 V, druckwasserdicht — Teil 3: Mal3e, Masse,
Bauartnorm

3 Begriffe

FUr die Anwendung dieses Dokuments gelten die
Begriffe nach VG 95319-2 und DIN EN 61984
(VDE 0627).

1) Bezugsquelle: https://assist.daps.dla.mil/
quicksearch/

VG 96926-1:2010-08

DIN IEC 60512-5:1994-05, Electromechanical
components for electronic equipment; basic
testing procedures and measuring methods; part
5: impact tests (free components), static load
tests (fixed components), endurance tests and
overload tests; identical with IEC 60512-5:1992

DIN VDE 0620-1 (VDE 0620-1):2010-02, Plugs
and socket-outlets for household and similar
purposes — Part 1: General requirements

MIL-STD-202G"), Electronic and electrical
component parts

VG 95210-19, Method 204B — vibration, high
frequency

VG 95211, Qualification approval for products

VG 95212, Lists of approved components (LZB)

VG 95218-10, Electrical cables and insulated
wires — Part 10: Heavy tough-rubber sheathed
flexible cables, detail specification

VG 95319-2, Electrical connectors and plug-and-
socket devices — Part 2: Generic specification

VG 96926-2, Electrical connectors and plug-and-
socket devices — Two-pole connectors with
protective contact, 16 A, AC 250 V, pressure-
water tight — Part 2: mounting dimensions; Detail
specification

VG 96926-3, Electrical connectors and plug-and-
socket devices — Two-pole connectors with
protective contact, 16 A, AC 250 V, pressure-
water tight — Part 3: Dimensions, mass; Detail
specification

3 Terms and definitions

For the purposes of this document, the terms and
definitions according to VG 95319-2 and DIN EN
61984 (VDE 0627) apply.

1) Source of supply: https://assist.daps.dla.mil/
quicksearch/

Documents
Document Sha?ring Hub

mCD - Stand 2012-08

é_Dpyright Deutsches Institut fAYr Normung e. V.
PFovided by IHS under license with DIN Licensee=Istanbul Teknik Universtesi/5956919001
No reproduction or networking permitted without license from IHS Not for Resale, 03/21/2016 02:41:55 MDT

Full document details: VG 96926-12010


http://www.avadocuments.com/doc/vg-96926-1-2010
http://www.avadocuments.com/doc/vg-96926-1-2010

VG 96926-1:2010-08

4 Anforderungen

4.1 Allgemeine technisch-organisatorische
Anforderungen

Nach VG 95319-2

4.2 Technische Daten

Kriech- und Luftstrecken nach DIN VDE 0620-1
(VDE 0620-1):2010-02, Abschnitt 27.

Zulassige Umgebungstemperatur:

-35 °C bis +60 °C

Schutzart IP 68 nach DIN EN 60529 (VDE 0470-1)
Mechanische Betriebswerte:
Schwingbeanspruchung 100 m/s?2

10 Hz bis 500 Hz

Steckzyklen nach DIN VDE 0620-1 (VDE 0620-1):
2010-02.

Schaltvermoégen nach DIN VDE 0620-1
(VDE 0620-1):2010-02.

4.3 Werkstoffe

Die Gehause der Steckvorrichtungen miissen
aus nichtmetallischen Werkstoffen hergestellt
sein.

Im gekuppelten Zustand sichtbare Teile bronze-
grin eingefarbt.

4.4 Verarbeitung

Nach VG 96919-2

4 Requirements

4.1 General technical-organizational
requirements

According to VG 95319-2

4.2 Technical data

Creeping distances and air creepances accor-
ding to DIN VDE 0620-1 (VDE 0620-1):2010-02,
Clause 27.

Admissible ambient temperature:
-35°C to +60 °C

Degree of protection IP 68 according to
DIN EN 60529 (VDE 0470-1)

Mechanical rated values:
Vibration stress 100 m/s2
10 Hz to 500 Hz

Insertion cycles according to DIN VDE 0620-1
(VDE 0620-1):2010-02.

Breaking capacity according to DIN VDE 0620-1
(VDE 0620-1):2010-02.

4.3 Materials

The shells of the connectors shall be of non-
metallic materials.

Visual parts in the mated condition shall be
coloured bronze green.

4.4 Processing

According to VG 96919-2

Documents

6 Document Sharing Hub

é_Dpyright Deutsches Institut fAYr Normung e. V.
PFovided by IHS under license with DIN
No reproduction or networking permitted without license from IHS

Full document details: VG 96926-12010

mCD - Stand 2012-08

Licensee=Istanbul Teknik Universtesi/5956919001
Not for Resale, 03/21/2016 02:41:55 MDT


http://www.avadocuments.com/doc/vg-96926-1-2010
http://www.avadocuments.com/doc/vg-96926-1-2010

