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Vorwort

Die Batterien nach dieser Norm sind typprif-
pflichtig nach VG 96956-2.

Bei der vorliegenden Norm handelt es sich um
eine Bauartnorm fur den Bereich Gasdichte
Nickel-Metallhydrid-Batterien.

Diese Norm wurde von der Normenstelle
Elektrotechnik (NE) im DIN, Arbeitsausschuss
NA 140-00-03 AA "Batterien" erarbeitet.

Diese Norm ist auch anerkannt von:

— armasuisse
CH-3003 Bern

— Defence Forces Materiel Command
P.O. Box 69
FIN-33541 Tampere
Finland

— FMV, Swedish Defence Materiel Administration
SE-11588 Stockholm

— Forsvarets forskningsinstitutt
Norwegian Defence Research
Establishment. P O Box 25
N-2027 Kjeller

— Ministerie van Defensie
DGM/MIB
NL-2500 ES Den Haag

VG 96956, Gasdichte Nickel-Metallhydrid-Batterien
besteht aus:

siehe VG 96956-1, Ubersicht.
Anderungen

Gegenuber VG 96956-50:2005-10 wurden folgende
Anderungen vorgenommen:

a) Elektrische Anforderungen geandert;
b) Die Norm wurde redaktionell Giberarbeitet.

Friihere Ausgaben

VG 96956-50:2008-11

The English version is a translation. In case of
dispute the German original will govern.

Foreword

The batteries according to this standard are
subject to qualification test in accordance with
VG 96956-2.

The presented standard is a detail specification
for the area of sealed nickel-metal hydride
batteries.

This standard has been prepared by the Normen-
stelle Elektrotechnik (NE) im DIN, committee NA
140-00-03 AA, Batterien.

This standard is also recognized by:

— armasuisse
CH-3003 Bern

— Defence Forces Materiel Command
P.O. Box 69
FIN-33541 Tampere
Finland

— FMV, Swedish Defence Materiel Administration
SE-11588 Stockholm

— Forsvarets forskningsinstitutt
Norwegian Defence Research
Establishment. P O Box 25
N-2027 Kjeller

— Ministerie van Defensie
DGM/MIB
NL-2500 ES Den Haag

VG 96956, sealed nickel-metal hydride batteries
consists of:

see VG 96956-1, survey.
Amendments

Compared with VG 96956-50:2005-10 the following
amendments have been adopted:

a) Electrical requirements changed;
b) The standard has been editorially revised.

Previous editions

VG 96956-50:2005-10
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