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— Vornorm —

Vorwort

Eine Vornorm ist das Ergebnis einer Normungs-
arbeit, das wegen bestimmter Vorbehalte zum
Inhalt oder wegen des gegenuber einer Norm
abweichenden Aufstellungsverfahrens noch nicht
als Norm herausgegeben wird.

Diese Vornorm wurde von der Normenstelle
Elektrotechnik (NE) im DIN, Arbeitsausschuss
NEA 651.2, Elektrische Verbindungselemente,
erarbeitet.

VGV 96930 Elektrische Steckverbinder und
Steckvorrichtungen — Steckverbinder mit Gewinde-
kupplung, amagnetisch, besteht aus:

— Teil 1: Anforderungen, Priifungen, Bauartnorm.

— Teil 2: Montage, Werkzeuge, Bauartnorm.

— Teil 3: Steckmale, Bauartnorm.

— Teil 4: Mal3e, Massen, Bauartnorm.

— Teil 5: Kontakte und Kontakteinséatze,
Bauartnorm.

— Teil 6: Zubehoér, Bauartnorm.

Diese Norm ist auch anerkannt von:

— armasuisse
CH-3003 Bern

— Ministerie van Defensie
DGM/MIB
NL-2500 ES Den Haag

1 Anwendungsbereich

Anschlussmalie nach dieser Vornorm gelten fir
die Steckverbinder nach VGV 96930-4 und
deren Kontakteinsatze nach VG V 96930-5.

The English version is a translation. In case of
dispute the German original will govern.

Foreword

A preliminary standard is a standard which cannot
be given full status, either because certain re-
servations still exist as to its content, or because
the manner of its preparation deviates in some
way from the normal procedure.

This preliminary standard has been prepared by
Normenstelle Elektrotechnik (NE) im DIN,
committee NEA 651.2 Elektrische Verbindungs-
elemente.

VG V 96930 Electrical connectors and plug-and-
socket devices — connectors with thread coup-
ling, non magnetic, consists of:

— Part 1: Requirements, tests, detail specification.
— Part 2: Mounting, tools, detail specification.
— Part 3: Mating dimensions, detail specification.
— Part 4: Dimensions, masses, detail specification.
— Part 5: Contacts and contact inserts,

detail specification.
— Part 6: Accessories, detail specification.

This standard is also recognized by:

— armasuisse
CH-3003 Bern

— Ministerie van Defensie
DGM/MIB
NL-2500 ES Den Haag

Scope

Mating dimensions according to this preliminary
standard are valid for the connectors according to
VG V 96930-4 and their contact inserts according
to VG V 96930-5.
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