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Errata Notice for the AWS Welding Handbook, 10th Edition, Volume 1 
Published in 2018 

(Last updated: November 14th, 2023) 
 

The following errata have been identified: 
 

• Page vii, Table of Contents, Chapter 4 title: Replace “115” with 132” 
 
• Page 60, Equation 2.1: delete “000” before heat 
 
• Page 67: Replace “29 mm,3 with “29 mm3,” 
 
• Page 69, Equation: Replace “1.502” with 1.5O2” 
 
• Page 70: Replace “Combining Equations 2.16 and 2.17” with “Combining Equations 2.17 and 2.18” 
 
• Page 77: Close the parenthesis. Sentence will now read as: 
(Reactive thermal conductivity results from the recombination of monatomic hydrogen or nitrogen into diatomic 
hydrogen or nitrogen in these temperature ranges. As the hydrogen or nitrogen recombines it releases its heat of 
dissociation. While not illustrated in the figures, carbon dioxide also exhibits reactive thermal conductivity due to the 
dissociation of carbon dioxide into carbon monoxide plus oxygen, and the recombination of these into carbon dioxide.) 
 
• Page 80: Replace “Figures 2.15 and 2.16” with “Figures 2.14 and 2.15” 
 
• Page 83: Replace Figure 2.20—Effect of Electrode Extension and Diameter on Transition Current of Steel Filler Metals 
with the following figure: 
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• Page 91: Replace “are” with “arc” and insert a period at the end of the sentence: 
Self-regulation of arc length occurs because small arc length variations cause small arc current fluctuations that adjust 
the electrode melt-off rate to eliminate the arc length variations. 
 
• Page 117, Equation 3.16: Replace “k = Thermal conductivity of the melt, W/(m K);” with k = Thermal conductivity of 
the metal, W/(m K);” 
 
• Page 118: Replace “Maragoni” with “Marangoni” 
 
• Page 141, Figure 4.13: Replace “TTC” with “TTT” and “CTT” with CCT” 
 
• Page 187, Figure 5.6: Delete “Spot” from title as there is no detail for spot welds. 
New title is “Schematic of CJP, PJP, Fillet, and Slot Welds” 
 
• Page 231: Replace “Figure 5.63(A), (B), (C), and (D)” with “Figures 5.65(A), (B), (C), and (D)” 
 
• Page 231: Replace “Figure 5.63(B), (C), (E), and (F)” with “Figure 5.65(B), (C), (E), and (F)” 
 
• Page 246, equation 5.19: Replace all instances of “ft” with “fr” 
 
• Page 254: Replace “Limitations on the AISC/D1.1/D14.1 Model” with “Limitations on the AISC/D1.1/D14.4 Model” 
 
• Page 263: Replace “Figure 5.81(A), 5.80(B), and 5.80(C),” with “Figure 5.81(A), 5.81(B), and 5.81(C),” 
 
• Page 268: Replace “[see Figure 5.84(B)],” with “[see Figure 5.85(B)],” 
 
• Page 279: Replace “80 ksi (380 MPa)” with “80 ksi (550 MPa)” 
 
• Page 279: Replace “because” with “before” 
Will now read as: Although metallurgists have been aware of CGIs existence before the early 1930s, commercial use 
was not prevalent until the late 1990s. 
 
• Page 315, Figure 6.33: Replace “(AT FAYING SERVICE)” with “(AT FAYING SURFACE)” 
 
• Page 355: Replace “Figure 7.25(B) and Figure 25(C)” with “Figure 7.25(B) and Figure 7.25(C)” 
 
• Page 365: Replace “±1.5 mm (±0.75 mm)” with “±0.03 in. (±0.75 mm)” 
 
• Page 371: Replace “Figure 7.32” with “Figure 7.39” 
 
• Page 372: Replace “Equation 7.13” with “Equation 7.12” 
 
• Page 374: Replace “Figure 7.41” with “Figure 7.42” 
 
• Page 383: Replace “The value of C in Equation 7.29” with “The value of C in Equation 7.33” 
 
• Page 383: Replace “the amount of distortion, d,” with the amount of distortion, δ,” 
 
• Page 387, Figure 7.51 title: Replace “Filler Metal Weight, t,” with “Filler Metal Weight, w,” 
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